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Introduction 


This Databook and Design Guide is your complete reference 
to all product and support information relating to National 
-Semiconductor’s programmable logic devices (PLDs) and 
development tools. 


In our new 1992 issue, you will notice that we have expanded 
our EECMOS product line with the addition of many new 
GAL® devices, including the new GAL Quiet Series™ family. 
We have also introduced a brand new family of high- 
er-density EECMOS MAPL™ (Multiple Array Programmable 
Logic) devices which specifically address the needs of com- 
plex state machine and bus interface applications. 


To support all of our GAL, ECLPAL and MAPL devices, we | 


have released OPALTM—a low cost, menu driven, open-ar- 
chitecture development package that is available for MS- 
DOS®, Windows® 3.0 and Sun® workstation platforms. 


-If you are in need of further information or assistance, please 
contact your local National Semiconductor sales representa- 

‘tive. A detailed list of National Semiconductor sales offices 
and representatives is given at the back of this book. 
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Product Status Definitions 


Definition 


This data sheet contains the design specifications for product 


. development. Specifications may change in any manner without notice. 


This data sheet contains preliminary data, and supplementary data will 
be published at a later date. National Semiconductor Corporation 
reserves the right to make changes at any time without notice in order 
to improve design and supply the best possible product. 


This data sheet contains final specifications. National Semiconductor 
Corporation reserves the right to make changes at any time without 
notice in order to improve design and supply the best possible product. 


This data sheet contains specifications on a product that has been 
discontinued by National Semiconductor Corporation. The data sheet 
is printed for reference information only. 


National Semiconductor Corporation reserves the right to make changes without further notice to any products herein to 
improve reliability, function or design. National does not assume any liability arising out of the application or use of any product 
or circuit described herein; neither does it convey any license under its patent rights, nor the rights of others. 
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1.0 Selection Tables 


The product selection tables which follow are organized by technology group (EECMOS and ECL), then a “family”, and finally 
by “series” within each family. The term “family” refers to a set of one or more “device types” which are variations on the same 
basic architecture. The term “device type” refers to a specific device architecture (regardless of performance characteristics). 
The term “series” refers to a particular speed/power version in which the devices of a PLD family are available. Thus as 
technology advancements provide for improved speed/power performance, a new series is added to selected product families. 


TABLE |. Programmable Logic Product Selection Guide 


Family and Part 
Series ‘Numbers habe 
(Note 1) . Combinatorial Registered 





EECMOS 


20-Pin Quiet Series GAL16V8QS-15L 
Generic GAL16V8QS-15Q 
Array GAL16V8QS-20L 
Logic GAL16V8QS-25L 

GAL16V8QS-25Q 


24-Pin Quiet Series | | GAL20V8QS-15L 
Generic GAL20V8QS-15Q 
Array GAL20V8QS-20L 
Logic GAL20V8QS-25L 

iy GAL20V8QS-25Q 


20-Pin - + +1 GAL16V8-7 
Generic GAL16V8-10 
Array GAL16V8A-12 
Logic GAL16V8A-15 
GAL16V8-20L 
GAL16V8-25L 
GAL16V8-25Q 


24-Pin GAL20V8-7 
Generic GAL20V8-10 
Array GAL20V8A-12 
Logic GAL20V8A-15 
GAL20V8-20L 
GAL20V8-25L 
GAL20V8-25Q 
GAL22V10-15 
GAL22V10-20 
GAL22V 10-25 
GAL22V 10-30 
GAL20RA10-15 
GAL20RA10-20 
GAL20RA10-25 
GAL6001-30L 


8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 


Note 1: Maximum tpp for combinatorial outputs (commercial operating range). Denotes characteristic speed of family where product has all non-registered outputs. 
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TABLE I. Programmable Logic Product Selection Guide (Continued) 


Family and Part 
Series Numbers sire a 
(Note 1) Combinatorial Registered 


ECL PAL 


Combinatorial PAL1016P8 
PAL10016P8 
PAL1016P8-3 
PAL10016P8-3 
PAL1016PE8-3 
PAL10016PE8-3 
PAL1016P4A 
PAL10016P4A 

- PAL1016P4-2 
PAL10016P4-2 
PAL1016C4-2 
PAL10016C4-2 


no po 
Vy PR AAOHWHWAD 
ARARRAWDOOBDOO 


Note 1: Maximum tpp for combinatorial outputs (commercial operating range). Denotes characteristic speed of family where product has all non-registered outputs. 





HIGH DENSITY EECMOS 


Multiple Array MAPL128-40 
Programmable MAPL128-33 
Logic MAPL144-45 
MAPL144-40 
MAPL144-33 
MAPL244-50 


Series Numbers’ - ; 
Combinatorial Registered 


MAPL244-40 © 
MAPL244-33 





2.0 Ordering Information 


The ordering information diagram below defines the product-number nomenclature used throughout National’s programmable 
logic product line. This nomenclature is based on that used by the original industry-standard PAL products, and are therefore 
very similar to the product numbers used by other PLD manufacturers. Refer to the corresponding ‘Ordering Information” 
diagrams in the individual product datasheets to determine the valid combinations of attributes describing actual PLD products. 


Technology Family: ‘ 

GAL = Generic Array Logic (E2CMOS) 
PAL10 = 10 KHECL PAL 

PAL100 = 100k ECL PAL 

MAPL = Multiple Array Programmable Logic 


Number of Array Inputs 
(For MAPL Devices: 128 = Series 1, 28 pins 
144 = Series 1, 44 pins 
244 = Series 2, 44 pins) 


Output Type: 
C = Complementary 
RA = Registered Asynchronous 
V = Variable (GAL only) 
P = Programmable Polarity 


Number of Registered/Latched Outputs 
(or total outputs if non-registered) 


GAL Quiet Series Only 


Speed/Power Series: 
-7=7ns 
—10 = 10ns 
—15L = 15 ns, Half-power 
—15Q = 15 ns, Quarter-power 
—20L = 20 ns, Half-power 
—25L = 25 ns, Half-power 
~—25Q = 25 ns, Quarter-power 
A-—12 = 12 ns, Half-power 
A-15 = 15 ns, Half-power 
—33 = 33 MHz (MAPL) 
—40 = 40 MHz 
—45 = 45 MHz 
—50 = 50 MHz 


Package Type: 
N = Plastic DIP 
J = Ceramic DIP 
V = Plastic Leaded Chip Carrier 
W = Quad Cerpak (ECL only) 


Temperature Range: 
C = Commercial 
| = Industrial 


GAL 16 V 8 QS 15L N c 
FIGURE 1-1. PLD Part-Number Nomenclature and Ordering Information 
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Designing with Programmable Logic 
Programmable Logic Design Methodology 
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Designing with Programmable Logic 


Programmable logic has evolved over the last decade into a 
design tool permitting digital logic designs with a minimal 
number of packages and a maximum of flexibility. The key 
to PLDs is the use of embedded programmable cells which 
allow logic components to be configured into specific de- 
signs in the field. This permits logic consolidation with quick 
implementation and equally quick design revision often with- 
out board layout changes. 


While Programmable Logic Devices (PLDs) do not offer the 
density of standard VLSI or custom circuits, they are far 
more flexible than the former and more cost-efficient than 
the latter. They have found extensive use in varied applica- 
tions. They are both inexpensive and space-saving in re- 
placing less efficient “glue logic’, which was one of the 
more popular original uses of PLDs. But they are also capa- 
ble of efficiently implementing complex functions and state 
machines. 


1.0 Background to PLDs 


The use of programmable logic in digital design began with 
the diode matrix with aluminum fuses at the crosspoints in 
the early 1960’s. This evolved into the PROM through the 
addition of a decoder at the inputs. The result was an ad- 
dressable memory which could also be seen as a universal 
logic device with a fixed AND matrix (the decoder) feeding a 
programmable OR matrix (the diode array). A representative 
PROM circuit is shown in Figure 1(b) as implementing, for 
example, a simple set of equations given in Figure 1a). The 
disadvantage of a PROM used as a logic device derives 
from its universality. The number of product terms available 
is 29, where n is the number of input variables. Each addi- 
tional variable (input pin) doubles the size of the matrix. As a 
result, commercial PROMs offer limited input (i.e. address 
pins). This approach rapidly degrades performance due to 
the decode logic and the array dimensions required, and 
increases cost through inefficient use of silicon. Many logic 
applications require more inputs, but not the flexibility of a 
full decoder. 


This dilemma was solved by introducing a second fuse ma- 
trix in place of the fixed decoder, allowing selection only of 
those product terms required by the design. This made 
much more efficient use of the programmable matrix. Like 
the PROM, it was made using fuses which could be config- 
ured in the field and was therefore called the Field Program- 
mable Logic Array (FPLA or just PLA). The basic PLA archi- 
tecture is shown in Figure 1(c). Unlike the PROM, the PLA 
can. handle logic functions requiring more input variables 
with much less than 2" product terms. 


However, the additional fuses of the second matrix imposes 
a longer delay than a hardwired decoder and introduces 
more circuit complexity. One solution was to hardwire the 
OR array and allow the user to program only the AND array. 
This arrangement is known as the Programmable Array Log- 
ic (PAL®) architecture shown in Figure 7(a). The introduc- 
tion of the PAL device was the key which unlocked the po- 
tential of efficient programmable logic for designers. The 
PAL device could be made more cost-effectively than the 
PLA and could substitute flexibility in the OR array by being 
offered in a variety of basic configurations. Also, since the 
number of programmable arrays through which a logic sig- 
nal needed to pass was reduced from two to one, device 
performance improved considerably. 


Development of the initial PAL concept has led to families of 
products in several technologies, offering a range of design 
building blocks, power requirements and performance. 


The advantages of the one-time programmable (OTP) de- 
vices described above hinge on the ability to configure inte- 
grated circuits in the field. Once blown, the cells cannot be 
reconfigured. More cost savings would be available if PLDs 
could be reconfigured. This would permit device reuse and 
exhaustive factory testing for yet higher programming yield 
and improved reliability. Recent developments in semicon- 
ductor technology have made electrically erasable cells 
available for memory and logic products. Such reconfigura- 
ble cells have been used to make “Generic Array Logic” 
(GAL®) devices. Basic GAL devices offer not only all the 
logic configurations likely to be required but also allow modi- 
fication of prototypes for development debug and also of 
systems in the field for reconfiguration or upgrade. 


As systems become more complex, so too have PLDs. 
However, as the size of a GAL grows, its performance drops 
substantially. In order to achieve higher densities, while 
maintaining the performance of PALs, IC vendors have put 
multiple GAL matrices into one device to realize the density 
of one large GAL, while retaining the performance of a sin- 
gie GAL. National Semiconductor's MAPL devices take this 
concept one stage further. MAPL devices incorporate multi- 
ple PLA blocks that take advantage of the characteristics of 
the state machine applications they are designed for. State 
machines use only a portion of the total logic at any given 
time, so instead of making all of the PLA blocks active at 
one time, only the block with the current logic is made ac- 
tive. Thus, the multiple elements are not merely blocks, but 
pages that allow not only higher densities and high perform- 
ance, but low power consumption as well. 
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Designing with Programmable Logi 


LOGIC EQUATIONS 
Fi =A 

Fo = AB 

Fg =A+B 

F, = AB + AB 


(a) Desired Logic 
Functions 


“FUSIBLE OR 


FUSIBLE AND 


was Fy : Fo : Fs F, 


‘ TL/L/9987-2 
(c) PLA Architecture with Programmable 
AND & OR Arrays 


FUSIBLE OR 


HARD AND 


Fy °F Fs 7) 
-TL/L/9987-1 


ria Architecture with Fixed AND (Decoder) and 
eee OR lh ; 


HARD OR . 


“FUSIBLE AND 


Fy es ‘ Fs. Fy 


TL/L/9987-3 
(d) PAL Architecture with Programmable AND Array 
and Fixed OR-Gate Connections 


FIGURE 1. Comparison of Programmable Logic Basic Architectures 





2.0 Design Advantages 


Digital logic designers have always worked under con- 
straints. Reduction of system size and cost demand effi- 
cient, compact designs. System reliability forces designers 
to compromise between evolving solutions and existing 
proven methods. Future revisions demand a degree of flexi- 
bility which must be anticipated. Yet the systems them- 
selves increase in complexity, components sophistication 
requires ever more sophisticated tools and conceiving the 
optimal design for so many parameters requires a range of 
skills which must constantly be developed. 


PLDs do not solve all of these problems. But they do pro- 
vide a method of dealing with some of the major issues in 
an effective way by providing a uniform methodology. This 
section discusses some of the major advantages available 
to designers through the use of PLDs. 


SIMPLIFIED SYSTEM DESIGN 


The semi-custom approach of PLDs allows the user to 
specify exactly the functions which will be implemented in 
the logic. This avoids the problem of interconnecting various 
SSI components to achieve the same result. At the same 
time, PLDs offer speed advantages through reduction of in- 
terconnects. The methodology becomes one of writing the 
equations for the desired function with the help of the soft- 
ware tools and using such equations to configure the appro- 
priate devices. This methodology accelerates both the con- 
ception and implementation of the design. Since the soft- 
ware tools available handle all the details regarding device 
configuration, the designer is left free to focus on the design 
of the application itself. An additional benefit is that many of 
the changes which usually need to be incorporated in a de- 
sign after implementation can often be accommodated by 
altering the PLD’s internal configuration, thus avoiding rewir- 
ing of prototype and printed circuit boards. 


INCREASED FUNCTIONAL DENSITY 


Despite the development of LSI and VLSI devices which 
package an amazing amount of logic on a single chip,’ sys- 
tem designers have still had to. contend with the power, 
space and drive problems associated with a myriad of 
SSI/MSI packages used either for “glue” or for specific de- 
sign requirements not available in off-the-shelf parts. Ordi- 
narily, this will decrease the functional density. 


PLDs, however, offer a compact solution with high function- 
ality and less waste in I/O and interconnect lines, so that 
functional density can approach that of custom logic without 
the associated engineering charges. On the other hand, the 
combination of several functions on a single chip reduces 
power as well as space and has the added benefit of boost- 
ing system performance through a reduction of intercon- 
nects. 


3.0 Manufacturing Advantages 


While PLDs offer a number of advantages over SSI/MSI for 
the designer, there are a number of considerations which 
only become apparent when system volume production is 
examined. These include: 


©. Cost of Inventory . 

® Cost of Ownership 

Cost of Upgrades/Modifications 
e Reliability 


COST OF INVENTORY 


A hidden cost associated with many designs is the inventory 
of parts required in order to sustain it in production. PLDs 
are able to reduce this cost by offering a substantial reduc- 
tion in the number of different part types which are other- 
wise required to build a given system using standard logic 
parts. This is particularly true for GAL devices. Users may 
find that the inventory cost advantages of GAL devices tend 
to offset the slight difference in price of GAL over standard 
PAL devices. 


COST OF OWNERSHIP 


The cost of ownership of a particular part is more subtle 
than the simple price at which it is available on the market. 
In fact, the cost of ownership includes the cost of those 
devices which fail and which must be replaced. This cost 
increases dramatically as the discovery of failures occurs 
later in the production process. 7 


The additional cost of a failed part at incoming inspection is 
relatively minor. However, PLDs must be programmed to 
the user’s pattern before any meaningful functional testing 
can be done by the user. Therefore, the first detectable de- 
vice failure for a PLD will be a programming failure detected 
during device verification on the programming equipment. 
This is the most frequent of all failure modes for PLDs. Elec- 
trically-erasable GAL and MAPL devices have a much high- 
er factory testability and an inherently more reliable pro- 
gramming technology. This gives these advanced technolo- 
gy products a strong advantage at this early stage of pro- 
duction. 


Once devices have been verified, functional testing can be 
performed while still loaded in the programming unit or.on 
production IC testers. Otherwise, the device functionality is 
tested in-circuit. Both involve further production costs which 
contribute to cost of ownership, particularly if the device is 
already soldered in place. 


Failures beyond this may occur at the board or system level. 
This.sometimes occurs despite testing at previous stages 
and happens to standard non-programmable products as 
much as to PLDs. Most are detected in npreducton but are 
increasingly costly to correct. 


The final location at which device failure ¢ over product life- 
time can occur is in the field. Field failures are attributed 
primarily to device reliability. Since field failures have the 
highest associated cost, National Semiconductor performs 
extensive reliability testing on all PLD products, processes 
and packages. 


COST OF UPGRADES AND MODIFICATIONS 


Unlike standard SSI/MS!, PLDs offer some degree of flexi- 
bility in permitting alterations to a circuit which is already in 
production. At its simplest level, all PLDs permit some de- 
gree of reconfiguration within the existing printed circuit 
board and device pinout. Even if the original one-time-pro- 
grammable (OTP) PLD cannot be reconfigured, subsequent 
production can alter the circuit by altering the fuse map with- 
out any other changes. Where the change is more dramatic, 
the use of a pin-compatible GAL device may still offer a 
change which requires no circuit board alterations. Field al- 
terations are then limited to replacing a device and do not 
require the standard time-consuming cut-and-jumper ap- 
proach. 
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HIGHER RELIABILITY 


The higher levels of integration associated with contempo- 
rary digital design have brought reliability and testability to 
the fore as issues in system design. Increased system and 
integrated circuit complexity have made it crucial that an 
acceptable design debug and system test methodology be 
included as part of the development process. PLDs help in 
this by being both flexible and versatile in design debug, 
particularly reconfigurable EECMOS devices. 


It has also been shown that system reliability is a function of 
the number of components used and the pins and wiring 
necessary to interconnect them. The decreased package 
count over standard SSI/MSI devices through the use of 
PLDs therefore helps maximize system reliability. 


Recent advances in PLD circuit design and processing tech- 
nology have greatly improved the long-term reliability of 
both OTP and reprogrammable EECMOS products. Sophis- 
ticated test circuitry built into these products allows in- 
creased testability of on-chip circuit elements and program- 
ming cells to ensure long-term reliability. 


4.0 Alternative Methodologies 


Since the introduction of LSI, there has been a growing 
“complexity gap” between high-density, high-functionality 
devices and the low-density device available to interconnect 
them or provide non-standard design alternatives. PLDs are 
emerging to bridge that gap. 


STANDARD LSI 


Advances in this area have been made at the cost of device 
flexibility and support software complexity. A hidden disad- 
vantage has been the need to interface such devices into a 
given system, often resulting in a disproportionately high 
package count and power supply problems. PLDs can be 
used for package reduction of the inevitable “glue logic” 
around LSI applications. But also, frequently design require- 
ments may be for a controller which doesn’t require micro- 
processor complexity or cannot accept the slower micro- 
processor speeds. While standard LSI attempts to be a uni- 
versal solution, the system under design may require a 
much simpler solution and/or special functions not provided 
in available LSI. PLDs can often provide a more appropriate, 
higher-performance, cost-effective and compact design in 
such cases. 


STANDARD SSI/MSI 


While having mounting competition from other design meth- 
odologies, SSI/MSI logic continues to be used in many de- 
signs where specialized functions are required in lower pro- 
duction volumes. PLDs offer a more effective means of im- 
plementing these functions in all but the most trivial exam- 
ples because of their ability to reduce package count, in- 
crease performance, offer design support tools and simplify 
revisions and upgrades. Where systems require absolute 
minimum delays through short logic paths or standard logic 
functions, standard SSI/MSI devices are often an indis- 
pensable solution. However, in most other “glue logic” ap- 
plications, the long-term efficiency and flexibility of PLDs 
tend to outweigh any initial parts cost savings derived from 
using SSI/MSI, especially when design revision is consid- 
ered. - 


FULL CUSTOM 


These provide an excellent solution to well-defined, low-to- 
medium complexity logic which is expected to be produced 
in very high volume. The risks involved in committing both 
the time and money mean it is seldom used in practice un- 
less extreme performance/density is required or extreme 
high volume is expected. 


SEMI-CUSTOM ASIC’s 


The success of this semi-custom approach depends on the 
efficiency of use of the gates available. This requires skillful 
partitioning of the logic and careful selection of the gate 
array. It has far less development time and cost associated 
with it than full custom, but fixed costs must still be consid- 
ered, along with the difficulty of correcting any pepe in 
the logic once committed to silicon. 


Even though prototype development time for gate arrays 
has been significantly reduced over the past few years, alo- 
most any redesign requirements can imply mask revision 
and have a devastating effect on system introduction. 


COMPLEX PLSs/FPGAs 


These devices incorporate multiple arrays or logic blocks 
into one device. Both complex PLDs and Field Programma- 
ble Gate Arrays (FPGAs) are described here together since 
the distinction between the two is diminishing and since 
they address the same market. These devices provide the 
programmability of PAL and GAL devices with the densities 
of custom and semi-custom ASICs. While the part cost of 
these devices is greater than that of ASICs, they are much 
less expensive and much quicker to design with. Thus, as 
time to market continues to increase in importance, com- 
plex PLDs and FPGAs become more and more attractive. 
See the datasheet section of this databook for information 
about National Semiconductor’s MAPL complex PLDs. | 


5.0 PLD Architecture Overview | 


This section describes some of the basic architectural fea- 
tures found in the various PAL-like devices (including the 
GAL devices). For more detailed descriptions of the archi- 
tectures of specific devices, refer to the appropriate data- 
sheet. 


LOGIC ARRAY STRUCTURE 


The PAL architecture is based on a single programmable 
AND-gate array with fixed OR-gate connections. The AND 
array consists of a number of “‘input lines” running in one 
dimension across a number of “‘product-term lines” running 
in the orthogonal dimension with programmable intercon- 
nection cells at all intersections. For every input signal (logi- 
cal input variable) applied to the array, a true’ and comple- 
ment pair of input lines are provided. 


A product term is satisfied (logically true) while all input lines 
connected to it (via programmable cells) are high. If neither 
the true nor complement of an array input i is connected toa 
product line, then that array input represents a “don’t care” 
value with respect to that product term. 


In all PAL-based devices covered in this book, all product 
terms are dedicated to specific device outputs. The number 
of product terms allocated to each output logic function var- 
ies from device to device. 





ADVANCED MACROCELL 


GAL devices use additional programming cells to redirect 
their output logic paths to emulate a wide variety of TTL PAL 


architectures, plus other original configurations. These “ar- _ 
chitecture cells” select registered vs. combinatorial outputs, 


TRI-STATE® control signals, |1/O feedback paths, and out- 
put polarity. The term ‘Output Logic Macrocell’”” (OLMC) is 
commonly used to describe such sophisticated peripheral 
logic which is user-configurable by means of programmable 
architecture switches. Figure 2 shows the complete logic 
schematic of a GAL OLMC. Fortunately, the logic paths and 
architecture switches are automatically configured by de- 
sign development software according to the designer’s fa- 
miliar logic equations. 

MAPL macrocells are even more advanced than GAL mac- 
rocells. The MAPL I/O macrocells incorporate both JK and 
DE flip-flops in hardware (Figure 3). This allows designs, 


ACO If pint 13 18 
SYN If pin* 12 or 19 


especially state machines, to be implemented most effi- 


ciently. JK flip-flops can be used to effectively implement IF- 
THEN-ELSE statements in state machine language, and the 
ENABLE signal of the DE flip-flop can be used to “freeze” 
an output using a minimum number of product terms. GAL 
devices, having only a D flip-flop in hardware, must imple- 
ment JK and DE flip-flops in software, substantially impact- 
ing performance. 

MAPL2 devices also have input logic macrocells (ILMCs) 
(Figure 4). The ILMCs allow combinatorial, latched, regis- 
tered, and double-registered inputs. Registered and latched 
inputs can be used to accommodate fast setup times and 
provide a synchronous interface to the rest of the system. 
The double-registered option performs these functions and 
greatly improves metastability. 


From Adjacent OLMC/PIN 


ACO ACI, 


To Adjacent OLMC 
TL/L/9987-6 


FIGURE 2. GAL Output Logic Macrocell (OLMC) 
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1/0 (12-27) 


 OECOE 
" TERM1 TERM2 


FIGURE 3. MAPL244 FPLA OLMC 


INIT TERM 


FIGURE 4. MAPL244 ILMC 


TO FPLA 


TL/L/9987-7 


TL/L/8987-8 





6.0 Programmable Logic 


from National 


National Semiconductor offers a broad range of products in 
the PLD field. 


ECL PAL PRODUCTS 


A large range of the traditional PAL architectures are avail- 
able in ECL for those system designers taking advantage of 
this technology. In very high speed applications where ECL 
is typically used, logic optimization becomes crucial and the 
delays involved in off-chip wiring become more pronounced 
as a fraction of the total delay. The SSI/MSI logic families 
available in ECL are not as robust as those in TTL and tend 
to consume larger system board areas in implementation. 
Both problems can be more effectively reduced through the 
use of ECL PLDs. Consolidating logic into PLDs moves local! 
logic interconnections on-chip eliminating the associated 
wire delays. Also, by reducing board area consumed by the 
logic implemented in the PLD, remaining on-board logic be- 
comes more compact thereby reducing the trace lengths of 
interconnections among surrounding logic. This adds to the 
speed advantage. Reducing required board area also allows 
the system designer to increase the amount of on-board 
logic. 


EECMOS GAL PRODUCTS 


The CMOS technology offers advantages over standard 
TTL in some applications. Modern CMOS technologies re- 
quire considerably less power with little speed penalty. The 
recent developments in electrically erasable CMOS devices 
(EECMOS) offer additional advantages in flexibility and test- 
ability. Using a cell which can be reprogrammed multiple 
times, a GAL device offers increased ease in system proto- 


typing. 

A GAL device also has a powerful feature in its reconfigura- 
ble output macrocells. This permits it to replace a variety of 
more conventional PAL devices, thus reducing inventory re- 
quirements. The intrinsic higher device reliability and ability 
to be fully tested in the factory with guaranteed yields of 
100% can replace customer incoming device inspection. 


EECMOS MAPL PRODUCTS 

National Semiconductor’s new family of high density Multi- 
ple Array Programmable Logic (MAPL) devices solve the 
density limitations of standard PAL, GAL and PLA devices, 
without the development cost, effort and performance prob- 
lems associated with FPGAs. The MAPL family is ideally 
suited to state machine designs and offers considerable 
performance advantages over other programmable logic so- 
lutions. MAPL devices can be configured to implement a 
superset of many current PLD architectures including: 

— Field Programmable Logic Sequences (FPLS) 

— Registered PAL/GAL devices 

— Low density gate arrays/FPGAs 

— Programmable microsequences/microcontrollers 


—— Registered PROMs 


The MAPL family consists of two series, MAPL1 and 
MAPL2. Both incorporate multiple Field Programmable Log- 
ic Arrays (FPLA) which are fully interconnected to resemble 
one large continuous FPLA. By internally partitioning the ar- 
rays in this manner, MAPL is able to achieve up to 45 MHz 
true system performance with the power consumption equal 
to that of just a single EECMOS GAL device. 


PRE-PROGRAMMED PRODUCTS 


As the volume of system production increases and the con- 
fidence in the design solidifies, it may make economic 
sense to consider using one of the pre-programmed device 
programs from National. For production flows which require 
quantities of PLDs which cannot be programmed cost-effec- 
tively at the customer site, National Semiconductor offers a 
program which ships GAL devices already programmed to 
customers for immediate inclusion in the system. 


This program avoids the manufacturing costs associated 
with device programming and related programming failures. 
It also considerably enhances device reliability due to the 
thorough factory test performed on functional devices be- 
fore shipment using the customer’s test patterns. Because 
of the resulting increase in product quality levels, further 
manufacturing costs may be saved by eliminating incoming 
component inspection. 


7.0 Design Development Tools 


Design development with PLDs involves the use of a few 
tools which assist both in the design conception and imple- 
mentation stages. Information is widely available describing 
in detail the usage, features, and issues involved in select- 
ing and using these tools. Competition in the PLD support 
tools market has considerably reduced the investment nec- 
essary to acquire the appropriate hardware and software 
tools. 


PROGRAMMING HARDWARE 


PLDs are typically configured on a piece of hardware known 
as a programmer. Most of today’s programmers consist of a 
stand-alone box housing universal pin-driver electronics and 
control circuitry, connected to a computer software platform 
via a serial or parallel link. Device selection and program- 
ming control is executed from the computer. Most PLDs can 
be programmed in a single DIP socket mounted directly on 
the box. Adapters are often used for SMD devices. 


The selection of programmers has widened in recent years, 
and now includes an extensive variety of both “universal”, 
and device-specific programmers. Many manufacturers 
worldwide offer programmers, either as a stand-alone sys- 
tem, or as an add-in to an existing PC. Programmers are 
available in a wide variety of complexity, capabilty, and cost. 


Most universal programmers are capable of programming a 
wide variety of PLD products when equipped with the nec- 
essary adapter or software cartridge/diskette. Often the 
very latest PLD devices can be supported with an update 
available from the programmer manufacturer. Device-spe- 
cific programmers are often available for new-technology, or 
high complexity devices (such as some FPGAs) which re- 
quire unique, or complex support features not readily avail- 
able on standard programmers. 
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The bulk of PLDs today are programmed by downloading a 
JEDEC file (generated from a PLD development software 
tool) into the programmer, then programming the device. 
The JEDEC file represents the fuse map for a specific PLD, 
and conforms to an industry-wide standard which ensures 
that files generated by virtually any software tool can be 
used to program PLDs an virtually any programmer. .’ 


National maintains a program of evaluation and certification 
for programmers supporting NSC devices. All. “approved” 
programmers must meet-stringent criteria designed to en- 
sure the highest quality programming results. National 
strongly recommends using only “approved” programmers 
for both engineering and production. 


For more detailed information see Section 4. 


DEVELOPMENT SOFTWARE 


Software tools allow the PLD designer to use commonly 
available computers to enter PLD designs, compile and test 
the design, select appropriate PLD device types, and create 
the JEDEC file for downloading to a programmer. The soft- 
ware allows designs to be entered in a variety of ways, in- 
cluding Boolean equations and high-level language, and 
may include advanced features such as automatic logic re- 
duction and device independence. Virtually all software 
tools support most common PLDs, and some will also sup- 
port less common types. 


Development software packages are available from a vari- 
ety of manufacturers worldwide, and offer a range of fea- 
tures, complexity, and cost. 


NATIONAL SEMICONDUCTOR OPALT™ SOFTWARE 


The OPAL software package is.a comprehensive PLD (Pro- 
grammable meee Device) development design tool offered 


1-10 


by National Semiconductor. It supports state machine, truth 
table and Boolean equation entry, as well as optimization, 
verification and implementation in a wide variety of PLDs. 


The OPAL software package consists of: a graphical shell 
environment, executable modules, a graphical simulation 
package, a device library file, examples and an overall dem- 
onstration of the software package. 


OPAL is an open architecture language.. This means ‘the 
software is modularized so that there is a standard interface 
format between modules. These standard interface formats 
allow the modules to communicate with 3rd party software, 
thereby letting the user use existing, familiar software tools 
in conjunction with OPAL. While OPAL is a powerful stand- 
alone PLD development tool, it complements the user’s ex- 
isting tools (rather than superceding them) to form an even 
more powerful and flexible toolbox. ; 


OTHER ASSEMBLERS/COMPILERS — 


High-level assemblers provide many automatic features that 
are not found in other assemblers. They are usually device 
and manufacturer-independent and some tools may be us- 

able with other software packages. While they are still capa- 
ble of accepting Boolean equation data entry, they offer oth- 
er input alternatives, such as gate-level graphics and higher- 
level state machine descriptive language, and allow fea- 
tures such as set-definition and automated logic reduction. 
Several higher-level packages designed for use with all 
PLDs are generally available. Two of the most popular are 
CUPL® software from a Devices and ABEL® software 
from Data 1/0. 


For more detailed information see nection 4, 
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Programmable Logic Design Methodology 


PLDs offer a number of design advantages to the designer. 
But in order to make use of these, the designer must apply a 
specific design methodology in order to maximize the effec- 
tiveness of the PLD tools available. This chapter outlines 
the steps by which this is done and illustrates their use by 
specific examples. Details of the use of the most important 
tools are given in Section 4. For more diverse examples 
without as much emphasis on methodology, refer to Appli- 
cations examples Sections 2 and 3. 


Design Development Process 


The design development process for PLDs proceeds in 
three main phases: 


e Logic design 
¢ Design implementation _ 
¢ Design/Logic verification 


Within each phase, an experienced designer will pass 
through a number of steps. While the process may appear 
involved at first, it is mostly a stylization of good design 
practices and efficient use of the PLD tools available to the 
designer. 


Within the Logic Design phase, the steps involved are com- 
mon procedure for any digital design engineer and can be 
tailored to suit the individual taste and design requirements. 
The main steps are: 


¢ Define the system problem 

© Generate a block diagram 

¢ Implement the function logically Ds 

¢ Derive the Boolean equations describing the design 


These are largely self-explanatory. For readers requiring 
some background information on logic design principles, re- 
fer to Appendix A. 


Design Implementation consists largely of selecting and us- 
ing the tools to translate the results of the first phase into a 
configure d PLD. It consists of steps: 


® PLD family and device selection 

* Partitioning the logic to fit the devices selected 

© Equation entry . 

e Running development software and JEDEC file creation 
¢ Platform and programmer configuration 

e JEDEC file transfer 

¢ Device programming: 

The preparation of software, platform and programmer need 


be done ony for the initial use of PLDs. Following that, the 
other functions are all straightforward operations often han- 


dled automatically by the PLD tools selected and not requir- 
ing involvement on the part of the designer. 

Design verification is the final phase during which the cor- 
rect programming of the device is checked, along with the 
generation of test procedures which verify that the device 
itself implements what was originally required. The steps in 
this phase are: 

e Device programming verification 

* Design test vector generation 

¢ Device simulation 

e Device functional test 

© Design documentation 

The effort involved in each depends both on the design 
complexity and the tools available. As with any other design, 
the verification phase can be too easily overlooked in the 
entire design process, but effort spent in judicious testing 
and adequate documentation is normally well spent. 

Each of these steps is described in detail later in this sec- 
tion. 


Logic Design. 
This section gives a detailed account of the steps involved 
in generating the initial theoretical design, illustrated by ref- 


_ erence to an example of a 6-bit bidirectional shift register. 


DEFINING THE PROBLEM 


As with any other design methodology, the first step in- 
volved is a clear definition of the problem to be solved. In 
the case of the shift device, what is required is a device with 
the following characteristics: 


© 6-bit wide right/left shift register 

¢ Parallel input and output ports 

© Clock input 

© Control lines for mode selection 

e Ability to be cascaded via two bidirectional serial ports 


Additional criteria which might play a role in selection of the 
final solution are the need for low parts count, power and 
speed considerations, and the need to interface with or mop 
up other logic in the area. For the purpose of this example, 
assume these criteria impose no special constraints. 


DESIGNING THE LOGIC 


Based on the above criteria, the block diagram of the logic 
can be generated directly, as shown in Figure 7. The signal 
names are given to permit unambiguous reference to their 
function and any considerations of logic context within the 
system should be incorporated here. 
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From the block diagram, the designer derives the detailed 
functional description of the intended behavioral concept. 
This may take a number of forms, depending on the applica- 
tion and the preference of the designer. One common meth- 
od of expressing the detailed operation of a registered appli- 
cation such as this is a function table, which is shown in 


PARALLEL 
DATA 
INPUT 


SHIFT RIGHT 
SHIFT LEFT 


FIGURE 1. Block Diagram Showing 3 Cascaded Shift Registers 


Hold 

Shift Right 
Shift Left 
Parallel Load 


Figure 2 for reference. Another common method is the use 
of timing waveforms which are omitted for this example due 
to its simplicity. The target function is further defined by de- 
riving a detailed logic schematic (as shown in Figure 3), 
combinatorial truth table, or direct expression in Boolean 
equations. 


SERIAL 
DATA 
LEFT = IN 
RIGHT = OUT 


PARALLEL | fe 


DATA 
OUTPUT | 
ee 
| f 


SERIAL 
DATA 
RIGHT = IN 


LEFT ~ OUT eet 
TL/L/9988-1 


FIGURE 2. Functional Operation Table for Shifter Example 





DERIVING BOOLEAN EQUATIONS 


In order to provide a definition of the circuit which the design 
tools can handle, it is usually necessary to express the de- 
sign in terms of Boolean equations. The fundamental trans- 
fer function of a PAL® device is the sum-of-products or, 
through DeMorgan inversion, product-of-sums form. Logic 
equations can be derived directly from the function table 


IN ZS 


SL SR 


shown in Figure 2, the logic schematic in Figure 3, or from 
the method of logic implementation preferred. 


For any TRI-STATE output, including bidirectional I/O lines, 
additional equations may need to be specified to define the 
control functions of these lines. This is illustrated in the ex- 
ample of the 6-bit shift register. , 


LK 
TL/L/9988-2 


FIGURE 3. Gate-Level Logic Schematic of Shifter 
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For the 6-bit shift register example, the equations are: 


Qo < Qo*SReSL + Q;°SRe SL + LIRO® SR SL 
+ Do*SReSL 


Q — Q)eSReSL + Q4,°SReSL+ Q_1¢SReSL 
+D,*SReSLi=1...4 


Qs <— Q5¢SReSL + RILO*SReSL+ QyeSReSL 
+ DseSReSL 


LIROguTpuT = Qo; LIROENABLE = SR SL 
RiLOoutput = Qs; RiLOenasie = SR * SL 


The device logic requirements are now unambiguously de- 
fined in a form acceptable to PLD design tools, 


LOGIC MINIMIZATION 


It is generally good practice to minimize aie logic Sriations 
to eliminate any extraneous variables or unnecessary re- 
dundant min-terms. Non-minimized logic does not interfere 
with proper device functionality. However, it may result ina 
design requiring more resources than available in a particu- 
lar device which could otherwise accommodate the reduced 
equations. Also, logic redundancy could render some gates 
or nodes within the programmed device untestable. 


On the other hand, intentional use of redundant terms may 
be a convenient method of avoiding logic hazards in combi- 
natorial (unsynchronized) logic functions. For a more thor- 
ough discussion of logic minimization and avoiding hazards, 
refer to Appendix A. 


Design Implementation 


Now that the basic theoretical design has been completed, 
the next stage is to transfer this design into a physical de- 


vice. This requires the selection of the device to be used 
and a number of tools with which the transfer is accom- 
plished. Refer to Section 4 for a more detailed discussion of 
PLD tools and their use. The example of the 6-bit shift regis- 
ter is again used for the purpose of illustration of the princi- 
ples. 


SELECTING A DEVICE 


Once the logic design is defined, a PLD needs to be found 
which can most efficiently accommodate the logic required. 


The first criterion to consider is the family type required. 
PLDs come in a variety of technologies and speeds and 
offer a spectrum of possible categories from which the de- 
vice is selected. If the design requires ECL compatibility, 
CMOS low-power or very high speed, this narrows the 
choice down to a device available in that category. 

If the target logic is too complex to fit into any single PLD, 
then the design must be partitioned or select MAPL device. 
A decision which must be made at this point is between 
using more complex, expensive and slower parts, and the 


more traditional GAL devices. Partitioning criteria are heavi- 


ly dependent on the goals of a specific design. 


Once the family has been selected, the initial selection with- 
in the family is determined by examining the application’s 


block diagram, function table and logic equations. Based on 
these, the following parameters are established: . . 


¢ Number of registered outputs required 

© Number of combinatorial outputs FegUeee. 

* Number of inputs required 

© Clocking requirements 

© Complexity of each logic equation (number of min-terms 
required) 

For our 6-bit shift register, it can be seen that the require- 

ments are: 


¢ Six registered outputs (for the parallel-out lines) 

¢ Two combinatorial bidirectional I/O lines (for the serial 
ports) 

© Six parallel data inputs plus two mode control inputs 

¢ Single master clock ° 

® No more than four product terms per output function 


Select the family which complies with the overall system 
requirements. Then select a device which furnishes all the 
requirements. For this example, the GAL16V8 fulfills the re- 
quirement. Note that others like the GAL20V8 would also be 
capable of implementing the design, but would involve a 
24-pin rather than a 20-pin part and higher power dissipa- 
tion. 


At this stage, the appropriateness of the device is also 
checked by examining its detailed block diagram. While 
most initial device selections, particularly for simpler de- 
signs, will be correct, difficulty can arise with a design, such 
as a priority encoder, which requires a large number of prod- 
uct terms. In such a case, while I/O requirements might 
suggest a particular PLD, it may not offer enough product 
terms to accommodate the design. For this design, the 
GAL16V8 is selected. 


DESIGN/ EQUATION ENTRY 


Before proceeding further, the software tools will need to be 
run on the computing platform selected. This normally in- 
volves installing an assembler such as National Semicon- 
ductor’s OPAL software onto a PC in preparation for the 
entry of the programming information in the form described 
below. Refer to the individual software documentation for 
details. 


The equations derived earlier must now be entered into the 
software tool selected. Higher-level packages provide a so- 
phisticated user interface to do this. The OPAL assembler 
will accept a text file created with a common editor utility as 
an input file. Other packages have varying degrees of flexi- 
bility. The syntax requirements of the software package 
must be adhered to, although virtually all provide a parsing 
and evaluation feature with associated error messages to 
correct errors in the input file. 

Using the example of the 6-bit Shift Register, the method of 
entering the data to the OPAL package involves first con- 
verting the equations derived earlier into OPAL syntax. This 
follows the original very closely and is shown in Figure 4. 





title 6-bit cascadable shift register 
pattern 6shft 

revision C 

author Tarif Arabi : : 

company National Semiconductor Corporation 
Date 8/30/92 : : 


chip 6shift GAL16Vv8 

7 pinil 2 3.94 5 6 7 8 '9 10 
CLK SR DO Dl D2 D3 D4 DS SL GND 

3 pin 11 12 13:14 15 16 17 18 19 20 
/G RILO Q5 Q4 Q3 Q2 Ql QO LIRO vcc 


equations 
/Q0 


/SR * /SL 
SR * /SL- 
* /SR * SL 
SR SL 
/SR * /SL 
SR * /SL. 

/SR * SL 
SR SL 
/SR * /SL 
SR * /SL 
/SR * SL 
SR SL 
/SR * /SL 
SR 
/SR 
SR 


/QL 


/Q2 


/Q3 


/Q4 


eee Fe ee 


Ft ete teenetegnteeeunteet 


7Q5 


/LIRO = /Q0 
LIRO.OE = SR 

/RILO = /Q5 
RILO.OE = /SR * SL 


TL/L/9988-4 
FIGURE 4. OPALT Equation File for Shifter Example 


Log file for 6shft.eqn 
Device: 16V8 


Pin Type 
clock pin 
pos,com input 
pos,com Tape 
pos,com input , 
pos,com input ; . Chip Diagram (DIP) 
pos,com input 
pos,com input 
pos,com input 
pos,com input 
ground pin 
enable pin 
neg,trst,com feedback (bidir) 
neg,reg feedback 
neg,reg feedback 
neg,reg feedback 
neg,reg feedback 
neg,reg feedback 
neg,reg feedback 
neg,trst,com feedback(bidir) 
power pin 


wo n= 


TL/L/9988-8 


-~—0o oON MDM WH &® 


Device Utilization: 


No of dedicated inputs used : (100.0%) ad Si 
No of feedbacks used : (100.0%) TL/L/9988~9 


(100.0%) 
(50.0%) 
(50.0%) 
(50.0%) 
(50.0%) 
(50.0%) 
(50.0%) 
(100.0%) 


TL/L/9988-10 
FIGURE 6 
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title 6-bit cascadable shift register 
pattern 6shft 

revision C 

author Tarif Arabi 

company National Semiconductor Corporation 
Date 8/30/92 


* 
NOTE PINS CLK:1 SR:2 DO:3 D1:4 D2:5 D3:6 D4:7 D5:8 SL:9 GND:10* 
NOTE PINS /G:11 RILO:12 Q5:13 94:14 Q3:15 Q2:16 Q1:17 Q0:18 LIRO:19* 
NOTE PINS VCC:20* ; 
QF2194*QP20*FO* 
L0000 
01111112111111121111221111111011 
111112110111212221132111211111211111 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000* 
L0256 
10112110111111211211111111121011 
01112112111011121111111111111011 
101011121211111221111111111120111 
011110111211111121111111111110111 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000* 
L0512 i ‘ 
101111111211021111121111111121011 
021111121111121101121111111111011 
10111110121111111111111111110111 
012111111201121121111111111110111 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000* 
L0768 
1011111121211111101111111111111011 
011212111211111111120111111111011 
101221211110121111112111111110211 
011111211211110111121111112110111 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000+ 
L1024 
10121111111111111110221112111011 
011121111112111111111111011111011 
10212212111211201111111111110111 
012211121111211112011211111110111 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000* 
L1280 
102111121211121221111111011111011 
021111111111121111111111111101011 
201121121111112211120111111110111 
021121111112111111111101111110111 : TL/L/9988-5 


- 00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000* 
L1536 
10222121111111111211111111101011 
0211122222111121111211111111111010 
10111112211111121111211011110111 
01111112211111111211211110110111 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000* 
11792 
10211112211212211211211111112120112 
11211112221111111111111111101111 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000* 
L2048 
00000000* 

L2056 
ODDDDDDDONODNDDDNNDNNNDNO NNO NN CONDO NDNDDNNNNNDONNDNNCNNNNNNCNDN0NN000* 
L2120 

10000001* 


12128 
1100000011110000111100001111000011110000111100001111000011000000* 
L2192 

o1* 

C6826% 

voo00 

0111100001111000011000000* 

L2192 

O1* 

C6826* 

v0000 . TL/L/9988-6 


FIGURE 5. JEDEC File for Shifter Example Produced by OPAL Software 





COMPILATION—CREATING THE JEDEC FILE 


At this stage, pin assignment is normally made, either manu- 
ally or automatically by the software. OPAL offers an auto- 
matic assignment, which can then be edited manually, if 
desired. 


Once the equation file has been entered and pin assign- 
ments resolved, the assembly is performed on the platform, 
the results of which are a JEDEC fuse map for down-loading 
to the programmer. 


In order for the equations to be converted into a bit pattern 
from which the cells of a PLD can be systematically pro- 
grammed, the initial equations must be converted into a 
form, known as the JEDEC file. The JEDEC file is an indus- 
try-wide standard accepted by all programming hardware. It 
consists of a formatted table indicating all of the cells (fus- 
es) in the PLD to be programmed to implement the specified 
logic functions. This is done by a module within the software 
tool known as the assembler. Details of operation of the 
assembler varies from one package to another, but each 
provides syntax checking and an evaluation of whether the 
design can be implemented in the device chosen, as well as 
the JEDEC file itself, which is normally stored on disk ready 
for down-loading to a programmer. 


The actual form of the JEDEC file is usually of little interest 
to the system designer. Its only purpose is to provide a uni- 
form interface between commercial PLD software and hard- 
ware tools and no real information for the designer is provid- 
ed by its details. It may occasionally be useful as a debug- 
ging aid to isolate any problems occurring between equation 
entry and functional test. 


PROGRAMMING HARDWARE PREPARATION 


Before the cell data can be transferred, the programmer 
needs to be connected to the software platform and fitted 
with any socket adapters required to accommodate the 
blank sample device. 


For the purpose of this example, a GAL16V8 is being pro- 
grammed with a Data I/O Mode! 29 programmer equipped 


with Logic-Pack. In order to do this, connect the System 29 
to the platform via an RS232C cable, according to the sys- 
tem documentation. Look up the GAL16V8 on the device 
chart to determine and enter the family and pinout code. 


DEVICE PROGRAMMING 


This step involves transferring the prepared JEDEC file 
across a communication link from the platform to the hard- 
ware programmer. Each programmer differs slightly, but 
generally each requires that a number of prompts be an- 
swered with such information as file name, device type and 
manufacturer. Usually, a test is run at this time on the device 
by the programmer which ensures that the device is correct- 
ly oriented in the socket and is in fact blank and able to be 
programmed. The correctness of data transfer is verified by 
means of a checksum transmitted with the file. 


For the purposes of our example, the System 29 provides all 
the prompts required to do this. 


Now that all relevant information has been entered into the 
programmer, it is a matter of simply invoking the Program 
function. 


This translates the JEDEC file into addresses, data patterns 
and programming pulses, which, when applied to the pins of 
the device in the socket, will configure the cells of the de- 
vice in a pattern which will cause the device to operate in 
accordance with the original design. The implementation of 
the design in the PLD has now been completed. 


Again, for the purposes of our example, the System 29 pro- 
vides all the prompts required to do this. 


Logic Verification 

Verification is required to ensure not only that the device 
has been configure d exactly as intended, but also that the 
programmer has functioned correctly and that the design 
performs as originally intended. Again, this takes the form of 
several steps. 
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PATTERN VERIFICATION 


This may be performed automatically by the programmer. If 
not, it is recommended that a manual verification run is per- 
formed while the device is still in the programmer to ensure 
that the pattern set in the device corresponds to that speci- 
fied by the fuse map in the JEDEC file. This is a simple step 
which is done by the programmer itself. The programmer 
reads the pattern directly from the PLD, similar to reading a 
PROM, and compares this directly with the original . JEDEC 
file still resident in the programmer." 


TEST VECTOR GENERATION 


Particularly with more complex designs, it is recommended 
that some consideration for a set of device exercises, gen- 
erally known as test vectors, be given as early as the equa- 
tion entry stage above. Some advanced software tools may 
provide automatic generation of test vectors from the equa- 
tions as they are entered. Otherwise, vectors must be gen- 
erated by hand. Even in the case of automatic test vector 
generation, some designers prefer to add. their.own addi- 
tional vectors to verify application-specific operations. 


For a design of the complexity of our 6-bit shift register, test 
vectors are easily generated by hand, as shown in Figure 
7. In this case, a test such as walking ones and zeroes is 
probably sufficient to prove functionality of the device be- 
yond reasonable doubt. For more complex designs, it may 
be helpful to employ fault-grading software to ensure ade- 
quate coverage of all design paths and gates by the test 
vectors. j 


DESIGN SIMULATION 

This optional step generates the device output vectors 
which allow verification of correct design operation. This 
can be done manually,.or with the help of the simulator 
module of the software tool like OPAL software to predict 
the output configuration for.the device based on the original 
software model entered as Boolean equations. 


ship ca 


The output vectors from the simulation must be examined to 
confirm that the model operates correctly. They also pro- 
vide the output states, which must accompany the test vec- 
tors for functional testing of the device. 


Beyond device-level simulation, additional software is be- 
coming available to generate models of the programmed 
PLDs for use in system-level simulations. Such simulations 
are typically performed on CAD workstations and, more re- 
cently, personal computers. . 


DEVICE FUNCTIONAL TESTING 


The device is evaluated fully for correct performance of the 
function desired. In the case of the 6-bit shift register, this 
would involve checking all the functions outlined in the func- 
tion table in Figure 2. —_ 


Varying from one software tool to another, the test vectors 
are entered (if not generated automatically) into the soft 
ware, which appends them in the proper format to the 
JEDEC file, as shown in Figure 8. The test vector entry/gen- 
eration typically follows the equation entry step, so that the 
combined JEDEC file is down-loaded to the. programmer. 
Later, following device programming and pattern verification 
steps, the programmer performs the functional test on the 
PLD while still in the socket. The input vector waveforms are 
applied to the device pins while in the normal operational 
mode, and the device output signals are compared with the 
expected output vectors: 


As a final step, most PLDs include a “security cell/fuse” 
which, when programmed, disables further programming 
and verifying. This prevents direct copying of the logic pat- 
terns resulting in proprietary custom circuits that are difficult 
to copy or reverse engineer. 


Comments 
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Key: 0 = Apply Low Input, 
L = Expect Low Output, 


1 = Apply High Input 
H = Expect High Output 


w~ae nnn se OOOrrtrrrrra- 


Load all zeroes. 
Hold zeroes. 

Shift left single one, 
followed by zeroes. 


One shifts out of RILO, 
and vanishes. 

Load all ones. 

Hold ones. 

Shift right single zero, 
followed by ones. 


Zero shifts out of LIRO, 
and vanishes. 


TITITrTrTrITrTrFITITrFITrrrreree 
pa en ean ie eh AY aaa as Re OH celal see a all eal ee ee el 
peop oA Ale Se a lm CAS AR A oe ee A ee a a a 
oe LE Le ee ee Le eee ie 
Lir tote ee re Tralee 
P= A) pees Sg ORC SU A Pl SO ae Ce am me ee ee a 


Note: The device is clocked after applyling each input vector. Outputs on the same line are strobed and compared after the clock. 
FIGURE 7. Functional Test Pattern for 6-Bit Shift Register Example 





GAL16V8 
QF2194*QP20*FO* 
LO000 
0211112112121211211111111111111011 
11111210211211112111111111111111* 
L0256 
10121111021111111122111111111111011 
0121111111110111111121111111111011 
10101121111111111111121111110111 
01112021111111111111111111110111* 
L0512 
10111111111011111111111111111011 
011121211212111011112111111111011 
101111101212112111111111211110111 
01211211101211111111111111110111* 
L0768 
1021112111111112101111111111111011 
011121111111111111101111211111011 
201121211110111111112122111102111 
021121121112101211111111111110111* 
L1024 
210111111121211111110111111111011 
011112112211111111111111011111011 
10111111111112101121112111110111 
01112121211111111011121111110111* 
L1280 
1021111111122111111111111011111011 
01111211111111111111211111101011 
10121212121111211110111111110111 
02112111111111211111101111110111* 
. L1536 
101111111111111211111111111101011 
0111212111121121111111111111111010 
101111111121111111111211011110111 
01111111112121111111111110110111* 
L1792: 
1012111122111111211111111111110111 
1112111211111111111111111111101111* 
L2048 00000000* 
L2056 
0000000000000000000000000000000000000000000000000000000000000000* 
L2120 10000001* 
L2128 
1100000011110000111100001111000011110000111100001111000011000000* 
L2192 0O1* 
C6826* 
VOOOL OXXXXXXXXNOXXXXXXXXN* 
vo0o02 C10000001NO1LLLLLLIN* 
Vo003) C01111110NO1LLLLLLL1N* 
Vo004 C0O1111111NOLLLLLLHIN* 
vooos C01111111NOLLLLLHLON* 
vooo6 C01111111NOLLLLHLLON* 
vo007 . CO1111111NOLLLHLLLON* 
vooos, C01111111NOLLHLLLLON* 
vooo9 C01111111NOHHLLLLLON* 
vo0010 C01111111NOLLLLLLLON* 
V0O0011 C11111111NOOHHHHHHON* 
V00012 COOO00000NOOHHHHHHON* 
V00013 C10000000N00LHHHHHHN* 
V00014 C10000000N01HLHHHHHN* 
Vo00015 C10000000NO1HHLHHHHN* 
V00016 C10000000NO1HHHLHHHN* 
V00017 C10Q000000NO01HHHHLHHN* 
V00018 .C10000000N01HHHHHLLN* 
vo0019 C10000000NO1HHHHHHHN* 
¥0000 ‘ 


FIGURE 8. JEDEC File Combining Logic Array and Test Vectors for 6-Bit Shifter Example 


TL/L/9988-7 
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FIGURE 9. GAL16V8 Logic Diagram Showing Fuse Pattern of Shifter Example 
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GA National 


Semiconductor 


Fabrication of Programmable Logic 


PLD Technologies 


National Semiconductor is a broad-based supplier of pro- 
grammable logic products. PLD’s are offered in a wide 
range of circuit and programming technologies to address 
the diverse needs of most customer applications. PLD’s can 
be seen as a stage of sophistication in the continuum from 
standard TTL logic to full-custom circuits. To provide the 
flexibility of configurable logic, PLD’s make use of a number 
of circuit and programming technologies. These vary, de- 
pending on the type of PLD. 


ECL PAL DEVICES 


For ECL systems, high-speed PAL devices have been im- 
plemented with ECL I/Os using an oxide-isolated process 
known as OXISS. OXISS is a fully ion-implanted Schottky 
bipolar process with a 2 micron minimum feature size and 
two-layer metal interconnect. The ECL PAL products use 
the same Titanium-Tungsten lateral fuses as used in the 
original standard, Series-A and Series-B TTL PAL devices. 
The ECL PAL products are also available with both 10 KH 
and 100K compatibility. 


Unprogrammed 


More recent developments are based on National’s 
ASPECT (Advanced Single-Poly Emitter-Coupled Technolo- 
gy) process. This is an oxide-isolated, self-aligned, contact- 
less poly-emitter process which uses a single poly and two 
metal interconnect layers. The smaller geometries result in 
both lower gate power feaameenetts and a higher device 
speed. 


EECMOS TECHNOLOGY | 


Electrically-Erasable CMOS offers many advantages as a 
technology for PLDs. Most importantly, it offers the ability to 
erase and reprogram devices. This allows lower part usage, 
particularly at the development and prototype stages, by al- 
lowing the same device to be re-used or revised. This ex- 
tends into manufacturing because the technology allows 
100% factory testability without encountering the cycling 
difficulties or windowed packages associated with UV- 
based devices. 100% programming and functional yields 
are possible. Under this technology GAL and MAPL devices 
are manufactured. 


TL/L/9990-1 
Programmed 


FIGURE 1. Lateral Fuse Circuit 
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Fabrication of Programmable Logic 


The power requirements of such a technology are very low 
when compared to standard bipolar. The technology has 
developed to a point where performance is comparable to 
standard PLDs, if not to the higher-speed parts. The low- 
power characteristics permit higher circuit density and high- 
er reliability, which are particularly important in remote or 
power-conscious environments, such as in telecommunica- 
tions. 


The EECMOS technology is under further development to 
allow such devices to be programmed while in circuit, which 
will add even more to their flexibility and usefulness in man- 
ufacturing since they can be assembled in-circuit with all 
other components before being configured. 


Quality and Factory Testing 


PRODUCT RELIABILITY 


National Semiconductor implements a reliability program for 
all ‘of its integrated circuits. Reliability data is available for 
individual parts from the local sales office. It consists of: 


© New product, package and process qualifications 

e Existing product, package and process change qualifica- 
- tions : 

e Existing product, package and process monitoring 


Product qualification testing performed by National meets or 
exceeds MIL standard 883. For a more thorough discussion 
of product quality and reliability, refer to the National Semi- 
conductor Reliability Handbook. 


TEST CIRCUITRY 


All ECL PAL devices from National Semiconductor are fabri- 
cated with a number of test fuses and dedicated test circuit- 
ry as a part of the device. During final testing of each device, 
the functional paths, electrical integrity, cell programmability 
and the programming circuitry are all verified. The special 
test circuitry is accessed under non-operational modes dur- 
ing functional testing. 


PRE-PROGRAMMED PLD FACTORY TEST 

As discussed earlier, National provides the service of pro- 
viding devices already configured with fuse map configura- 
tion to customers in a fully-tested state. The procedure for 
doing this is shown in Figure 2. 
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FINAL TEST 
@ HOT TEMP 


QA BUY-OFF 
@ ROOM & HOT 


SHIP PRODUCT 
TL/L/9990-7 


FIGURE 2. Pre-Programmed PLD Final Test Flow 


CUSTOMER HANDLING AND TEST 


Care must be taken to prevent static buildup when handling 
devices, particularly CMOS devices. Handling is the primary 
cause of device failures, and to minimize problems during 
production, the number of steps requiring device handling 
should be kept to a minimum. 


The number of approaches to reliable handling and device 
test are limited for the end user of PLDs. For smaller pro- 
duction quantities, the programming hardware may be used 
or hand insertion and a simple functional test, though pro- 
grammers have severe test limitations for high-speed or 
complex devices. As production quantities become larger, 
automatic handlers are available which can handle devices 
in volume, but these setups also are subject to the program- 
mer test limitations as well as other protential problems. For 
more extensive manufacturing flows, programs are available 
for most of the common IC tester systems. These more 
complex systems offer reliable test capabilities, as well as 
device programming capabilities. 
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GAL AND PAL DATASHEETS 
GAL16V8/A 20-Pin Generic Array Logic Family 
GAL20V8/A 24-Pin Generic Array Logic Family 
GAL16V8QS 20-Pin Generic Array Logic Family 
GAL20V8QS 24-Pin Generic Array Logic Family 
GAL22V10 Generic Array Logic 
GAL20RA10 Generic Array Logic 
GAL6001 Generic Array Logic 
ECL PAL10/10016P8 Combinatorial PAL . ; 
ECL PAL10/10016P8-3 3 ns Combinatorial PAL 
ECL PAL10/10016PE8-3 3 ns Combinatorial PAL 
ECL PAL10/10016P4A Combinatorial PAL 
ECL PAL10/10016P4-2 2 ns Combinatorial PAL 
ECL PAL10/10016C4-2 2 ns Combinatorial PAL 
GAL AND PAL APPLICATION EXAMPLES 
Basic Gates 
Basic Flip-Flops 
Quad 4-to-1 Multiplexer 
Dual 8-to-1 Multiplexer 
7-Bit Counter with Parallel-Load 
10-Bit Up/Down Counter 
8-Bit Barrel Shifter 
Hexadecimal 7-Segment Display Encoder 
Dual-Port RAM Controller 
.0 CPU Board Random Control Logic 
GAL AND PAL APPLICATION NOTES 
AN-707 High Speed System Design Using Programmable GAL Devices 
AN-799 PAL to GAL Conversion 
AN-667 A GAL6001-30L Zero Wait State Page Mode Memory System Interface Between the 
DP8422A and the 68020 
AN-669 A GAL Interface Between Static Random Access Memory (SRAM) and the NSC 
Raster Graphics Processor (RGP, DP8500) 
AN-618 A GAL Interface for a 25 MHz and above No-Wait State DP8422A/80286 Burst Mode 
DRAM Memory System 
AN-535 A GAL Interface for a Dual Access DP8422A/68030/74F632 Error Detecting and 
Correcting Memory System 
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GAL16V8/A 20-Pin Generic Array Logic Family 


General Description 


The EECMOS GAL® 16V8/A devices are fabricated using 
electrically erasable floating gate technology. This program- 
mable memory technology applied to array logic provides 
designers with reconfigurable logic and bipolar performance 
at significantly reduced power levels. 


The 20-pin GAL16V8 features 8 programmable Output Log- 
ic Macrocells (OLMCs) allowing each TRI-STATE® output 


to be configured by the user. Additionally, the GAL16V8 is . 


capable of emulating, in a functional/fuse map/parametric 
compatible device, all common 20-pin PAL® device archi- 
tectures. 


Programming is accomplished using readily available hard- 
ware and software tools. NSC guarantees a minimum 100 
erase/write cycles. 

Unique test circuitry and reprogrammable cells allow com- 


plete AC, DC, cell and functionality testing during manufac- 
ture. Therefore, NSC guarantees 100% field programmabili- 


ty and functionality of the GAL devices. In addition, electron- . 


ic signature is available to provide positive device ID. A se- 
curity circuit is built-in, providing proprietary designs with 
copy protection. 


PAL Replacement by Device Type 


“Small “Registered “Medium 
PAL” Mode PAL” Mode PAL” Mode 
10L8} 12.6] 14L4/16L2) 16R8 | 16R6 | 16R4 16L8 
10H8! 12H6] 14H4] 16H2|16RP8] 16RP6] 16RP4 16H8 
10P8} 12P6] 14P4] 16P2 - 16P8 





Features 
m@ High performance EECMOS technology 
— 7.5 ns maximum propagation delay 
—foLtk = 100 MHz 
— 5 ns maximum from clock input to data output 
— TTL compatible 24 mA outputs 
m™ Reduced power 
— Low power = 115 mA Icc max, 75 mA Typ 
@ Electrically erasable cell technology 
— Reconfigurable logic 
— Reprogrammable cells 
— 100% tested/guaranteed 100% yields 
— High speed electrical erasure (<50 ms) 
— 20 year data retention 
m Eight output logic macrocells 
— Maximum flexibility for complex logic designs 
— Programmable output polarity 
— Also emulates 20-pin PAL devices with full 
function/fuse map/parametric compatibility 
mw Preload and power-up reset of all registers 
— 100% functional testability 


_™ Fully supported by National OPAL™ and OPALjr 


development software 
m@ Security cell prevents copying logic 
m Electronic signature for identification 


‘Block Diagram—GAL 16V8 


TL/L/11255-1 





GAL16V8/A 


GAL16V8-7/-10 


Absolute Maximum Ratings (Note 1) 


If Military/Aerospace specified devices are required, 
please contact the National Semiconductor Sales 
Office/Distributors for availability and specifications. 


Supply Voltage Vcc —0.5V to +7.0V 
Input Voltage (Note 2) —2.5V to Voc +1.0V 
Off-State Output Voltage (Note 2) —2.5V to Voc + 1.0V 
Output Current '£100 mA 
Storage Temperature —65°C to + 150°C 


Recommended Operating Conditions | 


SUPPLY VOLTAGE AND TEMPERATURE 


Parameter 


Set-Up Time . scale 
(Input or Feedback before Clock) _ 


Hold Time (Input after Clock). woes 
Clock Pulse Width (High/Low) 


. ESD Tolerance 


Ambient Temperature 
with Power Applied 


Junction Temperature 


Lead Temperature 
(Soldering, 10 seconds) 


—65°C to +125°C 
—65°C to + 150°C 


260°C 
_> 2000V 
. Czap = 100 pF . 

Rzap = 15009 nek 

Test Method: Human Body Model 

Test Specification: NSC SOP-5-026 Rev. C 


Clock Cycle Period (with Feedback) 12 
(Note3) — 


Clock Frequency With Feedback 


(Note 4) 


Note 1: Absolute maximum ratings are those values beyond which the device may be permanently damaged. Proper operation is not guaranteed outside the 
specified recommended operating conditions. i 


Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 
Note 3: tcycLe = tsu + toLk 


Note 4: fcLk (with feedback) = (tcycLe)~ 1 
_ fouk (without feedback) = (2 ty)—1 


Note 5: f, = (tpp)-! 





Symbol 


High Level Input Voltage 


Low Level Input Voltage 


High Level Output Voltage lon = 3.2mA 
Low Level Output Voltage lol = 24mA 


lozH High Level Off State Voc = Max, Vo = Vcoc(Max) 
Output Current 
Low Level Off State Voc = Max, Vo = GND 
Output Current 
Maximum Input Current Voc = Max, V; = Voc(Max) 
High Level Input Current Voc = Max, Vi = Voc(Max) 


Cio 


| 


GAL1 6V8-7/-1 0 (Continued) 
Electrical Characteristics over Recommended Operating Conditions 


*One output at a time for a maximum duration of one second. 


Typ | Max _| 


oa 
rad 
“a 
=a 
ie 


oles 
ee) 


75 


Switching Characteristics over Recommended Operating Conditions 


tRESET 


a 


Input or Feedback to 
Combinatorial Output 


Clock to Registered 
Output or Feedback 


G | to Registered 
Output Enabled 


G T to Registered 
Output Disabled 


Input to Combinatorial 
Output Enabled via 
Product Term 


Input to Combinatorial 
Output Disabled via 
Product Term 


Power-Up to Registered 
Output High 


S1 Closed, 
CL = 50 pF. 


$1 Closed, 
C. = 50 pF 


Active High: S1 Open, 
CL = 50 pF 

Active Low: S1 Closed, 
C. = 50 pF 


From Vou: S1 Open, 
CL = 5 pF 

From Voi: S1 Closed, 
CL = 5pF 


Active High: S1 Open, 
CL = 50 pF 

Active Low: S1 Closed, 
C, = 50 pF 


From Vou: $1 Open, 
CL = 5pF 

From Voi: $1 Closed, 
CL = 5pF 


$1 Closed, 
CL = 50 pF 


GAL16V8-7 


GAL16V8-10 


7.5 


| Min | Max 
a ee 
ie a 
L is 
BE 
i*: 
[see 
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GAL16V8A-12/-15 


Absolute Maximum Ratings (note 1) 
If Military/Aerospace specified devices are required, 


. please contact the National Semiconductor. Sales 


Office/Distributors for availability and specifications. 
Supply Voltage Voc 

Input Voltage (Note 2) 

Off-State Output Voltage (Note 2) 
Output Current 

Storage Temperature 


—2.5V to Voc + 1.0V 
+100 mA 
—65°C to + 150°C 


Recommended Operating Conditions 


SUPPLY VOLTAGE AND TEMPERATURE 


—0.5V to +7.0V_ 
—2.5V toVco + 1.0V — 


Ambient Temperature 
with Power Applied 


Junction Temperature 


Lead Temperature Phe Aes 
' (Soldering, 10 seconds) "260°C 


—65°C to + 125°C 
—65°C to + 150°C 


-ESD Tolerance - *  4000V 


Czap = 100 pF ° © 

Rzap = 15002 : 

Test Method: Human Body Model ; 
‘Test Specification: NSC SOP-5-026 Rev. C 


| rameter a pemms — 


Supply Voltage 


aie [Wom | Max | 
Tavs [5 | 525 | 

operating FeeAirTenperwe [0 | 28 | 75 
foc 


Operating Case Temperature 


AC TIMING REQUIREMENTS 


Parameter 


Set-Up Time : . 
. (Input or Feedback before Clock) : 


Hold Time (Input after Clock) 


Clock Pulse Width (High/Low) 


Clock Cycle Period (with Feedback) 
(Note 3) 


Clock Frequency With Feedback 


(Note 4) Without Feedback 
Input Frequency (Note 5) 
Clock Valid after Power-Up 


Note 1: Absolute maximum ratings are those values beyond which the device may 


specified recommended operating conditions. 


GAL16V8A-15L 
COM/IND| 


o 
a 





be permanently damaged. .Proper operation is not guaranteed outside the 


Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 


Note 3: tcycte = tsu + tcLk 

Note 4: fco_x (with feedback) = (tcycie)—1 
foLk (without feedback) = (2 ty)—1 

Note 5: f, = (tpp)—1 





GAL16V8A-12/-15 (Continued) | 
Electrical Characteristics over Recommended Operating Conditions ea 


Range 


Vin | HighLovelinputvotage {| to | 
Vi | LowLevelinputvotage | | 0 | 
VoH High Level Output Voltage | Voc=Minloy=—32mA | | 24 |_| 
VoL Low Level Output Voltage Voc = Min, lo, = 24 mA , ae Se 


loZH High Level Off State © | Voc = Max, Vo = Vcoc(Max) 

Output Current 

lozt Low Level Off State Voc = Max, Vo = GND 
Output Current 


Veo=MaxVi=Vootwer | | | to 
Voo=Maxvi= Voom | | | | t0 
| LowLevelinputCurent | Voo=Mexvizand | | |= 
| Output Short Circuit Current | Voo=6.0V.Vo= Gnd | | -30 |_| 180 | 
Supply Current | {aMievecs Mex [cow |__| 
G___| InputCapacitance | Voo=50V.M=20v | || 
Gyo | VOCapacitance | Voo=8.0ViWo=2ev | | | | t0 


*One output at a time for a maximum duration of one second. 


Voct1 


Switching Characteristics over Recommended Operating Conditions 


GAL16V8A-12L GALI6V8A-15L — 
Saiaiitaa com [conn 


Input or Feedback to S1 Closed, 42 
Combinatorial Output C. = 50 pF 


. Clock to Registered S1 Closed, ; 40 
' Output or Feedback Cy, =-50 pF. ; 


G J to Registered Active High: Si Open, 
OutputEnabled © | Cyp=50pF 
; Active Low: S1 Closed, 
C, = 50 pF 


G T to Registered From Vou: $1 Open, 


Output Disabled ' CL = 5pF 
From Vo_: S1 Closed, 
CL. = SpF 


Input to Combinatorial Active High: S1 Open, 

Output Enabled via CL = 50 pF 

Product Term Active Low: $1 Closed, 
CL = 50 pF 


Input to Combinatorial From Voy: S1 Open, 

Output Disabled via CL = 5pF 

Product Term From Vo_: $1 Closed, 
CL = 5pF 


tRESET Power-Up to Registered $1 Closed, 45 45 
Output High CL = 50 pF 
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GAL16V8-20/-25 


Absolute Maximum Ratings (note 1) 


If Military/Aerospace specified devices are required, Ambient Temperature , 
please contact the National Semiconductor Sales _ With Power Applied —65°C to + 125°C 
Office/Distributors for availability and specifications. Junction Temperature a —65°C to + 150°C 


Supply Voltage Vcc _ —0.5V to +7.0V Lead Temperature : 

Input Voltage (Note 2) _ 72.5V to Vcc + 1.0V (Soldering, 10 seconds). . 260°C 
Off-State Output Voltage (Note 2) —2.5V toVoc + 1.0V. ESD Tolerance 1000V 
Output Current +100 mA Czap = 100 pF . ar 
Storage Temperature _ —65°C to + 150°C TG a Body er | | 

' Test Specification: NSC SOP-5-026 Rev. C 


Recommended Operating Conditions 
SUPPLY VOLTAGE AND TEMPERATURE 


eae | Commercial 


Supply Voltage - 4,75 
Operating Free-Air Temperature ne ee oe 
Operating Case Temperature 


oo GAL16V8-20L _GAL16V8-25L GAL16V8-25Q 
Parameter | com | com | com 


(Input or Feedback before Clock) 
| Hold Time (InputatterClocky ss | 0 =| | oo | | | 
| Clock Pulse Width (High/Low | 12 | | te | | te | 


Clock Cycle Period (with Feedback) 
(Note 3) 


Clock Frequency | WithFeedback — Sane 
(Note 4) Without Feedback || 
Input Frequency (Note 5) feat cael 
Clock Valid after Power-Up ae 


Note 1: Absolute maximum ratings are those values beyond which the device may be permanently damaged. Proper operation is not guaranteed outside the 
specified recommended operating conditions. et . . 





Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 


Note 3: tcycie = tsu + toLk 


Note 4: fc_k (with feedback) = (tcycLe)—1 
- feik (without feedback) = (2 ty)-1 


Note 5: f, = (tpp)—1 





High Level Input Voltage 
Low Level Input Voltage 


ViH 
Vit 
VOH 
VoL 
lozH 


loz- 


C 
Cio 


GAL1 6V8-20/ -25 (Continued) 
Electrical Characteristics over Recommended Operating Conditions 


High Level Output Voltage Voc = Min, loy = —3.2 mA = 
Low Level Output Voltage Voc = Min, lo. = 24mA 


High Level Off State 


Temperature 
Range 


Vect1 


Output Current 
Low Level Off State 


Maximum Input Current Voc = Max, V; = Voc(Max) 
High Level InputCurrent___| Voc = Max, Vi = Veo(Maw eee eee oes ee ce 


Output Current 


Low Level Input Current Voc = Max, V; = GND a 
Output Short Circuit Current | Voc = 5.0V, Vo = GND 


f = 25 MHz, Vcc = Max 


Supply Current 


Input Capacitance Voc = 5.0V, Vj = 2.0V 


eee oie ee 
See eo ee 
| zor-25. | | | a | 
ee ee 
a ee Oa ae 


V/0 Capacitance Voc = 5.0V, Vio = 20V Jo. + bite. 


*One output at a time for a maximum duration of one second. 


Switching Characteristics over Recommended Operating Conditions 


Parameter 


Input or Feedback to 
Combinatorial Output 
Clock to Registered ; 

Output or Feedback = 


G J to Registered 
Output Enabled 


G T to Registered 
Output Disabled 


Input to Combinatorial . 


Output Enabled via 
Product Term 


Input to Combinatorial 
Output Disabled via 
Product Term 


Conditions 


Closed, 
= 50 pF 


S1 Closed 
CL = 50 pF 


Active High: S1 Open, 
CL = 50 pF 


Active Low: S1 Closed, 


From Voy: S1 Open, 
Cy = 5pF 

From Voi: S1 Closed, 
C. = 5 pF 


Active High: S1 Open, 
C, = 50 pF 
Active Low: $1 Closed, 
C, = 50 pF 


From Voy: $1 Open, 
‘Cy = 5pF , 
From Vo_: $1 Closed, 
C. = 5pF 


GAL16V8-20L: GAL16V8-25L GAL16V8-25Q 
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GAL16V8/A 


AC Test Load 


Test Waveforms 


Setup and Hold 


TIMING 
INPUT 


DATA 
INPUT 


INPUT 


IN-PHASE 
OUTPUT 
($1 CLOSED) 


OUT OF PHASE 
OUTPUT 
(S1 CLOSED) 


Notes: 
C,_ includes probe and jig capacitance. 


“Vr = 1.5V. 


COM/IND 
R1 = 200 
R2 = 390 


TL/L/11255-2 


HIGH=LEVEL 
PULSE INPUT 


LOW-LEVEL 
PULSE INPUT 
TL/L/141255~3 


ENABLE 
INPUT 


NORMALLY HIGH 
OUTPUT 
(S1 OPEN) 


NORMALLY LOW 
OUTPUT 
(S1 CLOSED) 
TL/L/11255-5 


Test inputs have rise and fall times of 3 ns between 0.3V and 2.7V. 
In the examples above, the phase relationships between inputs and outputs 


have been chosen arbitrarily. 


Switching Waveforms 
Inputs (1,1/0) XXX) XXXAXXVALIDINPULX XXX XX XX VALID INPUTX X XXX KKK KKXKKXKK 
| | 
Yy 


tsy 
cock fy 


REGISTERED 
OUTPUTS 


ANY INPUT 
PROGRAMMED FOR 
TRI-STATE CONTROL 


tp 
cara RKO 


Pek rach — 


Ww 


: XZh 
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Pulse Width 


TL/L/11255-4 


Vy ENABLED - Vr 


DISABLED 


0.5V 


0.5V 


aimee 3 
XK 
fs 
a 


TL/L/11255-6 


(LX 
A 


VALID DISABLE, 


VALID ENABLE 
ez 


TL/L/11255-7 





Power-Up Reset Waveforms 


c100k RX X KKK ARS K AXE RKIOK cro seaas DRXXKKAXKKAAN 


Vit 
INTERNAL REGISTERS 


INTERNAL 
REG. 0 KAXKAXXXXXAKAXKAXXAKXAAK RESET TO LOGIC 0 


RE NSTERED MXKKKKKXKKKKKKKEKKKKEKRK KEY 


TL/L/11255-8 


Input Schematic 


Input Translator/Buffer 


JK 


Qs 


TO INTERNAL 
CIRCUITRY 


p= ame 
: ESD : 
3 PROTECTION 
& 


TL/L/11255-9 
Ordering Information 


- Generic Array Logic Family 
Number of Array Inputs 
Type: V = Variable Architecture 
Number of Outputs 
-12/-15 Only 


Speed: 

-7: tpp = 7.5ns 
-10: tpp = 10 ns 
-12: tpp = 12. ns 
-15: tpp = 15 ns 
-20: tpp = 20 ns 

. -25: tpp = 25ns” 


L = Low Power 
Q = Quarter Power 


Package Type: 
N = 20-Pin Plastic DIP 
V = 20-Lead Plastic Chip Carrier 


Temperature Range: 
C = Commercial (0°C to + 75°C) 
! = Industrial (—40°C to + 85°C) 
GAL 16 V 8 A -7 L N CG 


THE GAL16V8A-10L HAS BEEN RENAMED GAL16V8-10L. THERE WERE NO SPECIFICATION CHANGES ASSOCIATED 
WITH THIS NAME CHANGE. 
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GAL16V8 Block Diagram—DIP Connections 
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vA 
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[Puce PIN NUMBERS | 


FIGURE 1 
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Functional Description 


The GAL logic array consists of a programmable AND array 
with fixed OR-gate connections, similar to the bipolar PAL 
architecture. The logic array is organized as 16 complemen- 
tary input lines crossing 64 “product term” lines with a pro- 
grammable E2PROM cell at each intersection (2048 cells). 
Each programmable cell may establish a connection be- 
tween an input line (true or complement phase of an array 
input signal) and a product term. A product term is satisfied 
(logically true) while all of the input lines ‘‘connected” to it 
are in the high logic state. 


The 64 product terms are organized into eight output groups’ 


with eight terms each. Seven or eight of the product terms in 
each output group feed into an OR-gate to produce each 
output logic function; one of the product terms may instead 
be used to control the associated TRI-STATE device output. 
The fundamental transfer function of each GAL output is the 
familiar Boolean sum-of-products. Design development soft- 
ware is available which accepts Boolean equations and 
converts them automatically into GAL programming pat- 
terns. 


As shown in the GAL16V8 Block Diagram (Figure 7), a total 
of eight output logic functions are available. Each of the 
AND/OR logic functions feeds into an ‘output logic macro- 
cell” (OLMC). The eight OLMCs control the flow of input 
and output signals between the logic array and the device’s 
I/O pins. 


Under control of an OLMC, each output may be designated 


either registered or combinatorial (non-registered). In the 
registered output configuration, the logic function output 


20-Lead PLCC Connection Diagram 


passes through a D-type flip-flop triggered by the rising 
edge of the clock input. Additionally, the logic function’s out- 
put polarity may be designated active-low or active-high (ad- 
justed before the register, if present). OLMC options such 
as these are selected using a set of programmable architec- 
ture control cells. These architecture cells are normally con- 
figured automatically by the development software or pro- 
gramming hardware. 

All of the possible 1/O configurations of the GAL16V8 are 
classified into three basic modes: ‘“‘Small-PAL” mode, 
“Registered-PAL” mode and ‘“Medium-PAL” mode. These 
modes correspond to the architectures of the PAL families 
which the GAL16V8 can emulate. The modes determine the 
mixture of OLMC configurations which can be selected for 


_ the device.. The OLMC Selection table (Table |) lists which 


functions can be selected on the device pin* 1 and pins* 11 
through 19 for each of the three modes. The logic diagrams 
in Figure 3 illustrate these OLMC functions. 


“OUTPUT” represents the always-active combinatorial out- 
put configuration available in the “Small-PAL” mode. “REG- 
ISTER” is the registered output with register feedback avail- 
able in the “‘Registered-PAL” mode. “I/O” is the combina- 
torial bidirectional I/O available in “Registered-PAL” and 
“Medium-PAL” modes. “TRI-STATE” is the TRI-STATE 
combinatorial output function appearing on pins* 12 and 19 
in the “Medium-PAL” mode. “INPUT” in Table ! denotes an 
OLMC used as a dedicated input only. 

*Applies to both 20-pin DIP and 20-lead PLCC packages for GAL16V8. 


20-LEAD PLCC. 
(TOP VIEW) 


Ce] bel (od fl 


a 
z 
o 


So 2° 
SS 


TL/L/11255-11 


FIGURE 2 





V/8A9L1V9 


GAL16V8/A 


OLMC Selection Table 
| OR eee TABLE | 


- “Small-PAL” Mode “Registered-PAL” Mode “Medium-PAL” Mode 


"INPUT CLOCK ea INPUT 


INPUT or OUTPUT* REGISTER orl/O TRI-STATE** 
INPUT orOUTPUT* | - REGISTERorI/O. |, WO 
INPUT or OUTPUT* REGISTER or I/O Vian 
.OUTPUT* -, REGISTERor!/O . | mire) 
OUTPUT* - REGISTERorI/O.; |... WO 
INPUT orOUTPUT* |: REGISTERorI/O_- 0 
INPUT orOUTPUT* | REGISTERorI/O /O 
INPUT or OUTPUT* REGISTER or!/O ©: |) — TRI-STATE**: 
INPUT ‘OUPUTENABLE(G) ©} «INPUT 


TL/L/11255-12 *Active combinatorial output 
: **TRI-STATE combinatorial output 


PAL Replacement Configurations 


‘. TABLE I 


“ be oe Poe “Medium-PAL” 
“Small PAL” Mode _ © “Registered-PAL” Mode Mode 


TRI-STATE** 
1/0 
GAL16V8 40 
REGISTER VO 
REGISTER 40 
/O0 
VO 
TRI-STATE** 
INPUT 


TL/L/11255-13 ; 16L2 16L8 
EMULATED 16H2 16H8 
PAL PRODUCTS 16P2 16P8 


*Active combinatorial output. 
**TRI-STATE combinatorial output. 
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OLMC Configurations 


OUTPUT (Active Combinatorial Output) 


REGISTER (Registered Output) 


FIGURE 3 


Polarity 


TU/LA1 1255-14 


TL/L/11255-15 


TL/L/11255-16 


TL/L/11255-17 
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Functional Description (Continued) 


In the “Small-PAL” and “Medium-PAL” modes (Table |), 
pins* 1 and 11 are always dedicated inputs. In the “Regis- 
tered-PAL” mode, however, pin* 1 becomes the clock input 
controlling all OLMC registers, and pin* 11 becomes the 
output enable (G) input controlling the TRI-STATE outputs 
of all registered OLMCs. Within the “Small-PAL” and ‘‘Reg- 
istered-PAL” modes in Table |, the functions of pins* 12 
through 19 can be selected individually from either of the 
two functions listed. For example, in ‘“Registered-PAL” 
mode, pins* 12 through 19 can each be designated as ei- 
ther a registered output or a combinatorial |/O. The “Medi- 
um-PAL” mode represents a single fixed configuration used 
to emulate combinatorial medium PAL devices (16L8, 16H8, 
16P8). 


Table Il lists the bipolar PAL products which the GAL16V8 
can emulate, and the specific input/output configurations 
used. This is just a subset, however, of all the configurations 
provided in Table |. 


All registers in a GAL device are reset to the low state upon 
power-up. The active-low outputs, in turn, assume high logic 
levels (if enabled) regardless of the selected output polarity. 
This may simplify sequential circuit design and test. To en- 
sure successful power-up reset, Vcc must rise monotonical- 
ly until the specified operating voltage is attained. During 
power-up, the clock input should assume a valid, stable log- 
ic state as early as possible (within the specified time, tpR) 
to avoid interfering with the reset operation. The clock input 
should also remain stable until after the power-up reset op- 
eration is completed to allow the registers to capture the 
proper next state on the first high-going clock transition. 


It should be noted that the switching of any input not logical- 
ly connected to a product term or logic function has no ef- 
fect on the associated output logic state. To minimize power 
consumption, however, unused inputs should be connected 
to a stable logic level such as ground or Vcc (CMOS GAL 
inputs may be tied directly to the supply voltage without 
causing excessive loading conditions). 

*Applies to both 20-pin DIP and 20-lead PLCC packages for GAL16V8. 


Clock/Input Frequency 
Specifications 

The clock frequency (fc_Lx) parameter listed in the Recom- 
mended Operating Conditions table specifies the maximum 
speed at which the GAL registers are guaranteed to oper- 
ate. Clock frequency is defined differently for the two cases 
in which register feedback is used versus when it is not. Ina 
data-path type application, when the logic functions fed into 
the registers are not dependent on register feedback from 
the previous cycle (i.e. based only on external inputs), the 
minimum required cycle period (fo_«—1 without feedback) is 
defined as the greater of the minimum clock period (ty high 
+ ty low) and the minimum “data window” period (tgsy + 
ty). This assumes optimal alignment between data inputs 
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and the clock input. In sequential logic applications such as 
state machines, the minimum required cycle period (tcycLe 
= fo_x~1 with feedback) is defined as to.~ + tsy. This 
provides sufficient time for outputs from the registers to 


‘feed back through the logic array and set up on the inputs to 


the registers before the end of each cycle. 


The input frequency (f|) parameter specifies the maximum 
rate at which each GAL input can be toggled and still pro- 
duce valid logic transitions on each combinatorial output. 
The f, specification is derived as the inverse of the combina- 
torial propagation delay (tpp). 


Design Development Support 


A variety of software tools and programming equipment is 
available to support the development of designs using GAL 
products. Typical software packages accept Boolean logic 
equations to define desired functions. Most are available to 
run on personal computers and generate a JEDEC-compati- 
ble ‘‘cell-map” (analogous to a PAL “‘fuse-map”). The in- 
dustry-standard JEDEC format ensures that the resulting 
cell-map file can be down-loaded into a variety of program- 
ming equipment. Many software packages and program- 
ming units support a large variety of programmable logic 
products as well. The OPAL software package from Nation- 
al Semiconductor supports all programmable logic products 
available from National and is fully JEDEC-compatible. 


National strongly recommends using only approved pro- 
gramming hardware and software for developing GAL de- 
signs. Programming using unapproved equipment generally 
voids all guarantees. Approved programmers incorporate 
specialized programming algorithms that program the array 
and automatically configure the architecture cells. To en- 
sure data retention and reliability, the programming algo- 
rithm also tracks the number of programming cycles to 
which each GAL device has been subjected since shipment, 
and stores this information automatically in the device. 


The special GAL programming algorithm can also program 
a GAL device using a standard fuse-map developed for any 
of the emulated PAL products. PAL fuse-maps can be creat- 
ed by any JEDEC-compatible PAL development software or 
by loading the fuse pattern from an existing programmed 
PAL device into the programming unit (provided the PAL 
device has not been secured). However, to utilize the full 
flexibility of the GAL architecture, true GAL development 
software (such as OPAL software) is recommended. 


Detailed logic diagrams showing all JEDEC cell-map ad- 
dresses in the GAL logic array and OLMC are provided for 
direct map editing and diagnostic purposes (see ‘“Program- 
ming Details”). For a list of current software and program- 
ming support tools available for these devices, please con- 
tact your local National sales representative or distributor. If 
detailed specifications of the GAL programming algorithm 
are needed, please contact the National Semiconductor 
Programmable Device Support department. 





Security Cell 


A security cell is provided on all GAL16V8 devices as a 
deterrent to unauthorized copying of the array configuration 
patterns. Once programmed, the circuitry enabling array ac- 
cess is disabled, preventing further programming or verifica- 
tion of the array. The security cell can be erased only in 
conjunction with the array during a bulk erase cycle, so the 
original configuration can never be examined once this cell 
is programmed. 


Electronic Signature 


Each GAL device contains an electronic signature word 
consisting of 64 bits of reprogrammable memory. The elec- 
tronic signature word can be programmed to contain any 
identification information desired by the user. Some uses 
include pattern identification labels, revision numbers, 
dates, inventory control information, etc. The data stored in 
the electronic signature word has no effect on the function- 
ality of the device. The information is read out of the device 
using the normal program verification procedure provided by 
the programming equipment. The information may be ac- 
cessed at any time independent of the state of the security 
cell. National’s OPAL development software allows elec- 
tronic signature data to be entered by the user and down- 
loaded to the programming equipment. 


Bulk Erase 


The programming equipment automatically performs a bulk 
erase operation prior to each programming operation. No 
special erase operation need be performed by the user. 


Bulk erase clears the logic array, architecture cells, security 


cell, and electronic signature information. The GAL device is 
thereby reverted back to its virgin state. 


Latch-Up Protection 


GAL devices are designed with an on-chip charge pump to 
negatively bias the substrate. The negative bias is of suffi- 
cient magnitude to prevent input undershoots from causing 
the circuitry to latch. Additionally, outputs are designed with 
n-channel pullups instead of the traditional p-channel pull- 
ups to eliminate any possibility of SCR induced latching. 


To insure that no undesired bias conditions occur with P+ 
diffusions, a Latch-LockT™ power-up circuitry has been de- 
veloped. The drain of all P channel devices normally con- 
nected to the device supply are now connected to an alter- 
nate supply that powers up after the device N-wells have 
been biased and the substrate has reached its negative 
clamp value. This prevents any hazardous bias conditions 
from developing in the power-up sequence. After power-up 


Manufacturer Testing 


Because of EECMOS technology, GAL devices can be re- 
programmed in milliseconds. This allows each device to be 
completely tested by the manufacturer using numerous log- 
ic array and architecture patterns prior to shipping. Every 
programmable cell and every logic path through every de- 
vice is fully tested for programmability, functionality and per- 
formance to all AC and DC parameters. The customer can 
therefore expect 100% programming and functional yield 
and 100% compliance of all GAL products to datasheet 
specifications. 


The testing procedure performed on all GAL devices by t the 
manufacturer tests all aspects of device operation. Exten- 
sive testing of all programmable cells in the device include 
margin testing, internal verify, and program retention during 
high-temperature bake. All DC and AC parameters are test- 
ed at hot and cold temperatures using a variety of worst 
case logic and signal patterns. Functional tests include re- 
programming each OLMC to all valid architectural configura- 
tions. 


Register Preload 


The register preload feature allows OLMC registers to be 
directly loaded with any desired data pattern. It also allows 
the present state of OLMC registers to be examined regard- 
less of TRI-STATE control conditions. This simplifies testing 
of devices after programming. A device may be put into any 
desired register state at any point during the functional test 
sequence. The test sequence may then be resumed to veri- 
fy proper next-state transitions. This allows complete verifi- 


cation of sequential logic circuits, including states that are | 
normally impossible or difficult to reach. It may also shorten 


the overall test time significantly. - 


Register preload is not an operational mode and is not in- 
tended for board-level testing because elevated voltage lev- 
els must be applied to the device. The programming equip- 
ment normally provides the register preload capability as 
part of its functional test facility. Note that the testing of GAL 


_ devices after programming by the user may be considered 


is complete, the Latch-Lock circuitry becomes dormant until — 


a full power-down has occurred; this eliminates the chance 
of an unwanted P channel power-down during device opera- 
tion. 
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unnecessary because all EECMOS GAL products are com- 
pletely tested by the manufacturer, guaranteeing 100% 
post-programming functional yield. 


The register preload algorithm is described for those users 
who wish to test programmed GAL devices using test equip- 
ment other than approved GAL programming equipment. As 
shown in the Register Preload.Waveform in Figure 5, the 
preload sequence must not begin until the normal power-up 
reset operation has completed (after time taeser). The de- 
vice is placed into preload mode by raising the “PRLD” in- 
put (pin* 11) to voltage Vies, as specified in the Register 
Preload Specifications (Table III). 

*Applies to both 20-pin DIP and 20-lead PLCC Packages for GAL16V8. 
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Register Preload (continue) 


To preload the OLMC registers, a series of data bits are 
shifted into the device on the “Spix” input (pin*. 9), one bit 
for each OLMC in which registered output has been select- 
ed. (Non-registered OLMCs are bypassed.) The shift se- 
quence is clocked by the rising-edge of the “Do.” input 
(pin* 1). The data stream is shifted in through the registered 
OLMC with the lowest corresponding pin number, and then 
“upward” through all remaining registered OLMCs in pin- 
number ascending order. Therefore, the first data bit in the 
series is ultimately loaded into the registered OLMC with the 
highest corresponding pin number, as shown in Figure 4. 


As the data series is shifted into the Spjx input, the contents 
of all registers (in registered OLMCs) are shifted “upward” 
and out onto the “Spout” output (pin* 12). Complete pres- 
ent-state information can be examined in this manner. Test 
fixtures can be devised to test several GAL devices in which 
the Spout pin of each chip is connected to the Spjj pin of 
the next, and all preload. and present-state data can be 
shifted around a single serial loop. ‘ 
Note that when shifting register data into Spin or out of 
Spout: Vit/VoL = register reset (0), and Vin/Voy = regis- 
ter set (1). These 0 and 1 register states are always inverted 
(active-low) on the normal output pins regardless of the se- 
lected output polarity (polarity affects logic function values 
before register inputs). =... 

“Applies to both 20-pin DIP and 20-lead PLCC Packages for GAL16V8. 


Register Preload Specifications 


: TL/L/11255-18 
**The Spout output buffer is an open drain output during preload. This pin 
should be terminated to Vcc with a 10 kf resistor. 
FIGURE 4. Output Register Preload Pinout 


TABLE III 


Symbol 
Via 
Vis - 
VOH 
VoL 
NH ie 


Output Voltage (High) (Note 1) 


’ Registered Preload Input Voltage 
_ |. Output Voltage (Low) (Note 1) 


Verify Pulse Width 


Register Reset Time from Valid Voc - 


‘RESET 


Vit. Input Voltage (Low) ae 


input Current (Programming) Sear 
High Level Output Current (Note 1) 


: Pulse Sequence Delay. Fo 1 


2.40 


Note 1: The Spout output butfer is an open drain output. This pin should be terminated to Vcc with a 10k resistor. 
FIGURE 5 
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Register Preload Waveforms 


VALID DATA 


SMVVYSVY 
BIT N OXXK (VN 


VALID DATA 


TL/L/11255-19 


**The Spout output buffer is an open drain output during preload. This pin should be terminated to Vcc with a 10 kQ resistor. 


Programming Details 

Understanding the information in this section is not essen- 
tial when using approved programming equipment and soft- 
ware for developing GAL designs. This is a more thorough 
disclosure of the GAL architecture provided for direct 
JEDEC cell-map editing and diagnostic purposes. This sec- 
tion alone, however, does not contain sufficient information 
to implement the GAL programming algorithm. If detailed 
specifications of the GAL programming algorithm are need- 
ed, please contact the National Semiconductor Programma- 
ble Device Support department. 


As mentioned in the Functional Description, the OLMC is 
responsible for selecting input and/or output paths, regis- 
tered vs. combinatorial outputs, active-high or low polarity, 
and common vs. locally-controlled TRI-STATE control. Ad- 
ditionally, the OLMCs select between alternate logic array 
input paths to maintain JEDEC cell-map compatibility with 
either “‘small-PAL” or ‘“‘medium-PAL” logic arrays. 


The various configurations of the OLMCs are controlled by a 
set of programmable “architecture” cells, separate from the 
logic-defining array cells. Each GAL device contains two 
“global” architecture cells, “SYN” and “ACO”, which affect 
all OLMCs. Each of the device’s eight OLMCs also contains 
two “local” cells, “AC1” and “XOR”. The OLMC Logic Dia- 
gram in Figure 6 shows how the architecture cells select the 
different paths through the OLMC. 


‘The SYN bit controls whether a device will have any regis- 


tered outputs (SYN = 0) or will be purely combinatorial 
(SYN=1). The SYN bit determines whether device pins* 1 
and 11 are used as the clock and global TRI-STATE control 
inputs (SYN=0) or whether they are ordinary inputs 
(SYN=1). The ACO bit selects between the ‘“Small-PAL” 
mode and the “Medium/Registered-PAL” modes. The func- 
tion of the AC1 bits depend on the state of the ACO bit. In 
“Small-PAL” mode (ACO=0), the AC1 bit in each OLMC 
determines whether the associated device pin is an output 
(AC1 =0) or an input (AC1 = 1). In “‘Registered-PAL” mode 
(ACO= 1), the AC1 bit determines whether each OLMC is 
registered (AC1=0) or combinatorial (AC1= 1). In “Medi- 
um-PAL” mode (ACO=1), the AC1 bits in all OLMCs must 
be set to 1 (combinatorial). All of the valid architecture bit 
configurations are shown in the OLMC Architecture table 


(Table !V), which has the same familiar format used in the | 


OLMC Selection table (Table 1). 

Independent of SYN, ACO and the AC1 bits, the XOR bit in 
each OLMC selects between active-low (XOR=0) or active- 
high (XOR= 1) output polarity. 

*Applies to both 20-pin DIP and 20-lead PLCC packages for GAL16V8. 
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OLMC Logic Diagram , 7 
ss From Adjacent OLMC/PIN 


OLMC 


ACO if pin? 13-18] ~ 

SYN if pin® #2 or 19 / | 

| ACI eae ot 
n ; “4 ie 


"To Adjacent OLMC. 


7 TL/L/11255-20 
_*Applies to both 20-pin DIP and 20-lead PLCC packages for GAL16V8. 


' FIGURE 6 


OLMC Architecture Programming 
ve, Oe, Hpac 7 - TABLE IV. 


“Small-PAL” Mode “Registered-PAL” Mode ’ ’“Medium-PAL” Mode: 


4 


JEDEC |... JEDEC 
Input . Sere Input 
Line #s puneHon Lines #s 
(Note 1) |. (Note 1) 


Pin 1 INPUT CLOCK | ‘ INPUT 
*** Pin 19 1/O REGISTER ‘| TRI-STATE** 
*** Pin 18 1/0 REGISTER 1/0 
*** Pin 17 1/0 REGISTER 1/0 
*** Pin 16 OUTPUT* REGISTER 1/0 
*** Pin 15 OUTPUT* REGISTER 1/0 
*** Pin 14 1/0 REGISTER 1/0 
*** Pin 13 1/0 REGISTER 1/O 
*** Pin 12 1/0 REGISTER TRI-STATE** 

Pin 11 INPUT G INPUT 


ACin =O} Aine tif | AAC, =O. [ACI = a | RCI 
SYN = 1, ACO = 0 SYN = 0, ACO = 1 SYN = 1, ACO = 1 


All outputs are combinatorial At least one output is All 1/O pins are 
and always active. registered. combinatorial. 


Note: Pin numbers above apply to both 20-pin DIP and 20-lead PLCC packages for GAL16V8. 

Note 1: All even and odd numbered JEDEC input line numbers correspond to true and complement array inputs, respectively. 
*Active combinatorial output. 

**TRI-STATE combinatorial output. 

*** AC1, applies to these I/O pins only. 
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GAL16V8 Logic Diagram 
DIP PIN NUMBERS INPUT LINE DIP PIN 
PRODUCT LINE FIRST CELL NUMBERS NUMBERS NUMBERS Veo | 
C20 
02 4 6 8 10 1214 1618 2022 2426 2830 c 
173 ]5]7 1919 [43/15 [17]19 ]2 1923 [2527 12931 


BEE OLMC 


BEeameeee XOR=2048 
AC1=2120 
PTD=2128 


-2135 

OLMC i . 
XOR=2049 
AC1=2121 
PTD=2136 


-2143 


‘ 


eH 


480-4 
ro 
ett 


OLMC 
XOR=2050 


AC1=2122 





] XOR=2051 
AC1=2123 


ed 
-2183 i 
OLMC 


XOR=2055 | 


AC1=2127 Lae 


— PTD=2184 [Fo 
gh 
9 SSE, mz < =2191 





24126 28130 


0121 4161 S110) 12114) 16 2 
1 23 2527 2931 


8] 20/2 
1395-7 9 11 1315 19 21 


1 
10—_ 719 
USER ELECTRONIC SIGNATURE WORD: 


2056 2064 2072 2080 2088 2096 2104 2112 2119 
a t 


MSB LSB MSB_ LSB 


SYN=2192 
ACO=2193 
TL/L/11255-21 


JEDEC Logic Array Cell Number = Product Line First Cell Number + Input Line Number 
FIGURE 7 
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ZA National 


Semiconductor 


GAL20V8/A 24-Pin Generic Array Logic Family 


General Description 


The EECMOS GAL® 20V8/A devices .are fabricated using 
electrically erasable floating gate technology. This program- 
mable memory technology applied to array logic provides 
designers with reconfigurable logic and bipolar performance 
at significantly reduced power levels. 


The 24-pin GAL20V8 features 8 programmable Output Log- 
ic Macrocells (OLMCs) allowing each TRI-STATE® output 
to be configured by the user. Additionally, the GAL20V8 is 
capable of emulating, in a functional/fuse map/parametric 
compatible device, the most popular 24-pin PAL® device 
architectures. eee , , 
Programming is accomplished using readily available hard- 
ware and software tools. NSC guarantees a minimum 100 
erase/write cycles. ; 


Unique test circuitry and reprogrammable cells allow com- 
plete AC, DC, cell and functionality testing during manufac- 
ture. Therefore, NSC guarantees 100% field programmabili- 


ty of the GAL devices. In addition, electronic signature is ~ 


available to provide positive device ID. A security circuit is 
built-in, providing proprietary designs with copy protection. 


PAL Replacement by Device Type 


“Small PAL” 
Mode 


“Registered 
PAL” Mode 


20H8 
20P8 


14P8| 16P6| 18P4) 20P2 





14L8] 16L6] 18L4|20L2} 20R8 | 20R6 | 20R4 
14H8] 16H6| 18H4] 20H2| 20RP8| 20RP6| 20RP4 


- Features. hy Ae ce . 
@ High performance EECMOS technology 


— 7.5 ns maximum propagation delay 
—foLik = 100 MHz me 
— 5 ns maximum from clock input to data output 
— TTL compatible 24 mA outputs: 
Reduced power © — . om 
— Low power = 115 mA:Icc max, 75 mA typ 
Electrically erasable cell technology 
— Reconfigurable logic 
— Reprogrammable cells i on 
— 100% tested/guaranteed 100% yields 
— High speed electrical erasure (<50 ms) 
— 20 year data retention | 
Eight output logic macrocells 
- — Maximum flexibility for complex logic designs 
— Programmable output polarity 
—Also emulates 24-pin PAL devices with full functi- 
’ on/fuse map/parametric compatibility 
Preload and power-up reset of all registers 
— 100% functional testability — en 
mw Fully supported by National OPALTM and OPALjr devel- 
opment software 
m Security cell prevents copying logic 


Block Diagram—GAL20V8 


, , v v Sv, 


, 


if 
iil i 
¥ 


EF 


| iy ys haar 


TL/L/11256-1 





2-22. 


GAL20V8-7/-10 


Absolute Maximum Ratings (note 1) 


If Military/Aerospace specified devices are required, 
please contact the National Semiconductor Sales 
Office/Distributors for availability and specifications. 


Supply Voltage (Vcc) —0.5V to +7.0V 
Input Voltage (Note 2) —2.5V to Voc + 1.0V 
Off-State Output Voltage (Note 2) —2.5VtoVcc + 1.0V 
Output Current £100 mA 
Storage Temperature —65°C to + 150°C 


Recommended Operating Conditions 


SUPPLY VOLTAGE AND TEMPERATURE 


AC TIMING REQUIREMENTS 


Set-Up Time 7 40 
(Input or Feedback before Clock) 
100 


Hold Time (input after Clock) 
Clock Pulse Width (High/Low) 


Clock Cycle Period 
(with Feedback) (Note 3) 


Clock Frequency With Feedback 
Without Feedback 


(Note 4) 


Input Frequency (Note 5) es, a2] 


. 4,75 


Ambient Temperature 
with Power Applied 


Junction Temperature 


Lead Temperature 
(Soldering, 10 seconds) 


ESD Tolerance 


—65°C to + 125°C 
—65°C to + 150°C 


260°C 
>2000V 


Test Method: Human Body Mode! 
Test Specification: NSC SOP-5-028 Rev. C 


on 


GAL20V8-10L 


133.3 
Clock Valid after Power-Up po lf ao 


Note 1: Absolute maximum ratings are those values beyond which the device may be permanently damaged. Proper operation is not guaranteed outside the 
specified recommended operating conditions. 





—_ 
“NI 


es 
° ; 
oO 


Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 


Note 3: tcycLe = tsu + tcLk 
Note 4: fo_k (with feedback) = (tcycte)—1 
fork (without feedback) = (2ty)—1 


Note 5: f) = (tpp)—1 
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GAL20V8-7/-10 
Electrical Characteristics over Recommended Operating Conditions 


symbol 
Vii___| HighLevelinputvottage | 
Vn___| LowLevelinputvottage | 

Vor 24 
Vou lou = 24mA 


lozH High Level Off State Voec.= Max, Vo = Voc (Max) 
Output Current 1A 
Low Level Off State Voc = Max, Vo = GND 
Output Current 


T 


< 


*One output at a time for a maximum duration of one second. 


7 


_t 
— 
or 


= I 
Oo = 
Oo 


Switching Characteristics over Recommended Operating Conditions 


Parameter =o 
Input or Feedback to $1 Closed, CL = 50 pF 
Combinatorial Output 


Clock to Registered S1 Closed, CL = 50 pF 
Output or Feedback 


G J to Registered Active High; $1 Open, 
Output Enabled ; C. = 50 pF 
Active Low; S1 Closed, 
C. = 50 pF 


G T to Registered From Vou; $1 Open, 
Output Disabled CL = 5pF ; 


From Vo.; 
$1 Closed, CL = 5 pF 


Input to Combinatorial Active High; Si Open, 

Output Enabled via C. = 50 pF 

Product Term Active Low; S1 Closed, 
CL = 50 pF 

Input to Combinatorial From Voy; S1 Open, 

Output Disabled via C. = 5pF 

Product Term From Voi; $1 Closed, 
CL = 5pF 


tRESET Power-Up to Registered S1 Closed, CL = 50 pF 45 45 
Output High 
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Absolute Maximum Ratings (note 1) 


If Military/Aerospace specified devices are required, 
please contact the National Semiconductor Sales 
Office/Distributors for availability and specifications. 


Supply Voltage (Vcc) —0.5V to +7.0V 
Input Voltage (Note 2) —2.5V to Voc + 1.0V 
Off-State Output Voltage (Note 2) —2.5V to Voc + 1.0V 
Output Current +100 mA 
Storage Temperature 


—65°C to + 150°C: 


Recommended Operating Conditions 


SUPPLY VOLTAGE AND TEMPERATURE 


| Parameter 


| min | 7 
| suppyvottage | 4.75 
tat 


Operating Free-Air Temperature 


AC TIMING REQUIREMENTS 


Parameter 


Set-Up Time 

(Input or Feedback before Clock) 

-Hold Time (Input after Clock) . 
” Clock Pulse Width (High/Low) a ae 

- Clock Cycle Period 

(with Feedback) (Note 3) 

Clock Frequency With Feedback 
_ (Note 4), Without Feedback 


’. Input Frequency (Note 5)’ 
Clock Valid after Power-Up 


tCYCLE 


GAL20V8A-12L 


Ambient Temperature 
with Power Applied 


Junction Temperature 


Lead Temperature 
(Soldering, 10 seconds) 


ESD Tolerance 
Czap = 100 pF 
Rzap = 15002 
Test Method: Human Body Model 
Test Specification: NSC SOP-5-028 Rev. C 


—65°C to + 150°C 


260°C 
1000V 


| Commercial “| 


GAL20V8A-15L 
COM/IND 


= 
ihe) 





Note 1: Absolute maximum ratings are those values beyond which the device may be per damaged. Proper operation is not guaranteed outside the 


specified recommended operating conditions. 


Note 2: Some device pins may be raised above these limits during programming and preload sents according to the applicable specification. 


Note 3: tcycte = tsu + tcLk 
Note 4: fork (with feedback) = (tcycie)—1 
foi (without feedback) = (2 ty)~1 


Note 5: f| = (tpp)-1 
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V/8A021V95 


GAL20V8/A 


Vin 
VIL 


VoH 
VoL 
lozH 


loc 


C 
Cio 


GAL20V8A-12/-15 
Electrical Characteristics over Recommended Operating Conditions 


HighLovelinputVotiage | 


Temperature 
Range 


Low Level Input Voltage 
High Level Output Voltage low = —3.2mA 
Low Level Output Voltage lo. = 24mA 


High Level Off State Voc = Max, Vo = Voc (Max) 
Output Current 


Feeeaeaiaen 
eee 
ed ened 
fetal 
tes 
Output Current 
Voo=MaxVi=Voo(Maxd | 
Voo=MaxVi=Voc(Max) | 
Voo=Maxvi= GND | 
| OutputShort Circuit Current | Voc=50V.Vo=GND | 


Supply Current f = 25 MHz, Vcc = Max 
Input Capacitance Voc = 5.0V, V; = 2.0V aaa 


1/O Capacitance Voc = 5.0V, Vivo = 2.0V 


“One output at a time for a maximum duration of one second. 


Switching Characteristics over Recommended Operating Conditions 


| GAL20V8A-12L GAL20V8A-15L 
Parameter ‘Conditions | coms” COM/IND 


Input or Feedback to S1 Closed, CL = 50 pF 42 

Combinatorial Output 

Clock to Registered $1 Closed, C, = 50 pF 40 
Output or Feedback a: 


G J to Registered Active High; S1 Open, 

Output Enabled CL =S50pF - 
Active Low; S1 Closed, 
C, = 50 pF 


G T to Registered From Vou; S1 Open, 
Output Disabled CL = 5pF 

From Voi; 

S1 Closed, CL = 5 pF 


Input to Combinatorial Active High; S1 Open, 

Output Enabled via C, = 50 pF 

Product Term Active Low; $1 Closed, 
C. = 50 pF 


Input to Combinatorial From Vox; St Open, 

Output Disabled via CL = 5pF 

Product Term From Voz; $1 Closed, 
CL = 5pF 


Power-Up to Registered S1 Closed, C_ = 50 pF 
‘ 45 45 
Output High 
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Absolute Maximum Ratings (note 1) 


If Military/Aerospace specified devices are required, 
please contact the National Semiconductor Sales 
Office/Distributors for availability and specifications. 


Supply Voltage (Vcc) —0.5V to +7.0V 
Input Voltage (Note 2) —2.5V to Voc + 1.0V 
Off-State Output Voltage wigs 2) —2.5V to Voc + 1.0V 
Output Current +100 mA 
Storage Temperature —65°C to + 150°C 


Recommended Operating Conditions 
SUPPLY VOLTAGE AND TEMPERATURE 


Supply Voltage 
Operating Free-Air Temperature 


AC TIMING REQUIREMENTS 


sane 
Parameter 


Set-Up Time 


= or Feedback before ea 


Ce ere er el a 
[Glock Pulse Wiath High/Low | 12 | | te | | te | 


Clock Cycle Period 
(with Feedback) (Note 3) 


Clock Frequency | With Feedback is ee | 37 


(Note 4) 


| Without Feedback |_| 41.66 | 


Input Frequency (Note 5) Fae cll 


Clock Valid after Power-Up | | 400 | 


Ambient Temperature 
with Power Applied 


Junction Temperature 


Lead Temperature 
(Soldering, 10 seconds) 


ESD Tolerance 
Czap = 100 pF 
Rzap = 15002 
Test Method: Human Body Model 
Test Specification: NSC SOP-5-028 Rev. C 


—65°C to + 126°C 
—65°C to + 150°C 


260°C 
1000V 





Note 1: Absolute maximum ratings are those values beyond which the device may be permanently damaged. Proper operation is not guaranteed outside the 


specified recommended operating conditions. 


Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 


Note 3: tcycie = tsu + tcik 


Note 4: foi (with feedback) = (tcycie)—1 
fox (without feedback) = (2 ty)—1 


Note 5: f, = (tpp)~1 
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GAL20V8-20/-25 


Electrical Characteristics over Recommended Operating Conditi 


Symbol 


Vin 
Vit 
VoH 
VoL 
loZH 


Cio 


-. . Parameter 


Conditions 


High Level Input Voltage 


Low Level Input Voltage 


High Level Output Voltage 
Low Level Output Voltage 


High Level Off State 
Output Current 


Low Level Off State 
Output Current 


Maximum Input Current 
High Level Input Current 


Low Level Input Current 


low = =3.2 mA 
lo. = 24mA_ 


Voc = Max, Vo.= Voc (Max) 


Vcc = Max,Vo = GND . os 


"| Voc = Max, Vi = Voc (Max) 
‘| Voc = Max, Vi = Voc (Max) 
1 Voc = Max, V; = GND 


Output Short Circuit Current | Voc = 5.0V,Vo = GND . 


Supply Current 
input Capacitance 


1/O Capacitance. 


_. "One output at a time for a maximum duration of one second. 


f = 25 MHz, Voc = Max | -20L, -25L 


Vec = 5.0V, V) =.2.0V 
Voc = 5.0V, Vio = 2.0V 


Switching Characteristics over Recommended Operating Conditions 


{RESET 


Input or Feedback to 
Combinatorial Output 


Clock to Registered 
Output or Feedback 


G J to Registered 
Output Enabled: 


G T to Registered 
Output Disabled 


Input to Combinatorial 
Output Enabled via 
Product Term 


Input to Combinatorial 
Output Disabled via 
Product Term 


Conditions 


S1 Closed, C, = 50 pF 


_| $1 Closed, CL = 50 pF 


Active High; S1 Open, 
CL =50pF-:- - 
Active Low; S1 Closed, 
CL = 50 pF 


From Vox; S1 Open, 
CL = 5pF 

From VoL; 

$1 Closed, CL = 5 pF 


Active High; S1 Open, 
C. = 50 pF 

Active Low; S1 Closed, 
C. = 50 pF 

From Vow; $1 Open, 
CL = 5pF 
From Voz; $1 Closed, 
CL = 5 pF 
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GAL20V8-25Q 


Le) 


ie) 
a 


. 


a 
a 





AC Test Load 
eee 


$1 


COM’L/IND 
R1 = 200 
OUTPUT R2 = 390 


ols 


tL R2 


TL/L/11256-2 


Test Waveforms 


Setup and Hold Pulse Width 


TIMING HIGH=LEVEL 
INPUT, PULSE INPUT 


LOW-LEVEL 
PULSE INPUT 
TL/L/11256-3 


Enable and Disable 


i 3V 
INPUT ENABLE Vy ENABLED 
INPUT gy 


OUTPUT . . NORMALLY HIGH Voy 


OUTPUT 
$1 CLOSED 
(st ) (S1 OPEN) Z 


OUT OF PHASE 
OUTPUT NORMALLY LOW =z 


~ (81 CLOSED)  — gj Sie 
TL/L/11256-5 SED) 


Notes: 

Cy, includes probe and jig capacitance. 

Vy = 1.5V: 

Test inputs have rise and fall times of 3 ns between 0.3V and 2.7V. 

In the example above, the phase relationships between inputs and outputs have been chosen arbitrarily. 


Switching Waveforms 


TL/L/11256-4 


Vr 3€ DISABLED 


0.5V 


a) 


TL/L/11256-6 


Inputs (1.1/0) XXOY er XXX AVALID INPUTXXXKA KA XVALID INPUTXXX XA XXX OAK 
ty t 


W tw 


tgy 
a | 
toycLe 
Peek aol — mas 


eeeTPEIe as a 
OUTPUTS = 


ANY INPUT 


PROGRAMMED FOR VALID DISABLE 


TRI-STATE CONTROL 
tp toxzi 


D 
rer PUTS SMXXXARKREMOK 


Power-Up Reset Waveforms 


Veco 
OV 


croc." XXXXK 


EGISTERED 
PUTPUTS MXXXKKAXXXXARAKARARKAXAKLY INTERNAL REGISTERS 
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VALID ENABLE 
tezxI 


TL/L/11256-7 


TL/L/11256-8 
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GAL20V8/A 


Input Schematic 


Input Translator/Buffer 


Jk 


' ESD : 
4 PROTECTION 


Functional Description 


The GAL logic array consists of a programmable AND array 
with fixed OR-gate connections, similar to the bipolar PAL 
architecture. The logic array is organized as 20 complemen- 
tary input lines crossing 64 “product term” lines with a pro- 
grammable E2PROM cell at each intersection (2560 cells). 
Each programmable cell may establish a connection be- 
tween an input line (true or complement phase of an array 
input signal), and a product term. A product term is satisfied 
(logically true) while all of the input lines ‘‘connected”’ to it 
are in the high logic state. 


The 64 product terms are organized into eight output groups 
with eight terms each. Seven or eight of the product terms in 
each output group feed into an OR-gate to produce each 
output logic function; one of the product terms may instead 
be used to control the associated TRI-STATE device output. 
The fundamental transfer function of each GAL output is the 
familiar Boolean sum-of-products. Design development soft- 
ware is available which accepts Boolean equations and 
converts them automatically into GAL programming pat- 
terns. 


As shown in the GAL20V8 Block Diagram (Figure 7), a total 
of eight output.logic functions are available..Each of the 
AND/OR logic functions feeds into an “output logic macro- 
cell” (OLMC). The eight OLMCs control the flow of input 
and output signals between the logic array and the device’s 
I/O pins. 


Under control of an OLMC, each output may be designated 
either registered or combinatorial (non-registered). In the 
registered output configuration, the logic function output 
passes through a D-type flip-flop triggered by the rising 
edge of the clock input. Additionally, the logic function’s out- 
put polarity may be designated active-low or active-high (ad- 
justed before the register, if present). OLMC options such 
as these are selected using a set of programmable architec- 
ture control cells. These architecture cells are normally con- 
figured automatically by the development software or pro- 
gramming hardware. 


All of the possible I/O configurations of the GAL20V8 are 
classified into three basic modes: “Small-PAL” mode, 
“Registered-PAL” mode and ‘“‘Medium-PAL” mode. These 
modes correspond to the architectures of the PAL families 
which the GAL20V8 can emulate. The modes determine the 
mixture of OLMC configurations which can be selected for 
the device. The OLMC Selection table (Table 1) lists which 
functions can be selected on device pins” 1, 13 and 15 


through 22 for each of the three modes. The logic diagrams | 


in Figure 3 illustrate these OLMC functions. 


TO INTERNAL 
CIRCUITRY 
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“OUTPUT” represents the always-active combinatorial out- 
put configuration available in the ““Small-PAL” mode. ‘“‘REG- 
ISTER” is the registered output with register feedback avail- 
able in the ‘‘Registered-PAL” mode. “I/O” is the combina- 
torial bidirectional !|/O available in “Registered-PAL” and 
“Medium-PAL” modes. “TRI-STATE” is the TRISTATE 
combinatorial output function appearing on pins* 15 and 22 
in the “Medium-PAL” mode. “INPUT” in Table | denotes an 
OLMC used as a dedicated input only. 


In the “Small-PAL” and ‘“‘Medium-PAL” modes (Table 1), 
pins* 1 and 13 are always dedicated inputs. In the “‘Regis- 
tered-PAL” mode, however, pin* 1 becomes the clock input 
controlling all OLMC registers, and pin* 13 becomes the 
output enable (G) input controlling the TRI-STATE outputs 
of all registered OLMCs. Within the “Small-PAL” and “Reg- 
istered-PAL” modes.in Table |, the functions of pins*.15 
through 22 can be selected individually from either of the 
two functions listed. For example, in ‘‘Registered-PAL” 
mode, pins* 15 through 22 can each be designated as ei- 
ther a registered output or a combinatorial 1/O. The ‘‘Medi- 
um-PAL” mode represents a single fixed configuration used 


* to emulate combinatorial medium PAL devices (20L8, 20H8, 


20P8). 


Table II lists the bipolar PAL products which the GAL20V8 
can emulate, and the specific input/output configurations 
used. This is just a subset, however, of all the configurations 
provided in Table I. 


All registers in a GAL device are reset to the low state upon 
power-up. The active-low outputs, in turn, assume high logic 
levels (if enabled) regardless of the selected output polarity. 


_ This may simplify sequential circuit design and test. To en- 


sure successful power-up reset, Vcc must rise monotonical- 
ly until the specified operating voltage is attained. During 
power-up, the clock input should assume a valid, stable log- 
ic state as early as possible (within the specified time, tpr) 
to avoid interfering with the reset operation. The clock input 
should also remain stable until after the power-up reset op- 
eration is completed to allow the registers to capture the 
proper next state on the first high-going clock transition. 


It should be noted that the switching of any input not logical- 
ly connected to a product term or logic function has no ef- 
fect on the associated output logic state. To minimize power 
consumption, however, unused inputs should be connected 
toa stable logic level such as ground or Vcc (CMOS GAL 
inputs may be tied directly to the supply voltage without 


. causing excessive loading conditions). 


* “*Applies to 24-pin DIP packages for GAL20V8; refer to the 28-lead PLCC 
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Connection Diagram for conversion. 





GAL20V8 Block Diagram—DIP Connections 
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28-Lead PLCC Connection Diagram. 
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FIGURE 2 


Clock/Input Frequency 


Specifications 


The clock frequency (fox) parameter listed in the Recom- 
mended Operating Conditions table specifies the maximum 
speed at which the GAL registers are guaranteed to oper- 
ate. Clock frequency is defined differently for the two cases 
in which register feedback is used versus when it is not. Ina 
data-path type application, when the logic functions fed into 
the registers are not dependent on register feedback from 


the previous cycle (i.e., based only on external inputs), the . 


minimum required cycle period (fco_K~ 1 without feedback) is 
defined as the greater of the minimum clock period (ty high 


+ tw low) and the minimum “data window” period (tsy + . 


ty). This assumes optimal alignment between data inputs 
and the clock input. In sequential logic applications such as 
state machines, the minimum required cycle period (toycLe 
= fotx—1 with feedback) is defined as tc_K + tsy. This 
provides sufficient time for outputs from the registers to 


feed back through the logic array and set up on the inputs to 


the registers before the end of each cycle. 


The input frequency (f)) parameter specifies the maximum 


rate at which each GAL input can be toggled and still pro- 
duce valid logic transitions on each combinatorial output. 
The f, specification is derived as the inverse of the combina- 
torial propagation delay (tpp). 


Design Development Support 

A variety of software tools and programming equipment is 
available to support the development of designs using GAL 
products. Typical software packages accept Boolean logic 
equations to define desired functions. Most are available to 
run on personal computers and generate a JEDEC-compati- 
ble “cell-map” (analogous to a PAL “‘fuse-map”). The in- 
dustry-standard JEDEC format ensures that the resulting 
cell-map file can be down-loaded into a variety of program- 
ming equipment. Many software packages and program- 


: ming units support a large variety of programmable logic 
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products as well. The OPAL software package from Nation- 
al Semiconductor supports all programmable logic products 
available from National and is fully JEDEC-compatible. 


National strongly recommends using only approved pro- 
gramming hardware and software for developing GAL de- 
signs. Programming using unapproved equipment generally 
voids all guarantees. Approved programmers incorporate 
specialized programming algorithms that program the array 


‘and automatically configure the architecture cells. To en- 


sure data retention and reliability, the programming algo- 
rithm .also tracks the number of programming cycles to 
which each GAL device has been subjected since shipment, 
and stores this information automatically in the device. 





Design Development Support (Continued) 


The special GAL programming algorithm can also program 
a GAL device using a standard fuse-map developed for any 
of the emulated PAL products. PAL fuse-maps can be creat- 
ed by any JEDEC-compatible PAL development software or 
by loading the fuse pattern from an existing programmed 
PAL device into the programming unit (provided the PAL 
device has not been secured). However, to utilize the full 
flexibility of the GAL architecture, true GAL development 
software (such as OPAL software) is recommended. 


OLMC Selection Table 


INPUT or OUTPUT* | 
INPUT or OUTPUT* 
INPUT or OUTPUT* 
OUTPUT* 
OUTPUT* 
INPUT or OUTPUT* 
INPUT or OUTPUT* 
INPUT or OUTPUT* 


* GAL20V8 


INPUT 


*Active combinatorial output 


TL/L/11256=12 


Detailed logic diagrams showing all JEDEC cell-map ad- 
dresses in the GAL logic array and OLMC are provided for 
direct map editing and diagnostic purposes (see ‘“Program- 
ming Details”). For a list of current software and program- 
ming support tools available for these devices, please con- 
tact your local National sales representative or distributor. If 
detailed specifications of the GAL programming algorithm 
are needed, please contact the National Semiconductor 
Programmable Device Support department. 


TABLE | 


“Small-PAL” Mode “Registered-PAL” Mode sve Nita 


REGISTER or I/O TRI-STATE** 
REGISTER orl/O . 1/0 
REGISTER or 1/O 1/0 
REGISTER or I/O 1/0 
REGISTER or I/O 1/0 
REGISTER or I/O 1/0 
REGISTERorVO 1/0 
REGISTER or.1/O. TRI-STATE** 


OUTPUT ENABLE (G) INPUT 


**TRI- STATE combinatorial output 
Note: Pin numbers above apply to 24-pin DIP packages; refer to the 28- lead PCC Connection Diagram for 


conversion. 


PAL Replacement Configurations 


TABLE II 


. “Medium-PAL” 
| “Small-PAL” Mode “Registered-PAL” Mode ied 
; ode 


GAL20V8 


TL/L/11256~-13 14L8 16L6 
Emulated 14H8 16H6 
PAL Products} 14P8 16P6 


REGISTER 1/0 1/0 TRI-STATE** 
REGISTER | REGISTER VO 1/0 
REGISTER | REGISTER | REGISTER 0 
REGISTER | REGISTER | REGISTER 1/0 
REGISTER | REGISTER | REGISTER 0 
REGISTER } REGISTER] REGISTER 1/0 
REGISTER | REGISTER 0 0 
REGISTER 1/0 0 TRI-STATE** 


INPUT 


18L4 20R8 20R6 20R4 
18H4 20H2 20RP8 20RP6 20RP4 
18P4 20P2 


* Active combinatorial output. 
**TRI-STATE combinatorial output. 


Note: Pin numbers above apply to 24-pin DIP packages; refer to the 28-pin PCC Connection Diagram for 


conversion. 
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OLMC Configurations 


OUTPUT (Active Combinatorial Output) 


Polarity 


REGISTER (Registered Output) 


_ TULi256-15 oe 
"©. 1/0 (Combinatorial Input/Output) 


1 
Polarity 


TL/L/11256-~16 


TRI-STATE (TRI-STATE Combinatorial Output) 


Polarity 


TL/L/11256-17 


FIGURES 
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Security Cell 


A security cell is provided on all GAL20V8 devices as a 
deterrent to unauthorized copying of the array configuration 
patterns. Once programmed, the circuitry enabling array ac- 
cess is disabled, preventing further programming or verifica- 
tion of the array. The security cell can be erased only in 
conjunction with the array during a bulk erase cycle, so the 
original configuration can never be examined once this cell 
is programmed. 


Electronic Signature 


Each GAL device contains an electronic signature word 
consisting of 64 bits of reprogrammable memory. The elec- 
tronic signature word can be programmed to contain any 
identification information desired by the user. Some uses 
include pattern identification labels, revision numbers, 
dates, inventory control information, etc. The data stored in 
the electronic signature word has no effect on the function- 
ality of the device. The information is read out of the device 
using the normal program verification procedure provided by 
the programming equipment. The information may be ac- 
cessed at any time independent of the state of the security 
cell. National’s OPAL development software allows elec- 
tronic signature data to be entered by the user and down- 
loaded to the programming equipment. 


| Bulk Erase. 


The programming equipment automatically performs a bulk 
erase operation prior to each programming operation. No 
_ special erase operation need be performed by the user. 
. Bulk erase clears the logic array, architecture cells, security 
cell, and electronic signature information. The GAL device is 
.thereby reverted back to its virgin state. 


_Latch-Up Protection 


GAL devices are designed with an on-chip charge pump to 
. . negatively bias the substrate. The negative bias is of suffi- 
_ cient magnitude to prevent input undershoots from causing 
the circuitry to latch. Additionally, outputs are designed with 
n-channel pullups instead of the traditional p-channel pull- 
ups to eliminate any possibility of SCR induced latching. 


To insure that no undesired bias conditions occur with P+ 
diffusions, a Latch-Lock™ power-up circuitry has been de- 
veloped. The drain of all P channel devices normally con- 
’ nected to the device supply are now connected to an alter- 
nate supply that powers up after the device N-wells have 
been biased and the substrate has reached its negative 
clamp value. This prevents any hazardous bias conditions 
from developing in the power-up sequence. After power-up 
is complete, the Latch-Lock circuitry becomes dormant until 
a full power-down has occurred; this eliminates the chance 
of an unwanted P channel power-down during device opera- 
- tion. 


Manufacturer Testing 


Because of EECMOS technology, GAL devices can be re- 
programmed in milliseconds. This allows each device to be 
completely tested by the manufacturer using numerous lfog- 
ic array and architecture patterns prior to shipping. Every 
programmable cell and every logic path through every de- 


2-35 


vice is fully tested for programmability, functionality and per- 
formance to all AC and DC parameters. The customer can 
therefore expect 100% programming and functional yield 
and 100% compliance of all GAL products to datasheet 
specifications. 

The testing procedure performed on all GAL devices by the 
manufacturer tests all aspects of device operation. Exten- 
sive testing of all programmable cells in the device include 
margin testing, internal verify, and program retention during 
high-temperature bake. All DC and AC parameters are test- 
ed at hot and cold temperatures using a variety of worst- 
case logic and signal patterns. Functional tests include re- 
programming each OLMC to all valid architectural configura- 
tions. 


Register Preload 


The register preload feature allows OLMC registers to be 
directly loaded with any desired data pattern. It also allows 
the present state of OLMC registers to be examined regard- 
less of TRI-STATE control conditions. This simplifies testing 
of devices after programming. A device may be put into any 
desired register state at any point during the functional test 
sequence. The test sequence may then be resumed to veri- 
fy proper next-state transitions. This allows complete verifi- 
cation of sequential logic circuits, including states that are 
normally impossible or difficult to reach. It may also shorten 
the overall test time significantly. 


Register preload is not an operational mode and is not in- 
tended for board-level testing because elevated voltage lev- 
els must be applied to the device. The programming equip- 
ment normally provides the register preload capability as 
part of its functional test facility. Note that the testing of GAL 


devices after programming by the user may be considered | 


unnecessary because all EECMOS GAL products are com- 
pletely tested by the manufacturer, guaranteeing 100% 
post-programming functional yield. 


The register preload algorithm is described for those users. 


who wish to test programmed GAL devices using test equip- 
ment other than approved GAL programming equipment. As 
shown in the Register Preload Waveform in Figure 5, the 
preload sequence must not begin until the normal power-up 
reset operation has completed (after time tnaeset). The de- 
vice is placed into preload mode by raising the ‘“PRLD”’ in- 
put (pin* 13) to voltage Vigs, as specified in the Register 
Preload Specifications (Table Ill). 


To preload the OLMC registers, a series of data bits are 
shifted into the device on the “Spiny” input (pin* 11), one bit 
for each OLMC in which registered output has been select- 
ed. (Non-registered OLMCs are bypassed.) The shift se- 
quence is clocked by the rising edge of the “Do.” input 
(pin* 1). The data stream is shifted in through the registered 
OLMC with the lowest corresponding pin number, and then 
“upward” through all remaining registered OLMCs in pin- 
number ascending order. Therefore, the first data bit in the 
series is ultimately loaded into the registered OLMC with the 
highest corresponding pin number, as shown in Figure 4. 


*Applies to 24-pin DIP packages for GAL20V8; refer to the 28-lead PLCC 
Connection Diagram for conversion. 
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Register Preload (continue) 

As the data series is shifted into the Spiny input, the contents 
of all registers (in registered OLMCs) are shifted “upward” 
and out onto the “Spout” output (pin* 15). Complete pres- 
ent-state information can be examined in this manner. Test 
fixtures can be devised to test several GAL devices in which 
the Spout pin of each chip i is connected to the Spin pin of 
the next, and all preload and present-state data can be 
shifted around a single serial loop. 

Note that when shifting register. data into ane or out of 
Spout: Vit/Vo = register reset (0), and Viq/VoH = regis- 
ter set (1).: These 0 and 1 register states are always inverted 
(active-low) on the normal output pins regardless of the se- 
lected output polarity (polarity affects eect function values 
before register inputs). 


*Applies to 24-pin DIP packages for GAL20V8; refer to te 28- lead PLCC 
Connecdon Diagram for conversion. 
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**The Sasi output buffer is an open ‘drain output during preload. This pin 
_ should be terminated to Voc with a 10 kn resistor. j 


FIGURE 4. Output Register Preload Pinout 
Register Plenee Rees 
ge Se ’ TABLE Ill 
Symbol Parameter _]_Conatens_}_tin_{_Typ-_{_Ma__ : 
Vin [_Inputvottage(High) | | to Nc 
Vit ey a ACM ATE 
‘Mes __| Register Preloadinput Voltage | |S || 
Vou | _OutputVottage High) (Notet) | | TN 
Vou CutputVotiege Low (wotet) __| tous} ogo |__| _0s0_| 
Inet, | InputCurrent (Programming) | £10 
lou: 
tow | VerifyPulsewiath | 
tp 
treset | _RegisterReset Time from ValidVcc | 


Note 1: The Spout output buffer is an open drain output. This pin should be terminated to Vcc with a 10k resistor. 


Register Preload Waveforms 


XXX 


VALID DATA © VALID DATA 


“TL/L/11256-19 
FIGURE 5 — 
**The Spout output buffer is an open drain output during preload. This pin should be terminated to Voc with a 10 kf resistor. 
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OLMC Logic Diagram 


c 


From Adjacent . 
OLMC/PIN 


__ACO if pin® 16-21 
SYN if pin* 15 or 22 
C1, 


To Adjacent 
OLMC ‘ . 
*Applies to 24-pin DIP packages for GAL20V8; refer to the 28-lead PLCC Connection Diagram for conversion. TL/L/11256-20 


FIGURE 6 


OLMC Architecture Programming 
TABLE IV 


“Small-PAL” Mode “Registered-PAL” Mode “Medium-PAL” Mode 


JEDEC JEDEC JEDEC 
Input Input Input 
Line #s ‘Line #s Line #s 
(Note 1) (Note 1) (Note 1) 


Pin 1 CLOCK INPUT 
Pin 23 ; INPUT - INPUT 
***Pin 22 REGISTER TRI-STATE** 
***Pin 21 ; REGISTER 
***Pin 20 REGISTER 
***Pin 19 REGISTER 
***Pin 18 REGISTER 
***Pin 17 REGISTER 
***Pin 16 REGISTER 
***Pin 15 REGISTER 
Pin 14 INPUT 
Pin 13 G 


TRI-STATE** 
INPUT 
INPUT 


G 
ACi,=0 | AClp=1] | ACip=0 | ACtlp=1] |) ACI = 1 
SYN = 1,ACO = 0 SYN = 0, ACO = 1 SYN = 1, ACO = 1 
All outputs are combinatorial At least one output is All!/O pins are 
and always active. registered. combinatorial. 


Note: Pin numbers above apply to 24-pin DIP packages; refer to the 28-lead PLCC Connection Diagram for conversion. 





Note 1: All even and odd numbered JEDEC input line numbers correspond to true and complement array inputs, respectively. 


*Active combinatorial output. 
**TRI-STATE combinatorial output. ~ 
***AC1, applies to these I/O pins only. 
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GAL20V8 Logic Diagram 
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Programming Details 


Understanding the information in this section is not essen- 
. tial when using approved programming equipment and soft- 
ware for developing GAL designs. This is a more thorough 
disclosure of the GAL architecture provided for direct 
JEDEC cell-map editing and diagnostic purposes. This sec- 
tion alone, however, does not contain sufficient information 
to implement the GAL programming algorithm. If detailed 
specifications of the GAL programming algorithm are need- 
ed, please contact the National Semiconductor Programma- 
ble Device Support department. . 

As mentioned in the Functional Description, the OLMC is 
responsible for selecting input and/or output paths, regis- 
tered vs. combinatorial outputs, active-high or low polarity, 


and common vs. locally-controlled TRI-STATE control. Ad-. 


ditionally, the OLMCs select between alternate logic array 
input paths to maintain JEDEC cell-map compatibility with 
either ‘‘small-PAL” or “medium-PAL” logic arrays. 


The various configurations of the OLMCs are controlled by a 
set of programmable “architecture” cells, separate from the 
logic-defining array cells. Each GAL device contains two 
“global” architecture cells, “SYN” and “ACO”, which affect 
all OLMCs. Each of the devices’s eight OLMCs also con- 
tains two “local” cells, ““AC1” and “XOR”’. The OLMC Logic 
Diagram in Figure 6 shows how the architecture cells select 
the different paths through the OLMC. 


Ordering Information 


GAL 20 V 8 A -15 LN 


THE GAL20V8A-10L HAS BEEN RENAMED GAL20V8-10L. 


Cc 


The SYN bit controls whether a device will have any regis- 
tered outputs (SYN = 0) or will be purely combinatorial 
(SYN = 1). The SYN bit determines whether device pins* 1 
and 13 are used as the clock and global TRI-STATE control 
inputs (SYN = 0) or whether they are ordinary inputs (SYN 
= 1). The ACO bit selects between the ‘“‘Small-PAL” mode 
and the “‘Medium/Registered-PAL” modes. The function of 
the AC1 bits depend on the state of the ACO bit. In “Small- 
PAL” mode (ACO = 0), the AC1 bit in each OLMC deter- 
mines whether the associated device pin is an output (AC1 
= 0) or an input (AC1 = 1). In ‘“Registered-PAL”’ mode 
(ACO = 1), the AC1 bit determines whether each OLMC is 
registered (AC1 = 0) or combinatorial (AC1 = 1). In ‘‘Medi- 


um-PAL” mode (ACO = 1), the AC1 bits in all OLMCs must _ 


be set to 1 (combinatorial). All of the valid architecture bit 
configurations are shown in the OLMC Architecture table 
(Table IV), which has the same familiar format used in the 
OLMC Selection table (Table |). , 
Independent of SYN, ACO and the AC1 bits, the XOR bit in 
each OLMC selects between active-low (XOR = 0) or ac- 
tive-high (XOR =. 1) output polarity. . 


*Applies to 24-pin DIP packages for GAL20V8; refer to the 28-lead PLCC 


Connection Diagram for conversion. 


Generic Array Logic Family 
Number of Array Inputs 


Output Type: 
V = Variable Architecture 


— Number of Outputs 


-12/-15 Only 


Speed: : 

-7: tpp = 7.5ns 
-10: tpp = 10 ns 
-12: tpp =.12 ns 
-15: tpp = 15 ns 
-20: tpp = 20 ns 
-25: tpp = 25ns 


L = Low Power 
Q = Quarter Power 


Package Type: 
N = 24-Pin Plastic DIP 
V = 28-Lead Plastic Chip Carrier 


Temperature Range: 
C = Commercial (0°C to + 75°C) 
| = Industrial (— 40°C to + 85°C) 


THERE WERE NO SPECIFICATION CHANGES ASSOCIATED WITH THIS NAME CHANGE. 
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Semiconductor 


ZA National 


GAL16V8QS 20-Pin Generic A 


General Description SS 
The EECMOS GAL® QS™ devices combine a high per- 


formance CMOS process with electrically erasable floating © 


gate technology. This programmable memory technology 
applied to array logic provides designers with reconfigurable 


logic and bipolar performance at significantly reduced pow- . 


er levels. The GALQS family utilizes NSC Quiet Series tech- 
nology to guarantee quiet output switching and improve dy- 
namic threshold performance. GAL Quiet Series™ features 
GTOT™ output control in addition to a split ground bus for 
superior performance, 

The 20-pin GAL16V8QS features 8 programmable Output 
Logic Macrocells (OLMCs) allowing each TRI-STATE® out- 
put to be configured by the user. Additionally, the 
GAL16V8QS is capable of emulating, in a functional/fuse 
map/parametric compatible device, all common 20-pin 
PAL® device architectures. 


Programming is accomplished using readily available hard- 
ware and software tools. NSC guarantees a minimum 100 
erase/write cycles. 

Unique test circuitry and reprogrammable cells allow com- 
plete AC, DC, cell and functionality testing during manufac- 
ture. Therefore, NSC guarantees 100% field programmabili- 
ty and functionality of the GAL devices. In addition, electron- 
ic signature is available to provide positive device ID. A se- 
curity circuit is built-in, providing proprietary designs with 
copy protection. 


PAL Replacement by Device Type 


“Small “Registered “Medium 

PAL” Mode PAL” Mode PAL” Mode 
10L8] 12L6| 14L4/16L2| 16R8 | 16R6|16R4/} ° 16L8 
10H8} 12H6]14H4/16H2/16RP8/16RP6/16RP4| 16H8 
10P8] 12P6]14P4| 16P2 _ 16P8 


rray Logic Family 


Features ; 

@ High performance EECMOS technology 
— 15 ns maximum propagation delay © 
— fork = 62.5 MHz 
— 10 ns maximum from clock input to data output 
— TTL compatible 24 mA outputs ane. 
— UltraMOS® II! advanced CMOS technology 
Guaranteed simultaneous switching noise level and 
dynamic threshold performance 
Reduced groundbounce and undershoot 
Reduced power 
— Low power = 90 mA Icc max 
— Quarter power = 55 mA max Icc max _ 
Electrically erasable cell technology 
— Reconfigurable logic 
— Reprogrammable cells 
— 100% tested/guaranteed 100% yields 
— High speed electrical erasure (<50 ms). 
— 20 year data retention 

m@ Eight output logic macrocells 
— Maximum flexibility for complex logic designs 
— Programmable output polarity 
— Also emulates 20-pin PAL devices with full 

function/fuse map/parametric compatibility 

m@ Preload and power-up reset of all registers 
— 100% functional testability : 

m@ Fully supported by National OPAL™ and OPALjr 
development software 

m@ Security cell prevents copying logic 

™ Electronic signature for identification 

m Same JEDEC map as GAL16V8 


Block Diagram—GAL16V8QS 


TL/L/11145-1 
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GAL16V8QS (-15L, -15Q, -20L, -25L, -25Q) Commercial 


Absolute Maximum Ratings (note 1) | 


If Military/Aerospace specified devices are required, 
please contact. the National Semiconductor Sales 
Office/Distributors for availability and specifications. 


Supply Voltage Vcc —0.5V to +7.0V 
Input Voltage (Note 2) —2.5V to Voc + 1.0V 
Off-State Output Voltage (Note 2) —2.5V to Voc +1.0V 
Output Current’ _ +100 mA 
Storage Temperature —65°C to + 150°C 


Recommended Operating Conditions 


SUPPLY VOLTAGE AND TEMPERATURE : 


Supply Voltage 
Operating Free-Air Temperature a 
|. . Operating Case Temperature 


Ambient Temperature: 
with Power Applied 


Junction Temperature 


Lead Temperature 
(Soldering, 10 seconds) 


ESD Tolerance 
Czap = 100 pF 
Rzap = 15009 
Test Method: Human Body Model 
Test Specification: NSC SOP-5-026 Rev. C 


—65°C to + 125°C 
—65°C to + 150°C 


1000V 


L | GAL16V8QS- 


. Parameter 


Hold Time (Input after Clock) 
Clock Pulse Width (High/Low) 


Clock Cycle Period (with Feedback) 
(Note 3) 


Clock Frequency |With Feedback 


Set-Up Time 
(Input or Feedback before Clock) 


(Note 4). |Without Feedback 


Input Frequency. (Note 5) no 


Clock Valid after Power-Up 


15Q | GAL16V8QS-20L |GAL16V8QS-25L/25Q) 


_ 


a 
NJ 





Note 1: Absolute maximum ratings are those values beyond which the device may be permanently damaged. Proper operation is not guaranteed outside the 


specified recommended operating conditions. 


Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 


Note 3: tcycte = tsu + tok 

Note 4: fo_k (with feedback) = (tcycie)~! 
fox (without feedback) = (2 ty)! 

Note 5: {| = (tpp)—1 
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GAL16V8QS 


GAL16V8QS (-15L, -15Q, -20L, -25L, -25Q) Commercial (continued) 
Quiet Electrical Characteristics (vcc = 5.0v, Temp = 25°C) 


Conditions 
Quiet Output (Note 6) 14 
Maximum Dynamic Vo, : 

Quiet Output (Note 6) — 
Minimum Dynamic Vo, |: ; 
Maximum High Level (Note 7) 
: - 1.9 
Dynamic Input Voltage 
’ Maximum Low Level - (Note 7) 1.2 
Dynamic Input Voltage ; 


Note 6: 7 outputs switching from high to low, one output at low. The width of the bounce at 50% amplitude Is <3 ns. 
Note 7: 7 outputs switching. Input-under-test switching: : 


Electrical Characteristics over Recommended Operating Conditions 


Symbol Parameter ; Conditions 
Range 


ViH High Level Input Voltage 


Vou High Level Output Voltage lon =3.2mMA 
VoL Low Level Output Voltage lo. = 24mA 


lozH High Level Off State Vcc = Max, Vo = Voc(Max) 
Output Current ; 


loz Low Level Off State Vcc = Max, Vo = GND 
Output Current : 


een 
ee ell 
Maximum InputGurrent__|Voc=MaxVi=Voc(May | 

High Level Input Current |Voc=Max.Vi= Voce) | 
‘| Low Level Input Current Vcc=MaxyVi=GND | | 
Output Short Circuit Current | Voc = 5.0V, Vo = GND fie a 
loc ‘| Supply Current f = 25 MHz,Vcc = Max 
| [-150,-260_ | _coM_| 
Ci__| Input Capacitance Voc=50V.i=20v | 
Cyo__ | VO Capacitance Vec=60V.Wyo=20v | 


*One output at a time for a maximum duration of one second. 


> 
cc 
< 
8 
+ 
a 
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GAL16V8QS (-15L, -15Q, -20L, -25L, -25Q) Commercial (continued) 
Switching Characteristics over Recommended Operating Conditions 


a GAL16V8QS-15L/-15Q | GALievsas-20L | GAL16V8QS-25L/250 


Input or Feedback 
to Combinatorial 
Output 


Clock to 
Registered Output 
or Feedback 


GL to 
Registered Output 
Enabled 


GT to | 
Registered Output 
Disabled 


Input to Combina- 
‘| torial Output. 
Enabled via © 
Product Term 


Input to Combina- 
‘torial Output 
Disabled via 


.| Product Term 


Power-Up 
to Registered 
Output High 


S1 Closed, 


$1 Closed, 
Cy = 50 pF 


Active High: S1 Open, 
C, = 50 pF 
Active Low: S1 Closed, 


From Vou: $1 Open, 
C. = Spr 
From VoL: S1 Closed, 


Active High: S1 Open, | 
CL = 50pF . 
‘Active Low: $1 Closed, . 


From van S1 Open, 
C. = 5pF 
From Vo.: S1 Closed, - 


S1 Closed, 
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GAL16V8QS 


wus. © GALI6VBQS (-20L, -25L, -25Q) Industrial - 


Absolute Maximum Ratings (note 1): mm * oe 
~ If Military/Aerospace. specified devices are required, . . _ Ambient Temperature 
please contact’ the National'-Semiconductor “Sales == ~— _— with Power Applied — 65°C to + 125°C 
" Office/Distributors for.availability and specifications. Junction Temperature 65°C to + 150°C 
Supply Voltage Veg _. —0.5Vto+7.0V Lead Temperature cide Wbta 2g . 
Input Voltage (Note 2) —2.5VtoVeo +1.0V - (Soldering, 10 seconds) §~° : 260°C 
Off-State Output Voltage (Note 2)" —2.5V to Vcg + 1.0V ESD Tolerance ae . - 1000V 
~ Output Current -- 100 MA cal oe ; an 
prciege Temperate; 2 Lee ee Test Method: Human Body Model = 
, [ rrr eee 7 ____ Test Specification: NSC SOP-5-026 Rev. C 


Recommended Operating Conditions . 
SUPPLY VOLTAGE AND TEMPERATURE. 


| 


|. Supply Voltage’. 
Operating Free-Air Temperature 
Operating Case Temperature 


AC TIMING REQUIREMENTS 
“ GAL16V8QS-20L 


Set-Up Time __ 


(Input or Feedback before Clock) . 


Hold Time (Input after Clock) 
Clock Pulse Width (High/Low) 


Clock Frequency 
oe 


Note 1: Absolute maximum ratings are those values beyond which the device may be permanently damaged. Proper operation is not guaranteed outside the 
specified recommended operating conditions. 





| Min | Max | Min 
eee a 
a a eae 
aol = ahead 2 Oa 
(Note 3) 
es ce 
ee 
ees ee es) 
eae Te 


Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 


Note 3: tcycLe = tsu + toLk 
Note 4: fcik (with feedback) = (tcycie)—1 
fcik (without feedback) = (2 ty)~1 


Note 5: f, = (tpp)—1 
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GAL16V8QS (-20L, -25L, -25Q) Industrial (Continued) 
Quiet Electrical Characteristics (vc¢ = 5.0v, Temp = 25°C) 


Conditions T 


yp 

Quiet Output (Note 6) 14 
Maximum Dynamic Vo. : 

2 


SO8A9!1V9 


Quiet Output (Note 6) 
Minimum Dynamic Vo, 
Maximum High Level (Note 7) 
Dynamic Input Voltage 
Maximum Low Level (Note 7) 7 
Dynamic Input Voltage 
Note 6: 7 outputs switching from high to low, one output at low. The width of the bounce at 50% amplitude is <3 ns. 


Note 7: 7 outputs switching. Input-under-test switching: 
3V to threshold (Vi_p) 
OV to threshold (Vitip) 
f = 1 MHz 


Electrical Characteristics over Recommended Operating Conditions 


. Temperature 


Vin Vv 
Vit |-05| | o# | v 
Vor v 
Vor__| LowLevelOutput Voltage | Voo=Min| in =24ma_ | so] | os | 


ee 
Output Current 
Output Current 
Voo=MaxVi=Veomey* [| | tt 
Voc = Max, Vi = Voo(Max) [cnc jee Bese a) 
Voc = Max, Vi = GND amas (eae ee BES 
| Output ShortGircuitGurrent | Voc=5.0V.Vo=Gno | | ~0 || 180 | 
loc Supply Current f = 25 MHz, fps oy 
beanie ae eae 
C aes 
Cv0 aoe ee 


*One output at a time for a maximum duration of one second. 


10 
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GAL16V8QS (-20L, -25L, -25Q) Industrial (continuea) 


Switching Characteristics over Recommended Operating Conditions 


’ | Input or Feedback | $1 Closed, 
_| to Combinatorial | CL = 50 pF 
Output 


tRESET. 


Clock to Si Closed, 
Registered Output | C_ = 50 pF 
or Feedback 


G J to - | Active High: S1 Open, 

Registered Output } CL = 50 pF 

Enabled Active Low: S1 Closed, 
C. = 50 pF 


G T to From Voy: $1 Open, 

Registered Output | CL = 5 pF 

Disabled From VoL: $1 Closed, 
CL = 5 pF 


Input to Combina- | Active High: S1 Open, 
torial Output CL = 50 pF 

Enabled via Active Low: S1 Closed, 
Product Term. CL = 50 pF 


Input to Combina- | From Voy: S1 Open, 
torial Output CL = 5 pF 

Disabled via From Vo: $1 Closed, 
Product Term CL = 5pF 


Power-Up $1 Closed, 
to Registered CL = 50 pF 
Output High 
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AC Test Load 


TL/L/11145-2 


Test Waveforms 


Quiet Output Noise Voltage Waveforms 


ACTIVE 
OUTPUTS 


QUIET 
OUTPUT 
UNDER TEST 


TL/L/11145-24 
Note A. Vony and Vo_p are measured with respect to ground reference. 
Note B. Input pulses have the following characteristics: f = 1 MHz, t; = 3ns, t; = 3ns, skew < 150 ps. 
Note C. Test load for Quiet output: CL = 50 pF, RL = 5002. : 


SetupandHold = Pulse Width 


TIMING : HIGH=LEVEL 
INPUT : PULSE INPUT 


DATA 


PULSE INPUT fie 
TL/L/11145-3 TL/L/11145=4 


Propagation Delay Enable and Disable 


INPUT oo oe a air DISABLED 


IN~PHASE 
OUTPUT a Be ee eaTeUT 


(S1 CLOSED) z ; " (S1 OPEN) 


OUT OF PHASE —_ 
NORMALLY LOW 
OUTPUT OUTPUT 


(S1 CLOSED) — (S1 CLOSED) ner 


TL/L/11145-5 
TL/L/11145-6 


Notes: 

C, includes probe and jig capacitance. 

Vr = 1.5V. 

Test inputs have rise and fall times of 5 ns between 0.3V and 2.7V. 


In the examples above, the phase relationships between inputs and outputs 
have been chosen arbitrarily. 
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GAL16V8QS 


Switching Waveforms 


inputs (1.1/0) XXXQK _ Valin Input KX XXX XXVALID.INPUT XX XXX XXX VALID INPUT XX XX XXX 
tsy ty ty ty 
CLOCK 


toycLe 


a 


OUTPUTS 
ANY INPUT 


PROGRAMMED FOR VALID DISABLE VALID ENABLE 


TRISTATE CONTROL t t t 
PD PXZI PZXI 


ee OO OK ee 


TL/L/11145-7 
Power-Up Reset Waveforms 


te Vee 


V , %, 
cc ov 10% 


tpr 
; 
cLocK M KXXXXXAKAAXKXXXAK _croeersonar __ XXXXXXXXXXKX 
IL 
tRESET 


INTERNAL REGISTERS 
INTERNA 
MTNA MXXXKKXKXKKAXKKKKKKKKKKKKA RESET TO LOGIC 0 


REGISTERED 
OUTPUTS MKXXXKKKXKKXKXKXKKKKKKKKKD 


TL/L/11145-8 
Input Schematic 


Input Translator/Buffer 
ie _ 


Qs, 
TO INTERNAL 
CIRCUITRY 





eee eee Q 
' esp ! = 


+ PROTECTION ¢ 
btaawaee & 


TL/L/11145-9 
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Ordering Information 


GAL 


16 eV 8 QS 


Generic Array Logic Family 


— Number of Array Inputs 


15 LN C. 


. Type: V = Variable Architecture . - 


Number of Outputs . 
Quiet Series 


Speed: 15: top = 15ns 
20: tpp = 20ns 
25: tpp = 25ns 


L = Low Power 
Q = Quarter Power 


Package Type: N = 20-Pin Plastic DIP . 
V = 20-Lead Plastic Chip Carrier 
Temperature Range: C = Commercial (0°C to + 75°C) 
| = Industrial (— 40°C to + 85°C) 


GAL16V8Qs Block Diagram—DIP Connections 


[ PLcc PIN NUMBERS | 


: 


FIGURE 1 
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Functional Description 
The GAL logic array consists of a programmable AND array 


with fixed OR-gate connections, similar to the bipolar PAL - 


architecture. The logic array is organized as 16 complemen- 


tary input lines crossing 64 “product term” lines with a pro- © 


grammable E2PROM cell at each intersection (2048 cells). 
Each programmable cell may establish a connection be- 
tween an input line (true or complement phase of an array 
input signal) and a product term. A product term is satisfied 
(logically true) while all of the input lines “connected” to it 
are in the high logic state. ; 


The 64 product terms are organized into eight output groups 


with eight terms each. Seven or eight of the product terms in 
each output group feed into an OR-gate to produce each 
output logic function; one of the product terms may instead 
be used to control the associated TRI-STATE device output. 
The fundamental transfer function of each GAL output is the 
familiar Boolean sum-of-products. Design development soft- 
ware is available which accepts Boolean equations and 
converts them automatically into GAL programming pat- 
terns. 


As shown in the GAL16V8QS Block Diagram (Figure 1), a 
total of eight output logic functions are available. Each of 


the AND/OR logic functions feeds into an “output logic: 


macrocell” (OLMC). The eight OLMCs control the flow of 
input and output signals between the logic array and the 
device's I/O pins. 

Under control of an OLMC, each output may be designated 
either registered or combinatorial (non-registered). In the 
registered output configuration, the logic function output 


20-Lead PLCC Connection Diagram 


passes through a D-type flip-flop triggered by the rising 
edge of the clock input. Additionally, the logic function's out- 
put polarity may be designated active-low or active-high (ad- 
justed before the register, if present). OLMC options such 


’” as these are selected using a set of programmable architec- 


ture control cells. These architecture cells are normally con- 
figured automatically by the development software or pro- 
gramming hardware. 


All of the possible 1/O configurations of the GAL16V8QS 
are classified into three basic modes: ‘‘Small-PAL” mode, 
“Registered-PAL” mode and “Medium-PAL” mode. These 
modes correspond to the architectures of the PAL families 
which the GAL16V8QS can emulate. The modes determine 
the mixture of OLMC configurations which can be selected 
for the device. The OLMC Selection table (Table }) lists 
which functions can be selected on the device pin* 1 and 
pins* 11 through 19 for each of the three modes. The logic 
diagrams in Figure 3 illustrate these OLMC functions. 


“OUTPUT” represents the always-active combinatorial out- 
put configuration available in the ‘“‘Small-PAL” mode. “REG- 
ISTER” is the registered output with register feedback avail- 
able in the “‘Registered-PAL” mode. “I/O” is the combina- 
torial bidirectional 1/O available in “Registered-PAL” and 
“Medium-PAL” modes. “TRI-STATE” is the TRI-STATE 
combinatorial output function appearing on pins* 12 and 19 
in the ‘““Medium-PAL” mode. “INPUT” in Table | denotes an 
OLMC used as a dedicated input only. 
*Applies to both 20-pin DIP and 20-lead PLCC packages for GAL16V8QS. 


20-LEAD PLCC 
_ (TOP VIEW) 


poo 


a 
= 
o 


TL/L/11145-13 


FIGURE 2 





OLMC Selection Table 


TABLE | 


“Small-PAL” Mode “Registered-PAL” Mode “Medium-PAL” Mode 


INPUT CLOCK INPUT 


INPUT or OUTPUT* REGISTER or I/O TRI-STATE** 
INPUT or OUTPUT* REGISTER or 1/0 1/0 
INPUT or OUTPUT* REGISTER or I/O 1/0 
OUTPUT* REGISTER or I/O 1/0 
OUTPUT* REGISTER or I/O 1/0 
INPUT or OUTPUT* REGISTER or !/O 1/0 
INPUT or OUTPUT* REGISTER or I/O 1/0 
INPUT or OUTPUT* REGISTER or I/O TRI-STATE** 
INPUT .  OUPUT ENABLE (G) INPUT 


*Active combinatorial output 


TUL/TI145-14 se TE.STATE combinatorial output 


PAL Replacement Configurations 


TABLE Il 


, “Medium-PAL” 
“Small PAL” Mode “Registered-PAL” Mode Mode 


TRI-STATE** 

1/0 

VO 

vO 

0 

v0 

0 
TRI-STATE** 

INPUT 


G G 
TL/L/11145-15 16L2 16R8 16R6 16R4 16L8 
EMULATED 16H2 16RP8 16RP6 16RP4 16H8 
PAL PRODUCTS 16P2 -16P8 


*Active combinatorial output. 
**TRI-STATE combinatorial output. 
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OLMC Configurations 


OUTPUT (Active Combinatorial Output) 


Polarity 


TL/L/11145-16 


TL/L/11145-17 


TL/L/11145-18 


TL/L/11145~19 


FIGURE 3 
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Functional Description (Continue. 


In the “Small-PAL” and ‘“Medium-PAL” modes (Table 1), 
pins* 1 and 11 are always dedicated inputs. In the “‘Regis- 
tered-PAL” mode, however, pin* 1 becomes the clock input 
controlling all OLMC registers, and pin* 11 becomes the 
output enable (G) input controlling the TRI-STATE outputs 
of all registered OLMCs. Within the ‘“‘Small-PAL” and ‘“‘Reg- 
istered-PAL” modes in Table I, the functions of pins* 12 
through 19 can be selected individually from either of the 
two functions listed. For example,. in ‘‘Registered-PAL” 
mode, pins* 12 through 19 can each be designated as ei- 
ther a registered output or a combinatorial I/O. The ‘Medi- 
um-PAL” mode represents a single fixed configuration used 
to emulate combinatorial medium PAL devices (16L8, 16H8, 
16P8). 


Table ll lists the bipolar PAL products which the 
GAL16V8QS can emulate, and the specific input/output 
configurations used. This is just a subset, however, of all the 
configurations provided in Table I. 


All registers in a GAL device are reset to the low state upon 
power-up. The active-low outputs, in turn, assume high logic 
levels (if enabled) regardless of the selected output polarity. 
This may simplify sequential circuit design and test. To en- 
sure successful power-up reset, Vcc must rise monotonical- 
ly until the specified operating voltage is attained. During 
power-up, the clock input should assume a valid, stable log- 
ic state as early as possible (within the specified time, tpr) 
to avoid interfering with the reset operation. The clock input 
should also remain stable until after the power-up reset op- 
eration is completed to allow the registers to capture the 
proper next state on the first high-going clock transition. 


It should be noted that the switching of any input not logical- 
ly connected to a product term or logic function has no ef- 
fect on the associated output logic state. To minimize power 
consumption, however, unused inputs should be connected 
to a stable logic level such as ground or Vcc (CMOS GAL 
inputs may be tied directly to the supply voltage without 
causing excessive loading conditions). 

*Applies to both 20-pin DIP and 20-lead PLCC packages for GAL16V8QS. 


Clock/Input Frequency 


Specifications 

The clock frequency (fc_x) parameter listed in the Recom- 
mended Operating Conditions table specifies the maximum 
speed at'which the GAL registers are guaranteed to oper- 
ate. Clock frequency is defined differently for the two cases 
in which register feedback is used versus when it is not. Ina 
data-path type application, when the logic functions fed into 
the registers are not dependent on register feedback from 
the previous cycle (i.e. based only on external inputs), the 
minimum required cycle period (fo_K~ 1 without feedback) is 
defined as the greater of the minimum clock period (ty high 
+ ty low) and the minimum ‘data window” period (tsy + 
ty). This assumes optimal alignment between data inputs 
and the clock input. In sequential logic applications such as 
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state machines, the minimum required cycle period (tcycLe 
= fe_x—1 with feedback) is defined as tc_K + tsy. This 
provides sufficient time for outputs from the registers to 
feed back through the logic array and set up on the inputs to 
the registers before the end of each cycle. 


The input frequency (f) parameter specifies the maximum 
rate at which each GAL input can be toggled and still pro- 
duce valid logic transitions on each combinatorial output. 
The f, specification is derived as the inverse of the combina- 
torial propagation delay (tpp). 


Design Development Support 


A variety of software tools and programming equipment is 
available to support the development of designs using GAL 
products. Typical software packages accept Boolean logic 
equations to define desired functions. Most are available to 
run on personal computers and generate a JEDEC-compati- 
ble “cell-map” (analogous to a PAL “fuse-map”’). The in- 
dustry-standard JEDEC format ensures that the resulting 
cell-map file can be down-loaded into a variety of program- 
ming equipment. Many software packages and program- 
ming units support a large variety of programmable logic 
products as well. The OPAL software package from Nation- 
al Semiconductor supports all programmable logic products 
available from National and is fully JEDEC-compatible. 
OPAL software also provides automatic device selection 
based on the designer’s Boolean logic equations. 


National strongly recommends using only approved pro- 
gramming hardware and software for developing GAL de- 
signs. Programming using unapproved equipment generally 
voids all guarantees. Approved programmers incorporate 
specialized programming algorithms that program the array 
and automatically configure the architecture cells. To en- 
sure data retention and reliability, the programming algo- 
rithm also tracks the number of programming cycles to 
which each GAL device has been subjected since shipment, 
and stores this information automatically in the device. 


The special GAL programming algorithm can also program 
a GAL device using a standard fuse-map developed for any 
of the emulated PAL products. PAL fuse-maps can be creat- 
ed by any JEDEC-compatible PAL development software or 
by loading the fuse pattern from an existing programmed 
PAL device into the programming unit (provided the PAL 
device has not been secured). However, to utilize the full 
flexibility of the GAL architecture, true GAL development 
software (such as OPAL software) is recommended. 
Detailed logic diagrams showing all JEDEC cell-map ad- 
dresses in the GAL logic array and OLMC are provided for 
direct map editing and diagnostic purposes (see “Program- 
ming Details”). For a list of current software and program- 
ming support tools available for these devices, please con- 
tact your local National sales representative or distributor. If 
detailed specifications of the GAL programming algorithm 
are needed, please contact the National Semiconductor 
Programmable Device Support department. 
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Security Cell 


A security cell is provided on all GAL16V8QS devices a asa 
deterrent to unauthorized copying of the array configuration 
patterns. Once programmed, the circuitry enabling array ac- 
cess is disabled, preventing further programming or verifica- 
tion of the array. The security cell can be erased only in 
conjunction with the array during a bulk erase cycle, so the 
original configuration can never be examined once this cell 
is programmed. , 


Electronic Signature 


Each GAL device contains an electronic signature word 
consisting of 64 bits of reprogrammable memory. .The elec- 
tronic signature word can be programmed to contain any 
identification information desired by the user. Some uses 
include pattern identification labels, revision numbers, 
dates, inventory control information, etc. The data stored in 
the electronic signature word has no effect on the function- 
ality of the device. The information is read out of the device 
using the normal program verification procedure provided by 
the programming equipment. The information may be ac- 
cessed at any time independent of the state of the security 
cell. National’s OPAL development software allows elec- 
tronic signature data to be entered by the user and down- 
loaded to the programming equipment. 


Bulk Erase 


The programming equipment automatically performs a bulk 
erase operation prior to each programming operation. No 
special erase operation need be performed by the user. 
Bulk erase clears the logic array, architecture cells, security 
cell, and electronic signature information. The GAL device is 
thereby reverted back to its virgin state. 


Latch-Up Protection 

GAL devices are designed with an on-chip charge pump to 
negatively bias the substrate. The negative bias is of suffi- 
cient magnitude to prevent input undershoots from causing 
the circuitry to latch. Additionally, outputs are designed with 
n-channel pullups instead of the traditional p-channel pull- 
ups to eliminate any possibility of SCR induced latching. 


To insure that no undesired bias conditions occur with P+ 
diffusions, a Latch-Lock™ power-up circuitry has been de- 
veloped. The drain of all P channel devices normally con- 
nected to the device supply are now connected to an alter- 
nate supply that powers up after the device N-wells have 
been biased and. the substrate has reached its negative 
clamp value. This prevents any hazardous bias conditions 
from developing in the power-up sequence. After power-up 
is complete, the Latch-Lock circuitry becomes dormant until 
a full power-down has occurred; this eliminates the chance 
of an unwanted P channel power-down during device opera- 
tion. 
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Manufacturer Testing 


Because of EECMOS technology, GAL devices can be re- 
programmed in milliseconds. This allows each device to be 
completely tested by the manufacturer using numerous log- 
ic array and architecture patterns prior to shipping. Every 
programmable cell and every logic path through every de- 
vice is fully tested for programmability, functionality and per- 
formance to all AC and-DC parameters. The customer can 
therefore expect 100% programming and functional yield 
and 100% compliance of all GAL products to datasheet 
specifications. 


The testing procedure performed on all GAL devices by the 
manufacturer tests all aspects of device operation. Exten- 
sive testing of all programmable cells in the device include 
margin testing, internal verify, and program retention during 
high-temperature bake. All DC and AC parameters are test- 
ed at hot and cold temperatures using a variety of worst 
case logic and signal patterns. Functional tests include re- 
programming each OLMC to all valid architectural configura- 
tions. 


Register Preload 


The register preload feature allows OLMC registers to be 
directly loaded with any desired data pattern. It also allows 
the present state of OLMC registers to be examined regard- 
less of TRI-STATE control conditions. This simplifies testing 
of devices after programming. A device may be put into any 
desired register state at any point during the functional test 
sequence. The test sequence may then be resumed to veri- 
fy proper next-state transitions. This allows complete verifi- 
cation of sequential logic circuits, including states that are 
normally impossible or difficult to reach. It may also shorten 
the overall test time significantly. 


Register preload is not an operational mode and is not in- 
tended for board-level testing because elevated voltage lev- 
els must be applied to the device. The programming equip- 
ment normally provides the register preload capability as 
part of its functional test facility. Note that the testing of GAL 
devices after programming by the user may be considered 
unnecessary because all EECMOS GAL products are com- 
pletely tested by the manufacturer, Guaranteeing 100% 
post-programming functional yield. 


The register preload algorithm is described for those users 
who wish to test programmed GAL devices using test equip- 
ment other than approved GAL programming equipment. As 
shown in the Register Preload Waveform in Figure 5, the 
preload sequence must not begin until the normal power-up 
reset operation has completed (after time taeseT). The de- 
vice is placed into preload mode by raising the “PRLD” in- 
put (pin* 11) to voltage Vies, as specified in the Register 
Preload Specifications (Table III). ” 





Register Preload (Continueg) 


To preload the OLMC registers, a series of data bits are 
shifted into the device on the “Spjj” input (pin* 9), one bit 
for each OLMC in which registered output has been select- 
ed. (Non-registered OLMCs are bypassed.) The shift se- 
quence is clocked by the rising edge of the “Do.” input 
(pin* 1). The data stream is shifted in through the registered 
OLMC with the lowest corresponding pin number, and then 
“upward” through all remaining registered OLMCs in pin- 
number ascending order. Therefore, the first data bit in the 
series is ultimately loaded into the registered OLMC with the 
highest corresponding pin number, as shown in Figure 4. 


As the data series is shifted into the Sp)jy input, the contents 
of all registers (in registered OLMCs) are shifted ‘‘upward” 
and out onto the “Spoyr” output (pin* 12). Complete pres- 
ent-state information can be examined in this manner. Test 
fixtures can be devised to test several GAL devices in which 
the Spout pin of each chip is connected to the Spi pin of 
the next, and all preload and present-state data can be 
shifted around a single serial loop. 


Note that when shifting register data into Spy or out of 
Spout, Vit/VoL = register reset (0), and Vi4/Voy = regis- 
ter set (1). These 0 and 1 register states are always inverted 
({active-low) on the normal output pins regardless of the se- 
lected output polarity (polarity affects logic function values 
before register inputs). 

“Applies to both 20-pin DIP and 20-lead PLCC Packages for GAL16V8QS. 


Register Preload Specifications 


Symbol 
Vin 

Vit 
Vies 


TL/L/11145-20 


**The Spout output buffer is an open drain output during preload. This pin 
should be terminated to Voc with a 10 kf. resistor. 


FIGURE 4. Output Register Preload Pinout 


TABLE III 


[Parameter | Conations [wn | typ [wow 
“rputvotagethig Tew Vo 
[inputvorage tion |__| 00 [|| 050 

“T ResisteredPretadinpavonages [+ as_| is ss 


Units 


OutputVottage (High) (Note) || 
Output Voltage (Low) (Note 1) | loust2ma | 000 | | 


WH» tie 


lou High Level Output Current (Note 1) 
tpwv Verify Pulse Width 
tp Pulse Sequence Delay 


tRESET Register Reset Time from Valid Voc 


[Input Current (Programming) | | | tt 
——_ 


Vou S$ Voc 


eee ee 
a el 


[eae Pe ee 
ae 


Note 1: The Spout output buffer is an open drain output. This pin should be terminated to Voc with a 10k resistor. 
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Register Preload Waveforms 


VALID DATA 


VALID DATA 


TL/L/11145-21 


**The Spout output buffer is an open drain output during preload. This pin should be terminated to Vcc with a 10 k2 resistor. . 


FIGURE 5 


Programming Details 


Understanding the information in this section is not essen- 
tial when using approved programming equipment and soft- 
ware for developing GAL designs. This is a more thorough 
disclosure of the GAL architecture provided for direct 
JEDEC cell-map editing and diagnostic purposes. This sec- 
tion alone, however, does not contain sufficient information 
to implement the GAL programming algorithm. If detailed 
specifications of the GAL programming algorithm are need- 


ed, please contact the National Semiconductor Programma-_ . 


ble Device Support department. 


As mentioned in the Functional Description, the OLMC is 
responsible for selecting input and/or output paths, regis- 
tered vs. combinatorial outputs, active-high or low polarity, 
and common vs. locally-controlled TRI-STATE control. Ad- 
ditionally, the OLMCs select between alternate logic array 
input paths to maintain JEDEC cell-map compatibility with 
either “small-PAL” or “medium-PAL” logic arrays. ° 


The various configurations of the OLMCs are controlled by a 
set of programmable “architecture” cells, separate from the 
logic-defining array cells. Each GAL device contains two 
“global” architecture cells, “SYN” and “ACO”, which affect 
all OLMCs. Each of the device’s eight OLMCs also contains 
two “local” cells, ““AC1” and “XOR”. The OLMC Logic Dia- 
gram in Figure 6 shows how the architecture cells select the 
different paths through the OLMC. 


The SYN bit controls whether a device will have any regis- 
tered outputs (SYN = 0) or will be purely combinatorial 
(SYN= 1). The SYN bit determines whether device pins* 1 
and 11 are used as the clock and global TRI-STATE control 
inputs (SYN=0) or whether they are ordinary inputs 
(SYN=1). The ACO bit selects between the “Small-PAL” 
mode and the ‘“‘Medium/Registered-PAL” modes. The func- 
tion of the AC1 bits depend on the state of the ACO bit. In 
“Small-PAL” mode (ACO=0), the AC1 bit in each OLMC 
determines whether the associated device pin is an output 
(AC1=0) or an input (AC1= 1). In ‘“‘Registered-PAL” mode 
(ACO=1), the AC1 bit determines whether each OLMC is 
registered (AC1=0) or combinatorial (AC1= 1). In ‘‘Medi- 
um-PAL” mode (ACO= 1), the AC1 bits in all OLMCs must 
be set to 1 (combinatorial). All of the valid architecture bit 
configurations are shown in the OLMC Architecture table 
(Table IV), which has the same familiar format used in the 
OLMC Selection table (Table 1).’ 


Independent of SYN, ACO and the AC1 bits, the XOR bit in 
each OLMC selects between active- low (XOR = 0) or active- 
high (XOR = 1) output polarity. . 


*Applies to both 20-pin DIP and 20-lead PLCG packages for GAL16V8QS. 
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OLMC Logic Diagram 


c 


From Adjacent OLMC/PIN 


SO8ASL IVD 


_ACO if pin* 13-18 
SYN if pin® 12 or 19 


~ To Adjacent OLMC 
; TL/L/11145-22 
*Applies to both 20-pin DIP and 20-lead PLCC packages for GAL16V8QS. 


FIGURE 6 


“TABLEIV. . 


“Small-PAL” Mode. _ “Registered-PAL” Mode “Medium-PAL” Mode 


JEDEC JEDEC 
Input Input 
Line #s Lines #s 
(Note 1) (Note 1) 


Pin 1 INPUT : cae INPUT 
*** Pin 19 VO. |° l REGISTER 1/0 2,3 .:]| TRI-STATE** 
*** Din 18 /O |. REGISTER 1/0 6,7 1/0 
*** Pin 17 1/0 REGISTER /O ~~ 0 
*** Pin 16 | OUTPUT* REGISTER |°- I/O : 1/0 
*** Pin 15 | OUTPUT* REGISTER VO 1/0 
*** Din 14 1/0 REGISTER 1/0 1/0 
*** Bin 13 1/0 REGISTER 1/0 . VO 
*** Bin 12 1/0 \ REGISTER 1/0 TRI-STATE** 

Pin 11 INPUT _ G G INPUT 


ACip=0 } ACh=1/ ~~ | ACihp=0--] ACIn=1] ° - | AC = 1 
SYN = 1,ACO =0 SYN = 0, ACO = 1 SYN = 1, ACO = 1 


All outputs are combinatorial At least one output is All!/O pins are 
and always active. registered. ' combinatorial. 


Note: Pin numbers above apply to both 20-pin DIP and 20-lead PLCC packages for GAL16V8QS. 

Note 1: All even and odd numbered JEDEC input line numbers correspond to true and complement array inputs, respectively. 
*Active combinatorial output. if 
**TRI-STATE combinatorial output. 

*** AC1p applies to these I/O pins only. 


OLMC Architecture Programming 
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GAL16V8QS Logic Diagram 


DIP PIN NUMBERS 
PRODUCT LINE FIRST CELL NUMBERS 


ae 4 6 8 10 1214 1618 2022 2426 2830 


00 
64—32 


96 
12855 cs 
A eC 

DERMTRER AGERE 
SERRE Ree 


1536 756 
1600 1632 
1664 


1696 
1728 1760 


845 


res eryT 
18561824 
1920 


1952 
1984 
2016 


ots HH EEEREREN 


16118] 2012 
5 1719 2123 


0121 4161 81011 
10 13°57 911 


USER ELECTRONIC SIGNATURE WORD: 


2056 2064 2072 2080 2088 2096 


INPUT LINE 
NUMBERS 


Cc 


5/7 [914 ]13]15 [1 7]19 (21/23 }25j27 129131 


i 


; 


i 


t 


2104 





DIP PIN 


NUMBERS Yec 


OLMC 
XOR=2048 


AC1=2120 

PTD=2128 
-2135 i 
OLMC 

XOR=2049 


AC1=2121. 
PTD=2136 


p= 2143 : 
OLMC 


XOR=2050 
AC1=2122 
PTD=2144 


r =2151 i 
OLMC 


XOR=2051 
AC1=2123 


| PTD=2152 


AC1=2124 


| PTD=2160 


-2167 fl 
OLMC 
XOR=2053 
AC1=2125 


PTD=2168 


-21 


AC1=2126 
PTD=2176 
-2183 


OLMC 
XOR=2055 
AC1=2127 
PTD=2184 

-2191 


; 


2112 2119 


* 4 : F 


MSB- LSB 


SYN=2192 
ACO=2193 


JEDEC Logic Array Cell Number = Product Line First Cell Number + Input Line Number 
FIGURE 7 
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ZA National 


Semiconductor 


GAL20V8QS 24-Pin Generic Array Logic Family _ 


General Description 


The EECMOS GAL® QS™ devices combine a high per- 
formance CMOS process with electrically erasable floating 
gate technology. This programmable memory technology 
applied to array logic provides designers with reconfigurable 
logic and bipolar performance at significantly reduced pow- 
er levels. 


The GALQS family utilizes NSC Quiet Series technology to - 


guarantee quiet output switching and improve dynamic 
threshold performance. GAL Quiet Series™ features 
GTOT™ output control in addition to a split ground bus for 
superior performance. 


The 24-pin GAL20V8QS features 8 programmable Output - 


Logic Macrocells (OLMCs) allowing each TRI-STATE® out- 
put to be configured by the user. Additionally, the 


GAL20V8QS is capable of emulating, in a functional/fuse- 


_map/parametric compatible device, the most popular 24-pin 
PAL® device architectures. 
Programming is accomplished using readily available hard- 
- ware and software tools. NSC guarantees a minimum 100 
erase/write cycles. 


Unique test circuitry and reprogrammable cells allow com- | 


plete AC, DC, cell and functionality testing during manufac- 
ture. Therefore, NSC guarantees 100% field programmabili- 
ty of the GAL devices. In addition, electronic signature is 
available to provide positive device ID. A security circuit is 
built-in, providing proprietary designs with copy protection. 


PAL Replacement by Device Type 


“Small PAL” 
Mode 


“Registered 
PAL” Mode 


14L8| 16L6] 18L4) 20L2) 20R8 | 20R6 | 20R4 
14H8| 16H6] 18H4) 20H2) 20RP8! 20RP6} 20RP4 
14P8] 16P6} 18P4) 20P2 


20H8 
20P8 


Features 

@ High performance EECMOS technology . ' 

» == 15 ns maximum propagation delay 
—fork = 62.5 MHz . 
-—- 10 ns maximum from clock input to data output 
-— TTL compatible 24 mA outputs 
— UltraMOS® III advanced CMOS technology 
Guaranteed simultaneous switching noise level and 
dynamic threshold performance 
Reduced Groundbounce and Undershoot 
Reduced power 
~—— Low power = 90 mA Ico max 
— Quarter power = 55.mA Ico max 
Electrically erasable cell technology 
— Reconfigurable logic . 
— Reprogrammable cells oy 
— 100% tested/guaranteed 100% yields 
— High speed electrical erasure (<50 ms) 
— 20 year data retention 

@ Eight output logic macrocells 
— Maximum flexibility for complex logic designs : 
— Programmable output polarity - 
— Also emulates 24-pin PAL devices with full functi- 
_ on/fuse map/parametric compatibility 

g Preload and power-up reset of all registers 
— 100% functional testability 


m Fully supported by National OPAL™ and OPALir devel- 


opment software , 


m@ Security cell prevents copying logic 
m Electronic signature for identification 


Block Diagram—GAL20V8QS - 


TL/L/11144-1 
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GAL20V8QS (-15L, -15Q, -20L, -25L, -25Q) Commercial . 


Absolute Maximum Ratings (note 1) ‘ 
lf Military/Aerospace specified devices are required, Ambient Temperature 
please contact the National Semiconductor Sales _With Power Applied —65°C to + 125°C 
Office/Distributors for availability and specifications.” — Junction Temperature oa *5°C to + 150°C 
Supply Voltage (Vcc) —0.5V to +7.0V Lead Temperature 

Input Voltage (Note 2) —2,5V to Voc + '1.0V (Soldering, 10 seconds) | pier jee 260°C 
Off-State Output Voltage (Note 2). —2.5VtoVoco + 1.0V _-ESDTolerance . ye NS ©. + 41000V 
Output Current Me od +100mA . Czap = 100 pF . 
Storage ‘Temperature ; a 65°C to'+ 150°C : Toei: Hanes Model - | : ; 

; _ Test Specification: NSC SOP-5-028 Rev.C 





GAL20V8QS 


Recommended Operating Conditions 
SUPPLY VOLTAGE AND TEMPERATURE L ; i ae 
errs 


Operating Free-Air Temperature 


3 Operating Case Temperature 


AC TIMING REQUIREMENTS - . 
| GAL20V8QS-15L 


Set-Up Time (Inputor =. . ° 
Feedback before Clock): - aD nis 
Hold Time (Input after Clock) 

Clock Pulse Width (High/Low). : 


tcycLe |Clock Cycle Period 
(with Feedback) (Note 3) 


| oT 
a 
Clock Frequency with Feedback | 
Ed 
ae 
a 


(Note 4) Without Feedback 
Input Frequency (Note 5) ee 
Clock Valid after Power-Up > | 


Note 1: Absolute maximum ratings are those values beyond which the device may be permanently damaged. Proper operation is not guaranteed outside the 
specified recommended operating conditions. =. : Da rag AS 


Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 
Note 3: tcycte = tsu + tok. io 


Note 4: foi (with feedback) = (tcycie)—1 
foLx (without feedback) = (2 ty)-1 


Note 5: f, = (tpp)—1 





ii [ame | 
a ee 
a 
a a a 
pe a 
rae [aa 
Pees | [eee | 
rese | [eee | 
Peo | [wo | 
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GAL20V8QS (-15L, -15Q, -20L, -25L, -25Q) Commercial (Continued) 
Quiet Electrical Characteristics (voc = 5.0v, Temp = 25°C) 


Conditions =| Typ | Max 
Quiet Output (Note 6) 11 15 
Maximum Dynamic Vo. ° ‘ 

Quiet Output (Note 6) 
Minimum Dynamic Vo. 

Maximum High Level (Note 7) 
Dynamic Input Voltage 

Maximum Low Level (Note 7) 
Dynamic Input Voltage 


Note 6: 7 output switching from high to low, one output at low. The width of the bounce at 50% amplitude is <3 ns. 


Note 7: 7 output switching. Input_under_test switching: 
3V to threshold (Vitp), OV to threshold (Vip) 
f = 1MHz 


Electrical Characteristics over Recommended Operating Conditions 


Range 


Vin___| HighLevelinputVotage | 


Vit Low Level Input Voltage 


VoH __ | High Level Output Voltage lon = —3.2mA | COM 

VoL Low Level Output Voltage lo. = 24mA 
COM 
COM 


+ 
“< 
mo) 


Voc +.1 


10ZH High Level Off State Voc = Max, Vo = Vcc (Max) 


em 
a 
i 


Output Current 


cen 
[eae 
| CoM 
lege Low Level Off State Voc = Max, Vo = GND [c. 
Output Current 
Maximum Input Current | Veg = Max,Vi=Voc(Maxy) | 
High Level Input Current | Voo = Max,Vi=Voc(Maxy) | | 
Low Level Input Current lVcc=MaxVi=Gnn | | 
Output Short Circuit Current Vcc =5.0V,Vo=GND | | 

| COM 


Supply Current f = 25 MHz, | -15L, -20L, -25L 


C| Input Capacitance Voc = 5.0V, Vj = 2.0V ee el 
Cvo | W/O Capacitance Voc = 5.0V, Vio = 2.0V cl 


*One output at a time for a maximum duration of one second. 


—10 
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tRESET 


GAL20V8QS (-15L, -15Q, -20L, -25L, -25Q) Commercial (continuea) 
Switching Characteristics over Recommended Operating Conditions 


Parameter 


Input or Feedback to $1 Closed, CL = 50 pF 
Combinatorial Output 


Clock to Registered $1 Closed, C, = 50 pF 
Output or Feedback ; 


G J to Registered | Active High; S1 Open, 
Output Enabled CL = 50 pF 
‘ f& 4a 3 Active Low; S1 Closed, 


G T to Registered From Vox; $1 Open, 
Output Disabled CL = 5pF 

From VoL; 

S1 Closed, CL = 5 pF 


- | Input to Combinatorial Output] Active High; S1 Open, 


Enabled via ProductTerm | |C, = 50 pF 
: Active Low; $1 Closed, 
C, = 50 pF 


‘| Input to Combinatorial Output} From Voy; S1 Open, 


Disabled via Product Term |C_ = 5pF 
From Vo,; $1 Closed, 
CL = 5 pF 
$1 Closed, C, = 50 pF 


Power-Up to Registered 
Output High . 
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GAL20V8QS (-20L, -25L, -25Q) Industrial 


Absolute Maximum Ratings (note 1) 


If Military/Aerospace specified devices are required, Ambient Temperature 
please contact the National Semiconductor Sales with Power Applied —65°C to + 125°C 
Office/Distributors for availability and specifications. Junction Temperature . —65°C to + 150°C 


Supply Voltage (Vcc) —0.5V to +7.0V Lead Temperature 
Input Voltage (Note 2) —2.5V to Voc + 1.0V (Soldering, 10 seconds) 260°C 
Off-State Output Voltage (Note 2) —2.5V to Vcc + 1.0V ESD Tolerance 1000V 
Output Current +100 mA Czap = 100 pF 


Bre ° Rzap = 15002 
Storage Temperature 65°C to + 150°C Test Method: Human Body Model 


Test Specification: NSC SOP-5-028 Rev. C 
Recommended Operating Conditions 
SUPPLY VOLTAGE AND TEMPERATURE 


Supply Voltage 
Operating Free-Air Temperature 
Operating Case Temperature 


AC TIMING REQUIREMENTS 


Parameter | ND 


Set-Up Time (Inputor 
Feedback before Clock) 


| Min _| 

| Hold Time (Inputatteriock) |__| 

a 
(with Feedback) (Note 3) 

Clock Frequency | With Feedback | | 

a [ Without Feedback | | 


Input Frequency (Note 5) = 3) 
Clock Valid after Power-Up a 


Note 1: Absolute maximum ratings are those values beyond which the device may be permanently damaged. Proper operation is not guaranteed outside the 
specified recommended operating conditions. a. : : , 





fie 
ee 
Ts 
| 33.3 
| 41.66 | 
| 50 
| 100 


Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 


Note 3: tcycLe = tsu + teik 
Note 4: fo_k (with feedback) = (tcycie)—1 
fork (without feedback) = (2 ty)~1 


Note 5: f, = (tpp)-1 
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GAL20V8QS (-20L, -25L, -25Q) Industrial (continue) 
Quiet Electrical Characteristics (voc = 5.0v, Temp = 25°C), 


Quiet Output . 44 : 

Maximum Dynamic Vo, . . 

Quiet Output 1. (Note 6) sae, 
Minimum Dynamic Vo, Beg Oe 


Note 6: 7 output switching from high to !ow, one output at low. The width of the bounce at 50% amplitude is <3 ns. 


Note 7: 7 output switching. Input_under_test switching: 
3V to threshold (Vi_p), OV to threshold (ViHp) 
= 1 MHz 


Electrical Character istics over Recommended Operating Conditions — 


__ : : - Range 


Vin | HighLevelinputVottage | 


VIL Low Level Input Voltage 


Vou High Level Output Voltage lon = —3.2 mA 
VoL Low Level Output Voltage lo. = 24mA 


lozH High Level Off State Voc = Max, Vo = Vcc (Max) 
. Output Current 


Ree 
as 
| nD 
| IND 
loz. | Low Level Off State Rea a | 
Output Current 
* | Maximum Input Current | Vog = Max,Vi=Voc(May | 
‘High Level Input Current I Voc=Max,Vi=Voc(May | | 
Low Level Input Current lVcc=Max,Vi=GND | | 
Output Short Circuit Current lVo¢=5.0V,Vo=GND | | 

| IND | 

| IND | 


Supply Current f = 25 MHz, | -20L/-25L 


| 85 
Input Capacitance [Voo=sovviqzov | | ts | 
Cuo__| 70 Capacitance jVoc=50V.Wo=20v | | te | 0 | 


*One output at a time for a maximum duration of one second. 





tRESET 


GAL20V8QS (-20L, ~25L, ~25Q) Industrial (Continuea) 
Switching Characteristics over Recommended Operating Conditions 


ca tee 


GAL20V8QS-20L | GAL20V8QS-25L | GAL20V8QS-25Q 


Input or Feedback to S1 Closed, C, = 50 pF 20 

Combinatorial Output 

Clock to Registered S1 Closed, CL = 50 pF 45 15 45 
Output or Feedback 


G | to Registered Active High; S1 Open, 
Output Enabled C_ = 50 pF 
Active Low; S1 Closed, 


G T to Registered From Vou; S1 Open, 
Output Disabled CL = 5 pF 
From Voi; $1 Closed, 
CL = 5pF 


Input to Combinatorial Output | Active High; S1 Open, 
Enabled via Product Term 


Active Low; S1 Closed, 


CL = 50 pF 


Input to Combinatorial Output | From Voy; S1 Open, 
Disabled via Product Term CL = 5pF 
From Voi; $1 Closed, 
CL = 5pF 


Power-Up to $1 Closed, C,, = 50 pF 45 45 
Registered Output High : 
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AC Test Load 
sv ——0-7 


St 


OUTPUT 


T Co R2 


TL/L/11144-2 


Test Waveforms 


Quiet Output Nolse Voltage Waveforms 


ACTIVE 
OUTPUTS 


QUIET 
OUTPUT 
UNDER TEST 


TL/L/11144-24 © 
Note A. Vony and Vo_p are measured with respect to ground reference. . 
. Note B. Input pulses have the following characteristics: f = 1 MHz, t- = 3 ns, t} = 3 ns, skew < 150 ps. 
Note C. Test load for Quiet output: C, = 50 pF, Ry, = 5000 


Setup and Hold . Pulse Width 


TIMING HIGH-LEVEL 
INPUT PULSE INPUT 


ete LOW-LEVEL 


PULSE INPUT 
TL/L/11144-3 TL/L/11144-4 


ENABLE 5V 


INPUT 
INPUT gy 


DISABLED 


IN-PHASE 
OUTPUT NORMALLY HIGH 


($1 CLOSED) (a ore 


OUT OF PHASE 
OUTPUT NORMALLY LOW 


S1 CLOSED oe OUTPUT 
(S1 CLOSED) 0.5V 
TL/L/11144-5 


Notes: TL/L/11144-6 
CL includes probe and jig capacitance. 

Vr = 1.5V. 

Test inputs have rise and fall times of 5 ns between 0.3V and 2.7V. 

In the example above, the phase relationships between inputs and outputs have been chosen arbitrarily. 
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Switching Waveforms 


t 


INPUTS (41/0) XXX __ VALID INPUT KX XXX XXVALIOINPUTX XX XX KK XVALIO INPUT XX XX XX KK KXAN 
H ty ty 


tsy 
CLOCK 
teycLe 


be di | a 
A 


OUTPUTS ; 


ANY INPUT 


PROGRAMMED FOR VALID DISABLE VALID ENABLE ' 


TRI-STATE CONTROL t t t 
7 “PD PXZI D PZXI 


eo OOK ne 


TL/L/11144-7 


Power-Up Reset Waveforms 


90%: 


VALID 
CLOCK SIGNAL 


REGISTERED 
ourpuTs MAXAXXXXAAAXXAAMAAAAA IY INTERNAL REGISTERS: 
TL/L/11144-8 | 


Input Schematic 


Input Translator/Buffer 
loc 


Qs, 
TO INTERNAL 
” CIRCUITRY 


ene aos 


Q 
ae 2) ae 7 
« PROTECTION 9 


TL/L/11144-9 
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Functional Description 


The GAL logic array consists of a programmable AND array 
with fixed OR-gate connections, similar to the bipolar PAL 


architecture. The logic array is organized as 20 complemen- — 


tary input lines crossing 64 “product term” lines with a pro- 
grammable E2PROM cell at each intersection (2560 cells). 
Each programmable cell may establish a connection be- 
tween an input line (true or complement phase of an array 
input signal) and a product term. A product term is satisfied 
(logically true) while all of the input lines “connected” to it 
are in the high logic state. 


The 64 product terms are organized into eight output groups 
with eight terms each. Seven or eight of the product terms in 
each output group feed into an OR-gate to produce each 
output fogic function; one of the product terms may instead 
be used to control the associated TRI-STATE device output. 
The fundamental transfer function of each GAL output is the 
familiar Boolean sum-of-products. Design development soft- 
ware is available which accepts Boolean equations and 
converts them automatically into GAL programming pat- 
terns. 


As shown in the GAL20V8QS Block Diagram (Figure 1), a 
total of eight output logic functions are available. Each of 
the AND/OR logic functions feeds into an “output logic 
macrocell” (OLMC). The eight OLMCs control the flow of 
input and output signals between the logic array and the 
device’s I/O pins. 


Under control of an OLMC, each output may be designated 
either registered or combinatorial (non-registered). In the 
registered output configuration, the logic function output 
passes through a D-type flip-flop triggered by the rising 
edge of the clock input. Additionally, the logic function’s out- 
put polarity may be designated active-low or active-high (ad- 
justed before the register, if present). OLMC options such 
as these are selected using a set of programmable architec- 
ture control cells. These architecture cells are normally con- 
figured automatically by the development software or pro- 
gramming hardware. 


All of the possible I/O configurations of the GAL20V8QS 
are classified into three basic modes: “Small-PAL” mode, 
“Registered-PAL” mode and ‘‘Medium-PAL” mode. These 
modes correspond to the architectures of the PAL families 
which the GAL20V8QS can emulate. The modes determine 
the mixture of OLMC configurations which can be selected 
for the device. The OLMC Selection table (Table 1) lists 
which functions can be selected on device pins* 1, 13 and 
15 through 22 for each of the three modes. The logic dia- 
grams in Figure 3 iflustrate these OLMC functions. 


“OUTPUT” represents the always-active combinatorial out- 
put configuration available in the ““Small-PAL” mode. “REG- 
ISTER” is the registered output with register feedback avail- 
able in the “Registered-PAL” mode. ‘I/O” is the combina- 
torial bidirectional 1/O available in ‘“Registered-PAL” and 
“Medium-PAL” modes. “TRI-STATE” is the TRI-STATE 
combinatorial output function appearing on pins* 15 and 22 
in the “Medium-PAL” mode. “INPUT” in Table | denotes an 
OLMC used as a dedicated input only. 


~~ In the “Small-PAL” and ‘“Medium-PAL” modes (Table 1), 
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pins* 1 and.13 are always dedicated inputs. In the “Regis- 
tered-PAL” mode, however, pin* 1 becomes the clock input 
controlling all OLMC registers, and pin* 13 becomes the 
output enable (G) input controlling the TRI-STATE outputs 
of all registered OLMCs. Within the ‘““Small-PAL” and ‘“‘Reg- 
istered-PAL” modes in Table |, the functions of pins* 15 
through 22 can be selected individually from either of the 
two functions listed. For example, in ‘‘Registered-PAL” 
mode, pins* 15 through 22 can each be designated as ei- 
ther a registered output or a combinatorial I/O. The ‘‘Medi- 
um-PAL” mode represents a single fixed configuration used 
to emulate combinatorial medium PAL devices (20L8, 20H8, 
20P8). 


Table Il. lists the bipolar PAL products which the 
GAL20V8QS can emulate, and the specific input/output 


- configurations used. This is just a subset, however, of all the 


configurations provided in Table I. 


All registers in a GAL device are reset to the low state upon 
power-up. The active-low outputs, in turn, assume high logic 
levels (if enabled) regardless of the selected output polarity. 
This may simplify sequential circuit design and test. To en- 
sure successful power-up reset, Vcc must rise monotonical- 
ly until the specified operating voltage is attained. During 
power-up, the clock input should assume a valid, stable log- 
ic state as early as possible (within the specified time, tpr) 
to avoid interfering with the reset operation. The clock input 
should also remain stable until after the power-up reset op- 
eration is completed to allow the registers to capture the 
proper next state on the first high-going clock transition. 


' It should be noted that the switching of any input not logical- 


ly connected to a product term or logic function has no ef- 
fect on the associated output logic state. To minimize power 
consumption, however, unused inputs should be connected 
to a stable logic level such as ground or Vcc (CMOS GAL 
inputs may be tied directly to the supply voltage without 
causing excessive loading conditions). 


*Applies to 24-pin DIP packages for GAL20V8QS§; refer to the 28-lead PLCC 
Connection Diagram for conversion. 
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28-Lead PLCC Connection Diagram 
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Clock/Input Frequency ‘Design Development Support 
Specifications A variety of software tools and programming equipment is 


The clock frequency (fc_x) parameter listed in the Recom- 
mended Operating Conditions table specifies the maximum 
speed at which the GAL registers are guaranteed to oper- 
ate. Clock frequency is defined differently for the two cases 


in which register feedback is used versus when itis not.Ina | 


data-path type application, when the logic functions fed into 
the registers are not dependent on register feedback from 


the previous cycle (i.e., based only on external inputs), the | 


minimum required cycle period (fcLK— 1 without feedback) is 
defined as the greater of the minimum clock period (ty high 
+ ty low) and the minimum “data window” period (tgsy + 
ty). This assumes optimal alignment between data inputs 
and the clock input. In sequential logic applications such as 
state machines, the minimum required cycle period (tcycLe 
= fo_k~1 with feedback) is defined as tc. + tsy. This 
provides sufficient time for outputs from the registers to 
feed back through the logic array and set up on the inputs to 
the registers before the end of each cycle. 


The input frequency (f}) parameter specifies the maximum 
rate at which each GAL input can be toggled and still pro- 
duce valid logic transitions on each combinatorial output. 
The f| specification is derived as the inverse of the combina- 
torial propagation delay (tpp). 
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available to support the development of designs using GAL 
products. Typical software packages accept Boolean logic 
equations to define desired functions. Most are available to 
run on personal computers and generate a JEDEC-compati- 
ble “cell-map” (analogous to a PAL “fuse-map”). The in- 


..dustry-standard JEDEC format ensures that the resulting 


cell-map file can be down-loaded into a variety of program- 
ming equipment. Many software packages and program- 
ming units support a large variety of programmable logic 
products as well. The OPAL™ software package from Na- 
tional Semiconductor supports all programmable logic prod- 
ucts available from National and is fully JEDEC-compatible. 
OPAL software also provides automatic device selection 
based on the designer’s Boolean logic equations. 


National strongly recommends using only approved pro- 
gramming hardware and software for developing GAL de- 
signs. Programming using unapproved equipment generally 
voids all guarantees. Approved programmers incorporate 
specialized programming algorithms that program the array 
and automatically configure the architecture cells. To en- 
sure data retention and reliability, the programming algo- 
rithm also tracks the number of programming cycles to 
which each GAL device has been subjected since shipment, 
and stores this information automatically in the device. 


Design Development Support (Continued) 


The special GAL programming algorithm can also program 
a GAL device using a standard fuse-map developed for any 
of the emulated PAL products. PAL fuse-maps can be creat- 
ed by any JEDEC-compatible PAL development software or 
by loading the fuse pattern from an existing programmed 
PAL device into the programming unit (provided the PAL 
device has not been secured). However, to utilize the full 
flexibility of the GAL architecture, true GAL development 
software (such as OPAL software) is recommended. 


Detailed logic diagrams showing. all JEDEC cell-map ad- 
dresses in the GAL logic array and OLMC are provided for 
direct map editing and diagnostic purposes (see “Program- 
ming Details”). For a list of current software and program- 
ming support tools available for these devices, please con- 
tact your local National sales representative or distributor. If 
detailed specifications of the GAL programming algorithm 
are needed, please contact the National Semiconductor 
Programmable Device Support department. 


OLMC Selection Table 


“Small-PAL” Mode 


INPUT or OUTPUT* 
INPUT or OUTPUT* 
INPUT or OUTPUT* 
OUTPUT* 
OUTPUT* 
INPUT or OUTPUT* 
INPUT or OUTPUT* 
INPUT or OUTPUT* 


GAL20V8QS 


TABLE | 


“Registered-PAL” Mode 


REGISTER or I/O 
REGISTER or I/O 
REGISTER or !/O 
REGISTER or I/O 
REGISTER or l/O 
REGISTER or !/O 
REGISTER or l/O 
REGISTER or I/O 


“Medium-PAL” 
Mode 


TRI-STATE** 

1/0 

0 

1/0 

1/0 

1/0 

1/0 
TRI-STATE** 


INPUT 


TL/L/11144-14 


OUTPUT ENABLE (G) INPUT 


*Active combinatorial output 


**TRI-STATE combinatorial output 
Note: Pin numbers above apply to 24-pin DIP packages; refer to the 28-lead PCC Connection Diagram for 


conversion. 


PAL Replacement Configurations 


TABLE I! 


“Medium-PAL” 
“Small-PAL” Mode “Registered-PAL” Mode sina 
ode 


GAL20V8QS 


TL/L/11144-15 
Emulated 


PAL Products 


REGISTER 1/0 /O TRI-STATE** 
REGISTER | REGISTER 0 1/0 
REGISTER | REGISTER | REGISTER /O 
REGISTER | REGISTER | REGISTER 1/0 
REGISTER | REGISTER | REGISTER 0 
REGISTER | REGISTER | REGISTER VO 
REGISTER | REGISTER 1/0 1/0 
REGISTER 1/0 1/0 TRI-STATE** 


INPUT 


G G G 
20L2 20R8 20R6 20R4 20L8 
20H2 20RP8 20RP6 20RP4 20H8 
20P2 20P8 


* Active combinatorial output. 
**TRI-STATE combinatorial output. 


Note: Pin numbers above apply to 24-pin DIP packages; refer to the 28-pin PCC Connection Diagram for 


conversion. 
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OLMC Configurations 


OUTPUT (Active Combinatorial Output) 


Polarity — 


TL/L/11144-16 


REGISTER (Registered Output) 


TL/L/11144~17 


TL/L/11144-18 


TRI-STATE (TRI-STATE Combinatorial Output) 


Polarity 
e 


TL/L/11144-19 


FIGURE 3 
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Security Cell 


A security cell is provided on all GAL20V8QS devices as a 
deterrent to unauthorized copying of the array configuration 
patterns. Once programmed, the circuitry enabling array ac- 
cess is disabled, preventing further programming or verifica- 
tion of the array. The security cell can be erased only in 
conjunction with the array during a bulk erase cycle, so the 
original configuration can never be examined once this cell 
is programmed. 


Electronic Signature 


Each GAL device contains an electronic signature word 
consisting of 64 bits of reprogrammable memory. The elec- 
tronic signature word can be programmed to contain any 
identification information desired by the user. Some uses 
include pattern identification labels, revision numbers, 
dates, inventory control information, etc. The data stored in 
the electronic signature word has no effect on the function- 
ality of the device. The information is read out of the device 
using the normal program verification procedure provided by 
the programming equipment. The information may be ac- 
cessed at any time independent of the state of the security 
cell. National’s OPAL development software allows elec- 
tronic signature data to be entered by the user and down- 
loaded to the programming equipment. 


Bulk Erase 


The programming equipment automatically performs a bulk 
erase operation prior to each programming operation. No 


special erase operation need be performed by the user. . 


Bulk erase clears the logic array, architecture cells, security 
cell, and electronic signature information. The GAL device is 
thereby reverted back to its virgin state. 


Latch-Up Protection 


GAL devices are designed with an on-chip charge pump to 
negatively bias the substrate. The negative bias is of suffi- 
cient magnitude to prevent input undershoots from causing 
the circuitry to latch. Additionally, outputs are designed with 
n-channel pullups instead of the traditional p-channel pull- 
ups to eliminate any possibility of SCR induced latching. 


To insure that no undesired bias conditions occur with P+ 
diffusions, a Latch-Lock™ power-up circuitry has been de- 
veloped. The drain of all P channel devices normally con- 
nected to the device supply are now connected to an alter- 
nate supply that powers up after the device N-wells have 
been biased and the substrate has reached its negative 
clamp value. This prevents any hazardous bias conditions 
from developing in the power-up sequence. After power-up 
is complete, the Latch-Lock circuitry becomes dormant until 
a full power-down has occurred; this eliminates the chance 
of an unwanted P channel power-down during device opera- 
tion. 


Manufacturer Testing 


Because of EECMOS technology, GAL devices can be re- 
programmed in milliseconds. This allows each device to be 
completely tested by the manufacturer using numerous log- 
ic array and architecture patterns prior to shipping. Every 
programmable cell and every logic path through every de- 


vice is fully tested for programmability, functionality and per- 
formance to all AC and DC parameters. The customer can 
therefore expect 100% programming and functional yield 
and 100% compliance of all GAL products to datasheet 
specifications. 


The testing procedure performed on all GAL devices by the 
manufacturer tests all aspects of device operation. Exten- 
sive testing of all programmable cells in the device include 
margin testing, internal verify, and program retention during 
high-temperature bake. All DC and AC parameters are test- 
ed at hot and cold temperatures using a variety of worst- 
case logic and signal patterns. Functional tests include re- 
programming each OLMC to all valid architectural configura- 
tions. 


Register Preload 


The register preload feature allows OLMC registers to be 
directly loaded with any desired data pattern. It also allows 
the present state of OLMC registers to be examined regard- 
less of TRI-STATE control conditions. This simplifies testing 
of devices after programming. A device may be put into any 
desired register state at any point during the functional test 
sequence, The test sequence may then be resumed to veri- 
fy proper next-state transitions. This allows complete verifi- 
cation of sequential logic circuits, including states that are 
normally impossible or difficult to reach. It may also shorten 
the overall test time significantly. 


Register preload is not an operational mode and is not in- 
tended for board-level testing because elevated voltage lev- 
els must be applied to the device. The programming equip- 
ment normally provides the register preload capability as 
part of its functional test facility. Note that the testing of GAL 
devices after programming by the user may be considered 
unnecessary because all EECMOS GAL products are com- 
pletely tested by the manufacturer, guaranteeing 100% 
post-programming functional yield. 


The register preload algorithm is described for those users 
who wish to test programmed GAL devices using test equip- 
ment other than approved GAL programming equipment. As 
shown in the Register Preload Waveform in Figure 5, the 
preload sequence must not begin until the normal power-up 
reset operation has completed (after time treseT). The de- 
vice is placed into preload mode by raising the ‘“‘PRLD” in- 
put (pin* 13) to voltage Vies, as specified in the Register 
Preload Specifications (Table III). 


' To preload the OLMC registers, a series of data bits are 
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shifted into the device on the “Spin” input (pin* 11), one bit 
for each OLMC in which registered output has been select- 
ed. (Non-registered OLMCs are bypassed.) The shift se- 
quence is clocked by the rising edge of the “Dc_k” input 
(pin* 1). The data stream is shifted in through the registered 
OLMC with the lowest corresponding pin number, and then 
“upward” through all remaining registered OLMCs in pin- 
number ascending order. Therefore, the first data bit in the 
series is ultimately loaded into the registered OLMC with the 
highest corresponding pin number, as shown in Figure 4. 


*Applies to 24-pin DIP packages for GAL20V8Q$§; refer to the 28-lead PLCC 
Connection Diagram for conversion. 
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Register Preload (continued) © 

As the data series is shifted into the Spjjx input, the contents 
of all registers (in registered OLMCs) are shifted “upward” 
and out onto the “Spout” output (pin* 15). Complete pres- 
ent-state information can be examined in this manner. Test 
fixtures can be devised to test several GAL devices in which 
the Spout pin of each chip is connected to the Spx pin of 
the next, and all preload and present-state data can be 
shifted around a single serial loop. _ 

Note that when shifting register data into Spjy or out of 
Spout: ViL/VoL = register reset (0), and Viy/VonH = regis- 
ter set (1). These 0 and 1 register states are always inverted 
(active-low) on the normal output pins regardless of the se- 
lected output polarity (polarity affects logic function values 
before register inputs). 5 a 


“Applies to 24-pin DIP packages for GAL20V8Q$; refer to the 28-lead PLCC 
Connection Diagram for conversion. _ 
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**The Spout output buffer is an open drain output during preload. This pin 
should be terminated to Voc with a 10 kf resistor. 


: FIGURE 4. Output Register Preload Pinout 
Register Preload Specifications 

— ' TABLE III 
Symbol |. _———Parameter_———s|__—Conditions 
Vin ___ Input Voltage (High) Pe 
ViL Input Voltage (Low) fee ol 
ViEs Register Preload Input Voltage aaa 


[win] 
0.00 
FE tase 
Von | Output otage righ) Noto) | Sid 
Vor] Output Vottage (Low) Note) | io 2 12mA | 0.00 | 
i oe 

ae 

ae 


Q 


Typ 
15 
hee ie Input Current (Programming) +4 


loH High Level Output Current (Note 1) 
tpwv Verify Pulse Width Paar | 
tp | Pulse Sequence Delay = Se 


tRESET ° Register Reset Time from Valid Voc 
Note 1: The Spout output buffer is an open drain output. This pin should be terminated to Vcc with a 10k resistor. 


— 
o 


a 
o}]o 


Register Preload Waveforms 


Vin ) | 
Soin Vi XXXX XX XXX OX. 


VALID DATA VALID DATA 


TL/L/11144~21 
FIGURE 5 


**The Spout output buffer is an open drain output during preload. This pin should be terminated to Voc with a 10 kf resistor. 
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OLMC Logic Diagram 


From Adjacent 
OLMC/PIN 


__ACO if pin® 16-21 
SYN if pin® 15 or 22 
ACI, 


“To Adjacent 
OLMC 
*Applies to 24-pin DIP packages for GAL20V8Q§; refer to the 28-lead PLCC Connection Diagram for conversion. 
FIGURE 6 7 
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OLMC Architecture Programming 
TABLE IV 


“Small-PAL” Mode “Registered-PAL” Mode “‘Medium-PAL” Mode 


JEDEC 
Input 
Line #s 
(Note 1) 
Pin 1 
Pin 23 
***Pin 22 REGISTER TRI-STATE** 
***Pin 21 REGISTER 1/0 
***Pin 20 een) ik REGISTER 1/0 
***Pin 19 REGISTER 1/0 


***Pin 18 .| REGISTER 1/0 
***Pin 17 REGISTER 1/0 
***Pin 16 REGISTER , 1/0 
***Pin 15 REGISTER TRI-STATE** 
Pin 14 INPUT INPUT 
Pin 13 G . INPUT 


ACin = 0 


SYN = 1,ACO = 0 SYN = 0, ACO = 1 SYN = 1, ACO = 1 


All outputs are combinatorial At least one output is All !/O pins are 
and always active. registered. combinatorial. 
Note: Pin numbers above apply to 24-pin DIP packages; refer to the 28-lead PLCC Connection Diagram for conversion. 


Note 1: All even and odd numbered JEDEC input line numbers correspond to true and complement array inputs, respectively. 


*Active combinatorial output. 
**TRI-STATE combinatorial output. 
***AC1,, applies to these I/O pins only. 
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GAL20V8QS Logic Diagram 


DIP PIN NUMBERS INPUT LINE DIP PIN 
PRODUCT LINE FIRST CELL NUMBERS NUMBERS ° z Yeo | 
24 


02 4 6 8 10 1214 1618 2022 2426 2830 3234 36 38 
9 11 J13]15 ]17]19 ]21j23 [2527 129)31 133)35 137/39 


OLMC 
XOR=2560 
AC1=2632 
PTD=2640 


FERRE 
oT COU cemenemnana 
TEI EL ELT ELT 


H-OLMC 
XOR=2562 | 
800 


880 840 aon oo att tO OO at AC1=2634 | 


H+ -2-————— 
SOHC EE Ee P= 2856 
a 





5’ TT 
HUES ERRRRRE 


F} AC1=2635 
PTD=2664 


Pte eH 
Snaestiniis aa 


PTD=2688 [+ 
2695 


2240 HH OLMC 
: 2320535 H XOR=2567 


2400 “AC1=2639 
2480 2440 Al 


2520 TT 5 A ml oe 
eamiiniiin WOM, a 
1S TTT rr) HU uur < [| ees 


12—_ O21 4161 811011211 81301 3213.41 361381 | 
= 13 57 9 ft 7 2931 3335 3739 SYN 





USER ELECTRONIC SIGNATURE WORD: : 
2568 2576 2584 2592 2600 2608 © 2616 2624 2631 


| 
Fe + F 


MSB LSB _ MSB LSB 


SYN=2704 
ACO=2705 or 
JEDEC Logic Array Cell Number = Product Line First Cell Number + Input Line Number ~ TL/L/41144-23 


FIGURE 7 
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Programming Details 


Understanding the information in this section is not essen- 
tial when using approved programming equipment and soft- 
ware for developing GAL designs. This is a more thorough 
disclosure of the GAL architecture provided for : direct 
JEDEC cell-map editing and diagnostic purposes. This sec- 
tion alone, however, does not contain sufficient information 
to implement the GAL programming algorithm. If detailed 
specifications of the GAL programming algorithm are need- 
ed, please contact the National Semiconductor Programma- 
ble Device Support department. 


As mentioned in the Functional Description, the OLMC is 
responsible for selecting input and/or output paths, regis- 
tered vs. combinatorial outputs, active-high or low polarity, 
and common vs. locally-controlled TRI-STATE control. Ad- 


ditionally, the OLMCs select between alternate logic array — 


input paths to maintain JEDEC cell-map compatibility with 
either “‘small-PAL” or “‘medium-PAL” logic arrays. 


The various configurations of the OLMCs are controlled by a 
set of programmable ‘‘architecture” cells, separate from the 
logic-defining array cells. Each GAL device contains two 
“global” architecture cells, “SYN” and “ACO”, which affect 
all OLMCs. Each of the devices’s eight OLMCs also con- 
tains two “local” cells, ““AC1” and “XOR”. The OLMC Logic 
Diagram in Figure 6 shows how the architecture cells select 
the different paths through the OLMC. 
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The SYN bit controls whether a device will have any regis- 
tered outputs (SYN = 0) or will be purely combinatorial 
(SYN = 1). The SYN bit determines whether device pins* 1 
and 13 are used as the clock and global TRI-STATE control 
inputs (SYN = 0) or whether they are ordinary inputs (SYN 
= 1). The ACO bit selects between the “Small-PAL” mode 
and the ‘“‘Medium/Registered-PAL” modes. The function of 
the AC1 bits depend on the state of the ACO bit. In ““Small- 
PAL” mode (ACO = 0), the AC1 bit in each OLMC deter- 
mines whether the associated device pin is an output (AC1 
= 0) or an input (AC1 = 1). In “Registered-PAL” mode 
(ACO = 1), the AC1 bit determines whether each OLMC is 


registered (AC1 = 0) or combinatorial (AC1 = 1). In ‘‘Medi- © 


um-PAL” mode (ACO = 1), the AC1 bits in all OLMCs must 
be set to 1 (combinatorial). All of the valid architecture bit 
configurations are shown in the OLMC Architecture table 
(Table {V), which has the same familiar format used in the 
OLMC Selection table (Table }). 

Independent of SYN, ACO and the AC1 bits; the XOR bit in 
each OLNC selects between active-low (XOR = 0) or ac- 
tive-high (XOR = 1) output polarity. 


*Applies to 24-pin DIP packages for GAL20V8QS; refer to the 28-lead PLCC 
Connection Diagram for conversion. 
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GAL22V 10 


ZA National 


Semiconductor 


GAL22V 10, -15, -20, -25, -30 Generic Array Logic 


General Description 


The NSC E2CMOS™ GAL® devices combine a high - 


formance CMOS process with electrically erasable floating 
gate technology. This programmable memory technology 
applied to array logic provides designers with reconfigurable 
logic and bipolar performance at significantly reduced pow- 
er levels. 


The 24-pin GAL22V10 features 22 inputs, and 10 program- 
mable Output Logic Macro Cells (OLMCs) allowing each 
TRI-STATE® output to be configured by the user. The archi- 
tecture of each output is user-programmable for registered 
or combinatorial operation, active high or low polarity, and 
as an input, output or bidirectional 1/O. This architecture 
features variable product term distribution, from 8 to 16 logi- 
cal product terms to each output, as shown in the logic dia- 
gram. CMOS circuitry allows the GAL22V10 to consume just 
90 mA typical Iog which represents a 50% saving in power 
when compared to its bipolar counterparts. Synchronous 
preset and asynchronous reset product terms have been 
added which are common to all output registers to enhance 
system operation. The GAL22V10 is directly compatible 
with the bipolar PAL22V10 in terms of functionality, fuse 
map, pinout, and electrical characteristics. 


Programming is accomplished using industry standard avail- 
able hardware and software tools. NSC guarantees a mini- 
mum 100 erase/write cycles. 


Unique test circuitry and reprogrammable cells allow com- 
plete AC, DC, cell and functionality testing during manufac- 
ture. Therefore, NSC guarantees 100% field programmabili- 
ty of all GAL devices. In addition, electronic signature is 
available to provide positive device ID. A security circuit is 
built-in, providing proprietary designs with copy protection. 


Ordering Information 


Generic Array Logic Family 
Number of Array Inputs 


Output Type: 

V = Variable Architecture 
Number of Outputs 
Speed: 

15: tpp = 15ns 

20: tpep = 20ns_ (ind) 

25: tpep = 25ns (Com) 

30: tpep = 30ns_— (Ind) 
L = Low Power 


Package Type: 
N = 24-Pin Plastic DIP 
V = 28-Lead Plastic Chip Carrier 
Temperature Range: 
C = Commercial (0°C to + 75°C) 
| = Industrial (—40°C to +85°C) 


(Com) 


GAL 22 V 10 - 165 LNG 


Features 
m High performance E2CMOS Saree 
— 15 ns maximum propagation delay 
—fmax = 45 MHz with feedback 
— TTL compatible 16 mA outputs 
— UltraMOS® III advanced CMOS technology 
— Internal pull-up resistor on all pins 
m Electrically erasable cell technology 
— Reconfigurable logic 
— Reprogrammable cells 
— 100% tested/guaranteed 100% yields © 
— High speed electrical erasure (<50 me): 
— 20 year data retention 
m Ten output logic macrocells 
— Maximum Flexibility 
— Programmable output polarity 
— Maximum flexibility for complex logic designs ; 
— Full function/fuse map/parametric compatibility with 
PAL22V10 devices 
m@ Variable product term distribution 
— From 8 to 16 product terms per output data function 
m@ Global synchronous preset and asynchronous reset 
m Preload and power-up reset of all registers 
— 100% functional testability 
m Fully supported by National OPALT™ and OPALjr 
development software 
m Security cell prevents copying logic 


Block Diagram-——-GAL22V10 


TL/L/10406-2 
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Absolute Maximum Ratings (note 1) 


Supply Voltage (Vcc) (Note 2) —0.5V to +7.0V Junction Temperature —65°C to + 150°C 


Input Voltage (Note 2) —2.5V to Voc + 1.0V Lead Temperature 

- Off-State Output Voltage (Note 2) = —2.5V to Voog + 1.0V (Soldering, 10 seconds) 
Output Current +100 mA ESD Tolerance 

Storage Temperature —65°C to + 150°C Czap = 100 pF 


Ambient T. ; Rzap = 15000 
mbient Temperature | ; 
with Power Applied —~65°C to + 125°C Test Method: Human Body Model 
. : Test Specification: NSC SOP-5-028 


Recommended Operating Conditions 
SUPPLY VOLTAGE AND TEMPERATURE 


Parameter 


Supply Voltage 
Operating Free-Air Temperature 





AC TIMING REQUIREMENTS 


260°C 


700V 


GAL22V10-15L GAL22V10-20L GAL22V10-25L GAL22V10-30L 
Parameter | com | | com] 


Set-Up Time 12 
(Input or Feedback before Clock) 

HoldTime Inputatterio) | 0 | | oo | | 
' | Clock Pulse Width (High/Low) | og | a a 


Asynchronous ResetInput — 
“Pulse Width ‘ 


Asynchronous Reset Recovery Time | is | =| 20 | 


Clock Cycle Period (with Feedback) © ; 27 
(Note3) 


Fiaronererteics) | | ese | | ooo 
Fock vaianerPowerup | | wo | | mo | | wo | 


ps | 
pet 
Fea), slot lo 
p= [| 
eae es 


Note 1: Absolute maximum ratings are those values beyond which the device may be permanently damaged. Proper operation is not guaranteed outside the 


specified recommended operating conditions. 
Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 
Note 3: tcyc.e = tsu + tcLk 


Note 4: foi (with feedback) = (tcycLe)~ 1 
fork (without feedback) = (2 ty)— 1 


Note 5: fj = (tpp)- 1 
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Electrical Characteristics over Recommended Operating Conditions 


Symbol Parameter Conditions _ | Temperature 


Vit Low Level Input Voltage 


Vou High Level Output Voltage lon = —3.2mA COM/IND 
VoL Low Level Output Voltage lol = 16mA_ - COM/IND 


High Level Off State Voc = Max, Vo = Voc (Max) 
Output Current 


Low Level Off State Voc = Max, Vo = GND 
Output Current 


Maximum Input Current Voc = Max, V) = Voc (Max) 
High Level! Input Current Voc = Max, Vi = Voc (Max) 
Low Level Input Current Voc = Max, V; = GND - 


Output Short Circuit Current Voc = 5.0V, Vo = GND 


f = 25 MHz, Voc = Max 


Supply Current 





C; . Input Capacitance Voc = 5.0V, V; = 2.0V 


Cyo 1/O Gapacitance ... Voc = 5.0V, Vio = 2.0V 


*One output at a time for a maximum duration of one second. 


Switching Characteristics over Recommended Operating Conditions 


Parameter Conditions 


Input or Feedback to S1 Closed, CL = 50 pF 
Combinatorial Output : 

Clock to Registered Output |S1 Closed, CL = 50 pF 

or Feedback . 


Input to Combinatorial Output} Active High; S1 Open, C_ = 50 pF 
Enabled via Product Term 





{Input to Combinatorial Output| From Voy; S1 Open, C_ = 5 pF 
Disabled via Product Term |From Vo ; S1 Closed, GC, = 5 pF 


Asynchronous Reset 
Input to Register 
Output 


Power-Up to Registered 
Output High 
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GAL22V10-25L | GAL22V10-30L 





AC Test Load 


OUTPUT 


Test Waveforms 


Setup and Hold 


TIMING 3v" 
INPUT ; ov 


DATA ly v \ 3v 
INPUT T ov - 


TL/L/10406-4 


Propagation Delay 


INPUT 


IN-PHASE 
OUTPUT 
(S1 CLOSED) 


OUT OF PHASE 
OUTPUT 
(S1 CLOSED) 





TL/L/10406-6 
Notes: 
C, includes probe and jig capacitance. 
Vr = 1.5V. 
Test inputs have rise and fall times of 3 ns 10%-90%. 


In the examples above, the phase relationships between inputs and outputs 
have been chosen arbitrarily. 


Switching Waveforms 


tsy ye 
Pe 


INPUT USED FOR 
ASYNCHRONOUS /RESET ~_wactve X ace OX —— 
INPUT USED FOR 
TRISTATE CONTROL 
mel 


COMBINATORIAL 
OUTPUT 


1 tork L— tap 
OUTPUT 


TL/L/10406-8 
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COM’L/IND 
R1 = 300 
R2 = 390 


TL/L/10406-3 


HIGH=LEVEL 
PULSE INPUT 


LOW=LEVEL 
PULSE INPUT 


ENABLE 
INPUT 


NORMALLY HIGH 
OUTPUT 
(S1 OPEN) 


NORMALLY LOW 
OUTPUT 
(S1 CLOSED) 


a aoe SO 


OLAtc1VD 


Pulse Width 


TL/L/10406-5 


Enable and Disable 


ENABLED Vr 3 DISABLED 


tpyz { 





0.5V 
ae 


TL/L/10406~7 


( ——sVALID DISABLE) DISABLE VALID ENABLE 


= ee 2 
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Power-Up Reset Waveforms 


90% 


Vv 
cc ov 


Vin WV VY Y, Low 
Chock Vv XK AA XX) K_CLOCK SIGNAL 
IL 


REGISTERED CAA AA AAAAS AYIA 
OUTPUTS ZA XXX AN XX XX XX LN XK XXX A 


Input/Output Schematics 


Input Translator/Buffer 


INTERNAL REGISTERS 
RESET TO LOGIC 0 
TL/L/10406-9 


cc ee” 
OF 2 Qs, 
TO INTERNAL 
CIRCUITRY 
Q, Qe Qsg 
V 


r TL/L/10406-22 


Phased Output Turn-On Circuit 
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TL/L/10406-11 





Functional Description 


The GAL22V10 logic array consists of a programmable 
AND array with fixed OR-gate connections, similar to the 
traditional bipolar PAL architecture. The logic array is orga- 
nized as 22 complementary input lines crossing 132 “prod- 
uct term” lines with a programmable E2PROM cell at each 
intersection (5808 cells). Each programmable cell may es- 
tablish a connection between an input line (true or comple- 
ment phase of an array input signal) and a product term. A 
product term is satisfied (logically true) while all of the input 
lines “connected” to it are in the high logic state. 


Of the 132 product terms, 130 are distributed among ten 
“output logic macrocells” (OLMCs) with a varying number of 
terms allocated to each OLMC (as shown in Figure 7). The 
ten OLMCs control the flow of input and output signals be- 
tween the logic array and the device’s |/O pins. For a given 
OLMC, 8, 10, 12, 14 or 16 product terms feed into an OR- 
gate to produce each output value. This varied distribution 
of product terms among outputs allows more optimum use 
of device resources. One additional product term in each of 
the ten OLMCs is used to control the associated TRI- 
STATE device output. One global product term is used to 
control an asynchronous preset, and another global product 
term is used for a synchronous reset, and both are connect- 
ed to all ten of the output registers. 


The fundamental transfer function of each GAL22V10 out- 
put is the familiar Boolean sum-of-products. Design devel- 
opment software is available which accepts Boolean equa- 
tions and converts them automatically into GAL22V10 pro- 
gramming patterns. 


Under control of an OLMC, each output may be designated 
either registered or combinatorial (non-registered). In the 
registered output configuration, the logic function output 
passes through a D-type flip-flop triggered by the rising 
edge of the clock input. Additionally, the logic function’s out- 
put polarity may be designated active-low or active-high (ad- 
justed after the register, if present). OLMC options such as 
these are selected using a set of programmable architec- 
ture control cells. These architecture cells are normally con- 
figured automatically by the development software or pro- 
gramming hardware. 


The four possible I/O configurations of each GAL22V10 
OLMC are: registered-active low, registered-active high, 
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combinatorial-active low, and combinatorial-active high. 
These combinations are shown in Figure 3. The feedback 
paths are redirected with the register selection. The regis- 
tered configurations include an internal feedback path taken 
directly from the register output. The combinatorial configu- 
rations include feedback from the I/O pin, thus allowing for 
bidirectional !/O or additional input channels. 


All registers ina GAL22V10 device are reset to the low state 
upon power-up. Outputs, in turn, assume either low or high 
logic levels (if enabled) depending on the selected output 
polarity. Power-up reset may simplify sequential circuit de- 
sign and test. To ensure successful power-up reset, Vcc 
must rise monotonically until the specified operating voltage 
is attained. During power-up, the clock input should be low 
as early as possible (within the specified time, tpr) to avoid 
interfering with the reset operation. The clock input should 
also remain stable until after the power-up reset operation is 
completed to allow the registers to capture the proper next 
state on the first high-going clock transition. 


It should be noted that the switching of any input not logical- 
ly connected to a product term or logic function has no ef- 
fect on the associated output logic state. 


Programmable Preset and Reset 


The ten macrocell flip-flops share common programmable 
preset and reset control for easy system initialization. The Q 
outputs of the register will go to the logic high state follow- 
ing a low-to-high transition of the clock input when the syn- 
chronous preset (SP) product term is asserted. The register 
will be forced to the logic low state independent of the clock 
when the asynchronous reset (AR) product term is asserted. 
Product term control allows preset and reset to be functions 
of any combination of device inputs and output feedback. 
The outputs will be high or low depending upon the polarity 
option chosen. 

Note that preset and reset control the flip-flop, not the out- 
put. Thus, if active low polarity is selected, a synchronous 
preset would produce low-level outputs, and an asynchro- 
nous reset would produce high-level outputs (if enabled). 
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PLCC PIN NUMBERS 
FIGURE 1 


PCC Pin Numbers 
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28-Lead PLCC Connection eee 


Voc 1/0 . 


24- cag utatul NC 


PIN NUMBERS 


Ele + ele 


28-LEAD PLCC 
(TOP VIEW) 


EAE zl 


[ro] [14] Lez] se [3] G4] Bs] 


GND 


| 1/0 1/0 
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FIGURE 2 


Clock/Input Frequency 
Specifications 


The clock frequency (fco_k) parameter listed in the Recom-— 


mended Operating Conditions table specifies the maximum 
speed at which the GAL22V10 registers are guaranteed to 
operate. Clock frequency is defined differently for the two 
cases in which register feedback is used versus when it is 
not. In a data-path type application, when the logic functions 
fed into the registers are not dependent on register feed- 
back from the previous cycle (i.e. based only on external 
inputs), the minimum required cycle period (foLK~1 without 
feedback) is defined as the greater of the minimum clock 
period (ty high + ty low) and the minimum ‘data window” 
period (tsu + ty). This assumes optimal alignment between 
data inputs and the clock input. In sequential logic applica- 
tions such as state machines, the minimum required cycle 
period (tcycLe = foix—1 with feedback) is defined as tcLx 
+ tsy. This provides sufficient time for outputs from the 
registers to feed back through the logic array and set up on 
the inputs to the registers before the end of each cycle. 


The input frequency (f|) parameter specifies the maximum 
rate at which each GAL22V10 input can be toggled and still 
produce valid logic transitions on each combinatorial output. 
The f; specification is derived as the inverse of the combina- 
torial propagation delay (tpp). 


Design Development Support 


A variety of software tools and programming equipment are 
available to support the development of. designs using 
GAL22V10 products. Typical software packages, including 
National’s OPAL software, accept Boolean logic equations 
to define desired functions. Most are available to run on 
personal computers and generate a JEDEC-compatible 
“cell-map” (analogous to a PAL “fuse-map”’). The industry- 


standard JEDEC format ensures that the resulting cell-map — 
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file can be down-loaded into industry standard programming 
equipment. Many software packages and programming 
units support a multitude of programmable logic products as 
well. The OPAL software package from National Semicon- 
ductor supports all programmable logic products available 
from National and is fully JEDEC-compatible. OPAL soft- 
ware also provides automatic device selection based on the 
designer’s Boolean logic equations. 


National strongly recommends using only approved pro- 
gramming hardware and software for developing GAL de- 
signs. Programming using unapproved equipment generally 
voids all guarantees. Approved programmers incorporate 
specialized programming algorithms that program the array 
and automatically configure the architecture cells. To en- 
sure data retention and reliability, the programming algo- 
rithm also tracks the number of programming cycles to 
which each GAL device has been subjected since shipment, 
and stores this information automatically in the device. 


‘The GAL22V10 can accept fuse-maps prepared for other 


PAL22V10 devices. PAL22V10 fuse-maps can be created 


- by. any JEDEC-compatible PAL development software or by 


loading the fuse pattern from an existing programmed 
PAL22V10 device into the programming unit (provided the 
PAL device has not been secured). 


Detailed logic diagrams showing all JEDEC cell-map ad- 
dresses in the GAL22V10 logic array and OLMC are provid- 
ed for direct map editing and diagnostic purposes. Figure 6 
and Table I] show details of the OLMC and the programma- 
ble architecture .cell combinations. Figure 7 shows the 
JEDEC logic diagram and details of all programmable cell 
locations. For a list of current software and programming 
support tools available for these devices, please contact 
your local National sales representative or distributor. If de- 
tailed specifications of the GAL22V10 programming algo- 
rithm are needed, please contact the National Semiconduc- 
tor Programmable Device Support department. 
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OLMC Selection Table 
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* TL/L/10406-15 


TL/L/10406-16 
FIGURE 3-3. Combinatorial/Active Low 


TL/L/10406~17 


FIGURE 3-4. Combinatorial/Active High 
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Security Cell 


A security cell is provided on all GAL22V10 devices as a 
deterrent to unauthorized copying of the array configuration 
patterns. Once programmed, the circuitry enabling array ac- 
cess is disabled, preventing further programming or verifica- 
tion of the array. The security cell can be erased only in 
conjunction with the array during a bulk erase cycle, so the 
original configuration can never be examined once this cell 
is programmed. 


Electronic Signature 


Each GAL device contains an electronic signature word 
consisting of 64 bits of reprogrammable memory. The elec- 
tronic signature word can be programmed to contain any 
identification information desired by the user. Some uses 
include pattern identification labels, revision numbers, 
dates, inventory control information, etc. The data stored in 
the electronic signature word has no effect on the function- 
ality of the device. The information is read out of the device 
using the normal program verification procedure provided by 
the programming equipment. The information may be ac- 
cessed at any time independent of the state of the security 
cell. National’s OPAL development software allows elec- 
tronic signature data to be entered by the user and down- 
loaded to the programming equipment. 


Bulk Erase 


The programming equipment automatically performs a bulk 
erase operation prior to each programming operation. No 
special erase operation need be performed by the user. 
Bulk erase clears the logic array, architecture cells, security 
cell, and electronic signature information. The GAL device is 
thereby reverted back to its virgin state. 


Latch-Up Protection 


GAL devices are designed with an on-chip charge pump to 
negatively bias the substrate. The negative bias is of suffi- 
cient magnitude to prevent input undershoots from causing 
the circuitry to latch. Additionally, outputs are designed with 
n-channel pullups instead of the traditional p-channel pull- 
ups to eliminate any possibility of SCR induced latching. 


Manufacturer Testing 


Because of E2CMOS technology, GAL devices can be re- 
programmed in milliseconds. This allows each device to be 
completely tested by the manufacturer using numerous log- 
ic array and architecture patterns prior to shipping. Every 
programmable cell and every logic path through every de- 
vice is fully tested for programmability, functionality and per- 
formance to all AC and DC parameters. The customer can 
therefore expect 100% programming and functional yield 
and 100% compliance of all GAL products to datasheet 
specifications. 

The testing procedure performed on all GAL devices by the 
manufacturer tests all aspects of device operation. Exten- 
sive testing of all programmable cells in the device include 
margin testing, internal verify, and program retention during 
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high-temperature bake. All DC and AC parameters are test- 
ed at hot and cold temperatures using a variety of worst- 
case logic and signa! patterns. Functional! tests include re- 
programming each OLMC to all valid architectural configura- 
tions. 


Register Preload 


The register preload feature allows OLMC registers to be 
directly loaded with any desired data pattern. It also allows 
the present state of OLMC registers to be examined regard- 
less of TRI-STATE control conditions. This simplifies testing 
of devices after programming. A device may be put into any 
desired register state at any point during the functional test 
sequence. The test sequence may then be resumed to veri- 
fy proper next-state transitions. This allows complete verifi- 
cation of sequential logic circuits, including states that are 
normally impossible or difficult to reach. It may also shorten 
the overall test time significantly. 


A typical functional test sequence would be to verify all pos- 
sible state transitions for the device being tested. To verify 
these transitions requires the ability to set the state registers 
into an arbitrary ‘‘present state” value, and to set the device 
inputs to any arbitrary “present input’ value. Once this is 
done, the state machine is then clocked into a new state, or 
“next state.” The next state is then checked to validate the 
transition from the present state. In this way any state tran- 
sition can be checked. 


Register preload is not an operational mode and is not in- 
tended for board-level testing because elevated voltage lev- 
els must be applied to the device. The programming equip- 
ment normally provides the register preload capability as 
part of its functional test facility. Note that the testing of GAL 
devices after programming by the user may be considered 
unnecessary because all E2CMOS GAL products are com- 
pletely tested by the manufacturer, guaranteeing 100% 
post-programming functional yield. 


The register preload algorithm is described for those users 
who wish to test programmed GAL devices using test equip- 
ment other than approved GAL programming equipment. As 
shown in the register preload waveform in Figure 5, the pre- 
load sequence must not begin until the normal power-up 
reset operation has completed (after time tReseT). The de- 
vice is placed into preload mode by raising the “PRLD” in- 
put (pin 13*) to voltage Vies, as specified in the register 
preload specifications (Table |). 


To preload the OLMC registers, a series of data bits are 
shifted into the device on the “Spjj’” input (pin 11*), one bit 
for each OLMC in which registered output has been select- 
ed. (Non-registered OLMCs are bypassed.) The shift se- 
quence is clocked by the rising edge of the “Dex” input 


’ (pin 1*). The data stream is shifted in through the registered 


OLMC with the lowest corresponding pin number, and then 
“upward” through all remaining registered OLMCs in pin- 
number ascending order. Therefore, the first data bit in the 
series is ultimately loaded into the registered OLMC with the 
highest corresponding pin number, as shown in Figure 4. 


*Applies to 24-pin DIP packages for GAL22V10; refer to the 28-lead PCC 
Connection Diagram for conversion. i 
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Register Preload (Continued) 


As the data series is shifted into the SpIN input, the contents 
of all registers (in registered OLMCs} are shifted “upward” 


‘and out onto the “Spout” output (pin 14*). Complete pres- 


ent-state information can be examined in this manner. Test 
fixtures can be devised to test several GAL devices in which 
the Spout pin of each chip is connected to the Spin pin of 
the next; and all preload and present-state data can be 
shifted around a single serial loop. ~ 


Note that when shifting register data into Spiy or out of 
Spout: Vit/VoL = register reset (0), and Viq/VoH = regis- 
ter set (1). These 0 and 1 register states are always inverted 
(active-low) on the normal output pins regardless of the se- 
lected output polarity (polarity affects logic function values 
before register inputs). 

*Applies to 24- -pin DIP packages for GAL22V10; et to the 28. iead PCC 
Connection Diagram for conversion. 

* TL/L/10406~18 


**The Spout output buffer is an open drain output during preload. This pin 
should be terminated to Voc with a 10 kf. resistor. 


FIGURE 4. Output Register Preload Pinout 


Register Preload Specifications 


TABLE | 


Symbol | Parameter |__Conditions_| 
Vin __|_- InputVoltage(High) | 
Vi {| _InputVottagetow | 
Vies__| _RegisterPreload inputVottage | | 48 
Vou. “Tete votogs gn fey [Pr 
Vor | OutputVoltage (Low) (Note 1) | tous t2ma_ | 000 | | 0.50 
isin [input Current Programming) | Tet [tO 
|__High Level Output Current (Note 1) | Von<Voo | | | 10 
| very ue way PT 
_|_ PulseSequenceDelay | 
treset__|__RegisterResetTimefromValidVoo [| 


Note 1: The Spout output buffer i is an open drain output. This pin should be terminated to Vcc with a 10k resistor. ; 


Register Preload Waveforms 


VALID DATA VALID DATA. 


TL/L/10406-19 
FIGURE 5 
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OLMC Logic Diagram 
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FIGURE 6 


TABLE II 


| si | so | Output Configuration 


Registered/Active Low 
Registered/Active High 
Combinatorial/Active Low 
Combinatorial/Active High 
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ZA National 


Semiconductor 
GAL20RA10-15, -20, -25 Generic Array Logic 


General Description Features 


The NSC E2CMOS™ GAL® device combines a high per- ™@ High performance E2CMOS technology 

formance CMOS process with electrically erasable floating — 15 ns maximum propagation delay 

gate technology. This programmable memory technology —fcrk = 45 MHz 

applied to array logic provides designers with reconfigurable — 15 ns maximum from clock input to data output 
logic and bipolar performance at significantly reduced pow- —- TTL compatible 16 mA outputs 

er levels. — UltraMOS® III advanced CMOS technology 


The GAL20RA10 is made up of ten Output Logic Macro Electrically erasable cell technology 

Cells (OLMC). Four programmable AND array outputs feed — Reconfigurable logic 

into the fixed OR-gate for each OLMC to generate the de- — Reprogrammable cells 

vice’s output functions. Four other AND array outputs are — 100% tested/guaranteed 100% yields 

used for control functions in the OLMC. With a robust mix- — High speed electrical erasure (<50 ms) 
ture of logic derived controlled functions and selectable out- — 20 year data retention 

put data paths, the GAL20RA10 provides an ideal solution 10 output logic macrocells 

for registered random logic applications. — Maximum flexibility for complex logic designs 


This device is housed in a 24-pin 300 mil DIP. A 28-pin PCC — Programmable output polarity 


package is also available. It can be programmed by most — Programmable asynchronous set and reset 
PAL programmers. ; — Individually programmable clocks 


Programming is accomplished using industry standard avail- en es snd dedicated Pai -conuol- ch ouput 


able hardware and software tools. NSC guarantees a mini- — Programmable Register bypass 
mum 100 erase/write cycles. —TTL level Register preload 
Unique test circuitry and reprogrammable cells allow com- Power-up reset for registered outputs 


plete AC, DC, cell and functionality testing during manufac- : : 3 F : 
ture. Therefore, NSC guarantees 100% field programmabili- Se ge SauEman} and: devel 


ty of the GAL devices. In addition, electronic signature is Preload and power-up reset of all registers 
available to provide positive device ID. A security circuit is — 100% functional testability 


built-in, providing proprietary designs with co rotection. 
P 9 Prop ” 9 PY P Full supported development software 


Electronic signature for identification 
Security fuse prevents direct copying of logic patterns - 
JEDEC map identicle to Bipolar PAL versions 


Fully supported by National OPAL™ and OPALjr devel- 
opment software 


Block Diagram—GAL20R10 


“Output macrocell shown is configured as an active high register output. TL/L/10775-14 
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GAL20RA10 


Absolute Maximum Ratings 


if Military/Aerospace specified devices are required, 
please contact the National Semiconductor Sales 
Office/Distributors for availability and specifications. 


Supply Voltage (Vcc) —0.5V to +7.0V 
Input Voltage (Note 2) —2.5V to Voc + 1.0V 
Off-State Output Voltage (Note 2) —2.5V to Vcc + 1.0V 
Output Current +100 mA 
Storage Temperature —65°C to +.150°C 


Recommended Operating Conditions 
SUPPLY VOLTAGE AND TEMPERATURE 


| rameter FE 


Supply Voltage . . 


AC TIMING REQUIREMENTS 


Ambient Temperature with 
Power Applied 

Junction Temperature 

Lead Temperature (Soldering, 10 seconds) 


ESD Tolerance 
Czap = 100 pF 
Rzap = 150002 
Test Method: Human Body Model 


Test Specification: NSC SOP-5-028 


65°C to + 125°C 
| 65°C to + 150°C 
260°C 
| 550V 





GAL20RA10-15 GAL20RA10-20 


Symbol Parameter 


tsu 


Set-Up Time 7 sore . 
(Input or Feedback before Clock 


i | HaisTine nputanercosn | @ || « | |e | 1 


tw Clock Pulse Width (High/Low) ee) 


Clock Cycle Period (with Feedback). : 
(Note 3) 


Clock Frequency | With Feedback 


tcycLe 


folk 
(Note 4) 


tpr Clock Valid after Power-Up 


tRESET Power-Up to Register Output 
tarnw Asynchronous Reset Pulse Width 
tapw Asynchronous Preset Pulse Width 


trREC Asynchronous Reset/Preset 


Recovery Time 
Preload Pulse Width 
Preload Setup Time 
Preload Hold Time 


twp 
tsup 


tup 


a a 
Ol se 
ae 
TY 

rea Dee 


ns 
pS 
ns 


ns 


ns 


ns 
ns 


ns 


Note 1: Absolute maximum ratings are those values beyond which the device may be permanently damaged. Proper operation is not guaranteed outside specified 


recommended operating conditions. 


Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 


Note 3: teycLe = tsu + tek 

Note 4: to_k (with feedback) = (tcycie) 1 
toik (without feedback) = (2 tw) 1 

Note 5: t; = (tpp) 1 
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Electrical Characteristics over Recommended Operating Conditions 


Range 


Vin | HightevelinputVottage | 
Vi___| LowLevelinputVottage | 
Vor COM/IND 
Vou COM/IND 


lozH High Level Off State Voc = Max, Vo = Voc Max 
Output Current 
' 1ozL Low Level Off State Voc = Max, Vo = GND 
Output Current 


i 
hn 
fn 
ioe 
Icc: nt | 


Supply Current f = 15 MHz, Vcc = Max COM 


C, Input Capacitance Voc = 5.0V, V; = 2.0V 
. Cio 1/O Capacitance Voc = 5.0V, Vio = 2.0V 


*One output at a time for a maximum duration of one second 


Switching Characteristics over Recommended Operating Conditions 


GAL20RA10-15 | GAL20RA10-20 ; GAL20RA10- 


Test 
Conditions 


Input or Feedback to’ C_ = 50 pF, 

Combinatorial Output S1 Closed 

Clock Input to Registered . CL = 50 pF, 
S1 Closed 


Output or Feedback 


Asynchronous Set Input to 
Registered Output Low 


Parameter 


Asynchronous Reset Input to 
Registered Output High 


G Pin Output Enabled C, = 50 pF, 
Active High: S1 Open, 


Active Low: S1 Closed 
CL = 5pF, 

From Vox: $1 Open, 
From Vo_: S1 Closed 


G Pin Output Disabled 


OLVHOeT1V5 


Input to Output 
Enabled via Product Term 


Input to Output 
Disabled via Product Term 


C. = 50 pF, 
Active High: St Open, 
Active Low: S1 Closed 


CL = 5pF, 
From Vox: $1 Open, 
From Voi: $1 Closed 


25 
Ey 


a = 
a the) 
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Test Waveforms 
Set-Up and Hold 


TL/L/10775-18 


INPUT 


IN~PHASE 
* OUTPUT 
(S1 CLOSED) 


"OUT OF PHASE 
“> OUTPUT 
(1 CLOSED) 


TL/L/10775-19 
Notes: 
V7 = 1.5V 
C, includes probe and jig capacitance. 


In the examples above, the phase relationships between inputs and outputs 
have been chosen arbitrarily. 


Power-Up Reset Waveforms 


Pulse Width 


HIGH-LEVEL 
PULSE INPUT 


LOW-LEVEL. 
PULSE INPUT 


TL/L/10775-20 
Enable and Disable - 
ENABLING INPUT Vr ENABLE - Vy € DISABLE 


NORMALLY HIGH 
OUTPUT 
(S1 OPEN) 


"NORMALLY LOW 


XXKXXXKXXY 


mourPUTS KAXAAAKAAAXAKKKKX 
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OUTPUT ; 
0.5V 
(s1 CLoseD) You 


TL/L/10775-21 


VVY VV/ eas 
XXXXXEXAY Rea ESTES 


TL/L/10775-22 


Switching Waveforms 
PUT ZZ77K__NALID INPUT 
btu ty mi 
i ty |. ty —- 
mas CLOCK ACTIVE 


= tarw/tapw — 
INPUT USED 


FOR SET/RESET INACTIVE: ACTIVE 
INPUT USED FOR 
TRI-STATE CONTROL { —sssSVALID DISABLE = DISABLE VALID ENABLE 


| Tee <4 
eee, Cena | an 
= a 


COMBINATORIAL 
OUTPUT 


. fe ter =| |—ts/e x | 
ee ; ouput X =) PRELOAD INPUT 
. |. tsyp eta typ —-| 


a oa ana 
=a 
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AC Test Load 


COM/IND 
R1 = 3000 
OUTPUT R2 = 3902 


TL/L/10775-5 


Ordering Information 
Generic Array Logic 
Number of Array Inputs 


Output Type 
RA = Register Asynchronous 


Number of Outputs 


Speed 

—15 = 15ns 

—20 = 20ns 

—25 = 25ns 
Packaging Type 

N = 24-Pin Plastic DIP 

V = 28-Lead Plastic Chip Carrier 
Temperature Range 

C = Commercial (0°C to + 75°C) 

!= Industrial (—40°C to + 85°C) 


GAL 20 RA 10 -15 N C 
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GAL20RA10 


GAL20RA10 Block Diagram—DIP Connections 


Oo G 


TL/L/10775-3 





Functional Description 


The GAL20RA10 logic array consists of 20 complementary 
input lines and 80 product-term lines with an EE program- 
mable cell at each intersection (3200 cell). The product 
terms are organized into ten groups of eight each. Four of 
the eight product terms in each group connect into an OR- 
gate to produce the sum-of-products logic function. The re- 
maining four product terms in each group are used for con- 
trol functions in the “Output Logic Macro Cell’ (OLMC). 

As shown in the GAL20RA10 Block Diagram a total of ten 
output logic functions are available. Under control of an 
OLMC each output may be designated either as a regis- 
tered output configuration or combinatorial. 

The logic function output passes through a D-type Flip-Flop 
triggered by the rising edge of the clock which is defined by 
one product-term line. 

Two product-terms are designated to set or reset the output 
register and to define the output configuration (register or 
combinatorial). 


| set_ | Reset | Output Mode 


Register Mode 
Reset 

Set 

Combinatorial Mode 


All architecture cells are normally configured automatically 
by the development software. 


Connection Diagram 
28-Lead PLCC 


NUMBERS 


28-LEAD PLCC 
“(TOP VIEW) 


/o 
/o 
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PROGRAMMABLE SET AND RESET 


In each OLMC cell, two product lines are dedicated to asyn- 
chronous set and reset. If the set product line is high, the 
register output becomes a logic “1”, the output pin be- 
comes a “0”. If the reset product line is high, the register 
output becomes a logic ‘0’, the output pin becomes a “1”. 
The operation of the programmabie set and reset overrides 
the clock. 


INDIVIDUALLY PROGRAMMABLE REGISTER BYPASS 


If both the set and reset product lines are high, the sum-of- 
products bypasses the register and appears immediately at 
the output, thus making the output combinatorial. This al- 
lows each output to be configured in the teainieled or com- 
binatorial mode. 


- PROGRAMMABLE CLOCK 


One of the product lines in each group is connected to the 
clock. This provides the user with the additional flexibility of 
a programmable clock, so each output can be clocked inde- 
pendently of all the others. 


PROGRAMMABLE AND HARD-WIRED TRI-STATE OUT- 
PUTS 


The GAL20RA10 provides a product term dedicated to out- 
put control. There is also an output control pin (Pin 13). The 
output is enabled if both the output control pin is low and the 
output control product term is HIGH. If the output control pin 
is high all outputs will be disabled or if an output control 
product term is low, then that output will be disabled. 


PROGRAMMABLE OUTPUT POLARITY 


The outputs can be programmed either active-low or active- 
high. This is represented by the exclusive-OR gates shown 
in the GAL20RA10 Logic Diagram. When the output polarity 
is unprogrammed the lower input to the exclusive-OR gate 
is high, so the output is active-high. Similarily, when the out- 
put polarity cell is 0,-or a low impedance connection to 
GND, the output is active-low. The programmable output 
polarity features allows the user a high degree of flexibility 
when writing equations. 


Output Register Preload 


Register preload allows any arbitrary state to be loaded into 
the PAL output registers. This allows complete logic verifi- 
cation, including states that are impossible or impractical to 
reach. To use the preload feature, first disable the outputs 
by bringing OE high, and present the data at the output pins. 


A low-level on the preload pin (PL) will then load the data 


into the registers. 


Bs 


, Tae . 


TL/L/10775-24° 


POWER-UP RESET 


The GAL20RA10 device resets all registers to a low state 
upon power-up (active-low outputs assume high logic levels 
if enabled). This may simplify sequential circuit design and 
test. During power-up, the clock input should assume a val- 
id, stable logic state as early as possible to avoid interfering 
with the reset operation. The clock input should remain sta- 
ble until after the. power-up reset operation is completed to 
allow the registers to capture the proper next state on the 
first meee transition. 
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Clock/Input Frequency 
Specifications 


The clock frequency (fc_x) parameter listed in the as 


mended Operating Conditions table specifies the maximum 
speed at which the GAL registers are guaranteed to oper- 
ate. Clock frequency is defined differently for the two cases 
in which register feedback is used versus when it is not. Ina 
data-path type application, when the logic functions feed 
into the registers are not dependent on register feedback 
from the previous cycle (i.e., based only on external inputs), 
the minimum required cycle period (fo.K~1 without feed- 
back) is defined as the greater of the minimum “data win- 


dow” period (tw high + ty low) and the minimum “data | 


window” period (tsy + ty). This assumes optimal alignment 
between data inputs and the clock input. In sequential logic 
applications such as state machines, the minimum required 
cycle period (tcycLe = fco_k~1 with feedback) is defined as 
tctk + tsy. This provides sufficient time for outputs from 
the registers to feed back through the logic array and set up 
on the inputs to the registers before the end of each cycle. 
The input frequency (f)) parameter specifies the maximum 
rate at which each GAL input can be toggled and still pro- 
duce valid logic transitions on each combinatorial output.. 


The f| specification is derived as the inverse of the combina- . 


torial propagation delay (tpp). 


Design Development Support 


A variety of software tools and programming equipment is 
available to support the development of designs using GAL 
products. Typical software packages accept Boolean logic 
equations to define desired functions. Most are available to 
run on personal computers and generate a JEDEC-compati- 
ble “cell-map” (analogous to a PAL “fuse-map”). The in- 
dustry-standard JEDEC format.ensures that the resulting 
cell-map file can be down-loaded into a variety of program- 
ming equipment. Many software packages and program- 


ming units support a large variety of programmable logic 


products as well. The OPAL™ software package from Na- 
tional Semiconductor supports all programmable logic prod- 
ucts available from National and is fully JEDEC-compatible. 
OPAL software also provides automatic device selection 
based on the designer's Boolean logic equations. 


National strongly recommends using only approved pro- 
gramming hardware and software for developing GAL de- 
signs. Programming using unapproved equipment generally 
voids all guarantees. Approved programmers incorporate 
specialized programming algorithms that program the array 
and automatically configure the architecture cells. To en- 
sure data retention and reliability, the programming algo- 
rithm also tracks the number. of programming cycles to 
which each GAL device has been subjected since shipment, 
and stores this information automatically in the device. 


The special GAL programming algorithm can also program 
a GAL device using a standard fuse-map developed for any 
of the emulated PAL products. PAL fuse-maps can be creat- 
ed by any JEDEC-compatible PAL development software or 
by loading the fuse pattern from an existing programmed 


PAL device into’ the programming unit (provided the PAL: 


device has not been secured). However, to utilize the full 
flexibility of the GAL architecture, true GAL development 
software (such as OPAL software) is recommended. 


Detailed logic diagrams showing all JEDEC cell- -map ad- 
dresses in the GAL logic array and OLMC are provided for 
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direct map editing and diagnostic purposes (see “Program- 
ming Details’). For a list of current software and program- 
ming support tools available for these devices, please con- 
tact your local National sales representative or distributor. If 
detailed specifications of the GAL programming algorithm 
are needed, please contact the National Semiconductor 
Programmable Device Support department. — 


Security Cell 


A security cell is provided on all GAL20RA10 devices as a 
deterrent to unauthorized copying of the array configuration 
patterns. Once programmed, the circuitry enabling array ac- 
cess is disabled, preventing further programming or verifica- 
tion of the array. The security cell can be erased only in 
conjunction with the array during a bulk erase cycle, so the 
original configuration can never be examined once this cell 
is programmed. 


Electronic Signature 


Each GAL device contains an electronic signature word 
consisting of 64 bits of reprogrammable memory. The elec- 
tronic signature word can be programmed to contain any 
identification information desired by the user. Some uses 
include pattern identification labels, revision numbers, 
dates, inventory control information, etc. The data stored in 
the electronic signature word has no effect on the function- 
ality of the device. The information is read out of the device 
using the normal program verification procedure provided by 
the programming equipment. The information may be ac- 
cessed at anytime independent of the state of the security 
cell. National’s OPAL development software allows elec- 
tronic signature data to be entered by the user and down- 
loaded to the programming equipment. 


Bulk Erase 


The programming equipment automatically performs a bulk 
erase operation prior to each programming operation. No 
special erase operation need be performed by the user. 
Bulk erase clears the logic array, architecture cells, security 
cell, and electronic signature information. The GAL device is 
thereby reverted back to its virgin state. 


Latch-Up Protection 


GAL devices are designed with an on-chip charge pump to 
negatively bias the substrate. The negative bias is of suffi- 
cient magnitude to prevent input undershoots from causing 
the circuitry to latch. Additionally, outputs are designed with 
n-channel pullups instead of the traditional p-channel pull- 
ups to eliminate any possibility of SCR induced latching. 


To insure that no undesired bias conditions occur with P+ 
diffusions, a Latch-Lock™ power-up circuitry has been de- 
veloped. The drain of all P channel devices normally con- 
nected to the device supply are now connected to an alter- 
nate supply that powers up after the device N-wells have 
been biased and the substrate has reached its negative 
clamp value. This prevents any hazardous bias conditions 
from developing in the power-up sequence. After power-up 
is complete, the Latch-Lock circuitry becomes dormant until 
a full power-down has occurred; this eliminates the chance 
of an unwanted P channel oak during device opera- 
tion. 





Manufacturer Testing 
Because of E2CMOS technology, GAL devices can be re- 


programmed in milliseconds. This allows each device to be © 


completely tested by the manufacturer using numerous log- 
ic array and architecture patterns prior to shipping. Every 
programmable cell and every logic path through every de- 
vice is fully tested for programmability, functionality and per- 
formance to all AC and DC parameters. The customer can 
therefore expect 100% programming and functional yield 
and 100% compliance of all GAL products to data sheet 
specifications. 


OLMC Configurations | 


Registered/Active Low 
_ Low 


Combinatorial/Active 


The testing procedure performed on all GAL devices by the 
manufacturer tests all aspects of device operation. Exten- 
sive testing of all programmable cells in the device include 
margin testing, internal verify, and program retention during 
high-temperature bake. All DC and AC parameters are test- 
ed at hot and cold temperatures using a variety of worst- 
case logic and signal patterns. Functional test include repro- 
gramming each OLMC to all valid architectural configura- 
tions. 


Output Always Enabled 


pe 


TL/L/10775-8 


Programmable 


TL/L/10775-9 


TL/L/10775-7 


TL/L/10775-6 


Registered/Active High 
High 


TL/L/10775-13 


TL/L/10775-12 


Combinatorial/Active 
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Combination of 
Programmable and 
Hard-Wired 


Hard-Wired 


OE . OE 


TL/L/10775-10' 


TL/L/10775-11 





OLVHOZ1V5 


GAL20RA10 


Functional Description 
| Typical Registered Logic Function Without Feedback — 


Peete eet 
TL/L/10775-15 


Typical Registered Logic Function With Feedback 


= IR : 


EEE HEEL EEE td | 


TL/L/10775-16 


PARALLEL LOAD 


OLMC 


Pe @eereee2 = @2a2weeeweereee@ @ @ @ @ = oeanweanwoeq 


ENABLE 


POLARITY 


REGISTER 
BYPASS 


TL __o<¢]— 
GLOBAL 


ENABLE 
TL/L/10775-17 
FIGURE 1. “RA” Output Logic Macrocell Logic Diagram 
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TL/L/10775-25 


DIP PIN NUMBERS 


| GATIOATIOATOATIGATOATIOAN GATOR OAT 
UCC EAA a acca 


INPUT LINE NUMBERS 


PRODUCT LINE FIRST 
FUSE NUMBERS 
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a 


iagram—GAL20RA10 


ie PIN NUMBERS 


ic 


JEDEC Logic Array Cell Number = Product Line First Cell Number + Input Line Number. 


Log 
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GAL6001 


ZA National 


Semiconductor 


GAL6001 Generic Array Logic 


General Description : 


Using a high performance E2CMOS™ technology, National 
Semiconductor has produced a next-generation program- ° 
mable logic device, the GAL6001. Having an FPLA architec- 
ture, known for its superior flexibility in state-machine de- 
sign, the GAL6001 offers the highest degree of functional 
integration, flexibility, and speed currently available'in a 24 . * 


pin, 300-mil package. : 

The GAL6001 has ten programmable Output Logic Macro- 
Cells (OLMC) and eight programmable ‘“‘buried” State Logic 
MacroCells (SLMC). In addition, there are ten input Logic 
MacroCells (ILMC) and ten I/O Logic MacroCells (IOLMC). 
Two clock inputs are provided for independent control of 
the input and output macrocells. 

Advanced features that simplify programming and reduce 
test time, coupled with E2CMOS reprogrammable cells, en- 
able 100% AC, DC, programmability, and functionality test- 


ing of each GAL6001 during manufacture. This allows Na- . 


tional to guarantee 100% performance to specifications. In 
addition, data retention of 20 years and a minimum of 100 
erase/write cycles are guaranteed. 


Programming is accomplished using standard hardware and - 


software tools. In addition, an Electronic Signature word is 
available for storage of user specified data, and a security 
cell is provided to protect proprietary designs. 


Block Diagram - GAL6001 


Features 
@ Electrically erasable cell technology 
— Instantly reconfigurable logic 
— Instantly reprogrammable cells 
— Guaranteed 100% yields 
High performance E2CMOS technology 
— Low power: 150 mA maximum 
— High speed: o 
15 ns max. clock to output delay 
25 ns max. setup time — 
30 ns max. propagation delay 
TTL compatible inputs and outputs 
Unprecedented functional density 
— 10 output logic macrocelis 
— 8 state logic macrocells 
— 20 input and 1/O logic macrocells 
High-level design flexibility 
— 78 x 64 x 36 FPLA architecture 
— Separate state register and input clock pins 
— Functionally supersets existing 24-pin PAL® and 
IFL™ devices 
_ '— Asynchronous clocking ‘ 
24-pin, 300-mil DIP or 28-lead PLCC 
High speed programming algorithm 
20-year data retention 
:Fully supported by National OPAL™ and OPALjr devel- 
_ opment software 


OUTPUTS 
14-23 


OUTPUT 
CLOCK 
TL/L/10561-1 
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Absolute Maximum Ratings 


Supply Voltage Vcc —0.5to +7V Stresses above those listed under the ‘Absolute Maximum 
Input Voltage Applied —0.5 to Voc +1.0V Ratings” may cause permanent damage to the device. 


i : _ These are stress only ratings and functional operation of the 
Off state Quipul Voltage:Applled Reto ce Pay device at these or at any other conditions above those indi- 


Storage Temperature 0°C to + 125°C cated in the operational sections of this specification is not 
implied (while programming, follow the programming specifi- 
cations). 

Recommended Operating Conditions 


SUPPLY VOLTAGE AND TEMPERATURE 


Temperature Range 


‘Supply Voltage © 4.75 
Ambient Temperture 
Case Temperature 


Capacitance (note 1) (Ta = 25°C, f = 1.0 MHz) 


Voo = 5.0V, Vi = 2.0V 
Voo = 5.0V, Vo = 2.0V 
|__ Bisirsctionalpincap | Voo= 5.0V,Ve=20V__ | 


*Guaranteed but not 100% tested. : 


Switching Test Conditions 


51 
3 

Output Timing Reference Levels Output Test Point 
eee 


3-state levels are measured 0.5V from steady-state active 
level. Rt = 3000 


R2 = 3902 ; 
TL/L/10561-2 


GAL6001 Reset Timing Specifications 


Symbol 
PR Reset Circuit Power-Up 
tRESET | Register Reset Time from Valid Voc 
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Electrical Characteristics over recommended operating conditions. 


Symbol “| | '. .. Parameter TestConditions -.. 


les ie -. Input Leakage Current - . 1 GND < Vin < Veco Max 
IBZH: isa ~ Bidirectional Pin Leakage Current GND < Vin < Voc Max 


Operating Power Supply Current “F = 15 MHz 
Vcc = Vcc Max 


Output Short Circuit (Note 1) Voc = 5.0V, Vout = GND 


. Output Low Voltage | Voc ; lol = 16mA_. COM 
mite Voc Min 
Output High Voltage Voc x lou = ,—3.2 mA COM 2.4 
Vcc Min 


see ote _ ft ee | 
opal Low Votoge | 


Note 1: One Output at a time for a maximum duration of one second. 


H Jit 
— | =. : 
o};]°O et 


Switching Characteristics over recommended operating conditions 


a - Test — 
es | cosa ast eee 





todt - ~ Combinatorial Input to Combinatorial Output : 7 _ 
ae 
tot 
tewt___| Setup Time, Input before inputLatch GLK | 
teu | SetupTime, inputbefore Input Reg CLK | 
teys___ | Setup Time, Input or Feedback beforeD/EReg.OCLKT | 
taus__| Setup Time, Inputor Feedback before DReg.SumTermcoukt | | 
taus 


7.5 


t2___ | Hold Time, Inputafterinput Reg ICLKT | 
tna___|_Hold Time, InputorFeedbackatter D/ERegOCLKT | 
tna ___|_Hold Time, InputorFeedbackafterDReg.SumTermcukT | 
fmax_|_MaximumlockFrequency,OCLK | 
ten __Note2 

ti 
Fi 


Note 1: C, = 50 pF, S1 closed ne 


Note 2: Active High: S1 open, C_ = 50 pF 
Active Low: S1 closed, C_ = 50 pF 


Note 3: Active High: S1 open, CL = 5 pF 
Active Low: S1 closed, C_ = 5 pF 


Differential Product Term (DPT) 
Switching Characteristics 


The number of DPT that may switch in the same direction at the same time is limited to a maximum of 15. 


The number of DPT for a given design is calculated by subtracting the total number of Product-Terms that are switching from a 
Logical HI to a Logical LO from those switching from a Logical LO to a Logical HI within a 5 ns period. 


DPT = (P-Terms),}4-(P-Terms)H, 


tha Hold Time, Input after Input Latch ICLK J | Woe aioe | 


=] 
n 


a 
n 


a 
n 





2-104 








Switching Waveforms 


Combinatorial Output 


AY} VALID INPUT : 
tbat, N 


TL/L/10561-16 


INPUT or 
1/0 FEEDBACK 


COMBINATORIAL 
OUTPUT 


Latched Output 


\V ani € 


tout tat 


INPUT or 
1/0 FEEDBACK 


CLK (LATCH) 


TL/L/10561-17 


Registered Output (Sum Term CLK) 


NY EELS ANN 


tous tha 


INPUT or 
1/0 FEEDBACK 


Sum Term CLK 


REGISTERED 
OUTPUT 


TL/L/10561-19 


Input or I/O to Output Enable Disable . 
= = 


TL/L/10561-21 


INPUT or 
1/0 FEEDBACK 


OUTPUT 
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Registered Input 


UN GEIS UNI 


teu2 th2 


INPUT or 
1/0 FEEDBACK 


ICLK(REGISTER) 


TL/L/10561-18 


Registered Output 


UI GZS (IN 


INPUT or 
1/0 FEEDBACK 


OCLK 


REGISTERED 
_-QUTPUT 


MMMM 


TL/L/10561-20 


Asynchronous Reset 
- tar y 


TL/L/10561-22 


INPUT or 
1/0 FEEDBACK 
DRIVING AR 


REGISTERED 
OUTPUT 
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28-Lead PLCC Connection Diagram 


I CLK/I0 Veg BS BB 


(2 
28-0610 « Bl Bl 


28-LEAD PLCC 
(TOP VIEW) 


 TLL/10561-3 


GAL6001 Block Diagram— 


CLK/IO* 
. 23) 


GAL 6001 


ry 
22 
Za 
20 
ig 
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17 
16) 
5) 
14] 
113) 


[PLCC Pin Numbers ] en 


TL/L/10561-4 
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Input Logic MacroCell (ILMC) and 
1/O Logic MacroCell (IOLMC) 


The GAL6001 features two configurable input sections. The 
{LMC section corresponds to the dedicated input pins (2- 
11) and the IOLMC to the I/O pins (14-23). Each input 
section is configurable as a block for asynchronous, 
latched, or registered inputs. Pin 1 (ICLK) is used as an 
enable input for latched macrocells (transparent when high) 
and as a clock for registered macrocells (positive edge trig- 
gered). 

Configurable input blocks can be used to advantage by sys- 
tem designers. Registered inputs are popular for synchroni- 
zation and data merging. Transparent latches are useful 
when the input data is invalid outside a known time window. 
Direct inputs are used in systems where the input data is 
well ordered in time. With the GAL6001, external registers 
and latches are not necessary. 


The various configurations of the input and I/O macrocells 
are controlled by programming four architecture control bits 
(INLATCH, INSYN, IOLATCH, and IOSYN) within the 68-bit 
architecture control word. The SYN bits determine whether 
the macrocells will have register/latch capability or will be 
strictly asynchronous. The LATCH bits select between 
latched and registered inputs. 


The three valid macrocell configurations are shown in the 
macrocell equivalent diagrams on the following pages. The 
truth table associated with each diagram shows the values 
of the LATCH and SYN bits required to set the macrocell to 
the configuration shown. 


Output Logic MacroCell (OLMC) 
and State Logic MacroCell (SLMC) 


The outputs of the OR array feed two groups of macrocells. 
One group of eight macrocells is buried; its outputs feed 
back directly into the AND array rather than to device pins. 
These cells are called the State Logic MacroCells (SLMC), 
as they are useful for building state machines. The second 
group of macrocells consists of 10 cells whose outputs, in 
addition to feeding back into the AND array, are available at 
the device pins. Cells in this group are known as Output 
Logic MacroCells (OLMC). 


Like the ILMC and IOLMC discussed above, output and 
state logic macrocells are configured by programming spe- 
cific bits in the architecture control word (CKS(i), OUT- 
SYN(i), XORD(i), XORE(i)), but unlike the input macrocells 
which must be configured in blocks, these macrocells are 
configurable on a macrocell-by-macrocell basis. Throughout 
this datasheet, i = [14 ... 23] for OLMCs andi = [0... 7] 
for SLMCs. 
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State and Output Logic MacroCells may be set to one of 
three valid configurations: combinational, D-type registered 
with sum term (asynchronous) clock, or D/E-type regis- 
tered. Output macrocells always have |/O capability, with 
directional control provided by the 10 output enable (OE) 
product terms. Additionally, the polarity of each OLMC out- 
put is selectable through the XORD(i) architecture bits. Po- 
larity selection is not necessary for SLMCs, since both the 
true and complemented forms of their outputs are available 
in the AND array. Polarity of all ‘‘E” sum terms is selectable 
through the XORE(i) architecture control bits. 


When CKS(i) = 1 and OUTSYN(i) = 0, macrocell “i” is set 
as “D/E-type registered”. In this configuration, the register 
is clocked from the common OCLK and the register clock 
enable input is controlled by the associated ‘‘E’”’ sum term. 
This configuration is useful for building counters and state- 
machines with state hold functions. 


When CKS(i) = 0 and OUTSYN(i) = 0, macrocelt ‘‘i” is set 
as ‘‘D-type registered with sum term clock”. In this configu- 
ration, the register is enabled and its ‘‘E” sum term is routed 
directly to the clock input. This allows for the popular “asyn- 
chronous programmable clock” feature, selectable on a 
register-by-register basis. 

When CKS(i) = 0 and OUTSYN(i) = 1, macrocell “i” is set 
as “combinatorial”. Configuring a SLMC in this manner 
turns it into a complement array. Complement arrays are 
used to construct multi-level logic. 


Registers in both the Output and State Logic MacroCells 
feature a RESET input. This active high input allows the 
registers to be simultaneously and asynchronously reset 
from a common signal. The source of this signal is the RE- 
SET product term. Registers reset to a logic zero, but since 
the output buffers invert, a logic one will be present at the 
device pins. 
There are two possible feedback paths from each OLMC: 
one from before the output buffer (this is the normal path) 
and one from after the output buffer, through the IOLMCs. 
The second path is usable as a feedback only when the 
associated bi-directional pin is being used as an output; dur- 
ing input operations it becomes the input data path, turning 
the associated OLMC into an additional buried state macro- 
cell. 


The D/E registers used in this device offer the designer the 
ultimate in flexibility and utility. The D/E register construct 
can emulate RS-, JK-, and T-type registers with the same 
efficiency as a dedicated RS-, JK- or T-register. 

The three valid macrocell configurations are shown in the 
macrocell equivalent diagrams on the following pages. The 
truth table associated with each diagram shows the bit val- 
ue of CKS(i) and OUTSYN(i) required to set the macrocell to 
the configuration shown. 
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ILMC/IOLMC Configurations 
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OLMC/SLMC Configurations 


OLMC/SLMC Block Diagram 
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OUTSYN(i) 
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OLMC/SLMC Configurations (Continued) 


Combinatorial 


+ 
OLMC 1 
ONLY § 


Array Description 


The GAL6001 E2 reprogrammable array is subdivided into 
three smaller arrays: AND, OR and Architecture. These ar- 
rays are described in detail below. 


AND ARRAY 

The AND array is organized as 78 input terms by 75 product 
term outputs. The 20 input and I/O logic macrocells, 8 
SLMC feedbacks, 10 OLMC feedbacks, and ICLK comprise 
a total of 39 inputs to this array (each available in true and 
complemented forms). Product terms 0-63 serve as inputs 
to the OR array. Product term 64 is the RESET PT; it gener- 
ates the RESET signal described in the earlier discussion of 
output and state logic macrocells. Product terms 65-74 are 
the output enable product terms; they contro! the output 
buffers, thus enabling device pins 14-23 to be bi-direction 
or TRI-STATE®. 


OR ARRAY 

The OR array is organized as 64 inputs by 36 sum term 
outputs. Product terms 0~63 of the AND array serve as the 
inputs to this array. Of the 36 sum term outputs, 18 are data 
(“D”) terms and 18 are enable/clock (“E”) terms. These 
terms feed into the 10 OLMCs and 8 SLMCs, one “‘D” term 
and one “E” term to each. 


ARCHITECTURE ARRAY 

The various configurations of the GAL6001 are enabled by 
programming cells within the architecture control word. This 
68-bit word contains all of the chip configuration data. This 
data includes: XORD(i), XORE(i), CKS(i), OUTSYN(), 
INLATCH, INSYN, IOLATCH, and IOSYN. The function of 
each of these bits has been previously explained. 


Electronic Signature Word 


Every GAL6001 device contains an electronic signature 
word. The Electronic Signature word is a 72-bit user defin- 
able storage area, which can be used to store inventory 
control data, pattern revision numbers, manufacture date, 
etc. Signature data is always available to the user, regard- 
less of the state of the security cell. 


Security Cell 
A security cell is provided with every GAL6001 device as a 
deterrent to unauthorized copying of the array patterns. 


é¢ 


CKS(i) | OUTSYN(i) 
0 1 
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Once programmezg, this cell prevents further read access to 
the AND, OR and architecture arrays. This cell can be 
erased only during a bulk erase cycle, so the original config- 
uration can never be examined once this cell is pro- 
grammed. Electronic Signature data is always available to 
the user, regardless of the state of this control cell. 


Bulk Erase 


Before writing a new pattern into a previously programmed 


' part, the old pattern must first be erased. This erasure is 


done automatically by the programming hardware as part of 
the programming cycle and takes only 50 ms. 


Register Preload 


When testing state machine designs, all possible states and 
state transitions must be verified, not just those required 
during normal machine operations. This is because in sys- 
tem operation, certain events may occur that cause the log- 
ic to assume an illegal state: power-up, brown out, line volt- 
age glitches, etc. To test a design for proper treatment of 
these conditions, a method must be provided to break the 
feedback paths and force any desired state (i.e., illegal) into 
the registers. Then the machine can be sequenced and the 
outputs tested for correct next state generation. 


All of the registers in the GAL6001 can be preloaded, in- 
cluding the input, I/O, and state registers. In addition, the 
contents of the state and output registers can be examined 
in a special diagnostics mode. Programming hardware takes 
care of all preload timing and voltage requirements. 


_ Input Buffers 
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GAL devices are designed with TTL level compatible input 
buffers. These buffers, with their characteristically high im- 
pedance, load driving logic much less than “traditional bipo- 
lar devices”. This allows for a greater fan out from the driv- 
ing logic. ; 

GAL devices do not possess active pull-ups within their in- 
put structures. As a result, National recommends that all 
unused inputs and TRI-STATE |/O pins be connected to 
another active input, Voc, or GND. Doing this will tend to 
improve noise immunity and reduce Icc for the device. 





Power-Up Reset 


Circuitry within the GAL6001 provides a reset signal to all 
registers during power-up. All internal registers will have 


their Q outputs set low after a specified time ((RESET). Asa - 


result, the state on the registered output pins (if they are 
enabled) will always be high on power-up, regardless of the 
programmed polarity of the output pins. This feature can 
greatly simplify state machine design by providing a known 
state on power-up. 


Voc 
ov 


tek “HH 
OCLK 


INTERNAL 
REGISTER Q 


FEEDBACK/EXTERNAL 
REGISTER Q 
OUTPUT 


Ordering Information 


KOKKXXKXXX 
OKRA 


The timing diagram for power-up is shown above. Because 
of the asynchronous nature of system power-up, the follow- 
ing conditions must be met to guarantee a valid power-up 
reset of the GAL6001. First, the Vcc rise must be monoton- 
ic. Second, the clock inputs must become a proper TTL 
level within the specified time (tPR). The registers will reset 
within a maximum of tRESET time. As in normal system 
operation, avoid clocking the device until all input and feed- 
back path setup times have been met. 


VALID CLOCK SIGNAL 


INTERNAL REGISTER 
RESET TO LOGIC 0 


XXX 


EXTERNAL REGISTER 
OUTPUT = LOGIC 1 : 
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The device number is used to form part of a simplified purchasing code where a package type and temperature range are 


defined as follows: 


Generic Array Logic Family — 


Device Number 


Speed 


—30 = 30nS tog 


L = Half Power 


(150 mA for GAL6001) 


Package Type: 


N = 24-Pin Plastic DIP 
V = 28-Lead Plastic Chip Carrier (PLCC) 


C = Commercial (0°C to + 75°) 


[ Temperature Range: 


GAL 6001 -30 LN C 
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ZA National 


Semiconductor 


PAL10/10016P8 
ECL Programmable Array Logic 


General Description 


The PAL1016P8/10016P8 is the first member of an ECL 
programmable logic device family possessing common 
electrical characteristics, utilizing an easily accommodated 
programming procedure, and produced with National Semi- 
conductor’s advanced oxide-isolated process. This family 
includes combinatorial, and registered output devices. 


These devices are fabricated using National’s proven Ti-W 
(Titanium-Tungsten) fuse technology to allow fast, efficient, 
and reliable programming. 


This family allows the designer to quickly implement the de- 
fined logic function by removing the fuses required to prop- 
erly configure the internal gates and/or registers. Product 
terms with all fuses removed assume a logical high state. All 
devices in this series are provided with an output polarity 
fuse that, if removed, will permit any output to independently 
provide a logic low when the equation is satisfied. When 
these fuses are intact the outputs provide a logic true (most 
positive voltage level) in response to the input conditions 
defined by the applicable equation. All input and I/O pins 
have on-chip 50 k0 pull-down resistors. 


Ordering Information 


PAL 10 16 P 


Fuse symbols have been omitted from the logic diagrams to 
allow the designer use of the diagrams to create fuse maps 
representing the programmed device. 

All devices in this family can be programmed using conven- 
tional programmers. After the device has been programmed 
and verified, an additional fuse may be removed to inhibit 
further verification or programming. This ‘“‘security” feature 
can provide a proprietary circuit which cannot easily be du- 
plicated. 


Features 

@ tpp = 6 ns max , 

m Eight combinatorial outputs with programmable polarity 
™ Programmable replacement for conventional ECL logic 
@ Both 10KH and 100K I/O compatible versions 

@ Simplifies prototyping and board layout 

= 24-pin thin DIP packages. ~~ , 

m Programmed on conventional TTL PLD programmers 
m@ Security fuse to prevent direct copying 

@ Reliable titanium-tungsten fuses 


Programmable Array Logic 
Family 


ECL !/O Compatibility 
10 = 10KH 
100 = 100K 


Number of Array Inputs 


Output Type 
P = Programmable Polarity 


Number of Outputs 


Package 
J = 24-Pin Ceramic DIP 


- Temperature Range 
C = Commercial: ' 
0°C to + 75°C for 10KH 
0°C to +85°C for 100K 
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ECL PAL10/10016P8 


Absolute Maximum Ratings 


If Military/Aerospace specified devices are required, Lead Temperature (Soldering, 10 seconds) 
please contact the National Semiconductor Sales ESD Tolerance 
Office/Distributors for availability and specifications. Czap = 100 pF 


Temperature Under Bias (Ambient) ~—55°C to + 125°C Rzap = 15009 


Storage Temperature Range ~65°C to + 150°C Test Method: Human Body Model 
Veg Relative to Voc ~7V to +0.5V Test Specification: NSC meee 


Any Input Relative to Voc Vee to + 0.5V 


Recommended Operating Conditions 


Supply Voltage | 40kH | 
. 100k 


Standard 10 kH/100k Load 
Standard 10 kKH/100k Load 


. High Level Input Voltage Guaranteed input voltage 
high for all inputs 


“10 kH 


ey > 3 . a 100k | orCtoss’c | —1165 
Low Level Input Voltage Guaranteed input voltage 
ars low for all inputs : 10 KH 


100k |; 0°C to 85°C 
— 1020 —840 


10 kH —980 —810 
—920 —735 


100k | o°Ctoss°c | —1025 


—1950 | —1630 
10 kH —1950 | —1630 


—1950 | —1600 
100k | O°C to 85°C 


o°c 
+75°C 


100k | 0°C to 85°C 


High Level Output Voltage | Vin = Vin Max. or Vi, Min. 


Low Level Output Voltage | Vin = Vin Max. or Vj, Min. 


High Level Input Current 


100k | O°C to 85°C 


Supply Current Vee = Max. Allinputs and 10kH | O°C to 75°C 
ar apa dl 100k | 0°C to 85°C 


Note: This product family has been designed to meet the specification in the test table after thermal equilibrium has been established. The circuit is in a test socket 
or mounted on a printed circuit board and transverse air flow greater than 500 linear fpm is maintained. 


Low Level Input Current Vin = Vi Min. Except!/O Pins o°C 
WOkKH | 756 


R, =500 


Gs 5pF 
(INCLUDING JIG AND 
STRAY CAPACITANCE) TL/L/6161-4 
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Switching Characteristics 
Over Recommended Operating Conditions; Output load: RL = 509 to —2.0V, C_ = 5 pF to GND. 


| Min | typ | Max 
aaa eer ee ae ee 
ee ee ee ee 
|} os | | s | 


Test Conditions 


Input to Output* 
Output Fall Time 


*Measure tpp at threshold points 


Connection Diagram | 


__OutputiseTime | 


Dual-In-Line Package 
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Top View 


PAL Design 


The first step in designing a PAL device is the selection of - 


the appropriate device to accommodate the logic equations. 


This is accomplished by partitioning the system into logic. 


blocks with a defined number of inputs and outputs. Next, a 


Logic diagrams can be translated to PAL logic diagrams if 
desired. Fuses left intact are indicated on the logic diagram 
by an “'X”’ at the intersection of the input line and the AND 
gate product line. A blown fuse is not marked. The PAL logic 


_ diagrams are provided with no fuse locations marked, allow- 
-jng the designer to use the diagram to manually create a 


device with an equal or greater I/O capability is selected to - - 


implement each logic block. The assignment of inputs and 
outputs to specific pins follows the device selection. 


This device selection procedure is most easily accom- 
plished with the use of computer software such as the 
OPAL™ package of programs by National Semiconductor 
Corporation, but can be done manually using the logic dia- 
gram and logic symbols provided in this document. 


Specifying the Fuse Pattern 

Once a device with pinout is selected, the fuse pattern may 
be specified. The best procedure is the use of the PLAN, or 
a similar software package which will create the fuse pattern 
from the defined logic for the device and download the pat- 
tern to a programmer. Most common device programmers 
are provided with an RS-—232 port which accesses the data 
provided in JEDEC or a selected HEX format. 


fuse map. Actually, the unprogrammed device is shipped 
with all Xs (fuses) intact. Each fuse node is identified by a 
product line number and an input line number. 


Each device in the ECL PAL family has the capability for its 
output polarity to be user-determined. The selection of out- 
put polarity is logically determined by the equations and im- 
plemented, if an active low output is required, by removing 
the fuse representing the appropriate output. 


National Masked Logic 


lf a large number of devices with the same pattern are re- 
quired, it may be more economical to consider mask pro- 
gramming. These mask-programmed devices will meet or 
exceed all of the performance specifications of the fuse- 
programmed devices they replace. 


To generate a mask-programmed device, National Semi- 


‘ conductor requires a set of logic equations, written in a for- 
- mat such as OPAL, plus test vectors which the user gener- 
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ates as acceptance criteria for the finished product. 
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ECL PAL10/10016P8 


Logic Diagram PAL1016P8/PAL10016P8 


INPUT LINE NUMBER~®0 2 4 6 8 10 12 14 16 18 2022 24 26 28 30 
“ftps P57 7 [9910 [13f15 [17 [19 $21] 23 }25]27 [29/31 
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JEDEC logic array cell number = product line first cell number + input line number. 
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Programming Specification 

This specification defines the programming and verification 
procedure for the first programmable logic devices in Na- 
tionals generic ECL family. The internal fuse arrays consists 
of 64 product lines (8 for each output), each containing 32 
fuse locations (1 for each of 16 inputs and its complement) 
for a total of 2048 array fuses. Eight additional fuses exist to 
allow changing the active output polarity. 


ECL LOGIC 


oan naonkrk WA DY = 


—~ 
bob =— O° 
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Each ECL device is programmed and verified as a 2048x1 
TTL PROM. The connection diagrams in Figure 7 illustrate 
the difference between the logical ECL device and the PRO- 
GRAMMABLE TTL device. 


For a list of current software and programming support tools 
available for these devices, please contact your local Na- 
tional Semiconductor sales representative or distributor. 


TTL PROGRAMMING 
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FIGURE 1. Connection Diagrams 
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ECL PAL10/10016P8 


Array Fuse Addressing 

When programming or verifying a fuse location, the output 
(equation) is addressed by the 3 address pins 13, 14, and 
15. The eight product lines, within the equation, are selected 
by the 3 address pins 9, 10, and 11. The fuse pair locations 
representing the logical inputs are selected by the 4 ad- 
dress pins 2, 3, 22, and 23, with the complementing fuse 
within the pair by the address pin 1. The programming ad- 
dress data is detailed in Tables 1-Ill. 

Table I. Logic Output (Equation) Selection vs. 
Programming Address Inputs. 


re 4 Address Pin 
21 


4 
20 
5 
18 
7 
17 
8 


s-asseeefe 
a 
socececele 


Note that the sequence of outputs represent the physical, not numeric, order 
of logical outputs. 


Table II. Product Line (within Equation, or Output) vs. 
Programming Address Inputs. 


Product Address Pin 
Pin 


0 0 0 
0 0 1 
0 1 0 
0 1 1 
1 0 0 
1 0 1 
1 1 0 
1 1 1 





0 
1 
2 
3 
4 
5 
6 
7 
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Table Ifl. Input Line Selection vs. Programming Address 
Inputs. 


[2s | 2 | 3s || 


OAnNoahr ON Oo 


0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
1 
1 
1° 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
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Note pin 1 affects complementing fuse only. 








Fuse Programming and Verification 


The array and output polarity fuse programming waveform 
‘diagram is shown in Figure 2. The 8 output pins Oy are used 
only to change the polarity of the selected device output 
and for removing the “security” fuse. Tables 4 and 5 define 
the voltage and timing requirements. 


Programming Procedure 


1. Power is applied to the device. VCC, VCC1, and VCC2 
(pins 24, 6, and 19) go to VCC. (The voltage applied to 
pin 24 cannot precede the voltage applied to pin 6) The 
output pins (4, 5, 7, 8, 17, 18, 20, and 21), are open cir- 
cuited, or held at a logic low level, while programming the 
array. 

. After TO, VCC1 (pin 6) can be raised from 5.0 to 10.75V at 
a slew rate not to exceed 10V/yS, or not less 
than 1V/ps. 

. The 11 address inputs (pins 1-3, 9-11, 138-15, 22, and 
23) will define the location of the array fuse to be opened 
or the applicable output pin will define the polarity fuse to 
be opened. : 


. After VCC1 has been stable at 10.75V for period T1 and 
the address has been stable defining the applicable fuse 
location for period T2, VCC2 (pin 19) may slew from 5.0 
to 10.75V at a slew rate of 1 to 10V/pS. 


. VCC2 must remain stable at 10.75V for the duration of 
the programming pulse (TP) before returning to 5.0V. 


. With VCC1 at 10.75V and after VCC2 has been stable at 
5.0V for the period T3, VER pin (16) may be sampled. If 
the fuse was properly opened, a logic low level will be 
observed. If the fuse did not open, steps 4 through 6 may 
be repeated up to 15 times. 


. If additional locations are to be addressed, steps 3 
through 6 must be repeated for each fuse to be opened 
while observing the maximum power up time and duty 
cycle. 

Fuse Verification 

Fuse verification may be performed independent of pro- 
gramming. As seen in Figure 2, with VCC1 at VCCP and 
VCC2 at VCC verification may occur within the defined tim- 
ing constraints. (See Table V) 


5mS MAXIMUM 20% DUTY CYCLE 
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FIGURE 2. Array/Polarity Programming Diagram 
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ECL PAL10/10016P8 


TABLE IV. DC Requirements 
Description — 


Pin 24 Voltage While Programming or Verifying (Pin 
19 Verifying) (Note 1) . 


Pin 24 Current While Programming (Note 2) 


Vcc1/Vcce (Pins 6 and 19) Voltage While 
; Programming (Note 3) 


no 
jo] 
oO 


Vcci (Pin 6) Current While Programming (Note 2) 
VCC2 (Pin 19) Current While Programming (Note 2) © 


_ Input LOW Level - If Left Open, Pins 4, 5, 7, 8, 17, 
18, 20, and 21 are Held Low by Internal 50K 
Resistor 


— 
oO 


Input LOW Current - Pins; 
1-3, 9-11, 13-15, 22, and 23 
Voc/Voc1/Voc2 = Max, Vin = 0.4V 





' 4,5, 7, 8, 17, 18, 20, and 21 (Note 4) 
Voc/Vcoc1/Vcce = Max, Vin = 0.8V 


Input HIGH Level 
Input HIGH Current 


Voc/Voec1/Vece = Max, Vin = Voc Max 
Pins 1-3, 9-11, 13-15, 22, and 23... 


4, 5, 7, 8, 17, 18, 20, and 21 


VoL Output (Pin 16) LOW Level. 
Voco/Vcec1/Vcce = Min, lo. = 4mA 


Vou Output (Pin 16) HIGH Level 
Voc/Vec1/Vcce = Max, lon = —0.6 mA 
Note 1: While programming/verifying, power can be applied to the device for 5 mS maximum with a duty cycle of 20% maximum. 
Note 2: Current measurements are taken with Voc/Vcc1/Voce2 at maximum and with all device inputs and outputs open. 
Note 3: The difference between Vcc and Vccp must not exceed 6V. 7. 
Note 4: If Vin (Vi) is less than 0.8 volts at pins 4, 5, 7, 8, 17, 18, 20, or 21, means must be provided to limit the current sourced by the device pins to 10 mA. 
Note 5: All programming and verification to be performed at 25°C +5°C , . 





Q 
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TABLE V. Timing 


Symbol Description 
TO Power-Up Before Raising Vcc; (Note 1) 


hh 
[=] 
o 


T1 Voc1 at Vccp Before RaisingVcc2 | 
T2 Address Set-Up Time to Vcc2>Vecp 
T3 VER Valid After Voca at Vcc (Note 2) 
T4 Voce at Vcc Before Lowering Voc 
T5 VER Valid After Raising Voc1 (Note 2) 
Address Set-Up Time to VER Valid (Note 2) 
T6 VER Valid Hold Time From Address 
T7 Voce at Vcc Before Address Change 
T8 VER Valid Hold Time From Voce > Vecp (Note 2) 
T9 Vcci at Voc Before Power Down 


PS 
[fo] 
o 


— 
°o 
oO 


TP Programming Pulse 


Note 1: Observe the maximum power-up time or 5 ms and duty cycle of 20% for Voc/Voc1/Vece2 during programming. 
Note 2: VER is valid when Voco2 = Voc and Voc = Veep. 
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Security Fuse Programming 


The security fuse is opened using the same procedure as used for changing the output polarity, except all 8 outputs (pins 4, 5, 7, 
8, 17, 18, 20, and 21) must be selected with the application of Vj}. Verification is determined by the inability to further verify the 
array. 


5mS MAXIMUM 20% DUTY CYCLE 


ALL OUTPUTS HIGH 
TO SELECT SECURITY FUSE 


TL/L/6161-8 


FIGURE 3. Security Fuse Programming Diagram 
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ECL PAL10/10016P8-3 


GA National 


Semiconductor 


PAL10/10016P8-3 


3 ns ECL ASPECT™ Programmable Array Logic 


General Description 


The PAL10/10016P8-3 is a member of the National Semi- 
conductor 28-pin high speed ECL PAL® family. This device 
utilizes National Semiconductor’s ASPECT (Advanced Sin- 
gle Poly Emitter Coupled Technology) process with a newly 
developed tungsten fuse technology to provide the highest- 
speed user-programmable replacements for conventional 
ECL SSI-MSI logic with significant chip-count reduction. The 
JEDEC fuse-map format and programming algorithm of this 
device is compatible with those of all prior ECL PAL prod- 
ucts from National. 


Programmable logic devices provide convenient solutions 
for a wide variety of applications—specific functions, includ- 
ing random logic, custom decoders, state machines, etc. By 
programming fuse links to configure AND/OR gate connec- 
tions, the system designer can implement custom logic as 
convenient sum-of-products Boolean functions. System pro- 
totyping and design iterations can be pesrommed quickly us- 
ing these off-the shelf products. 

The PAL10/10016P8-3 logic array has a total of 16 comple- 
mentary input pairs, 64 product terms and 8 programmable 
polarity output functions. Each output function is the OR- 
sum of 8 product terms. Each product term is satisfied when 
all array inputs which are connected to it (via intact fuses) 
are in the correct state as defined by the equation for that 


Connection Diagram 


PLCC Pin Out 
NC Veo 1 
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product term. Each output function is provided with output 
polarity fuses. These fuses permit the designer to configure 
each output independently to produce either a logic high (by 
leaving the fuse intact) or a logic low (by programming the 
fuse) when the equation defining that output is satisfied. 
Programming equipment and software make PAL design de- 
velopment quick and easy. Programming is accomplished 
using TTL voltage levels and is therefore supported by in- 
dustry standard TTL PLD programmers. After programming 
and verifying the logic array, an additional security fuse may 
be programmed to prevent direct copying of proprietary log- 
ic designs. 


Features 

High speed: tpp = 3 ns max 

Programmable replacement for ECL logic 

Both 100K and 10 KH I/O compatible versions 
Eight output functions with programmable polarity 
Improved programmability tungsten fuses 

Security fuse to prevent direct copying 

Programmed on conventional TTL PLD programmers 
Fully supported by OPALTM and OPALjr development 
software 

m= Commercial and Military ranges 


Block Diagram 
PAL10/10016P8-3 
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Absolute Maximum Ratings 

If Military/Aerospace specified devices are required, Output Current 

please contact the National Semiconductor Sales Lead Temperature (Soldering, 10 Seconds) 
Office/Distributors for availability and specifications. ESD Tolerance 

Temperature under Bias —55°C to + 125°C Czap = 100 pF 

Storage Temperature Range —65°C to + 150°C Rzap = 15009 


Vee Relative to Voc —-7V to +0.5V Test Method: Human Body Model 
Input Voltage Ver to +0.5V Test Specification: NSC SOP-5-028 


Recommended Operating Conditions for commercial Range 


Parameter 


Supply Voltage 10KH 
100K 





Operating Temperature (Note) 10KH 


Conditions 


High Level Input Voltage Guaranteed Input Voltage 
High for All Inputs 


Low Level Input Voltage Guaranteed Input Voltage —1950 | —1480 
Low for All Inputs —1950 | —1480 
—1950 | —1450 


| 100K | orcto +asr | 1610 | -1475 | 
orc 


— 1020 —840 
-980 —810 
—920 -735 


| =1025 | 880 _| 


—1950 | —1630 
—1950 | —1630 
—1950 | —1600 


| 100K | orcto +asrc | -1810 | 1620 | 


High Level Input Current °c 


100K | 0°C to +85°C 


Low Level Input Current Vin = Vit Min | o°C 
1S +75°C 


High Level Output Voltage | Vin = Vin Max or Vi_ Min 


Low Level Output Voltage | Vin = Vin Max or Vi_ Min 





| 100K | orcto +856 | 


Supply Current Vee = Min 0°C to + 75°C 
All Inputs and Outputs Open 400K | 0°Cto +85°C 


Note: Operating temperatures for circuits in J and N packages are specified as ambient temperatures (Ta) with circuits in a test socket or mounted on a printed 
circuit board and transverse air flow greater than 500 linear fpm is maintained. 
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ECL PAL10/10016P8-3 


Switching Characteristics 
Over Recommended Operating Conditions, Output load: RL = 509 to —2.0V, CL = 5 pF to GND 


Parameter 


Input to Output Measured at Threshold Points 
- (Note 1) ; 

Output Rise Time Measured between 

Output Fall Time 20% and 60% Points 


Note 1: All AC Measurements are to be made from Threshold Point. 


Vin = Threshold + 400 mV 
_ Vit = Threshold — 400 mV 
Vitmin + Vitmax 


2 


ren [ tome | Vows [Vas [Trento [vw [vu | 


Threshold = 


| took | an | 1165 | -1475 [| -1300 | -900 | -1700_| 


Timing Measurements Test Load 


V ea 
THRESHOLD INPUT 
IL . 

: pp a 

OH THRESHOLD OUTPUT L 
Yo™ 


TL/L/10714-2 as TL/L/10714~3 
Connection Diagram 


Dual-In-Line Package 


oon nak wn = 


TL/L/10714-4 
Top View 





2-124 


Functional Testing 


As with all field-programmable devices, the user of the ECL 
PAL devices provides the final manufacturing step. While 
National’s PAL devices undergo extensive testing when 
they are manufactured, their logic function can be fully test- 
ed only after they have been programmed to the user’s pat- 
tern. : 


To ensure that the programmed PAL devices will operate 
properly in your system, National Semiconductor (along with 
most other manufacturers of PAL devices) strongly recom- 
mends that devices be functionally tested before being in- 
stalled in your system. Even though the number of post-pro- 
gramming functional failures is small, testing the logic func- 
tion of the PAL devices before they reach system assembly 
will save board debugging and rework costs. For more infor- 
mation about the functional testing of PAL devices, please 
refer to National Semiconductor's Application Note #351 
and the Programmable Logic Design Guide. 


Ordering Information 


Design Development Support 


A variety of software tools and programming hardware is 
available to support the development of designs using PAL 
products. Typical software packages accept Boolean logic 
equations to define desired functions. Most are available to 
run on personal computers and generate JEDEC-compati- 


‘ble “fuse maps”. The industry-standard JEDEC format en- 


sures that the resulting fuse-map files can be downloaded 
into a large variety of programming equipment. Many soft- 
ware packages and programming units support a large vari- 
ety of programmable logic products as well. The OPALT™ 
software package from National Semiconductor supports all 
programmable logic products available from National and is 
fully JEDEC-compatible. OPAL software also provides auto- 
matic device selection based on the designer’s Boolean 
logic equations. 


A detailed logic diagram showing all JEDEC fuse-map ad- 
dresses for the PAL10/10016P8-3 is provided for direct 
map editing and diagnostic purposes. For a list of current 
software and programming support tools available for these 
devices, please contact your local National Semiconductor 
sales representative or distributor. If detailed specifications 
of the ECL PAL programming algorithm are needed, please 
contact the National Semiconductor Programmable Device 
Support Department. 
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Programmable Array Logic Family 


ECL 1/O Compatibility: 
~40=ECL10KH 
100 = ECL 100K 


Number of Array Inputs 


Output Type: 
P = Programmable Polarity 


Number of Outputs 
Speed Version: —3 = 3ns tpp 


Packaging: . 
N = 24-Pin Plastic DIP 
V = 28-Pin PLCC 


Temperature Range: 
C = Commercial: 
o°C to + 75°C for 10KH 
0°C to + 85°C for 100K 


PAL 100 16 P 8 


—3 N C 
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ECL PAL10/10016P8-3 





Logic Diagram—PAL1016P8-3/PAL10016P8-3 
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ZA National 


Semiconductor 


PAL10/10016PE8-3 (PLCC Only) 
3 ns ECL ASPECT™ Programmable Array Logic 


General Description 


The PAL10/10016PE8-3 is a member of the National Semi- 
conductor 28-pin high speed ECL PAL® family. This device 
utilizes National Semiconductor’s ASPECT (Advanced Sin- 


gle Poly Emitter Coupled Technology) process with a newly ~ 


developed tungsten fuse technology to provide the highest- 
speed user-programmable replacements for conventional 


ECL SSI-MSI logic with significant chip-count reduction. The .. 


JEDEC fuse-map format and programming algorithm of this 
device is compatible with those of all prior ECL PAL prod- 
ucts from National. 


Programmable logic devices provide convenient solutions 
for a wide variety of applications—specific functions, includ- 
ing random logic, custom decoders, state machines, etc. By 
programming fuse links to configure AND/OR gate connec- 
tions, the system designer can implement custom logic as 
convenient sum-of-products Boolean functions. System pro- 
totyping and design iterations can be performed aay us- 
_ ing these off-the shelf products. 


The PAL10/10016PE8-3 logic array has a total of 16 com- 
plementary input pairs, 64 product terms and 8 programma- 
ble polarity output functions. Each output function is the OR- 
sum of 8 product terms. Each product term is satisifed when 
all array inputs which are connected to ‘it (via intact fuses) 


are in the correct state as defined by the equation for that 


Ordering Information _ 
— Programmable Array Logic Family 


— ECL I/O Compatibility: 
10 = ECL 10KH 
100 = ECL 100K 


Number of Array Inputs 


Output Type: 
PE = Expanded Programmable 
Polarity (No 1/0 Pins/PLCC 
only) 


Number of Outputs © 
Speed Version: -3 = 3ns tpp 
Packaging: V = 28-Pin PLCC 


Temperature Range: 

. © = Commercial: 
0°C to + 75°C for 10KH 
0°C to + 85°C for 100K 





PAL 100 16 PE 8 -3 V C 


product term. Each output function is provided with output 
polarity fuses. These fuses permit the designer to configure 
each output independently to produce either a logic high (by 
leaving the fuse intact) or a logic low (by programming the 
fuse) when the equation defining that output is satisfied. 

Programming equipment and software make PAL design de- 


velopment quick and easy. Programming is accomplished 
using TTL voltage levels and is therefore supported by in- 


' dustry standard conventional TTL PLD programmers. After 


programming and verifying the logic array, an additional se- 


curity fuse may be programmed to prevent direct copying of 


proprietary logic designs. 


Features 

1 High speed: tpep = 3 ns max 
Full 28-pin function (all pins used) 
Programmable replacement for ECL logics 
Both 100K and 10 KH I/O compatible versions 
Eight output functions with programmable polarity 
Security fuse to prevent direct copying 


Fully supported by OPAL™ and OPALjr development 
software 


m High density-high performance 28-pin PLCC package : 


Block Diagram 
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ECL PAL10/10016PE8-3 


Absolute Maximum Ratings 


If Military/Aerospace specified devices are required, 
please contact the National Semiconductor Sales 
Office/Distributors for availability and specifications. 


Temperature under Bias —55°C to + 125°C 
Storage Temperature Range —65°C to + 150°C 
Veg Relative to Voc —7V to +0.5V 
Input Voltage Vee to + 0.5V 


Recommended Operating Conditions 


Supply Voltage 10KH a 46 —5. es — 94 
100K —4.80 —4,5 errs 20 ; 


Operating Temperature (Note) 


__Conditions 


High Level Input Voltage Guaranteed Input Voltage 


High for All Outputs 


Low Level Input Voltage Guaranteed Input Voltage 


" Low for All Inputs 


High Level Output Voltage | Vin = Vjy Max or Vi_ Min 


Low Level Output Voltage | Vin = Vin Maxor Vi_ Min 


High Level Input Current 


Low Level Input Current Vin = Vin Min 


Output Current 
Lead Temperature 
(Soldering, 10 Seconds) 

ESD Tolerance 

‘Czap = 100 pF 

Rzap = 15000: .. - 

Test Method: Human Body Model 

Test Specification: NSC SOP-5028 


—840 
—810 


—1950 | —1630 
—1950 ; —1630 
—1950 | —1600 


| 100K | orCto +asrc | -r1810 | 1620 | 


0°c 


O°C to +85°C 


oC 
100K | O°Cto +85°C 


Supply Current Vee = Min 10KH | O°Cto +75°C 
’ All Inputs and Outputs Open 100K | O°Cto +85°C 


Note: Operating temperatures for circuits in PLCC packages are specified as ambient temperatures (Ta) with circuits in a test socket or mounted on a printed circuit 


board and transverse air fos greater than 500 linear fpm is maintained. 
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Switching Characteristics 
Over Recommended Operating Conditions, Output load: RL = 509 to —2.0V, C, = 5 pF to GND 


Measured Test Conditions 


Input to Output Measured at Threshold Points 
(Note 1) 


Output Rise Time Measured between 
Output Fall Time 20% and 80% Points 


Note 1: All AC Measurements are to be made from Threshold Point. 


Vin = Threshold + 400 mV 
Vit = Threshold — 400 mV 
Vitmin + VitMax 


Threshold = 


2 


orc | -1170 | -1480 —1325 -925 | -1725 

25°C | -1130 | -1480 —1300 -900 | -1700 

75°C | -1070 | -1450 —1260 —860 | —1660 
| rook | an | -1165 | -t1475 | 1900 | -s00 | -1700_| 





Timing Measurements Connection Diagram 


‘ 
= Kees INPUT RECe 
IL : | Y, | 
tpp se 
Vou 
THRESHOLD OUTPUT 
VoL 


TL/L/10712-2 


Test Load 


| Ver | 


TL/L/10712-3 ; TL/L/10712-4 
Top View 


Order Number PAL1016PE8-3/PAL10016PE8-3 
See NS Package Number V28A 
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ECL PAL10/10016PE8-3 


Functional Testing 


As with all field-programmable devices, the user of the ECL 
PAL devices provides the final manufacturing step. While 
National’s PAL devices undergo extensive testing when 
they are manufactured, their logic function can be fully test- 
ed only after they have been programmed to the user’s pat- 
tern. 


To ensure that the programmed PAL devices will operate 
properly in your system, National Semiconductor (along with 
most other manufacturers of PAL devices) strongly recom- 
mends that devices be functionally tested before being in- 
stalled in your system. Even though the number of postpro- 
gramming functional failures is small, testing the logic func- 
tion of the PAL devices before they reach system assembly 
will save board debugging and rework costs. For more infor- 
mation about the functional testing of PAL devices, please 
refer to National Semiconductor’s Application Note 4991 
and the Programmable Logic Design Guide. 


Design Development Support 


A variety of software tools and programming hardware is 
available to support the development of.designs using PAL 
products. Typical software packages accept Boolean logic 
equations to define desired functions. Most are available to 
run on personal computers and generate JEDEC-compaiti- 
ble “fuse maps”. The industry-standard JEDEC format en- 
sures that the resulting fuse-map files can be downloaded 
into a large variety of programming equipment. Many soft- 
ware packages and programming units support a large vari- 
ety of programmable logic products as well. The OPAL soft- 
ware package from National Semiconductor supports all 
programmable logic products available from National and is 
fully JEDEC-compatible. OPAL software also provides auto- 
matic device selection based on the designer's Boolean 
logic equations. 


A detailed logic diagram showing all JEDEC ‘fuse- -map ad- 
dresses for the PAL10/10016PE8-3 is provided for direct 
map editing and diagnostic purposes. For a list of current 
software and programming support tools available for these 
devices, please contact your local National Semiconductor 
sales representative or distributor. If detailed specifications 
of the ECL PAL programming algorithm are needed, please 
contact the National Semiconductor rogiammabie Device 
Support Department. ae 
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Programming 

Most programmers listed below are able to directly program 
the 28-lead PLCC package. If programming from.a DIP 
socket the following adapter wiring is required: 


PLCC Pin DIP Pin 
No Gonnect 
1 


; 8 
No Connect 
9 
10 
oh 
12 
No Connect 
13 
14 
15 
16 
No Connect 
17 
18 
19 
20 
21 
22 
23 
24 


PLCC pins 1, 10, 15 and 20 are not connected to the DIP 
pins because these are the additional ECL inputs. If using 
such an adaptor, a 0.1 uF capacitor should be added from 
PLCC pin 23 to PLCC pin 14. 





Logic Diagram—PAL1016PE8-3/PAL10016PE8-3 


PLCC Pin 
Number 


Input Line Number—>o 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 
17] 19 [21] 23 J2s]27 | 20]31 


11 JIS 915 


Product Line——> 0 
First Cell Number 64 


128 160 


192 BEDE See 


en 
wD 


PLCC Pin 
Number 


\ 


Voc 
ig Roce 28 


amin 
=r tr jin 
PE REE 
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JEDEC fogic array cell number = product line first cell number + input line number 
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ECL PAL10/10016P4A 


Semiconductor 


ZA National 


PAL10/10016P4A 
4ns ECL Programmable Array Logic 


General Description 


The PAL1016P4A and PAL10016P4A are members of the 
National Semiconductor ECL PAL® family. The PAL10/ 
10016P4A is a functional subset of the PAL10/10016P8 
(6 ns tpd) and is compatible in pinout, JEDEC map format, 
and programming algorithm. The ECL PAL family utilizes 
National Semiconductor's advanced oxide-isolated process 
and proven Titanium-Tungsten (Ti-W) fuse technology to 


provide user-programmable logic to replace conventional - 


ECL SSI/MSI gates and flip-flops. Typical chip count reduc- 
tion gained by using PAL devices is greater than 4:1. 


This family allows the systems engineer to customize his 
chip by opening fuse links to configure AND and OR gates 
to perform his desired logic function. Complex interconnec- 
tions that previously required time-consuming layout are 
thus transferred from PC board to silicon where they can 
easily be modified during prototype checkout or production. 


The PAL transfer function is the familiar sum-of-products 
implemented with a single array of fusible links. The PAL 
device incorporates a programmable AND array driving a 
fixed OR array. The AND term logic matrix incorporates 16 
complementary inputs and 32 product terms. The 32 prod- 
uct terms are grouped into four OR functions with eight 
product terms each. All devices in this series are provided 
with output polarity fuses. These fuses permit the designer 
to configure each output independently to provide either a 
logic true (by leaving the fuse intact) or a logic false (by 
programming the fuse) when the equation defining met out- 
put is satisfied. 


Product terms with all fuses programmed assume a logical 
high state, while product terms connected to both the true 


Ordering Information 


and complement of any input assume a logical low state. All 


. product terms in an unprogrammed part are logically low. 


Fuse symbols have been omitted from the logic diagrams to 
allow the designer use of the diagrams for logic editing. 


These ECL PAL devices may be programmed on many PLD 
programmers. Programming is accomplished using TTL 
voltage levels. Once programmed and verified, an additional 
fuse may be programmed to disable further verification. This 
feature gives the user.a /proplictary circuit which is difficult 
to copy. 


Features 


‘@ High speed: 


Combinatorial outputs 
tpd = 4 ns max 


‘m Both 10 KH and 400K 1/O compatible versions 


@ Four output functions; sixteen dedicated inputs 

@ Individually programmable polarity for all logic outputs 
@ Reliable titanium-tungsten fuses 

m Security fuse to prevent direct copying 

m Programmed on many PLD programmers 


‘m™ Fully Supported by OPAL™ and OPALir Software 


m@ Packaging: 
24-pin thin DIP (0.300” ) 
OPAL and OPALjr development software 


Applications | | 
m Programmable replacement for ECL logic 
@ Address or instruction decoding 


The device number is used to form part of a simplified purchasing code where a baGhage type and temperature range are 


defined as follows: 


— Programmable Array Logic Family 
ECL I/O Compatible 
10 = 10kH 
100 = 100k 
Number of Array Inputs 


Output Type 


P = Combinatorial with Programmable Polarity 
Number of Outputs 


Speed Range 
No Symbol! 


= Standard Speed (6 ns) 


A = High Speed (4 ns) 


Package 


J = Ceramic DIP 
Temperature Range 

C = 0°Cto +75°C for 10 KH 

0°C to + 85°C for 100k 
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Absolute Maximum Ratings 


If Military/Aerospace specified devices are required, Lead Temperature (Soldering, 10 seconds) 300°C 
please contact the National Semiconductor Sales ESD Tolerance 41000V 
Office/Distributors for availability and specifications. Czap = 100 pF 


Temperature Under Bias —55°C to + 125°C Rzap = 15009 


Storage Temperature Range —65°C to + 150°C Test Method: Human Body Model 
Ve Relative to Voc ~7V to +0.5V Test Specification: NSC SOP-5-028 


Any Input Relative to Vcc Veg to +0.5V 


Recommended Operating Conditions 


DC Electrical Characteristics over Recommended Operating Conditions 
Output Load = 502 to —2.0V 


Conditions 


High Level Input Voltage Guaranteed Input Voltage 
High For All Inputs 10 KH 
took | orcto +esc | -1165 | 880 | 


Low Level Input Voltage Guaranteed Input Voltage -—1950 | —1480 
Low For All Inputs ‘10 KH —1950 | —1480 


—1950 | —1450 


100K | O°Cto+85°C | —1810 | —1475 


High Level Output Voltage | Vin = ViH Max. or Vi_ Min. ~— 1020 —840 
10 KH —980 —810 
—920 —735 


Low Level Output Voltage | Vin = Vin Max. or Vi, Min. : —1950 | —1630 
10 KH -1950 | —1630 
—1950 | —1600 


| 100K | orcto +a5c | -1810 | 


High Level Input Current ; 


-100K | O°C to +85°C 


| =1620 | 
Rn 

Cc 220 
Low Level Input Current Vin = Vit Min. 40 KH [tee _| os | 
0°C to +85°C 
All Inputs and Outputs Open 0°C to +85°C 


Note: Operating temperatures for circuits in Dual-In-Line packages are specified as ambient temperatures (Ta) with circuits in a test socket or mounted on a printed 
circuit board and transverse air flow greater than 500 linear fpm is maintained. Operating temperatures for circuits packaged in QUAD CERPAK are specified as 
case temperatures (Tc). All specifications apply after thermal equilibrium has been established. 
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Switching Characteristics 
Over Recommended Operating Conditions, Output load: RL = 509 to —2.0V, C_ =.5 oF t to GND 


Measured Test Conditions ae 


Input to Output Measured at threshold en 
--(Note 1) 


| OutputRise Time | Rise Time ~ Measured between 


Output Fall Time 20% and 80% points 


Note 1: All AC measurements are to be made from threshold point. 
Vin = Threshold + 400 mV 


Vit = Threshold ~ 400 mV 


Vitivin + Vitmax 
2 


ECL PAL10/10016P4A 


Threshold = 


Loox | an | 1165 | -s475 | 1300 | -200 | 1700 


ae! 


Timing Measurements 
. Output Load 


= jenn INPUT | Dout 
tp fs . 


===THRESHOLD OUTPUT 


TL/L/9138-7 
“S= TL/L/9138-2 


Connection Diagram. . 


Dual-In-Line Package 
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oo _ TL/L/9138-3 
. Top View 
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Logic Diagram PAL1016P4A/PAL10016P4A 
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JEDEC logic array cell number = product line first cell number + input line number 


Functional Testing 


As with all field-programmable devices, the user of the ECL 
PAL devices provides the final manufacturing step. While 


National’s PAL devices undergo extensive testing when . 


they. are manufactured, their logic function can be fully test- 
ed only after they have been programmed to the user’s 
tern. 


To ensure that the programmed PAL devices will ii-eperaic =” 


properly in your system, National Semiconductor (along with 
most other manufacturers of PAL devices) strongly recom- 
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mends that devices be functionally tested before being in- 
stalled in your system. Even though the number of post-pro- 


- gramming functional failures is small, testing the logic func- 


tion of the PAL devices before they reach system assembly 
will save board debugging and rework costs. Refer to Na- 
tional Semiconductor’s Application Note #351 and the Pro- 


_ grammable Logic Design Guide for more information about 


the functional testing of PAL devices. 


Please contact your local sales office for a list of current 
programming support tools for ECL PAL devices. 
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ECL PAL10/10016P4-2 


ZA National 


Semiconductor 


PAL10/10016P4-2 (DIP Only) 


2 ns ECL ASPECT™ Programmable Array Logic 


General Description 

The PAL10/10016P4-2 is a member of the National Semi- 
conductor 28-pin high speed ECL PAL® family. This device 
utilizes National Semiconductor’s ASPECT (Advanced Sin- 
gle Poly Emitter Coupled Technology) process with a newly 
developed tungsten fuse technology to provide the highest- 
speed user-programmable replacements for conventional 


ECL SSI-MSI logic with significant chip-count reduction. The ° 


JEDEC fuse-map format and programming algorithm of this 


device is compatible with those of all prior ECL PAL prod- - 


ucts from National. 


Programmable logic devices provide convenient solutions 
for a wide variety of application-specific functions, including 
random logic, custom decoders, state machines, etc. By 
programming fuse links to configure AND/OR gate connec- 
tions, the system designer can implement custom logic as 
convenient sum-of-products Boolean functions. System pro- 
totyping and design iterations can be performed quickly us- 
ing these off-the-shelf products. 


The PAL10/10016P4-2 logic array has a total of 16 comple- 
mentary input pairs, 32 product terms and 4 programmable 
polarity output functions. Each output function is. the OR- 
sum of 8 product terms. Each product term is satisfied when 
all array inputs which are connected to it (via intact fuses) 
are in the correct state as defined by the equation for that 


Block Diagram patio/10016P4-2 


Vee = 12, Voc = 24, Veco (5, 7) = 6 
Veco (18, 20) = 
Pinout applies to 24-pin DIP 


product term. Each output function is provided with output 
polarity fuses. These fuses permit the designer to configure 
each output independently to produce either a logic high (by 
leaving the fuse intact) or a logic low (by programming the 
fuse) when the equation defining that output is satisfied. 
Programming equipment and software make PAL design de- 
velopment quick and easy. Programming is accomplished 
using TTL voltage levels and is therefore supported by in- 
dustry standard TTL PLD programmers. After programming 
and verifying the logic array, an additional security fuse may 
be programmed to prevent direct copying of proprietary log- 
ic designs. 


Features’. 

m Highest speed: tpp = 2.5 ns max 

m Programmable replacement for ECL logic 

m@ Both 100K and 10 KH I/O compatible versions. 

@ Four output functions with programmable polarity 

@ Improved programmability tungsten fuses 

@ Security fuse to prevent direct copying 

m Programmed on conventional TTL PLD programmers 

m Fully Supported by OPAL™ and OPALjr development 
software — 

m= Commercial and Military ranges 


TL/L/10711-1 
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Absolute Maximum Ratings 

If Military/Aerospace specified devices are required, Output Current 

please contact the National Semiconductor Sales Lead Temperature (Soldering, 10 seconds) 
Office/Distributors for availability and specifications. ESD Tolerance 
Temperature Under Bias — 55°C to + 125°C Czap = 100 pF 

Storage Temperature Range —65°C to + 150°C Rzap = 15000 


Vee Relative to Voc —7V to +0.5V Test Method: Human Body Model 
Input Voltage Veg to +0.5V Test Specification: NSC SOP-5-028 
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Recommended Operating Conditions for commercial Range 


Parameter 


Supply Voltage 
Operating Temperature (Note) 


Electrical Characteristics over Recommended Operating Conditions 
Output Load = 50 to —2.0V 


Symbol 


High Level Input Voltage Guaranteed Input Voltage —1170 —840 
High For All inputs 10 KH —1130 —810 
—1070 —735 


Low Level Input Voltage Guaranteed Input Voltage —1950 | —1480 
Low For All inputs 10 KH —1950 | —1480 
—1950 | —1450 


| 100K | Octo +85%C | -1810 | -1475 | 
0°C 


—1020 
10 KH —980 
—920 


100K | o°Cto +85°C | —1025 


Low Level Output Voltage | Vin = Vin Max. or Vi, Min. —1950 | —1630 
10 KH —1950 | —1630 
—1950 | —1600 


| 100K | orcto +a5c | -1810 | -1620 | 


High Level Input Current Vin = Vin Max. 40 KH 0°C to 
+75°C 


100K | O°C to +85°C 


Low Level Input Current Vin = Vit Min. 10 KH 0°C to 
+75°C 
100K | O°C to +85°C 


Supply Current Vee = Min. 10KH | O°Cto +75°C 
All Inputs and Outputs Open 100K | O°Cto +85°C 


Note: Operating temperatures for circuits in N and J packages are specified as ambient temperatures (Ta) with circuits in a test socket or mounted on a printed 
circuit board and transverse air flow greater than 500 linear fpm is maintained. 


High Level Output Voltage | Vin = Viq Max. or Vi Min. 
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ECL PAL10/10016P4-2 


Switching Characteristics 
Over Recommended Operating Conditions, Output load: RL = 509 to —2.0V, C, = 5 pF to GND 


Measured Test Conditions 
Input to Output Measured at Threshold Points 
: (Note 1) 


Output Rise Time Measured between 
Output Fall Time 20% and 80% points 


Note 1: All AC Measurements are to be made from Threshold Point. 


-Vin. = Threshold + 400 mV 
Vit =. Threshold — 400 mV 

MiHimin * a 
Threshold = ——————— 


Timing Measurements co . ' Test Load 


Vin : Dout 
THRESHOLD ok INPUT . 


TL/L/10711-2 


PD Ry 
You 
THRESHOLD OUTPUT 
Vou 


Connection Diagram 


Dual-In-Line Package 
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TL/L/10711-4 
Top View 
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Functional Testing 


As with all field-programmable devices, the user of the ECL 
PAL devices provides the final manufacturing step. While 
National’s PAL devices undergo extensive testing when 
they are manufactured, their logic function can be fully test- 
ed only after they have been programmed to the user’s pat- 
tern. 


To ensure that the programmed PAL devices will operate 
properly in your system, National Semiconductor (along with 
most other manufacturers of PAL devices) strongly recom- 
mends that devices be functionally tested before being in- 
stalled in your system. Even though the number of post-pro- 
gramming functional failures is small, testing the logic func- 
tion of the PAL devices before they reach system assembly 
will save board debugging and rework costs. For more infor- 
mation about the functional testing of PAL devices, please 
refer to National Semiconductor’s Application Note #351 
and the Programmable Logic Design Guide. 


Design Development Support 


A variety of software tools and programming hardware is 
available to support the development of designs using PAL 


Ordering Information 


products. Typical software packages accept Boolean logic 
equations to define desired functions. Most are available to 
run on personal computers and generate JEDEC-compati- 
ble “fuse maps”. The industry-standard JEDEC format en- 
sures that the resulting fuse-map files can be downloaded 
into a large variety of programming equipment. Many soft- 
ware packages and programming units support a large vari- 
ety of programmable logic products as well. The OPAL soft- 
ware package from National Semiconductor supports all 
programmabie logic products available from National and is 
fully JEDEC-compatible. OPAL software also provides auto- 
matic. device selection based on the designer’s Boolean 
logic equations. , 

A detailed logic diagram showing all JEDEC fuse-map ad- 
dresses for the PAL10/10016P4-2 is provided for direct 
map editing and diagnostic purposes. For a list of current 
software and programming support tools available for these 
devices, please contact your local National Semiconductor 
sales representative or distributor. If detailed specifications 
of the ECL PAL programming algorithm are needed, please 
contact the National Semiconductor Programmable Device 
Support Department. 


Programmable Array Logic Family — 


ECL 1/O Compatibility: 
10 = ECL10KH 
100 = ECL 100K 


Number of Array Inputs 


Output Type: 
C =Complementary 
P =Programmable Polarity 


Number of Outputs 


Speed Version: — 2 = 2.5nstpp . 


Packaging: : 
N = 24-Pin Plastic DIP 
*Note: For PLCC see PAL10/10016C4-2 datasheet 


Temperature Range: 
C = Commercial: 
0°C to + 75°C for 10 KH 
0°C to + 85°C for 100K 


PAL 100 16 P 4 -2 N 
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ECL PAL10/10016P4-2 


Logic Diagram—PAL 1016P4-2/PAL10016P4-2 


INPUT LINE NUMBER —>° 2 8 10 12 14 16 18 20 22 24 26 28 30 
1413 13] 15 [17 ]19 (21) 23 [25]27 | 29731 


i a -< 
roe 


PRODUCT LINE a" Hi = 1 BEER EEE ra 
FIRST CELL NUMBER fafa | onn,@ 


aiiniiiniiiniii 
Soe 
+4 | ranean —> 


o—tjii tit Tt 


SC 


>a 
i HEF 


SY 
12 V 
EE 


TL/L/10711-5 
JEDEC logic array cell number = product line first cell number + input line number 
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ZANational 


Semiconductor 


PAL10/10016C4-2 (PLCC Only) 
2ns ECL ASPECT™ Programmable Array Logic 


General Description 


The PAL10/10016C4-2 is a member of the National Semi- 
conductor 28-pin high speed ECL PAL® family. This device 
utilizes National Semiconductor's ASPECT (Advanced Sin- 
gle Poly ECL Technology) Process with a newly developed 
tungsten fuse technology to provide the highest-speed user- 
programmable replacements for conventional ECL SSI-MSI 
logic with significant chip-count reduction. The JEDEC fuse- 
map format and programming algorithm of this device is 
compatible with those of all prior ECL PAL products from 
National. 


Programmable logic devices provide convenient solutions 
for a wide variety of application-specific functions, including 
random logic, custom decoders, state machines, etc. By 
programming fuse links to configure AND/OR gate connec- 
tions, the system designer can implement custom logic as 
convenient sum-of-products Boolean functions. System pro- 
totyping and design iterations can be performed quickly us- 
ing these off-the-shelf products. 


The PAL10/10016C4-2 logic array has a total of 16 comple- 
mentary input pairs, 32 product terms and 4 complementary 
output functions. Each output function is the OR-sum of 8 
product terms. Each product term is satisfied when all array 
inputs which are connected to it (via intact fuses) are in the 
correct state. Complementary outputs eliminate the need 


Ordering Information 


for external inverters and allow for more convenient output 
OR-tying. They are also suitable for differential sensing for 
increased noise immunity. All input pins have on-chip 50 kN. 
pull-down resistors. — 

Programming equipment and software make PAL design de- 
velopment quick and easy. Programming is accomplished 
using TTL voltage levels and is therefore supported by sev- 
eral conventional TTL PLD programming units. After pro- 
gramming and verifying the logic array, an additional securi- 
ty fuse may be programmed to prevent direct copying of 
proprietary logic designs. 


Features 
Highest speed: tpep = 2 ns max 
Full 28-pin function — 
Programmable replacement for ECL logic 
Both 100K and 10 KH !/O compatible versions 
Four output functions with complementary outputs 
Improved programmability tungsten fuses 
Security fuse to prevent direct copying 
m Programmed on conventional TTL PLD programmers 
m@ Fully Supported by OPALT™ and OPALjr development 
software 
m High density-High performance 28-pin PLCC package 


Block Diagram 


Programmable Array Logic Family 


ECL 1/O Compatibility: 
10 = ECL 10 KH 
100 = ECL 100K 


Number of Array Inputs 


- Output Type: 


PAL10/10016C4-2 


C= Complementary 
P = Programmable Polarity 


Number of Outputs 


— Speed Version: —2 = 2ns tpp 


Packaging: V = 28-Pin PLCC 
* Note: For DIP see PAL10/10016 


P4-2 datasheet. 


Temperature Range: 
C = Commercial: . 
0°C to. + 75°C for 10 KH 


. - OC to +85°C for 100K 


ne : TL/L/10454- 
Vee = 14, Voc = 28, Voco (5, 6, 8, 9) = 7 
Voco (21, 22, 24, 25) = 23 
Pinout applies to 28-pin PLCC 
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ECL PAL10/10016C4-2 


Absolute Maximum Ratings 


If Military/Aerospace specified devices are required, 
please contact the National Semiconductor Sales 
Office/Distributors for availability and specifications. 


Temperature Under Bias — 58°C to + 125°C 
Storage Temperature Range —65°C to + 150°C 
Veg Relative toVcc - - -7Vto +0.5V 
Input Voltage Veg to +0.5V 


Recommended Operating Conditions 


._ Supply Vohuae _10 KH 


Output Current 
Lead Temperature (Soldering, 10 seconds) 
ESD Tolerance 


Test Method: Human Body Mode! . 
Test Specification: NSC SOP-5-028 





3 ~ Operating Temperature (Note) 10 KH 


Electrical Characteristics over Recommended Operating Conditions 


Output Load = 500 to —2.0V 


High Level Input Voltage 
High For All Inputs 


Low Level Input Voltage 
Low For All Inputs 


High Level Output Voltage 
Low Level Output Voltage 


High Level Input Current Vin = Vin Max. 


Low Level Input Current. Vin = Vit Min. 


Guaranteed Input Voltage 


Guaranteed Input Voltage 


Vin = Vin Max. or Vi Min. 


Vin = Vin Max. or Vi_ Min. 


orc +086 | 


10 KH 


10 KH 


00K | ote +a5c | —te10 | 1620 


0°C to 
100K | O0°Cto ude 
— O°Cto 
|. 100K | O°Cto +85°C 


10 KH } O°Cto +75°C 


Supply Current ~ Vee = Min. ; : ' 
‘ ; All Inputs and Outputs Open 100K |} O°Cto +85°C 


Note: Operating temperatures for circuits in PLCC packages are specified as ambient temperatures (Ta) with circuits in a test socket or fa) ona printed circuit 


- board ane transverse air flow greater than a linear fpm is maintained. 





Switching Characteristics 
Over Recommended Operating Conditions, Output load: Ry, = 50 to —2.0V, C, = 5 pF to GND 


{Parameter Measured Test Conditions | win | Max 
| _Inputto Output | Measuredatso%pointss || 2.0 
- Measured between | 02s | ts 
| Outputrantime | 207% and 80% points | ozs | 128 | 


Timing Measurements «8 Test Load 


-0.9V Dout 
INPUTS 
Or tay 


OUTPUTS 
TL/L/10454-3 


Connection Diagram 


o oO! 


o 


0 
0 


TL/L/10454-5 
Top View 


Order Number PAL1016C4-2/PAL10016C4-2 
See NS Package Number V28A 
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ECL PAL10/10016C4-2 


Functional Testing 


As with all field-programmable devices, the user of the ECL 
PAL devices provides the final manufacturing step. While 
National’s PAL devices undergo extensive testing when 
they are manufactured, their logic function can be fully test- 
ed only after they have been programmed to the user’s pat- 
tern. 


To ensure that the programmed PAL devices will operate 
properly in your system, National Semiconductor (along with 
most other manufacturers of PAL devices) strongly recom- 
mends that devices be functionally tested before being in- 
stalled in your system. Even though the number of post-pro- 
gramming functional failures is small, testing the logic func- 
tion of the PAL devices before they reach system assembly 
will save board debugging and rework costs. For more infor- 
mation about the functional testing of PAL devices, please 
refer to National Semiconductor’s Application Note #351 
and the Programmable Logic Design Guide. 


Design Development Support 


A variety of software tools and programming hardware is 
available to support the development of designs using PAL 


ares 


products. Typical software packages accept ‘Boolean logic 
equations to define desired functions. Most are available to 
run on personal computers and generate JEDEC-compati- 
ble “fuse maps”. The industry-standard JEDEC format en- 
sures that the resulting fuse-map files can be downloaded 
into a large variety of programming equipment. Many soft-. 
ware packages and programming units support a large vari- 


‘ety of programmable logic products as well. The OPAL soft- 


ware package from National Semiconductor supports all 
programmable logic products available from National and is 
fully JEDEC-compatible. OPAL software also provides auto- 
matic device selection based on the designer’s Boolean 
logic equations. meee 

A detailed logic diagram showing all JEDEC fuse-map ad- 
dresses for the PAL10/10016C4-2 is provided for direct 
map editing and diagnostic purposes. For a list of current 


. software and programming support tools available for these 
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devices, please contact your local National Semiconductor 
sales representative or distributor. If detailed specifications 
of the ECL PAL programming algorithm are needed, please 
contact the National Semiconductor Programmable Device 
Support Department. , 





ECL PAL10/10016C4-2 
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Semiconductor 


Za National 


Application Examples* 


- Application Examples 


1.0 Basic Gates | | | 
This example demonstrates how fusable logic can implement the basic inverter, AND, OR, NAND, NOR and exclusive-OR 


functions. The PAL12H6 is selected in this example because it’s architecture is simple and the implementation of the basic 


gates can be understood very easily. It is good to note that PAL12H6 is an obsoleted device and can be replaced by GAL16V8. 
The conversion to the GAL is shown in this example. 


: TL/L/9991-1 
FIGURE 1.1. Basic Gates 


* Applications contained in this section are for illustration purposes only and National makes no representation or warranty that such applications will be suitable for 
the use specified without further testing or modification. 
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1.0 Basic Gates (Continued) 
OPALT INPUT FILE 


title Basic gate 

pattern GATES 

revision A 

author Tarif Engineer 

company National Semiconductor Corporation 
Date 11/28/1989 


chip GATES PAL12H6 


3 pin 1 2 3 
Cc i) F 
; pin 11 12. 13 
J K L 
equat ions 


= /A 
c*D 
F+G 
/1 + /3 + /K 
/M * /N 
Pp * /Q 
+/p*Q 


; end of GATES 
F TL/L/9991-2 


OPALT™ JEDEC FILE 


PAL 12H6 

title Basic gate 
pattern GATES 

revision A 

author Tarif Engineer 
company National Semiconductor Corporation 
Date 11/28/1989 

* 

QF0384*QP20*FO* 

LQ000 
11119119091911411941111111 
000000000000000000000000 
000000000000000000000000 
000000000000000000000000* 
L0096 
0101141411911111111111111 
000000000000000000000000* 
L0144 
111101441111141111111111 
141119110111911111111111* 
L0192 
411111141110101111111111 
oood000000000000000000000* 
10240 
44191194111149110110111911 
1191419111111111001111111* 
10288 
1191111111119911111111011 
141111917911111111111110 
177111119911111111101111 
000000000000000000000000* 
C1BB9* 


0000 
TL/L/9991-4 
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Application Examples 


1.0 Basic Gates (Continued) 


Document file 
Device: 12H6 


Type 

com input 

com input 

com input 

com input 

com input 

com input — 
com input 

com input 

com input 
ground pin 
com input 

com input 
pos,com output 
pos,com output 
pos,com output 
pos,com output 
pos,com output 
pos,com output 
com input 
power pin 


ONO WM B&W Se 
~O VEZ ZzFOMOMO 


a ae ee ee 
SW © 


mM =a = = = = 
oD ON Ow 
FrFaonmnaxraonrnrnK w 


TL/L/9991-6 


Chip Diagram (DIP) - 
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1.0 Basic Gates (Continued) 


Inputs (0-31) 


13 17 21 2527 2931 
12 16 20) 24426] 28/30) 


eee oe 
4 i ie 
oA TT UT 


PP LT we © ee, ¢ ee ee 


\ tN TL 
SEE i i ee 
wf Het 


Product Terms (0-63) 


rer i | 


13 17 21 25127 129131 
12 16 20 2426 2830 


TL/L/9991-30 
FIGURE 1.2. PAL12H6 Logic Diagram Showing Fuse Pattern of Basic Gates Example 
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Application Examples 


1.0 Basic Gates (Continued) 


The previous basic gates example can be implemented using GAL16V8 as the target device and the conversion can be done by 
using PAL2GAL utility offered by OPAL or OPALjr software. 


PAL2GAL will generate a GAL JEDEC file that replace PAL12H6 by GAL16V8. 
GAL JEDEC FILE 


8 i 
GAL16V8 

QF2194*QP20*FO* 

L0256 
11111110111111111111111111111111* 
LO512 - 
01011211111111111111111111111111* 
L0768 

ELV VOUT 119 19919999191999. 71014 
12111111011111111111111111111111* 
L1024 
11111112111110111011111111111111* 
L1280 
111121111111111111111011110111111 
122111211111111111111101101111111* 
L1536 
1211111111121211112111111111111011 
122121111112111111111111111111110 
111221121222121111211211211101111* 
L2048 

01111110* 

L2056 
0000000000000000000000000000000000000000000000000000000000000000% 
L2120 

10000001* 


L2128 
0000000010000000100000001100000010000000110000001110000000000000% 
L2192 

10* 

C2755* 

vo000 


TL/L/9991-7 
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2.0 Basic Flip-Flops 


DESCRIPTION 


In the Basic Gates application on the preceding pages, 
each ‘gate’ was directly connected to an output pin. Here, 
the output registers of the GAL16V8 are used. A simple RS 
latch, a T (Toggle) flip-flop, a D flip-flop, and a JK flip-flop 
are incorporated into a GAL16V8 (Figure 2.1). Each is 
shown with its truth table and defining equations in Figures 
2.2-2.5. Note that all 3 flip-flops have synchronous preset 
(PR) and clear (CLR) inputs, while the RS latch does not. 
Also, the RS latch is not connected to the clock input; this 
was done to show the versatility of the GAL16V8—with a 
GAL device, the user is not locked in to a specific architec- 
ture. 


The CUPL design input file (Figure 2.6) and simulation file 
(Figure 2.7) are constructed by the designer. Each output 
must be given a distinct name, and any clocked circuit must 
be denoted with an appropriate extension (.D) in the logic 
equations. The simulation file is again provided for design 
verification. 


This example has some subtle requirements that may not 
be apparent to the first-time user. When the RS latch is not 
being tested, it must remain in its latched state with the 
output levels specified, or with the variable N (not tested) 
specified instead. Also, when executing a preset or clear, 
remember that it will affect all flip-flops; even those not be- 
‘ing tested will still respond. Finally, all output levels should 
be specified or marked with the variable N; the variable X, 
which indicates a ‘don’t care’ condition, will not suffice. 


sajdwexy uolneojddy 


TL/L/9991-8 
FIGURE 2.1. Basic Flip-Flops Pinout 


[S| | on On+s | Buss | Comments 


Q =$+(ReQ 
N+ ( IN) 0 4 1 ; 
Invalid 
1 1: 1 
@ One = A+ (Se Gy Us I 





1 
TL/L/9991-9 ‘ : 1 


1} 1 0 1 
aUeee | 2 fg | tse | 
FIGURE 2.2. RS Latch 2 | 


Reset 
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Application Examples 


2.0 Basic Flip-Flops (continueg) 


On+1 = PR + (CIR eT Qn) + 
(CLR ¢ T © On) 


Qn+1 = CLR + (PReTeQn) + (PReT Qn) 


TL/L/9991~10 
FIGURE 2.3. T Flip-Flop 


PR + (CLAD) 


OQne+1 = CLR + (PRD) 


TL/L/9991-11 


FIGURE 2.4. D Flip-Flop 


Qn+1 = PR + (CLR eK e Qn) + (CLR ed © On) 
Qn+1 = CLR + (PRe Je Qn) + (PRK © Qn) 
TL/L/9991-12 


FIGURE 2.5. JK Flip-Flop 
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Invalid 
Preset 


PR| CLR Jk] Qn) + 1|Gw+-1| Comments 
1 ab X} X Invalid 
1 X Preset 
0 ds X} X Clear 


Reset 





2.0 Basic Flip-Flop (Continued) 


[RRA REKRRE ERE RRAHERRERERERRA KR RARREKKE RI RARER AKER RRR KKH / 


/* 
* 


CUPL INPUT FILE 


/* Flip-flops and latches implemented in a GAL16V8 


bd 


J RIKI RRR KHER RRRR EKER ERE KKK RIK KK / 


PARTNO 
NAME 

REV 

DATE 
DESIGNER 
COMPANY 
ASSEMBLY 
LOCATION 


/* RS latch */ 

pin (2,3,19,18] 
/* T flip-flop */ 

pin [(5,17,16) 
/* D flip-flop */ 

pin (6,15,14] 
/* JK flip-flop */ 

pin [7,8,13,12] 
/* control */ 

pin (1,4,9,11] 
/* logic equations */ 

/* RS latch */ 


QsT 
esc 


456STX; 

FLIPFLOP; 

1; 

4/11/86; 

Joe Engineer; 

National Semiconductor; 
Clock Board; 

U238; 


= (S,R,QST,QSC); 


(T,QTT, QTC); 


(D,QDT,QDC); 


{J,K, QUIT, QIC) 7 


{CLK, PR,CLR,OE]}; 


1S # (R & QST); 
{R # (S & QSC); 


/* T flip-flop */ 


QTT.D 
QTC.D 


PR # 
CLR # 


(!CLR & 
(!PR & 


IT & QTT) ¥ (!CLR & T & QTC); 
'T & QTC) # (!PR & T & QTT); 


/* D flip-flop */ 


QDT.D 
Qpdc.D 


/* JK flip-flop 


QJT.D 
QJc.D 


PR # (D & !CLR); 
CLR # (!D & ! PR); 


*/ 


PR # (J & QUC & !CLR) # (!K & QUT & 
CLR # (!J & QJC & !PR) # (K & QUT & 


!CLR) ; 
!PR); 


TL/L/9991-15 


FIGURE 2.6. CUPL Input File 
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Application Examples 


2.0 Basic Flip-Flops (Continued) 


J RRR RIIR IRI KIKI IRI RAIA IIR III III IAI ARIA IKARIA ARAN AIRE RAR I RIK / 
*/ 
CUPL SIMULATION FILE */ 
Flip-flops and latches implemented in a GAL16V8 */ 
* 
LRH RARER EERE KEEREERREERREREREE REE REE KREREEEEREKREAR KKK / 
PARTNO 456STX; 
NAME FLIPFLOP; 
REV 1; 
DATE 4/11/86; 
DESIGNER Joe Engineer; 
COMPANY National Semiconductor; 
ASSEMBLY Clock Board; 
LOCATION U238; 


/* The Order statement specifies the layout of the vector table. 
tn = n spaces inserted between variables. , */ 


order: OE,%1,CLK,%2,S,R,%1,QST,QSC, %2, PR, %1,CLR, $2, 
T,%1,QTT, QTC, $2,D,%1,QDT,QDC, $2,3,K,%1,QIT, QC; 


vectors: j 
RS-latch T-FF D-FF JK-FF 
SR QSTQSC PR CLR T QTTQTC QDTQEDC JK QITQIC 
XX set */ 
reset */ 
latch */ 
reset */ 
set */ 
latch */ 


mK MOO OS 
MK MO 


preset */ 
Clear */ 

hold */ 

toggle */ 
hold */ 
toggle */ 
toggle */ 


preset */ 
Clear */ 


test */ 


ooooo0oo0ooo0oo0o0o00o0o°o 
ooooorocooo°cr 
oooorooo0oeocoor:9e 


preset */ 
cléar */ 


hold */ 
toggle */ 


hold */ 
toggle */ 


D 
Xx 
X 
xX 
xX 
Xx 
Xx 
xX 
X 
X 
X 
X 
X 
X 
xX 
X 
0 
1 
1 
0 
xX 
xX 
Xx 
xX 
xX 
xX 
X 
X 
X 
X 


AANANNANAN. ANNANAANNAANAAQ KRKRKRKKK 
ZABZAAADAAAAz™Z™ AZSVSANAMA7SMASA*SAAAN™YAZ!’ BMrrrs 
SASSIVtMeS>rSAzSZSAZ ZAZSAAAZASASN!YBZAN™N™ YPrxnrrce 
MMMM KKK OK KKK KK PROP OK MR KKK MMM 
MMMM KKK ES MMM KAA MMe KM KKM 
MMMM KKM KBB MK KK ART Toe >< Oe x OS 
MMMM MMM AZZ OMB OmMKKKKK AZZ KKK KK 
KKM KKM M KSB Dene KKxKKXK NS mM MOS OK OO 
POMPOM OMe em MR RMR RK KK KAZE KKK KK 
Memeo emo xxKxKRKX SS RK KKK SH RR KKK MK 


foo RoRoRoNonononono) 
foo Moo —eReoRonowon —) 
e00o0oo0co0oOoOrnsze 


TL/L/9991-16 
FIGURE 2.7. CUPL Simulation File 
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Flops (Continued) 
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FIGURE 2.8. GAL16V8 Logic Diagram Showing Basic Flip-Flops Pattern 
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Application Examples 


3.0 Quad 4-to-1 Multiplexer 


DESCRIPTION 


Widely used in computer and data communications circuits, 
multiplexers route one of several input banks to an output, 
based on the condition of select inputs. This particular ver- 
sion has 4 input banks, each 4-bits wide (Figure 3.1), there- 
fore, two select lines are required to choose 1 of 4 inputs, as 
shown in the function table of Figure 3.2. Possible applica- 
tions for our multiplexer include bus selection in a multibus 
computer environment, or data manipulation in an arithme- 
tic/logic circuit. 

With a total of 16 multiplexer inputs and two Select inputs, 
this design is well suited for the GAL20V8. The pinout cho- 
sen for this example is shown in Figure 3.3; actual pin place- 
ment of the multiplexer outputs is not critical since the ver- 
satility of the GAL20V8 allows the designer to choose that 
combination of output pins that best suits the board layout. 
The device was programmed using ABEL; the logic design 
input files are shown in Figure 3.4, with reduced equations 
shown in the document-generator file of Figure 9.5. The 
‘fuse’ map is shown in Figure 3.6. 


SELECT 
S$; So 


INPUTS _ f OUTPUTS 


TL/L/9991-23 


FIGURE 3.1. Block Diagram 


| $1 Sp | Aout Bout Cout Dout 


FIGURE 3.2. Function Table 


GAL20V8 


owon nn ks wan 


~ + om 
non =— Oo 


TL/L/9991-24 
FIGURE 3.3. Pinout Diagram 








3.0 Quad 4-to-1 Multiplexer (continued) 


module quad _4tol_mux: 


title ‘ABEL INPUT FILE . 
Quad 4 to 1 Multiplexer in a GAL20V8 17, 1986 
National Semiconductor Joe Eng’ 


“device declaration 


"location keyword device code 
us device “P20V8S‘; 


"pin declaration 


“inputs 
AO,A1,A2,A3_ pin 
BO,B1,B2,B3 pin 
CO,C1,C2,C3_ pin 
DO,D1,D2,D3_ pin 


"outputs 
Aout, Bout,Cout,Dout pin 21,20,19,18; 


"control 
S0,S1 pin 22,23; 
equations 


Aout = (!S1 & !SO & AO) # (!S1 & SO & Al) 
(Sl & !SO & A2) # (Sl & SO & A3); 


Bout = (!S1 & !SO & BO) # (!S1 & SO & Bl) 


(S1 'so B2) (S1 & SO & B3); 


Cout = (!S1 & !S0 & CO) # (!S1 & SO & C1) 
(S1 & !SO & C2) #.(S1 & SO & C3); 


Dout = (!S1 & !SO & DO) # (!S1 & SO & D1) 
(S1 & !SO & D2) # (Sl & SO & D3); 


test_vectors 


(({S1,50,A0,A1,A2,A3,B0,B1,B2,B3,C0,C1,C2,C3,D0,D1,D2,D3j => 
(Aout, Bout, Cout, Dout) ) 


"SSA AB BC Cc D D outputs 


"1001223012123031223012 3 

" select 
-> ; “"AO,BO,CO,DO 
-> > “A1,B1,C1,D1 
“> "A2,B2,C2,D2 
> "A3,B3,C3,D3 


-> ; “AO,BO,CO,DO 
-> ; “A1,B1,C1,D1 
-> "A2,B2,C2,D2 
-> ; "A3,B3,C3,D3 


TL/L/9991-25 


| oT ee oo 0 oe ae 
PRPRPP PRPRrEP 
Reed Cd heed bed ed hed eed eed 


FIGURE 3.4. ABEL Input File 
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Application Examples 


3.0 Quad 4-to-1 Multiplexer (Continued) 


ABEL(tm) Version 1.19 - Document Generator. re 
April 17, 1986 


Quad 4 to 1 Multiplexer in a GAL20V8 
National Semiconductor 
Equations for Module quad_4tol_mux 


Device U8 


Reduced Equations: 


Aout = (AO & !SO & !S1 
# Al & SO & !S1 
#A2 & !S0 & S1 
# A3 & SO & S1); 


(BO & !SO & !81 
# Bl & SO & !S1 
# B2 & !SO & S1 
# B3 & SO & Sl); 


(CO & !SO & !$1 
# Cl & SO & !S1 
# C2 & !S0 & Si 
# C3 & SO & Sl); 


(DO & !S0 & !S1 
#D1 & SO & !S1 
# D2 & !S0 & S21 
# D3 & SO & Sl); 


- FIGURE 3.5. Reduced ABEL Equations 
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. Joe Eng: 
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3.0 Quad 4-to-1 Multiplexer (continued) 


QP24* QF2706* 

Loooo 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
LIOLIIIOLIIOILIALLALILAALALALIALARIAAII2 
OLVALALIOVIONLILALLLLULIILIALARAAAMAAIIA 
LEDIOLOILLIIOILIABILLLIALIDIALIAADAIIAII 
VLVLDLOLOLORLAILLALILALLIILTALARAARIAAI2121 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
LLLILDELOLIIOONLLIIAATLALAIALAAAAAAIALII 
LALALIIOLLOAULLLAIOULLIIALAALABIAAAAI22II 
LIUDLALOILILOLILILALAOLIIALAALIAAAAIIIIAL 
DLLLLLOILIONLILIAIILAAAILIOIIAALAAAAI2I22A 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
PLLILILOILIONIALALLAAALILALLOUAAALAIA1II21 
LLLLLILOLIOILILAILALIALAAIIIALWAIOWIAIAL 
PLDVLT2ILOLLLIOVTILIAALAIW2LLI212221221110111 
TR2222012220122222222222222112222211111101 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
ALLALLIOILLOLLABAAAIATALIAAIILIIIAONIIAL 
VALIILIOILOILIALAL ALLL AAIAAALIOALIAIIAI2 
VELILLTOLLIIONIIALAAIAALRLILAOLARALLIIAIII2L 
LIVAILIOLLIOLULALALLALILIOILLAAIAALAMIALIIA 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000 
0000000000000000000000000000000000000000* 
12560 

01111000 

L2568 
00000000000000000000000000000000000N00 00000000 00NDND0LV00000000000 
L2632 

1 

L2633 

o* 

£2634 

Os 

L2635 

o* 

12636 

Oe 

12637 

le 

L2638 

le 

L2639 

1* 

L2640 
VLLLLLTALLALILALALILAAIAAILLADILAPALILAAAIAAAALA,ALAAALAMLAIAI1A121¢e 
L2704 

10* 

V0001 10000100001N00001 LLLHOON®* 

V0002 10000100001N00001 LLHLION®*® 

V0003 10000100001N00001LHLLOIN*® 

V0004 10000100001NO0001HLLL11N* 

VoOOOS 11101101101N1011 1 LHHHOON® 

VOOO6 11101101101N1011 1HLHH1ON® 

VOO0O7 112102101101N10111HHLHOIN® 

VOOO8 11101101101N1011 1HHHLIIN® 

C5127« 


TL/L/9991-27 


FIGURE 3.6. ‘Fuse’ Map 
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Application Examples 


4.0 Dual 8-to-1 Multiplexer 

The Dual 8:1 Mux selects one of eight inputs, DO through 
D7, specified by three binary select inputs, A, B and C. The 
true data is output on Y when strobed by S. The circuit is 
implemented using a GAL22V10. 


LOGIC SYMBOL 


S 1¥ 2¥ 207 206 205 206 203 


23.422 721 [20 $19 $18 [17 716 $15 
A B CGC S$ 1Y¥ 2¥ 207 2D6 205 204 


100 203 


101 102 103 1D4 105 106 1D7 200 201 202 


100 101 102 103 104 1D5 106 1D7 200 201 202 GND 
TL/L/9991-28 
Pinout 
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FUNCTION TABLE 


IiItrtTirrrer x 


Frtrrriirrex 


Irertririrex« 


rreererrerers 





4.0 Dual 8-to-1 Multiplexer (Continued) 


LOGIC DIAGRAM 
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Application Examples 


4.0 Dual 8-to-1 Multiplexer (Continued) 
OPAL™ INPUT FILE 


title Dual 8 to 1 multiplexer 
pattern muxstl 
revision B - 

author Tarif Engineer - 

company NSC 

Date | 1/8/92 


chip mux8t1 GAL22V10 | 
1D0 1D1 1D2 1D3 1D4.1D5.1D6 1D7 2D0 2D1 2D2 GND 
2D3 2D4 2D5 2D6 2D7: 2Y -1¥ S "CB A_ vec 


equations 


/1Y = -/1D0 
/1DO 
/1DO 
/1D0 
/1DO 
/1D0 
/1D0 
/1D0 


“NN. 


“NN 


+e HF HF e 
WUWUNNWNWWW WHWWWWOD 


+e+ tees 
ee ae 
+e ee HH HH 
eee eH HH 


/2D0 
/2D1 
/2D2 
/2D3 
/2D4 
/2D5 
/2D6 
/2D7 


“~N. 


“NNN 


ee ee He HH 
tee eH HHH 
Re ret 
_ ee oe 


+ 
+ 
+ 
+ 
+ 
+ 
+ 


~~ 
-ANAANAAAANAQ ANANN 
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4.0 Dual 8-to-1 Multiplexer (continued) 


OPAL™ JEDEC FILE 


® 
GAL22V10 
EQN2JED - Boolean Equations to JEDEC file assembler (Version V029) 
Copyright (c) National Semiconductor Corporation 1990,1991 
Assembled from "C:\OPAL102\MUX8T1.EQN". Date: 1-9-92 
title Dual 8 to 1 multiplexer 
pattern mux8stl 
revision B 
author Tarif Engineer 
company NSC 
Date 1/8/92 


k 


NOTE PINS 1D0:1 1D1:2 1D2:3 1D3:4 1D4:5 1D5:6 1D6:7 1D7:8 2D0:9* 
NOTE PINS 2D1:10 2D2:11 GND:12 2D3:13 2D4:14 2D5:15 2D6:16 2D7:17* 
NOTE PINS 2¥:18 1¥:19 S:20 C:21 B:22 A:23 VCC:24* 
QF5892*OP24*FO* 

L2156 

2221211211112121112111111111111111111111111111 
101011101110121101111111111111111111111111111 
1002121101110111011211111111111111111111111111 
10101101111011102111111111111111111111111111 
10011101111011101111211111111111111111111111 
1010211101101111021111111111111111111111111111 
100111101101121011111111111112111111111111111 
10101101110111101111111111111111111111111111 

LOO EU POL LOL TOLD ETE eae ee 

L2904 

12111121212121111111211121211111211111111111 
11101110111011101111111111111111101111111111 
110111101110111013211111111111111111110111111 
11101101111011101111111111111111111111111011 
11011101111011101111111111111111111111111110 
11101110110111101221111111111111111111101111 
110111101101111021111111111111111111011111111 
111011011101111011112111111111110111111111111 
1101110111011110121111121111101111111111111111* 

L5808 

01010101010101010101% 

L5828 

Meee eee OOD ORDO POCO CUO OOO COORe er aoe e” 
C551B* 

vao0o0 


TL/L/9991—F1 
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4.0 Dual 8-to-1 Multiplexer (Continue) 


EQN2JED - Boolean Equations to JEDEC file assembler (Version V029) 
Copyright (c) National Semiconductor Corporation 1990,1991 


Document file for Cs NOE RETO 2 MEO EL EQN 


Device: - CeevaO. 


SLABELS 24 1D0 1D1- 1D2 1D3 1D4 .1D5 1D6 1D7 2D0 2D1 2D2 “GND 2D3 2D4 2D5 2D6 


2D7 2Y 1¥Y SC BA vce 


‘power pin | 


Type 

pos,com input 
unused 

unused 

unused 
unused © 
unused 

unused 

unused 
pos,com input 
pos,com input 
pos,com input 
ground pin 


‘pos,com input 


pos,com input 
pos,com input 
pos,com input. - 
pos,com. input 
neg,trst, com output 
neg,trst,com output 
pos,com input 
pos,com input 


“pos,com input 


pos,com input 


TL/L/9991-F4 


Chip Diagram (DIP) 


J, 
2 
3 
- 
5 
6 
7 
8 
9 


- 
nun = Oo 


TL/L/9991-53 
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5.0 7-Bit Counter with Parallel Load 


DESCRIPTION 


In this example, a GAL20V8 implements a seven-bit counter 
with asynchronous carry-out and load functions. As illustrat- 
ed in the block diagram (Figure 5.1) and pinout diagram 
(Figure 5.2), the carry-in and carry-out pins make the coun- 
ter fully cascadable to form larger counters. The CUPL de- 
sign input files are shown in Figure 5.3, and simulation files 
in Figure 5.4. Note that the counter requires seven registers 
and one asynchronous output, taking full advantage of the 
generic architecture of the GAL20V8. 


CLK 
LOAD 


7-BIT 


LOAD DATA ASYNCHRONOUS 


OUTPUTS 


(Dg~Dg) COUNTER (Q9-Qg) 


CARRY IN 
CARRY OUT 
CLEAR 


TL/L/9991~37 
FIGURE 5.1. Block Diagram 
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GAL20V8 


o On oom oO ® Ww Hw 


=_— 
nw = © 


TL/L/9991-38 


FIGURE 5.2. Pinout Diagram 
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7-Bit Counter with Parallel Load (continued) 


J RRRRERREREREERREE RR KER ERA AIKKERERRRERERRARRERERERRAERER KK RK / 


.. CUPL INPUT FILE 
DESIGN INPUT FOR 7-BIT COUNTER 

eet - ‘ 
ETE T ECCT TPC O EE Te COTE TT LOPE TP ELE ST ETS EEE TE PELE TE PEE IEY, ay 
/* ALLOWABLE TARGET DEVICE: GAL20V8..... ny ane 
[RRR RERRERERR ERR KR IKARIA RE RR ERR RIKI ARIK RIKKI RIKI RR KKH / 
PARTNO 7BITCNT ; 
NAME 7-BIT COUNTER ; 
REV Ol; 
DATE 10/08/85 ; 
DESIGNER Joe Engineer; 
COMPANY National Semiconductor ; 
ASSEMBLY 3A-27. ; 
LOCATION UO6 ;. 


‘Application Examples 


PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 


CLOCK INPUT 

DATAO INPUT 

DATA1 INPUT 

DATA2 INPUT 

DATA3 INPUT 

DATA4 INPUT 

DATA5 INPUT 

DATA6 INPUT 

; LOAD CONTROL */ 

CLEAR; ASYNCHRONOUS CARRY-IN */ 


rn 


@ Se Me we Me te Me Me 


PU DMN AMS WNPH 


PIN 
PIN 
PIN 
PIN 


!0OE ; OUTPUT ENABLE */ 
CARRYOUT ; 

Q6 
Q5 


COUNTER MSB */ 


PIN 
PIN 
PIN 


ete Me Ne Fe Se Se 


; /* COUNTER LSB */ 
CARRYIN ; /* CARRY-IN FOR CASCADING */ 


TL/L/9991~39 
FIGURE 5.3. CUPL Design Input File 
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5.0 7-Bit Counter with Parallel Load (Continued) 


Q0.D = (LD & DO 


# !LD & !Q0 


& CARRYIN) & ! CLEAR; 


.D= (LD & Dl 
# !LD& !Q1 & QO & CARRYIN 
# !LD& Ql & !Q0) & !CLEAR; 


-D = (LD & D2 
# !LD& !Q2 & Ql & QO & CARRYIN © 
# !LD& Q2 & !Q1 
# !LD& Q2 & !Q0) & !CLEAR; 


-D= (LD & D3 
# !LD& !Q3 & Q2 & Ql & QO & CARRYIN 
# !LD& Q3 & !Q2 
# !LD& Q3 & !Q1 
# !LD& Q3 & !Q0) & !CLEAR; 


-D = (LD & D4 


# !LD& !Q4& 
# !LD& Q4 & 
# !LD& Q4 & 
# !LD& Q4 & 
# !LD& Q4 & 


= (LD & D5 


# !LD& !Q5& 

& CARRYIN 
# !LD& & 
# !LD& & 
# !LD& & 
# !LD& & 
# !LD& & 


= (LD 
# !LD& !Q6& 
& CARRYIN 
# !LD& 
# !LD& 
# !LD& 
# !LD& 
# !LD& 
# !LD& 


Q3 & Q2 & Ql & QO & CARRYIN 
!Q3 

1Q2 

'Q1 : 

$Q0) & !CLEAR; » 


Q4 & Q3 & Q2.& Ql & QO. 


1Q4 
!Q3 
!Q2 
$Q1 
'Q0) & !CLEAR; 


Q5 & Q4 & Q3 & Q2 & Ql & QO 


1Q5 

1Q4 

193 

1Q2 . 

1Q1 

!Q0) & !CLEAR; 


LOAD DO 
TOGGLE 


LOAD D1 
TOGGLE 
HOLD 


LOAD D2 
TOGGLE 
HOLD 
HOLD 


LOAD D3 
TOGGLE 
HOLD 
HOLD 
HOLD 


LOAD D4 
TOGGLE 
HOLD 
HOLD 
HOLD 
‘HOLD 


LOAD D5 


TOGGLE 
HOLD 
HOLD 
HOLD 
HOLD 
HOLD 


LOAD D6 


TOGGLE 


sajdwexy uoneoyjddy 


CARRYOUT = ILD £96 6 05 & a4 & 03 6 G2 & QL & 

pe e CARRYIN; CARRY-OUT */ 
: TL/L/9991-40 
FIGURE 5.3. CUPL Design Input File (Continued) 
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5.0 7-Bit Counter with Parallel Load (Continued) 


[J PRRRRRRERARRERIERERERRARAERREREERERRERARRERA RRR AR REAR RR ih / 
*/- 
CUPL INPUT FILE */ 


SIMULATION FOR 7~BIT COUNTER */ 
* 


[RARER AR ERE RARER EERE REREREEREREREREHEERERKRAKRKERERAR / 
/* ALLOWABLE TARGET DEVICE: GAL20V8 .. wf 
LS RRRAREEIERRREREERIERRIAREIERE RRR RRARARREEEREEREEEREEREEHEEREE KER / 
PARTNO 7BITCNT ; 

NAME 7-BIT COUNTER ; 

REV Ol ; 

DATE 10/08/85 ; 

DESIGNER Joe Engineer; 

COMPANY National Semiconductor; 

ASSEMBLY 3A-27 ; 

LOCATION U06 ; 


ORDER: 


CLK, !0E, CLEAR, LD, CARRYIN, D6, D5, D4, D3, D2, D1, DO, Q6, 
Q5, Q4, Q3, Q2, Q1, QO, CARRYOUT; 


VECTORS: 


$msg" 
$msg" 
$msg" 
$msg" 


DDDDDDD QQQQQQQ 
6543210 6543210 


or 
yHcon 


XXXXXXX 2222222 
XXXXXXX LLLLLLL 
11111121 HHHHHHH 
0000000 LLLLLLL 
XXXXXXX LLLLLLH 
XXXXXXX LLLLLHL 
XXXXXXX LLLLLHH 
XXXXXXX LLLLHLL 
XXXXXXX LLLLHLH 
XXXXXXX LLLLHHL 
XXXXXXX LLLLHHH 
XXXXXXX LLLHLLL 
XXXXXXX LLLHLLH 
XXXXXXX LLLHLHL 
XXXXXXX LLLHLHH 
XXXXXXX LLLHHLL 
XXXXXXX LLLHHLH 
XXXXXXX LLLHHHL 
XXXXXXX LLLHHHH 
XXXXXXX LLHLLLL 
XXXXXXX LLHLLLH 
XXXXXXX LLHLLHL 
XXXXXXX LLHLLHH 
XXXXXXX LLHLHLL 
XXXXXXX LLHLHLH 
XXXXXXX LLHLHHL 
XXXXXXX LLHLHHH 
XXXXXXX LLHHLLL 
XXXXXXX LLHHLLH 
XXXXXXX LLHHLHL 
XXXXXXX LLHHLHH 
XXXXXXX LLHHHLL 
XXXXXXX LLHHHLH 
XXXXXXX LLHHHHL 
XXXXXXX LLHHHHH 
XXXXXXX LHLLLLL 
XXXXXXX LHLLLLH 
0111111 LHHHHHH 
XXXXXXX HLLLLLL 
XXXXXXX HLLLLLH 
1211110 HHHHHHL 
XXXXXXX HHHHHHH 
XXXXXXX LLLLLLL 


TEST HI-Z 

TEST CLEAR 

LOAD ONES 

LOAD ZEROS 

COUNT=1 : 

COUNT=2 

COUNT=3 

COUNT=4 

COUNT=5 

COUNT=6 

COUNT=7 

COUNT=8 

COUNT=9 

COUNT=10 

COUNT=11 

COUNT=12 

COUNT=13 

COUNT=14 

COUNT=15 

COUNT=16 

COUNT=17 

COUNT=18 

COUNT=19 

COUNT=20 

COUNT=21 

COUNT=22 

COUNT=23 

COUNT=24 

COUNT=25 

COUNT=26 

COUNT=27 

COUNT=28 

COUNT=29 

COUNT=30 

COUNT=31 

COUNT=32 

COUNT=33 

LOAD=63 TO OBSERVE MSB TQGGLE */ 
COUNT=64, OBSERVE MSB */ 
COUNT=65, OBSERVE MSB */ 
LOAD=126 .TO OBSERVE CARRY */ 
COUNT=127, OBSERVE CARRY */ 
COUNT=0, OBSERVE CARRY */ 


aa ol oll oll ol oll oll ofl oll oll oll all ol oll ol 8 a 98 0 0 a 0 Bd Sd Sd 9 9 a a od ol ol ol od od 


Oo1X XxX 
°¢C¢o1xXx x 
cooi1xXx 
cool1xXx 
coool 
coool 
coool 
coool 
cooo1 
coool 
cooo1 
coool] 
coool 
coool 
coool 
co0oo01 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
coool 
cooi1 xX 
coool 
coool 
cool xX 
coool 
coool 


TL/L/9991-50 
FIGURE 5.4. CUPL Simulation File 
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6.0 10-Bit Up/Down Counter 


The ten-bit up/down counter can count up, count down, set 
all output to high, disable the output (high impedance), and 
load 2 LSB’s, 2 MSB’s and 6 middle bits high or low as a 
group. All operations are synchronous with the rising edge 
of the clock. SET overrides LOAD, COUNT and HOLD. 
LOAD overrides COUNT and HOLD. 


Cin enable counting operation or hold it. COUNT Up or 
Down depend on UP signal. 

All outputs are enabled when OE is low, otherwise HIGH-Z. 
This circuit is implemented using a PAL20X10, with the ex- 
clusive-or function the PAL20X10 facilitates design of coun- 
ter and state sequences with minimum propagation delay. 
The PAL20X10 offers an efficient means of implementing 
counters. Normal PAL & PLA implementation would require 
addition terms for the XOR functions. Having 10 output the 
PAL20X10 supersets 20 and 24 medium PAL’s in this spe- 
cific application. On power up all registers are reset to sim- 
plify sequential circuit design. 


LOGIC SYMBOL 


DATA 
OUT 


Veco QO OF G2 O38 O4 OS O6 a7 a8 o9 BE 


QQ at a2 03 Qs a5 a6 a7 as ag 


10-BIT 
COUNTER 


00 01 D2-D7 D8 O09 LD CNT UP SET Cw 


ck OE 


Ck 00 ot D2-p7 08 09, UH CNT UP ser Tin GND 


DATA 
IN 


Pinout 


TL/L/9991-51 
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FUNCTION TABLE 


[OE| ck| set] Lo] nT 


H 


L 
L 
L 
L 
L 
L 


x 
T 
tT 
T 
T 
i 
tT 


X 


H 
L 
L 
L 
L 
L 


X 


|u| UB] D9-Do| a2-co | Operation 


Hi-Z 
Set all HIGH 
LOAD D 
HOLD 
HOLD 
Qplus 1 | Count UP 
Q minus 1 | Count DN 
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6.0 10-Bit Up/Down Counter (Continued) 


LOGIC DIAGRAM . 











6.0 10-Bit Up/Down Counter (continued) 


OPAL™ INPUT FILE 


title 10-BIT SYNCHRONOUS UP/DOWN COUNTER 
pattern COUNTER 
revision A 
author Tarif Engineer 
company National Semiconductor Corporation 
Date 11/17/1989 
chip COUNTER PAL20x10 
3 pin 1 2 3 4 5 6 7 8 9 
CLK DO D1 D207 /LD /CNT /UP 08 
;pini3 14 #15 16 17 #18 19 21 
JOE Q9 Q8 Q7 Q6 QS a Q2 
equations ; 
700 := /Q0*LD */SET 
+ /LO*/SET*/D0 
$ LD */CIN*/SET*/CNT*UP 
+ LD */CIN*/SET*/CNT*/UP 


:= /QI*LD */SET 
+ /LD*/SET*/D1 oe 8 
$ LD */CIN®/SET*/CNT*UP */Q0 
+ LD */CIN®/SET*/CNT*/UP* Q0 
2= /02*LD */SET 
+ /LD*/SET*/D207 
LD */CIN*/SET*/CNT*UP */01*/00 
LD */CIN*/SET*/CNT*/UP* Q1* Q0 


/03*LD . */SET 
/LO*/SET*/D2D7 

LD */CIN*/SET*/CNT*UP */02*/01*/00 
LD */CIN*/SET*/CNT*/UP* Q2* Q1* a0 


/Q4*LD */SET 

/LO*/SET*/D2D7 

LD */CIN®/SET*/CNT*UP */Q3*/02*/Q1*/00 
LD */CIN*/SET*/CNT*/UP* Q3* Q2* Q1* a0 


/Q5*LD */SET 

/LD*/SET*/D207 

LO */CIN*/SET*/CNT*UP */Q4*/Q3*/02*/01*/Q0 
LD */CIN*/SET*/CNT*/UP* Q4* Q3* Q2* Q1* Q0 


/Q6*LD . */SET 

/LO*/SET*/D207 

LD */CIN*/SET*/CNT*UP */05*/04*/03*/a2*/a1*/Q0 
LD */CIN®/SET*/CNT*/UP* Q5* Q4* Q3* a2* Q1* a0 


/Q7*LD */SET 

/UD*/SET*/D2D7 

LD */CIN*/SET*/CNT*UP ® {Q6* /05*/04*/03*/02*/Q1*/Q0 
LD */CIN*/SET*/CNT*/UP* Q6* Q5* Q4* 03* Q2* Q1* Q0 


/Q8*LD */SET 
/LO*/SET*/D8 
LD */CIN*/SET*/CNT*UP */Q7*/06*/Q5*/04* /03*/02*/Q1*/Q0 
LD */CIN*/SET*/CNT*/UP* Q7* Q6* Q5* Q4* Q3* Q2* Q1* Q0 


/Q9*LD */SET 

/LD*/SET*/D9 : 

LD */CIN*/SET*/CNT*UP */Q8*/Q7*/Q6*/Q5*/04*/Q3*/Q2*/Q1*/Q0 
LO */CIN*/SET*/CNT*/UP* Q8* Q7* Q6* Q5* Q4* Q3* Q2* Q1* Q0 
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OPAL™ JEDEC FILE 


Application Examples 


6.0 10-Bit Up/Down Counter (continued) 


PAL20X10 

title 10-BIT SYNCHRONOUS UP/DOWN COUNTER 
pattern COUNTER 

revision A 

author Tarif Engineer : 

company National Semiconductor Corporation 
Date 11/17/1989 

pe ; 

QF1600*OP24*FO* 

Loo0o 
4910411911191011191411411410191991111111191 
1011191914110111111111311011911199119111 
1191111111411011011110111011111101111111 
1991919111111011011101111011111401111111* 
L0160 i 
111444910111110111411119110199199911911111 
41111049114110111411111911011119119111141 
1140199111919011011110111011114109111111 
11011491111111041011101111011111101111141* 
0320 a4 a 
41199994991010199919491191091991999919111 
4999149110410114119191111011191911111111 
41101910411110110111101110111411101111111 
4104110114111011011101111041111101111111* 
10480 
4911919119191110101191111110141171111111711 
19491111101101141111919110199119199411494 
1410111011101011011110111011111101111111 
1104110111011011011109111019111101111111* 
L0640 
191999911191110191111099111099119999417111 
1119999110910911994199119019119999497911. 
1110111011101010011110111011111101111111 


11011104 110%1001011101111011111101111111* 
L0800 ; , ; ; 
1999991949191901191119110101 9499119111111 


1141999990910919999999111091999999911111 
1110111011101010011010111011191101111111 
1101140111011001010101111041111101141111* 
L0960 x 
4919999991991019111191111010919999199914 
4999999940140099999191119099999199911111 
1110111011101010011010101041111101111111 
110111011101 100101010101 1011111101111111* 
L1120 | 
1999999999191019919119991910919194019991119 
419999919101909999919991910094919999999911 
1110111011101010011010101010111101111111 
1101110141011001010101011001111101111111* 
L1280 
1999919999191011141914111094991991109911 
1949119999190911111919111014101991199111 
111011101110101001 1010101010111001111111 
1104110111011001010101011001110101111111* 
L1440 a 
1949919914111099191914191011999149149110 
9499999999990999999999411091199919141011 
1110111011101010011010101010111001101111 
1101110111011001010101011001110101011111* 
CAD3E* ‘ 7 , 
0000 
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6.0 10-Bit Up/Down Counter (continued) 


The same design can be implemented in a GAL22V10 by 
converting the Exclusive OR function to OR & AND func- 
tions which can be done manually by applying DeMorgan’s 
Low (see appendix A) to the Exclusive OR function 
F=A$B “ Xor relations ” 

= (A&/B) + (/A&B) “ OR, AND relation “ 


chip lOCOUNT GAL22V10 


Or the conversion can be done in an easier way by using 
OPAL feature. The software will automatically expand and 
minimize the equations. To get more information on the con- 
version procedure refer to PAL to GAL conversion note in 
this data book (APP Note # 799). 


The following shows the final equations after converting and 
minimizing the previous design. 


CLK LD ST UP CNT CIN D9 D8 D2D7 D1 DO GND 
nce QO Q3 Q2 Q8 Q9 Q5 Q7 Q6 Q4 Ql vec 


equations 


QO := LD * /ST * /CNT * ers * /Q0 
LD * /ST * CIN * 

LD * /ST * CNT * ab 

/LD * /ST * /DO 

Ql: 


Ql * LD * /ST * /UP * /Q0 
Ql * LD * /ST * UP * QO 
7LD * /ST * /D1 
Ql * LD * /ST * CIN 
Ql * LD * /ST * CNT 
Ql * LD * /ST * Q2 * /QO 
LD * /ST * UP * Q2 * QO 
/Q1 * LD * /ST * /UP * Q2 
7Q1. * LD * /ST * UP * /CNT 
Ql * LD * /ST * /UP * /CNT 
/LD * /ST * /D2D7 
LD * /ST * CIN * Q2 
LD * /ST * CNT * Q2 
Ql * LD * /ST * Q3 * /Q0 
LD * /ST * /Q2 * Q3 * QO 
/Ql * LD * /ST * /UP * Q3 
LD * /ST * UP * Q2 * Q3 
/Q1 * LD * /ST * UP * /CNT 
Ql * LD * /ST * /UP * /CNT 
/LD * /ST * /D2D7 
LD * /ST * CIN * Q3 
LD * /ST * CNT * Q3 
LD * Q4 * /ST * Q2 * /Q0 
/Ql * LD * Q4 * /ST * QO 
Ql * LD * Q4 * /ST * UP 
LD * Q4 * /ST * /Q2 * Q3 
LD * Q4 * /ST * /UP * /Q3 


/LD * /ST * /D2D7 

LD * Q4 * /ST * CIN 

LD * Q4 * /ST * CNT 

LD * Q4 * /ST * Q5 * /QO 
LD * /ST * Q5 * /Q3 * QO 

/Q1 * LD * /ST * /UP * Q5 

Ql * LD * /Q4 * /ST * Q5 
LD * /ST * Q5 * /Q2 * Q3 
LD * /ST * UP * Q5 * Q2 


/LD * /ST * /D2D7 
LD * /ST * Q5 * CIN 
LD * /ST * CNT * Q5 
LD * /ST * Q6 * Q2 * /QO 
LD * /ST * Q6 * /Q5 * QO 
/Ql * LD * /ST * Q6 * Q5 
Ql * LD * /ST * Q6 * UP 
LD * /ST * Q6 * /Q2 * Q3 
LD * Q4 * /ST * Q6 * /Q3 
LD * /Q4 * /ST * Q6 * /UP 


+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
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/Ql * LD * /ST * UP * /CNT * /CIN * /QO0 
/Q1 * LD * /ST * /UP * /CNT * /CIN * QO 


/Q2 * /Q0 
/Q2 * QO 


/Q2 * /Q3_ * /Q0 
Q2 * /Q3 * QO 


/Q1 * LD * /Q4 * /ST * UP * /CNT * /CIN * /Q2 * £03 * 
Ql * LD * /Q4 * /ST * /UP * /CNT * /CIN * Q2 * Q3 * 


/Ql. * LD * /Q4 * /ST * UP * /CNT * /Q5 * /CIN * /Q2 * /Q3 * /Q0 
Ql * LD * Q4 * /ST * /UP * /CNT * /Q5 * /CIN * Q2 * Q3 * QO 


/Ql * LD * /Q4 * /ST * /Q6 * UP * /CNT * /Q5 * /CIN * /Q2 * /Q3 
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Application Examples 


6.0 10-Bit Hpepown Counter (Continued) 


HHH HEE EH NH He F HEHEHE HEH HEHEHE 


+ 


+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 


+ 





* /Q0° 
Ql * LD + Q4 * /st- * /Q6 * /UP * /CNT * Q5 * /CIN * Q2 * 93 * QO. 
/LD'* /ST * /D2D7 . 
LD * /ST * Q6 *.CIN 
LD * /ST * Q6 * CNT 
Ql * LD * /ST * Q7 * /QO 
LD * /ST * Q7 * /Q2 * QO 
/Q1l * LD yin * /UP * Q7 
LD * /ST * /Q6 * Q7 * Q2 
LD * /ST * Q6 * Q7 * /Q3 
LD * /ST * Q7 * /Q5 * Q3 
LD * /Q4 * /ST * Q7 * Q5 
LD * Q4 * /ST * UP * Q7 
/Ql * LD * /Q4 * /ST * /Q6 * UP * /Q7 * /CNT * /Q5 * /CIN * /Q2 
* /Q3 * /QO 
Ql * LD * 04 * /ST * Q6 * /UP * /Q7 * /CNT * Q5 + /CIN * Q2 * Q3 
* QO 
/LD * /ST * /D2D7 
LD * /ST * Q7 * CIN 
LD * /ST * Q7 * CNT 
LD * /ST * Q8 * Q2 * /Q0 
LD * /ST * /Q7 * Q8 * QO 
/Ql * LD * /ST * Q8 * Q3 
Ql * LD * /ST * /Q5 * Q8 
LD * Q4 * /ST * Q8 * /Q2 
LD * /ST * Q7 * Q8 * /Q3 
LD * /Q4 * /ST * Q6 * Q8 
LD * /ST * UP * Q5 * Q8 
LD * /ST * /Q6 * /UP * Q8 
/Ql * LD * /Q4 * /ST * /Q6 * UP * /Q7 * J/CNT * /Q5 * /CIN * /O8 
7 aan é ee * /Q0 
Ql * *Q4 * /ST * Q6 * /UP * Q7 * /CNT * Q5 * /CIN * /Q8 * Q2 
* Q3 * "90 
/LD * /ST * /D8 
LD * /ST * CIN * Q8 
LD * /ST * CNT * Q8 
LD * /ST * Q9 * Q3 * /QO 
LD * /Q4 * /ST * Q9 * QO 
£o1 * LD * Q4 * /ST * Q9 
LD * /ST * Q9 * /Q8 
a /ST * QO * QB * /Q2 
LD * /ST * UP * Q9 * Q2 
LD * /ST * Q7 * Q9 * /Q3 
/ST * Q6 /Q5 * Q9 
* /Q7 * Q5 * Q9 
* £06 % /UP.-® 09 
* /Q4 * /ST * /Q6 * UP * /Q7 * /CNT * /Q5 * /CIN * /Q9 
/Q2 * /Q3_* /Q0 
Q1 * LD * Q4 * /ST * Q6 * /UP * Q7 * /CNT * Q5'* a * /Q9 * Q8 
* Q2 * Q3 * Q0 
/LD * /ST * /D9 
LD * /ST * CIN * Q9 
LD * /ST * CNT * Q9 
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6.0 10-Bit Up/Down Counter (continued) 


GAL22V10 
x 


QF5892*QP24*FO* 
L0044 
1112212221111222221111111211111111111111111111 
1101011110110112110111011111121111111111011111 
11010111101110111011101111111111111111101111 
11100111101110111111111111111111111111011111 
11100111101101111121121121111111111111111101111 
11111012101111221121111212112111112221110111111 
11100111101111111111011111111111111111111111 
11100111101111110111111111111111111111111111*% 
L0440 : 
1222211212212122111113111111111111111111111111 
1111012101011121111111211111111110111111011111 
11010110101112111211211111111111111111101111 
2111001101011011211111111111111111111111111111 
111101101011112211111111111111101111011111111 
1112011010111011211121111111111111110111111111 
11010101101101111011101111111101110111011111 
11100101201110111011101111111110111011101111 
1111101121021111121211121111111111101111111111 
1111011010211111111101211112111112111111111111 
1211021101011111101112111111111111111111111111* 
L0924 
2121212111212111111111111211111111111111111111 
11121021110101221121111111112111110111111011111 
112201111010111111011112111111111111111101111 © 
110101112010111111101211111111111111111111111 
11100111101001111111111121111111111111111111 
11110211101011121121112111111111101111011111111 
1111011010101121121111111212111111110111111111 
11110101101010111111111111111111111111111111 
11010101100101111001101111111101110111011111 
11100110100110111010101111111110111011101111 
11121121011101111111111111111111111101111111111 
12110111101011111111011111111111111111111111 
1111021111010111101211111121111111111111111111* 
L1496 
12121212221211221121111111121111111111211111111111 
12210011110111110111112111211111111111111011111 
1111011110212111101111121111111101111111101111 
110101111021110101111111111111111111111111111 
11211011110011110132111121111211110111111111111 
111210111101011101111111111111111110111111111 
112110112101111101101111111111111111011111111 
11110101101111101110111111111111111111111111 
1112101101011011021111112111111111111111111111 | 
11010101100101011001101111111101110111011111 
11100110101010011010101111111110111011101111 
111121011101111121111111111111111101111111111 
11110111101111101111011111111111111111111111 
112210111101111100111111111111111111111111111* 
L2156 
11221112111121112111111111111111111111111111111 
11110110101111111110111111111111111111011111 
11110111101111111110111111111111110111101111 
110101111011101121110111111121111111111111111 
11100101101112112210111111111111111111111111 
11110111101111111110111111111101111011111111 
111101121011011111101111121111110111111111111 
11010101101101111001101111111101110111011111 
11100110101110111001101111111110111011101111 
1111210111011111111111112111111111101111111111 
11110111101121111110011111111111111111111111 
1112101111011121110110111111111111111111111111* 
TL/L/9991-18 
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6.0 10-Bit Up/Down Counter (continued) 


L2904 
211221111211211211111111111111111111111111111111 
112110111101111111111111011111111111011011111 
11110101101111111111111011111111111111101111 
11010110101111111121111011111211111111111111 
11100111101111111121111011011111111111111111 
11110111101111111111111011101101111111111111 © 
1111011121011011211111110111111101111111112111 
1111011121011111012111111021111111110111111111 
11110111101011111101111011121111111111111111 
11110111101111011110111011111111111111111111 
111101111001101111111211011121111111111111111 
11010101100101011001100111011101110111011111 
11100110101010101010100111101110111011101111 
11111011101111121111111110111111111111111111 
1111021121021111111111011011111111111111111111 
1111021112101111110111111011111111111111111111* 
L3652 
121122112211111111122111111111111111111111111 
12110111101111111111111111101110111111011111 
111101111011110112111111111101111111111101111 
120101211011121111111111111101111111011111111 
121001211011111111011211111101111111111111111 
111101101011111111121111111101101111111111111 
1111021111011111021111111111101111110211111111 
11110101101011121121111111211101112111111111111 
11110111101101111110111111101111211111111111 
111101111001101111111111111011112111111111111 | 
110101011001010110011011110111021110111011111 
11100110101010101010101111011110111011101111 
11112102110112111221111111211211011111111111111 
11110121121011211111111011111101112111111111111 
11220111101111110212111111101111112111111111* 
L4312 
112111211111111212111111112111111111111111111 
112100121101111111111111111111110111111011111 
111101111011011111111111112111110111111101111 
110101111011210111111111111111110111111111111 
11010111101101111011101111111101111111011111 
11100111101110111011101111111101111111101111 
111110211210111211121111111111112121101111111111 
112201211011111111211011111111110111111111111 =. 
11110112110211111101112111111111110111111111111* 
L4884 
1212211211111111121111111111111111111111111111 
111001211011211111111211111111111111011011111 : 
1111011110111112111111211111111101111011101111 
110101111011101211111111111111111111011111111 
11110111101101111111111111111110111011111111 
11010111101101111011101111111101110111011111 
11100112101110111011101111111110110111101111 
211111012101121111111111111111111101111111111 . 
111101111011212111111011111111111111011111111 : 
1112021111011111101111111121111111111011111111* 
L5368 
1222222122221212112121111111111111112111111111 
111102111101111111011101111111111111111011111 
1112021111011121111111011111111111111111101111 
11110111101111110112111121111111111111101111 
11111011201111111111111111111111111111111011* 
L5808 

10101010101010101010* 

L5828 
0000000000000000000000000000000000000000000000000000000000000000+ 
C2220% 

¥o0000 
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7.0 8-Bit Barrel Shifter 


DESCRIPTION 


The barrel shifter (Figure 7.1) is a specialized shift register 
that rotates data a selectable number of bit positions out of 
the most-significant bit and back into the least-significant 
bit—thus the name. Typical applications of a barrel shifter 
are floating-point arithmetic and display rotation on a graph- 
ics terminal. 


Since our barrel shifter has 8 data inputs and 8 registered 
outputs, as well as control signals, the GAL20V8 is the PLD 
of choice. The shift-select inputs (So, S;, S2) determine the 
number of positions shifted, as described in the function 
table of Figure 7.2. The block diagram is shown in Figure 
7.3, and the pinout in Figure 7.4. The clock (CLK) input 
gates input data synchronously to the output registers, and 
the output enable (OE) allows TRI-STATE® buffering of the 
Q outputs. The one remaining input is used for a reset (RS) 
function. 

The ABEL design input files shown in Figure 7.5 may appear 


tedious, but simply enumerate the eight different bit-shift 
possibilities for each output. 


oh TL/L/9991-55 
FIGURE 7.1. Barrel Shift Rotation 
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[S2_$1 So|Q7 Qs Qs Q% Qs Qe G Q 
De Ds: D4’ Dg Do Dy Dg 


~-s2 OF O44 = © OO 
—-O-- O-4 O--A-O 


CLK 
RS 


¥ BARREL 

Do-D7 SHIFTER 
So 
SHIFT=CONTROL J 

INPUTS 

” | 5 


TL/L/9991 -56 
FIGURE 7.3. Block Diagram 


_P20V8R 


1 
2 
3 
4 
5 
6 
7 
8 
9 


—_ st 
nu + Oo 
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FIGURE 7.4. Pinout Diagram 
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Application Examples 


7.0 8-Bit Barrel Shifter (continued) 


module | barrel shifter 8; 
title ‘ABEL INPUT FILE 
| National Semiconductor 

"device declaration 


"location _. keyword 
ug. device 


"pin declaration 
"inputs | 
D7,D6,D5,D4,D3,D2,D1,D0 
CLK pin 1; 


*outputs 


Q7 ,Q6,Q5,Q4,Q3,Q2,Q1,Q0 


"control 

$2,851,580 pin 23,2733 
RS pin 14; 

OE pin 13; 


"constant declaration 


xX = 
Cx 


8-bit Barrel Shifter ina GAL20V8. 


April 16, 1986 
Joe Eng’ 


device code > 


“P20V8R’ ; 


pin 4,5,6,7,8,9,10,11; 


pin 22,21,20,19,18,17,16,15; 


" selects 0-7 bit shift 
" resets all outputs to 0 
" output enable 


«Xe? " simplify ‘don’t care’ constant 
Pt Sane " simplify ‘clock’ constant 
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FIGURE 7.5. ABEL Input File 
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8-Bit Barrel Shifter (Continued) 


equations 


QO := !RS & ((!S2 & !S1 & !S0 
(!S2 & !S1 & SO 

(!S2 & S1 & !S0 

(!S2 & S1 & SO 

(S2 & !S1 & !S0 

(S2 & !S1 & SO 

(S2 & S1 & !SO 

(S2 & Sl & SO 


‘IRS & ((!S2 & !S1 & !S0 

(!S2 & !S1 & SO 
(!S2 & S1 & !SO 
(!S2 & Sl & SO 
(S2.& !S1 & !S0 
(S2 & !S1 & SO 
(S2 & Sl & !SO 

(S2 & Sl & SO 


! 


IRS & ((!S2 & !S1 & !S0 
(!S2 & !S1 & SO 

(!S2 & S1 & !S0 

(!S2 & S1.& SO 

(S2 & !S1 & !S0 

(S2 & !S1 & SO 

(S2 & S1 & !S0 

(S2 & S1 & SO 


IRS & ((!S2 & !S1 & !SO 
(!S2 & !S1 & SO 

(!S2 & Sl & !S0 
(!S2.& Sl & SO 

(S2 & !S1 & !S0 

“(S2 & !S1 & SO 

(S2 & S1 & !S0 

(S2 & Sl & SO 


IRS & ((!S2 & !S1 & !so 
(!S2 & !S1 & SO 

(!S2 & S1 & !S0 

(!S2 & Sl & SO 

(S2 & !S1 & !SO 

(S2 & !S1 & SO 

(S2 & S1 & !SO 

(S2 & S1 & SO 


FIGURE 7.5. ABEL Input File (Continued) 
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DM Ml SM S mH mM DMM MM OM M |S RD — BD KI KM |S wv DM D&S BM MM gw 


POO NM NO SN MK MK 


te AE AE AE Be AE 


. 


TL/L/9991-46 





sajdwexg uoneojddy 


Application Examples 


7.0 8-Bit Barrel Shifter Continued) 


Q5 := IRS & ((!S2 & !S1 & ISO & 
(!S2 & 1S1 & SO 

(!S2 & S1 & !S0 

(182 & S1 & SO 

($2 & 181 & !S0 

(S2 & 181 & SO 

(S2 & Sl & !S0 

(S2 & S1 & SO 


> RV Br Wy Wr BW B 


i= IRS & ((!S2 & !S1 & !SO 
(!S2 & 181 & SO 

(182 & S1 & !SO 

(!S2 & SI & SO 

(S2 & 1S1 & !S0 

(S2 & !S1 & SO 

(S2.& $1 & !SO 

(S2 & $1 & SO 


POM OO OM mg™ 


:= IRS & ((!S2 & 181 & !S0 
(!S2 & !S1 & SO 

(182 & S1 & !SO 

“(!S2 & S1 & SO 

‘(S2 & !S1 & !S0 

(S2 & !S1 & SO 

(S2.& S1'& !SO 

(S2 & S1 & SO 


DWM WM WM M MW Mm 


test_vectors ({(CLK,OE,RS,S2,S1,S0,D7..D0) -> [Q7-.Q0}) 


ANANANAANAANKrA 


e s 8s Fs Fs FF FB BB & 


OorOoOrOoOrFoOrxXOU 
OoOrorrOoOrFOOND 
.- 2 & 8&8 8 8 8 28 8 
OrPOCOrFOrFrR OOD 
it ee ee 

me Se Se Ge Te Se Te Be Se 


FOrFOrPOrFOxX NY 
SS ee ee 


CODD COOOrFNY” 
PRPHERPOOOOXNNH 
PROOPHOOxME 

KP OrFROFrFOFrOxXMON 


es 2s *s 8 8s &S @ ea 


oooooooo0oomo 


e *©- © &8§& & & F&F B&B & 


FPOHOKOHOXA 


- s 2. = 8 ee 8 Fw. 


rFPOrKOrF OPO xMM 


- ses = & s&s & 8&8 @& & 


rOrPOrPOPOxS 


- 8 8 8s 8 a ee 8 


COrFOrROrF OF * WwW 


i i 


OrFPOPORPOPXN 
2:3 2 8 8 8 ek BS & : 
CROP ORPORPXH 
KHROrROGCOrFOONM 


.- 2s e- es 8s Ss F BF & 


RPoororro°9nuw 


ses 2. *8& 28s 8©& & & & & 


rFPOrrORrFOOCOe 


- 2. 2 8s 8 = 8 BF & 


KFOrROOrFOrF OW 


- 2. ®& = 8s = ® BS & 


es 2s 8 8S 8s e DA 
- 2s 8 *& 8s &2 8S we 
= 2 ye ee eke es @ & 
OOrOrFFOFON 
.- 2. = s&s & 8s 8S BF & 
OrrROrFOCOFOCOrF 
.e © = © S&S ®&® & @ & 


eae a ree 


end barrel shifter 8 
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FIGURE 7.5. ABEL Input File (Continued) 
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The increasing use of microcomputers has led to an in- 
creased need to display numbers in hexadecimal format (0- 
9, A-F). Standard drivers for this function are not available, 
So most applications are forced to use several packages to 
decode each digit of the display. Since 6 to 12 digits are 
often being displayed, this approach can become very ex- 
pensive. This example demonstrates how the hexadecimal 
display format can be both decoded and the LED indicators 
driven using a single GAL for each digit of the display. 


FUNCTIONAL DESCRIPTION 


A hex decoder/lamp driver accepts a four-bit hex digit, con- 
verts it to its corresponding seven-segment display code, 
and activates the appropriate segments on the display. 
These drivers can be used in both direct-drive and multi- 
plexed display applications. A single GAL can provide both 
the basic decode/drive functions, and additional useful fea- 
tures as well. 


GENERAL DESCRIPTION 
Figure 8.1 shows three digits of a display system that uses 
three GALs to implement the complete decoding and dis- 
play-driving functions. The inputs to each section are a hex 
code on pins Do-Ds, a ripple blanking signal, an intensity 
control signal, and a lamp test signal. 

The hex codes are decoded to form the seven-segment pat- 
terns shown in Table 8.1. The input codes, digit represent- 
ed, and segments driven are as follows: 


TABLE 8.1. Function Description 


| Ds | De | Oy | Do | digit | Segments _ 











0 0 0 0 0 ABCDEF 
0 0 0 1 1 BC 

0 0 1 0 2 ABDEG 
0 0 1 1 3 ABCDG 
0 1 0 0 4 BCFG 

0 1 0 1 5 ACDFG 
0 1 1 0 6 ACDEFG 
0 1 1 1 7 ABC 

1 0 0 0 8 ABCDEFG 
1 0 0 1 9 ABCDFG 
1 0 1 0 A ABCEFG 
1 0 1 1 B CDEFG | 
1 1 0 0 Cc ADEF 

1 1 0 1 D BCDEG 
1 1 1 0 E ADEFG 

1 1 1 1 F AEFG 








8.0 Hexadecimal 7-Segment Display Encoder 


Ripple-blanking input RBI is used to suppress leading ze- 
roes in the display. The signal is propagated from the most 
significant digit to the least significant digit. If the digit input 
is zero and RBI is low (indicating that the previous digit is 
also zero), all segments are left blank and this digit posi- 
tion’s ripple-blanking output RBO is set low. 


Intensity control signal IC controls the duty cycle of the dis- 
play driver. When IC is high, all segment drivers are turned 
off. Pulsing this pin with a duty-cycled signal allows the ad- 
justment of the display’s apparent brightness. 


Lamp test signal LT lets you check to see if all LED seg- 
ments are energized. 


GAL Device Implementation 


The GAL16V8 has both the required !/O pins and the drive 
current capability to perform as the complete display decod- 
er-driver circuit with seven inputs and eight outputs. The 
logic equations for this circuit are shown in the listing. One 
GAL device drives each digit; they may be cascaded without 
limit. With minor changes, the same logical structure could 
be used with multiplexer logic to allow a single GAL device 
to decode and drive multiple digits. 
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8.0 Hexadecimal 7-Segment Display Encoder (continueg) 


THREE STAGE HEXADECIMAL DECODER IORIVER | 
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DISPLAY 
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rly 
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vt 
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OFF of Shee eels 
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FIGURE 8.1. Hex Display Decoder-Driver Combinational Logic Diagram 
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8.0 Hexadecimal 7-Segment Display Encoder (continueq) 


title 7-segment display encoder 

pattern ENC 

revision B 

author Tarif Arabi 

company National Semiconductor Corporation 
Date 8/30/92 


chip ENC GAL16V8 

?# pin 1 2 3 
7RBI DO D1 

? pin 11 12 13 
NC G_ /RBO 


equations 


7A = /RBO 
7 RBO 
7 RBO 
7 RBO 
7 RBO 
7 RBO 
A.OE= /IC 


t+t++++ 


/B = /RBO 
+ /RBO 
+ /RBO 
+ /RBO 
+ /RBO 

B.OE= /IC 


/C = /RBO 

+ /RBO 

+ /RBO 

+ /RBO 

+ /RBO'* /D2 
C.0E= /IC 


/D = /RBO /D1 
+ /RBO * /DO 
+ /RBO DO 
+ /RBO * /DO 
+ /RBO DO 
D.OE= /IC 


‘/E = /RBO * /DO * /D2 
* D3 


+ /RBO * D2 
+ /RBO * /DO * Di 
+ /RBO * Dl * D3 
E.0E= /IC 


/F 7RBO * /DO * /D1 
/RBO * /D2 D3 
/7RBO * D1 D3 
7RBO * /DO D2 
7RBO * /D1 D2 * /D3 + LT 
F.OE= /IC 


t+++4il 


/G = /RBO * Dl * /D2 

+ /RBO DO * D3 

+ /RBO * /D2 * D3 

+ /RBO * /DO * Dil 

+ /RBO * /D1 * D2 * /D3 + LT 
B.OE= /Ic 


RBO = /DO * /D1 * /D2 * /D3 * /RBI 
RBO.OE= VCC 
TL/L/9991-G4 
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Hexadecimal 7-Segment Display Encoder (Continued) 


title 7-segment display encoder 


pattern ENC 
revision B 
author Tarif Arabi 


company National Semiconductor Corporation 


Date 8/30/92 


* 


NOTE PINS /RBI:1 DO:2 D1:3 D2:4 D3:5 IC:6 LT:7 NC:8 NC:9 GND:10* 
NOTE PINS NC:11 G:12 /RBO:13 F:14 E:15 D:16 C:17 B:18 A:19 vcc:20* 


QF2194*QP20*FO* 

L0000 
11121221111111211012112111111111 
10111212111011211111211112211011211 
210111121121101121212111212011111 
11110111021111111211111111012111 
211101210111101211111211111012111 
O11211211011110111211211212011211 
11111011101201111211111111011211 
1211111121112221111111011211111111% 
L0256 
11111121122211111011211111211121 
211211121101120111121111111021111 
101121111011122121111111111011111 
10222011122110112111111111011111 
O1120211121110112122112112011111 
01111021122210111212111212011211 
111121111221111111212011212111211 
00000000000000000000000000000000* 
L0512 
12111121112211111011111111121121 
O21110121211211111111111111021111 
O1222111102222211111121111011121 
11211011101111111121111111012121 
211111111011110211121111121011111 
212211111021101211111111111021112 
211111111111112211111011111111111 
00000000000000000000000000000000* 
L0768 
111121221122111110112122122121121 
221111021112102111111222111011111 
101121121011101211111211111011111 
O12201112011122111121111111011111 
10110111011111211121121111011111 
0111101101212111211111221111021111 
11122221121111112111012121111111 
00000000000000000000000000000000* 
11024 
111211211212112111012112111122211 
1011211212022122111111211112012111 
121121212101120111111111121112011111 
10110122111212211112211111011111 
12210111111102111111211111021112 
122221211112121111111011111221111 
00000000000000000000000000000000 
00000000000000000000000000000000* 
L1280 
22122111121112111012212212121111 
101110211211222111111211111011111 
11221112201101211111121111011111 
211110121211101111121111111011111 


TL/L/9991-G6 
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10111111021111111112121111011111 
12111011011310112111111111011111 
121111211211112112121011111111111 
Coceloleteloleteloletetetelelererelereleloleteteteteleteletetele gy 
L1536 
121212211111221221211211221211111 
100210121011101112111111111211111 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
00000000000000000000000000000000 
doodd0d000NDDNNDOONNOONONNDOOOONN 
L1792 
22212121212111111121121112112112111 
111101111021111111111112111011111 
0221112121111101112122113112012111 
11111111101101112112111111011111 
10110111211211112222111111011111 
11111011012210112112211111011111 
12221221111221211121222011221211121 
ooo00000000000000000000000000000*% 
L2048 

00000000* 

12056 


OODCDDDODDDDNDNDDONOOONNODNNONOOO NNN COD0NDNNNOONDONDNND0N000000000000* 


12120 
11121111* 
12128 


21112121111112101111111012111211011111100111211101100000011111110% 


12192 
11* 
CCAAO* 
¥0000 
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8.0 Hexadecimal 7-Segment Display Encoder (continued) 


Dev 


’ Pin 


No 
No 
No 
No 


ice: 16V8 


F 
E 
D 
c 
B 
A 
Vv 


Device Utilization: 


2 
Q 


of dedicated 
of dedicated 
of feedbacks 
of feedbacks 


Type: 
neg,com 
pos, com 
pos,com 
pos,com 
pos,com 
pos,com 
pos, com 
unused 
unused 


input 
input 
input 


‘input 


input 
input 
input 


ground pin 


unused 


neg, trst,com 
neg, trst,com_ 
neg, trst,com 
neg, trst,com 
neg, trst,com 
neg, trst,com 
neg, trst,com 
neg,trst,com 
power pin - 


inputs used 
outputs used 


used as dedicated outputs 


used 


©RnNntnaunweun = 


_ 
°o 
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output 
feedba 
output 
output 
output 


ck 


output 


output 


output 


7/10 (70.0%) 
(100.0%) 
(83.3%) 


(100.0%) | 


(85.73%) 
(100.0%) 
" (85.73) 
(100.0%) 
(71.4%) 
(100.0%) 
(71.4%) 
(100.0%) 
(57.1%) 
(100.0%) 
(71.4%) 
(100.0%) 
(14.38) 
(100.0%) 
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FIGURE 8.2. GAL16V8 Logic Diagram Showing Lamp Driver Pattern 
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9.0 Dual-Port RAM Controller 


DESCRIPTION 


As an example of the speed and architectural flexibility of 
the GAL16V8, a dual-port, dynamic-RAM controller capable 
of controlling four banks of DRAMs is implemented. The 
design, whose block diagram is shown. in Figure 9.7 and 
state diagrams in Figures 9.2 and 9.3, requires two 
GAL16V8 devices. The CUPL input listings for each device 
are shown in Figures 9.4 and 9.6, with respective simulation 
files shown in Figures 9.5 and 9.7. 


The first device, the Controller, is primarily responsible for 
maintaining the state of the entire circuit. As shown by its 
state diagram in Figure 9.2, the Controller normally resides 
in the IDLE state. It can cycle to any of the states: RFGT 
(Refresh Grant), RQGTA (Request Grant A), or RQGTB 
(Request Grant B), depending on the inputs: REFRQ (Re- 


fresh Request), MRQA (Memory Request A), or MRQB © 


(Memory Request B). 


REFRQ has top priority, since the refresh cycle is of vital ; 
importance for DRAM memory retention. MRQA is arbitrarily. 


chosen to have priority over MRQB to avoid bus contention 


with contiguous requests. Every REQUEST, whether a re- . 
fresh request or a memory request, must receive an ACK © 
(acknowledge) signal before the Controller will continue to | 


cycle. Once an ACK is received, the Controller will either 


return to the IDLE state or perform a refresh (if REFRQ is .. 


present), and then return to the IDLE state. Cycling between. 


RQGTA and RQGTB is also possible. 


The CUPL input file for the Controller, shown in Figure 9.4, 
distinguishes output declarations from intermediate variable 
definitions, which greatly reduce the complexity of declara- 
tions. BKg~BKg are intermediate definitions decoded from 
address lines Ay7 and Ayzg to determine which bank 
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will be selected. RQGTAS, RQGTBS, and RFGTS are also 
intermediate definitions of Controller state paths. These are 
used to simplify the final output declarations. 


Output declarations for RQGTA, RQGTB, and RFTG are 
formulated by simply documenting each set of input condi- 
tions that causes the Controller to enter each state. ACK is 
a signal asserted by inputs the Controller receives that ac- 
knowledge the end of a memory.access. 


The second GAL16V8 device, called the Sequencer, is a 
state counter that asserts the control signals communicat- 
ing with the DRAM section. Among these signals are: RAD 
(Row-Address-Data enable), CAD (Column-Address-Data 
enable), RAS (Row-Address Strobe), CAS (Column-Address 
Strobe), and ACK (Acknowledge). These signals are assert- 
ed when the Sequencer enters the proper state, as shown 
in the state diagram of Figure 9.3. 


The CUPL input listing for the Sequencer is shown in Figure 
9.6. Again, intermediate variable definitions are used to sim- 
plify output declarations. DSTg—DSTj are intermediate defi- 
nitions that name the states as decoded by the variables 
STo2, ST1, STo. Notice that a grey-code scheme, which mini- 
mizes the number of product terms, was used for the count- 
ing operation. ce 

Next, STs, ST; and ST are declared by identifying which 
previous states will cause each next state. For example, to 
cycle from state 2 (DST>) to state 3 (DST3), variables STp 
and ST; will be logic ones and variable STo will be a logic 
zero upon reaching the new state. This can easily be ex- 
tracted from the CUPL listing. Outputs RAD and CAD are 
also declared using the intermediate definitions DSTg- 
DST}. ies 
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9.0 Dual-Port RAM Controller (continued) 


- SYSCLK 
Ai7 
Aig 


GAL16V8 


GAL16V8 


ACKREF 
WE 
OE 


FIGURE 9.1. Block Diagram 
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9.0 Dual-Port RAM Controller (continued) 


FIGURE 9.2. State Diagram for Controller Section 


FIGURE 9.3. State Diagram for Sequencer Section 
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9.0 Dual-Port RAM Controller (continued. 


The two GAL16V8-25 devices can be clocked at cycle times 
as fast as 35 ns (28.5 MHz), ample enough for the tight 
timings required to run a DRAM at its specified access 
times. The GAL16V8’s power-up reset feature comes in 
handy in this circuit, since no inputs were available for a 
reset term. To test the functionality of this circuit, the simula- 
tion facilities of CUPL were used. 


It should be noted that although the Controller uses all eight 
registers in the device, the Sequencer requires seven regis- 
ters and one combinational output. While the Controller 
could be implemented in a traditional PAL configuration 
(16R8), the Sequencer requires a nonstandard architecture 
which can only be implemented in a GAL16V8 device. This 
is one of the biggest advantages of GAL devices—the flexi- 
bility of the architecture. 


LE RRRRRE ERE RRR RRR IER RRR RARER REAR IRI RE RIIIIT IRI TT IH / 


/* 


CUPL INPUT FILE ; 
Design input for the controller section of the 
Dual Port DRAM Controller : 


[RR RR RRR RRR RR IARI TIRE TTR IIIT ITI TT TTI TR RIN AK / 


/* Allowable Target Device Types: GAL16V8 x/ 
J RRRRRRRRRERRRER ERR RERRRRARE RRR AREER IRIE RAIA HARRIE RARER RE / 


PARTNO 
NAME 
DATE 
REV 01 
DESIGNER 
COMPANY 
ASSEMBLY ONE; 
LOCATION U10; 


Inputs **/ 


SYSCLK; 
(A16,A17] ; . 
{ST2,ST1,STO] 
MRQA ; 

MRQB ; 

REFRQ 

{OE ; 


Bf 


!RASO 
!RAS1 
{RAS2 
!RAS3 
!RQGTA 
!RQGTB 
!RFGT ; 
ACK ; 


* 


~e te te Be 


CONTROLLER SECTION; 
DRAM CONTROLLER; 
03/28/86. 


‘ 


Joe Engineer; 
National Semiconductor; 


TL/L/9991~77 


FIGURE 9.4. Design Input File for Controller Section 








9.0 Dual-Port RAM Controller (continued 


Declarations and Intermediate Variable Definitions ae / 


(!A17 & !A16) # RFGT ; 
(!1A17 & Al6) # RFGT ; 
(A1L7 & 1A16) # RFGT ; 
(A17 & Al6) # REGT ; 


= !ST2 & ST1 & !STO # ST2 & ST1 & !STO # !ST2 & ST1 & STO # 
!ST2 & !ST1 & STO # !ST2 & !ST1 & !STO ;. 


RASO.D = BKO & RASEN 
RAS1.D = BK1 & RASEN 
RAS2.D = BK2 & RASEN 
RAS3.D = BK3 & RASEN 


RQGTAS = RQGTA & !RQGTB & !RFGT 

ROGTBS = !ROQGTA & ROQGTB & !RFGT 

RFGTS = !RQGTA & !RQGTB & RFGT ; 

IDLE = !RQGTA & !RQGTB & !RFGT ; 

RQGTA.D = (IDLE & MRQA & !REFRQ # ROGTAS & !ACK # RQGTBS & ACK & 
MRQA & !REFRQ # RFGTS & ACK & MRQA) & ! (ACK & !MRQA &— 
!MRQB & !REFRQ) ; 

RQGTB.D = (IDLE & !MRQA & !REFRQ & MRQB # RQGTBS & !ACK # RQGTAS & 
ACK & MRQB & !REFRQ # RFGTS & ACK & !MRQA & MRQB) & ! (ACK & 
!MRQA & !MRQB & !REFRQ) ; . 


RFGT.D = (IDLE & REFRQ # RFGTS & !ACK # RQGTAS & ACK & REFRQ # 
RQGTBS & ACK & REFRQ) & !(ACK & !MRQA & !MRQB & !REFRQ) ; 


ACK.D = ST2 & !ST1 & STO # !ST2 & ST1l & STO & RFGT ; 


; Pak: TL/L/9991-78 
FIGURE 9.4. Design Input File for Controller Section (Continued) 
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9.0 Dual-Port RAM Controller (Continued) 


SERRA ERARER EKER ARERR HE RRIHKRRERERERR ERE RKKHEKRREARKEKEAERERAKE / 

/* . A a. : , ad ie 
CUPL SIMULATION FILE 

Simulation input for the controller: section of. the 

Dual Port DRAM Controller 

* a, * 

LS RRA KEEREKEKEK EK / 


/* Allowable Target Device Types: GAL16V8: */ 
JL RRR HIRAI RIREKERERE RE RE KERR ER ERKEERREREREAHAKE HIKES / 


PARTNO CONTROLLER SECTION; 
NAME DRAM CONTROLLER; 

DATE 03/28/86 ; 

REV O01 ; 

DESIGNER Joe Engineer; 

COMPANY National Semiconductor; 
ASSEMBLY ONE; 

LOCATION U10; 


ORDER: 
SYSCLK, %2,A17,A16,%2,ST2,ST1,STO,%2,MRQA,MRQB, REFRQ, $2, !OE, $4, 
!RASO, !RAS1, !RAS2,!RAS3,%2,!RQGTA, !RQGTB, ! RFGT,%2,ACK; 


VECTORS : 
$msg" 
$msg" 
$msg" 
$msg" 
$msg" 
$msg" 


LHH 
LHH 


0 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
c 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 


fo Ro MoM oe Ro RoN- Ro RoR R- Mo N- Ro RoR RoR - RoR BoB oN -B-k-B-i- i) 
oi oa 0 all 3 ko oo oe OO 0 AO 0 0 OO 


TL/L/9991-80 
FIGURE 9.5. Simulation File for Controller Section 
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9.0 Dual-Port RAM Controller (Continued) - 


[RRR ARRIREHRR RARER REAR RERIEAHRRRRRERRENRERRARRHRARARRRHREER / 


CUPL INPUT FILE 
Design input for the sequencer section for the 
Dual Port DRAM Controller 
/* ee */ 
J RRR RIERA ARIA ARE RRR RR RERREARIR AIRE K / 


/* Allowable Target Device Types: GAL16V8 ot / #/ 
JL RAAT IIIT IIIA KTR II IK IIIA IRATE RARER RARER / 


PARTNO SEQUENCER SECTION; 
NAME DRAM CONTROLLER; 

DATE 03/28/86 ; 

REV Ol 3 

DESIGNER Joe Engineer; ; 
COMPANY National Semiconductor; 
ASSEMBLY. TWO; 

LOCATION U11; 


ae / 


SYSCLK; 
(!RQGTA, !RQGTB) ; 
RDY ; 
!RFGT ; 
IWR ; 


é 
. 
é 


wr 


= 
= 
= 
= 
= 
= 
= 
= 
* 


Outputs 


=e Be Ne Ve 


5S 
oo 


!ACKREF ; 
IWE >; 


TL/L/9991-81 
FIGURE 9.6. Input File for Sequencer Section 
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-DST5 


DST8 


9.0 Dual-Port RAM Controller (continued) 


/** Declarations and Intermediate Variable Definitions **/. 


DST1 
DST2 
DST3 
DST4 


ST2 & ST1 & STO ;. 
!sT2 & ST1 & !STO ; 
ST2 & ST1 & ISTO ; 
!ST2 & ST1 & STO ; 
!ST2 & !ST1 & STO.; . 
!sT2 & !ST1°& !STO ; 
ST2 & !ST1 & !STO ; 
ST2 & !ST1 & STO ; 


DST6 
DST7 


STCYC = ((RQGTA # ROQGTB) & RDY # RFGT) ; 


ST2.D = (DST2 # DST6 # DST8 # DST7 # DST4 &. ‘REGT) # RES # 
DST1 & !STCYC ; ; 


ST1.D DST2 # DST3 ¥# DSTS # DST4 & RFGT # DST1 # RES ; 
STO.D (DST3 # DST4 # DST7 # DsT8) # RES # DST1 & !STCYC ; 
DIR.D WR & !DST1 ; 

CAD.D DST3 & !RFGT # DST4 & !RFGT # DSTS ; 

RAD.D (RQGTA # RQGTB) & RDY & (DST1 # pstT2) ; 

ACKREF = RFGT & ACK ; 


WE.D = WR & (DSTS # DST6) ; 


TL/L/9991-82 
FIGURE 9.6. Input File for Sequencer Section (Continued) 





2-194 


9.0 Dual-Port RAM Controller (continued) 


J RRRRRHRERERHRREERHRERARREKREEREKRARKERERHEERRERHRHRERRIERKEHKR KKK / 
/* a : */ 
/* CUPL SIMULATION FILE 

/* Simulation File for the sequencer section of the 
/* Dual Port DRAM Controller 

/* 

[RRA REE RAEERAKRRERIEE RARER KR RIK RR IKARIA RAR KI / 


/* Allowable Target Device Types: GAL16V8 */ 
[ RRRRRERRARRRERERHKERAKERERE RA REREKHARERARRERRREREEKERREEKKERAEKAR KE / 


PARTNO SEQUENCER SECTION; 

NAME DRAM CONTROLLER; 

DATE 03/28/86 ; 

REV 01 ; 

DESIGNER Joe Engineer; 

COMPANY National Semiconductor; 
ASSEMBLY TWO; © . 

LOCATION Ull; 


ORDER: 
SYSCLK,%2,!RES,%2,!RQGTA, !RQGTB, !RFGT,%2,RDY, !WR,ACK,%2,!0E,%4, 
ST2,ST1,STO,%2,DIR,%2,!CAD, !RAD,%2,!WE ; 


VECTORS : 


Snum" 
Snum" 
Snum" 
$num" 
Snum" 
Snum" 


Ss 
Y 
Ss 
Cc 
L 
K 


Amn 
WHO 
[os i Pid 


ANANANQNANARNIOSD 
PRPHPPPHPPHPHPPPRPOOO 
[ooo RoR oNo Rone RoN- Ronen) 
Prerrrr rete ee oe KK 
foot odbc sfrocdse cde cmccdccdbocwte omocwcod Ib 4 
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TL/L/9991-83 
FIGURE 9.7. Simulation File for Sequencer Section 
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Application Examples 


10.0 CPU Board Random Control Logic 


PW a8 Be we 
so ) = Sy 
| > 
ica 


FIGURE 10. CPU Control Logic 
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10.0 CPU Board Random Control Logic (Continued) 


OPAL™ INPUT FILE 


title CPU CONTROL LOGIC 
pattern CPU 

revision B 

author Tarif Engineer 
company NSC 

Date 1/8/92 


chip CPU GAL16V8 


PD EN EO EA S1 SA El DO DE GND 
SO NC NO C3. HA SS LA MW PW vcc 


equations 


/SO + PW * DE 

/SA * /DO 

Sl * PD * /SA 

S1 * PD * /SA *EA * El 
PD * EO * EA 

PD * /EN 


Hud two 
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OPALT™ JEDEC FILE 


8 
GAL16V8 
EQN2JED: - Boolean Equations to JEDEC file assembler (Version v029) 
Copyright (c) National Semiconductor Corporation 1990, 1991 
Assembled from "C:\OPAL102\CPU.EQN". Date: 1-8-92 

title CPU CONTROL LOGIC 

pattern CPU 

revision B 

author Tarif Engineer 

company NSC 

Date 1/8/92 


* 
NOTE PINS PD:1 EN:2 E0:3 EA:4 S1:5 SA:6 El:7 DO:8 DE:9 GND:10* 
NOTE PINS S0:11 NC:12°N0:13 C3:14 HA:15 SS:16 LA:17 MW:18 PW:19* 
NOTE PINS VCC:20* 
QF2194*QP20*FO* 
L0256 
11222211121221111212111211111121111110 
111211011122111121211211211111110111* 
L0512 
111211112111111110111211210111111% 
L0768 
11021111122101111011111111111111* 
L1024 
110111110211101111011011111111111* 
L1280 
2110101110111112111111111111111111* 
L1536 
100121111122121222121111111111112% 
L2048 
01111110* 
L2056 
00000000000000000000000000000000000000000000000000000000000000008 
L2120 
10000000% 
L2128 
PON ee oe Nene ORTOP ETE ep eon noou eu eoeupoepEes 
L2192 : 
10* 
C1B40* 
vo0000 


TL/L/9991-85 
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High-Speed System Design — 


Using Programmable 
Generic Array Logic 
(GAL®) Devices 


TABLE OF CONTENTS 
1.0 High Speed Consideration 
2.0 Ground Bounce 

Defining the Problem 

Analyzing the Problem 

Solution 
3.0 Interfacing with TTL, CMOS and FACT Family 
4.0 Decoupling Problem 
5.0 Capacitive Load vs Propagation Dela 
6.0 Terminating Transmission Line 
7.0 High Speed Design Rules 


1.0 HIGH SPEED CONSIDERATIONS 


Today’s system designer is faced with the problem of keep- 
ing ahead when addressing system performance and reli- 
ability. With the development of high speed, fast slew rate, 
TTL compatible GAL devices, high speed system design is 
becoming more complicated and needs more attention and 
analysis. 


This application note will describe the high speed design 
issues and possible solutions that can be used to eliminate 
them. The above items will be discussed and analyzed to 
give the user an understanding of the problems involved 
and help in finding the best solution. 


Voc 


ay 


Lop 


a TL/L/11019-1 
FIGURE 1. GAL Output Structure 


National Semiconductor 
Application Note 707 
Tarif Arabi 


- Senior Applications Engineer 


2.0 GROUND BOUNCE 
Defining the Problem 


‘To understand the ground bounce problem we will analyze 


the output structure of the GAL device. The output of the 
GAL consists of two MOS transistors, acting as fast 
switches to give the desired output transition function going 
from high to low or low to high, or from TRI-STATE® (high 


_ impedance) to either high or low. Figure 7 shows the output 


structure of the GAL device, and Figure 2 shows the simpli- 
fied models of the GAL device as it implements the various 
output functions. Figure 2a shows the output at logic LOW 
(GND), where lower transistor is ON and the upper transis- 
tor is OFF. Figure 2b shows the output at logic HIGH (Vcc), 
where the lower transistor is OFF and the upper transistor is 
ON. Figure 2c shows the high impedance state (TRI- 
STATE), where both transistors are OFF. 


" TL/L/11019-2 
a. Low State 


TL/L/11019-3 
b. High State 


z 


TL/L/11019-4 
c. TRI-STATE (High-Impedance) 


FIGURE 2 
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The ground bounce problem starts when the output is 
switching from HIGH to LOW. In this case the lower transis- 
tor is turned from the “OFF” state to the “ON” state, caus- 
ing high current to pass through the transistor and the 
ground lead. 


Analyzing the Ground Bounce Problem 


If we take the simple model for the current path, as shown in 
Figure 3 and put in the equations to realize the effect of this 
transition, then the current can be calculated as follows: 


TL/L/11019-5 


FIGURE 3 
| = CL edV/dt : 


, CL = Cout + Cini + Cine +... 

+ Cinm (as shown in Figure 4) 
Letus assume C_ = 50 pF and dV/dt for fast edge GAL 

devices = 1.5V/1 ns 
Then | = 50 ¢ 10-12 © (1.5/10—9) = 75 mA 
The current will enter the low state loop and will cause a 
difference in voltage between the power supply ground and 
the device ground, Vgp. We can calculate this voltage: 
|+Vgpl = |—Vgbl = Lgb * \di/dt| 
Lgb = Lehp + Lord 
Lchp is the inductance of the ground lead 
inside the device 
Lbrq is the inductance of the ground lead on 
the board 
let us assume Lg) = 20 nH (for both the board and the 
device) and assume that the current will change from 0 mA 
to 75 mA or from 75 mA to 0 mA in 2 ns so dl/dt = 75 mA/ 
2ns. 


where; 
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Vgb = 20°10-9e75¢10-3/2 010-9 
= 750 mV 


Cin M 
FIGURE 4. Load Capacitance © 


The three waveforms shown in Figure 5 depict how the 
ground bounce is generated. The first waveform (5a) shows 
the voltage (V) across the load as it is switched from a logic 
HIGH to a logic LOW. The second waveform (5b) shows the 
current that is generated as the load capacitor discharges 
(where | = C, dV/dt),:and the third waveform (Sc) shows 
the voltage that is. neueed across the inductance in the 
ground lead. ~ 
Note: These models are included in order to generate an understanding of 
where ground bounce originates, To get accurate results many other 
factors must be taken into account which would result in some highly 
complex equations, and also the actual waveforms are depeceat on 
where the measurements are taken. 
When more outputs switch simultaneously the current going 
through the ground lead increases, causing a greater volt- 
age drop across the ground inductance, and generating 
higher ground bounce. 


TL/L/11019-6 
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TL/L/11019-8 
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TL/L/11019-9 
c 
FIGURE 5. Output Waveforms 


The ground bounce in a GAL device might cause the follow- 
ing problem: 


. Glitch on the quiet LOW output: 


When the output is quiet LOW (lower transistor is ON) the 
output voltage is referenced to the device ground, and 


any shift in the device ground will look like a shift in the 
output voltage as shown in Figure 6. |f this output is driv- 
ing another logic device this glitch might cause a false 
signal because the overshoot of the ground bounce (the 
positive pulse) might be considered as a HIGH signal at 
the input of the driven Cevice: 


. False input: 


The input buffers of the GAL device are also referenced 
to the same output ground, so a shift in the ground volt- 
~ age may change the input thresholds so as to cause a 
false transition. If this input is a clock, it might cause a 
new state in a GAL device operating in registers mode. 


Vec Voc Voc 


Input Buffer 


Output Switching 


3. Output oscillation: 


Ground bounce can also disrupt the once sense ampli- 
‘fier causing the outputs to oscillate temporarily. 


4, System noise: 


The overshoot and the undershoot that generated by the 
ground bounce are considered as a source of a noise in 
the system. ; 


From the previous discussion we can see > that there are 
many factors that affect the amplitude of the ground 
bounce: 


1. Number of outputs switching simultaneously: more out- 
puts results in more ground bounce. 


2. Type of output load: large capacitive loads generate more 
ground bounce than typical system traces. 


. Location of the output pin: outputs closer to the ground 
pin exhibit less ground bounce than those further away. 


. Board layout and power distribution: a good board design 
will result in less ground bounce, in the board that is de- 
signed intelligently the value of the power lead induc- 
tance is very small which reduces the ground bounce 
problem. 


Solution 


Now that the problem has been defined, we will discuss the 
methods for solving ground bounce induced phenomena. 
This can be further sub-divided into two parts: |—7he Manu- 
facturing Solution (over which the device designer has con- 
trol), and II—7he Board Design Solution (over which the 
system designer has control). 


/—Manufacturing Solution 


1. Slow the output buffer switching speed to reduce the 
edge rate (dl/dt) and so reduce ground bounce. Make the 
transition from HIGH to LOW slower by using a number of 
MOS transistors. Put a switching delay between each one 
so that the first one will open, then the second one, and 
so on, as shown in Figure 7a and 7b. This will help only if 
the board is designed correctly. In a poorly designed 
board, where Lb-q is greater than Lohp: this solution will 
not make a difference. 


Voc 
Quiet Low Output 
(Low State) 


TL/L/11019-10 


FIGURE 6 








2. Isolate the output ground from the ground of all other 


elements in the device by having a package with a split 
ground lead. Figures 8 and 9 show the difference be- 
tween the regular ground lead and the split ground lead. 
This method will cancel the effect of the (Lehp ¢ di/dt) on 
the input, because the output current will only go in the 
dedicated output ground lead. The only effect on the in- 


V, 


ah 


TL/L/11019-11 


FIGURE 7 
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put will be the product of Lp-g © di/dt. Careful board de- 
sign will be the key issue in the ground bounce problem. 
Note that the ground split solution will not help in reduc- 
ing the noise on the quiet LOW outputs, since they are 
sharing the same ground lead, as shown before in Figure 
6. Also, note that the ground split solution is not effective 
in a PLCC package, since the ground lead is centered. 


Vout Normal Operation 
Vou 


Vout Slowing the Switching Speed 
ey: TL/L/11019-12 
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it Ground Lead 


FIGURE 9. Spl 
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'—Board Design Solution 


As we see from the previous discussion, an important factor 
of the ground bounce problem is a good system and board 
design. There are rules the system designer should follow to 
obtain high speed system and to minimize the problems of 
designing with next-generation logic. The following rules 
should be considered when designing with high speed GAL 
devices: 

1. Ground planes and power planes are required, as shown 
in Figure 10. This implies a multi-layer board is also re- 
quired. Use multi-layer boards with Vcc and ground 
planes, with the device power pins soldered directly to 
the planes to insure the lowest ground and Vcc line in- 
ductances possible. 


. ‘ aad a : TL/L/11019-15 
FIGURE 10. Typical Multilayer Printed Circuit Board | . 


2. Devices driving the highest current should be as close as 
possible to the power entry point as shown in Figure 77. 


Low=Current Devices 
Medium=Current Devices 


Highest-Current Devices 
TL/L/11019-16 


FIGURE 11. Group HIGH Current Devices 
Near Power Entry Point 


3. Use decoupling capacitor for every device, usually 0.1 mF 
should be adequate. These capacitors should be located 
as close to the ground pin as possible. 

4.Do not use sockets or wirewrap boards to guarantee 
good connection in the board and reduce any possible 
impedance. 

5. Do not exceed the manufacturer’s limit in capacitive load- 
ing of the outputs. 

6. Minimize the number of outputs switching simultaneously 
from high to low if possible. 
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7. Use a serial resistor Rg connected between the output 
and the load for the outputs that drive more current, to 
minimize the current during transitions, as shown in Fig- 
ure 11. This resistor will affect the propagation delay of 
the GAL device. To calculate the extra delay, let us con- 
sider Rg = 102. The time constant of the loop is: 


T=RseC, = 10°50 pF = 0.5ns 
This value is small compared to the propagation delay of the 
device. At the same time the series resistor will limit the 
switching current. 





Jd 

GAL Output 
TL/L/11019-17 
FIGURE 12 


3.0 INTERFACING WITH OTHER LOGIC FAMILIES: 


An interfacing problem starts when the output logic level or 
the current requirements of the driver is different than the 
input logic levels or the current of the driven device. The 
most important parameters in this case are Vin, Vit tins tin 
for the driven device and Von, VoL lon: loi for the driver 
device. The design engineer will face the problem when the 
different logic families are not compatible. Modification of 
the circuit should be done to achieve compatibility. 


/—Interfacing GAL Devices to the TTL Logic Family 


An EECMOS GAL device can drive a TTL device wihout 
additional circuitry. This is because the GAL device specifi- 
cations are fully compatible with those of TTL devices and 
vice versa. 


Il—Interfacing GAL Devices to the CMOS Logic Family 


The voltage levels of the two families are not compatible. 
When interfacing the GAL as a driver to.a CMOS device, a 
problem arises because Voy min for GAL = 2.4V, while 
VIH Min for CMOS = 4V. To solve this problem, a pull-up 
resistor Rp, should be used as shown in Figure 13. 
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CMOS Device — 


GAL Output 


TL/L/11019-18 
FIGURE 13 


When the output of the GAL device goes LOW, the lower 
transistor at the output must sink the current | of the driven 
devices and the current of the pull-up resistor Rp,. 
lot Max 2 IRPL + lit (Load) 
loL Max 2 (Voc — Vot Max)/Rp_ + 1 Ii, (Load) 
Rpt 2 (Vcc — Vor Max)/(loL Max — 1 Ii, (Load)) 
as an example: 
lot. Max for GAL Device = 24 mA 
li, for CMOS Device = 0.001 mA 
Number of Loads n= 5 
VOL Max for GAL Device = 0.5V 
Voc = 4.8V 
Rept Min = 4.8 — 0.5/24 — 0.005 = 1809 
This defines the lower limit for the pull-up resistor. 
Two factors affect the upper limit of the pull-up resistor Re: 
1. Load high level input current. 
2. Load input capacitance. 
When the GAL output goes HIGH the ie current of the load 
device must not cause a vewage drop across Rp. sagas that 
Vin is violated so: 
Veo ~ n° lH ® Rpt = Vin Min 
“Rpt < Veco — Vin Min / 0H 
as an example 
Voc = 4.8V 
Vip = 4V_ 
lH -= 0.001 nu 
 n=5 
Rpt Max = 160 kn. 
The other factor is that the input of the CMOS device will 
rise exponentially with a time constant equal to (Rp, ¢ CU: 
Vin Min = Voc [1 — 7 RP ie | 
“Rey = : t/ ks CL 
where k = —1n (Voc - Vin)/Vocl = 
Maximum Input Rise or Fall Time for Bee Device = 
400 ns 
SO Rp Max = 400 ns/(1.8 @ 50 pF) = 4.44 ko 
(Assume the load capacitor is 50 pF) 


Usually the rise time is the main factor for the highest value 
of Rpt. 
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Ml—Interfacing GAL Devices to the FACT™ 
Logic Family 


The voltage levels of these two families are also inéompatl 
ble. When interfacing the GAL as a driver to a FACT device, 
the problem arises because Voy min for GAL = 2.4V while 
ViIH Min for FACT = 3.5V so the same solution for interfac- 
ing GAL devices to CMOS devices can use for intertacing 
GAL devices to the FACT family. 


4.0 DECOUPLING REQUIREMENTS 

GAL devices, like other high-drive, high-performance, logic 
families have special requirements for decoupling and 
board layout. When the output of the GAL switches the de- 
vice draws a substantial supply current, which will produce a 
current spike on the Vcc and GND leads of the device. 


A local decoupling capacitor is required to act as a low im- 
pedance supply for the driver chip during high current condi- 
tions. This will help maintain the voltage within acceptable 
limits and keep rise and fall times to a minimum. If the Vcc 
drop is specified to be a maximum 0.1V then as shown in 
Figure 14 the value of the decoupling capacitor can be cal- 
culated as follows: 
1=Ce dV/dT 

If dt = 2 ns (rise or fall time) and | for the power 
supply = 0.8A 
then C = 0.8 ¢e2ns/0.1 = 0.016 mF 

so select C = 0.047 mF 
Decoupling capacitors need to be of the high k ceramic type 
with low equivalent series resistance (ESR). Capacitors us- 
ing 52ZU dielectric have suitable properties and make a good 
choice for decoupling capacitors. They oner minimum coe 
and effective performance. - 


Voc Bus 
Vec 





oa 


Bypass Capacitors 


vE 


TL/L/11019-19 
FIGURE 14 


Powering GAL Devices pp comeotny 
Unused Inputs 


When GAL devices are powered- up the following steps 
should be followed to avoid damaging the devices: 


1. Connect ground first 
2. Connect Voc 
3. Connect the input signal 


When powering down, the reverse order of the above 
should be followed. 


To avoid any noise and reduce power consumption the un- 
used inputs should be tied to either Voc or ground. 


5.0 CAPACITIVE LOADING EFFECTS 
ON PROPAGATION DELAY 


One of the factors that affects the propagation delay (tpp) is 
the capacitive load C_. The additional delay caused by C. 
can be calculated if the short circuit current on the output is 
known. 





Since the maximum current on the output is the short circuit 
current so as shown in Figure 75, the current can be calcu- 
lated as: 

log = CL dV/dt 


ea See li 


TL/L/11019-20 
. FIGURE 15 
The propagation delay is measured to the 1.5V point of the 
output waveform:. . 
= C,(1.5V)/log 
This equation gives a general form of the additional propa- 
gation delay caused by changing the capacitive load from 
the specified load in data sheet. To calculate the propaga- 
tion delay for a specific load capacitance (Cy), the following 
equation may be used 
where tppT = tpp + 1.5 (CL — 50 pF)/los 
tppt = Total propagation delay 
tpp = Specified propagation delay for 
50 pF load , 

C_ = Actual load capacitance log = Short 
os circuit current . 
as an example: or 

tpp (50 pF) = 10 ns 
CL = 150 pF 
los = 80 mA 
tppt (150 pF) = 10 + (1.5)(150 pF 
— 50 pF)/80) -: 
10ns + 1.9ns = 11.9 ns 
The above equations and the example are used here as a 
design aid, not as a guarantee. 


6.0 TERMINATION FOR HIGH-SPEED GAL DEVICES 


One common characteristic shared by high speed logic is 
that the output edge rates are very fast. As all other logic 
families, careful consideration must be made to determine if 
termination is necessary, and what is the best termination to 
be used. Any connection between two devices in a high 
speed design should be considered as a transmission line. 
That is because of the high ratio of rise time to the line 
propagation delay time. In order to obtain a pure signal, the 


line length must be very short compared to the signal rise | 


time. Otherwise proper termination must be used. 


Reflections on the transmission line are caused by disconti- 
nuity in line impedance, which is considered a major source 
of noise in high speed digital systems. Discontinuity can be 
caused by an input device, another circuit, a CORE R eh or 
another transmission line. 


The reflection coefficient (r) is the ratio of the voltage in the 
reflected wave to that in the incident wave 


r= Vr/Vi 
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The signal that flows through the line at the discontinuity is 
V. The summation of the two waves (the incident and the 
reflected waves) 
V=Vit Vr 

The reflection coefficient is given by the relation: 

r= (2, — Zo)/(2Z, + Zo) 
where Z, is the Load impedance and Zo is the line imped- 
ance. 


Reflection Diagram 

Consider a basic transmission line as shown in Figure 76. 
The circuit has a source signal with impedance = Rg, a line 
impedance of Zo and the load impedance is R_. 


TL/L/11019-21 
Rs - Zo 
Rs + Zo 


re 
Ri + Zo 


FIGURE 16 


[gs = L= 


A reflection diagram is commonly used to demonstrate the 
reflection in the line where, as shown in Figure 77, the verti- 
cal axes are the time scales and the graph shows the signal 
going back and forth along the transmission line. We can 
see that after one line propagation delay (T), the input volt- 
age (Vs0) will reach the end of the transmission line and 
reflect back with the new voltage Va; = 4 Vso. The output 
of the line (the load side) will see the value as (VL1 = Vso 
+ Vp). This new voltage will act as an input to the line and 
after (2T) this voltage will reach the other end of the line and 
reflect again with a value of Va2 = re Vo. which will change 
the voltage at the source side and reflect again going back 
and forth. 


; TL/L/11019-22 
Vs2 = Vso (1 + + ts tL) 
Vs4 = Vgo (1 + te + rg tL + tg 2 + rg2 rl?) 
Vii = Vso + tt Vso 
Vig = Vso (1 +o t+ tort + ts rp?) 
FIGURE 17 
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250 — 50 
sae 6666 
"L = 350 + 50 


. FIGURE 18 


Let us consider a line, shown in Figure 78, as an example to 
calculate the reflection. Assume the value Rg = 12.52, Zo 

= 509 and R; = 2500. The reflection coefficients at the 
ends are: 


Is = Rg—Zo/Pis+Zo = -06 
Ri -Zo 
= = +0.666 
nL RL +Zo : 
At the beginning the line is at OV. Then at time t = 0 the 
transmitter is turned on Vg = 4.8V. Let us consider the line 
propagation delay as T. The voltage at the near end will be: 
Vs Zo 
Ven = — 
$0" Rs + Zo 
A voltage wave Vso = 4V travels toward the far end which 
will be reflected at the far end at time t = T with reflection 
coefficient = r, giving the reflected wave Vp; as: 
' Vay = Vg er, = 4° 0.6666 = 2.67 
The load voltage (voltage at the far end) will be: 
Vii = 4 + 2.67 = 6.67V 
The backward wave Vp, returns to the transmitter: and 


reaches it at t = 2T where it reflects and generates a new 
forward wave ~ ee 


= 4, 8(50/62. 5) = 4V 


Vro = Vai *rs = —1.6V 
The new voltage at the transmitter is equal to the old value 


Vso plus the backward wave vat plus the outgoing forward 
wave Vpo 


Vso = Vso + Vai + Vao = 4 + 2.67 ~ 1.6 = 5.07V 
ts = 0.6 


te N 
OT 4.00V 


4T 4.64V 


6T 4.81V 


This new forward wave will be reflected at t = 3T at the far 
end, and so on. The results are shown in the reflection dia- 
gram Figure 19. 


Figure 20 shows the corresponding <igiiagee observed at 
each end of the line. As we can see from both ends of the 
transmission line, the reflection happened each period of 
time T. If the transmission line is short with respect to the 
edge rate of the incident signal, then reflections will have no 
effect on the quality of the incident signal. A good rule in this 
cause is that terminating the transmission line is necessary 
if the line delay exceeds one quarter the rise or fall time of 
the incident signal. For typical transmission lines in today’s 
systems this translates to approximately six to eight inches 
(15 cm to 20 cm). . 


The main two effects of the nerainaiee transmission line 
are the overshoot and the undershoot of the transmitted 
signal as shown in Figure 16. The degree of the undershoot 
or the overshoot depends on the ratio of the edge speed to 
the propagation delay of the line. 

It is important to-differentiate between the undershoot and 
overshoot generated by the driving device’s output and that 
generated by reflected energy. Many times undershoot and 
overshoot is the result of reflected energy and not caused 
by the driving devices directly (ground bounce problem). 
Poor termination might cause undershoot and overshoot to 
exceed 2V, 


ry = 0.6666 


6.66V IT, 


4.00V 37 
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FIGURE 19 





Near End 


at: 47 
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6T 7 8T 9T 
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FIGURE 20 


There are several termination schemes which may be used 
ona transmission line. Figure 21a shows four types of termi- 
nation in addition to no termination. If the line is short, no 
termination may be necessary, and the ESD protection 
structures on the inputs of the GAL devices will clamp the 
undershoot. 


1. Parallel Termination: Parallel termination is not generally 
recommended for CMOS devices due to the power con- 
sumption. The power consumption of parallel termination 
is a function of the resistor value and the duty cycle of the 
signal. 


2. Series Termination: Series termination is most useful in 
high speed applications where most of the line loads are 
at the far end of the line. This type of termination is rec- 
ommended for CMOS devices, as it offers the lowest- 


power consumption termination. Series termination di- — 


vides the line voltage in half. The reflection created at the 
end of the line doubles the voltage back up to the original 
value. Since the voltage swing along the line is one-half 
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of the driver output, this type of termination will reduce 
the amplitude of any crosstalk created on an adjacent 
line. 


. Thevenin Termination: Thevenin termination is also not 
generally recommended for CMOS devices due to power 
consumption. Thevenin termination is much like parallel 
termination except that it has a balanced effect on the 
output voltage. Lines terminated with a Thevenin termina- 
tion should not be floated or TRI-STATEd otherwise the 
receivers along that line may oscillate. 


. AC Termination: AC termination works well for applica- 
tions where the delay caused by series terminations is 
unacceptable. In this type of termination the capacitor 
blocks any DC current path and help to reduce power 
consumption. This termination technique is recommend- 
ed for transmission lines driving distributed receivers. 


Figure 21b shows the suggested termination values for the 
four types of above termination techniques. 
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No Termination 


[| 


Parallel Termination 


Thevenin Termination 


TERMINATION VALUES 
Parallel: Resistor = Zo 
Thevenin: Resistor = 2 x Zz ous 
Series: 


AC: 


Resistor = Zo —-Zout 
Resistor = Zo . 
. Capacitor = C = 3tg 

Where: | | Zo is the line impedance 

Zour __ is the output driver impedance 
ty is the line propagation delay 


7.0 HIGH-SPEED PROGRAMMABLE 

LOGIC DESIGN RULES 

AND RECOMMENDATIONS 

The following rules should be followed when designing with 

high speed digital! logic: 

1. In a high speed circuit, a multilayer PCB is required. 

2. Separate ground planes and power planes are required. 

3. Highest current devices should be placed as close as 
possible to the power entry point. 

4. Use decoupling capacitors for every device in a high- 
speed circuit. The capacitor should be located as close to 
the ground pin as possible. 
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FIGURE 21 . 


5. Minimize the number of outputs switching simultaneously 
from high to low. 


6. Avoid discontinuity in ground plane and transmission 
lines and avoid sharp bends in the transmission line. 


7. Do not exceed the manufacturer’s limitation in the output 
capacitive load. 


8. Use serial termination for high-speed outputs. 
9. Terminate all high-speed signal lines. 
10. Avoid using wirewrap boards and sockets. 


11. Power pins should be soldered directly to the power 
planes. 
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1.0 INTRODUCTION 


Every day more designers are recognizing the advantages 
of EECMOS GAL devices over TTL PAL devices (PAL and 
GAL will henceforth imply TTL and EECMOS respectively). 
Some of the advantages are: 


® GAL16V8, GAL20V8 and GAL22V10 replace most PAL 
devices 
—Reduced inventory, testing, etc. 


e EECMOS technology 
—Reprogrammable, instant erase 
—100% factory tested means higher reliability, yield 
—Low power consumption 


© GAL Quiet Series™’ have guaranteed low noise specifi- 
cations 


In most applications GAL devices can be used in place of 
PAL devices, however, a simple conversion process is nec- 
essary. Most people are aware of the advantages of GAL 
devices but are not fully aware of the subtle differences. 
This application note will try to explain the conversion pro- 


cess and highlight some of the important differences be- 


tween PAL and GAL devices. 
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2.0 CONVERSION PROCESS 


A conversion process is needed to convert a PAL JEDEC 
file to a GAL JEDEC file. The difference in JEDEC files rep- 
resents differences in device architecture. The conversion 
process can be accomplished using two simple methods. 


© Cross programming method 
© Software conversion method 


The cross programming method (Figure 7) is performed by 
the programmer itself. The designer selects this function 
from the programmer software menu and downloads the 
PAL JEDEC file to the programmer. which handles the con- 
version. Most programmer menus have an option for cross 
programming. Some software allow the user to choose from 
a list of source and target devices while others ask the user 
to specify a cross programming code (Data !/O® calls this a 
RAL code) to determine the correct conversion algorithm. 
Either way, the user downloads the PAL JEDEC file to the 
programmer and the conversion is done by the programmer. 


If a designer does not have the PAL design files on disk, 
most programmers are able to read a master PAL and con- 
vert this to a PAL JEDEC file (as long as the security bit is 
not set in the device). Once the JEDEC file information has 
been saved on disk, the conversion process proceeds as 
outlined above. 


The software conversion method is also very simple. Most 
PLD design software including National Semiconductor's 
OPAL and OPALjr PLD Design Software allow the software 
conversion of a PAL JEDEC file to a GAL JEDEC file. 


Figures 2 and 3 show the software conversion method using 
OPAL or OPALjr. The PAL2GAL tool is selected from the 
“MODULES” menu (Figure. 4) and the source and target 
JEDEC files are specified. Upon hitting return, a GAL 
JEDEC file is created which can be downloaded to the pro- 
grammer containing the GAL device. The new GAL JEDEC 
file uses the filename extension .GUJD to differentiate it from 
the old PAL JEDEC file with extension JED. 
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METHOD 1: CROSS PROGRAMMING 


Insert PAL master device into the programmer Optional 


These additional steps can be 


? rte ot performed to retrieve a de- 
"Read design from PAL master device sign from a PAL. If the de- 

signer still has the design 
on disk, these steps are not 


. Save JEDEC design file z necessary. . 


‘Select "Cross Programming" : 
from the programmer menu Just follow these simple steps 
to convert a PAL design to - 


a GAL design. Most program- 


ar oa ne promo] 


FIGURE 1. The cross programming method 
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_ METHOD 2: SOFTWARE CONVERSION 


Select "PAL2GAL" from the PAL to GAL ‘conversion using ; 
OPAL or OPALjr “MODULES” menu _ this method is even easier. 


OPAL and OPALjr are menu. 
driven to make tasks like PAL 


; Specify the JEDEC file to be converted to GAL conversion a snap, Of 
. ; course, the designer can still 


run the PAL2GAL module from 


: DOS by typing: 


PAL2GAL -d’PALdevice” "PALfile" 


Download the GAL JEDEC file Remember that National Semi- 
conductor offers OPALjr to 


our customers free of charge. 


Use lit.# 580153 when order- 
Insert GAL target device into the programmer ing OPALjr. 
Program and verify GAL device 


FIGURE 2. The software conversion method using OPAL or OPALjr 
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METHOD 2: SOFTWARE CONVERSION (Continued) 


OPAL/OPALjr PAL to GAL Conversion Flow 


Optional 


Programmer 


PAL2GAL 


Programmer 


TL/L/11293~3 
FIGURE 3. PAL to GAL software flow using OPAL or OPALjr 


OPAL/OPALjr PAL2GAL Menu 


File. Translate View Simulate Modules Help Info 


PAL2GAL 
Input File [.jed]: 
Options 
Output File [.gjd]: 
Specify Device: 
Specify UES: 
[ ] TURN OFF diagnostic messages. 
[ ] Exclude vectors in GAL JEDEC file. 


RUN Press <ESC > to cancel 
Enter input filename 


Fi Help F2 Save File F3 Close File F10 Menu 


FIGURE 4. PAL2GAL module menu from OPAL or OPALjr 
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3.0 TECHNICAL DIFFERENCES BETWEEN 
PAL AND GAL DEVICES 


As PLDs have evolved, IC manufacturers have made subtle 
changes to newer PAL and GAL devices to make these 
devices more useful. While GAL devices can be used in 
place of PAL devices in most designs, the designer should 
be aware of some of the important differences between 
these two devices. 


© Output Logic Macrocells (OLMCs) 
¢ Floating inputs 

¢ Power-up state 

© Edge rates 

¢ Reprogrammability 

¢ Power Consumption 

e User Electronic Signature (UES) 

© Checksum 


GAL16V8 


replaces 
these PALs: 


10H8 
12H6 
14H4 
16H2 
16H8 
16R4 
16R6 
16R8 


10P8 
12P6 
14P4 
16P2 
16P8 
16RP4 
16RP6 
16RP8 


10L8 
12L6 
14L4 
16L2 
16L8 


TL/L/11293-5 


3.1 Output Logic Macrocells (OLMCs) 


PAL devices have many density and output variations. GAL 
devices, have standardized densities and configurable out- 
put structures. These output structures, called Output Logic 
Macrocells (OLMCs), can be programmed to emulate a vari- 
ety of output types. Figures 6 and 7 show how OLMCs are 
configured as combinatorial and registered outputs. 


OLMCs also have programmable output polarity. The output 
polarity can be programmed either active high or active low 
to emulate the output polarity of a specific PAL device or to 
meet the polarity requirements of the system. 


GAL20V8 


replaces 
these PALs: 


14H8 14P8 
16H6 16P6 
18H4 18P4 
20H2 20P2 
20H8 20P8 
20R4 20RP4 
20R6 20RP6 
20R8 20RP8 
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FIGURE 5. How just two GAL devices replace most PAL devices 
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Polarity 
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FIGURE 6. Example OLMC in combinatorial configuration 


FIGURE 7. Example OLMC in registered configuration 


3.2 Floating Inputs 


GAL and PAL devices have TTL compatible I/O, however, 
GAL devices use CMOS input and output structures. There- 
fore, unused GAL inputs must be pulled up or down in order 
to function properly. In applications where a GAL device will 
replace a PAL device whose input(s) were left floating: 


° Pull the unused inputs up or down with a 1 kf. to 5 kN 
resistor, or 


e Use a GAL22V10 device which has built-in pull-up resis- 
' tors. GAL22V10 devices are pin-for-pin compatible with 
GAL20V8 devices. 


3.3 Power-Up 


Some PAL devices have different power-up reset specifica- 
tions from GAL devices. Since power-up reset is undefined 
for most PAL devices, converting to a GAL device is gener- 
ally not a problem. NSC 24-pin medium B-PAL devices, 
however, reset to a low state. This may be a problem if 
power-up state is part of the design. 


Polarity 
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Additionally, test vectors are sometimes included to test the 
power-up reset state of the device. These vectors are usual- 
ly at the start of the test vector file and must be changed to 
reflect the power-up reset specifications of the new device. 
Otherwise, the device may seem to fail mysteriously on the 
programmer as a result of incorrect power-up state test con- 
ditions. 


3.4 Edge Rates 


GAL devices tend to have faster edge rates than TTL PAL 
devices, which makes them more prone to noise. This can 
present a problem in some high speed systems. In noise- 
critical designs, the designer should consider GAL Quiet Se- 
ries devices. GAL Quiet Series (GAL QS) devices have 
guaranteed low noise specifications assuring the designer 
that noise will be within guaranteed limits (four specifica- 
tions guarantee simultaneous switching noise level and dy- 
namic threshold performance). At the time of this printing, 
ten GAL QS devices are available from National Semicon- 
ductor. 
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GAL @S tpp lec | 
Device = ~ i 


GAL16V8QS-15Q 
GAL20V8QS-15Q 
GAL16V8QS-15L 
GAL20V8QS-15L 
GAL16V8QS-20L 
GAL20V8QS-20L 
GAL16V8QS-25Q 
GAL20V8QS-25Q 
GAL16V8QS-25L | 
GAL20V8QS-25L 


To help reduce noise, unused product.terms can be dis- ~ 


"|" 94.Pin Small 


help improve noise immunity. For more information on GAL _ 


abled in GAL devices. Disabling unused product terms will 


QS devices and high-speed system design, see BAPPAEatIOn 
Note 707. 


3.5 Reprogrammability 


One of the greatest benefits of EECMOS GAL devices is 
reprogrammability. While.a minimum of.100 erase/write cy- 
cles is guaranteed, many thousands of.erase/write cycles 
may be realized. In addition, the erase cycle is almost in- 
stantaneous as compared with UV. PAL devices. These 
facts are well known to system designers, but -they. also 
have an impact on system reliability. Since GAL devices can 
be programmed and tested at the factory, National guaran- 
tees 100% field programmability and functionality. 
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=e Reset Reference Chart 


Polarity 


Xx 
ips 


20- see pevee__—_| Small 


: 20-Pin Med 


24-Pin Med 


24-Pin XOR 


24-Pin Pol. 


PAL16RA8 
PAL20RA1 0 


GAL16V8 

GAL20V8 

GAL22V10 
GAL20RA10 ~ 
~GAL6001- 


Note: x = Power-Up reset undefined. 


FIGURE 8. Power-up reset conditions 





3.6 Power Consumption 


Converting from a PAL to a GAL device will reduce power 
consumption by 50% to 75%. 





3.7 User Electronic Signature (UES) 


GAL devices contain a User Electronic Signature (UES) 
which contains 64-bits of user identification data. The de- 
signer may specify any relevant data up to 64-bits such as 
date, revision, and pattern codes. The UES may be speci- 
fied in most PLD design software. 


3.8 Checksum 


The checksum of identically configured PAL and GAL devic- 
es will be different due to the extra programmable cells in 
GAL devices. This is important to remember since it could 
potentially cause confusion on the production floor. In addi- 


tion, data in the UES will affect the checksum. This means. 


that two identical GAL devices may be functionally identical 
but may have different checksums due to different UES 
data. This, too, can cause confusion on the production floor. 
It is recommended that the user set the UES to zeros if it is 
not used. Most software will program the UES to zeros by 
default. 


4.0 CONVERTING TO GAL22V10 ; 


A GAL22V10 will replace most PAL devices including PAL 
devices replaceable by a GAL20V8 (see Figure 9). In order 
to convert a PAL device to a GAL22V10, OPAL or OPALjr 
may be used. Start with the PAL JEDEC file and run the 
module called “JED2EQN” to convert the JEDEC file back 


to Boolean equations. Next, edit the .EQN file and change. 


the device name from PALooox to GAL22V10, then recom- 
pile to a JEDEC file using the “EQN2JED” module. Now the 
new GAL JEDEC file can be downloaded to the programmer 
and the GAL22V10 (Figure 10). 


Since a PAL22V10 JEDEC file is identical to that of a GAL ' 


22V10 except for the absence of UES, this recompilation is 


not needed. Programmer software contain two options for - 
programming a GAL22V10. They are labeled “GAL22V10” © 


and “GAL22V10 UES”. Choose ““GAL22V10” and program 


the GAL22V10 using the PAL22V10 JEDEC file. OPAL 2.0° 


now supports automatic PAL to GAL22V10 conversion. . 
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GAL22V10 


replaces 
these PALs: 


PAL22V10 
PAL12L10 
PAL20L10 
PAL20X4+ 
PAL20X8+ 
PAL20X10+ 


and PALs replace- 
able by GAL20V8 


ft Replacement in 90% of designs. 


TL/L/11293+9 
FIGURE 9. GAL22V10 replaces large PAL devices 


JED2EQN 


GAL22V10 


| 


; TL/L/11293-10 
FIGURE 10. Converting from PAL to 
GAL22V10 using OPAL or OPALjr 
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5.0 CONVERTING AN XOR PAL TO A GAL22V10 


National’s OPAL software may be used to convert XOR PAL 
devices to a GAL22V10. First, the PAL JEDEC or EQN file 
must be converted to the high level OPAL language using 
the “JED2EQN” and “EQN2OPL” modules (Figure 71). 


All XOR functions must then be described with the OPAL 
operator for XOR which is “$”. 

Example 
f20.X1 := /f19 & /f15 

#/f22 & /f21 & f19 & /f15; 
f20 & f19 & /f15 


#115; 


f20.X2 := 


must be converted to: ; 
f20 :=. (/f19 & /f15 Pa 

#/422 & /f21 & f19 & /f15) 

$(f20 & f19 & /f15 

#15); 
Note the use of parentheses. 
After all XOR functions are converted to the new format, the 
design should be recompiled to a JEDEC file. OPAL will 
expand the XOR functions to standard sum-of-products 
equation form during recompilation. For this reason, the 
Espresso minimization option should be chosen so that 
OPAL can attempt to shrink the design to fit in the 
GAL22V10. " ; 


Edit XOR Equations 


EQN20PL 


XOR PAL 


Optional 


OPL2 


PLA 


EQN2JED 


GAL22V10 
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FIGURE 11. Converting an XOR PAL to a GAL22V10 using OPAL 
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6.0 PAL TO GAL CROSS REFERENCE 


PAL10H8/A 
PAL10L8/A 
PAL12H6/A 
PAL12L6/A 
PAL14H4/A 
PAL14L4/A 
PAL16H2/A 
PAL16L2/A 
PAL16C1/A 


PAL10H8A2 
PAL10L8A2 
PAL12H6A2 
PAL12L6A2 
PAL14H4A2 
PAL14L4A2 
PAL16H2A2 
PAL16L2A2 
PAL16C1A2 


PAL16L8/A 
PAL16R4/A 
PAL16R6/A 
PAL16R8/A 


PAL16L8A2 
PALI6R4A2 
PAL16R6A2 
PAL16R8A2 


PAL16L8B 
PAL16R4B 
PAL16R6B 
PAL16R8B 


PAL16L8B2 
PAL16R4B2 
PAL16R6B2 
PAL16R8B2 


PAL16L8D 
PAL16R4D 
PAL16R6D 
PAL16R8D 


PAL16L8-7 
PAL16R4-7 
PAL16R6-7 
PAL16R8-7 


GAL16V8-25L 
GAL16V8-25L 
GAL16V8-25L 
GAL16V8-25L 
GAL16V8-25L 
GAL16V8-25L 
GAL16V8-25L 
GAL16V8-25L 
No Equivalent 


- GAL16V8-25Q 


GAL16V8-25Q 
GAL16V8-25Q 
GAL16V8-25Q 
GAL16V8-25Q 
GAL16V8-25Q 
GAL16V8-25Q 


GAL16V8-25Q — 


No Equivalent 


GAL16V8-25L 
GAL16V8-25L 
GAL16V8-25L 
GAL16V8-25L 


GAL16V8-25L 
GAL16V8-25L 
GAL16V8-25L 
GAL16V8-25L 


GAL16V8-15L 
GAL16V8-15L 
GAL16V8-15L 
GAL16V8-15L 


GAL16V8-25L ~ 


GAL16V8-25L 


GAL16V8-25L | 
~ GAL16V8-25L 


GAL16V8-10L 
GAL16V8-10L 
GAL16V8-10L 
GAL16V8-10L 


GAL16V8-7L 
GAL16V8-7L 
GAL16V8-7L 
GAL16V8-7L 
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GAL16V8QS-25L 
GAL16V8QS-25L 
GAL16V8QS-25L 
GAL16V8QS-25L 
GAL16V8QS-25L 
GAL16V8QS-25L 
GAL16V8QS-25L 
GAL16V8QS-25L 


GAL16V8QS-25Q 
GAL16V8QS-25Q 
GAL16V8QS-25Q 
GAL16V8QS-25Q 
GAL16V8QS-25Q 
GAL16V8QS-25Q 
GAL16V8QS-25Q 
GAL16V8QS-25Q 


GAL16V8QS-25L 
GAL16V8QS-25L 
GAL16V8QS-25L 
GAL16V8QS-25L 


GAL16V8QS-25L 
GAL16V8QS-25L 
GAL16V8QS-25L 
GAL16V8QS-25L 


GAL16V8QS-15L 
GAL16V8QS-15L 
GAL16V8QS-15L 
GAL16V8QS-15L 


GAL16V8QS-25L 
GAL16V8QS-25L 
GAL16V8QS-25L 
GAL16V8QS-25L 
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6.0 PAL TO GAL CROSS REFERENCE (Continued) 


PAL NSID 


PAL14L8/A 
PAL16L6/A 


PALt8L4/A : 


PAL20L2/A 
PAL20C1/A 


PAL12L10/A 
PAL20L10/A 
PAL20X4/A 
PAL20X8/A 
PAL20X10/A 


PAL20L8A 
PAL20R4A 
PAL20R6A 
PAL20R8A 


PAL20L8B 
PAL20R4B 
PAL20R6B 
PAL20R8B 


PAL20P8B 

PAL20RP4B 
PAL20RP6B 
PAL20RP8B 


PAL20L8D 
PAL20R4D_ 
PAL20R6D 
PAL20R8D 


PAL20L8-7 | 
PAL20R4-7 
PAL20R6-7 
PAL20R8-7 


PAL16RA8 
PAL20RA10 


210 
210 
-210 

210 


210 
210 
210 
210 


210 | 


210 
210 
210 


210 . 


210 
210 
210 


os 


GAL20V8-25L. 
GAL20V8-25L 


GAL20V8-25L ©. - 


GAL20V8-25L . 
No Equivalent 


' GAL22V10-25L 


GAL22V10-25L 
GAL22V10-25L 


GAL22V10-25L: 


GAL22V10-25L. 


GAL20V8-25L 
GAL20V8-25L 
GAL20V8-25L 
GAL20V8-25L 


GAL20V8A-15L_ 
GAL20V8A-15L. 
GAL20V8A-15L 


GAL20V8A-15L 


GAL20V8A-15L 
GAL20V8A-15L 
GAL20V8A-15L 
GAL20V8A-15L 


GAL20V8-10L 
GAL20V8-10L 
GAL20V8-10L 
GAL20V8-10L 


GAL20V8-7L 
GAL20V8-7L 
GAL20V8-7L 
GAL20V8-7L 


‘ No Equivalent 
GAL20RA10-25 


*GAL22V10 can replace 90% of designs for PAL20X4/20X8/20X10 by conversion using OPAL software. 
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GAL20V8QS-25L 
GAL20V8QS-25L 
GAL20V8QS-25L 
GAL20V8QS-25L 


GAL20V8QS-25L 
GAL20V8QS-25L 
GAL20V8QS-25L 
GAL20V8QS-25L 


GAL20V8QS-15L 


GAL20V8QS-15L 
GAL20V8QS-15L 
GAL20V8QS-15L 


GAL20V8QS-15L 
GAL20V8QS-15L 
GAL20V8QS-15L 
GAL20V8QS-15L 
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OPAL Software Flow 


TRUTH BOOLEAN STATE 
TABLE EQUATIONS MACHINE 


OPL2PLA C 06 ) 
ABEL™-4 AND OTHER 3RD 
EQN20PL FITMAPL [Ca PARTY SOFTWARE - . 
ESPRESSO” : 
PLA2EQN 
i EQN2JED C 106 ) bs 
_ JEDZEQN C 120) JED2CKT Gran: ~ OPAL sim 


PAL2GAL PROGRAMMER . Cast) 





: OUTPUT ; 
CUSTOMER - OPAL view 
— BOARD | 


: F . TL/L/11293-12 


OPALjr Software Flow 


BOOLEAN EQUATIONS 


JED2ZEQN - EQN2JED 


PAL2GAL_ 


PROGRAMMER 
CUSTOMER BOARD 


FIGURE 12. OPAL and OPALjr software flows 


TL/L/11293-13 
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A GAL6001-30L Zero Wait 
State Page Mode Memory 
System Interface Between 
The DP8422A and The 
68020 


1.0 INTRODUCTION 


This application note describes how the National Semicon- 
ductor GAL6001-30L can create a zero wait state page 


mode memory system interface between the DP8422A 


DRAM controller and the 68020 microprocessor operating 
at 16 MHz. It is assumed that the reader is already familiar 
with 68020 CPU, the DP8422A and GAL design using the 
GAL6001-30L. 


2.0 DESCRIPTION OF DESIGN 


This design illustrates the use of the GAL6001 in conjunc- 
tion with the DP8422A DRAM controller to provide a no-wait 
state page-mode memory system for a 68020 CPU running 
at 16 MHz. This application note assumes two 32-bit memo- 
ry banks using 4 M-bit DRAMs. This gives a 32 Mega-byte 
memory. “ , 

This memory design forces three wait states during out-of- 
page accesses and zero wait states during in-page access- 
es using inexpensive 100 ns DRAMs. The theory behind this 
design is that the CPU will tend to have multiple accesses 
within some local area of memory (a page) before access- 
ing some other area of memory (different page). The more 
accesses within a page of memory, the more efficient this 
memory design allows the CPU to become. The page size 
of a 4 M-bit DRAM is 2048 bits. The page size of one bank 
of memory (32 bits per bank) is 8192 bytes or 8 Kbytes. 


It should be noticed that if the user wanted to use fast 
DRAMs (80 ns or less access times) he could get rid of one 
wait state during out-of-page accesses. This can be seen by 
subtracting one clock period (62.5 ns) from the calculated 
RAS access time (tRAC) and the CAS access time (tCAC), 
section IV numbers 5 and 6. This would result in the design 
forcing two wait states during out-of-page accesses, in-page 
accesses would still remain with zero wait states. 


Figure 1 shows a block diagram of this design driving two 
banks of DRAM, each bank being 32 bits in width, giving a 
maximum memory capacity of up to 32 Mbytes (using 
4 M-bit x 1 DRAMs). This memory design could easily be 
changed to four banks of 1 M-bit DRAMs since there are 
12 bits that are compared internally, 10 bits of row address 
for 1 M-bit DRAMs and 2 bank bits. 

The memory banks are interleaved on page boundries (2k 
double word boundaries). This means that the address bit 
(A13) is tied to the bank select input of the DP8422A (B1). 
The bottom 11 bits (A2-—12) constitute the column address 
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es (intra-page address) and the top 11 bits constitute the 
row addresses (page address) of the DRAMs. 


Address bits AO and A1 are used, along with the transfer 
size outputs (SIZO, 1), to produce the four byte select strobe 


- inputs to the DP8422A, ECAS~ (3:0). These’ byte select 


strobes, ECAS ~ (3:0), enable the CAS ~ outputs which are 
used in byte reads and writes. The ECAS~ output of the 
GAL6001 further shapes the CAS~ pulse to the DRAMs, 
CS ~ (3:0). - 

The GAL6001-30 along with the DP8422A DRAM controller 
implement a page mode DRAM system. The GAL6001-30 
latches the DRAM row and bank inputs (ROWO-10, B1) dur- 
ing each Chip Selected access. This page address is com- 
pared with each new Chip Selected address to determine 
whether the current access is within the same page of 
DRAM as the previous access. If the current access is with- 
in the same page a zero wait state access can be complet- 
ed. If the current access is to another page of the DRAM the 
GAL6001-30 will end the current access by pulling AREQ~ 
high; latch the new current page address in its internal regis- 
ters; start the new access by pulling AREQ~ back low 
again; and then pull DSACK~ low once the current access 
has completed. 


lf AS~ from the 68020 is high and a refresh is requested 
(RFRQ~ low) the GAL6001-30 will end the current page 
mode access by pulling AREQ~ high. Then the GAL will 
allow the refresh to take place and start the next CPU 
DRAM access if one has been requested. 


The logic shown in this application note forms a complete 
68020 memory sub-system, no other logic is needed. This 
sub-system automatically takes care of: 


A. arbitration between Port A and refreshing the DRAM; 


. B. the insertion of wait states to the processor (Port A and 


Port B) when needed (i.e., if RAS ~ precharge is needed, 
.tefresh is happening during a memory access ... etc.); 
C. performing byte writes and reads to the 32-bit double 

words in memory. 
Memory system timing diagrams appear in Figures 2, 3, and 
4. These figures are the result of simulating this design on 
an engineering workstation. 


_Also, throughout this application note the symbol “~” has 


been used to denote an active low signal. For example 
RAS~O0O refers to the active low RASO output of the 
DP8421A. 
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3.0 DP8422A PROGRAMMING MODE BITS 


Programming 
Bits 

RO =0 

R1=1 


Description 


RAS ~ low two clocks, RAS~ 
precharge of two clocks. If more 

RAS ~ precharge is desired the user 
should program three periods of 
RAS ~ precharge 

DTACK~ 1 is chosen. DTACK~ 
follows the access RAS ~ low on the 
following rising clock edge 

No WAIT states during burst accesses 


If WAITIN~ = 0, add one clock to 
DTACK~. WAITIN~ may be tied high 
or low in this application depending 
upon the number of wait states the 
user desires to insert into the access 
Select DTACK~. 

Non-interleaved Mode 


Select based upon the input 
“DELCLK”’ frequency. Example: if the 
input clock frequency is 16 MHz then 
choose CO, 1, 2 = 0, 1, 0 (divide by 
eight, this will give a frequency of 

2 MHz). 


RAS banks selected by “B1”. This 
mode allows two RAS ~ outputs to go 


low during an access, and allows byte 
writing in 16-bit words. 

Column address setup time of 0 ns. 
Row address hold time of 15 ns 

Delay CAS ~ during write accesses to 
one clock after RAS ~ transitions low 
Fall through latches. 

Access mode 1 

Allow CAS ~ to be extended after 
RAS ~ transitions high. Also, allow the 
WE~ output to be used as a refresh 
‘request (RFRQ~ ) output indicator. 


C8 = 1 
co =1 


Bo =1 
Bi=1 
ECAS~0 = 1 


2. Minimum time to ADS~ valid: 


62.5 ns (one clock period at 16 MHz) 

+4 ns (GAL6001-30 assumed min time output clock to 
AREQ~ valid) 

= 66.5ns . 


. Minimum CS~ setup time to ADS~ valid (DP8422A-25 


needs a minimum of 5 ns): 


- 66.5 ns (see #2 above) 


—30 ns (see #1 above) 
= 36.5 ns 


. Minimum CS~ setup time to CLOCK high (GAL6001-30 


needs 25 ns input setup time to the output CLOCK for the 
AREQ~ output): 

62.5 ns (one clock) 

—30 ns (max time to address bit 31 valid, see #1 above) 
= 32.5 ns 


. Determining tRAC during a normal access (RAS~ ac- 


cess time needed by the DRAM): -: 
217.5 ns (three and one half clocks, (3 = 62. =e) + 30 = 
217.5 ns) 
—15 (GAL6001-30 max CLK to AREQ~ ‘valid) 
—29 ns (ADS~ to RAS~ low max, DP8422A-25 #402) 
—7 ns (74F245 max delay) 
—5 ns (68020 data setup time) 
= 161.5 ns 
Therefore the tRAC of the ORAM must be 161, .5 ns or 
less. 


. Determining tCAC during a normal access (CAS~ ac- 


cess time) 

217.5 ns (three and one half clocks, 

(3 X 62.5) + 30 = 217.5 ns) 

—15 (GAL6001-30 max CLK to AREQ~ valid) 

—75 ns (ADS~ to CAS~ low max, DP8422A-25 #403a, 
light load) 

—14 ns (74F32 CS ~ (3:0) drivers max delay driving 
125 pF) 

—7 ns (74F245 max delay) 

—5 ns (68020 data setup time) 

= 102.5 ns 

Therefore the tCAC and the column address access time 

of the DRAM must be 102.5 ns or less. 


. Maximum time to CS ~ (3:0) low during a page mode ac- 
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0 = Program with low voltage level 
1 = Program with high voltage level 


X = Program with either high or low voltage level (don't 
care condition) 


4.0 16 MHz 68020 TIMING 
CALCULATIONS FOR A SYSTEM WITH 
THREE WAIT STATES DURING NORMAL 
ACCESSES AND ZERO WAIT STATES - 
DURING BURST ACCESSES 


1. Maximum time to CS~ valid: 
30 ns (68020RC16 max time to valid address) 


cess: 

62.5 ns (one clock at 16 MHz) 

+30 ns (GAL6001-30 max time from clock to output, 
ECAS~) 

+14 ns (74F32 max time to CS ~ (3:0) valid) 

= 106.5 ns 

. Minimum time to DRAM column address strobes low 

[CS ~ (3:0)] during a page mode access: 

62.5 ns (one clock at 16 MHz) 

+8 ns (assumed GAL6001-30 min time from input to out- 
put, ECAS~) 

+4 ns (assumed 74F32 min time to CS ~ (3:0) valid) 

= 74.5 ns 
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9. Determining the minimum column address setup time to 
CS ~ (3:0) low (0 ns needed by the DRAMs) during burst 
mode accesses for zero wait states: 

74.5 ns (see #8 above, min time to CS ~ (3: 0) valid) 
—30 ns (max time to 68020 address valid) 

—35 ns (DP8422A-25 max time address in to out, #27) 

= 9.5 ns minimum 

10. Determining the tCAC (CAS~.a access time) needed dur- 

ing burst mode accesses for zero wait states: 

155 ns (two and one half clocks, (2 x ae) + 30 = 
. 155 ns) 

— 106.5 ns (max time to CS~ (3: 0), see #7 above) 

—7 ns (74F245 max delay) 

—5 ns (68020 data setup time) 

= 36.5 ns 

. Determining the column address access time needed 

during burst mode accesses for zero wait states: 

155 ns (two and one half clocks, (2 x 62.5) + 30 = 

- 155 ns) . 

—30 ns (max time to 68020 address valid) 

—35 ns (DP8422A-25 max time address in to out, #27) 
—7 ns (74F245 max delay) 

—5 ns (68020 data setup time) 

= 78 ns ; 

. Minimum DSACK~ (Data transfer and Size ACKnowl- 
edge) setup time to clock low (68020 DSACK~ input 
needs 5 ns, #47a) during page mode zero wait state 
accesses: 

30 ns (one half clock period, S2 clock of 68020 clock 
cycle) 

—25 ns (GAL6001-30 input to outputs enabled, 
DSACK~ output) 
= 5ns 


Note: Calculations can be aan for different frequencies, different logic 
(ALS or CMOS ... etc.), and/or different combinations of wait states 
by substituting the appropriate values into the above equations. 


5.0 68020 GAL6001-30 INPUT 
AND OUTPUT DESCRIPTIONS 


Inputs: 


ROWO0-10 These are the row address inputs of the 
DRAMs and are also connected to the 
RO-10 inputs of the DP8422A-25. The 
‘GAL6001-30 latches these inputs along 
with the B1 input and compares this ad- 
dress with each new address during a Chip 
Selected DRAM access to determine 
whether the current access is within the 

.. Same page of. DRAM as the previous ac- 
cess. 
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- The bank input to the DP8422A-25, B1 in- 
put. This input determines which of the two 
“DRAM banks the CPU is currently access- 
ing in. The GAL6001-30 latches this input 
along with the ROWO0-10 inputs and com- 
pares this address with each new address 
during a Chip Selected DRAM access to 
determine whether the current access is 
within the same page of DRAM as the pre- 
vious access. 
The ReFresh ReQuest input from the 
DP8422A DRAM controller. 
The 68020 READ and write access indica- 
tor. 
The DP8422A Data Transfer ACKnowl- 
edge indicator. 
The 68020 address strobe, indicating that 
the CPU address is valid and a CPU ac- 
cess is in progress. 
Chip Select for the memory system. It was 
assumed that the 68020 address bit 31 
would be used for this indicator. When low 
it indicates that the 68020 is accessing the 
DRAM. 
The 68020 system clock, 16 MHz in this 
application. 


RFRQ~ 
READ 
DTACK~ 


AS~ 


CLK, ICLK 


Outputs: 


AREQ~ The DRAM Access REQuest. This signal is 
input to the DP8422A DRAM controller. It 
will remain low as long as all 68020 chip 
selected accesses remain within the cur- 

- rent page. As soon as an access occurs 
that is not within the currently latched page 
address or a refresh request occurs 


AREQ~ will be pulled high. 


Enable CAS~ is toggled during every ac- 
cess and is used to drive the CAS ~ inputs 
to the DRAMs, CS ~ (3:0). This input is de- 
layed during write accesses to allow time 
for the data to become valid at the DRAM 
inputs before CAS~ transitions low. The 
READ input to the DRAMs is guaranteed 
to transition while ECAS~ is high. 

The Data transfer and Size ACKnowledge 


output goes to the 68020 to end the cur- 
rent access when low. . 


DSACK~ 


Internal Nodes: 


LRO-10 These are the latched ROWO-10 address- 
es of the current page of DRAM. These 
addresses are clocked ays the aug ecge 


of CS_AS_L~. 


This is the latched B1 address of the cur- 
rent page of DRAM. — : 


This is a latched version of Chip Select 
and Address Strobe of the 68020. This sig- 
nal toggles during each access and tran- 
sitions low from the rising edge of S2 clock 
and high from the rising edge of S5 clock. 


LB1 


CS_AS_L~ 





This is a delayed version of CS_AS_L~. 


This is the DP8422A ReFresh ReQuest 
Delayed and Synchronized to the 68020 
system clock. 


6.0 68020 GAL6001-30 EQUATIONS WRITTEN IN NATIONAL SEMICONDUCTOR OPAL FORMAT 
TITLE 68020/DP8422A DRAM PAGE DETECTOR FOR USE WITH NATIONAL GAL6001 
PATTERN PG_DETECT 

REVISION A 

AUTHOR RUSTY MEIER 

COMPANY NATIONAL SEMICONDUCTOR 

DATE DEC. 11, 1989 

CHIP PG_DETECT GAL6001 

sPIN LIST 

RO Rl R2 RS R4 RS RE R7 RFRQ~ DTACK~ AS~ GND 

CLK R8 R9 R1O Bl CS~ ICLK DSACK~ AREQ~ ECAS~ READ VCC 

sBURIED NODE OUTPUTS 

LRO LR1 LR2 LR3 LR4 LRS5 LR6 LR7 

;DUAL FEEDBACK NODE OUTPUTS 

LR8 LR9 LR1O LB1 CS_AS_L~ AS_D2~ NC NC NC RFRQD~ 

EQUATIONS 

sGAL DUAL FEEDBACK NODES 233 RAAB GG IO IOI Ea ik Kak ik 

;sNOTICE THAT THE CLOCKS (XXX.CLKF TERMS) 

;ARE THE SAME AS "CS_AS_L~" INVERTED 

LR8 := R8 
LR8.CLKF 
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1CS~ & !AS~ & ICLK 
ICS_AS_L~ & !AS~ 
§ICS_AS_L~ & !ICLK 


3 I 


LRO := R9 
LR9.CLKF ICS~ & !AS~ & ICLK 
!CS_AS_L~ & !AS~ 


ICS_AS_L~ & ‘ICLK 


# 
# 


LR1O := R10 
LR10.CLKF !CS~ & !AS~ & ICLK 
ICS_AS_L~ & !AS~ 
ICS_AS_L~ & SICLK 


tbh 


LBl := Bl 
LB1.CLKF ICS~ & !AS~ & ICLK 
ICS_AS_L~ & !AS~ 

ICS_AS_L~ & !ICLK 

ICS~ & !AS~ & ICLK 

ICS_AS_L~ & !AS~ 

ICS_AS_L~ & !ICLK 

ICS~ & !AS~ & !CS_AS_L~ & !ICLK 
ICS~ & IAS~ & !AS_D2~ 

ICS~ & !AS_D2~ & !ICLK 

IRFRQD~ := !RFRQ~ 

sGAL OUTPUTS Oe aie ale aie a oe ae ok a fe ok ake ake oe ofe 2 ae ae oie afc afc fe ic ai ok oe ic ok fe ie ake ake aie aie oie ok ok oe 


DSACK~ = CS~ 
{CcS~ RO & !LRO 
csS~ {RO & LRO 
'cS~ Rl & !LR1 
!cS~ {Rl & LR1 
cS~ R2 & !LR2 
cS~ {R2 & LR2 
!cS~ RS & !LRS 


!CS_AS_L~ 


!AS_D2~ 


| a | || 
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ICS~ & IR3 & LRS 
ICS~ & R4 & !LR4 
ICS~ & IR4 & LR4 
ICS~ & RS & !LRS 
ICS~ & IRS & LRS 
ICS~ & RG & !LRG 
ICS~ & IRG & LRG 
ICS~ & R7 & !LR7 
ICS~ & IR7 & LR7 
ICS~ & R8 & ILRS 
ICS~ & IRS & LRS 
ICS~ & RO & !LRO 
ICS~ & IRS & LRO 
ICS~ & R1O & !LRLO 
ICS~ & !R10 & LR1O 
ICS~ & Bl & !LBL 
ICS~ & !BL & LBL 
DTACK~ 

DSACK~ & ICLK & !AS_D2~ 
AS~ & !AS_D2~ 
AREQ ~ 

DSACK~ .TRST = !CS~ & !AS~ 
ECAS~ = CS~ 


Se FH Fe FR ROSE FR OSE ROR OR OOS CF FEF Ss Ft Ek: 


ICS~ & RO & !LRO 
!CS~ & IRO & LRO 
ICS~ & Rl & !LRL 
ICS~ & {Rl & LR1 
ICS~ & R2 & !LR2 
ICS~ & !R2 & LR2 
ICS~ & R3 & ILRS 
ICS~ & IR3 & LR3 
ICS~ & R4 & !LR4 
ICS~ & IR4 & LR4 
ICS~ & R5 & !LRS 
ICS~ & !R5 & LRS 
ICS~ & RG & !LRG 
ICS~ & !RG & LRG 
ICS~ & R7 & !LR7 
ICS~ & IR7 & LR7 
1CS~ & RB & !LR8 
ICS~ & !R8 & LRS 
ICS~ & RO & !LRO 
ICS~ & IR9 & LRO 
ICS~ & R10 & !LR1O 

ICS~ & !R10 & LR1O 

ICS~ & B 

IcS~ & ! 

AS~ 

cs~ 

ECAS~ & !ICLK & CS_AS_L~ 
AREQ~ 

IREAD & ECAS~ & AS_D2~ & ICLK 
IRFRQD~ & CS_AS_L~ 

ICS~ & RO & !LRO 

ICS~ & !RO & LRO 

ICS~ & Rl & !LR1 

ICS~ & IRL & LR1 

ICS~ & R2 & !LR2 


# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
# 
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!cS~ 
IcS~ 
1CS~ 
!cS~ 
ICcS~ 
!cS~ 
iCcS~ 


& IR2 & LR2 
& R3 & !LR3 
& !R3 & LR3 
& R4 & !LR4 
& IR4 & LR4 
& RS & !LRS 
& IRS & LRS 
ICS~ & RG & !LRG 
ICS~ & IRG & LRG 
1CS~ & R7 & !LR7 
1CS~ & IR7 & LR7 
1CS~ & RB & !LRB 
1CS~ & IR8 & LR8 
\CS~ & RO & !LR9 
ICS~ & IRQ & LR9 
!CS~ & R10 & !LRLO 
ICS~ & !R10 & LR1O 
\CS~ & Bl & ‘LBL 
1CS~ & !Bl & LBL 
IRFRQD~ & CS_AS_L~ 

# AREQ~ & CS_AS_L~ 
sBURIED NODES 828 2 2 5 54 58 2 2 5 2 aK 9 ee ae eo ole oe 2 a ok ak oo ak ak a ak a a ak a a ak ae 


; NOTICE THAT THE CLOCKS (xxx.CLKF TERMS) ARE THE 
; SAME AS 'CS_AS_L~' INVERTED 
LRO := RO ; 
LRO. CLKF ICS~ & IAS~ & ICLK 
I{CS_AS_L~ & !AS~ 
ICS_AS_L~ & !ICLK 


Sh Fh Fh SR OSE Fh Sh OSE SSR OR Ht FH Ss SF =H’ 


ICS~ & !AS~. & ICLK 
{CS_AS_L~ & !AS~ 
ICSZAS_L~ & !ICLK 


an | 


1CS~ & !AS~ & ICLK 
{CS_AS_L~ & !AS~ 
tCS_AS_L~ & ‘tICLK 


3b 


1CS~ & !AS~ & ICLK 
ICS_AS_L~ & !AS~ 
ICS.AS_L~ & !ICLK 


$b OU 


1CS~ & !AS~ & ICLK 
!CS_AS_L~ & !AS~ 
{CS_AS_L~ & SICLK 


Sh FH 1 


!CS~ & !AS~ & ICLK 
ICS_AS_L~ & !AS~ 
!CS_AS_L~ & !ICLK 


hb OH 


ICS~ & !AS~ & ICLK 
ICS_AS_L~ & !AS~ 
ICS_AS_L~ & !ICLK 


3 


LR7 := R7 
LR7.CLKF !CS~ & !AS~ & ICLK 
ICS_AS_L~ & !AS~ 
!CS_AS_L~ & !ICLK 


3h Il 
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FIGURE 1. A GAL6001 Interface to the 68020/DP8422A-25/DRAM Using Page Mode Accessing 
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A GAL Interface between | 
Static Random Access 
Memory (SRAM) and the 
NSC Raster Graphics 
Processor (RGP, DP8500) 


INTRODUCTION 

This application note describes a GAL design that interfac- 
es the National Semiconductor RGP to Static RAM. This 
allows the RGP to be operated at up to 20 MHz with one 
wait state inserted during normal accesses. It is assumed 


that the reader is familiar with the National Semiconductor — 


RGP, SRAM, and the basics of GAL design. 


DESIGN DESCRIPTION _ 


A block diagram of the RGP to SRAM interface is seen in 
Figure 7. The State Machine block (GAL interface) receives 
the control signals from the RGP (BS1, RD~, WR~, ALE), 
the SRAM chip select from the address decoding circuitry 
(CS ~ ), and the Phase 2 clock (PHI2) to the RGP. The State 
Machine block outputs a READY signal back to the RGP to 
allow the insertion of wait states into RGP access cycles, 
drives the System Read (SYS_.RD~) and System Write 
(SYS_WR~) outputs to control the SRAM, drives the 
DDIN~ and DBE~ signals to control the data transceivers, 
and drives the State Variables (A, B, C) that control the 
interface (see Figure 2). 


The signal ALEL~ shown in Figure 2 is an active low 
latched version of the RGP ALE output signal. This signal 
could be formed.by.using ALE. as an input to two cross 
coupled NOR gates. The inverted input DBE~ could func- 
tion as the reset input to the NOR gate latch. 


Figure 3 shows a State Transition Diagram for the design. A 
State Table Diagram for the Design (Figure 4) was then 
drawn up from Figure 3. The State Table Diagram was used 
to draw up Karnaugh Maps for each State Variable and out- 
put of the design, these can be seen in Figures 5, 6 and 7. 
These equations were then put in ABEL format in Figure 8. 
Figures 9 and 70 show the timing eucng an RGP read and 
write access to the SRAM. 


DESIGN TIMING ANALYSIS AT 20 MHz 


1. Maximum time to valid address at SRAM inputs from 
PHI2 rising edge: 


11 ns (ALE valid from PHI2 rising edge) + 23 ns 


(74ALS373 maximum propagation delay of en- 


able to output valid) = 34 ns. 
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. Maximum time to chip select valid at SRAM input from 
PHI2 rising edge: 
34 ns (see #1 above) + 22 ns (maximum propaga- 
tion delay of 74ALS138) = 56 ns. 
. Minimum available time to perform an access of SRAM 
_ from rising edge PHI2 (during T1) to falling edge PHI2 
(during T3): 
150 ns (3 clocks) + 19 ns (minimum PHI2 high time) 
= 169 ns. 
. Determining the SRAM address access time needed in 
this design: 
169ns (available time, #3 above) 
—34ns (max time to valid address, see #1 above) 
-—10ns (74ALS245 maximum delay time) 
‘--—5ns  (RGP Data setup time) = 120 ns access time, 
therefore the SRAM must have an address ac- 
cess time of 120 ns or less. 


F Determining the SRAM Chip Select access time needed 
in this design: 
169ns_ (available time, #3 above) 
—56 ns. . (max time to valid Chip select, see #2 above) 
-—10ns (74ALS245 maximum delay time) 
—5ns (RGP Data setup time) = 98 ns access time, 


therefore the SRAM must have a Chip Select 
access time of 98 ns or less. 


. Determining the SRAM Output Enable (GAL SYS__RD~ 
output) access time needed in this design: 
169ns_ (available time, #3 above) 
—100 ns (two clocks, rising edge of PHI2 during T1 until 
rising edge PHI2 during T2) 
(GAL16V8A-10 maximum time from PHI2 rising 
clock edge until clocked output is valid) 
(GAL16V8A-15 maximum time oe SYS_RD~ 
output valid) 
(74ALS245 maximum delay time) 
(RGP Data setup time) = 36 ns access time, 


therefore the SRAM must have an Output En- 
able access time of 36 ns or less. 


—10ns 
—-8ns 


—-10ns 
—-5ns 
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FIGURE 1. Block Diagram of Raster Graphics Processor (RGP) to Static Random Acoses Memory (SRAM) Interface 
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FIGURE 2. Synchronized State Machine Model 
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FIGURE 3. State Transition Diagram for RGP/SRAM Interface Design 
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Present State Outputs 

a [8 | c |ate.~[asi|cs~|np~| A | 8 | ¢ |DBE~|ppIN~ |svs_AD~ | svs_wn- 

0 0 0 1 xX. x xX 8) 0 0 1 1 1 1 0 
0 0 0 Xx 1 xX xX 0 0 0 1 1 1 1 0 
0 0 0 xX xX 1 x 0 0 0 1 1 1 1 0 
0 0 0 Oo ./.0 0 0 Oo 7} 0 1 i foe 1 1 1 0 
0 0 0 0 0 0 1: 1. 0 0 1 1 1 1 0 
0 0 1 X x Xx xX 0 1 1 1 0 1 1 0 
0 1 0 X X xX xX 0 0 0 .0 0 0 1 0 
0 1 1 X Xx xX xX 0 1 0 0 0 0 1 1 
1 0 0 xX Xx xX xX 1-17-08], /4 0 1 1 0 0 
1/011 Ma I ae a a a o | 1 ee: 0 1 
1 1 0 X X Xx X 0 0 0 1 1 . 1 1 0 
1 1 1 X X X X 0 0 ie) 0 1 1 1 (0) 


FIGURE 4. State Table Diagram 






*ASSUME: F = ALEL~ # BS1 # CS~ # (IALEL~ &!BS1 &!CS~ & !IRD~) 
G = ALEL~ # BS1 # CS~ # (IALEL~ & !BS1 &!CS~ & RD~ 
* Assume using active low outputs, circle “0’s. in 






1A:= F&IA 
#IA&C 
#B 







Expanding this term out: 
!A:= ALEL~ &IA 
. ; # BS1&IA 
-  TLIL/10773-4 #CS~ &IA 
. # !ALEL~ &!BS1&!ICS~ &IRD~ &IA 
#IA&C 
#B 
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1C:= G&lA&!C 
#B 






Expanding this term out: 
!C:= ALEL~ &!A&!C 
# BS1I&IA&IC 












TL/L/10773-6 #CS~ &IA&IC 
: #IALEL~ &!BS1&!ICS~ &RD~ &IA&IC 
#8 





FIGURE 5. Using Karnaugh Maps To Generate GAL Equations 
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IOBE~ = A&!B 
#B&C 
#1A&B 
#A&C 


This term is not needed in this example 
because there never is a transition 
between states ‘011° and ‘111’. 


IDDIN~ = !1A&C 
#IA&B 


TL/L/10773-8 


ISYS_RD~ = A&B 


TL/L/10773-9 
FIGURE 6. Using Karnaugh Maps To Generate GAL Equations 


ISYS_WR~ = A&IB 


TL/L/10773-10 


IREADY = !A&!B 
#A&B 
#1C 


TL/L/10773-11 
FIGURE 7. Using Karnaugh Maps To Generate GAL Equations 
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MODULE SRAM_INTERFACE 


TITLE ‘SRAM_GAL, THIS GAL INTERFACES THE NATIONAL SEMICONDUCTOR RASTER GRAPHICS PROCESSOR TO 


A STATIC RANDOM ACCESS MEMORY’. 
SRAM_GAL device 16V8 


PHI__2 Pin 1; ALEL__ Pin 2; BS1 Pin 3; CcS~ Pin 4; 
RD~ Pin 5; NC1 Pin 6; NC2 Pin 7; . NCS Pin 8; 
NC4 Pin 9; GND Pin 10; ~NC5 Pin 11; READY Pin 12; 
SYS_.RD~ Pin 13; SYS_WR~ Pin 14; A Pin 15; B Pin 16; 
Cc Pin 17; DDIN~ Pin 18; DBE~ Pin 19; Voc Pin 20; 


EQUATIONS 


1A: = ALEL~ &!A 
# BS1&IA 
# CS~ &IA 
# IALEL~ & IBS1 &!CS~ & IRD~ &IA 
#IA&C 
#8B 


= IC 
#A&B 


= ALEL~ &!IA&!C 


# BS1&IA&I!IC 

# CS~ &IA&IC 

# IALEL~ & !BS1 &!ICS~ &RD~ &IA&!C 
#B 


=A&IB 
#B&C 
#IA&B 
# A&C 


IDDIN ~ A&C 
‘A&B 


{SYS_RD~ ‘A&B 
ISYS_WR~ A&!IB 


{READY 1A & IB 
#A&B 


#1C 
FIGURE 8. ABEL GAL Equations 
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 PHIL2 

ALE 
ADDRESS 
BS(1~0) 


RD~ 


CS~ = ee Acie 


STATE. | ase [are i —— 
VARIABLES i \ 


SYS_RD~ (OE)~) 
7 =~ in 7 1\— 
at aS 
ow 


TL/L/10773-12 


Notes: 20 MHz Operation: State machine changes state on rising edge of PHI_2. 
WAIT__DISABLE sampled by RGP on every falling edge of PHI_2 during T2. 
Data sampled by RGP on falling edge of PHI_2 during T3. 
FIGURE 9. Non Draw SRAM Read Operation 





2-235 


AN-669 


ADDRESS 


STATE_ 
VARIABLES 


SYS_WR~ 
(WE~) 


DBE~ 


- TL/L/10773-13 


Notes: 20 MHz Operation: State machine changes on rising edge of PHI__2. 
Wait sampled on every falling edge of PHI__2 during T2. : ‘ 
FIGURE 10. Non Draw SRAM Write Operation 
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A GAL Interface for a 

25 MHz and above No-Wait 
State DP8422A/80286 Burst 
Mode DRAM Memory 
System 


|. INTRODUCTION 


This application note describes a two GAL designs that in- 
terface the DP8422A to the 80286 CPU. The first design 
allows the 80286 to be operated at up to 40 MHz (80286- 
20) with one wait state inserted during normal accesses. 
The second design allows the 80286 to operate at up to 
40 MHz (80286-20) with zero wait states inserted when op- 
erating the DRAMs in page mode. Design number two also 
makes use of the 74ALS6311 page detector to determine 
whether the 80286 current access is within the same page 
as the previous access. It is assumed that the reader is 
familiar with the 80286, the DP8422A DRAM controller, the 
74ALS6311 and the basics of GAL design. 


It. DESCRIPTION OF DESIGN #1, 80286 OPERATING AT 
UP TO 40 MHz WITH ONE WAIT STATED (80286-20) 


The block diagram of this design is shown driving two banks 
of DRAM, each bank being 16 bits in width, giving a maxi- 
mum memory capacity of up to 4 Mbytes (using 1 Mbit x 1 
DRAMs). This memory could easily be expanded up to 
32 Mbytes using four banks of 4 Mbit DRAMs. 


The memory banks are interleaved on word (16-bit word) 
boundaries. This means that the address bit (A1) is tied to 
the bank select input of the DP8422A (B1). 


Address bit AO is used, along with Bus High Enable (BHE), 
to produce the two byte select ECAS~0,1 strobes. These 
byte select strobes (ECAS~ 0,1) enable the CAS ~ outputs 
which are used in byte reads and writes. 


If the majority of accesses made by the 80286 are sequen- 
tial, the 80286 can alternate memory banks, allowing one 
memory bank to be precharging (RAS~ precharge) while 
the other banks are being accessed. Each separate memo- 
ry access to the same memory bank will require extra wait 
states to be inserted into the CPU access cycles to allow for 
the RAS~ precharge time. 


This application inserts 1 wait state in normal accesses of 
the 80286. The number of wait states can be adjusted 
through the WAITIN input of the DP8422A. ~ 


The logic shown in this application note forms a complete 
80286 memory sub-system, no other logic is needed. This 
sub-system automatically takes care of: 


A. Arbitration between Port A, Port B, and refreshing the 
DRAM; 


B. The insertion of wait states to the processor (Port A and 
Port B) when needed (i.e., if RAS~ precharge is need- 
ed, refresh is happening during a memory access, the 
other Port is currently doing an access ... etc); 
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C. Performing byte writes and reads to the 16-bit words in 
memory. 

It is important that the 74AS00 NAND gates (U1) be in the 

same package so these delays (CLK~, S01) track each 

other. 


By using the “output control” pins of some external latches 
(74AS373's), this application can easily be used in a dual 
access application. The addresses could be tri-stated 
through these latches, the write input (WIN~), lock input 
(LOCK~), and ECAS ~ 0-3 inputs must also be able to be 
tri-stated (a 74AS244 could be used for this purpose). By 
multiplexing the above inputs (through the use of the above 
parts and similar parts for Port B) the DP8422A can be used 
in a dual access application. If this design is used in a dual 
access application the tRAC and tCAC (required RAS and 
CAS access time required by the DRAM) will have to be 
recalculated since the time to RAS and CAS is longer for 
the dual access application (see TIMING section of this ap- 
plication note). 


Also, throughout this application note the symbol ‘~.” has 
been used to denote and active low signal. For example 
RAS~O refers to the active low RASO output of the 
DP8421A. 


lil. DESCRIPTION OF DESIGN #2, 80286 OPERATING 
AT UP TO 40 MHz (80286-20) WITH ZERO WAIT STATES 
USING PAGE MODE DRAMs 


This design is very similar with respect to design #1 except 
for the following differences. — 

The memory banks are interleaved on page (1024 word) 
boundaries. This means that the address bit (A11) is tied to 
the bank select input of the DP8421A (81). 


Address bit AO is used, along with Bus High Enable (BHE), 
to produce the two byte select ECAS~ 0,1 strobes. These 
byte select strobes (ECAS~ 0,1) are logically ““ORed” with 
the DP8421A CAS~ outputs to produce the byte selecting 
CAS ~ inputs to the DRAMs. 

If the majority of accesses made by the 80286 are sequen- 
tial and within a page, the 80286 in conjunction with the 
page detector (74ALS631 1) allow zero wait state accessing. 
Each in-page memory access is completed using page 
mode (toggling the CAS ~ inputs). 

As in design #1 itis important that the 74ASO00 NAND gates 
(U1) be in: the same package so the delays (CLK~, S01) 
track each other. 
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IV. 80286 DESIGNS #1 AND #2 PROGRAMMING 
MODE BITS 


. Programming 
Bits 
RO =0 
Ri=1 


Description 


RAS ~ low two clocks, RAS ~ 
precharge of two clocks. If more 
RAS ~ precharge is desired the 
user should program three 
periods of RAS ~ precharge. 
DTACK ~. 4 is chosen. 
DTACK~ follows the access 
RAS ~ low. 


No WAIT states during burst 
accesses. 


If WAITIN~ =0, add one clock 


to DTACK~. WAITIN~ may be | 


tied high or low in this ; 
_application depending upon the 
number of wait states the user 
desires to insert into the access. 


Select DTACK~. 
Non-interleaved Mode. 


Select based upon the input 
“DELCLK” frequency. Example: 
if the input clock frequency is 
16 MHz then choose CO, 1, 2 = 
0, 1, 0 (divide by eight, this will 
give a frequency of 2 MHz). 
RAS banks selected by “B1”. 
This mode allows two RAS ~ 
outputs to go low during an 
access, and allows byte writing . 
in 16 bit words. 

-Column address setup time of 
Ons. 


“Row address hold time of 15 ns. - 


Delay CAS~ during write 
_ accesses to one clock after 
RAS ~ transitions low. 


Fall through latches. 
Access mode 1. 


Allow CAS ~~ to be extended 
after RAS ~ transitions high. 
Also, allow the WE ~ output to. 
_ be used as a refresh request 
(RFRQ ~) output indicator. 


Program with low voltage level 
Program with high voltage level 
Program with either high or low voltage level (don’t care condition) 


V. 80286 TIMING CALCULATIONS FOR DESIGNS #1. 
AND #2 AT 32 MHz (80286-16) WITH ONE WAIT STATE 
DURING NORMAL ACCESSES AND ZERO WAIT 


“STATES IN PAGE MODE ACCESSES (DESIGN #2, 
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ONLY). THE WAITIN~ INPUT OF THE DP8422A 

SHOULD BE TIED LOW. 

1. Minimum S01 high setup time to CLK~ high: - - 
31.25 ns (one clock period, 32 MHz) — 20 ns (maximum 
80286 SO~,S1~ delay, #12a) — 1 ns (maximum skew 
between CLK~ and SO~, S1i~ since both gates are in 
the same package) = 10.25 ns. 


. Maximum address valid time (with respect to CLK~ high 
during phase 1 in Ts): 


62.5 ns (two clocks 32 MHz) — 31 ns (80286 address 
valid delay from previous clock period, #15) + 1 ns 
(minimum CLK~ valid delay, 74AS00) = 2 ns (be- 
fore CLK~ high phase 1 Ts). ° a 


. Minimum address setup time to ADS~ low (DP8421A- 
25 needs 14 ns, #404): 


31.25 ns (one clock period) + 1.25 ns (from #2 calcula- 
tion above) + 2 ns (minimum ADS~ valid delay from 
CLK~ high, beginning of phase 2 in Ts) = 34.5 ns ad- 
dress setup. 
. Minimum CS setup time to ADS~. low (DP8421A-25 
needs 5 ns, #401): 34.5 ns (#3 above) — 10 ns (max 
74ALS138 decoder) = 24.5 ns. — 


. Determining tRAC during a normal access (RAS~ ac- 
cess time needed by the DRAM): 


156.25 ns (five clock (CLK) periods to do the access) 
— 4.5 ns (max delay 74AS00 for CLK~) — 8ns — 29ns 
(ADS~ to RAS~ low max, DP8421A-25 #402) — 7 ns 
(80286 data setup time #8) — 7 ns (74F245 max delay) 
= 100.75 ns. 


Therefore the tRAC of the DRAM must be 100.75 ns or 
less. 


. Determining tCAC during a normal access (CAS~ ac- 
cess time) and column address access time needed by 
the DRAM: 


156.25 ns (five clock (CLK) periods to do the access) 
—4.5 ns (max delay 74AS00 for CLK~) — 8 ns (clocked 
output delay for ADS~ from CLK~) — 82 ns (ADS~ to 
RAS~ low max, DP8421A-25 #402) — 7 ns (80286 
data setup time #8) — 7 ns (74F245 max delay) = 
47.75 ns. 


Therefore the tCAC and the column address access time 
of the DRAM must be 47.75 ns or less. 


7. Determining the column address setup time to CAS ~ 0- 
3 low (0 ns needed by the DRAMs) during burst mode 
accesses for zero wait states (DESIGN #2 ONLY): 


31.25 ns (phase 1 in Ts) + 1.25 ns (#2 above, address 
valid with respect to CLK~ beginning of phase 1 in Ts) 
+ 2 ns (minimum ‘D’ speed GAL clocked output delay 
from CLK~ , ECAS~0,1) + 2 ns (74AS32 min delay to 
CAS ~ 0-3 low) = 36.5 ns. 


This gives 1.5 ns column address setup time to CAS~ 
0-3 low (36.5 ns — 35 ns 8421A-25 column address 
input to output valid, #26). 





Interfacing the 80286 to the 8421A 


8L9-NV 


GAL16V8 DP8421A 
8420CLK~ 


ye 
ADS~ (AREQ~ 
( Q~) ADS~ 


AREQ~ 

CHIP SELECT DTACK~ (DT12~) 2 K 
fie eee (uP To. 
74ALS138 AO, BHEX : RFRO~ oe Pi aus) 
A12-A21 RAS~2,3 OF 1M-BIT 

RO-R9 DRAMS 
(16 BITS 
PER BANK) 


ECAS~0,2 
ECAS~1,3 


EN 
TRANSCEIVER 


TL/F/10442-1 
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8. Determining the tCAC (CAS~ access time) needed dur- : 


ing burst mode accesses for zero wait states (DESIGN 

#2 ONLY): 

93.75 ns (three clocks of CLK) — 4.5 ns (74AS00 max 

delay, CLK~) — 8 ns (clocked output delay from CLK~, 
. ECAS~0,1) — 10 ns (74AS32 max delay to CAS~ 0-3 


low) — 7 ns (80286 data setup time #8) — 7 ns (74F245. 


max delay) = 57.25 ns tCAC needed. 
9. Determining the column address access time needed 


during burst mode accesses for zero wait states (DE- 


SIGN #2 ONLY): 


57.25 ns (#8 above, tCAC needed by the DRAM) + 


‘1.5 ns (#7 above, column address seUP time ‘to : 


CAS~ 0-3 low) = 58.75 ns. 
10. Minimum SRDY ~ (Synchronous ReaDY) setup time to 
CLK low (80286 SRDY input needs 15 ns, #11): 
62.5 ns (two clock periods) — 4.5 ns (74AS00 max de- 
lay, CLK~) — 10 ns (combinational output max delay 
to SRDY~ low) = 48 ns. 


Note: Calculations can be performed for different frequencies, different log- 

ic (ALS or CMOS ... etc), and/or different combinations of wait 

states by substituting the appropriate values into the above equa- 
tions. 


Vi. 80286 GAL INPUT AND OUTPUT DESCRIPTIONS - 
FOR DESIGNS #1 AND #2 

Inputs: 
CLK~ 
PCLK 


The inverted clock (CLK) of the 80286. 


The half speed clock of the 80286, produced 
by the 82284. 


The 80286 SO~ ‘NANDed’ with S1~. 
The SO~ output of the 80286. 


The 80286 SO~ input low latched throughout 
the access cycle. 


The DRAM chip select generated from the 
80286 addresses. 


The DTACK~ output of the 8421A. 


The least significant address bit (low byte en- 
able) from the 80286. 


The high byte enable from the 80286. 
The refresh request output from the 8421A. 


The High Speed Access output (comparison 
equal) from the 74ALS6311. 


Output enable of the GAL®. 


$01 
Sso~ 
WIN~ 


cs~ 


OE~ 
Outputs: 
ECAS~0O 


The low byte CAS~ enable, this output also 
toggles during page mode accesses in design 
#2, 


ECAS~1 The high byte CAS~ enable, this output also 
toggles during page mode accesses in design 


#2, 

This is the ready input to the 80286, it is used 
to insert wait states into 80286 access cycles. 
This is the CLOCK and DELCLK input to the 
8421A. This clock runs at half of the 80286 
CLK frequency. 

This is the ADS~ and AREQ~ inputs to the 
8421A. In design #2 this input stays low thru 
multiple accesses as long as the accesses are 
within a page. 


SRDY ~ 


8420CLK ~ 


ADS~ 


.ENX~ 


“This GAL output is low at the end of an 80286 
access and stays low until the next access 
Starts. 


In Design #2 this output latches that an ac- 
cess request occurred (from the 80286) during 
an out-of-page access or refresh request dur- 
ing page mode accessing. 


The latched SO~ output from the 80286. 

The GAL output used to enable the data trans- 
ceivers. 

80286 GAL EQUATIONS (DESIGN #1) 

1. Up to 40 MHz (80286-20) 

GAL16V8 


WIN~ 


_CLK~ PCLK S01 so~ CS~ DT12~ AO BHE~ NC3 GND 


OE~ ECAS~1 WIN~ ENX~ SRDY~ ADS~ NOACC~ 


. 8420CLK~ ECAS~0 VCC 
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If Vcc) /ECAS~0 = /CS~*S01*S0~*/A0*B420CLK ~ 
;READ 


2 /CS~*/ADS~ */DT12~ 
*/A0*8420CLK~ 


+ /ECAS ~ 0*/ADS~ 
+ /ECAS ~ 0*/SRDY ~ 


/CS~*S01*S0~ * 
/BHE ~ *8420CLK ~ 


+/CS~*/ADS~ */DT12~* 
/BHE ~ *8420CLK~ ;WRITE 


+/ECAS~ 1*/ADS~ 
+/ECAS ~ 1*/SRDY ~ 
/PCLK 
:= /SRDY~*/ADS~ 
+ /NOACC ~ */PCLK 
+/NOACC ~ *CS~ */ADS~ 
+/NOACC~ */S01 
>= /CS~ *S01*PCLK 
+/ADS~ *SRDY ~ 


:= /CS~*/ADS~ */DT12 ~~ *NOACC ~ * 
/PCLK 


+/SRDY ~ */ADS ~ *NOACC~ 
:= /CS~*/ADS~ 
:= /SO~*S01 
+/WIN~ *NOACC~ 
+ /WIN ~ */PCLK 
80286 PAGE MODE GAL EQUATIONS 
(DESIGN #2) 
2. Up to 40 MHz (80286-20) 


GAL16V8 
CLK~ PCLK S01 WIN~ CS~ DT12~ RFRQ~ HSA~ 
AO GND 
OE~ BHE~ ADS~ LREQ~ 
ECAS~ 1 ECAS~0 SRDY~ VCC 
If (Vcec)/SRDY~ = /CS~*/ADS~* 

/DT12~ *NOACC ~~ *8420CLK ~ 


+/SRDY ~ */ADS ~~ *NOACC~ 
+/SRDY ~ */ADS ~ *8420CLK~ 


;WRITE 


If Vcc) /ECAS~1 = 
;READ 


/8420CLK~ := 
/NOACC~ 


/ADS~ 


/SRDY ~ 


/ENX~ 
/WIN~ 


NOACC~ 8420CLK~ 





/ECAS~0:= /CS~*S01*WIN~ */A0*/HSA ~ *PCLK -READ WITH ADS~ LOW 
+/CS~*S01*WIN ~ */AO*HSA~ *ADS ~ *PCLK _ sREAD WITH ADS~ HIGH 
+/CS~*/LREQ~ */A0*/HSA ~ *WIN~ *PCLK ;READ DELAYED ACCCESS 
+/CS~*/ADS ~ */SRDY ~ *NOACC~ */A0*PCLK 
+/ECAS~ 0*/ADS ~ *NOACC~ 

/ECAS~1:= /CS~*S01*WIN~ */BHE~ */HSA~ *PCLK ;READ WITH ADS~ LOW 
+/CS~*S01"WIN ~ */BHE ~ *HSA~ *ADS ~ *PCLK READ WITH ADS~ HIGH 
+/CS ~ *LREQ ~ */BHE ~ */HSA~ *WIN ~~ *PCLK ‘READ DELAYED ACCESS 
+/CS~*/ADS~ */SRDY ~ *NOACG~ */BHE~ *PCLK 
+/ECAS~ 1*/ADS ~ *NOACC~ . 

/8420CLK~ := /PCLK 

/NOACC~ := /SRDY~*/ADS~ 
+ /NOACC~ */PCLK 
+/NOACC~ *CS~ */ADS~ 
+/NOACC~ */S01 

/LREQ~:= /CS~*S01*HSA~ */ADS~ 
+/CS~*S01"/RFRQ~ */ADS~ 
+/LREQ~ *ADS~ 

/ADS~: = CS~*S01*ADS~ *RFRQ~ *PCLK 

+/LREQ~ */HSA~ *PCLK 

+/ADS~ *NOACC~ 

+/ADS~ */NOACC~ *RFRQ~ */HSA~ 
+/ADS~ */NOACGC~ */PCLK 
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CLK 


Nags 
CPU SOt 
ADS~ 
WIN~ 
ADDRESS 


RFROQ~ 


DTACK~ 
(DT12~) 


SRDY+ 
NOACC~ 
ECAS~0, 1 
RAS~O, t 
RAS~2, 3 
CAS~0=3 


DATA 


 g420cLK~ |: 


80286/DP8421A Page Mode Timing (Design #1) 


READ BANK 0 WRITE BANK 1 
Ty ts | te | Te tt | t | te 


REFRESH WITH PENDING READ BANK 1 ACCESS 
ts | t | te | t | tc | ce | te | te 
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Interfacing 80286/8421A Using Page Mode Accessing (Design #2) 


8L9-NV 


GAL16V8 DP8421A 
8420CLK~ 


2 BANKS 
CHIP SELECT (UP TO 
DECODER 4 BANKS) 
74ALS 138 OF 1M-BIT 
DRAMS 
(16 BITS 
PER BANK) 


HSAw 
PAGE 


DETECTOR 
74ALS6311 RCAS~0~3 


GAL SRDY~ f 
EN 


TRANSCEIVER 


TL/F/10442-3 


@At high frequencies (CLK > 32 MHz) the WIN~ input may need to be sampled by a flip-flop (clocked by 8420CLK ~) before being input to the GAL to meet the 
setup requirements of the GAL inputs. This would have the effect of delaying ECAS ~ 0,1 becoming valid by one clock period (CLK ~) during read accesses, this 
would not affect the performance of this interface. ; 
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vee-g 


8420CLK~ 


CS~ 


CPU S01 


ADS~ 


LREQ~ 


WiN~ 


ADDRESS 


HSA~ 


RFRQ~ 


DTACK~ 
(DT12~) 


SRDY~ 
NOACC~ 


ECAS~O, 1 


80286/DP8421A Page Mode Timing (Design #2) 


IN=PAGE ACCESSING 





DIFFERENT PAGE (SAME BANK) 


Ts j |: To | ‘To | Te | Te | 


2T PRECHARGE | 


qi |. Ts 2 aig | 
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80286/DP8421A Page Mode Timing (Design #2) 


_ ae DIFFERENT PAGE (OTHER BANK) pris _ REFRESH WITH PENDING ACCESS 
ive ae (ee (oa ie Fee Tes of des te Ales he te, | 


8420CLK~ 


CS 
CPU S01 
ADS~ 


appress OOAL A ones access XO) 
os pg 0 UE | peal 
a ae eee 


RFRQ~ 


DTACK~ 
(DT12~) 


SRDY~ 
NOACC~ 


ECAS~0, 1 


RAS~O, 1 
RAS~2, 3 PRECHARGE 
I 
CAS~0=3 
I 


DATA 


TL/F/10442-5 
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A GAL Interface for a Dual 
Access DP8422A/68030/ 
74F632 Error Detecting and 
Correcting Memory System 


I INTRODUCTION 


This application note describes a 3 GAL design that inter- 
faces two 68030 microprocessors, both synchronous to the 
same system clock, to a DP8422A DRAM controller and a 
74F632 Error Detection and Correction (EDAC) chip. It is 
assumed that the reader is already familiar with the 68030 
CPU, the DP8422A DRAM controller, the 74F632 EDAC, 
and the basics of GAL design. The National Semiconductor 
DP8402A EDAC chip can be used in place of the 74F632 
though it is a slower device. 


This application note supports the following types of memo- 
ry accesses: 


1. Read accesses with 6 wait states inserted (8 clock peri- 
ods total in the synchronous mode read access), any sin- 
gle bit errors are automatically corrected before sending 
the data to the CPU (EDAC unit in always correct mode/ 
error monitoring mode is also described); 


. Write accesses with 3 wait states inserted (5 clock peri- 
ods total in the synchronous mode write access); 


. Byte write accesses with 7 wait states inserted (9 clock 
periods total in the synchronous mode byte write access); 


. Burst read accesses with 3 wait states in the burst portion 
of the access (4 clock periods total per synchronous 
mode burst read memory access); 


. Scrubbing during DRAM refreshes (6 clock periods total 
during the refresh if no errors, 8 clock periods total during 
the refresh if any errors), any single bit errors are correct- 
ed. The corrected word is then written back to the DRAM. 


II DESCRIPTION OF 25 MHz DUAL ACCESS 68030 SYS- 
TEM INTERFACED TO THE DP8422A AND THE 74F632 


This design allows two 68030 microprocessors to access a 
common error corrected dynamic memory system. The er- 
ror corrected memory system is implemented using the 
74F632 EDAC chip in the always correct mode. Whichever 
68030 accessed the memory last has a higher priority. Both 
68030s are interfaced to the DRAM in the synchronous 
mode of operation (the accesses are terminated with the 
68030 STERM~ input). This allows the DRAM system to 
support burst mode accesses. 


During read accesses the data is always processed through 
the EDAC chip (always correct type of system). If a single bit 
error occurs during a read access this design guarantees 
correct data to the CPU, but does not write the corrected 
data back to the DRAM. Single bit soft errors in memory are 
only corrected (written back to memory) during scrubbing 
type refreshes. The memory is scrubbed often enough that 
the probability of accumulating two soft errors in memory is 
very unlikely. 

During read accesses the data is always processed through 
the 74F632 EDAC chip (i.e., the EDAC data buffers are en- 
abled to provide the data to the CPU). The 74F632 is always 
put into latch and correct mode during read accesses, even 
though the data from the memory may be correct. This al- 
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lows CAS~ to be toggled early (before the CPU has sam- 
pled the data), during burst mode accesses, to start access- 
ing the next word of the burst access. 


This design drives two banks of DRAM, each bank being 39 
bits in width (32 data bits plus 7 check bits) giving a maxi- 
mum memory capacity of 32 Mbytes of error corrected 
memory (using 4 M-bit x 1 DRAMs). By choosing a different 
RAS~. and CAS~ configuration mode (see programming 
mode bits section of DP8422A data sheet) this application 
can support 4 banks of DRAM, giving a memory capacity of 
64 Mbytes (using 4M-bit x 1 DRAMs, NOTE that when driv- 
ing 64 Mbytes the timing calculations will have to be aguet 
ed to the greater capacitive load). ° 


The memory banks are interleaved on every four word (32- 
bit word) boundary. This means that the address bit (A4) is 
tied to the bank select input of the DP8422A (B1). : 


Address bits A3,2 are tied to the highest row and column 
address inputs (R9, C9 for 1 Mbit DRAMs) to support burst 
accesses using nibble mode DRAMs. Nibble mode DRAMs 
must be used! The reason for this is that nibble mode 
DRAMs support address wrap-around during a burst ac- 
cess. Address wrap-around is ‘needed during an internal 
cache miss where the 68030 starts a burst memory access 
on a non-page boundary (i.e., the first of a 4 word burst may 
have the least significant address bits, ‘‘A3,A2” = 10). Giv- 
en this condition, the CPU expects word 2, word 3, word 0, 
word 1. On incrementing from word 3 to word 0 the address 


. bit A4 must not change (the nibble page must remain the 


same). Nibble mode BENas eure the address wrap- 
around feature. 


Address bits A1, AO are used to produce the four byte select 
data strobes, used in byte reads and writes. If the majority of 
accesses made by the 68030 are sequential, the 68030 can 
be doing burst accesses most of the time. Each burst of four 
words can alternate memory banks (address bit A4 tied to 
DP8422A pin B1), allowing one memory bank to be pre- 
charging (RAS~ precharge) while the other. bank is being 
accessed. This is a higher performance memory, system 


‘thana non-interleaved memory system (bank select on the 


higher address bits). Each separate memory access to the 
same memory bank will generally require extra wait states 
to be inserted into the CPU access cycles to allow for the 
RAS ~ precharge time. 


The logic shown in this application note forms a complete 
68030 memory sub-system, no other logic is needed. This 
sub-system automatically takes care of: 


A. arbitration between Port A, Port B, and refreshing the 
DRAM; 


B. the insertion of wait states to the processor (Port A and 
Port B) when needed (i.e., if RAS~ precharge is needed, 
refresh is happening during a memory access, the other 
Port is currently doing an access .. . etc.); 
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C. performing byte writes and reads to the 32-bit words in 
memory; 


D. normal and burst access operations. 


By making use of the enable input on the 74AS244 buffer, 
this application allows dual access applications. The ad- 
dresses and chip select are TRI-STATE® through this buff- 
er, the write input (WIN~), lock input (LOCK~), and 
ECAS0-3 ~ inputs must also be able to be TRI-STATE 
(another 74AS244 could be used for this purpose). By multi- 
plexing the above inputs (through the use of the above parts 
and similar parts for Port B) the DP8422A allows dual ac- 
cessing to be performed. 


11} ANOTHER OPTION FOR A 68030 25 MHz DUAL AC- 
CESS EDAC DESIGN: THE EDAC ERROR MONITORING 
METHOD IN CONJUNCTION WITH THE 68030 ASYN- 
CHRONOUS LATE RETRY FEATURE 


The 68030 dual access EDAC system design could use the 
error monitoring method in conjunction with the 68030 asyn- 
chronous late retry feature, instead of the always correct 
method (design shown in this application note). The error 
monitoring method can yield a slight improvement in system 
performance. 


By using the error monitoring method of error correction 
single read accesses or the first read access during a burst 
access can be shortened by one clock period, allowing a 
synchronous read access to have only 5 wait states insert- 
ed, 7 clock periods total (compared to 6 wait states, 8 clock 
periods total when doing the always correct method). All 
other types of accesses (burst reads, byte writes, word 
writes, refresh scrubbing) will execute in the same number 
of clock cycles, and in the same manner as described in this 
application note. 


Read accesses can save one wait state because the data 
from the DRAM memory is assumed to be correct in the 
error monitoring system design. Therefore the DRAM data 
is given directly to the CPU instead of running it through the 
EDAC chip as was done in the always correct method. 


In order to do this design it is required that the asynchro- 
nous late retry feature of the 68030 and registered trans- 
ceivers (74F646) be employed. 


The asynchronous late retry feature of the 68030 involves 
pulling the 68030 input signals “BERR~ and HALT~” 
both low before the falling clock edge of the last clock cycle 
of the access. Given that this is done the 68030 will sus- 
pend all bus activity until HALT~ is brought high and then 
will retry the aborted bus cycle (unless that access is not 
currently needed by the CPU). This feature is useful for the 
case where an error is detected in the DRAM data. In this 
case BERR~ and HALT~ are brought low until the data 
from the DRAM is corrected (by the EDAC chip) and written 
back to the DRAM. BERR~ and HALT~ are then brough 
high to continue CPU processing. 
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Registered transceivers (74F646) are necessary during 
burst mode read accesses because CAS~ transitions high 
before the CPU has sampled the DRAM data. The regis- 
tered transceivers hold the data valid until the CPU samples 
it during these cases. 


A read, read with a single bit error, and burst read access 
timing are shown at the end of this application note imple- 
menting the error monitoring method. The user can see how 
these access cycles differ from the always correct method 
access cycles. 


IV 68030 25 MHz DUAL ACCESS DESIGN, 

PROGRAMMING MODE BITS 

Programming 
Bits 

RO = 1 

R1=1- 

R2 = 1 

R3 =0 

R4 = 

R5=0 

R6=0 


Description . 


RAS ~ low four clocks, RAS ~ precharge of 


three clocks 


DTACK~ 1 is chosen. DTACK~ low first 
rising CLK edge after access RAS~ is low. 


No WAIT states during burst accesses’ 


lf WAITIN~ = 0, add one clock to 
DTACK~. WAITIN~ may be tied high or 
low in this application depending upon the 
number of wait states the user desires to in- 
sert into the access. 


Select DTACK ~ 
Non-interleaved mode 


Select based upon the input “DELCLK” fre- 
quency. Example: if the input clock frequen- 
cy is 20 MHz then choose CO0,1,2 = 0,0,0 
(divide by ten, this will give a frequency of 
2 MHz). If DELCLK of the DP8422A is over 
20 MHz do an initial divide by two externally 
and then run that output into the DELCLK 
input and choose the correct divider. — 
C3 = X 
C4 =.0 
C5 =0 
C6 = 1 


RAS~ groups selected by ‘‘B1”. This mode 
allows two RAS~ outputs to go low during 
an access, and allows byte, writing in 32-bit 
words. 
Column address setup time of 0 ns" 

Row address hold time of 15 ns 

Delay CAS~ during write accesses to one 
clock after RAS~ transitions low 

BO=1 Fall-thru latches 

Bi=1 Access mode 1 

ECASO~ = 0 Non-extend CAS~ 

0 = Program with tow voltage level 

1 = Program with high voltage level 


C7 =1 
C8 = 1 
co9=1 


X = Program with either high or low voltage level (don’t care condition) 
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V 68030 25 MHz WORST CASE TIMING CALCULATIONS 


The worst case access is an access from Port B. This oc- 
curs because the time to RAS~ and CAS~ low is longer 
for the Port B access than; a Port A access, a refresh with 
scrubbing access, or an access which has been delayed 
from starting (due to refresh, RAS~ precharge time, or the 
other Port accessing memory). 


A. Worst case time to RAS ~ low from the beginning of an 


access cycle: 

40 ns (T1 clock period of 68030) + 10 ns (maximum 
combinational output delay to produce AREQB~) + 
41 ns (DP8422A-25 parameter #102, AREQ~ to RAS~ 
delay maximum) = 91 ns 


. Worst case time to CAS~ low from the beginning of an 


access cycle: | 


40 ns + 10 ns + 94ns (DP8422A-25 parameter #118a, 
AREQB~ to CAS~ delay maximum) = 144 ns 


. Worst case time to DRAM data valid: 


144 ns (from “B” above, maximum time to CAS~) + 50 
ns (CAS~ access time “tcac” for a typical 100 ns 
DRAM) = 194 ns 


. Worst case time to data valid on the EDAC data bus: 


194 ns-(from “C” above) + 7 ns (74AS244 maximum 


‘delay) = 201 ns 
. Worst case time until the error flags are valid from the 


74F632: 


201 ns (from “D” above) + 31 ns (74F632 maximum 
time to error flags valid) = 232 ns 


. Worst case time until corrected data is valid from the 


74F632: 


* 201 ns (from “D” above) + 28 ns (74F632 maximum 


' time from data in to corrected data out) = 229 ns 


G. Worst case time until corrected data is available at the 


_ CPU: 


229 ns (from “F” above) + 7 ns (74F 245 maximum de- 
lay) = 236 ns 


VI 68030 25 MHz DUAL ACCESS DESIGN, TIMING CAL- 
CULATIONS 


1. 


Minimum ADS ~ 


low setup time to CLOCK ~ high for 
DTACK~ logic to work correctly (DP8422A-25 needs 
25 ns, parameter #400b): 


40 ns (one clock period) —:. 10 ns (combinational output 
maximum that produces AREQ~, ADS~) = 30 ns 


. Minimum address. setup time to ADS~ low 
(DP8422A-25 needs 14 ns, parameter #404): 


40 ns (one clock period) — 20 ns (assumed 68030 max 

time to address valid from CLK high) — 6.2 ns 

(74AS244 buffer delay max) + 2.5 ns (minimum combi- 

national output delay that procuees AREQ~, ADS~) 
= 16.3 ns 
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. Minimum address setup time to CLK high (used in #3B 
calculation below): 


40 ns (one clock period) — 20 ns (assumed 68030 max 
time to address valid from CLK high) — 6.2 ns 
(74AS244 buffer delay max) = 13.8 ns 


. Minimum CS~ setup time to ADS~ low (DP8422A-25 
needs 5 ns, parameter #401): 


16.3 ns (#2a) — 9 ns (max 74AS138 decoder) = 
7.3 ns 


. Minimum CS ~ setup time to CLK high (GAL equations 
need 0 ns): © 


13.8 ns (#2b) — 9 ms (max 74AS138 decoder) = 
4.8 ns 


Determining trac during a normal access (RAS~ ac- 
cess time needed by the DRAM): 


200 ns (five and one-half clock periods to get data from 
the DRAM to the 74F632 data inputs) — 3 ns (74F632 
data setup time to mode input SO high) + 2.5 ns (mini- 
mum combinational output delay for “SO”) — 84 ns 
(from ‘‘A” of worst case times, from the beginning of 
the access to RAS~ low) — 6.2 ns (74F244 DRAM 
buffer delay maximum) = 129.3 ns 


Therefore the trac of the DRAM must be 129.3 ns or 
less. 


Determining tcac during a normal access (CAS~ ac- 
cess time) and column address access time needed by 
the DRAM: 


220 ns (five and one-half clock periods to get data from 
the DRAM to the 74F632 data inputs) — 3 ns (74F632 
data setup time to mode input SO high) + 2.5 ns (mini- 
mum combinational output delay for SO”) — 138 ns 
(from “B” of worst case times, from the beginning of 
the access to CAS~ low) — 6.2 ns (74F244 DRAM 
buffer delay maximum) = 75.3 ns 


'- Therefore the tcac of the DRAM must be 75.3 ns or 
less. 


Determining the nibble mode access time needed dur- 
ing a burst access: 


100 ns (two and one-half clock periods to do the burst) 
— 8 ns (clocked output delay maximum for ENCAS ~ 
output) — 27 ns (DP8422A-25 ECASn~ to CASn~ 
asserted maximum, parameter #14) — 3 ns (74F632 
data setup time to mode input SO high) + 2.5 ns (mini- 
mum combinational output delay for SO”) — 6.2 ns 
(74F244 DRAM buffer delay maximum) = 58.3 ns 
Therefore the nibble mode access time of the DRAM 
must be 58.3 ns or less 

Maximum time to DTACK1~ low (GAL16V8 needs 
10 ns setup to CLK): 
40 ns (One clock) — 28 ns (DTACK2~ low from CLK 
high on DP8422A-25, parameter #18) = 12 ns 
Minimum STERM~ setup time to CLK (0 ns to CLK 
rising edge is needed by the 68030): 

20 ns (one-half clock period) — 10 ns (combinational 
output maximum) = 10 ns 


**Note: That calculations can be performed for different frequencies and/or 
different combinations of wait states by substituting the appropriate 
values into the above equations. 





VII GAL INPUT DESCRIPTIONS 


BCLK 
CLK 
CSA~ 
ASA~ 
CSASA~ 


CSB~ 
ASB~ 
DTACK~ 


ATACKB~ 
R 


CBREQ~ 
WCBREQ~ 


RFIP ~ 
RASO~ 


WORD ~ 


GRANTB 


System Clock 

System Clock 

Chip Select from Port A 68030 
Address Strobe from Port A 68030 


Chip selected access request from Port A 
68030 


Chip Select from Port B 68030 


‘Address Strobe from Port B 68030 


Data Transfer ACKnowledge for Port B ac- 
cesses 

Transfer ACKnowledge for Port B accesses 
Read/Write~ (R/W~) indicator from the 
currently granted CPU 

Cache Burst REQuest indicator from Bic cur- 
rently granted CPU 

When low this signal indicates either a write 
access or a non-burst access 

Indicates that a DRAM refresh is in progress 
RASO~ output from the DP8422A DRAM 
controller 

Indicates a word access (32 bits) as Sspaeed 
to a byte or multi-byte access (less than 32 
bits) 

GRANTB output from the DP8422A DRAM 
controller, when high this output indicates 
that Port B currently is granted to access the 
DRAM 


Vii GAL OUTPUT DESCRIPTIONS 


AREQ~ 
AREQB~ 
COUNT ~ 


Di-6~ 


TRAN_EN ~ 


OEB~ 


DRAM Access REQuest for Port A 68030 
DRAM Access REQuest for Port A 68030 


The enable for the shift register counter (out- 
puts D1i-6~) 


Shift register counter, these outputs are used 
to drive the GAL control outputs in the proper 
sequence for each access (Port A, Port'B, 
refresh) and are clocked outputs 

This output, when low, enables the CAS ~ 
outputs of the DP8422A DRAM controller 
and is a clocked output 

This output is used to EXtend the ReFresh 
cycle to allow an access from one of.the 
banks of DRAM, if an error occurs (ERR ~ 
low) the refresh cycle is extended even long- 
er to allow the corrected data to be written 
back to memory 

This output controls the SO mode init of the 
74F632 

This output controls the S1 mode input of the 
74F632 
This output is used to enable the data trans- 
ceivers for the currently enabled Port (A or B) 
This output is used to drive the OEBO-3~ 
inputs of the 74F632 to provide byte output 
control of the latched corrected data 

This output controls when to enable the 
check bits out of the 74F632 

This output is used to latch the corrected 
data in the output latches of the 74F632 


STERMA~ 


STERMB~ 


SERR~ 


WE~ 


This output is used to insert synchronous 
wait states to the Port A 68030 

This output is used to insert synchronous 
wait states to the Port B 68030 

This output latches the fact that the 74F632 
detected an error in the data it read from the 
DRAM 

This output latches that the 74F632 detected 
a multiple bit error in the data it read from the 
DRAM 

This output controls write enable to the 
DRAMs “ 


1X 68030 25 MHz DUAL ACCESS EDAC SYSTEM DESIGN 
GAL EQUATIONS IN ABEL FORMAT: 


DP1 device “GAL16V8” 


BCLK 

CLK 
CSASA~ 
CSB~ 
ASB~ 
DTACK~ 
ATACKB~ 
WCBREQ~: 
RFIP~ 
GND 


EQUATIONS 


_ vec 
AREQ~ 
AREQB ~ 
Di~ 
D2~ — 

_ D3~ 
-ENCAS~ | 
‘COUNT~ ©. 
RASO~ 
OE~ 


pin 1; 
pin 2; 
pin 3; 

“pin 4; 

_ pin 5; 
pin 6; 
pin 7; 
pin 8; 
ping; - 

pin 10; 


!IAREQ~ = ICSASA~ & CLK 
#!AREQ~ & ICSASA~ 
#IAREQ~ & ICLK; 


!AREQB ~ 


= ICSB~ & IASB ~ & CLK 


#!AREQB~ & !ICSB~ & IASB~ 
#IAREQB~ &!CLK;  - 


ICOUNT ~ 


= IAREQ~ & IDTACK~ & ICSASA~ 


#IAREQB~ & IATACKB~ & !ASB~ 
#IRFIP~ & IRASO~; et 


ID1~ := IAREQ~ &IDTACK~ 
#IATACKB~ & IAREQB~ | | 
#IRFIP~ &IRASO; 


ID2~ :IDi~ &D3~ & ICOUNT~ - oat er 


#D3~ 


& IAREQ~ & IDTACK~ & RFIP~: 


ID3~ := ID2~ &ICOUNT~; |: 


IENCAS~ : 


= |WCBREQ~ 
#DI~ 
# ID2~, 


‘# D38~ 
# IRFIP~; 


DP2 device “GAL16L8D” 


BCLK 

R 
WORD~ 
GRANTB 
RFIP~ 
SERR~ 
D2~ 
D5~ 
D6~ 
GND 


pin 1; VCC 

pin 2; EXRF ~ 

pin 3; SO. 

pin 4; S1 

pin 5; TRAN_EN~ 
pin 6; OEB~ 

pin 7; OECB~ 

pin 8; STERMA~ 
pin 9; STERMB ~ 
pin 10; OE~ 
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EQUATIONS ° ie. fee 
{EXRF~ = IRFIP~ &S1&!D2~ &D5~ &D6~ & 


SERR~ - 
#IEXRF~ & IRFIP~ &S1&D5~ & D6~ 
#IRFIP~ &!D5~ & ISERR~; 


{SO ="IR & WORD~ & RFIP~ 
# 1D2~ & D5~ 
#!SO&BCLK' 
" # ID5~ & IBCLK 
# 1S0 & ID5~ 
# ISO~ &!-D6~ 
# 1S1 &ISERR~ & IRFIP~; | 


IS1 = IR & WORD~ & RFIP~ 
#1D5~ &IBCLK =. 
# 1S1 & ID5~ 
# 181 & ID6~ & IR & WORD~ 
# 181 & ID6~ & IRFIP~ 
# 181 & ISERR~:& IRFIP~; 


ITRAN_EN~ = R&!D5~ & IBCLK & RFIP~ 

# ITRAN_EN~ &R & !ID5~ & D6~ & RFIP~ 

#R&IDS~ & ISTERMA~ & RFIP~ 

#R &IDS5~ & ISTERMB~ & RFIP~ 

# IR & IWORD~ & !S1 & RFIP~ 

#1R & WORD~ &!1D5~ & IBCLK & RFIP~ 

# ITRAN_EN~ &!R & WORD~ & ID5~ & 
RFIP~ : : 

# {TRAN_EN~ &!R & WORD~ & ID6~ & 
RFIP~; 


lOEB~ = R&!ID5~ & IBCLK 
# IOEB~ &R & ID5~ 
# IRFIP~ & !D5~ & IBCLK & ISERR~ 
# IOEB~ & IRFIP~ &ID5~ & ISERR~ 
#!OEB~ & IRFIP~ &ID6~ & !SERR~ 
# 1R & WORD~ & ID5~ & IBCLK 
# |OEB~ &!R & WORD~ & ID5~ 
# IOEB~ &!R & WORD~ & ID6~; 


{OECB~ = IR & WORD~ & RFIP~ & !S1 
# IRFIP~ & ID5~ & IBCLK & ISERR~ 
# 1OECB~ & IRFIP~ &!ID5~ & ISERR~, 
# IOECB~ & IRFIP~ & ID6~ & ISERR~ © 
# 1R & WORD~ & !ID5~ & IBCLK 
# {OECB~ &!R & WORD~ & ID5~ 
# IOECB~ &!IR & WORD~ & ID6~; 


ISTERMA~ = R&RFIP~ &!IDS~ & DE~ & 


IGRANTB~ & !BCLK 

# ISTERMA~ &R&RFIP~ &!ID5~ & 
IGRANTB~ & BCLK 

# 1R & IWORD~ & RFIP~ & !D2~ & D6~ & 
IGRANTB~ & !IBCLK ; 

# ISTERMA~ & IR & IWORD~ & RFIP~ & 
1D2~ & D6~ IGRANTB & BCLK 

#1R & WORD~ & RFIP~ & ID5~ & ID6~ & 
IGRANTB~ & !BCLK 

# ISTERMA~ & !R & WORD~ & RFIP~ & ID6 & 
IGRANTB & BCLK; 
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ISTERMB~ = R&RFIP~ & ID5~ & D6~ & 
GRANTB~ & IBCLK 

# ISTERMB~ &R&ARFIP~ & ID5~ & 
GRANTB~ & BCLK ae 

# IR & IWORD~ & RFIP~ &!D2~ &D6~ & | 
IGRANTB & !BCLK 

# ISTERMB~ & IR & WORD~ & RFIP~ & 
ID2~ & D6~ GRANTB & BCLK 

#1R & WORD~ & RFIP~ & ID5~ & ID6~ & 
GRANTB~ & IBCLK 

# ISTERMB~ & !R & WORD~ & RFIP~ & 
1D6 & GRANTB & BCLK; 


DP3 device “PAL16R4D” - 


BCLK VCC 
CLK 

so~ 
S1~ 
ERR~ 
MERR~ 
COUNT~ 
D2~ 
D3~ 
GND 


EQUATIONS 
ILEDBO = ID2~ &ISO~ &S1~ &ICLK 
#ILEDBO~ &!D3~ &!ISO~ 
#ILEDBO~ & ICLK 
ISERR~ = ID4~ &SO~ & S1~ & ICOUNT~ & 
IERR~ & CLK 
#ISERR~ & !COUNT~; 
IBERR~ = D4~ & SO~ &S1~ &ICOUNT~ & 
IMERR~ & CLK 
#IBERR~ & ICOUNT~; 
IWE~ := IS1~ &1D2~ &D3~ & ICOUNT~ & IOECB~; 
1D4~ := ID3~ & ICOUNT~; 
ID5~ := ID4~ & ICOUNT~; 


ID6~ := ID5~ & ICOUNT~; | 
Key: Reading PAL equations 
EXAMPLE EQUATIONS: 
!AREQ~ = ICSASA~ & CLK 
# IAREQ~ & ICSASA~ -: 
# IAREQ~ & ICLK~ 
This example reads: the output “AREQ~” will transition 
low given that one of the following conditions are valid; 
1. the input “CSASA~” is low AND the input “CLK” is high, 
OR 
2. the output “AREQ~” is low AND the input “CSASA~” 
is low, OR 
3. the output ‘‘AREQ~ ” is low AND the input “CLK” is low. 


pin 1; 
pin 2; LEDBO~. 
pin 3; SERR~ 
pin 4; — WE~ 

pin 5; D4~ 

pin 6; D5~ 

pin 7; D6é~ 

pin 8; - BERR~ 
pin 9; OECB~ 
pin 10; OE~ 





CLOCK 
GENERATOR 


CBREQ~ 


STREM~, CBACK~* 2° 
55 68030 


PORTA ENABLE~ : PORT B_ENABLE~ 
DATA STROBES 


DTACK~, RFIP~ 


DATA 
STROBES 


PORTA ; PORTA 
ADDRESS 2=25 74AS244 7 ROW, COLUMN ; _ ROW, COLUMN 74AS244 | ADDRESS 2-25 
BANK ADDRESS ; BANK ADDRESS 


: BUFFER ENABLE 
MULTIPLEXED FROM CONTROL 
ADDRESS LOGIC 


FROM DRAM MEMORY 
CONTROL UP TO 4 BANKS OF 39 BITS ss 
(swe ax t omaws= | OF DATA+ | 744s244 
64M BYTES OF ERROR CHECKBITS —- 
CORRECTED DRAM 
DRAM 


* DATA+ - BUFFERS 


| CHECKBITS 
INTO MEMORY 
Sir ee DATA+ CHECK BITS 
TRANSCEIVER EDAC DATA & ; 


ENABLES FROM _» CHECKBIT EDAC MODE, 

CONTROL LOGIC ; _ BUS LATCH AND 
BUFFER 
CONTROL 


EDAC UNIT 
74F632 


ST1aVN3 
YSAIZOSNVEL 


PORT B 


| R/W 
| . x 
: : EN~ 
747245 [ DATA 0-31 i yarns 


Control logic in this system needs the following: 3 GAL® devices and some logic gates 
*CBACK is tied low back to 68030 


FIGURE 1. Block Diagram of Dual Access 68030 Error Detecting and Correcting (74F632) Memory System 


TL/F/9729~1 
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CLK 1 

CLK 2], 

S03] GAL #3 

Si FOR 
=y,_EF . ERR~ 68030 
“FROM 747632 MERRo MERRw EDAC 
: : . . : ; COUNT~ SYSTEM 

D2~ 

D3~ 


La TO 747632 


[> TO DRAMs 


—[> TO GRANTED 68030 


CLK 
R 

WORD~ 

— GRANTB 

| FROM DP8422A= RFIP~ 
SERR~ 

D2~ 

D5 ~ 

Dé~ 


EXRF~ ‘ > . XRF (COLINC of DP8422A), 
so 
GAL #2 S1 
FOR TRAN_EN~ 
68030 _OEBS 
EDAC OECB~ 
SYSTEM. STERMAw~ 
STERMB~ 
OEw 


O 


Ls TO PORT DECODER THEN TRANSCEIVERS 

La TO BYTE DECODER THEN 74F632 
CL» TO 74F63a 

rT PORT A 68030 

TL PORT B 68030 


COLON Oi ont micro i 


/ 


cuk | a tock t AREQn 


| caw ae cK? AREQB~ = 10 DP8422A 
PORTA 68030 E>” asa. Be CSASAw 3] CAL #1 [17 Di~ 


CSsB~ CSB~ 441 -FOR D2~ 
PORTB 68030 ASBw : ASB~ 54 68030 D3~ 
‘ ache t EDAC - ENCAS~ 
R '>o- -WCBREQ~’ SYSTEM COUNT~ 
rx reer snot J FROM DP8422A 
ro CBREQ™ akeipul | RIP. ot OE~ i: 


FROM GRANTED 
68030 


ATACKB~ a 
DTACK~ om FROM DP8422A 


1 
r+ 


. TL/F/9729-2 
*if WORD is low then 32 bits are being accessed from the memory system. 
It WORD is high then less than 32 bits are being accessed from the memory system. 


FIGURE 2. Control Logic for 68030 Dual Access EDAC Memory System 
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' TUF /9729-3 
FIGURE 3. 68030 EDAC Read Access Timing 
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AREQ~ ea 


a Ae is Rs sn is ss RS 
oR el a ee a 


1 
| |-—+—= = 
= 


oe ee ee] 
=——=. 
a 


==-.=> 
a 


See 


RAS~ (1:0) 


ee ee ee ee ed 
CAS~ (3:0) | = Pap ae es 
coe} | | | =r ee ee 
i Fear ease Camis (CHE a So So 
i a ae ea ee 
TRAN_EN~ St a J e— 
CPU ADDRESS {| _} 
EDAC DATABUS oe eS ee ( CORRECT 1 } a ———— 


BURST READ ACCESS 
TL/F/9729-4 


FIGURE 4. 68030 EDAC Burst Read Access Timing 








pase (1:0) 


oe 


CAS~ (3:0) 
_ ENCAS~ 
ERR~ 
OEB~, OECB~ 
. $§0,S1 
_ LEDBO~, TRAN_EN~ 
~ CPU ADDRESS 
EDAC DATABUS 
PREVIOUS READ 
ACCESS 
TL/F/9729-5 
FIGURE 5. 68030 EDAC Word Write Access Timing 
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FIGURE 6. 68030 EDAC Byte Write Access Timing 
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FIGURE 7. 68030 EDAC DRAM Refresh with Scrubbing 
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FIGURE 8. 68030 EDAC Write Access during Refresh Timing 
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FIGURE 11. 68030 EDAC Error Monitoring Method Using the Asynchronous Late Retry Feature of the 68030 
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GA National 


Semiconductor 


MAPL128, MAPL144 — 
Multiple Array Programmable Logic . 


General Description 


The MAPL128 and MAPL144 are the first in a series of new 
higher density, electrically erasable CMOS (EECMOS) pro- 
grammable logic devices based on a proprietary National 
Semiconductor programmable logic array architecture. The 
MAPL128 and MAPL144 products integrate multiple Field 
Programmable Logic Arrays (FPLAS), allowing for easy im- 
plementation of complex state machines, controllers, mi- 
croinstruction sequencers, bus interfaces and general syn- 
chronous logic designs. The devices also allow for easy and 
cost effective integration of multiple TTL counter, register 
and logic functions. 


The MAPL™ product family is supported by National Semi- 
conductor's OPALTM (Open Programmable Architecture 
Language) software package and by other popular third-par- 
ty PLD software packages such as ABELTN-4, Viewlogic®, 
CUPL™, LOG/ic and PLDesigner™. OPAL is an open envi- 
ronment design tool and is able to interface with these other 
software packages by means of the de-facto standard 
Berkeley PLA file format. OPAL also allows the designer to 
have full access to all of the intermediate files that are gen- 
erated during the compilation process. Logic partitioning 
and utilization within a MAPL device may be done 100% 
automatically or manually using OPAL software. Automatic 
partitioning and device utilization can also be done using 

_ other third-party tools with the appropriate MAPL device fit- 
ter, available from the software vendor. 


Programming of these devices is accomplished using readi- 
ly available, industry standard, PLD programming equip- 
ment. NSC guarantees a minimum 100 erase/write cycles 
for all MAPL devices. 


The MAPL128 and MAPL144 are available in 28-pin and 
44-pin PLCC packages respectively. These packages con- 
form to the JEDEC standard for power, ground and clock 


pin placements. 


Features — 

m High density flexible PLA architecture 

m 33, 40 or 45 MHz system performance 

m Low power: Ico = 110 mA max 

@ Electrically erasable CMOS technology: 
— 100% functionally tested 
— Instantly reconfigurable logic 
— Minimum of 100 erase/write cycles - 

™ 27 programmable macrocells with DE, JK, RS or T type 
registers 

m Asynchronous preload, reset and power-up reset 
capability 

m Replaces multiple PAL/PLA devices 

m Fully supported by National’s OPAL, and popular third- 
party development software 

w Industry standard programmer support 

@ Security cell prevents copying 


Page Select 
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FIGURE 1. MAPL128 
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Functional and Architecture 
Description 

The MAPL1 device architecture is functionally equivalent to 
a large continuous FPLA having a total of 128 product 
terms. In reality, the MAPL128 and MAPL144 each have 
eight individual FPLA planes or pages, consisting of both a 
programmable AND array as well as a programmable OR 
array, with the same 58 x 16 x 54 configuration. Each pro- 
grammable AND array has a total of 58 true and complimen- 
tary inputs and 16 product terms which can be connected to 
any of the 54 sum terms in the programmable OR array. 


Unlike PAL devices or complex PLD (CPLD) architectures 
based on PAL blocks, the product terms in an FPLA-based 
device can be shared among all outputs and macrocells 
since the OR array is programmable. Therefore, duplication 
of product terms for each output or state transition is not 
required. 


The MAPL architecture provides 100% interconnectivity of 
the FPLA arrays. Any input can be routed to any output, via 
any one of the FPLA pages. There is no restriction on the 
number of product terms that can be connected to an out- 
put, no limiting switch matrix and no time consuming expan- 
der arrays to deal with as in the case of most PAL-based 
CPLDs. 


Dynamic Logic Allocation (Paging) 
Since sequencer and state machine designs require the use 
of only a portion of the total available logic at any given 


‘time, the MAPL device logic is partitioned into pages. Only 


the current page is active at any time, the remaining pages 
being effectively deactivated. Three buried page macrocells 
are used to select which one of the eight pages is active. In 
addition, just like the other buried macrocells, these page 
macrocells can be used to store state bits. Pages are se- 
lected on-the-fly. As the output macrocells are clocked, so 
too are the page macrocells. This has the effect of pre-se- 
lecting the page where the next state logic can be found. It 
may be the same page or it may be a different one. By 
pipelining the next page in this manner no time delay is 
incurred in switching pages and so the paged architecture of 
the MAPL device appears transparent to the user. This 
method of allocating the logic within a MAPL device is 


known as dynamic logic allocation or more simply paging. 
By using this technique, internal propagation delays and 
power consumption are kept to a minimum. In fact the 
MAPL1 series devices consume only as much power as a 
single standard EECMOS GAL device although they have 
several times the logic density. 

To relieve the designer from having to fully understand the 
MAPL’s paged architecture, a software fitter program (see 
development tools) is available. The fitter is responsible for 
automatically partitioning the logic and assigning the inter- 
nal page bits and nodes, giving an immediate fit/no-fit re- 
sult. Many other complex PLD fitters require the designer to 
design with device limitations in mind and to make repeated 
attempts to change and recompile the design to get it to fit 
into the target device. 


TABLE Il. MAPL128/144 Pin bescnsticn 


Power and GND Pins 
Dedicated Clock 
Dedicated Enable 
Setup Time Select Pin | 
Dedicated Inputs Pins 
Dedicated Outputs Pins 
1/O Pins 

Total Pins 


Page Registers 

Buried Registers 

Total Output Registers 
Total Registers 


Total AND Array Inputs 
Total OR Array Outputs 


Logic Transition Terms 
Control Terms 

Sum Terms 

Total Product and Sum Terms 


*Pin 24 is shared as | or OE 








Connection Diagrams 


12 13 14 cLKYee 15 16 0 11 12 13 14 CLK SP 15 16 17 18 


4 3 2 1 28 27 26 44.43 42 41 40 


28 PIN PLCC 
44 PIN PLCC 


12 13 14 15 16 17 18 


00 01GND 02 031/05 1/06. TL/L/11146-3 


FIGURE 2. MAPL128 Pinout 
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1/01/00 00 01 02 031/05 1/06 1/07 1/08 1/09 . TL/L/11146-4 
FIGURE 3. MAPL144 Pinout 


MAPL 128/144 Block Diagram 


9(8 MAPL128) 


MAPL 128 ONLY 


8 x 1x 16 MUX 


8 x 1 x 54 MUX 
Macrocells I 


(MAPL 144 ONLY) 
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Logic Macrocell 


The MAPL products include a flexible user configurable 
macrocell structure. The same registered macrocell is uti- 
lized for !/O, buried and output functions. Each macrocell 
can be configured as a true JK or DE type register. Both 
register types are implemented in hardware and do not re- 
quire software transformations or additional product terms 
to implement the functions. All buried, page, I/O and output 
register macrocells are clocked on the rising edge of clock. 


JK registers allow for implementation of RS and T registers. 
JK registers efficiently implement large state machines and 
counters. Programmable polarity is available on both J and 
K terms allowing “else” conditions to hold, set, reset or 
toggle registers which minimize the requirement for addi- 
tional product terms. 


The D type output allows easy implementation of data regis- 
ters. This register type also maintains complete compatiblity 
with most PAL devices. As with the JK register, there is 
independent polarity control on both the D input term and 


the clock enable term. When the enable register input, E, is 
low, the register contents are unchanged regardless of CLK 
and D inputs. 


All macrocell types have user programmable global control 
features. The global term allows for asynchronous reset of 
all macrocells. This term asynchronously initializes all regis- 
ters independent of present state, macrostate or inputs. The 
registers will hold the initialized data until the next valid en- 
abled clock changes the data. 


All output macrocells have flexible output enable control 
which allows for selection from up to three global output 
enable product terms or a dedicated output enable (OE) pin. 
The dedicated OE pin offers AC performance advantages in 
TRI-STATE® delays. 

Each output register can be active low or active high. This 
allows I/O feedback or register output to be programmable 
active low or active high. This allows designs to have all 
registers type and both pin polarities. 


TL/L/11146-6 


Input/Output Macrocell 


TL/L/11146-7 


_ Page/Buried Macrocell 
FIGURE 5. MAPL128 Macrocells 











Logic Macrocell (continued) 
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DC Specifications 


Specifications are guaranteed over the recommended oper- 
ating conditions only. 


DC parameter description: 


VoL: 


Vor? 


Vins Vint 


Ns tin: 


los(lo): 


Voltage specification with 16 outputs held low 
and loaded at max Io, level specified. 

Voltage specification with 16 outputs held high 
and loaded at max Ioy level specified. 

Input high voltage min and input low voltage 
max specifications. 

Current specification for all input and I/O pins 
and include forcing voltage conditions. 
Current specifications sets a single output in a 
high state, forces zero volts (OV) and reads cur- 
rent. The specification disables the outputs not 


tested. The test is for a maximum duration of 


one second. 
Current specification includes Vcc, temp, fre- 


quency of operation, number of outputs active - 


and output loading. Icc specified with open 
outputs, F(w/feedback) = 25 MHz. 


The worst case power consumption calculation is depen- 
dent on external capacitive loads, frequency of operation 
and number of active inputs and outputs. 


AC Specifications 


Specifications are guaranteed over the recommended oper- 
ating conditions only. 


AC parameter description: 


tsy: 


teLkK: 
toycLe: 
ty: 


tpzx; texz: 


tpzx: tpxz: 


tipp: 


tre: 


ton: 


teL: 


Data input or buried feedback to output or bur- 
ied register input. Register set up time. 


Output register clock to valid data output. 
Clock period with feedback. 
Data hold time for output register clock. 


Input to product term output enable, output 
disable. 


Dedicated OE pin input to output enable, out- 
put disable. 

Propagation delay from pin input or buried reg- 
ister to initialization of register. 

Recovery time from inactive input to valid ris- 
ing edge of clock; minimum time from reset re- 
covery input to clock rising edge. 

Clock width high; minimum clock high to clock 
low. 


Clock with low. Minimum clock low to clock 
high. 

Fmax with buried feedback or input. Maximum 
clock frequency determined; having clock tran- 
sition at buried register feedback, to any regis- 
ter, or input to any register. 1/(tsy) 


Fmax with 1/O feedback; maximum clock fre- 
quency determined; having clock transition at 
output register feedback, from output pin to 
any register input. 1/(tsy + tco) 

Fmax without feedback; maximum clock fre- 
quency with no register feedback or inputs. 
Maximum register toggle rate. Determined with 
minimum clock period. 1/(tcH + toy) 








Absolute Maximum Ratings (note 1) 


If Military/Aerospace specified devices are required, Ambient Temperature a 
please contact the National Semiconductor Sales with Power Applied —65°C to + 125°C 
Office/Distributors for availability and specifications. Junction Temperature —65°C to + 150°C 


Supply Voltage (Vcc) —0.5V to +7.0V Lead Temperature 
Input Voltage (Note 2) —2.5V to Voc +1.0V (Soldering, 10 seconds) 260°C 
Off-State Output Voltage (Note 2) —2.5V to Vog + 1.0V ESD Tolerance _ 750V 
Output Current +100 mA Czap = 100 pF 


Storage Temperature —65°C to + 150°C Rzap = 1502 
, Test Method: Human Body Model 


Test Specification: NSC SOP-5-028 REV.C 


Recommended Operating Conditions 
SUPPLY VOLTAGE AND TEMPERATURE . 


Electrical Characteristics over Recommended Operating Conditions 


Range 


Vin | HighLevelinputvoltage | 
Vi__| LowLevelinputvotage | 
Von __| High Level Output Voltage lon = —3.2mA | COM/IND 


< 


= 
oO 


VoL’ Low Level Output Voltage Voc = Min | loL = 8mA (128) COM/IND 
lo. = 12 mA (144) . 
loZH High Level Off State Voc = Max, Vo = Vcc (Max) 
Output Current 7 
loz- Low Level Off State | Voc = Max, Vo = GND 
Output Current 


Maximum Input Current Voc = Max, Vi = Voc (Max) ° 
High Level Input Current Voc = Max, Vi = Voc (Max) 
1 


pA 
pA 
pA 
pA 


= 
oO 


Low Level Input Current Voc = Max, V; = GND 
| Output Short Circuit Current | Voc = 5.0V, Vo = GND 


Supply Current 
eH 44 


COM _ mA 
‘COM 


; ! ng 
bh ° 


mA 
pF 
pF 





C Input Capacitance Voc = 5.0V, Vj = 2.0V 
Cio 1/O Capacitance Voc = 5.0V, Vivo = 2.0V 


*One output at a time for a maximum duration of one second. ~ 


Note 1: Absolute maximum ratings are those values beyond which the device may be permanently damaged. Proper operation is not guaranteed outside specified 
recommended operating conditions. 


Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 


= 
nN 





. mA .- 


mA . 
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MAPL144-45 MAPL128/144-40 | MAPL128/144-33 | - 


Switching Characteristics over Recommended Operating Conditions (Note) 
AC TIMING REQUIREMENTS 


Symbol Parameter 


. —_ 
ie a 


_ 


tsy ° {Set-Up Time 

(Input or Feedback before Clock) 
ns 
15 ns 
Hold Time (Input after Clock) ns 
ns 


ns 


iy 
Buried Feedback) 


without Feedback 
Clock Valid after Power-Up 


Clock Input to Registered 
Output or Feedback 


ns 
ns 


pS 


40.0 MHz 
40.0 MHz 
MHz 
ns 
0 ns 


14 
| 
15 


ns 
ns 


OE J to Registered 
Output Enabled 


Active Low; 1 Closed, 2 


C. = 35 pF 


OE T to Registered ' |From Voz; $1 Open, 
Output Disabled CL = S5pF 
From Voy; S1 Closed, 
C. = 5pF : 


-|Input to Output Enable Active High; St Open, 

via Product Term C, = 35 pF 
Active Low; S1 Closed, 
C. = 35 pF 

Input to Output Disabled From Vo,; S1 Open, 

via Product Term C_ = 5pF 

: From Voy; S1 Closed, 

CL = 5pF 


treset |Power Up to Registered Output Low S1 Closed, CL = 35 pF 
tipp Input Initialization to Output Reset ae 
tiac Input Initialization before Clock eee = oe 


1 Actual measurements 

21 CLOSED, C, = 35 pF 

3 The sp pin (44) is used to select tgy/tcLk 
Note: All MAPL144 specifications are Preliminary. 


— 
ai 


_ 
_ 





| 0 
aa 
ieee 
4 
12 
cael I 


5 


AC Test Load (All AC specifications are measured with half the outputs switching) 
sv —c 


$1 


MAPL128 MAPL144 
R1 = 6200 Ri = 400N 
R2 = 6202 Ri = 400N 
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Timing Diagrams 
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FIGURE 8. Internal Feedback Frequency 
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FIGURE 11. Output Enable Timing 
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FIGURE 12. Initialization Timing 
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FIGURE 13. Power-Up Reset Timing 
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FIGURE 9. Toggle Frequency 
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Design Technology Testability 


Electrically Erasable EECMOS technology allows the MAPL 
product family to be 100% AC, DC and functionally tested 
prior to shipment. Unlike one-time programmable devices, 
the actual array’s true worst case patterns are programmed 
into the device and tested over temperature and voltage 
ratings. The specifications are guaranteed to be true worst 
case parameters, with fully loaded internal arrays and ail 
(maximum available) outputs switching. The erasable cells 
allow for the device to be programmed and functionally test- 
ed, providing the highest programming yields and post-pro- 
gramming, functional yields, available in a user programma- 
ble device. National Semiconductor guarantees 100% field 
programmability of MAPL products. 


Register Preload 


All macrocell registers have the ability to be preloaded and 
functionally tested. This capability allows the device to be 
forced into undefined or arbitrary states to greatly reduce 
the required number sequential test vectors. The device 
may be put into any desired register state at any point dur- 
ing the functional test sequence. This allows complete veri- 
fication of sequential logic circuits including states that are 
not defined in the normal operational state sequence. The 
register preload is not an operational mode. It is available in 
certified programming equipment for test purposes. The 
register preload algorithm for the MAPL product family, is 
available separately from National Semiconductor. 


Power-Up Reset 


Circuitry within the MAPL1 devices provides a reset signal to 
all registers during power-up. All internal registers will have 


Ordering Information 


their Q outputs set low after a specified time (taeset). As a 
result, the state on the registered output pins (if they are 
enabled) will always be low on power-up, regardless of the 
programmed polarity of the output pins. This feature can 
‘greatly simplify state machine design by providing a known 
state on power-up. 


Due to the asynchronous nature of system power-up, the 
following conditions must be met to guarantee a valid pow- 
er-up reset. First, the Vcc rise must be monotonic. Second, 
the registers will reset within a maximum of taese_t time. As 
in normal system operation, avoid clocking the device until 
all input and feedback path setup times have been met. 


Electronic Signature 


Each MAPL product contains 16 bytes of user reprogram- 
mable memory known as the User Electronic Signature 
(UES). The UES may contain any identification information 
desired by the user. This information typically is associated 
with revision numbers, dates, inventory control information, 
identification data and names. The information is read out of 
the device using the programming equipment’s verification 
procedure. OPAL software allows representation of the UES 
data in HEX, binary or ASCII formats. 


Design Security 


A:security cell is provided on all MAPL products as a deter- 
rent to copying the logic design. If the security cell is pro- 
grammed, programming and verification of the array is dis- 
abled. Once the cell is programmed, only a “‘bulk erase” of 
the whole product will erase the security cell, thus the origi- 
nal design configuration can never be examined. 


Multiple Array Programmable Logic 


128 = Series 1, 28-Pin 
144 = Series 1, 44-Pin 


Package Types: 
V = Plastic Leaded Chip Carrier (PLCC) 


Temperature Range 
C = Commercial (0°C to + 75°C) 
| = Industrial (— 40°C to + 85°C) 


Speed: 
—45= 45 MHz with Feedback 
—40= 40 MHz with Feedback 
—33= 33.3 MHz with Feedback 








INCREMENT 
NUMBER 
PIN NUM! 
128 si 12544 12432 : 10752 10640 8960 8848 7168 7056 
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ale vor} [ pa exaatr 100 3 ENABLE 0 
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— 
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= 
-—_ 
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= 
= 


JEDEC CELL NUMBER = FIRST CELL NUMBER + INCREMENT NUMBER 
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FIGURE 16. MAPL128/ 144 Logic Diagram 
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3584 3472 1792 1680 


PIN NUMBERS (144) 
1 


OE 39 
Vee 15, 16, 37,38 
GND 8,9,30,31 


PIN NUMBER 
ak 128 


JEDEC CELL NUMBER = FIRST CELL NUMBER + INCREMENT NUMBER 
FIGURE 16. MAPL128/ 144 Logic Diagram (Continued) 
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MAPL244 Multiple Array Programmable Logic 


General Description 


The MAPL244 is a second generation device in a series of 
new higher density, electrically erasable CMOS (EECMOS) 
programmable logic devices based on a proprietary Nation- 
al Semiconductor programmable logic array architecture. 
The MAPL244 integrates multiple Field Programmable Log- 
ic Arrays (FPLA), allowing for easy implementation of com- 
plex state machines, controllers, microinstruction sequenc- 
ers, bus interfaces and general synchronous logic designs. 
In addition to the MAPL1xx devices the MAPL244 incorpo- 
rates a separate PAL® block with combinatorial 1/O to han- 
dle asynchronous and decode functions. The MAPL244 al- 
lows for easy and cost effective integration of complex sub- 
systems consisting of synchronous and asynchronous ele- 
ments. 


The MAPL™ product family is supported by National Semi- 
conductor’s OPALT™ (Open Programmable Architecture 
Language) software package and by other popular third-par- 
ty PLD software packages such as ABEL-4, CUPL, PLDesig- 
ner and Viewlogic®. OPAL is an open environment design 
tool and is able to interface with these other software pack- 
ages by means of the de-facto standard Berkeley PLA file 
format. OPAL also allows the designer to have full access to 
all of the intermediate files that are generated during the 
compilation process. Logic partitioning and utilization within 
a MAPL device may be done 100% automatically or manu- 
ally using OPAL software. Automatic partitioning and device 
utilization can also be done using other third-party tools with 
the appropriate MAPL device fitter, available from the soft- 
ware vendor. 

Programming MAPL devices is accomplished using readily 
available, industry standard, PLD programming equipment. 
NSC guarantees a minimum 100 erase/write cycles for all 
MAPL devices. 


PAGE SELECT 


The MAPL244 is available in a 44-pin PLCC package. It con- 
forms to the JEDEC standard for power, ground and clock 
pin placements. 


Features | 
m High density flexible PLA and PAL architectures 
m High performance second generation MAPL architec- 
ture combining PAL and FPLA arrays 
— 15 ns maximum tpp 
— 50 MHz system performance 
Low power —180 mA max 
51 total macrocells 
— 24 1/O macrocells with DE, JK, RS or T-type 
registers 
— 8 PAL macrocells (combinatorial or registered) 
— 3 Buried/Page control macrocells 
— 16 input macrocells with latched, registered or dou- 
ble registered options 
Multiple clocking and output enable options (synchro- 
nous and asynchronous) 
Asynchronous preload, set, reset and power-up reset 
capability 
Internal and I/O feedback 
Programmable setup and clock-to-output options 
Replaces multiple PAL/GAL®/FPLA devices 
100% functionally tested reconfigurable EECMOS 
technology 
Fully supported by National’s OPAL, and other popular 
third-party development tools 
Supported by industry standard programmers 
Security cell prevents copying 


16 FPLA 
MACROCELLS 


INPUT MUXES 


8 
MACROCELLS 
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FIGURE 1. MAPL244 
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MAPL244 Block Diagram 


t 
ILMc 


: see inset 


OLMC 0-31 


FPLA INPUT MUX 


1/0 0-31 
OLMC 0-7 - 
OLMC 28-31 


PAGE BITS 0-2 


PAL INPUT MUX 


OLMC 0-31 


1/0 0-31 


- FIGURE 2 


X]} 1/0 8-31. 
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MAPL244 Functional Description 


The MAPL244 features an FPLA array similar to the MAPL1 
series devices and an additional PAL (programmable AND) 
and control array. There are eight individual pages in the 
FPLA array, each now has a 64 x 16 x 54 configuration (64 
input lines, 16 product terms and 54 output lines) giving a 
total of 128 product terms, feeding 27 macrocells. The PAL 
array has a 48 x 76 configuration (48 input lines and 76 
product terms) which feed eight additional 1/O logic macro- 
cells (IOLMCs). There are a total of 35 IOLMCs in the 
MAPL244 (see Figure 2). The eight IOLMCs in the PAL ar- 
ray are individually configurable to provide registered or 
combinational outputs, with programmable polarity. Alterna- 
tively they may provide a buried feedback path and the I/O 
pins may be used as dedicated inputs. There is a choice of 
clocks, output enable and reset conditions. , 


The MAPL244 incorporates a flexible macrocell architecture 
that implements both DE-type and JK registers, with clock 
enables. This alleviates the need for software transforma- 
tions or additional product terms to implement hold and tog- 
gle functions. , 


Unlike PAL devices, or complex PLD (CPLD) architectures 
based on PAL blocks, the product terms in the FPLA-based 
MAPL244 device can be shared among all outputs and 
macrocells since the OR array is user programmable. 
Therefore duplication of product terms for each output or 
state transition is not required. The multiple FPLA array 
within the MAPL244 provides 100% interconnectivity of the 
FPLA arrays. Any input can be routed to any output within 
the array. There is no restriction on the number of product 
terms that can be connected to an output, no limiting switch 
matrix and no time consuming expander arrays to deal with 
as in the case of most PAL-based CPLDs. 


Dynamic Logic Allocation (Paging) 

Since sequencer and state machine designs require the use 
of only a portion of the total available logic at any given 
time, the FPLA array of the MAPL device is partitioned into 
pages. Only the current page is active at any time, the re- 
maining pages being effectively deactivated. The additional 


MAPL244 I/O 


1/0 0-7 © 

/O 8-11 

1/0 12-19 

1/0 20-27 

I/O 28-31 

Page Registers 0-2 


*The 16 ILMC’s are available to the PLA only. 


Available 
ILMC 


PLA and PAL | 
PLA and PAL PLA 
PLA and PAL - PLA 
PLA and PAL PLA 
PLA and PAL : 

N/A 


PAL array and control array of the MAPL244 are always 
active and available. Three buried page macrocells are used 
to select which one of the eight FPLA pages is active. In 
addition, just like the other buried macrocells, these page 
macrocells can be used to store state bits. Pages are en- 
abled on-the-fly. As the output macrocells are clocked, so 
too are the page macrocells. This has the effect of pre-se- 
lecting the page where the next state logic can be found. It 
may be the same page or it may be a different one. By 
pipelining the next page in this manner no time delay is 
incurred in switching pages and so the paged architecture of 
the MAPL device appears transparent to the user. This 
method of allocating the logic within a MAPL device is 
known as dynamic logic allocation or more simply paging. 
By using this technique, internal propagation delays and 
power consumption are kept to a minimum. The MAPL1 se- 
ries devices consume only as much power as a single stan- 
dard EECMOS GAL device, and the second generation 
MAPL244 device only takes as much power as a solitary 20- 
pin bipolar PAL device, although both MAPL series devices 
have several times the logic density of each respectively. 


To relieve the designer from having to fully understand the 
MAPL’s paged architecture, a software fitter program (see 
MAPL244 Development Tools) is available. The fitter is re- 
sponsible for automatically partitioning the logic and assign- 
ing the internal page bits and nodes, giving an immediate 
fit/no-fit result. 


Input Muxes 


Signals coming from package pins, buried feedback, and 
ILMC’s form the inputs to the PLA and PAL arrays. Since 
only a portion of these signals are needed as array inputs, 
56 independent programmable multiplexers (40 2-to-1 and 
16 3-to-1) are used to route selected signals to the inputs of 
the arrays. By making these multiplexers small and by pro- 
viding many of them, great flexibility is achieved. For in- 
stance, most inputs are available to both the PLA and the 
PAL array simultaneously. Additionally, all 1/O can be used 
as both inputs and buried feedback, allowing the designer to 
use I/O as inputs without sacrificing buried registers. The 
possible routing combinations are listed below. 


Buried. 
Feedbackto . 


PLA and PAL 


PLA and PAL 
PLA and PAL 
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Input Muxes (continued) 


It is important to again recognize that routing an input to the 
PLA doesn’t preclude the routing of the same signal to the 
PAL, nor does routing buried feedback to one array pre- 
clude the routing of the feedback to the other array. In fact, 
it can be seen from the table that some I/Os allow all four 
combinations simultaneously. 


While the designer can manually define how the signals are 
routed, device fitter software can automatically make these 
determinations based on the design information. . 


Control Array © 


In addition to the PLA and PAL arrays, the MAPL2 devices 
contain a 70 x 20 control array. This array provides output 
enable and initialization control to the PLA output macro- 
cells. The macrocells are grouped into three sets, with each 
set having two output enable signals one and three product 
terms. The macrocells can be individually configured to use 
either of these output enable signals, Vcc, dedicated output 
enable pin, or their complements. 


The contro! array also provides four initialization signals to 
the PLA output macrocells. One signal has three product 
terms, and the others have one product term. The macro- 
cells can be individually configured to use these initialization 
signals and their complements to perform set and reset 
functions upon the macrocell registers. 


The Input Logic Macrocells (ILMC’s) have a one product 
term initialization signal and a one product term asynchro- 
nous clock signal. The ILMC initialization signal is separate 
from the output macrocell initialization signals so that the 
output and input macrocells can be initialized separately. 
The ILMC asynchronous clock signal allows the designer to 
asynchronously latch or buffer system data. 


Note that the outputs of the page macrocells and their com- 
plements are also available in the control array to provide 
initialization and output enables based on state, since the 
page bits can also be used as state bits. 


Input Logic Macrocell (ILMC) 


The MAPL2 devices provide 16 input logic macrocells that 
can each be configured as a latch, register, or double regis- 
ter. The latch and the first register can be clocked by the 
system clock pin, an input clock pin or its complement, or an 
asynchronous (product term) clock. The second register is 


clocked by the system clock pin. By using the ILMC, the ~ 


designer is able to better accommodate the setup and hold 
times of the device and the surrounding environment, there- 
by improving metastability. For instance, a particular system 
may only guarantee data on a bus for 5 ns. Thus, a PLD with 


a setup time >5 ns will not read this data reliably. Using the 
ILMC, the data can be latched without violating the ILMC’s 
setup time. Now that the data has been acquired, it needs to 
be available to the PLA at the same time as other forms of 
input (other inputs, buried feedback, etc.). To guarantee that 
all of these signals are available to the PLA at once, a de- 
signer may instead choose to use a double registered ap- 
proach. This way, the first register can successfully acquire 
the system data, and the second register can provide the 
data to the PLA, synchronizing the data flow between the 
system and the IC. In either case, the ILMC can be useful in 
meeting the timing requirements of the application. ~~ 


Note that the ILMC may also be bypassed if a buffered input 
is not required (see table under “Input Muxes”). 


Setup/Clock-to-Output 


Time Selection 


MAPL2 devices allow the designer to choose from a pair of 
setup and clock to output times to best meet individual sys- 
tem requirements. This speed option is software program- 
mable by selecting the option when running the MAPL2 de- 
vice fitter (see the OPAL manual or the device fitter soft- 
ware manual). 


Output Logic Macrocells (OLMC’s) 


MAPL2 devices have three types of OLMC’s: PLA, PAL, and 
page OLMC’s. The PLA and page macrocells implement 
both DE and JK flip-flops in hardware with separate J/D and 
K/E product terms, allowing the designer to realize DE, JK, 
RS, T and D flip-flops with equal performance. DE and JK 
flip-flops are important in state machine design where the 
enable signal of a DE flip-flop allows the output to be held 
without multiple product terms, and where the JK flip-flops 
can be used to implement if-then-else statements or coun- 
ters with a minimum number of product terms. The page 
OLMC’s share this functionality with the PLA OLMC’s since 
page macrocells can also be used as buried state bits. 


The PAL OLMC is similar to a standard GAL macrocell and 
implements a D flip-flop in hardware. 'In addition, the PAL 
OLMC can be clocked by the system clock pin, a dedicated 
PAL clock pin, or an asynchronous (product term) clock. 
This clocking flexibility helps the designer synchronize the 
PAL with the PLA and the rest of the system. The register 
can be bypassed to implement combinatorial functions. 

The PLA and the PAL OLMC’s provide fixed, product term, 
and dedicated pin output enables (and their complements). 
In addition, these OLMC’s can be initialized (set or reset) via 
a number of initialization product terms (see control array 
description). 











FPLA Control Array (70 x 20) 
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Logic Macrocell (continued) 


PLA Array 
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Logic Macrocell (continuea) 
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Absolute Maximum Ratings (note 1) 


If Military/Aerospace specified devices are required, | 


please contact the National Semiconductor Sales 
Office/Distributors for availability and specifications. 


Supply Voltage (Vcc) —0.5V to +7.0V 
Input Voltage (Note 2) —2.5V to Vcc +1.0V 
Off-State Output Voltage (Note 2) —2.5V to Voc + 1.0V 
Output Current +100 mA 


Recommended Operating Conditions 


SUPPLY VOLTAGE AND TEMPERATURE 


Storage Temperature 


Ambient Temperature 
with Power Applied 


Junction Temperature 


Lead Temperature 
(Soldering, 10 seconds) 


Electrical Characteristics over Recommended Operating Conditions 


Range 


Vin High Level Input Voltage 


Vu___| LowLevelinoutvottage | | 


VoH High Level Output Voltage lon = —3.2mA COM/IND 
Vou Low Level Output Voltage lo = 12mA COM/IND 


lozH High Level Off State Voc = Max, Vo = Vcc (Max) 


Output Current 


loze Low Level Off State Voc = Max, Vo = GND 
Output Current 
Maximum Input Current Voc = Max, V; = Voc (Max) 
High Level Input Current Voc = Max, V; = Voc (Max) 


Low Level Input Current Voc = Max, V; = GND 


Output Short Circuit Current | Voc = 5.0V, Vo = GND 


Supply Current f = 25 MHz, Vcc = Max 


C; Input Capacitance Voc = 5.0V, V; = 2.0V 
Voc = 5.0V, Vio = 2.0V 


Cio 1/O Capacitance 


*One output at a time for a maximum duration of one second. 


fale] & | 


| 
= 
oO 


—65°C to + 150°C 


—65°C to + 125°C 
—65°C to + 150°C 


260°C 


cot 


2. 


—_ 


< 
o 


Note 1: Absolute maximum ratings are those values beyond which the device may be permanently damaged. Proper operation is not guaranteed outside specified 


recommended operating conditions. 


Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 
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Switching Characteristics over Recommended Operating Conditions 


AC TIMING REQUIREMENTS (FPLA ARRAY) 
MAPL244-50 | MAPL244-40 | MAPL244-33 


Symbol Parameter 


tsu 


"© WiSertitowcon | dL | fe | of | 
(I/O or OLMG before Clock 

tcp _ [Clock Input to Feedback S1 Closed |withSpeedOption | | 8 | | 11] | 13 | 

eee ae cB 


| ee ee ae ee 


Pedic teers 
OLMC Feedback) 
mK 


tcLk [Clock Input to I/O Pin 'S1 Closed, {with Speed Option 
CL = 35 PFiwithout Speed Option 


tpzxq [OE J to Registered Active High; S1 Open, 
Output Enabled CL = 35 pF ; 
yo , Active Low; S1 Closed, 


7 


OE T to Registered From Voi; $1 Open, 
Output Disabled CL = 5pF a 
From Vou; S1 Closed,” 


Input to Output Enable 
via Product Term 
{Active Low; S1 Closed, 
CL = 35 pF 
Input to Output Disabled From Voz; Si Open, 
via Product Term CL = 5pF 
From Vou; $1 Closed, 
CL = 5pF 


tReseTr |Power Up to Registered S1 Closed, C_ = 35 pF 45 45 é 
Output Low pe 

tipp Input Initialization - 
to Output Reset 

tinc {Input Initialization 
before Clock ie Lae leis 


*Actual measurements 


AC Test Load 





woe 


St 


fl R1 = 4000 
ouTPuT R2 = 4002 


ce! 


R2 
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Switching Characteristics Over Recommended Operating Conditions (Continued). - 
AC TIMING REQUIREMENTS (PAL ARRAY) (Continued) , 


aie MAPL244-50 | MAPL244-40 | MAPL244-33 
tsup | Setup Time a 15 
~ |(Input or Feedback before Clock) 


typ Hold Time (Input after Clock) za fo | 
tppp.__|I/O or OLMC to Cy = 35 pF 
Combinatorial Output S1 Closed 
tcrp {Clock Input to 
Feedback 
twp [Clock Pulse Width (High/Low) ; Pee 2 | 8 | 


tcycLep}Clock Cycle Period (with 
Buried Feedback) 
[ee 40_[ Wie 


fui Input Frequency 
40 | MHz 


MHz 
ns 


Ea 
aa 
ea 
so | 


fMBP  |with OLMG Feedback* 


fMoP with /OFeedback* | ss 
ftp without Feedback ee ed 
tprp _|Clock Valid after Power-Up Oo eee See 
teLkp |Clock Input to I/O Pin © =: S1 Closed, C, = 35 pF 


tpzxgp |OE J to Registered Active High; S1 Open, 
- + /OQutput Enabled C, = 35 pF 
Active Low; S1 Closed, 
C. = 35 pF 


OE T to Registered From Voi; $1 Open, 


.~ 
N 
(o>) 


ni 
bez 
= 
| 66.6 | 
| 66.6 | 
| 52.6 | 
| 83.3 | 
| 9 | 


ns 





Output Disabled CL = 5pF 
From Vop; $1 Closed, 
CL = 5pF 


= 
Oo 


_ 
nN 


ia 
tel 
ee 
ae) 
a 
Peet 
ei 


= 
oO 


tpzxip |Input to Output Enable Active High; S1 Open, 
via Product Term © CL = 35 pF ; 
Active Low; S1 Closed 
oS C_ = 35 pF 
tpxzip {Input to Output Disabled From Vo,; $1 Open, 
viaProductTerm CL. = 5pF - 
: ' {From Voy; $1-Closed, 
CL = 5pF 


treseTp|Power Up to Registered S1 Closed, C_ = 35 pF 
_ [Output Low ; : 





tippp —_—‘{ Input Initialization 
to Output Reset 
tircp | Input Initialization 
before Clock 


— —_ ad 
ak: ° s . 


*Actual measurements 
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vor" 


$1 
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ourPUT R2 = 4002 
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Timing Diagrams 


OLMC Valid OLMC Valid OLMC Valid 
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FIGURE 5. Input Frequency 
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FIGURE 3. Internal Feedback Frequency 
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FIGURE 4. Toggle Frequency 
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FIGURE 6. External Feedback 


Valid Enable 
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FIGURE 7. Output Enable Timing 


tek 


Output Reset 


FIGURE 8. Initialization Timing 





3-25 


Output Valid 


TL/H/11324-13 


Valid Enable 


TL/H/11324-14 


TL/H/11324-15 


MAPL244 


Timing Diagrams (continued) 
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FIGURE 9. Power-Up Reset Timing 


Design Technology Testability 


Electrically Erasable (EE)CMOS technology allows the | 


MAPL product family to be 100% AC, DC and functionally 
tested prior to shipment. Unlike one-time programmable de- 
vices, the actual array’s true worst case patterns are pro- 
grammed into the device and tested over temperature and 
voltage ratings. The specifications are guaranteed to be true 
worst case parameters, with fully loaded internal arrays and 
all (maximum available) outputs switching. The erasable 
cells allow for the device to be programmed and functionally 


tested, providing the highest programming yields and post- 


programming, functional yields, available in a user program- 
mable device. National Semiconductor guarantees 100% 
field programmability of MAPL products. 


Register Preload 
All macrocell registers have the ability to be preloaded and 


functionally tested. This capability allows the device to be - 


forced into undefined or arbitrary states to greatly reduce 
the required number of sequential test vectors. The device 
may be put into any desired register state at any point dur- 
ing the functional test sequence. This allows complete veri- 
fication of sequential logic circuits including states that are 
not defined in the normal operational state sequence. The 
register preload is not an operational mode. !t is available in 
certified programming equipment for test purposes. The 
register preload algorithm for the MAPL product family, is 
available separately from National Semiconductor. 


Electronic Signature 


Each MAPL product contains 16 bytes of user reprogram- 
mable memory known as the User Electronic Signature 


(UES). The UES may contain any identification information . 


desired by the user. This information typically is associated 
with revision numbers, dates, inventory control information, 
identification data and names. The information is read out of 
the device using the programming equipment’s verification 


_ procedure. OPAL software allows representation of the UES 


data in HEX, binary or ASCII formats. 


Design Security 


A security cell is provided on ail MAPL products as a deter- 
rent to copying the logic design. If the security cell is pro- 
grammed, programming and verification of the array is dis- 
abled. Once the cell is programmed, only a “bulk erase” of 
the whole product will erase the security cell, thus the origi- 
nal design configuration can never be examined. 


-Power-Up Reset 
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Circuitry within the MAPL2 devices provides a reset signal to 
all registers during power-up. All internal registers will have 
their Q outputs set low after a specified time (teseT). AS a 
result, the state on the registered output pins (if they are 
enabled) will always be low on power-up, except the PAL 
OLMC’s whose polarity control is after the register, in which 
case the state of the output pins will be high if active low is 
selected or low if active high is selected. This feature can 
greatly simplify state machine design by providing a known 
state on power-up. 


Due to the asynchronous nature of system power-up, the 
following conditions must be met to guarantee a valid pow- 
er-up reset. First, the Vcc rise must be monotonic. Second, 
the registers will reset within a maximum of tres_et time. As 
in normal system operation, avoid clocking the device until 
all input and feedback path setup times have been met. 








Ordering Information 
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Multiple Array Programmable Logic 
244 = Series 2, 44-Pin 


Package Types: 
V = Plastic Leaded Chip Carrier (PLCC) 


Temperature Range 
C = Commercial (0°C to + 75°C) 
| = Industrial (~40°C to + 85°C) 


Speed: 
—50= 50 MHz with Feedback 
~—40= 40 MHz with Feedback 
‘ —33='33.3 MHz with Feedback 


MAPL 244 V C_ -§50 


MAPL244 Connection Diagram 


1/05 1/06 1/07 1/0 8 1/09 1/0 10 1/0 111/012 OE 1/0 13 i/o 14 


44-PIN PLCC 


1/0 31 1/0 30 1/0 29 1/0 28 1/0 27 1/0 26 1/0.25 1/0 24 1/0 23 t/0 22 (/0 21 
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MAPL244 PAL JEDEC Map 
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Semiconductor 


MAPL268 


ADVANCE INFORMATION 


Multiple Array Programmable Logic 


General Description 


The MAPL268 is a second generation device in a series of 
new higher density, electrically erasable CMOS (EECMOS) 
programmable logic devices based on a proprietary Nation- 
al Semiconductor programmable logic array architecture. 
The MAPL268 integrates multiple Field Programmable Log- 
ic Arrays (FPLA), allowing for easy implementation of com- 
plex state machines, controllers, microinstruction sequenc- 
ers, bus interfaces and general synchronous logic designs. 
Additionally the MAPL268 incorporates a separate PAL® 
block with 8 combinatorial/registered 1/O and 8 combinato- 
rial/registered outputs to handle asynchronous and decode 
functions. The MAPL268 allows for easy and cost effective 
integration of complex subsystems consisting of synchro- 
nous and asynchronous elements. 

The MAPL™ product family is supported by National Semi- 
conductor’s OPALT™ (Open Programmable Architecture 
Language) software package and by other popular third-par- 
ty PLD software packages such as ABEL-4, CUPL, PLDesig- 
ner and Viewlogic. OPAL is an open environment design 
tool and is able to interface with these other software pack- 
ages by means of the de-facto standard Berkeley PLA file 
format. OPAL also allows the designer to have full access to 
all of the intermediate files that are generated during the 
compilation process. Logic partitioning and utilization within 
a MAPL device may be done 100% automatically or manu- 
ally using OPAL software. Automatic partitioning and device 
utilization can also be done using other third-party tools with 
the appropriate MAPL device fitter, available from the soft- 
ware vendor. (Continued) 


Block Diagram 


Features 


m Extension of MAPL244 architecture 
® High density flexible FPLA and PAL architectures 
m High performance second generation MAPL 
architecture combining PAL and FPLA arrays 
— 15 ns maximum Tpp 
— 50 MHz system performance 
Low power 
59 total macrocells 
— 24 I/O macrocells with DE, JK, RS or T-type 
registers 
— 16 PAL macrocells (combinatorial or registered) 
— 3 Buried/Page control macrocells 
— 16 input macrocells with latched, registered or 
double registered options 
@ Multiple clocking and output enable options 
(synchronous and asynchronous) 
m@ Asynchronous preload, set, reset and power-up reset 
capability 
m Internal and I/O feedback 
Programmable setup and clock-to-output options 
m Replaces multiple PAL/GAL/FPLA devices 
@ 100% functionally tested reconfigurable EECMOS 
technology 
m Fully supported by National’s OPAL, and other popular 
third-party development tools 
m@ Supported by industry standard programmers 
m@ Security cell prevents copying 


MAPL268 


3 


Macroceills 


)X] 8 Outputs 
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General Description (continued) 


The MAPL268 is available in a 68-pin PLCC package. It con- 
forms to the JEDEC standard for power, ground and clock 


Programming MAPL devices is accomplished using readily pin placements. 
available, industry standard, PLD programming equipment. 
NSC guarantees a minimum 100 erase/write cycles for all 


MAPL devices. 


Product MAPL244_ | MAPL268 


1/0 Macrocells FPLA 
PAL 


Dedicated Outputs FPLA 


ven BY PAL 
Buried/Page Macrocells FPLA 


Dedicated Inputs — FPLA/PAL 


Input Logic Macrocells ‘gia FPLA 


- DE/JK/RS/T 


D/Combinatorial 
DE/JK/RS/T 


 _D/Combinatorial . 
~. DE/JK/RS/T | 





D/L/Double D/Comb. 
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MAPL™ Application Examples 


1.0 MAPL Register Control 


The following application demonstrates the use of OPALTM 
to contro! any single line in the output macrocell of the 
MAPL128 and configure the output as either a JK or DE 
register. The example also shows how to drive the reset and 
the tri-state functions. From the I/O macrocell shown in Fig- 
ure 7, the following signals can be controlled through the 
OPAL software: 

e J input or D input 

© K input or E input 

© Reset input 

© Output Enable 


This example uses the OPAL modules individually to gener- 
ate the JEDEC map for programming the MAPL device: 
OPL2PLA CONTROL “ will generate PLA file 
FITMAPL CONTROL “ will generate a MAPL PLA file 
PLA2EQN CONTROL “ will generate equation file 
EQN2JED CONTROL “ will generate JEDEC file 


The example shows how easy it is to access any of the 
MAPL OLMC lines and goes step by step using OPAL soft- 
ware to generate desired function. 


_ TL/L/11304-1 


FIGURE 1. Input/Output Macrocell 
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MAPL Application Examples 


The equations to implement the desired functions are defined as follows: 


Begin Header 
Title MAPL I/O control signal 
Pattern control 
Revision A “ 
Author Tarif Arabi 
Date 10/15/90 
End Header 


Begin Definition . 

Inputs Inl, In2, In3, In4, In5; 
feedbacks (JK) outi; - 
outputs (DE) —out2; 

End Definition | 


Begin Equations 


/outl.j = Inl * /In3 { J,K input control } 
+ In4; 

outl.K = In2; ; 

outi.re = Inl * In5; ~ { Reset control } 

outl.oe /In5; { Tristate control } 


out2.d = /In2 * In4 * outl; { D,E input control } 
out2.re = Inl* In5; - { Reset control } 
out2.oe = In5; { Tristate control  } 


End Equations 


Note that outl.j was defined in the above example as an active 
low signal. After compiling the entry file, the active low ap- 
plying DeMorgan's Law will be: 


/outl.j = Inl * /In3 + In4 
will be equivalent to: 
outl.j = /inl * /In4 + In3 * /In4 


Running "OPL2PLA CONTROL” will take CONTROL.OPL as the entry file 
and generate a PLA file called control.PLA : 


#$ TOOL NSC opl2pla B.04 

#$ TITLE MAPL control signal 

#$ TITLE 

#$ PINS 7 Inl In2 In3 In4 In5 outl out2 
#$ NODES 0 


TL/L/11304-2 
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‘a6 

208 

-type f 

-Phase 11111111 

-ilb Inl In2 In3 In4 In5 outl 

-ob out2.d out2.ce outl.j outl.k outl.re outl.oe out2.re 
out2.0e 


Running "FITMAPL CONTROL" will then take CONTROL.PLA as its entry 
file and fit the design into the MAPL128 by assigning pins and 
pages. The output file will be CONTROL.OUT: : 


#$ TOOL NSC 

#$ TITLE MAPL control signal 

#S TITLE 

#$ DEVICE MAPL128 

a3 

*O 21 

#$ PINS 7 Inl:6 In2:5 In3:4 In4:3 In5:2 out1:10 out2:11 

#$ NODES 3 pb2:39 pb1:38 pb0:37 

-ilb Inl In2 In3 In4 In5 outli pb2 pbl pb0 

-ob out2.d out2.ce outl.j outl.k outl.re outl.oe out2.re 
out2.0e pb2.reg pbl.reg pb0.reg 

-type f 

-phase 11111111111 

-p 9 

0--0--000 --1----- 


TL/L/11304—3 
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Running “PLA2ZEQN CONTROL.OUT" takes CONTROL.OUT as its input file 
and generates an equation file CONTROL.EOQN : 


MAPL control signal 
;Translated from NSC formatted PLA file. 
CHIP filename MAPL128 


CLK In5 In4 In3 In2 Ini NC NC NC out2 outl 
NC NC GND NC NC NC NC NC NC NC NC NC NC 
NC NC NC VCC 

NC NC NC NC NC NC NC NC 

pb0O pbl pb2 


EQUATIONS 


out2 := /In2 * In4 * outl *./pb2 * /pbl * /pb0 

out2.CE = /In3.* /pb2 * /pb1 * /pb0 

outl.J'= /Inl * /In4 * /pb2 * /pbl * /pb0 
+ In3 * /In4 * /pb2 * /pb1 * /pb0 

outl.K = In2 * /pb2 * /pbl * /pb0 

out1l.RE = Inl * In5 

outl.OE = /In5 

out2.RE = Inl * In5 

out2.0E = In5 

pb2 := GND 

pb1 := GND 

pbO := GND 


Finally running "EQN2JED CONTROL" will take CONTROL.EQN as its 
input file and generate a Jedec map for the MAPL128 called CON- 
TROL.JED : . : | 


MAPL128 
EQN2JED -- Boolean Logic to JEDEC file assembler (Version 1.10) 
Copyright (R) National Semiconductor Corporation 1990 
Assembled from "control.eqn". Date: 10-15-90 

MAPL control signal 
* 
QF14833*QP28*F0* 
L0000 
1110110111111111110111111111111111111111111111111111111111 
121111111111111111111111111111111111111111011111111111 
1111101111111111111111111111111111111111111111111111111111 
111111111111111111111111111111111111111111101111111111 
1011111011111111111111111111111111111111111111111111111111 
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ps Ds ia Et EU SF FH i TB pt Sa TP ht WE Bi Ts Ps Eas eG Ht Es Dt De 
1111011011111111111111111111111111111111111111111111111111 
111111111111111111111111111111111111111111110111111111 
LROULUTITEUE TITEL 
11111112111111111111111111112111111111111111111011111111* 
L14336 

OUVPLTUTTOLL ITU eA a aa 
L14394 

aE Bis Ee UD BB OU st Wt Wi Ke pe En EK et Ws sD 
L14452 
LAILLTETLOVLEYLTIL ITALIA TAT 
L14510 
0000000000000000000000000000000000000000000000000000000000* 
L14568 

yt Op Et Bt it se gt FB Fi Fa Bt WI 

L14595 

000111111111111111111111111* 

L14622 

000111111111111111111011111* 

L14649 

fat a Bp af Et WW at Oe ps Fe OU 

L14673 

TUTTI 111001111* 

L14689 

Fos Us Ei aE Use 9 Bg 

L14705 
0000000000000000000000000000000000000000000000000000000000000000* 
L14769 
0000000000000000000000000000000000000000000000000000000000000000* 
C67DF* 

20000 
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2.0 A 4-Bit Counter with Reset 

Using OPAL, a MAPL1 28 can be implemented as a 4-bit counter with reset in three different ways. This application demon- 
strates different ways to enter the same design. 

Figure 2 is the entry file for 4-bit counter with reset implemented in a MAPL128 using OPAL truth table entry only. 

Figure 3 is the same design implemented in a MAPL128 using OPAL Boolean equation entry only. 

Figure 4 is the same design implemented in a MAPL128 using OPAL state diagram entry only. 

Note that any of the above Bently files will give the same results. To get the JEDEC file run OPL2PLA, FITMAPL, PLA2EQN, and 
EQN2JED. 


Bogan Header 

Title .- 4 bit counter 

Pattern 4count 

Revision A 

Author Tarif Arabi 

Date 10/15/90 

Everything in the header block is ‘opied directly into 

all the files that generated by OPAL as a comment field 
End Header 


BEGIN DEFINITION 
{ Any thing surrounded by curly brackets is considered to be a 
comment } 


Device MAP1128; 


INPUTS 
RESET; 


feedbacks (JK,HOLD) {Define 4 I/O as a JK} 
{default to hold} 


CNT4,CNT3,CNT2,CNT1; 
END DEFINITION 


BEGIN truth TABLE 
ttin RESET, CNT4, CNT3, CNT2, CNT1; 
ttout CNT4,CNT3,CNT2,CNT1; 


END truth TABLE 


TL/L/11304-6 
FIGURE 2. OPAL Truth Table 
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begin header 
4 bit counter design using state diagram entry format only 
end header 


begin definition 
inputs 
reset; 
statebits 
ent4,cnt3,cnt2,cntl; 
end definition 


begin state_diagram 


state zero : if reset !$ 0 then one else zero; 

state one : if reset !$ 0 then two else zero; 

state two : if reset 1$ 0 then three else zero; 

state three : if reset !$ 0 then four else zero; 

state four : if reset !$ 0 then five else zero; © 
State five : if reset !$ 0 then six else zero; 

state six : if reset !$ 0 then seven else zero; 

state eight : if reset !$ 0 then nine else zero; 

state nine : if reset !$ 0 then ten else zero; 

state ten : if reset !$ 0 then eleven else zero; 

state eleven : if reset !$ 0 then twelve else zero; 
state twelve : if reset !$ 0 then thirteen else zero; 
state thirteen : if reset !$ 0 then fourteen else zero; 
state fourteen : if reset !$ 0 then fifteen else zero; 
state fifteen : goto zero; 


end state_diagram 


TL/L/11304-7 
FIGURE 3. State Diagram Entry Format 
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begin header : 
. 4 bit counter design using boolean equations only 
end header 


begin Definition 


inputs reset; 
feedbacks cnt4,cnt3,cnt2,cntl1; 


end Definition 
begin Equations 


ent4 := /reset 
/reset 
/reset 
/reset 
/reset 
/reset 
/reset 
ent2 := /reset 
/reset 
cntl := /reset 


/Cnt4a.* ents: * cne2 + ents 
ent4 * /centl a 
ent4 * /cnt3 

JEntd -*. f/ent27<. 

Jent3.-* -ent2-* -entl 

ent3 * /cnt2 

-ent3 *./centl; 

/ont2 * entl 

-ent2 * enti; 

/entl; 


a ee a ee ee 2 


end Equations 


; ; TL/L/11304-8 
FIGURE 4. Boolean Equations 





3-40 





3.0 A 3-Bit Up-Down Counter with 7-Segment Display Output | 

This application demonstrates the use of OPAL’s state diagram entry format and set assignment, to implement this design. The 
counter will reset to zero if rst is low, it will count: 

© upward if up is high, 

¢ downward if down is high, 

© upward if both are high, 

© hold value if both are low. 

This application shows how to implement the above mentioned design using state diagram entry. This design can also be 
entered using the truth table format. 


3__to__7.0PL 


begin header 
Company : National Semiconductor Corp. 
Author : Tarif Arabi 
Date : 11/15/91 
Revision : B 
Description: A three-bit up-down counter with 7-segment display 
output. ; 


end header 

begin definition 
device mapl128; 
inputs up, down, rst; 


7-segment display output} 
outputs a, b, c, d, e, f, G3 


symbols to define state names and their values, statebits 
will be assigned automatically) 
symbols zero=0, one=“bl, two=*b10, three=3, four=4, 


five=5, six=6, seven=7; 


Sets are defined to group inputs and outpu 
Sets out_disp= [a,b,c,d,e,f,g], ZERO= {1 
TWO {1,1,0,1,1,0,1], THREE= 
FOUR FIVE = 
SIX SEVEN= 
end definition 
TL/L/11304-9 
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begin state_diagram 


state zero : De 
out_disp = ZERO; out ‘0’ to 7-segment display} . 
if /rst then zero reset counter } , 
else if up then one count upward } 
else if down then seven count downward } 
else zero; hold } 


state one ; . 
out_disp = [0,1,1,0,0,0,0]; set notation was used rather than 
a defined set to display ‘17’) 
if /rst then zero 
else if up then two 
else if down then zero 
else one; 


state two :; 
out_disp = TWO; 
if /rst then zero 
else if up then three 
else if down then one 
else two; 


state three ; 
out_disp = THREE; 
if /rst then zero 
-else if up then four 
else if down then two 
else three; 


else if down then three 
else four; 


state five : 
out_disp = FIVE; 
if /rst then zero 
else if up then six 
else if down then four 
else five; 


state six : 
out_disp = SIX; 
if /rst then zero 
else if up then seven 
else if down then five. 
else six; 


state seven : 
out_disp = SEVEN; 
if /rst then zero 
else if up then zero 
else if down then six 
else seven; 


end state-diagram 
TL/L/11304-10 
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4.0 15-Bit Up/Down Counter 


This application demonstrates the use of the MAPL128 ina 
state machine design to implement a 15-bit up/down coun- 
ter with reset and hold. The JEDEC map for the MAPL128 
was generated using OPAL software. 

This manual paging example shows how a designer can use 
OPAL to generate JEDEC maps for the MAPL products by 
completely specifying all pins and page data thereby elimi- 
nating the need to execute FITMAPL. 


The design was simulated using the Verilog simulator. This 
application shows the implementation of the design in a 
truth table, while if the same design was entered using the 
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state diagram entry format, 32,768 states would appear in 
the entry file. 


To implement the same design in a regular PAL or GAL 
device would take roughly four PAL16R4’s. In this applica- 
tion, 25% of the MAPL128 was used to implement the 15-bit 
counter (2 pages out of 8). 


To get the JEDEC file run the following modules: 
© OPL2PLA 15UPDN 

e PLA2EQN 15UPDN 

@ EQN2JED 15UPDN . 
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{ 
“Entry file for a manual paging example 15bit up down counter. 
}. 
‘Begin Header AGoude 2. 3 
'- Title 15 bit up/down counter 
Pattern 15UPDN 
Revision D 
Author Tarif Arabi 
Date 12/10/90 


Everything in the header command is copied directly into the 
jedec map as a comment field 
End Header 


BEGIN DEFINITION 


{ 
Any thing surrounded by curly brackets is considered to be a com- 


ment 


} 


Device MAPL128; { Specify the device used 
INPUTS { Define 3 inputs 
RESET=6, HOLD=5, UP_DOWN=4; 


feedbacks (JK, HOLD, buried) {Define 3 buried register as count} 
{bits configured as JK with Hold default} 


BCNT14=29, BCNT13=30, BCNT12=31; 


feedbacks (JK, HOLD) {Define 11 I/O as a JK 
{default to hold 


CNT11=11,CNT10=10, CNT9=9, CNT8=8, CNT7=7, CNT6=17, CNT5=18, CNT4=19, 
CNT3=20, CNT2=21, CNT1=22; 


feedbacks (JK, TOGGLE) {Define one I/O as JK toggling} 
{always with the clock } 


CNTO0=23; 


OUTPUTS (JK, HOLD) {Define 3 outputs as JK so the total number 

} 
{of outputs will be 15. Observe that in the } 
{truth table, they are driven by the buried } 
{feedback, which actually represents the count} 


TL/L/11304-12 
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CNT14=12, CNT13=13, CNT12=15; 
feedbacks (JK, HOLD, buried) {Define the 3 page bit labels } 
{ (8 pages) by using these node numbers} 
P2=39,P1=38,P0=37; 
END DEFINITION 
{ 
For this example we will use truth table entry to map the pages 


manualy and fit the design in the MALP128 
} 


BEGIN truth_TABLE 
{ Truth table inputs, outputs (ttin, ttout) } 
ttin RESET, HOLD, UP_DOWN, BCNT14,BCNT13,BCNT12, 


CNT11,CNT10,CNT9,CNT8,CNT7,CNT6,CNT5, CNT4, CNT3, CNT2,CNT1,CNTO, 
P2,P1,P0; 


ttout BCNT14, BCNT13,BCNT12, 


CNT11,CNT10, CNT9, CNT8, CNT7, CNT6, CNT5, CNT4, CNT3, CNT2, CNT1,CNTO, 


P2,P1,P0,CNT14,CNT13,CNT12; 


{ Page Zero count up } 
2??? { ? = Hold } 
sos. 4 b= Toggle } 
{- = Don't care} 


PLT iid 
111211111 
Litiiiiiit 

sa a! Ct Os EF 
S——111 TEL tii 
re Ot iF EtG st Bs EO 
jLlitiiilidiiiti 
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{ Page One count down } 
Ql- ----------~---~ 001 


0000000 
00000000 
000000000 
0000000000 
----00000000000 
---000000000000 
--0000000000000 
-00000000000000 


END truth_TABLE 

BEGIN equations 

{This block is used to control the reset function in MAPL. _ } 
{Note that the 16 product terms in the page were used for } 


{the counting and the reset function is implemented separatly } 


BEGIN equations 


[BCNT14, BCNT13, BCNT12, CNT11, CNT10, CNT9] . RE=RESET; 
[CNT8,CNT7, CNT6,CNT5, CNT4] .RE=RESET; _ | 
[CNT3,CNT2,CNT1,CNTO,P2,P1,P0,CNT14,CNT13,CNT12] .RE=RESET;, 


END equations 


TL/L/11304~14 








0 
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vu 
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FIGURE 5. Timing Diagram 


’ : 1 ; 
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15UPON.LST 
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FIGURE 6. Timing Diagram 
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15UPDN.LST 


0 


1 
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FIGURE 7. Timing Diagram 
5.0 12-Bit L/R Shift Register with Load 


This application demonstrates the use of the MAPL1 28 ina 


state machine design to implement a 12-bit shift register _ 


with reset and load. The design will shift right; shift left or 
load the 12-bit register. The JEDEC map for the More 128 
was generated using OPAL software. 

This example shows how a designer can use OPAL to gen- 
erate JEDEC maps for the MAPL products by completely 


specifying only the page data and using FITMAPL to gener- - 
ate the PIN list. The design was simulated using the Verilog - - 


simulator: In this example 40% of the MAPL128 was used 


. ,to implement the “12- bit” shift register (3 Pages out of 8 


pages). 


To get the JEDEC file run the following modules: 
~ © OPL2PLA12 SHIFT | 
e FITMAPL 12 SHIFT 
e PLA2EQN 12 SHIFT 
.. ® EQN2JED 12 SHIFT . 
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{ 
Entry file for a 12bit shift register - manual paging example. 


} 


Begin Header 


Title 12 bits shift right/left with load 
Pattern 12shift 

Revision C 

Author Tarif Arabi 

Date 12/10/90 


Everything in the header command is copied directly into the 
jedec map as a comment field 


End Header 


BEGIN DEFINITION 
{ 


Any thing surrounded by curly brackets are considered to be a 
comment 


} 


TL/L/11304-18 


Device MAPL128; 


INPUTS | { Define 5 inputs 


RESET, HOLD, SH, LD, SHIN; 


FEEDBACKS (DE, RST) - {Define 12 I/O as DE register } 
{default to reset ay 


sii Saved< tase Setea 33599 Sae0: 
FEEDBACKS (JK, HOLD, BURIED) 
{Define the page labels because manual paging is used} 
p2=39, p1=38, p0=37; 


END DEFINITION 


BEGIN TRUTH_TABLE 


ttin RESET, HOLD,SH,LD,SHIN,S11,S10,S9,S8,S7, 
56,S5;54,S3,52;S1,S0,;p2;p1,p0; 


ttout $11,S810,89,S8,S7,S6,S5,S84,S83,S82,81,S80,p2,pl1,p0; 


TL/L/11304-19 
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001 


Next I/O Next 
page 


929929999992 


9222299929992 
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000 


000 


} 


{Shift left when SH = L} 


TL/L/11304~20 











{Load when LD = H } 


0001- -1---------- 010 


END TRUTH TABLE 


{Disable the I/O when loading (LD = 1) } 
{I/O used as input to load the new value} 


BEGIN equation 
[S11,S10,S9,S8,S7,S6,S5,S4,S3,S2,S1,S0] .oce= 


END equation 


TL/L/11304~21 


PeSHET Sk TL/L/11304-22 
FIGURE 8. Timing Diagram 
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6.0 High Speed Frame Buffer Control 


INTRODUCTION 


This application demonstrates how the MAPL family can in- 
tegrate PAL, GAL, and discrete logic devices. Specifically, 
this application note describes the merging of a GAL20V8 
and a counter into a MAPL128 on the FDDI MAC Layer 
Evaluation Board with a reduction in power and board 
space. The integration of functions is done using OPAL soft- 
ware along with a multiple level logic partitioning algorithm. 
It is assumed that the reader is already familiar with the 
FDDI MAC Layer Evaluation Board and multiple level logic 
partitioning. 


Description of Design 


The block diagram in Figure 9 shows which devices and I/O 
signals are merged into one MAPL128 device. The GAL por- 
tion of the initial design contains the upper five bits of the 
address which accesses the SRAM, along with some extra 
decode functions. The input contro! signals are received 
from the mode register (FRAMESIZE), the PC interface 
module (TXRAM), and the BMAC (TXACK). The design out- 
puts a IRQEOFO signal back to the BMAC, and drives the 
MOREFRAMES signal for the transmit sequencer. Figure 10 


‘ shows where this block fits into the entire block diagram of 


the FDDI MAC Layer Evaluation Board. 


t 

| 

t 
Framesize 


TXACK 
Txram 


PC_Address (12:0) 


CINB 


269 R 


Counter 


MAPL128 


Moreframes 
Irqeof0 


Static 
RAM 


8k x 8 
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FIGURE 9. Block Diagram 


3-52 











The MAPL design also cuts down on a few I/O signals be- 
tween the GAL and the counter. The three I/O signals that 
are integrated within the MAPL design are CINB, TXACK~, 
and TXRAM~. The CINB signal is the carry in bit from the 
269 which triggers the GAL to count through the high order 
address bits. The signal TXACK is inverted through the GAL 
and then fed to the counter. TXRAM~ is used as input to 
both blocks and thus can be integrated. So, not only can the 
MAPL reduce board space and power consumption, it can 
also eliminate some PCB routing. 


PC_Address 


PC_Data 
PC Interface 
Logic 
CBus_ Data 


RX Counter 


xX 
Receive Receive Transmit 
Sequencer Status Status 


FIGURE 10. FDDI MAC Board Block Diagram Data Path 


Figure 11 shows the implementation of the design in 
OPAL’s high end .OPL file format. The .OPL file gives the 
designer freedom to choose state machine language, multi- 
level boolean equations, enhanced truth table functions, or 
any combination of the three to implement a design. For this 
specific design, it is easier to enter a truth table function for 
a 13-bit counter instead of a numerous amount of Boolean 
equations. Notice that in the .OPL file for this design, Boole- 
an equations are used along with the truth table function for 
output enables. Actually, two functions were integrated into 
the .OPL file; namely the GAL control logic and the counter. 


Board 
Registers ° 


TX Counter 


MAPL128 


Transmit 
Sequencer 
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begin nesdex 
transmit counter | 
-end header 


i pag nadeeiai ion 


inputs: 

txram, txack, framesize, pcin; 
feedbacks (JK, HOLD) 
pcl2,pcl1l,pcl0,pc9, pe8, pe, pes, PeS, Pet, pe3, pe2, pel, 
cinb; 

feedbacks (JK, rere 

po; 

feedbacks (JK,RST) 

more; 

outputs (JK, RST) . 
irgeof0,moreframes; 
outputs (JK, TOGGLE) 

pc0d; 


end definition 


begin equation 


[pc0,pcl, pc2,pc3,pc4,pc5,pc6, pc7, pc8, pc9, pc10, pc1l,pcl12].0oe = 
txram; 


end equation 
begin truth_table 


ttin 
txram, txack, framesize,pcl2,pcll1,pcl10,pc9,pc8,pc7,pc6,pc5,pc4, 
pc3,pc2,pcl,p0,pcin, more, cinb; 

ttout 
pcl2,pcll1,pcl10,pc9,pc8,pc7,pc6,pc5, pc4,pc3,pc2,pcl,p0, 
pc0,more,moreframes, irqeof0,cinb; 


TL/L/11304-25 
FIGURE 11. Transmit Counter 
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te aaa 0000000--0 

La mete 00000000--0 

11- ----000000000--0 

il]. ===00000000004-6'--=-l=-----4-s-s=== 11 
=-00000000000-=0 =! ---=->==S-55s- 11 
-000000000000--0 


end truth_table 
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FIGURE 11. Transmit Counter (Continued) 
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The file in Figure 77 will not fit into the MAPL device due to 
partitioning problems. Refer to “Integrating Multiple Func- 
tions into a High Density PLD Using Efficient Mapping Algo- 
rithms” in the software section. Thus, the multiple level logic 
partitioning algorithm must be performed to allow the PLA 
file to be be partitioned. An XLT term is added to the .OPL 
file which is shown in Figure 12. Once the multiple level 
logic partitioning algorithm is performed, the MAPL fitter 
program will partition the logic and allocate it to “pages” in 
the device. 


begin header 
transmit counter 
end header 


begin definition 


inputs 


The output from the fitter program can then be used with the 
OPAL software to obtain an equations file as well as a 
JEDEC map. Using the JEDEC map and the OPALSIM sim- 
ulator package, the design can be tested and verified. The 
OPALSIM output waveforms are illustrated in Figure 13 
through Figure 75. 


txram, txack, framesize, pcin; 


feedbacks (JK, HOLD) 


pcel2,pcl1,pcl10,pc9, pc8, pc7, pc6, pc5, pc4, pc3, pc2, pel, 


cinb; . 

feedbacks (JK, RST) 
Pg; 

feedbacks (JK, TOGGLE) 
po; . 

feedbacks (JK,RST) 
more; 

outputs (JK,RST) . 
irqeof0,moreframes; 

outputs (JK, TOGGLE) 
—pcd; 


end definition 


begin equation 


[pc0,pcl,pc2,pc3,pc4,pc5,pc6,pc7,pc8,pc9,pcl10,pcll, 


pcl2].oe = txram; 


end equation 


begin truth_table 


ttin txram, txack, framesize,pcl2,pcll1,pcl10,pc9,pc8,pc7,pc6, 
pc5,pc4,pc3,pc2,pcl,p0, pcin, more, pg, cinb; 

ttout pcl2,pcll1,pcl10,pc9,pc8,pc7,pc6,pc5, pc4, pc3, 
pc2,pcl,p0,pc0,more, moreframes, irqeof0,pg,cinb; 
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FIGURE 12. Transmit Counter XLT 








Q-- -~----------- 1-10 -~---------- 11---10 
Q-- ----------- 1---10 ------~---- 1----- 10 
Q-- ---------- 1----10 ---------- 1------ 10 
Q-- -~------- 1-----10 --------- 1------- 10 
Q-- -------- 1-~---- 10 -------- 1-----~--- 10 
Q-- ------- 1----~-- 10 ~------ 1--~------ 10 
Q-- ------ 1-------- 10 ------ 1---------- 10 
0-- ----- 1--------- 10 ----~ 1-----------~ 10 
Q-- ---- {---------- 10 ----1------------ 10 
0-- --- 1-----------~ 10 ---1------------~- 10 
Q-- --1---------~-- 10 --1-------------- 10 
Q-- -1------+------ 10 -1---~----------- 10 
Q-- 1-------------- 10 1~--------------- 10 
Q-- -----~---------- 00 ----------------- 10 
11- ------------ 0--00 ----------- !--11100 
11- ----------- 00--00 ---------- !-~--11100 
11- ---------- 000--00 --------- !----11100 
11- ---------0000--00 ------ ~-!-----11100 
11- -------- 00000--00 ------- | -—~--- 11100 
11- ------- 000000--00 ------ | ------~ 11100 
11- ------ 0000000--00 ----- | -----~~~---~ 00 
11- ----- 00000000--00 ----!----------- 101 

* 11- ----000000000--00 ---!------------101 
11- ---0000000000--00 --!-~----------- 101 
11- --00000000000--00 -!-------------- 101 
11-,_-000000000000--00 !-~-------------- 101 
1-- ----~ 1--------- 101 -----~-------- 11-00 
1=- --- 1---------- 101 -------------- 11-00 
1-- --1----------- 101 -------------- 11-00 
1--. -1------------ 101 -------------- 11-00 
1-- 1------------- 101 -------------- 11-00 
11- -----~--------- 001 ---~~--------- 11-00 
-l- -------------- 100 --------------~ 11-00 
--1 1-------------- Q1 -----~---------- 100 
--1 -1-------------~ Q1 ---------------- 100 
--1 --1------------ 01 --~~~----------- 100 
--1 ---1----------- 01 ---------------- 100 
--- ---- 1--~-------01 ----------------100 
--- --------------- 00 -----~----------100 
-Q- --------------- 00 ---------------- 100 


end truth_table 


FIGURE 12. Transmit Counter XLT (Continued) 
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$ Transmit Counter (ver. 13) 


PC CORE — OAS XO > 
JPL + OTKD 








MPLTCT4.LST 
' FIGURE 13. Timing Diagram 


$ Transmit Counter (ver. 13) 
234 : 
CLK 


aes ) 
MAK OOOO ee  _ _ 


“FRAMES 
PC LX_0001 0000 


| ie 2 a Ca ES a aa 
PG Dios oe ee ee ee ee ee er ee eT ree 





MPLTCT4.LST 
FIGURE 14. Timing Diagram 
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$ Transmit Counter (ver. 13) 


“MPLTCT4.LST 


FIGURE 15. Timing Diagram 


SIGNAL DESCRIPTION 


Inputs 
FRAMESIZE 


TXRAM ~ 


PC— 
ADDR(12:0) 


Determines the maximum size frame that 
may be transmitted. 

0: 512 bytes 

1: 8193 bytes 

This is used by the MAPL design to deter- 
mine the boundary crossing that signifies 
the end of a frame. 

Transmit acknowledge output from the 
NSC FDD! BMAC (DP83261) indicates 
that the transmitter is ready for the next 
data byte. 

Enables the MAPL design to address the 
Transmit RAM. 


These are the address inputs to the MAPL 
design. The address lines can be loaded 
and then incremented to address the 
Transmit RAM. 
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Outputs — 
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MOREFRAMES MOREFRAMES is asserted whenever 


IRQEOFO 


there are more 512 byte frames in the 
Tx_RAM to be transmitted. 


Request end of frame. Indicates that the 
data ready to be transmitted is the last 
data byte when asserted. Normally, this is 
the last byte of the INFO field of the frame. 


ADDROUT(12:0) These are the latched PC_ADDR signals 


that address the Tx_.RAM. The MAPL de- 
sign takes the PC_ADDR, loads it, and 
then increments through the addresses 
until the Tx_.RAM is empty. 
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7.0 A MAPL Divide Down Counter with Specific Timing Control Options 


INTRODUCTION : 

This application note demonstrates the use of a MAPL128 
in a PC add-in FAX/modem card. The MAPL will be used to 
generate a repetitive 9.6 kHz clock output that can be ad- 
vanced or delayed by the user. 


DESCRIPTION OF DESIGN 


Because of the MAPL128’s register intensive nature, four 
simple synchronous state machines can be integrated into 
one MAPL128 device for this application. The function of 
the MAPL128 is to divide an input clock of frequency 1.536 
MHz down by 160 (8 state bits required) to achieve a repeti- 


tive output clock of frequency 9.6 kHz. Besides simply divid- . 


ing an input clock, the MAPL128 allows specific user pro- 
grammable control. A user can choose to advance, (cause 
the output pulse to occur 4 clock cycles early), or delay, 
(cause the output pulse to occur 4 clock cycles late), the 
output through the use of two control bits named advance 


and delay. For example, if a user wishes to advance the 
output, he would. write the control bit advance and instead 
of a divide by 160 output, we have a divide by 156 output. In 
other words, the output occurs 4 x 1.536 MHz or 2.6 ps 
earlier than expected. This programmable feature is incor- 
porated in two simple synchronous state machines that fit 
very well into the MAPL128. 

The motivation for using the MAPL128 is twofold. Because 
the MAPL128 replaces three PAL devices, it saves both 
board space and chip count. 

Let’s analyze the state machines that make up the 
MAPL128 in more detail: We achieve the divide by 160 func- 
tion by implementing a low counter divide of 16 and a high 


‘ counter divide of 10. Notice the timing diagram of Figure 16 


as every sixteenth MCLK, the H state changes and upon the 
transition of Hstate 9 —> 0, the output pulse (Figure 77) is 
generated, producing a repetition of 9.6 kHz (1/160 x 
1.536 MHz). 


$ Transmit Counter (Ver. 13) 


DXDXDODEXEXDXEXOXD OX KEXDOXKDXIMXOKEXDXY 


nny 
' 
: ! 
; ! 
t 
1 
; ; ! 
: : ! 
! 
: ' 
i) 
. 1 
t 
1 
’ 
1 
ss 
ih 


MAPL.LST 
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FIGURE 16. Timing Diagram 
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$ Timing Generator of Output Clock 


HEE UU Ucn 


ae eee Te eT 
OKT KODE KS 


MAPL.LST 


FIGURE 17. Timing Diagram 


To advance the output, the user must write the control bit 
advance. Note the state diagram in Figure 18 to see how 
the advance input causes a skipping of four states, thus 
achieving the necessary four clock cycle advance. Note 
also in Figure 19 how a “cancel advance” signal is generat- 
ed by the simple advance state machine. Cancel advance is 
necessary to clear the advance control bit written by the 
user. Without the cancel signal, the main counter state ma- 
chine will keep skipping. Likewise, a user can realize a de- 
laying of the output by writing the control bit delay. Note in 
Figure 20 how “delay” causes a repeat of the same state, 
eventually staying in the same state four extra clocks to net 
a result output four clock cycles later. See how the delay 
feature repeats the state four times before it issues the 
CANCEL_DEL pulse which clears the delay contro! bit writ- 
ten by the user and allows the main counter state machine 
to continue. ' 


The implementation of this design in a .OPL file can be seen 
in Figure 27. Since there are a few state machines in this 
design, the truth table function proved to be the simplest 
solution. The first section of the truth table implements the 
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normal state transitions for the L states and the H states. 
This portion of the truth table also implements transitions 
from the normal state to advance or delay functions. The 
second portion of the truth table implements the advance 
function while the third portion implements the delay func- 
tion. 


SIGNAL DESCRIPTION 
Inputs 
MCLK 
ADVANCE 


Input clock of frequency 1.536 MHz. 

User generated control bit used to cause 
output clock to occur 4 MCLKs earlier. 
User generated control bit used to cause 
output clock to occur 4 MCLKs later. 


DELAY 


Outputs 

FSR Output clock of frequency 9.6 kHz. 

CANCEL_ADV Signal generated by MAPL to reset ad- 
vance control bit. 

CANCEL_DEL Signal generated by MAPL to reset delay 
control bit. 
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L States’ Advance State Machine 


advance advance *Lstate0-9 


cancel_ady 


FIGURE 18. Advance State Machine _ 
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$ Timing Analysis Demonstration + NG Advance 


sejdwex  uojeojddy 1dvVN 


J-+ ----+------- 


MAPL.LST 
TL/L/11304~35 


FIGURE 19. Timing Diagram - 
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L States = Delay State Machine 


delay 


-- eaneel_del (01) | 


FIGURE 20. Delay State Machine 
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Begin Header 
Divide Down Counter with Specific Timing Control Options 
End Header 


Begin Definition 
Inputs 
rst, advance, arab : 
Feedbacks (JK, HOLD) 
h3;-h2; Ad, AO, 13, 22)" Li, 410): d2, “dil; do; 
Feedbacks (JK,RST) 
al; 
Feedbacks pee RST, BURIED) 
gO, gl; 
Outputs 
cancel _ adv, cancel_del, fsr ; 
End Definition 


Begin Equation 
global.re = rst; 
End Equation 


Begin Truth_Table 
ttin advance, delay, h3, h2, hl, ho, 13, Lay Edy. 107 a0; 
dl, dO, gl, g0; 


ttout h3, h2, hl, h0, 13, 12, 11, 10, a0, d2, dil, do, 
cancel _adv, cancel_del, fsr, gl, 90; 


SQsSeeCr== = S55 00 ! ~-000 
=e 0G aac --000 
pane Sos sone --000 

-Q--~-- eae ---00 ----!--- --000 

=Qe-s=1111 ~--00 ---!---- --000 

-000011111 - ---00 0010---- --000 

-00-101111 - ---00 0?11---- --000 

-000111111 - ---00 0100---- ~-000 

-001001111 -~-00 0101---- ~-000 

-001011111 - --~-00 0110---- --000 

~O012 11111 = -===00 1000---- --000 

-010001111 - ---00 1001---- --000 

-“Q10011111.-— <-=00 0000---- --100 

Losses 0eee ee ee s00 

10==+"100=: = -=-=00 


FIGURE 21. Divide Down Counter 
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10----0000 


10----0001 


10----0010 
10----0011 
10----0100 
10-===+0101 
10----0110 
10----0111 
10----1000 
10----1001 
10----1010 
Loja 1.00 
LO—-==-1100 
10==-=1101 
LO==-=1110 
LOSe<-1T11 


01-------- 
01-------- 
01-------- 


End Truth_Table 


----0110 
=e=—=—O171 
----1000 
----1001 
+===1010 
=ee=101) 
----1100 
----1101 


omesal il) 


aes-1 111 
----1011 
ame 11:00 
eae! BK 60 
s->=i116 
ea==1 111 
----0000 


FIGURE 21. Divide Down Counter (Continued) 
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8.0 Bus Transaction and DMA Controller | 


This application demonstrates the use of the MAPL128 for 
bus state machine control. In this design, the MAPL128 pro- 
vides bus access and DMA control for an I/O board on an 
asynchronous bus (Futurebus+). Although the design is 
fairly simple, the resulting state machine demonstrates flexi- 
bility and power of the OPAL command language. Less than 
half of the product terms of the MAPL128 are used in this 
example, so there is room for substantial increases in de- 
sign sophistication. 

The MAPL128 state machine controls accesses from the 
system bus to the local DRAM, from the local CPU to the 
system bus, and block data transfers between local DRAM 
and the system bus. The DMA controller is a discrete de- 
sign, programmed by the CPU and enabled by the state 
machine. It consists of four sub-blocks: 


. The local address counter is programmed by the CPU 
before each DMA operation with the start address of the 
data block in DRAM. This can be either the source or 
destination of the transfer, depending on whether a bus 
write or read has been programmed. 


. The bus address counter is also programmed by the local 
CPU with the start address of the data block on Future- 
bus. Once again, this is independent of the direction of 
data transfer. 


3. The transfer counter determines the total size of the DMA 
transfer. This is programmed by the local CPU at the start 
of each transfer. The local CPU can read the contents of 
the counter in the event of an error or unexpected DMA 
termination condition. Because this is an asynchronous 
bus, this counter must be clocked asynchronously as the 
DMA transfer progresses, and could not be implemented 
in the MAPL128. 


4. The packet counter determines the number of words in 
each bus transaction, breaking up the DMA transfer into 
blocks that the bus can handle. The 8-bit counter allows 
packet sizes of up to 256 words (1 Kbytes on a 32-bit 
bus) in a single bus transaction. This is programmed by 
the local CPU as necessary; the counter is automatically 
reloaded with the last programmed value before each bus 
transfer. 


The MAPL128 state machine takes requests from the sys- 
tem bus and generates accesses into local DRAM, takes 
requests from the CPU and generates accesses out to the 
system bus, and, after the CPU has loaded the appropriate 
DMA controller registers, generates accesses to both the 
DRAM and the system bus. It enables the address latches 
for each type of access. It monitors the transfer and packet 
counters, so that multiple packets are generated until all the 
data is transferred. The actual data transfer is controlled by 
a separate asynchronous state machine. 


_ 


ie) 
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The state machine implemented by the MAPL128 contains 
three ‘‘subroutines” for the three types of accesses sup- 
ported. The MAPL128 waits in the idle state until a request 
occurs. The state machine language uses the if/else syntax 
to prioritize simultaneous requests. BUS_ADDR_HIT is 
generated by the system bus address decoder, CPU__ 
ADDR_HIT is from the decoder on the local bus, and 
CPU__GO signals that the DMA has been programmed by 
the CPU. After a system bus request, the slave subroutine 
waits for a bus grant and free local bus before beginning the 
access and enabling data transfer. The machine supports 
locked transactions, which require that the local bus not be 
released between transfers. The master (CPU access) sub- 
routine is almost identical to the slave subroutine. The spe- 
cific signals monitored and generated by the MAPL128 can 
be easily modified for any type of CPU or bus interface. 


The DMA state machine first requests the system bus, then 
the local bus before performing accesses. It will continue to 
generate packets until all the data has been transferred and 
both counters are zero. (The packet counter gets reloaded 
when it reaches zero, until the transfer counter also reaches 
zero.) 


The DMA subroutine waits for the CPU to signal, via an 
external !/O control register bit, that the DMA registers de- 
scribed above have been programmed and the transfer is 
ready to go. It requests first the system bus, then the local 
bus. Once both busses are available, it enables the ad- 
dresses onto both the local and system busses and starts 
the asynchronous bus transfer state machine. With each 
data transfer, the transfer and packet counters are decre- 
mented. The state machine will give up the local and system 
busses between transfers in order to allow other devices 
access to them. Once the transfer counter reaches zero, 
the DMA operation is complete. The DMA state machine 
checks to ensure that the transfer has completed success- 
fully, and interrupts the CPU. 


This design was implemented using D flip-flops only. If PLA 
space had been an issue, JK flip-flops with a default of hold 
could have been used for the state bits. The final “else” 
statements in states with feedback include signals which 
are also held. These signals would need to be converted to 
DE or JK flip-flops, again with a default of hold, and all the 
positive and negative transitions need to be explicitly speci- 
fied. By eliminating the product terms associated with final 
else statements, substantial space savings can often be re- 
alized. 
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Bus 1/0 Board Block Diagram 


Bus Addr. 
In Latch 


MAPL128 
Bus Transaction Control 
State Machine 


Local Addr. Data 
Out Latch Buffer 


System Bus 
FIGURE 22. Bus I/O Board Block Diagram 
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slave_ 
request 
dma_ \) 


CI ane end_dma 
master. local_req 


request 


slave_ 
transfer master_ 
access 


access 


dma_ 


master_ transfer 


transfer 


TL/L/11304-40 
FIGURE 23. Bus Control State Machine 
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bus_addr_hit =0 
cpu_addr_hit=0 
cpu_go=0 


bus_addr_hit =0 
cpu_addr_hit =0 
dma_ bus_addr_hit=1 cpu_go=! ff dma_ 
local_req bus_req 


(local_br:= 1) 


bus_addr_hit =0 2 
> = bus_br := 1 
cpu_addr_hit =1 (bus_br ) 


master_ 
request 


State idle: 
if bus_addr_hit then s_request 
with local_br:= 1; 
endwith 
else 
if cpu_addr_hit then m request 
with bus_br := 1; 
endwith 
else 
if cpu_go then d_bus_request : | 
with bus_br:= 1; 
endwith 
else idle; 


FIGURE 24. Bus Control State Machine (Idle State) 
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bus_addr_hit =1 | (local_br:= 1) 


slave_ 
(local_br := 1) C{ request 


local_bg = 1 
local_bus_free =1 | (local_bgack := 1) 


(local_bgack :=1, 
bus_addr_hit =1 bus_addr_len:=1, 


(local_bgack:=1) 7 . local_as :=1) 


bus_addr_hit=0 bus_end_tr=1 bus_end_tr=1 
bus_lock = 0 bus_lock =1 bus_lock =0 


(local_bgack := 1) 


bus_addr_hit =0 bus_end_tr=0 
bus_lock =1 (local_bgack :=1, 
(local_ bgack := 1) bus_as:=1) 


FIGURE 25. Bus Control State Machine (Slave) 
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bus_eddr_hit = 01 (bus_br:= 1) 
cpu_addr_hit=1 


a master_ 
(bus_br:= 1) C{ request 
bus_bg =1 [ (bus_bgack := 1) 


master_ 
access 
; (bus_bgack := 1, 
cpu_eddr_hit=1 local_addr_len :=1, 
(bus_bgack :=1) bus_as := 1) 


cpu_addr_hit =0 bus_end_tr=1 bus_end_tr =1 
bus_lock = 0 f master_ bus_lock =1 bus_tock =0 


(bus_bgack := 1) 


cpu_addr_hit=0 bus_end_tr =0 
bus_lock =1 (bus_bgack :=1, 


(bus_bgack := 1) bus_as:=1) © 
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FIGURE 26. Bus Control State Machine (Master) 


cpu_cir =1 
cpu_go=0 
bus_addr_hit=0 cpu_cir =0 


cpu_addr_hit=0 . dma_ cpu_int:= 1 
cpu_go=1 cpu_cir =1 end_dma ( ij ) 


(bus_br := 1) cpu_go=1 
(bus_br :=1) C{ 

(bus_br := 1) bus_end_tr=1 
xfr_count_zero = 1 


(bus_bgack :=1, ; (cpu_int := 1) 
local_br := 1) 


(bus_br :=1) 


(bus_bgack :=1, dma_ 
(local_br := 1) local_req 


local_bg =1 dma. 
local_bus_free = 1 transfer 2 . bus_end_tr =1 
(bus_bgack :=1, (bus_bgack :=1, 
local_bgack := 1) : local_bgack =1, 
~~ bus_as:=1, 


(bus_bgack :=1 local_as := 1) 


local_bgack := 1 
bus_addr_oen :=1 

local_addr_oen := 
bus_as := 1 


Jocal_as :=1) 
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A: bus_end._tr = 1 
packet_count_zero = 0 
xfer_.count_zero = 0 
(bus_br: = 1) 

B: bus__end_tr = 1 
packet_count_zero = 0 
xfer_count__zero = 0 


(load_packet_count: = 1) 
FIGURE 27. Bus Control State Machine (DMA) 
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begin header 


Synchronous Bus Control State Machine - Rev 0.1, Dave Hawley 


end header 
begin definition 
{ 

Inputs: 


CPU_GO 
CPU_CLR 

LOCAL _BG 
LOCAL BUS FREE 
CPU_ADDR_HIT 


PACKET COUNT ZERO 
XFER_COUNT_ZERO 
BUS_ADDR_HIT 


BUS_BG 
BUS_END_TR 
BUS_LOCK 
BUS_ERROR 


Outputs: 


CPU_INT 
LOCAL _BR 
LOCAL _BGACK 
LOCAL AS 

BUS _ADDR_IEN 


LOCAL_ADDR_OEN 
LOAD PACKET COUNT 
BUS BR 

BUS_BGACK 

BUS_AS 
LOCAL_ADDR_ IEN. 
BUS_ADDR_OEN 
DMA_ERROR 

} 


inputs 


Signal from the CPU to begin DMA transfers 
Signal from the CPU to clear DMA interrupt 
Bus grant from local arbiter 

Bus free status on local bus 

Local decoder recognizes CPU access to sys- 
tem bus : 

DMA data transfer counter acuaie zero 

DMA data transfer counter equals zero 

Bus decoder recognizes system access to 
DRAM 

System bus grant 

System bus end of data transfer 

System bus lock 

System bus transfer error 


DMA complete interrupt signal to CPU 

Local bus request from DMA 

Local bus grant acknowledge. 

Local bus address strobe 

Latch enable for system bus address to lo- 
cal bus 

Latch enable for DMA address to local bus 
Load packet transfer size counter 

System bus request 

System bus grant acknowledge 

System bus address strobe 

Latch enable for CPU address to system bus 
Latch enable for DMA address to system bus 
DMA transfer error 


cpu_go, cpu_clr, local_bg, local_bus_free, cpu_addr_hit, 
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packet_count_zero, xfer_count_zero, bus_ addr hit, 
bus_bg, bus_end_tr, bus_lock, bus error; 


outputs 
cpu_int, local_br, local_bgack, local _as, 
bus_addr_ien, local_addr_oen, load_packet_ county 
bus_br, bus_bgack, bus_as, 
local_addr_ien, bus_addr_oen, dma_error; 


statebits (buried) 
$3,s2,s1,s0; 


end. definition 


begin state_diagram 


| When system bus address hit, request local bus 
| When CPU address hit, request System Bus 
| When CPU says go, start DMA transfer (request System Bus, 
| then local bus) ae 
} 


state idle : 
if bus_addr_hit then's _request 
with local _br := a mee Sy 
endwith 
else 
if cpu_addr hit then m_request 
with bus br := 1; 
endwith. 
else 
if cpu_go then d_bus_req 
with bus_br := 1; 
endwith | 
else idle; 


** Slave State Machine *** 


Wait for local bus free (bus grant, all other signals 
released) [Asgeee. BGACK perore: release of BR) 


state s_ request : 
if local_bg * local_bus free then s_ access 
with local _bgack := 1; 
local_br := 0; 
endwith — 
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else s_ request 
with local_br : 
endwith; 


Begin bus transaction 
(assert address enable before AS) 


state s_ access : 
goto s transfer 
with local _bgack := 1; 
bus_addr_ien := 1; 
local_as := 1; 
endwith; 


{ 

| Can release the address enable immediately (latched by 

| DRAM controller) 

| When transaction complete, release AS 

| If no lock, release local bus, otherwise enter locked state 
} 


state s_ transfer : 
case bus_end tr * /bus_lock : idle; 
bus_end_tr * bus lock : s_locked 
with local_bgack :=-1;.. 
_endwith; | 
/pbus_end_tr : s_transfer 
with local_bgack := 1; 
bus_addr_ ien := 0; 
local_as := 1; 
endwith; 
endcase; 


In locked state, wait for new address hit or lock release 


state s_locked : 
case bus_addr hit : s_ access 
with local_bgack := 1; 
endwith; 
/bus_addr_ hit * /bus_lock : idle; 
/bus_addr_ hit * bus_lock : s_locked 
with local_bgack := 1; 
endwith; . 
endcase; 
{ 
***x Master State Machine *** 
} . 
{ 
| Wait for system bus grant 
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| (assert BGACK before release of BR) 
} 
state m_request 
if bus_bg then m_access 
with bus_bgack := 1; 
bus_br := 0; 
endwith 
else m_request 
with bus_br := 1; 
endwith; 
{ 
| Begin bus transaction 
| (assert address enable before AS) 
} 
state m_access 
goto m_ transfer 
with bus_bgack := 1; 
local _addr_ien := 1; 
bus_as := 1; 
endwith; 


{ | 
| Can release the address enable immediately 
| When transaction complete, release AS 
} 


If no lock, release System Bus, otherwise enter locked state 


state m_transfer : 
case bus_end tr * /bus_lock : idle; 
bus_end_tr * bus_ lock : m_locked 
with bus_bgack := 1; 
endwith; 
/bus_end tr : m transfer 
with bus_bgack := 1; 
local_addr_ien := 0; 
bus_as := 1; 
endwith; 
endcase; 


In locked state, wait for new address hit or lock release 
} | : 
state m_locked : 
case cpu_addr hit : s_ access 
with bus bgack := 1; 
endwith; 
/cpu_addr hit * /bus_lock : idle; 
/cpu_addr hit * bus_lock : s_locked 
with bus_bgack := 1; 
endwith; 
TL/L/11304-48 
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endcase; 
{ 
x** DMA State Machine *** 
} 
{ 
| Wait for System Bus grant, then request local bus 
| (assert BGACK before release of BR) : 
} 
state d_bus req : 
if bus_bg then d_local req 
with bus bgack := 1; 
bus_br := 0; 
local_br := 1; 
endwith 
else d_bus_req 
with bus br := 1; 
endwith; 


{ 


| Wait for local bus free (bus grant, all other signals released) 


| (assert BGACK before release of. BR) 
} 
state d_local_reg : 
if local_bg * local_bus_ free then d_access 
with bus_bgack := 1; 
local_bgack := 1; 
local_br := 0; 
endwith 
else d_local_req 
with bus _bgack := 
local _br := 1; 
endwith; 


i; 


{ 
| Begin DMA transaction 
| (assert address enables before AS) 
} 
state d_access :; 
goto d_transfer 
with bus_bgack := 1; 
local _bgack := 
bus_addr_oen : 
local_addr_oen : 
bus_as := 1; 
local_as := 1; 
endwith; — 


Can release the address enables immediately 
When transaction complete, release AS 


{ 
| 
| 
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| Interrupt CPU, reload packet counter, or re-request bus, 
| depending on packet and transfer counter states 
} . a, 
state d_transfer : 
case bus_end tr * /bus_ error * /packet_ count_zero * 
‘/xfer_ count. zero : 
d_bus_ req 
with bus_br := 1; 
endwith; 
bus_end_tr * /bus_error * packet_. count _ zero * 
/xfer_ count_zero : . 
d_next_packet 
with load_packet_count := 1; 
endwith; 
bus_end tr * /bus_error * packets count zero * 
xfer _count_zero : 
d_end_dma 
with cpu_int := 1 
endwith; , 
bus_end tr * /bus_ error * /packet_count zero * 
xfer count_zero : 
d_end_dma 
with cpu_int 


endwith; 
/bus_end tr : d transfer 

with bus_bgack := 1; 
local _bgack := 1; 
bus_addr_oen := 0; 
local_addr_oen := 0; 
bus_as = ke 
local_as := 

endwith; 


1; 
endcase; 


Transfer count <> 0, so reload packet counter and continue 
} 
state d_next_packet 
goto d_bus_ req 
with load_packet_count := 0; 
bus br := 1; | 
endwith; 


Error or transfer count = 0 so interrupt CPU and 
wait for clear interrupt 


{ 
| 
| 
} 
{ 
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state d_end_dma : 
case cpu_clr * /cpu_go : idle; 


cpu_clr * cpu_go : d_bus_ req 
with bus br :- 1; 
endwith; 
/cpu_clr * cpu_go : d_end_dma 
with cpu_int 
dma_error 
endwith; 
/cpu_clr * /cpu_go 
with cpu_int 
endwith; 


endcase; 


end state_diagram 


BUS.LST 


TL/L/11304-51 


f 0 AG XO XEAZA OX 2 KOK 2K ANOKA ZX 4 XO 
0 C1 X4ASA_&_K4A_S__ XOX 2 AZASK__ OAS _A_XABXCKSHAABACKDASHANBACK_E XO 


a ee ee: 
eae ge ee eee ny Mee ee Fy EDTA Seed gi Le 
a 
i ee ew ee 
a 
es 


TL/L/11304-52 
FIGURE 28. Timing Diagram 





3-77 


sojdwexy uoneojddy 1dVN 


MAPL Application Examples 


9.0 A MAPL PC Interface Module for the FDDI MAC Layer Evaluation Board. 


INTRODUCTION 


This application uses the MAPL144, Multiple Array Program- . 


mable Logic device, as a PC interface Module. The 
MAPL144 provides access to the transmit and receive 
RAMs in addition to board registers, and the BMAC periph- 
eral chip. Since the MAPL144 is a sequential device, the 


decode logic is based on a state-machine which controls . 


accesses from the system bus. OPAL software is used to 
compile the high-level .OPL file into a JEDEC map which 
can be used with Viewlogic® or OPALSIM to test and verify 
the design. It is assumed that the reader is already feroilian 
with the FDDI MAC Layer Evaluation Board. 


DESCRIPTION OF DESIGN 


Figure 29 gives a simple block diagram of the FDDI MAC 
Board Data Path, while Figure 30 gives a block diagram of 
the Control Logic. The function of the PC interface Module 
is to interface the FDDI MAC Layer Evaluation Board to the 
PC host. This block features a 20-bit address bus for flexible 


PC_Address 


PC Interface 
Logic 
(MAPL144) 


RX Counter 


‘ Receive 
| Sequencer 


a 
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FIGURE 29. FDDI MAC Board Block Diagram Data Path 


memory map placement. In addition to the address bus, five 
PC bus control signals as well as a couple of board interface 
signals are included. 

The PC interface Module provides the chip selects and in- 
termediate signals needed for memory select. The board 
registers MODE, STATUS, and FUNCTION are all con- 
trolled by the PC interface Module. The peripheral BMAC 
chip is also controlled by the PC interface with the signal 
BMACSEL. The intermediate signals generated by the PC 
interface for memory control are MEMSEL and ACK3. Fig- 
ure 371 shows the address mapping for the specific functions 
on the board. 

The .PC interface currently used on the FDDI MAC Layer 
Evaluation Board utilizes four GAL20V8’s. The entry files for 
these four GAL® devices were obtained using Boolean 
equations. Three of the GAL devices can be integrated into 
the MAPL144. The fourth GAL device provides combinatori- 
al access of the memories on the board. 


’ Board 
Registers 


TX Counter 


- Transmit 
Sequencer 
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When the Boolean equations for the three GAL devices are 
combined into one .OPL file, the logic will not compile into 
the device because of logic partitioning problems. In other 
words, it is unable to allocate logic to different pages when it 
is specified as being on one page. The PC interface was 
redesigned based on a state machine so as to split up the 
decode logic. Most of the decode logic in the Boolean equa- 
tions was based on access feedback terms. These access 
feedback terms could be incorporated into a state machine. 
This access control state machine is illustrated in Figure 32. 
Now, each of the eight states can be placed on one page of 
the MAPL144, thus partitioning the decode logic. 


PC Interface 
Logic 
(MAPL144) 

REGSEL 


MEMSEL, ACK3 


— 
o 
~ 
i= 
3 
° 
oO 
> 
ac 


Receive 
Sequencer 


Incorporating the state machine into the .OPL file is now 
trivial. Figure 33 shows the final .OPL file for this design. 
Notice how the page bits are defined as state bits in the 
definition block. This allows the designer to free-up three 
pins for designs that are I/O limited. Figure 34 shows the 
output from the fitter. In this particular design, manual pag- 
ing was done by using the page bits as state bits. This way, 
the designer has the freedom to partition the design the way 
he wants it to be partitioned. 


Es] 


MODESEL, ATTNENAB 


STATUSSEL, STATUSSTB 


Board 
Registers 


Memory 
Interface 


TX Counter 


Transmit 
Sequencer 
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FIGURE 30. FDDI MAC Board Block Diagram Control Logic 
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Signal! Description 


Inputs 
SMWR~ 
SMRD~ 
AEN~ 
PCRST 
CBUSACK 
INTB 

CLK 
Outputs 
STATUSSEL 
STATUSSTB 
MODESEL 
ATTNENAB 
BMACSEL 
RUN 
MEMSEL 


REGSEL 
ACK3 


INT 
IOCHRDY 


REGSEL 
MEMSEL 
RECEIVE 
TRANSMIT 
IOCHCTL 
ACK1 
CBUSACCESS 
BMACSEL 
BOARDREG 
MODESEL 
ATTNENAB 
RUN 


System write. 

System read. . - 

Address Enable. 

PC Reset. ee 
CBUS Acknowledge from BMAC peripheral. 
Inverse Interrupt Signal. | 

System Clock. 


Output Enable for the STATUS Register. 
Chip Select for the STATUS Register. 
Chip Select for the MODE Register. 
Chip Select for the FUNCTION Register. 
BMAC peripheral Chip Select. 
Reset all state machines. : 


Accessing the board under a memo 
select. 


Accessing the board under a register select. 


Third state in the Access Control! State Ma- 
chine. Used for memory selects. 


interrupt Control. 
1/O Channel! Ready. 


PC19 = PC18 PCI7 PCI6 PCI5 PC14 


1 1 ' 0 1 0 
1 1 0 1 1 


— 


FIGURE 31. 


aa 
0 


—_— 
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FIGURE 32. PC Interface Access Control State Machine 
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begin header 
pe interface (state faehiae 
end header 


begin definition 
device MAPL144; 


inputs 
aen, Smwr, smrd, 
pcl19,pcl18,pcl7,pcl6, pcl5,pcell,pcl0, pc9, pcs," - 
pc7,pc6,pc5,perst, cbusack, intb; 

outputs (JK,RST) 
statussel,modesel, attnenab, run, bmacsel, ack3, aceneel 
regsel, statusstb, int, iochrdy; 

statebits -(DE, RST, BURIED) . 

pb2=47, pb1=46, pb0=45; 

STATE NAME 
IDLE=*b000, ACK1W=*b001, ACKIR=*b100, ACK2W=*b010, 
ACK2R=*b101, ACK3W=*b011, ACK3R=“*b110, Reka Dts 


end definition 
begin equation 
int := /intb; 


end equation 


begin state diagram 
state IDLE : 


CASE : 

/smrd* /aen*pc19*pc18*/pc17*pc16 : ACK1R 
with /iochrdy := 1; endwith; 

/smwr* /aen*pcl9*pcl18*/pcl7*pcl6 : ACK1W 
with /iochrdy := 1; endwith; 

ENDCASE; 


state ACKI1W : 
goto ACK2W 
with | : 
modesel := /pcl5*/pcll*/pcl0*pc9*pc8*/pc7*/pcé; 
wars rer . TL/L/11304-56 
FIGURE 33. PC Interface .OPL File 
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attnenab := /pc15*/pc11*/pcl0*pc9*pc8*/pc7*pc6; 

statussel := (Det REGs ipso i Rel oTipelte 
pcl0*pc9*pc8) ; 

statusstb := pc7*/pc6*/pc5; 

run := pc7*pc6*/pcl5*/pcll*/pcl0*pc9*pc8+pcrst; | 

bmacsel := /pc15*/pcl11*/pcl0*pc9*/pc8; 

regsel := /pcl5; 

memsel := pcl15; 

/iochrdy := 1; 

endwith; 


State ACKI1R : 
goto ACK2R 
with o 

modesel := /pc15*/pcl1*/pcl10*pc9*pc8*/pc7*/pcé; 
attnenab := /pc15*/pcl1l1*/pcl10*pc9*pc8*/pc7*pc6; 
statussel := a Se ia ee 

pcl0*pc9*pc8) ; 
Statusstb := pc7*/pc6*/pc5;.. 
run := pe7*pe6* /pc15*/pell*/pel0*pc9*pe8+perst; 
bmacsel := /pc15*/pcl1*/pcl0*pc9*/pc8; 
regsel := /pcl15; 
memsel := pci5; 
/iochrdy := 1; 
endwith; 


State ACK2W : 

goto ACK3W 

with 
modesel := ?; 
attnenab := ?; 
statussel := 
statusstb := 
run := ?; 
bmacsel := ?; 
regsel ; 
memsel := 
ack3 := 1; 
/iochrdy := 1; 

endwith; 


ay 
2 
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FIGURE 33. PC Interface .OPL File (Continued) 
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state ACK2R : 
goto ACK3R 
with 


modesel := 
= rr 
= De 

? 


attnenab 
statussel 


statusstb : 


run := ?; 
bmacsel ;: 
regsel := 
memsel := 


ack3 := 1; 


/iochrdy 
endwith; 


state ACK3W : 


23 


La 


23 


2 
? 


= 1; 


e 
ov 


if (pc15+pcll+pcl10+/pc9+pc8) + 
(/pc15*/pcll1*/pcl0*pc9*/pc8*/cbusack) 


then ACK4RW 

else ACK3W 

with 
modesel 
attnenab 
statussel 
statusstb 
run := ?; 
bmacsel 
regsel : 
mMemsel := 


ack3 := 1; 


/iochrdy 
endwith; 


‘= 2? 


c= 2? 


; 
e= Pe 


. 
’ 


° 
oa 


23 
27 


os. 18 


=? 
? 


° 
’ 
e 
’ 
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FIGURE 33. PC Interface .OPL File (Continued) 
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State ACK3R : 
if (pcel5+pce1l+pc10+/pc9+pc8) + 
i /ecis# /peil* /pelseeo?/ pepe epusee) 


then ACK4RW 

with 
statussel 
run := ?; 
bmacsel 


memsel 


endwith 

else ACK3R 

with 
modesel 
attnenab 
statussel 
statusstb 
run 


/iochrdy := 1; 
endwith; 


state ACK4RW : 
if /smrd then ACK4RW 
with 
statussel := ?; 
run := ?; 
bmacsel 
regsel := ? 
memsel := ?; 
endwith 
else if /smwr then ACK4RW 
else IDLE 
with statussel := 1; endwith; 


end state_diagram 


TL/L/11304-59 
FIGURE 33. PC Interface .OPL File (Continued) 
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10.0 PLUS405 to MAPL™ 128 Conversion 


INTRODUCTION 


Many state machine designers are familiar with Philips/Sig- 
netics sequencers for state machine design and will appre- 
ciate the density, low power, and speed of National Semi- 
conductor's MAPL128. The MAPL128 in 28-pin PLCC has 
the speed and density to tackle many existing and future 
designs including many current Signetics’ sequencer de- 
signs. In fact, in many cases the MAPL128 is pin-for-pin 
compatible with these previous designs while offering the 
designer higher speed, lower power, and more logic capaci- 
ty. The following devices are available in 28-pin PLCC: 


GENERAL COMPARISON 


The MAPL128 and the 28-pin Signetics sequencers have 
very similar pinouts. Thus, the MAPL128 device can usually 


be dropped into the socket for evaluation. In some cases, a 
couple of pins must be swapped. It should be noted that the 
MAPL128 has significantly more logic capacity than the oth- 
er devices, allowing the designer to not only replace the old 
device, but improve (and add to) the design. In fact, upgrad- 
ing to a MAPL128 device will not only increase functionality, 
but dramatically reduce power consumption. For example, 
the PLUS405 device consumes 225 mA, ‘more than twice 
the power of MAPL128 which consumes 110 mA, while the 
MAPL128 has 40% more logic capacity than the PLO5405. 
National reduces power consumption by using EECMOS 
versus bipolar, and more importantly, by implementing a 
revolutionary paged architecture, giving MAPL devices low- 
er power consumption and higher logic capacity without the 
usual speed reduction. — 


MAPL128 Block Diagram 


| PLUS1O5 (Notes) | 16 
| PLOs1s (Notes) | 17 


Page Select 


: 
Don | 
Feedback 
Feedback 


| 
—— 7. | 


Repl 
(Note 2) 


Note 1: Worst case speed: with buried feedback through complement array/page terms. 


Note 2: Pinout same as MAPL128. PLUS405 and PLC415 are replaceable if pin 4 is not used as clock. PLUS 168/A are replaceable if pins 15 & 16 are used as 
outputs. PLUS105/A are replaceable if pin 16 is used as an output. PLUS105 and PLS105/A are pin for pin replaceable by MAPL128. 


Note 3: Specifications are taken from fastest version of the device from the 1991 databook. Specifications are subject to change. 


3-85 





sojdwexgy uoneolddy dv 





MAPL Application Examples 


PAGING VS COMPLEMENT ARRAY 


National’s paged architecture might appear similar to Sig- 


netics complement array, but it is far different. Signetics 
feeds back one or two OR array output signals through a 
NOR gate directly back into the AND array. They call these 
feedback signal the complement array, which are used to 
more effectively use product terms in state machine de- 
signs. National feeds three signals and their complements 
into the AND array that not only can be used to perform a 
“complement array” function, but also to select one of eight 
pages. These page select signals are hard-wired so that 
one and only one page is active at a time. This reduces 
power consumption and increases device performance. At 
the time of compiling the design, “fitter” software automati- 
cally partitions the logic across the pages of the MAPL de- 
vice and assigns page bits to each state. On each clock 
cycle the correct page is selected based on where the next 
logic state can be found. There is no time penalty for this 
paging operation therefore the paging is transparent to the 
user. 


Most manufacturers claim best case speed of the device as 
the actual speed of the device, however, the device is usu- 
ally much slower in the application. For example, the 
PLUS405-55 is touted as a 55 MHz device, however, se- 
quential applications utilizing the complement array will only 
realize 38.5 MHz. National specifies speed of the MAPL 
family with paging and buried feedback, since this is the way 


the MAPL device is used in a sequential application. There- . 


fore, a MAPL128VC-33 device is truly a 33 MHz device ca- 
pable of running at 33 MHz (worst case) in the application. 


TIMING : oe 
Given functional compatibility of the MAPL128 to Signetics’ 


sequencers, the designer still needs to make sure that the | 


new device’s timing specifications will allow it to run in the 


system. In state machine design, tsy (setup time) and tco_« 
(time of clock to registered output), are very important. 
Careful attention should be paid to these parameters to be 
sure that a device will function properly in the application. 


| Deve | teu | taux | fs 


_ MAPL128 an 40 
20 33 


PLUS405 


PLD SOFTWARE COMPATIBILY 


Both OPAL™ software from National and AMAZE software 
from Signetics allow state machine designs to be efficiently 
written in a state machine language. This language de- 
scribes transition opreations with IF-THEN-ELSE and CASE 
statements. The syntax of these and other statements in 
OPAL and AMAZE are slightly different. If a design is de- 
scribed using ABEL™ or CUPLT™, the designer simply 
changes the device name and recompiles for the new de- 
vice. If the design is described in AMAZE, then some simple 


_ Modifications are needed to convert from AMAZE syntax to 
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OPAL syntax. It should be noted that this manual conver- 
sion, although relatively simple, is necessary becase 
AMAZE is not an “open” software package like OPAL 
which allows designs to be freely communicated with third 
part software. 

For more information on MAPL, OPAL, or the conversion 
process, please contact your nearest National Semiconduc- 
tor Sales Representative. 








Advanced PLD 
Architectures 


INTRODUCTION 


The range of programmable logic devices can be divided 
into three broad architectural areas: PALs, PLAs, and 
FPGAs. Although designers probably wish there was a sin- 
gle architecture suitable for all applications, in reality each 
has its area of specialty. National Semiconductor's new 
MAPL™ family, for example, is a high-speed, PLA architec- 
ture ideal for state machine applications. Neither PALs nor 
FPGAs can provide the same performance and ease of use 
over a broad range of design complexity. This paper ana- 
lyzes the application strengths and weaknesses of the latest 
PLD architectures, then focuses on the specific require- 
ments of state machine design. 


THE PAL® ARCHITECTURE 


The basic PLD architecture is the PAL, with a programmable 
AND array and a fixed number of independent product 
terms per output (Figure 7). Although many refinements 
have been made to the output macrocells and distribution of 
product terms, the basic architecture remains the same. Its 
high speed, high fan-in, and moderate number of product 
terms per output make it ideal for the largest segments of 
the PLD market: random logic replacement and address de- 
coding. Indeed, the GAL® 22V10 architecture is the most 
popular PLD today, and similar devices are available from a 
wide range of vendors. 


The biggest advantage of the PAL architecture is its high 
speed; the biggest limitation is its relatively low density. Un- 
fortunately, it is impossible to simply scale-up the PAL archi- 
tecture without sacrificing performance and power. By ex- 
amining characteristics of the target applications, however, 
manufacturers have been able to find an acceptable com- 


promise. Since most random logic uses a small number of 


product terms, a device with a large number of !/O macro- 
cells, each with only a few product terms, can. provide a 
much higher effective density. There are several partitioned- 


PAL architectures on the market now which aim for the ran- | 


dom logic replacement applications. 


Macrocells 


Dedicated OR 
(8 Terms Typical) 





TL/L/11296-1 
FIGURE 1. The PAL architecture uses a programmable 
AND array and dedicated OR array for high speed 
implementation of random logic and decode functions. 
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Even random logic requires the occasional high-product 
term equation. Those architectures which solve this prob- 
lem with the least disturbance to the output performance 
are generally the easiest to work with. If adding a product 
term to an equation changes the setup time of a signal by 
10 ns, the performance of the entire system may have to be 
reduced. Folded NAND or expander arrays have this char- 
acteristic, and make a preliminary timing analysis of any de- 
sign very difficult. Likewise, the interconnect between PAL 
arrays within a single chip can hide limitations until a final 
compilation of the design into the chip is attempted and 
design modification may cause unwanted pinout changes. 


High-density PAL architectures have all made certain com- 
promises in order to maintain performance. As long as the 
designer is aware of details of the architecture and how they 
relate to the characteristics of the application, they can be 
quite useful in reducing system part count. A software pack- 
age which supports more than one manufacturer’s device 
can be a useful evaluation tool. For raw speed and simplici- 
ty, however, standard PAL and GAL devices will always be 
at the leading edge. 


THE PLA ARCHITECTURE 


The PLA architecture differs from the PAL in that both the 
AND array and OR array are programmable (Figure 2). This 
means that all product terms are available to all outputs: 
several outputs can share the same product term, and each 
output can have a large number of product terms. As a re- 
sult, the utilization of product terms in a PLA is generally 
much higher than in a PAL. The high fan-in and large num- 
ber of product terms make PLAs ideal for state machine 
design, the third largest PLD application. Unfortunately, 
PLAs are generally much slower than PALs as well, since 
each signal must traverse two arrays. This means that de- 
signers have tended to avoid PLAs in speed-sensitive appli- 


cations. 
AND Array 
Buried fdbk 
canes fi 


OR Array 


Macrocells 
TL/L/11296-2 
FIGURE 2. The traditional PLA architecture, ideal for 
state machines, uses two programmable arrays 
for high density at the expense of speed. 
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Other, non-PLA solutions to state machine design’ have 
been attempted. These include various microcoded se- 
quencers and pipelined arrays. However, they have sacri- 


‘ficed the basic simplicity of the sum-of-products architec- 


ture. Along with adding their own limitations, they lose some 
of the other benefits of a PLA. One of these is product term 
sharing, which allows PLA devices additional freedom in 
macrocell design. In a PAL, each macrocell input requires 
its own product terms, which impacts density, and therefore 


. performance. In a PLA, an increase in the number of macro- 


cell inputs does not require a corresponding increase in the 
number of product terms. Instead of only D flip-flops or 
latches, a PLA macrocell can be built with SR, JK, and DE 
flip-flops for additional design efficiency. 


‘The biggest advantage of the PLA architecture is its high 


density; the biggest limitation is its low speed. Once again, it 
is possible to examine the characteristics of the target appli- 
cation to find a way around the performance limitation. Al- 
though most state machines require a large number of prod- 
uct terms, only a few of them are needed by the current 
state. In a paged-PLA architecture, a subset of the total 


. array product terms are powered up at any given time. The 


power saved goes into making the device fast. National 
Semiconductor is the first manufacturer to provide an archi- 
tectural solution to PLA.state machine design. 


_ THE FPGA ARCHITECTURE 


FPGAs are the latest development in the area of program- 
mable logic. Although the technology used to implement 
them may vary, and manufacturers of high-density PALs 
and PLAs often mislabel their devices FPGAs, they are real- 


ly quite easy to define. Instead of programmable AND or OR 
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arrays, they have an array of programmable logic cells, in- 
terconnected by a programmable wiring matrix (Figure 3). 
These logic cells have limited fan-in and fan-out, and the 
internal routing results in variable delays through the device. 
Their performance and efficiency tends to be highly eee 
tion-dependent. 


FPGAs are ideal for high-density logic replacement, where 
the performance of PLDs is not required. Because of the 
low fan-in, they are best where the complexity of each logic 
block in the design is small. Unlike PALs and PLAs, with 
close to full global interconnect, their ‘limited routing re- 
sources make FPGAs better for designs with more local 
than globally routed signals. These characteristics lend 
themselves to the design of subsystems for which no cus- 
tom silicon exists, and which would otherwise have to be 
built from discrete parts. 

Unfortunately, it is difficult to know how well a design will 
match a particular FPGA architecture without a lot of design 
experience or a preliminary implementation. Due to the cost 


of FPGA design software, a large investment is often re- 


quired before an estimate of efficiency, utilization, and sys- 
tem timing can be obtained. With respect to the main appli- 


_cation areas of traditional PLDs, however, a few gross gen- 


eralizations can be drawn. FPGAs work well for random log- 


_ ic replacement, if they can meet.the propagation delay re- 


quirements of the design. They tend to be too slow and 
awkward for address decoding; the regular structure of a 
PAL is a much better match. And their performance de- 
grades rapidly with the complexity of state machines, due to 
the high level of fan-in and interconnectivity that is typically 
required. A high-speed PLA architecture is much easier to 
work with. aN 
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FIGURE 3. FPGAs use interconnected logic cells to provide high integration at the 
expense of deterministic performance. Efficiency is application-dependent. 





THE MAPL PLA ARCHITECTURE 


The MAPL is targeted at high-speed state machine applica- 
tions. This is a broad area which includes local and system 
bus interfaces, arbitration, timing control, micro sequencers, 
and almost any other type of synchronous (registered) logic 
design. All of these benefit from the full interconnect and 
consistent timing provided by a PLA architecture. The 
paged PLA architecture of the MAPL gives the user access 
to the largest, fastest, and lowest power EECMOS PLA on 
the market (Figure 4). 


PAGE BITS 


INPUTS 


BURIED 
LJ 


MACROCELLS OUTPUTS 
TL/L/11296-4 
FIGURE 4. The MAPL paged PLA architecture allows 
implementation of complex state machines without 
sacrificing performance or power. 
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The MAPL array provides the user with 128 product terms. 
This is the largest PLA on the market, and allows unprece- 
dented design complexity in a traditional architecture. The 
flexible output macrocells are designed to increase product 
term efficiency still further. It supports a 45 MHz true system 


clock rate, which is higher than most bipolar PLAs. The 8 ns © 


clock to output specification is the best of any high-density 
PLD. And the maximum device current, for any design, is 
specified at 110 mA at 25 MHz. All using standard electrical- 
ly erasable CMOS GAL technology. 


These remarkable figures are a result of the MAPL’s patent- 
ed paged architecture, which divides the 128 product terms 
into 8 pages. This paging is invisible to the user, as software 
fitters automatically assign state bits to enable pages. There 
is no timing penalty for switching pages. The architecture 
limits each state to a maximum of 16 product terms, but due 
to the optimized macrocell design, this limitation is rarely 
encountered. Paging powers up only the portion of the array 
needed by the current clock cycle. Since the array sense 
amplifiers can be shared among the pages, power can be 
devoted to device speed instead of device size. The benefit 
to the user is a PLA that provides 128 product terms to all 
outputs at 45 MHz (Figure 5). The MAPL is an architectural 
solution to state machine applications. : 


The MAPL PLA drives 27 registered macrocells, with two 
sum terms for each cell (Figure 6). These macrocells have 
been designed to enhance the overall device functionality 
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FIGURE 5. Functionally, the MAPL appears to be a continuous 128-product term PLA. 
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FIGURE 6. The MAPL two-input macrocell includes programmable polarity and DE and JK 
flip-flops to allow selection of the optimum function of any application. 
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by minimizing product term usage. Both macrocell inputs 
have programmable polarity, so that the positive or compli- 
mentary logic function can be chosen, whichever. is most 
efficient. Two hardwired flip-flop types can be selected, ei- 
ther DE (D with clock enable) or JK. This allows selection of 
the default (no product term active) condition of the output 


‘ to be either set, reset, hold or toggle. This can have a signifi- 


cant impact on the number of product terms used in any 
state, depending on the type of structure present in the de- 
sign. Additional PAL product terms are used to provide 
asynchronous register reset and a selection of four output 
enable functions to all signals. 


Note that the array is fully registered, that is, no combinato- 
rial outputs are available. However, for synchronous state 
machine applications, this is not a problem. In most designs, 
combinatorial and asynchronous functions are added to the 
periphery of the core state machine. 


STATE MACHINE DESIGN TECHNIQUES 


The low performance of traditional PLA architectures have 
forced most high-speed state machine designs to be imple- 
mented in PAL architecture devices. This requires designers 
to compromise their ideal design methodology, due to the 
limitations of the PAL architecture in these applications. 


PALs and GALs are ideal for very simple state machines. 
They have short propagation delays, and these delays are 


“” 
uJ 
= L_ 
= 
a 
“” 


DMA 
INPUTS 


SLAVE 


consistent from one output to the next, regardiess of wheth- 
er one product term is used, or eight. This speed and sim- 
plicity make them the vehicle of choice for low-level design. 


As design complexity increases, the limited number of prod- 
uct terms available to each output begins to squeeze the 
design. This problem occurs even in the new high-density 
partitioned PAL architectures. Solutions include breaking a 
single complex state machine into several smaller ones, or 
encoding inputs and decoding outputs in separate devices. 
The result is a design with worst-case delays through multi- 
ple devices, and signals with a wide range of timing values. 
Worse yet, because of the contortions necessary to fit the 
design into the product terms available, design modifica- 
tions or enhancements are difficult to impossible. Equation- 
level entry and a detailed knowledge of the device architec- 
ture are often required. Rather than providing a solution, 
PAL state machine design becomes a challenge. 


An example of this is a typical bus interface (Figure 7). Al- 
though the slave, master, and DMA bus operations logically 
form a single, large state machine, PAL product term limita- 
tions force the designer to break them up into three sepa- 
rate interconnected state machines. Some inputs and out- 
puts are independent, but others are common to the entire 
design, and must be shared among mutiple inputs and out- 
puts. The resulting network of feedbacks and decodes re- 
sult in a complex design with inconsistent timing. 
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FIGURE 7. The MAPL frees the designer from the product term limitations of PAL 
architectures In state machine design, simplifying implementation. 
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A PLA architecture, in contrast, provides ample product 
terms to the user. This allows complex state machines to be 
implemented in a single device. All outputs have identical 
timing, and adding a product term or a state is no longer a 
major modification. Best of all, it is possible to design in 
software at the state machine level, with all the benefits that 
has for design maintenance and documentation. 


The MAPL is the first device to solve the PLA performance 
problem without compromising functionality. A closer look at 
the characteristics of state machines themselves vexplaltis 
why. 

A state machine, by definition, has only one state active ata 
time. During the clock cycle in which that state is active, 
only the equations necessary to determine the next state 
and outputs are being used. Out of the entire design, only 
the product terms needed by one state can be active. Ina 
traditional PLA, sufficient power must be provided to drive 
all product terms, regardless of how many are used by the 
current state. The MAPL, by paging product terms, drives 
only 16 terms per clock cycle. It is extremely unusual for a 
single state to require more than 16 product terms. In fact, 
several states will usually fit onto a single page. This means 
that paging can be fully transparent to the user, The full 
state machine has access.to 128 product terms, while the 
device only needs to provide sufficient current to drive 16 
product terms. As a result, the MAPL can be both big and 
fast. 


The MAPL two-input macrocell also serves to increase the 
device’s functionality. A signal which is normally set or re- 
set, and only asserted in one or two states, is well-suited to 
a standard D flip-flop with polarity selection: A signal that 
changes state only occasionally, but is active over a large 
range of states, would require product terms in every one of 
these states. By using the MAPL’s DE flip-flop, one product 
term can be used to turn the output on, and another to turn 
it off. Holding the output active uses no product terms. 
Counters can also require a large number of product terms 


when implemented in D flip-flops. With the MAPL’s JK flip- 
flop, only a single term is needed for each bit of the counter. 
A 16-bit counter fits on a single page of the MAPL, leaving 
the remaining seven pages available for the rest of a state 
machine. Macrocell type selection decreases product term 
usage and increases the effective density of the MAPL. 


In the bus interface example above, the MAPL would be 
able to implement the interface state machine directly, re- 
sulting in a. simpler design and fewer chips, with consistent 
timing and no loss of system speed. 


THE MAPL FAMILY 


National is developing two families of MAPL devices. The 
first, the MAPL1 family, is focused only on the state ma- 
chine portion of a design. The MAPL128, in production, is a 
28-pin device incorporating the 128- -product term MAPL 
paged array ‘described above. It has 9 inputs, 4 dedicated 
outputs, 12 1/O, 8 buried feedbacks, and 3 page bits which 
can be used as state feedbacks. One of the inputs can also 
be used as a fast output enable, along with the three dedi- 
cated product terms. All 27 macrocells can be asynchro- 
nously reset. The MAPL144 is a 44-pin device based on the 
same internal architecture, but the 8 buried feedbacks are 
also available as ‘outputs. All run at a system clock rate of 
45 MHz. — , 


The MAPL2 family brings in additional functions that are 
needed in some applications. It is not uncommon for a state 
machine to require that its inputs or outputs be combined 
with other high-speed signals, sometimes with specialized 
timing. The MAPL2 includes 8 PAL outputs with dynamic 
polarity control which can be used in conjunction with or 
independently of the MAPL array. Either registered or com- 
binatorial outputs are available. The MAPL2 also has option- 
al input latches on all signals to reduce setup times on crit- 
ical signals, and double-buffering for synchronizing asyn- 
chronous inputs to avoid metastability. 


TABLE I. MAPL Family 


MAPL 
Product 


Package Size 

Max Inputs 

Max Outputs 
Macrocells 

Total I/O 

System Speed 

PLA Product Terms 
PAL Product Terms 
Max Power at 25 MHz 
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PLD DESIGN SOFTWARE 


In order to design effectively with any PLD, suitable design 
tools must be used. Because a designer’s time is limited, it 
is important that they require little or no additional effort to 
learn. For the same reason, they must provide entry formats 
which suit the application at hand. 


In the ideal world, a designer would only need to learn a 
single design environment. It takes time for new devices to 
be supported across all platforms, however, so there is a 
place for manufacturers to provide their own low-cost soft- 
ware to bridge the gap. National Semiconductor, for exam- 
ple, sells OPAL™ as a complete design package for PAL, 
GAL, and MAPL users. It provides boolean equation, truth 
table, and state machine language entry formats, and gen- 
erates JEDEC maps and functional simulations for all Na- 
tional PLDs. A menu-driven shell environment makes it easy 
to use as a stand-alone tool, and the MAPL fitter automati- 
cally minimizes and compiles designs into the MAPL paged 
architecture, 


For those that need to integrate the latest in PLDs with their 
own tools, it is important to provide a bridge between soft- 
ware packages. National is one of the vendors supporting 
the use of Berkeley’s Espresso PLA format. Rapidly becom- 
ing a standard for the transfer of logic design, it can be read 
or generated by a wide range of design tools. Combined 
with Data 1/O’s OPEN PLA device-specific ‘dot exten- 
sions,” proprietary fitters, such as for the MAPL, can be 
used with third-party software. Indeed, National provides the 
MAPL fitter to all PLD software vendors, making it easy for 
them to provide the latest support quickly and easily. 

Having broad software support for a product is essential to 
users, who need to be able to evaluate a wide range of 
devices for a particular application quickly. If.a single state 
machine can be compiled into four, or five devices in a few 
minutes, a real evaluation of performance and functionality 
can take place. Therefore, manufacturer support for an 
OPEN PLA format provides real benefit to both users, who 
gain access to technology quickly, and to manufacturers, 


who present the lowest possible hurdle to use of their prod- | 


ucts. 


BEGIN HEADER 


OPAL Traffic Signal Contraliees DD 


END HEADER 


BEGIN DEFINITION 
device MAPL128; ; 
inputs clk, clr, sensorA, 
outputs (de, hold) greenA, 


sensorB; 
redA, greenB, 


outputs (de, rst) yellowA, yellowB; 


statebits (buried, 
set stateReg = [s3,s2, sl,sfli 
State _names Start=0, A0=3, Al=4, 
BO=9, Bli=12, B2=13, 
END DEFINITION 


jk, toagle) s3, 


_ Hawley, 


s2, 


STATE MACHINE DESIGN EXAMPLES 


A traffic light controller is a classic state machine design 
example. Here it is used to demonstrate characteristics of 
state machine language design and the Berkeley PLA for- 
mat. National’s OPAL syntax is used to describe the state 
machine, but the function should be fairly obvious to anyone 
with state machine language experience. - - 


The version of the controller shown below has three inputs, 
aside from the clock: The “clr” signal is used to asynchro- 
nously reset the state machine, and the two “sensor” sig- 
nals detect the presence of cars at the intersection. The 
size outputs of the design are the green, yellow, and red 
lights for each direction: Notice that the. characteristics of 
each output have been taken into account in the MAPL 
macrocell selection. Both use a DE flip-flop, but the red and 
green lights, which are on or off throughout several states, 
hold their state as the default condition, while the yellow 
light, normally off, uses the reset state as its normal condi- 
tion. Polarity selection at the input to the macrocells physi- 
cally implements these defaults. 


The state bits themselves are defined as JK flip-flops, with a 
default of toggle. This is because the state machine has a 
2-bit counter embedded in it to control the maximum length 
of time any car can be kept waiting. As JK flip-flops imple- 
ment efficient counters, this will minimize product term us- 
age. These PLA outputs are buried within the MAPL, as they 
are not needed by any external logic. The “stateReg” set of 
symbols is. defined in order that the asynchronous state re- 
set function can be defined in a single equation below. The 
state values are defined in order to ensure that the 2-bit 
counters (states A1-A4 and B1-B4) follow a linear se- 
quence. The remainder of the assignments, except for the 
Start state, are of little consequence. . 

The equation block assigns the “clr” input to the asynchro- 
nous reset product term of the state bits. The other equa- 
tions are merely definitions for variables used within the reat 
of the state machine. 


.The state machine consists of 13 states, two of which have 


branch conditions..The green and red lights must have each 
of their transitions explicitly defined, while the yellow lights 
only need to have their active conditions defined. The unde- 
fine state is reserved within the OPAL syntax. It is used to 
guarantee that the state machine returns to the Start state if 
any of the 3 undefined state bit encodings are encountered. 


NSC, 


15 Aug 1991 


redB; 


sl, s0; 


A2=5, A3=6, A4=7, A5=8, 


B3=14, 
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B4=15, 


B5=2; 
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BEGIN EQUATION 
stateReg.ar=clr; 
turnedOn=1; 
turnedOff=0; 
On=1; 

END EQUATION 


BEGIN STATE_DIAGRAM 
State Start: goto AO with 
greenA:=*turnedOff; yellowA:=On; redA:=turnedOn; 
greenB:=turnedOff; red8:=turnedOn; 
endwith; 
state AQ: goto Al. with ; 
greenA:=turnedOn; redA:=turnedOff; 
endwith; 
' state Al: if ( sensorA & !sensorB ) then Al 
else if (!sensorA & sensorB ) then AS with 
greenA:=turnedOff; yellowA:=On; 
endwith 
else if ( sensorA == sensorB ) then A2; 
state A2: goto A3; 
state A3: goto A4; 
state A4: goto A5 with 
greenA:=turnedOff; vellowA:=On; 
endwith; 
state A5: goto BO with 
redA:=turnedOn; 
yellowB:=0n; 
endwith; 
state BO: goto Bl with 
greenB:=turnedOn; redB:=turnedOff; 
endwith; 
State Bl: if (!sensorA & sensorB ) then Bl 
else if ( sensorA & !senscrE ) then B5 with 
greenB:=turnedOff; yvellowB:=0n; 
endwith 
else if ( sensorA == sensnrB ) then B2; 
state B2: goto B3; 
State B3: goto B4; 
state B4: goto B5 with 
greenB:=turnedOff; yellowB:=On; 
endwith; 
state B5: goto AO with 
redB:=turnedon; 
yellowA:=On; 
endwith; 
state undefine: goto Start; 
END STATE_DIAGRAM 
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This simple state machine also fits into a GAL 22V10 using 
D flip-flops. It would consume about one-third of the 
22V 10's product terms, and all 10 outputs. In the efficient 
PLA architecture of the MAPL, however, only 14 product 
terms are needed, less than one of the 8 pages of the de- 
vice. Since the state bits can be buried, more I/O are free 
for additional functions as well. Even in this basic example, 
the advantages of the MAPL architecture for state machine 
design is evident. 


The entire traffic signal controller can also be defined in the 
Berkeley PLA format shown below. This OPEN PLA format 
allows the same design to be transferred from one design 
tool package to another. National's OPAL software com- 
piled the state machine above into a Berkeley PLA file, per- 
formed the minimization and page assignment required by 
the MAPL, and generated the revised PLA file shown below. 
This output can then be compiled into a JEDEC map for 
programming the MAPL128. 


The PLA file format is extremely compact. The lines begin- - 


ning with ‘'#$” are comments used by National’s software . 


TOOL NSC 


TITLE OPAL Traffic Signal Controller, 


TITLE 

DEVICE MAPL128 

10 

26 

PINS 
redB:16 yellowA:11 yellowR:10 
#S NODES 6 s3:37 s2:30 s1:21 
-i1lb clk clr sensorA sensorB 
.ob 


s3 s2 


10 clk:6 clr:5 sensorA:4 senso 


for device or tool-specific information. The line beginning 
with “i” defines the number of PLA inputs and the line be- 
saint with “0” defines the number of PLA outputs. “.ilb” 
defines the input label names, while ‘“.ob” defines the out- 
put names. Notice that the software has automatically creat- 
ed the two macrocell inputs required by the MAPL DE or JK 
flip-flops, and defined the necessary polarity selections with 
the ‘-” suffix. The “.type” and “.phase” definitions are.not 
used by the OPAL software. The ‘“.p” line shows the total 
number of product terms in the design, including the 4 iden- 
tical asynchronous reset terms at the bottom. The PLA map 
itself is in truth-table format, with each column defining an 
input or output in the order defined above. Each product 
term is represented by a single row. A “-” defines a ‘don’t 
care” input, while ‘“~” defines the same for outputs. 


This is the format which allows software from different ven- 
dors to interchange PLD design information. Any software 
package which generates this file can be used as the design 
entry vehicle for the MAPL device. A PLD design tool with 
specific MAPL support, such as OPAL, can then perform the 
JEDEC map creation required for programming. 


D. Hawley, NSC, 15 Aug 1991. 


rB:3 greenA:12 redA:13 greenB:15 


30:32 pb2:39 pb1:38 
sl s0 pb2 pbl 
$3.3 s3.k s2.j s2.k s1.j 51.k sO0.j SO.k greenaA.ad greens. ce redA.d 


redA.ce greenB.d greenB.ce recdB.d redB.ce yellowA.d yellowA.ce~ 
yellowB.d yellowB.ce- s0.ar sl. ar s2.ar s3.ar pb2.reg a reg 


-type f 
-phase 1311211111112111112111111111 
-p 18 


--01 010000 


--10 
--00 
--11 


100000 
110000 
--0-00 
--0-00 
100100 
111100 
000000 
00-000 
-11-00 
~00-00 
011100 


11110000 
00000000 
11111100 
00000011 
00000011 
00110000 
11110000 
00001100 
00000011 
00000011 
00000011 
11111100 
00001111 
00111111 


010000001000000000 


001100000010000000° ~~ 


000001000010000000 
0900000000000000000 
000000000000000000 
000011910000000000 
000001900010000000 
011101000000000000 
000000111000000000 
000000000000000000 
000000000000000000 
010000001000000000 
000000000000000000 
110100000000000000 
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A second classic example demonstrates the abilities of the 
MAPL to a greater extent. The state machine described by 
the following diagram is for the control of a 3-floor lift. It 
responds to calls for service and displays the status of the 
lift. It has 10 inputs, which include a call button for each 
floor, an “open” button inside the lift, and sensor inputs 


1st Floor 


state upfroml : 
if ( 
else 
else 
else 


3-95 


which indicate the position of the lift and its doors. 13 out- 
puts control the motor and doors, and drive a 7-segment 
display and the up and down indicators. No manual state 
assignment was performed in this example, so the software 
created the 5 state bits automatically. The full state diagram 
is too long to present, but a sample is shown below. 


TL/L/11296-8 


disp:=one; up:=2call+3call; 

/arrive2 ) then upfroml with Umotor:=1; endwith 
if ( 2call ) then open2_up 

if ( 3call ) then upfrom2 with Umotor:=1; endwith 
open2_up; 
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In this state example (uf1), the display decode is specified in 
the first line. An if-then-else syntax is used to describe the 
branch conditions, and the up motor is driven if the lift has 
not yet arrived at its destination. The remaining states are set 
similar complexity. 


The OPAL software generates a log file which summarizes 
the total device utilization. This can be used to analyze the 
design, and to determine whether it might have fit in another 
type of device. In this example, the raw PLA file had 120 
product terms. After minimization, the design occupied 70 
product terms. In the paged architecture of the MAPL, how- 
ever, a few terms needed to be duplicated.on more than 
one page, so a final total of 78 of the 128 product terms 
were actually consumed. This represents 60% of the terms 
available on the device. Notice that although some outputs 
require up to 32 product terms, the terms can be split 


Device Utilization: 


No inputs used 
No 
No 
No 
No 


No 


of 
of 
of 
of 
of 
of 


dedicated 
feedbacks 
dedicated outputs used 
feedbacks used as: dedicated 
buried feedbacks used 

page bits used 


Umotor 
Dmotor 
opendoor — 
closedoor 
statebit~01l 
statebit~05 
statebit~04 
statebit~02 
statebit~03 


SUMMARY 


PAL architectures are ideal for high performance logic re- 
placement. The new generation of high-density PAL archi- 
tectures provide greater integration for applications with a 
limited number of product terms. State machine applications 
require a large number of shared product terms, and are 
best suited to PLA architectures. National’s MAPL128 is the 
first of a new family of paged-PLA devices which provide 
high performance for complex designs. FPGAs provide high 
levels of integration, but performance is extremely variable 
due to interconnect delays. 


used as dedicated inputs 


outputs 
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among multiple pages because only a few are used in each 
state. The sum of the individual output terms is less than the 
total because terms can be shared among multiple outputs 
in a PLA architecture. 


No PAL could implement this state machine in a single de- 
vice. Even the highest-density PAL architecture on the mar- 
ket cannot handle the intensive product term requirements 
of this design; partitioning would be required. Only a PLA 
architecture can provide an efficient implementation. This is 
generally true of any complex state machine design. Most 
importantly, every signal has the same timing relative to ev- 
ery other, impossible to achieve in a partitioned PAL or 
FPGA architecture. This design can run at a 45 MHz clock 
rate in the MAPL, and modification of the design will not 
affect the set-up, hold, or clock-to-output timing parameters 
of any signal. This knowledge provides the user with a solid 
base on which begin any design. 


(100.0%) 
(8.3%) 
(100.0%) 
(75.0%) 
(25.0%) 
(100.0%) 


9/9 
1/12 
4/4 
9/12 
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The best way to evaluate a technology is to compile a de- 
sign onto a range of devices. Manufacturer support of open 
PLA formats guarantees that users have access to the lat- 
est devices within a consistent design framework. National 
Semiconductor provides access to MAPL devices through 
its own OPAL software and by working closely with PLD 
software vendors worldwide. In this way, state machines 
can be integrated as a part of a board design. 








A Smart UART Design 
Implemented in a MAPL128 


A “smart” UART is often necessary to interface to a PC 
when designing a stand-alone circuit. This application note 
describes a UART design implemented in a MAPL128 pro- 
grammable logic device. The state diagram, sample timing 
diagram, and OPALT™ entry language listing are included. 
This UART design utilizes 77% of the MAPL128 device, al- 
lowing the designer the flexibility of changing or adding to 
the design. 


The UART uses standard RS-232 signals—-TxD, CTS, RxD, 
and DTR—and models a standard 8-bit UART running at 
9600 baud. An integrated counter divides the clock by 16 
from 153.6 kHz to 9.6 kHz. The UART design checks for 
parity and framing errors, sending a message back to the 
host if these occur, and incorporates an 8-bit interface to a 
bidirectional data bus. 


~<— FROM PC” 


National Semiconductor 
Application Note 800 
David O’Neal 


The UART begins receiving when the serial in (SIN) signal 
goes low for more than half a bit width. The UART then 
samples the middle of each following bit to ensure stable 
data, toggling on each occurrence of data = 1 and holding 
on data = 0. After the eighth data bit, the UART compares 
the parity bit with the parity it has calculated. If these are not 
identical, a parity error has occurred. The SIN is sampled 
again to detect the stop bit. If SIN is low, a framing error has 
occurred. The UART sends a request back to the host and 
waits for more data if a parity or framing error has occurred, 
otherwise it raises the READY flag and holds the data on 
10[0:7). 

To transmit, the system controller pulls the LOAD signal 
high. After checking the host’s DTR signal, the UART loads 
data into |O[0:7], issues a start bit, and shifts the data seri- 
ally. The UART then issues a parity bit and a stop bit and 
returns to the idle state. 


TO SYSTEM 
CONTROLLER 


MAPL128 
UART 


TRANSCEIVER 


1/0 BUS 
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COUNT=F 
100:=SIN 


COUNT=F 
101:=SIN 


COUNT=F 
102:=SIN 


COUNT=F 
103:=SIN 


COUNT=F 
SOUT:=100 


COUNT=F 
SOUT:=101 


COUNT=F 
SOUT:=102 


COUNT=F 
SOUT:=103 


BIT4R 


COUNT=F 
104:=SIN 


COUNT=F 
105:=SIN 


COUNT=F 
SOUT:=104 


COUNT=F 
SOUT:=105 


BIT6R © 


COUNT=F 
106:=SIN 


COUNT=F 
107:=SIN 


COUNT=F* 
PARITY=SIN 


COUNT=F*SIN=1 
READY:=1 


COUNT=F 
SOUT:=106 


COUNT=F 
SOUT:=107 


COUNT=F* 
PARITY!=SIN COUNT=F 
SOUT:=PARITY 


COUNT=F 


COUNT=F* SOUT:=1 
SIN=0 Cr eRR READY:=!ERROR 


ERROR:=0 
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A:BADSEND.LST aa <ESC> TO EXIT 
RECEIVED A3 SEND RESEND eee 
WITH BAD PARITY MESSAGE 
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begin header 


This device is the serial interface denteolier for the serial port MAPL Eval board project. 
The UART section is clocked 16 times faster than the data communication rate, uses 1 stop bit 
and even parity. It is implemented on a MAPL128. 


end header 
begin definitions 
device MAPL128; 


inputs ; ee ote 7 
sin=6,dtr=5,error_i=2,load=25,rst=26;. 


feedbacks (JK, HOLD) Ga < 
107=23 , io6=22 , io5=21, 104=20, 103=19, {o2=18, io1=17, io0=11; 


feedback (JK,RST, BURIED) 
_ clear; 


feedbacks (JK,HOLD, BURIED) 
parity,send, iomode, count3, count2,count1; 


feedbacks (JK, TOGGLE, BURIED) 
counto; 


statebits (JK,HOLD) 
sb3=7, sbh2=8 8,sb1=9, sb0=10; 


output (JK, HOLD) 
sout=12; 


output (JK,HOLD) 
error_o=15,ready=16,cts=13; 


set count = [count3, count2,count1, count0)}; 
set io = [i07,i06,i05,i04, 103,102, 101,100]; 


state_names 
IDLE=*h0, START=“*h7 , PAR=“h2 , ERR=“h1 ,STOP=“h4, 
BITO=“*h8 , BIT1=“h9, BIT2=*hA, BIT3=*hB, BIT4="hc /BITS=“hD, 
BIT6=hE , BIT7= ARF; 
end definitions 
begin equations - 


io.ce = iomode; {allows you to tristate IO outputs with a variable. )} 


end equations 


begin truth_table 


ttin sake 
clear, count3 , count2,count1,counto, 
send,sb3,sb2,sb1,sb0, 

107,106, i105, 104,103,102,1i01, 100; 
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ttout 

count3, count2, count1,counto, 
sb3,sb2,sb1,sb0, 
107,106,105,i04,103,i02,101, 100; 


008-NV 


{counter used as a clock } 
---- -~--~----- {divider. It resets to } 
ee sete woot een {0001 to account for the } 

{one clock needed to reset} 


1000 1 {this part of the truth } 
1000 -1-~---~- {table loads the IO ) 
1000 -~1-~---- {variables using only 8 } 
1000 ~-~1---- {product terms (since in} 
1000 ----1--- {the previous state they} 
1000 ---~- 1-- {were all set to zero). } 
1000 ------ 1- {Normally with T ff’s it) 
1000 1 {would take 16 product } 

{terms. } 


end truth_table 
begin state_diagram 


state ALL : {set the reset conditions} 
if rst then IDLE with 

send := 0; 
lomode := 1 
error_O := 
sout := 1; 
ready := 1; 
cts := 1; endwith; 


; 
0; 


state IDLE : 

if /sin then START with {detect a start bit} 
clear := 1; 
send := 0; 
cts := 0; endwith 

else if load*dtr then START with {begin a send cycle} 
send := 1; 
lomode := 0; 
io := *h0oo; 
cts := 0; 
ready := 0; endwith 

else IDLE with iomode := 1; 

sout := 1; endwith; 


state START : 
case 3 
{waiting to verify} /send*(count != *h8) : START; 
{start bit} 


{start bit verified} /send* (count == “*h8)*/sin*/clear : BITO with 
clear := 1; BS ae 


ready := 0; 
parity := 0; endwith; 


{false start bit } /send* (count == *h8)*sin*/clear : IDLE with 
{return to IDLE} cts := 1; endwith; 
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{send out start bit} send : BITO with 


-endcase; .. 


state BITO: - ? 7 


1f count!=“‘hf then BITO =. 


else if /send then BIT1 
~ <-  "jo0 = sin; 
parity.j = sin; 
parity.k = sin; 
else BIT1: with: pag 
' . ‘gout := i100; - 


parity.j = i00; 


parity.k = io0; 
state BIT1 : ope 
if count!=“hf then BIT1 
else if /send then BIT2 
iol := sin; 
parity.j = sin; 
parity.k = sin; 
else BIT2 with 
sout := iol; 
parity.j = iol; 
parity.k = iol; 


state BIT2 ; 
if count!=“hf then BIT2 
else if /send then BIT3 
io2 := sin; 
parity.j = sin; 
-. .parity.k = sin; 
else BIT3 with 
sout := 102; 
parity.j = 102; 
parity.k = i02; 


state BIT3 ; 

if count!=“hf then BIT3 

else if /send then BIT4 
io3 := sin; 
parity.j = sin; 
parity.k = sin; 

else BIT4 with 
sout := i03; 
parity.j = io03; 
parity.k = io3; 


state BIT4 ; 

if. count!=“hf then BIT4 

else if /send then BIT5 
io4 := sin; 
parity.j = sin; 
parity.k = sin; 

else BITS with 
sout := io4; 
parity.j = i104; 


endwith; 


{states BITO - BIT7 are} 
{identical. Wait until) 
with {the counter reaches 15} 
- {then receive input or } 
Lobes {send output. In either} 
endwith {case, toggle parity  } 
po aye ee {bit if a one is sent } 
{or received. } 


endwith; 


endwith; 


with 


endwith 
endwith; 


with 


endwith 
endwith; 


with 


endwith 
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parity.k = io4; 


state BITS : 

if count!=“*hf then BITS 

else if /send then BIT6 
io5 := sin; 
parity.j = 
parity.k 

else BIT6 with 
sout := io5; 
parity.j = io5; 
parity.k = io5; 


sin; 
sin: 


state BIT6 : 
' if count!=“hf then BIT6 
else if /send then BIT7 
io6 := sin; 
parity.j = 
parity.k = 
else BIT7 with 
sout := 106; 
parity.j = i06; 
parity.k = 106; 


sin 
sin 


e 
, 
e 
, 


state BIT7 : 
if count!=“hf then 
else if /send then 
io7 := sin; 
parity.j = sin; 
parity.k = sin; 
else PAR with 
sout := io7; 
parity.j = io7; 
io7; 


BIT7 


j= 
parity.k = 


state PAR : 
case 


endwith; 


with 


endwith 


endwith; 


with 


endwith 


endwith; 


PAR with 


endwith 


endwith; 


count != “hf : PAR; 


{error if parity} 


{does not match } error_o 


{continue if it does} 


(count == “hf)*/send*(sin != parity) 


s= 1; endwith; 


(count == “hf)*/send*(sin = parity) 


{output parity on send} (count == “hf)*send : STOP with 
lomode := 1; 


sout := 
endcase; 


state STOP : 
case 


parity; endwith; 


count != “hf : STOP; 


{error if no stop) 


{bit is detected } error_o 


{return to IDLE if } 
{there is a stop bit) 


(count == 


(count == “hf)*/send*/sin : 


Ahf) */send*sin : 
cts := 1; 


ERR with 
:= 1; endwith; 


IDLE with 


ready := 1; endwith; 


TL/L/11295~8 





3-103 


008-NV 





AN-800 


{return to IDLE with) 
{ready high if this } 
{was a normal send } 


{return to IDLE with } 
{ready low if this } 
{was an error message} 
{being sent } 


endcase; 


state ERR : 


if dtr then START with 
iomode := 1; 
jo := “hff; 
send := 1; endwith 


(count == “hf)*send*/error_i =: IDLE with 
cts := 1; 
sout := 1; 
ready := 1; endwith; 


(count == “hf)*send*error_i : 
cts := 1; ; 
sout := 1 

error_o : 


IDLE with 


0; endwith; 


{load error message (FF) in) - 
(IO registers and send it } 
{to the host. ) 


else ERR; 


end state_diagram 
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State Machine Design 


Multiple Array Programmable Logic, or MAPLT is National 
Semiconductor's new family of high density programmable 
logic devices. These PLDs are ideally suited for state ma- 
chines, controllers, and synchronous logic applications. The 
purpose of this application note is to show how easy it is to 
implement state machines in MAPL devices. It is assumed 
that the reader is familiar with the MAPL128 data sheet, 
general principles of logic design, and has knowledge of 
PLD design. 


¢ State machine fundamentals 

¢ The state machine design process 

e State machine design using MAPL and OPAL™ 
© The MAPL state machine architecture advantage 


STATE MACHINE FUNDAMENTALS 


Implementing a complex state machine with a MAPL device 
is much easier than with conventional programmable logic. 
To facilitate a MAPL implementation, an understanding of 
state machine design principles may be needed. This sec- 
tion and the next will review these principles. Once a design 
example is illustrated, the capabilities of MAPL will become 
more apparent. 


National Semiconductor 
Application Note 801 
Bill Carlson, Snr. Field 
Applications Engineer 


State machines are used in nearly all digital systems. State 
machines often resolve timing dissimilarities between differ- 
ent devices and enable them to work together. They also 
perform the functions of complex counters and micro-in- 
struction sequencers. A state machine is needed when a 
microprocessor interfaces to another large VLSI. device, 
such as a storage controller. State machines are also need- 
ed when an adapter board needs to gain access to the sys- 
tem bus, or when a CPU needs to interface to a complex 
memory architecture. In a slave mode or bus master mode 
transfer, state machines are used to translate the signals of 
a bus to those of a device the bus is accessing. In bus 
masters, state machines implement bus arbitration, the bus 
transfer protocol, and limiting bus tenure times upon being 
pre-empted. There are also serial protocols that need a 
complex state machine to do frame and address recogni- 
tion, frame stripping, encoding/decoding and Panes the 
serializing and de-serializing of data. 


State machines are based on sequential logic design where 
the inputs of the circuit along with the previous outputs de- 


_ termine what the next outputs will be. There are two differ- 


ent types of state machines, the Mealy and the Moore mod- 
els as shown in Figure 7. 


Moore State Machine Model 


‘Next-state 
Combinational 
Logic 


State 
Registers 


Output 
Control 
Logic 


Outputs 


Output is a function of state only 
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Next-state 
Combinational 
Logic 


State 
Registers 


Outputs 
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Control 
Logic 


Outputs 
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In the Moore model, the outputs are only dependent upon 
the current state. In the Mealy model, by contrast, the out- 
puts are dependent not only on the present state, but also 


on the present inputs. Once a certain state is entered, the 


state bits are fed back to the combinational logic where 
output functions change asynchronously with respect to the 
clock. When an input changes, a corresponding output will 
change as well, even between clock periods. This is in con- 
trast to the Moore model where an input change won't af- 
fect the output until the next clock cycle has occurred and a 
new state is entered. This application note will focus on the 
more common Moore type. 


A state is defined as the current value of a group of state 
registers; each individual register value is called a'state bit. 
The outputs are decoded from the current state and are 
used to contro! the actual functions in the system. The next- 
state logic is combinatorial in nature and combines the cur- 
rent state information with the inputs to form the logic need- 
ed to determine the next state. This logic can be represent- 


- ed by equations defining the inputs to the flip-flops in the 


state registers. These equations are dependent upon the 
register used, whether D/E, J/K, R/S, or T. The type of 
register chosen affects the complexity of this logic. 


Each type of register has its advantages and disadvantages. 
In order to derive the equations for transitioning a register 
from one state to another, a transition table is needed for 
the type of register being implemented. These tables are 
somewhat different than the flip-flop truth tables as they are 
usually defined. The register transition tables define tran- 
sitions only and assume a known current state to a known 
next state. Flip-flop truth tables on the other hand define 
Hold and Toggle functions as well as Set and Reset func- 
tions. 


Transition | Dinput__ | E Input 


0—0 
o— 1 
i—- oO 
11 


Transition 


0-0 
o—1 
1-0 
1—> 1 


T Input 


0 
1 
: 1 
0 


- 





0o—0 
0o—1 
i—-oO 


_. Transition 


o— 0 


o— 1 
1-0 
1-1 





Some PLDs have only one type of register, such as the 
D-type found in most PAL® and GAL® devices. Some PLDs, 
such as MAPL have all four types available for maximum 
flexibility. When a design is implemented using PLD soft- 
ware tools, they will often optimize the design based on the 
available register type. The JK type is the most flexible and 
can implement all needed functions such as Set, Reset, 
Hold, and Toggle. The hold function is useful because no 
further product terms are required to hold the newly tran- 
sitioned state of a register. When state machine language is 
used in the software design tools, the JK type register can 
easily implement the “‘If-Then-Else” statement. The T-type 
register implements only the toggle function and requires a 
reset to bring it to a known state. An active input causes the 
output to toggle states and it defaults to a hold state. The 
T-type register is good in counter applications where only a 
few product terms can implement a very large counter. The 
RS register is a simpler version of the JK without the toggle 
function: 


_ There are several timing parameters that affect the integra- 


tion of the state machine into a system. Minimizing timing 
constraints of the input signals is an important factor. 
Figure 2 is a timing diagram based on the Moore model as 
illustrated in Figure 7. 


Tsy is the set-up time required by the state registers of the 


‘input signals. It must be guaranteed that all inputs and cur- 


rent state feedback information be stable before a Tsy time 
period prior to the clock arriving to avoid any metastability 
problems. T}, is the time period that the data must be held 
valid after the clock edge has occurred. These parameters 


LILI ILLLSI TTT LLL TL ILS TT IL LLL. 


cuts LLL LIL LLLLL 


oe 


Output . - 
Signals Valid Output Signals 


FIGURE 2 
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must have specified maximum values that are as short as 
possible to guarantee that the inputs get properly latched 
into the register. Tc_K is the clock to output delay of the 
state registers. The output logic decodes the current state 
information and forms the outputs to the system. Tpp is the 
propagation delay of this logic to do this decoding function. 
For controlling the output functions, the TcL« and Tpp pa- 
rameters must be as short as possible as well. A very fast 
Tcik and Tpp ensure that once a state is entered, the func- 
tion being controlled by the output control logic will be exe- 
cuted as soon as possible. 


Determining the overall speed of a state machine is depen- 
dent on various timing parameters and implementations. 
The maximum clock rate is dependent in many cases on the 
kind of state feedback that is implemented. When buried 
registers are used in PLDs, the signals are fed back directly 
to the AND array and do not pass through a highly capaci- 
tive I/O pin that would excessively slow the signal down. 


When :signals are fed back through these pins the maximum 
clock rate is lowered by about 10%. With I/O feedback, the 
clock rate is dependent on two timing parameters, Tsy and 
Tc_k. These two combine together to form the time period 
of the state information being clocked through the register 
(TcLk) followed by the time delay through the logic array 
Tsy). Thus the clock frequency is Fmax = 1/(Tsy + Terk). 
When there is no feedback at all, the set up times aren’t an 
issue and the flip-flops can run much faster. However, in a 
state machine this clock rate is misleading because there 
will be feedback in the circuit. The MAPL128, for example, 
has a clock rate of 62.5 MHz with no feedback and 
a 40 MHz speed using !/O feedback. The more typical situa- 
tion is when the state bits are stored in the buried registers 
which allows the device to operate at a higher clock rate of 
45.5 MHz like in MAPL144, Many programmable logic devic- 


This process defines a procedure for implementing state 
machine designs. Describing the sequential circuit involves 
examining the timing diagrams, protocols, etc. that define 
the exact nature of the problem. The state diagram is the 
actual solution to the problem described in a flow-chart type 
manner. The state diagram is the heart of the state machine 
and its accuracy is crucial for the circuit to operate properly. 
Here, the proper inputs, control outputs, clock frequency, 
and state flow are chosen. The state diagram, although it 
shows the exact flow of the circuit as it steps through the 
various states, doesn’t provide a structured format for de- 
scribing each state and the conditions required to transition 
to the next state. The state transition table provides this 
structure and is derived from the state diagram. At this 


’ point, the design tools that support state machine language 


can be used to implement the logic straight from the state 
diagram or the state transition table. This makes for an easy 
transition to the actual implementation in the MAPL device. 
Traditionally, once the state diagram and state transition ta- 
ble were derived, the designer had to implement this infor- 
mation into simplified logic equations by way of Karnaugh 
maps, a manual process that was time consuming and only 
practically suitable for a small number of state bits and input 
signals. Equations may still be used to derive the output 
control functions, but today design software is able to take 


’ the information directly from the state diagram and state 


es, especially the newer, high density varieties, specify a - 


maximum clock rate that the device will operate at without 


feedback. In a general logic replacement application, this. _ 


may be suitable but with the inherent feedback in state ma- 
chines, it should be questioned if those devices were de- 
signed with this application in mind. The MAPL devices are 
specified with respect to this buried feedback. This parame- 
ter, as all others, should be viewed from the system per- 
spective of the actual application. There is an architecture 
dependence on performance as well. In certain devices, 
having one too many product terms can halve the maximum 
clock frequency the device will run at. These Grepioetnes 
will be discussed later. 


THE STATE MACHINE DESIGN PROCESS 


The state machine design process follows a specific proce- 
dure and has been simplified greatly with today’s powerful 
design tools. 


1. Description of the sequential circuit 
2. State Diagram 


3. Solving asynchronous design and metastability prob- 
lems 


4, State/transition tables 

5. Minimization 

6. Flip-flop determination and equation generation 
7. PLD selection and programming 
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transition table and generate simplified equations in a com- 
mon file format that different software tools can easily ac- 
cess and manipulate. 


Once the state machine has been properly implemented in 
the PLD device, the output control equations are derived 
from the state diagram or the state tansition table. There are 
a few ways of doing this. One way is to use an external PLD 
with combinational logic or the PAL array that is internal to 


‘the MAPL2 family. This combinational logic would then de- 


code the state information for each of the output functions. 
This is illustrated in the Mealy and Moore models as de- 
scribed above and in the MAPL2 alae illustrated in 
Figure 3. 


Another way to implement the. sip finictions that. are 
common with PLDs, is to add extra state bits and have the 
state bits implement the actual output functions, as shown 
in Figure 4. 


This implementation assigns state bits that Suede repre- 
sent the needed output coding, hence the state bits become 
the output signals. By eliminating the output control logic, 
the Tpp parameter is no longer a factor and faster state 
machine performance will result. The designer has to en- 
sure that there are enough state bits and that they corre- 
spond to the needed outputs. If more outputs are needed 
than state bits available, duplicating next-state logic equa- 
tions or increasing the number of state bits and assigning 
them to unused outputs in the PLD will ensure the right 
number of output control signals. 


Figure 5 shows an example of a state diagram. A state dia- 
gram is usually based on a detailed timing analysis of the 
circuit being implemented; however, for this simple example 
the timing analysis will be skipped. 
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_ FIGURE 4 


The state diagram (Figure 5) is the core of the state ma- 
chine circuit. It.defines the inputs, outputs and the condi- 
tions required to ‘make a state transition. The diagram as- 
sumes a specific clock frequency to ensure’ proper timing 
parameters are met. The time between state transitions is 
the period of this clock. Within each bubble, the state is 
coded in binary. Each binary bit corresponds to a state reg- 
ister.. The name of the state may be included as well if de- 
sired for reference purposes. The various paths the state 
machine may take are indicated by the arrows. The tran- 
sitions (arrows) are labeled by the input signal. conditions 
needed to cause that transition and by the values the out- 
puts will take after the transition (enclosed in parenthesis). 


Once the sequential circuit has been described and com- 
pletely defined in the state diagram, the state transition ta- 
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ble is derived to facilitate the PLD implementation. The table 
is essentially a modified truth table that extracts from the 
state diagram all of the state and input conditions required 
to make a transition and the output signal values based on 
the newly transitioned state. Every possible combination of 
signals is defined here. The table is created by starting with 
a state, usually a default or reset state, and examining what 
conditions cause a state transition. These conditions could 
be a change in an input signal value, or an unconditional 
transfer where there are no branches and the next state is 
transferred to regardless of input conditions. This process is 
then done for all the remaining states and the output signal 
values are defined for each of the new states. The state bits 
are the actual register outputs in the implemented design. 








required to 
change or 
maintain state 


R=0 
(x=0, y=0) 


R= 1 
(x= 1, y=0) 


(x=0, y=0) 


arrival to next state 


R=0 
(x=0, y=0) 
(x=0, y=1) 


(Gat, 7e0) (x=1, y= 1) 
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Every state transition and input condition is listed. It should 
become quite apparent, when creating the state transition 
table, that its accuracy is entirely dependent upon that of 
the state diagram. The state transition table for this example 
is shown in Figure 6. 


Current 
State 
$2 $1 


Outputs 
So 


0 


0 
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STATE MACHINE DESIGN USING MAPL AND OPAL 


An important need of the designer is in implementing the 
next-state combinational logic and output control equations 
from the state diagram, or state transition table, as efficient- 
ly as possible. To meet this requirement, the MAPL architec- 
ture allows the use of common and well established hard- 
ware and software design tools. These include popular 


TRUTH 
TABLE 


BOOLEAN 
EQUATIONS 


third-party tools such as ABEL-4 and CUPL. National Semi- 
conductor's own OPAL-Open Programming Architecture 
Language is a powerful, open software tool for designing 
with PAL and GAL devices, as well as the MAPL family. 
Figure 7 shows a flow chart of the design process using 
OPAL. 


OPAL allows the designer to describe a design with Boole- 
an equations, truth tables and state machine entry format. 
OPAL features pull-down menus, a text editor and an auto- 
matic fitter that are all easy to use. The OPAL source file is 
in the .OPL format. The OPL2PLA module compiles this 
.OPL file to the industry standard Berkeley .PLA format. The 
Berkeley .PLA format is an open standard format that differ- 
ent software tools can read and process. For example, a 


‘' PLA file generated by ABEL-4 can also be read by OPAL. 


OPL2PLA 


EQN20PL FITMAPL 


WS = 


PLA2EQN 





= : 
JEDZEQN 


PAL2GAL 4~ 


CUSTOMER 
BOARD 


This allows designs to be transferred from one tool set to 
another, giving the designer the option to use tools that he 
is already familiar with. Espresso can be used to minimize 
the design and reduce any redundant logic. The traditional 
method of logic minimization using Karnaugh maps is re- 
placed by Espresso, a public domain program from the Uni- 
versity of California at Berkeley. Once minimized, the .PLA 
file is “fitted” to the MAPL device or compiled to a JEDEC 
file to program standard PLD devices. The fitter allows the 
designer to implement his design without a specific device 
in mind. Design tools equipped with various fitters give the 
‘designer different device options when the design is nearing 
completion. The MAPL fitter ‘FITMAPL” is available from 
third parties and is also included with OPAL. The next step 
is translating the fitted, minimized .PLA file to the .EQN for- 
mat via the PLA2EQN module. Arriving at the JEDEC map is 
obtained by running the EQN2JED module. Finally, the de- 
sign can be simulated using the modules as described in 
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the OPAL flow chart. With OPAL, the modules can be exe- 
cuted individually, or the sequence can be automated using 
the translate command. This allows a quick analysis of the 
design as it is being implemented. 


Other important features of OPAL are the PAL2GAL, 
JED2EQN and EQN2OPL modules. The PAL2GAL module 
converts the JEDEC fuse map of a wide variety of bipolar 
PALs to the JEDEC fuse map required by GALs. GALs are 
growing in popularity due to their electrically erasable 
CMOS process, low power consumption, and macrocell 
flexibility that allow one GAL device to replace multiple PAL 
devices. Refer to the PAL to GAL conversion application 
note that describes this process in more detail. JED2EQN 
and EQN2OPL modules convert an arbitrary JEDEC file to 
the OPAL source format. This allows multiple PAL/GAL de- 
signs to be combined in a single MAPL device. Each GAL 
JEDEC file is converted to the OPAL language. The individ- 
ual files are then merged in a single text file to be processed 
by OPAL and fitted to a single MAPL device. 


THE MAPL STATE MACHINE ARCHITECTURE 
ADVANTAGE 


The latest generation of PLDs today are able to integrate 
the logic functions that before would require several of the 
simpler 20 and 24 pin PLDs. However, these newest devic- 
es have significant limitations and may not meet all of the 
designers needs. Most complex PLDs are designed for gen- 
eral purpose logic replacement and often don’t have the 
features needed for high speed, complex state machine de- 
sign. FPGAs and many complex PLDs have focused on inte- 
gration at the expense of overall system speed. Some inte- 
grate dozens of product terms throughout the chip, but each 
output cell may have access to only a few, a severe limita- 
tion in state machines where the total number of product 
terms and the number per output are both important. To 
increase the number of product terms per output some de- 
vices fold back buried arrays, adding logic levels and in- 
creasing delays. Programmable gate arrays, while offering 
flexibility also need to be routed and predetermined internal 
delays may be unknown. The increase in density also brings 
with it performance limitations due to longer and more ca- 
pacitive routing channels. 


For high performance state machine applications, the new 
MAPL family of programmable logic is designed to solve 
these problems. MAPL is designed specifically for imple- 
menting state machines. By focusing on a particular applica- 
tion, the device gives the designer important benefits. MAPL 
achieves these through the use of a proprietary State Ma- 
chine Architecture that is optimized for state machine imple- 
mentation. 
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FPLA ARRAY STRUCTURE 


Programmable logic devices can be designed with either the 
PAL or the FPLA structure. While the PAL architecture is 
very popular for absorbing random logic, the Field Program- 
mable Logic Array-FPLA is the best architecture where a 
large number of product terms are needed for each output 
function. 

Both the PAL and the FPLA are composed of an “AND” 
array and an “OR” array. The ‘‘AND” array is essentially a 
large number of multiple input AND gates whose inputs 
come from external sources or internal feed back signals. 
This AND array is programmable. This means that each 
AND gate can have a programmable number of input vari- 
ables from the array’s pool of input sources. This program- 
mable array gives flexibility to use only the inputs needed to 
define a particular function. The OR array consists of a large 
number of multi-input OR gates. The macrocells consist of 
various types of flip-flops (D/E, J/K, R/S, or T type) and/or 
combinational logic outputs. The macrocells may be buried; 
the outputs are fed back to the AND array and don’t have a 
direct output to a pin. They can also be dedicated as an 
output or used as both an input and output. 


The PAL has a fixed OR array whereas the FPLA has a 
programmable OR array. Each OR gate in a PAL has a fixed 
number of product term inputs. The FPLA has a program- 
mable number of inputs to the OR gate. Not only does the 
FPLA have this programmable array, but the product terms 
defined in the AND array can be shared among the different 
functions. A product term used in output function F2, for 
example, can be shared by output F3. By sharing product 
terms, the FPLA is very efficient in logic utilization where 
product terms are needed by various macrocells within the 
device. In a PAL by contrast, output F3 would have to dupli- 
cate the product term used by output F2. 


Since the FPLA shares product terms across the device, 
each product term is defined only once and each output has 
access to it. For example, MAPL has 128 total product 
terms and each output or buried macrocell has access to all 
of them. Because of this sharing of product terms, the state 
machine is best implemented in a FPLA architecture. In a 
state machine there are multiple state bits which use com- 
mon product terms based on the current state and/or input 
conditions to cause transitions. This can be seen in the 
state transition table as defined in the previous example. In 
complex applications where dozens of product terms are 
shared by various state bits, the PAL structure would be 
prohibitively large if it were to integrate that many product 
terms because of the large amount of duplication that would 
occur. While the FPLA is more flexible, the propagation de- 
lay through the programmable OR array increases and 
could cause set-up time constraints with external input sig- 
nals. The sharing of product terms by the state bits and 
output functions means product term utilization is most effi- 
cient with the FPLA. A PAL array of the same 128 product 
term per output density as MAPL would be the equivalent of 
more than 4 GAL22V10s. | 
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MULTIPAGED ARCHITECTURE 


Whereas most new architectures make compromises to fit a 
broad range of applications, the MAPL architecture is opti- 
mized for state machine applications. Figure 9 is a popular 
architecture that integrates multiple PAL blocks with routing 
resources. hee 


While Figure 10 isa generalization, some important charac- 
teristics should be noted. The architectures have focused 
on a PAL architecture with a small, fixed number of product 
terms per macrocell array. If a macrocell array isn’t large 
enough, to increase the number of product terms for a par- 
ticular function the signal paths must travel through multiple 
arrays to gather the required number of product terms. This 
brings with it performance degradations that are proportion- 
al to the number of arrays traversed. A path through two 
15 ns arrays would increase the propagation delay to 30 ns 
or more if delays through the routing resources are included. 
A function that uses 16 or fewer product terms can operate 
full speed at 45 MHz, however, a function needing more 
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product terms must be implemented by two or more PAL 
blocks arranged serially. Thus, if 41 product terms are need- 
ed for a function, then three trips through the array are 
needed, decreasing the maximum clock rate by a factor of 3 
to 15 MHz. The MAPL architecture, on the other hand, has 
the same high clock rate regardless of the number of prod- 
uct terms used for a function, up to the maximum in 
the device. - 4s a Ae 
Not only is there a performance limitation with the architec- 
ture in Figure 9, but fitting the logic equations to the specific 
device can be excessively complex. When product terms 
are needed by one function from an adjacent PAL array, 
assigning signals to pins becomes very difficult and in some 
applications may be impossible. This may force the designer 
to use a larger, more expensive device, even though it’s full 
1/O and logic capabilities are underutilized. MAPL, on the 
other hand is very flexible in its fitting process, allowing the 
designer to optimize pin assignment that would best suit the 
application. 











L08-NV 


Routing 
Resources 


Input 


41Product Terms 
15 MHz 


102 Product Terms 
6.4 MHz 


16 Product Terms 
45 MHz 


an i a Bh2525 


Input 


Adding product terms for an output function by cascading multiple PAL arrays together. TL/L/11302-8 
Note dramatic decrease in performance as additional logic levels are added. 


' FIGURE 9 


Programmable 
AND Array 


Programmable 
OR Array 


- Buried 
Registers 


128 Product Terms 
45 MHz 


128 Product Term 
FPLA 


TL/L/11302-9 


The MAPL128 Architecture. Each macrocell has access to all 128 product terms in th FPLA. Speed is constant irregardless of number of product terms per 
function. 


FIGURE 10 





3-113 





AN-801 


How is MAPL able to integrate this large number of product 
terms while maintaining a high clock rate and keeping pow- 
er consumption down to a minimum? The answer is the mul- 
tipaged architecture. MAPL’s dynamic paging architecture 
allows an output function to use all 128 available product 
terms without incurring a performance limitation. The paging 
mechanism also means power consumption is reduced to 
110 mA, the same as a single GAL22V10 while containing 
four times the density. This is critical in many of today’s 
battery operated notebook computers and other power fimit- 
ed designs. 


As shown in Figure 77 there are 8 separate FPLAs each 
with 16 product terms interconnected with a global intercon- 
nect bus. Each of these FPLAs is called a page, and at any 
point in time, there is only one active page while the other 
seven are deactivated. Due to the multi-paged FPLA archi- 
tecture, each of the outputs and buried registers has access 
to all 128 product terms of which a maximum of 16 are 
available at any given point in time. How does this paging 
architecture increase the maximum clock rate and decrease 
the maximum current consumption? When a page is active, 
sense amps from the AND array drive the product terms into 
the OR array. These activated sense amps consume power 
and contribute a capacitive load to the OR array. When the 
sense amps are deactivated (tristated) their capacitive load- 
ing is minimized and won’t slow down the product term bus. 
Also, these deactivated sense amps consume considerably 
less power than an activated one. By deactivating 7 of the 8 
pages capacitive loading and power consumption is de- 
creased significantly. Are there any limitations with this con- 
dition? The only limitation is that any one particular state 
cannot require more than 16 product terms. A state ma- 
chine that does have this condition would be an extraordi- 
narily rare condition and shouldn’t be considered a limitation 
to the designer. 


When an output function needs product terms in a page that 
currently isn’t active, the page macrocells deselect the cur- 
rent page and multiplexes the needed page. This dynamic 
page switching takes advantage of a state machine charac- 


shown in Figure 12. 


teristic in which only the product terms associated with the 
current state are relevant at any given point. Product terms 
associated with other than the current state are not needed 
and are a don’t care condition. This paging architecture 
gives each output function or state bit the resources of a 
large 128 product term FPLA while keeping only a small 
number of product terms active without slowing the maxi- 
mum clock rate down. General purpose PLDs must keep all 
product term arrays active which wastes power and de- 
creases performance levels in medium to large state ma- 
chine applications. 


FLEXIBLE INPUT AND OUTPUT MACROCELLS 


In state machine applications, having flexible input and out- 
put macrocells offer important advantages. Having D/E, 
J/K, R/S, or T types available enable large counters and 
sequencers to be integrated efficiently. In the MAPL2 se- 
ries, the ILMCs (Input Logic MacroCells) are specifically de- 
signed for expanding the range of possible applications by 
enabling the device to capture a wide variety of asynchro- 
nous input signals. 

Input signals and current state information logically combine 
to determine the next state. As mentioned previously these 
input signals must meet certain set-up and hold times for 
the registers. For MAPL, the Tsy = 17 ns while the Thg = 
0 ns. If these requirements aren’t met the signal is asyn- 
chronous to the main system clock. The ILMCs are de- 
signed to be used to solve this problem. When a metastabili- 
ty condition manifests itself, more than likely the register will 
hold the previous value without changing; however, there is 
the possibility of the output oscillating or being in a floating 
state. A very undesirable situation. The output is indetermi- 
nate, so guaranteeing that the set-up times of the state and 
1/0 registers are met is critical. 

If an input signal is asynchronous and is required to change 
states, the signal must be latched in a register and held until 
after the next clock cycle so the Tsy of the following cycle 
will be met. This method of latching the asynchronous input 
signal is implemented by the ILMCs of the MAPL2 family, as 
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The ILMCs provide double buffering of 16 inputs coming This is done by first latching the signal in a register, probably 
from the input pins. Either single, double, or no buffering at using the input clock or global product term, and then isolat- 


all can be selected via the select mux. The ILMC registers ing the latched output using a second buffer which is | 


may be preset via an intialization product term and the input clocked by the system clock. The first register must be iso- 
data can be clocked by three selectable clock sources: the lated from the AND array because if it’s output occurs too 
system clock, a separate input clock, and by a global prod- soon, the Tsy of the next clock cycle may still not be met. 
uct term shared by all ILMCs. The solution for metastability By clocking the second register by the system clock, it will 
prevention is to synchronize the asynchronous signal by be guaranteed that the Tsy of the following clock cycle will 
preventing it from appearing until after the system clock so it be met. ; 
will have the proper Tsy for the following system clock. , 
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MAPLT™ Demonstration 
Board 


1.0 Introduction 


The goals of this project are to show the versatility and func- 
tionality of National Semiconductor’s Multipaged Array of 
Programmable Logic, MAPL, as well as provide the custom- 
er with a design and testing tool. The MAPL products were , 
designed for high speed complex state machine applica- 
tions. The MAPL demo board demonstrates the MAPL’s 
high speed performance and verify the customer’s MAPL 
designs in silicon. The demo board takes user,.defined test 
vectors from an IBM® AT and inputs them to a programmed 
MAPL at 40 MHz and reads back the outputs. There are two 
MAPLs demonstrating key applications on this card: a PC 
bus interface for a plug in card, and a loadable 13-bit ad- 
dress counter. : 


2.0 Functional Description 


The MAPL demo board can store up to 8192 user defined 
test vectors with 16 input terms available for each. First; the 
user writes the number of test vectors to the circuit to initial- 
ize the address counter. Then the test vectors are loaded 
sequentially into the input RAM with a bulk write. When the 
write is done and a test command is given, the circuit steps 
through the test vectors, one per clock cycle, inputting them 
to the customer’s programmed device at 40 MHz. Up to 16 
outputs of the tested device are stored in the output RAM 
with each clock cycle. During the testing process, the CPU 
can check if the board is still testing with the status bit. 
Once testing is complete, the user can read the results from 
the output RAM. ; ; 


3.0 Hardware Description 

The MAPL demo board is made up of four major compo- 
nents: 

1. AT bus interface, a MAPL128 

2. Address generator, a MAPL144 

3. Clock and Memory controller, a PAL16L8 

4. Device under test, either a MAPL128 or MAPL144 
Figure 7 is a detailed block diagram. 


3.1 AT BUS INTERFACE 
This MAPL128 device controls the modes and data flows on 
the demo board dependant upon the software instructions. 
It uses the standard AT bus interface protocol for a memory 
mapped device, i.e., SMWR, SMRD, AEN, RST, and the 20- 
bit address bus. The demo board occupies a 64K memory 
segment in the lowest 1M of the address space, specifically 
DO0000 to DFFFF. Within this. segment, it is split up by the 
following modes: 

DO000—D3FFF Input RAM on write, output RAM on 

read 
D8000—DBFFF Address generator initialization 


DCOOO—DFFFF Begin test on write, circuit status check 
on read 


National Semiconductor 
Application Note 802 
David O’Neal ~ 


The OPAL" listing for the AT interface is listed as Figure 2. - 
Following is a description of the AT bus interface modes. 


3.1.1 Address Generator Initialization 


This is the first mode necessary to set up the circuit. Here 
the user declares the first RAM address used. The AT inter- 
face device latches the data bus, then signals a load to the 
address generator with the AD__LATCH signal. It then re- 
turns the IDLE state after ample loading time. Writing to any 
address between 8000 and BFFF will initialize the counter. 


3.1.2 RAM Write Mode 


A system write to any address between D0000 and D3FFF 
will signal a MAPL demo board RAM write. The AT interface 
latches the data bus and sends out a WRITE__I flag to the 
Clock and Memory controller which in turn enables the input 
RAM. The AT interface then strobes the WE on the input 
RAM and advances the address generator to the next ad- 
dress. Then it returns to the IDLE state when the system 
write (SMWR) is unasserted. 


3.1.3 Begin Testing and Status Check 


By writing the address of the first test vector (on the data 
bus) to any address between DCO000 and DFFFF, the AT 
interface begins 40 MHz testing. It latches, the data bus and 
gives a load signal to the address generator (AD_LATCH). 
It also outputs CLKSEL, signaling the Clock and Memory 
controller to start the 40 MHz clock, and TEST, to configure 
the input and output RAMs. The AT interface then waits until 
the address generator gives the DONE signal. During this 
time, the user can check the status bit to see if the demo 
board is ready to read the data back. If the CPU reads an 
address between DCO000 and DFFFF, the AT interface chip 
enables the STATUS output, which is equal to the TEST 
signal, and connected to bit 15 of the data bus. 


3.1.4 RAM Read 


After all the outputs of the programmed device are entered 
into the output RAM, the user can randomly access this 
data. The AT interface responds to a system read between 
DO000 and D3000 by latching the lower 13 bits of the data 
bus to the output RAM and driving the data onto the data 
bus, just like any normal RAM access. 


3.2 ADDRESS GENERATOR 


This device generates the address for the input and output 
RAMs when loading and clocking through the test vectors. It 
is a 13-bit loadable count-down counter implemented in a 
MAPL144. It loads a user defined address from the data bus 
when the AD__LATCH signal is high. Due to MAPL’s limit of 
16 active product terms per page, it takes two clock cycles 
to load the address. When AD__LLATCH goes low again, the 
device counts down to zero, one address per clock cycle. 
Upon reaching zero, it outputs a DONE flag to signal the AT 
interface and remains idle. There are 13 inputs for a total of 
8K addresses. The OPAL listing is included as Figure 3. 
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3.3 CLOCK AND MEMORY CONTROLLER 


This PAL16L8 device controls the clock timing and enables 
the memory chips with respect to the AT interface modes. It 
has two clock inputs, one system clock and one 40 MHz 
clock, and two clock enable lines, PULSE for the system 
clock and CLKSEL for the 40 MHz. The system clock is 
used during the address generator initialization to clock that 
device through the loading states and prepare it to count. 
The system clock is also used to decrement the address 
generator after each RAM write to prepare for the next 
write. The system clock is inverted to allow the AT interface 
outputs to settle before clocking. The 40 MHz clock is used 
in three different phases during the test mode. The first ris- 
ing edge goes to the address generator to decrement the 
address. After 8 ns, the address is stable at the input RAM, 
and the data is stable at the tested device 12 ns later. The 
MAPL has a 15 ns setup time, thus the device under test 
needs to be clocked a total of 35 ns (8 + 12 + 15) after the 
address generator. By using a 16L8B with a nominal propa- 
gation time of 11 ns, we can feedback the signal once and 
generate a clock skewed by 11 ns per cycle, thus giving a 
rising edge to the customer's design 36 ns (11 + 25 ns 
clock period) after the address generator. 8 ns after the 
design is clocked, the data is ready to be written into the 


STATUS DATA_OE 


PCADD_OE 


ADDR_OE 


AD_LATCH . 


AT INTERFACE 


HARD_RST MAPL128 


PCA[ 14:19] 


CLKSEL 


output RAM. With a 6.5 ns data setup time. The RAM’s write 
enable can be strobed anywhere from 14.5 ns to 22 ns (ad- 
dress becomes invalid) after the design is clocked. Thus, 
feeding the design clock back twice, we have the 22 ns 
delay to strobe the write enable. 


The Clock and Memory controller also signals the chip en- 
able and output enable for both input and output RAM. The 
AT interface device puts out three mode signals, WRITE_1, 
READ_O, and TEST. On RAM write, the Clock and Memo- 
ry controller enables the input RAM with disabled outputs; 
on RAM read, it enables the output RAM with the chip en- 
able, output enable, and not write enabled. In the test mode, 
the input RAM is read enabled and the output RAM is write 
enabled. Figure 4 shows the OPAL listing. 


4.0 Summary 


The result of this is not only a demonstration of how to use 
the MAPL products in a typical application, but the demo 
board also provides customers with a product to test their 
MAPL designs in silicon. All the device designs were creat- 
ed and simulated using National’s OPAL, Open Program- 
ming Architecture Language, software. These files and tim- 
ing diagrams are included. _ 
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begin 1 header 


“This MAPL128 design. is the Pc interface for ‘parallel add-in card 
based MAPL demo board. It is a generic bus manager for a memory 
- mapped device. 


end header 
begin definitions 
device mapl128; 


inputs 
smwr,smrd, aen,perst, hard_rst, 
poal9,pcai8,peat7, pcal6,peal5,peal4, 
dene: 


feedbacks (DE, RST) © 
test; 


Sutsute (DE, RST) 
reg_g,/reg_oc,ad_latch,/rst,/addr_oe, 
pulse,status, clksel ,;write_i,read_o, 
/we_i,/pcadd_ce; 


end definitions 


begin equations 
{reading DCXXX at anytime will put the) 
{status bit on data[15] and tell the } 
_ {cpu if the board is currently pectin 
status.oe eat re ee a peal etree Peay? 
status := test; 


end equations 
begin si cake 


state ALL : 
if /hard_ rst + ‘perst then IDLE 
with rst :=1; endwith; 


state IDLE : 
CASE 
/smwr/aentpcai9*pcals+/pcal7*pcal6*/pcal5*/pcald : RAMW1 
with reg_g.: 
reg_oc := 1; {writing to ODOXXX will write } 
write i: ' {the data bus to the input RAM) 
/we_i_ = {and increment the address } 
pulse := {counter. } 
endwith; 


__/smrat /aentpcals¥pcais+/pcal7#pcal6#/peal5#/peal4 : RAMR1 
with read_o := 1; 
/addr_oe := 0; {reading ODOXXX will put the  } 
: /pcadd_oe := 0; {contents of the output RAM  } 
endwith; {at address XXX on the data bus} 


/smwr*/aen*pcal9*pcal8*/pceal7*pcal6*pceal5*/pcal4 : ADDW1 
with reg_g := 1; 


TL/L/11303-2 
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pulse : 
ad_latch 
endwith; 


{the data bus to the address } 
1; (generator. ) 


reg_oc := 1; {writing to OD8XXX will write) 
= 1; 


/stwr*/aen*pcal9*pcal8*/pcal7*pcal6*pcal5*pcal4 : TEST1 
with reg g := 1; 
reg oc := 1; {writing to ODCXXX will write } 
ad_latch := 1; {the data bus to the address } 
test := 0; (generator and begin test mode} 
endwith; 
ENDCASE; 


state RAMW1 : 


write: oy 
latch the data bus } 
write enable the memory } 
wait for smwr to go low } 
(to avoid double write) } 
increment addr generator} 


state RAMRI1 : 
goto RAMR2 read: } 
with read_o := disable addr.gen. address) 
/addr_oe : enable PC address 
read enable output RAM 
endwith; and data bus driver 
hold for 2 clocks 
state RAMR2 : 
goto IDLE with 
/addr_oe := 0; endwith; 


state ADDW1 : {Address write: } 
goto ADDW2 {1 - latch data bus ) 
with reg_oc := 1; {2 - send ad_latch to addrgen} 
ad_latch := 1; { to read address ) 
pulse := 1; {3 - strobe addrgen twice } 
endwith; { (two clocks to read) ) 
{4 - wait for smwr to go low } 
state ADDW2 : 
goto ADDW3 
with reg_oc := 1; 
ad_latch := 
pulse := 1; 
endwith; 


1; 


state ADDW3 : 
if smwr then IDLE 
with reg_oc := 1; 
ad_latch 
pulse 
else ADDW3 
with reg_oc := 1 


FIGURE 2 (Continued) 


3-119 


TL/L/11303-3 





Z08-NV 





AN-802 


state TEST1 : 
goto TEST2 
with reg_oc := 1 
clksel := 1 
ad_latch := 
test := 1; 
endwith; 


1; 


state TEST2 : 
goto TEST3 
with ad_latch : 
clksel := 
test := 1; 
endwith; 


1; 


state TEST3 ; 
if done then IDLE 
else TEST3 
with clksel := 
test := 1; 
endwith; 


1; 


end state_diagram 


FIGURE 2 (Continued) 
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{Test mode: } 

{1 - load address as above } 
{2 - set addclk to fastclk )} 
{3 ~- assert test flag } 
{4 - wait for done signal ) 
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begin definitions 


device MAPL144; 


inputs 
rst,ad_latch, addr 08, 
inl2, inll, inl0,in9,in8, in7, in6, in5,in4, in3, in2, inl, ino; 


statebits (D,RST, BURIED) 
sb2,sb1,sb0; 


feedbacks (JK,HOLD) 
ad12,ad11,ad10,ad9,ad8,ad7,ad6,ad5,ad4,ad3,ad2,ad1,ad0; 


output (D,SET) 
done; 


set count = [adi2, adl1l1,ad10,ad9,ad8,ad7,ad6,ad5,ad4,ad3,ad2,ad1,ad0]; 
set ins = [in12,in11, in1o, ing, in8, in?, in6, ins, in4, in3, in2, inl /in0); 


end definitions. 
begin equation 


count.ce = addr_oe; 
done.oe = 1; 


end equation 
begin truth_table 


ttin 

rst,ad_latch, 

sb2,sb1,sb0, 

adi2, adil, ad10,ad9,ad8,ad7,ad6,ad5,ad4,ad3,ad2,ad1,ad0, 
ini2,inl1,in10,in9,in8,in7,in6,in5,in4,in3,in2,inl1, ino; 


ttout 

ad12,ad11,ad10,ad9,ad8 ,ad7,ad6,ad5,ad4,ad3,ad2,ad1,ad0, 
sb2,sb1,sb0, 

done; 


O- --- 0000000000000 000 1 {IDLE) 


10 000 0000000000000 000 1 
11 000 fettevererers OOL 





1- 002 {LOAD_HT) 
1- 001 
1- 001 
1- 001 
1- 001 
1- 001 
1- 001 
1- 001 
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AN-802 


100 


111 
11 111 


end truth_table 


00000000 
----000000000 
~--0000000000 
--00000000000 
-000000000000 
0000000000001 


0000000000000 0000000000000 | 


222227272772? 


ee 


FIGURE 3 (Continued) 


3-122 


PP 


CO PRP RP RPP RPRPRPRPRPRPRHP PRPRPRPHPH 


ooooo0ooo0ooqoe0o°cdcor 


{END_COUNT) 
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begin header . 


c08-NV 


Clock and Memory controller for MAPL demo board 
end header | 
begin definition 
device 16L8; 
inputs 
ad_latch,done,clksel, pulse, fastclk,test, 


' write_i,read_o,rst,sysclk; 


outputs (com) 
/ce_o,/ce_i,/oe_i,/we_o,/oe_o; 


feedbacks (com) | 
/delay, /dutclk, /addclk; 


end definition 
begin equations 
/addeclk = pulse*/sysclk + pest + (ad_ a a i aa 
. Qutclk = addclk + done + /test; 


delay = dutclk; 
we_o = delay*test; 


ct) 
-O 


(test + read_o)*/write_i; 
(write_i + test)*/read_o; 
/write_i * test * /read_o; 
/write_i * /test * read_o; 


90 
Ll 
= 


OF 


end equations 
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$ MAPL_DEM.CKT 


000 EL |) 


000 


A:\MAPL_DEM.LST \ 


INITIALIZE 
COUNTER 


$ MAPL_DEM.CKT 


A:\MAPL_DEM.LST 


Beginning of Test 
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<ESC> TO EXIT 


RAM WRITE 


TL/L/11303-8 


<ESC> TO EXIT 
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$ MAPL_DEM.CKT 


c08-NV 


A:\MAPL_DEM.LST <ESC> TO EXIT 
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Testing 


$ MAPL_DEM.CKT 


000 q 
006) X__005_ Yk 004_ KK 003K 002K 001 DD 000 : 


. 
' 

sx2 Be aan Eee eR Ee Be ee Ee 
' 


_— 
: 7 
1 


A:\MAPL_DEM.LST <ESC> TO EXIT 
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End of Test 


3-125 


AN-802 


$ MAPLDEM.CKT 


000 
Leto EEE 00 
t 


te ttt te 


STATUS STATUS 
: CHECK | | CHECK 


$$ Testing ——_———_—____+ 


$ MAPL_DEM.CKT 


-000 
LL 0 | 
Pa 


fo et at ae aie u ee aeeund usin eeckwee as 


A:;\MAPL_DEM.LST 


STATUS . STATUS | 
CHECK ; : ‘ CHECK 


_—_—— TESTING 
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READ RAM 


‘READ RAM 


<ESC> TO EXIT 
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‘ 
’ 
. 
' 
‘ 
’ 
, 
‘ 
' 
1 
' 
. 
, 
1 
‘ 
‘ 
’ 
' 
‘ 
. 
‘ 
‘ 
’ 
1 
' 
‘ 

~~ 
‘ 

— 
‘ 
‘ 
1 
' 
' 
’ 
' 
‘ 


<ESC> TO EXIT 
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Address Generator 
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PC Interface 
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c08-NV 
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ZA National 


Semiconductor . 


OPAL™ | 
Open Programmable Architecture Language 
PLD Development Software 


General Description 


The OPAL software package is a comprehensive PLD (Pro- 
grammable Logic Device) development design tool offered 
by National Semiconductor. It supports state machine, truth 
table and Boolean equation entry, as well as optimization, 
verification and implementation in a wide variety of PLDs. 


The OPAL software package consists of: a graphical shell 
environment, executable modules, a graphical simulation 
package, a device library file, examples and an overall dem- 
onstration of the software package. ° 


The example entry files contain circuit designs which are 
written in state machine, truth table and equation file for- 
mats. The entry files are used by the modules to create 
JEDEC maps, which contain the programming data for a 
target device. The designer can implement new designs by 
creating new entry files, or by borrowing from existing de- 
signs in a variety of file formats. _ 


OPAL Software Diagram 


Features 

Supports all NSC MAPL™/GAL®/ECL PAL® devices 
User friendly menu shell 

Multiple entry formats 

Device independent entry 
Minimization 

Open design environment 

Logic simulation viewer 

Extensive error checking 

Automatic pinlist generation - 

Full design documentation © 

m PAL to GAL conversion 

m= Demonstration of software package 
m Windows 3.0, Sun4 Support 


OPAL Software Flow 


TRUTH BOOLEAN 
TABLE EQUATIONS 


Cr 
Peo] me SC 
Con) 

Ci) 


OUTPUT 
CUSTOMER 
BOARD 





PAL2GAL 


STATE 


MACHINE 


ABEL™M-4 AND OTHER 3RD 
PARTY SOFTWARE 


JED2CKT os OPAL sim 
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FIGURE 1 
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PLD Development Tools 


OPAL Software Chart 


Software OPAL OPAL OPALjr 
Modules PC UNIX® PC 


OPAL2PLA 
FITMAPL 
PLA2EQN 
EQN2JED 
JED2EQN 
EQN20PL 
PAL2GAL 
ESPRESSO 
JED2CKT 
OPALsim 
OPALview 
SHELL 


Kx KKK KK KK KK KK 


FIGURE 3 


OPALjr 
OPALjr is a subset of and is fully compatible with the com- 
plete high-level OPAL PLD development software. OPALjr 


contains five comprehensive OPAL demonstrations and is | 


available for use as equation entry PAL/GAL design soft- 
ware and OPAL demo. OPALjr allows the designer to go 
from Boolean equation design description to a JEDEC file 
and also includes the PAL2GAL module to upgrade JEDEC 
files from PAL to GAL format. 


Hardware Raquiremenitae 
To run OPAL or OPALjr software you will need: 


¢ |BM® PC-AT®, PC-XT® or compatible, with at least 350k 
RAM 


e VGA, EGA, Hercules®, (CGA can be used without wave- 
form viewer) 


® MS-DOS® 2.1 or later 
® Mouse supported 


OPALjr Software Flow 


BOOLEAN EQUATIONS 


JED2EQN 


ps PAL2GAL 


PROGRAMMER 


CUSTOMER BOARD 
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FIGURE 2 


Open Architecture 


OPAL is an open architecture language. This means the 
software is modularized so that there is a standard interface 
format between modules. These standard interface formats 
allow the modules to communicate with 3rd party software, 
thereby letting the user use existing, familiar software tools 
in conjunction with OPAL. While OPAL is a powerful stand- 
alone PLD development tool, it complements the user’s ex- 
isting tools (rather than superceding them) to form an even 
more powerful and flexible toolbox. The following three sec- 
tions address these modules in more detail. 


Functional Description 


User Interface: OPAL includes’a user friendly menu driven 
shell with built-in help and debugging support. The shell al- 
lows the user to compile individual modules (Figure 4), or 
lets OPAL compile the design in one step (Figure 5). During 
compilation, many of the modules document compilation in- 
formation and errors to a .LOG file. This is done so the 
designer can inspect and record the compilation process. 
Files can be edited with an on-board text editor or the exter- 
nal editor of choice. 

OPL2PLA compiles an OPAL source file (.OPL) and produc- 
es an OPEN-PLA file as output. The OPAL source file can 
contain a mixture of state machine, truth table and Boolean 
equation definition blocks. The OPEN-PLA format (.PLA) is 
an industry standard allowing interface to 3rd party software 
tools. 

PLA2EQN module translates an OPEN-PLA format file to a 
standard sum-of-products (SOP) Boolean equation file. The 
input PLA file can be: 

1. The output of the OPL2PLA module. 

2. The output of the ESPRESSO minimizer. 

3. The output of the FITMAPL fitting module. 

4. A PLA file from 3rd party software. / 

EQN2JED module converts basic sum-of-products Boolean 
equations to a device-specific JEDEC file. The JEDEC file 
contains all the necessary design details which can be 
downloaded to a device programmer for programming the 
target PLD. The JEDEC file is fully compatible with JEDEC 
standard 3B which is supported by industry standard pro- 
grammers. 








Functional Description (Continue) 


OPL2PLA... 
FITMAPL ... 
PLAZ2EQN... 
EQN2JED... 
JED2EQN... 
EQN2OPL... 
JED2CKT.. 
PAL2GAL... 
ESPRESSO... 
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FIGURE 4. OPAL Menu: OPAL Modules 


File Translate View Simulate Modules Help Info ; 


TL/L/9989-3 


OPAL > JEDEC 

Input filename  [.opl]: MyDesign 
OPTIONS 

Output filename [.jed]: 

Log filename _[.log]: 

Vector filename [.vec]: 

Device name : MAPL128 


TURN OFF diagnostic messages. 
Minimize expressions for PAL. 
Minimize expressions for PLA. 

Fit to a MAPL part. 

Automatic pin assignment. 

Create circuit file from OPAL vectors. 
Simulate design file. 


Press <ESC> to cancel 
Press return to execute 


Fi Help F2 Save File F3 Close File F10 Menu 
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FIGURE 5. OPAL Menu: OPAL Entry File to Simulation 


JED2EQN module will disassemble a JEDEC file into the EQN2OPL module converts basic Boolean equations speci- 





corresponding basic Boolean equations. This is useful when 
taking existing designs in JEDEC file format and modifying 
them and/or combining them with other designs. JED2EQN 
assigns meaningful labels to all the pins of the device. The 
labels used in the basic Boolean equations created by 
JED2EQN contain the pin number preceded by the type of 
signal. Observing labels makes it easy to determine if the 
pin is used as a dedicated input, combinatorial or registered 
output, and whether or not the output is used as feedback 
into the device. 


fied in EQN format to an OPAL (.OPL) format file. EQAN2OPL 
is useful when modifying or combining existing design, since 
it allows the designer modify the design in the more power- 
ful OPAL format as opposed to the simpler equation format. 


PAL2GAL module converts a PAL JEDEC file into a GAL 
JEDEC file. PAL2GAL first checks to ensure that the PAL is 
replaceable by a supported GAL before it proceeds to do 
the conversion. PAL2GAL allows the user convert from 
fused, bipolar PAL devices to the more flexible and lower 
power CMOS GAL devices. 








PLD Development Tools 


Functional Description (Continued) 


FITMAPL fits a PLA file into any of National’s MAPL devic- 
es. The process is accomplished by assigning pin/node 
numbers to the pin/node labels. FITMAPL optimizes the 
PLA file for the MAPL device. One MAPL device can re- 
place multiple PAL/GAL devices and provide a higher per- 
formance, lower power solution. 


ESPRESSO minimizes the logic in the input PLA file and 
produces an equivalent, though potentially smaller, PLA file 
as output. This is a slightly modified version of the publicly- 


available utility from the University of California at Berkeley. ° 


JED2CKT module will translate a JEDEC file into the corre- 
sponding macro file and circuit file that are required for sim- 
ulation. 


OPALsim/OPALview form an easy-to-use interactive simu- 
lation package (Figure 6). The designer is able to zoom, 
pan, and group waveforms interactively. This enables much 
more efficient debugging, saving hours of costly time. Addi- 
tionally, the designer can print the waveforms to HP® Laser- 
jet® and Epson® dot matrix printers while viewing these 
waveforms by pressing a single key. 


A Word About MAPL 


MAPL128 and MAPL144 from National Semiconductor are 
the first in a family of high density EECMOS PLDs optimized 
for state machine applications. They use a paged PLA archi- 
tecture to provide 128 product terms at a system speed of 
45 MHz (with feedback). The OPAL PLD development soft- 
ware supports these devices as well as all other National 
PLDs. For more information on MAPL devices, consult the 
relative MAPL device datasheet. 


ay 
= PAGE SELECT 


INPUTS aN 
| ae 
i oS 
[E 
ae 


MACROCELLS 


| _] outputs 
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FIGURE 7. MAPL128 Block Diagram 


8 @aeee= 5 see ees SSB EB Fe ESR Fe ew ER Pw ew eM PE ee ee FP Eee eR ee 


yee mene eee «0.2% 


7 


ese Swe ee ew Be eee ee eee Se Pe we eM Bee Be ee eee Bee ee ewe ee Bee 


C:\OPAL\DEMO\STA1 BUS.LST 


<ESC> TO EXIT 
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FIGURE 6. OPAL Waveform Simulation . 











Application Example 1 


Multiple GAL to MAPL Conversion 
GAL 1 GAL 2 GAL 3 


JED2ZEQN JED2EQN JED2EQN 


EQN20PL EQN20PL EQN20PL 


MERGE OPAL DEFINITION BLOCKS 
AND RENAME PINS AND/OR NODES. 
OPL2PLA 


FitwapL [PLA ) 
—— [Espresso 


G 
OOH IC 
¢ 


EQN2JED 
C 10) JED2CKT Ge OPAL sim 


PROGRAMMER Ctr) 


OUTPUT + 
MAPL Lanier] 


Multiple GAL devices can be combined into a MAPL device using OPAL software. This example assumes the original GAL 
designs are contained in a JEDEC file. The procedure would be even simpler if the original GAL designs were written in Boolean 
equations, since this would save conversion from JEDEC file to equation file. 
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PLD Development Tools 


Application Example 2 


$ 3bitcom 


$ JED2CKT — JEDEC File to DLSIM Circuit/Macro Translator (Version 1.00.B06) 


$ Copyright (R) National Semiconductor Corporation 1990 
$ Translated from 3bitcom.jed. Date: 3-7-91 
S DEVICE GAL16V8 


-LIB 3bitcom.mac 


* Ul 3bitcom 2 a2 al a0 nc compare nc b2 bil bO GND ne ne lt ne 
+ eq ne gt ne ne VCC 


a2 INPUT 0 10 = LLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLL 
a2 INPUT 320 10 = LLULLLLLLHHHHHHHHHHHHHHHHHHAHKHHHH 
a2 INPUT 640 10 = HHHHHHHH 

al INPUT 0 10 = LLLLLLLLLLLLLLLLHHHRHHHAHRHHHHHA 
al INPUT 320 10 = HHHHHHHHLLLLLLLLLLLLLLLLHHHHHHHH 
al INPUT 640 10 = HHHHHHHH 

a0 INPUT 0 10 = LLLLLLLLHHHHHHHHLLLLLLLLLLULLLLL 
aO INPUT 320 10 = HHHHHHHHLLLLLLLLHHHAHHHHHLLLLLLLL 
aQ INPUT 640 10 = HHHHHHHH 

compare INPUT 0 10 = HHHHHHHHHHHHHHHHHXHRHHHAHLLLLLLLL 
compare INPUT 320 10 = SS kel le lea 
compare INPUT 640 10 = HHHHHHHH 

b2 INPUT 0 10 = LLLLHHHHLLLLHYHHHLLLLHHHHLLLLHHHH- 
b2 INPUT 320 10 = LLLLHHHHLLLLHHHHLLLLHHHHLLULHHHH 
b2 INPUT 640 10 = LLLLHHHH 

bl INPUT 0 10 = LLHHLLHHLLHHLLHHLLHHLLHHLLHHLLHH 
bl INPUT 320 10 = LLHHLLHHLLHHLLHHLLHHLLHHLLHHLLHH 
bl INPUT 640 10 = LLHHLLHH 

bO INPUT 0 10 = LHLHLHLHLHLHLHLHLHLHLHLHLHLHLHLH © 
bO INPUT 320 10 = LHLHLHLHLHLHLHLHLHLHLHLHLHLHLHLH 
bO INPUT 640 10 = LHLHLHLH 


«TIME 719 
«END 


$ 3BITCOM 


C:\OPAL\DEMO\3BITCOM .LST 
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<ESC> TO EXIT 
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This example is taken from the 3BITBUS demonstration. This portion of the demonstration shows one of the many features of 
the interactive simulator, namely, the ability to arrange waveforms in a more meaningful organization by modifying the .CKT file. 


The modified portion appears here in larger text. 











Application Example 2 (Continued) 


$ 3bitcom 

§ JED2CKT ~ JEDEC File to DLSIM Circuit/Macro Translator (Version 1.00.XXx) 
$ Copyright (R) National Semiconductor Corporation 1990 

$ Translated from 3bitcom.jed. Date: 2-26-91 

$ DEVICE GAL16V8 


-LIB 3bitcom.mac 


S[OO] }UBWIdOjaA9g G1d 


* Ul 3bitcom 2 a2 al a0 ne compare nec b2 bl bO GND nec nc lt nec 
+ eq ne gt nc ne VCC 


a2 INPUT 0 10 = LLLLLLLLLLLLLLLLLLLLLLLLLLLLLLLL 
a2 INPUT 320 10 = LLLLLLLLHHHHHXHHHHHHHHHHHHHHHHHHK 
a2 INPUT 640 10 = HHHHHHHH 
al INPUT 0 10 = LLULLLLLLLLLLLLLLHHHHHHHHHHHHHAHHH 
al INPUT 320 10 = HHHHHHHHLLLLLLLLLLLLLLLLHHHHXHHH 
al INPUT 640 10 = HHHHHHHH 
aO INPUT 0 10 = LLLLLLLLHYHHHHHHHLLLLLLLLLLLLLLLL 
a0 INPUT 320 10 = HHHHHHHHLLLLLLLLHHHHHHHHLLULLLLL 
a0 INPUT 640 10 = HHHHHHHH 
compare INPUT 0 10 = HHHHHHHHHHHHHHHHHHHHHHRHLLLLLLLL 
compare INPUT 320 10 = HHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHN 
compare INPUT 640 10 = HHHHHHHH : 
b2 INPUT 0 10 = LLULLHHHHLLLLHHHHLLLLHHHHLLLLHHHH 
b2 INPUT 320 10 = LLLLHHHHLLLLHHHHLLLLHHHHLLLLHHHH 
b2 INPUT 640 10 = LLLLHHHH “ : 
bl INPUT O 10 = LLHHLLHHLLHHLLHHLLHHLLHHLLHHLLHH 
bl INPUT 320 10 = LLHHLLHHLLHHLLHHLLHHLLHHLLHHLLHH 
bl INPUT 640 10 = LLHHLLHH 
bO INPUT 0 10 = LHLHLHLHLHLHLHLHLHLHLHLHLHLHLHLH 
bO INPUT 320 10 = LHLHLHLHLHLHLHLHLHLHLHLHLHLHLHLH 
bO INPUT 640 10 = LHLHLHLH 

O=-L 


«TIME 719 
»END 


$ 3BITCOM 
wr ee meen eece= putt -— 


ee ee ee mh a ee sen ee we ——Hse ee een ene ee ee ° 


‘ 
seman Geuweng SE eeee seen See eR Se eeeR FeeseR FEE eR see BAR FEB eR eS 


1 ‘8 


uma Denes Pewee’ baa Saeed Cee ee he eee ewe ee eee 
1 





C:\OPAL\DEMO\3BITBUS .LST <ESC> TO EXIT 
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Application Example 3 


Design Upgrade: 
PAL to GAL Conversion 
with OPAL or OPALjr 


PAL2GAL 


PROGRAMMER 
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This example shows the conversion from PAL to GAL. Note that this procedure may be accomplished with either OPAL or 
OPAL/jr software packages. neat ot ; 


Application Example 4 


Simple State Diagram: 
Two-Bit Counter with Reset 


COUNT_UP 


COUNT_UP 


COUNT_UP 


COUNT_UP 
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This simple example shows how easy it is to implement state machine designs using OPAL. The state machine description, 
written in OPAL, can be implemented with “if... then... else” statements or “case” statements as shown in the following 


pages. 
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Application Example 4 (Continued) 
STATE MACHINE DESCRIPTION USING IF... THEN...ELSE 


begin header 
This is a two-bit up-down counter with four decoded outputs. 


This counter will: 
count up if up is l and down is 0, 
count down if up is 0 and down is 1, 
and hold otherwise. 
end header 
begin definition 
inputs clk,up, down, rst, /oe; 
outputs (com) ol, 02, 03, 04; 
statebits sb2, sbl; 
state_names zero=0, one=‘bl, two=bl0, three=3; 
set count = [Sb2,sbl]; 
end definition 


begin equation 
count.c = clk; 
count.oe = 08; 


count_up and countdown are not defined in the 
definition block, so they are intermediate variables. 


count_up = * /down; 
count_down = /up * down; 
end equation 


begin vector 
e e « vectorS ..e 
end vector 
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Application Example 4 (continued) 
STATE MACHINE DESCRIPTION USING CASE STATEMENTS 


begin header 
This design is a 2=bit up/down counter with reset using CASE statements. 
It is to frit into one GAL16V8. 
It also illustrates the use of intermediate variables UP, DN and HLD. 
end header 


begin definition 
device G16V8 ; 
inputs elk=1,up=2,down=3, reset=4; 
Statebits $b1=15,sb0=16 ; 
state_names zero=0, one=1, two=2, three=3; 
output ( com ) even=12, odd=13; 
set ent=[Sbl1,sb0] 

end definition 


begin equation 

even = /Sb0;3 

odd = sb0; 

UP = up * /down ; ( Since UP, DN and HLD is not defined in the ) 
DN = /up * down; ( definition block, they are treated as intermediate ) 


( variables/pins. ) 


HLD = up !$ down ( If up and down are both 0 or 1, counter will hold. ) 
end equation 


Be: 


begin vector 
e « « vectors .. 
end vector 
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Application Example 4 (Continued) 


Simulated Waveforms 


$ 2_COUNT 
COUNT Oen Am eRe fee nH ee een 2B wees peewee seen 6 ewe ey semen gee 


38 oO: of 1 * 2 * 3 * 0 x 1 * x 1 * 2 x 3 


wev wena’ Ce ee ew Geena es Cee ee Fe eee eZ ee ee Sem e we’ enews Bae 
‘ 
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C:\OPAL\2_COUNT .LST <ESC> TO EXIT 
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This is the simulated waveform resulting from using either of the two previous OPAL input files. 
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Devices Supported 


MAPL DEVICES 
MAPL128 
GAL Devices. 


GAL16V8 > 
GAL22V10 


TTL PAL DEVICES 


PAL10H8 
PAL14H4 
PALI6H2 — 
PAL16R4 
PALI6RP6 
PAL20L2 
PAL20R8 
PAL20X10 


ECL PAL DEVICES 


PAL10/10016P8 
PAL10/10016C4 


MAPL144 | 


GAL16V8A 
GAL6001 © 


PAL10L8 
PAL14L4 
PALI6L2 
PAL16R6 
PALI6RP8 
PAL20L8 
PAL20RA10 
PAL20X4 


PAL10/10016PE8 
PAL10/10016RD8 


Ordering Information 


NSC Part Number 


MAPL-OPAL-PC 
MAPL-OPAL-PCW 
MAPL-OPAL-SUN4 
MAPL-OPAL-xxxx 


Description 


OPAL PC version 

OPAL PC Windows version 
OPAL SUN-4/UNIX 

Future platforms 


MAPL244 


GAL20V8 


PAL12H6 
PAL14L8 
PALI6L6 
PAL16R8 
PAL18L4 
PAL20P8 
PAL20RP4 
PAL20X8 


PAL10/10016P4A 
PAL10/10016M4A 


NSC Part Number 
MAPL128VC-xx _. 


MAPL144VC-xx 
MAPL244VC-xx 
MAPL268VC-xx 
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MAPL268 


GAL20V8A " GAL20RA10 


PAL12L10 PAL12L6 


~ PAL16C1 PAL16C4 


PALIGL8 = = —>— PAL16P8 
PALIGRAB ~ PALI6RP4 
PAL20C1 ~ _ PAL20L10 


‘PAL20R4 =——s—s—Ss«éPACLL2.0R'G 


PAL20RP6. PAL20RP8 


Description 
28-pin PLCC -33,-40,-45 MHz 
44-pin PLCC -33,-40,-45 MHz 
44-pin PLCC -40, -45, -50 MHz 
Future device . = 





3rd Party Software 


ABEL™ SOFTWARE 


The ABEL package is an example of the second-generation 
PLD development tools which are usually referred to as 
high-level assemblers. 

From an early version, which supported many PLD devices 
with logic reduction, simulation and generation of design 
documentation, it has become one of the standard software 
tools, capable of supporting a wide variety of PLDs, includ- 
ing PROMs. The most important feature which the most re- 
cent developments of ABEL software have added include: 

e Revised simulation to support asynchronous devices and 

macrocells 


© Syntax support of multiple-feedback paths 

¢ Library of device-specific macros and functions 

¢ JEDEC-to-ABEL conversion (for recovering undocument- 
ed designs) 

ABEL software is available for platforms like the IBM/PC, 

VAX™ and others. The design can be entered using any 

standard text editor. Any combination of Boolean equations, 

truth tables or state diagrams can be used. The description 

falls into four main sections: 

Declarations section, where sets are defined 

© Equations section, where Boolean equations are entered 

¢ Truth Table section, where functional tables are entered 

¢ Test Vector section, where the behavior during simula- 
tion is given 

ABEL automatically performs logic reduction, simulation and 

conversion to a JEDEC file without requiring further inter- 

vention unless some error is encountered. 


ATGEN SOFTWARE 


ATGEN software automatically generates test decline for 
CMOS, TTL, and ECL PLDs. The software generates effec- 
tive tests for virtually all PLD designs including those that 
contain feedback, state machines, internal memory, and bi- 
directional I/O. 


CUPL™ SOFTWARE 
The CUPL package is a high-level compiler similar to ABEL 
software, which provides a number of functions not normally 
found in a standard PLD assembler. The input syntax is 
based on the C programming language. The high-level PLD 
support language in CUPL software permits development of 
designs using a systems approach. To this end, several fea- 
tures are supplied, including: 
© self-documenting syntax 

state machine input option 

macro substitution 

flexible format 

use of symbolic names 

bit-field capability 
© pre-processor functions 
© output polarity selection 
The macro substitution allows for considerable reduction in 
the number of keystrokes required for data entry, particular- 
ly for more complex functions. The pre-processor function 
allows the source file to be written in a much more general- 
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ized manner up until the actual compilation by the main as 
sembler. This includes definition of the functions in state 
machine syntax and generalized arguments. 


HITEST-PLD SOFTWARE 


HITEST-PLD is an automatic test generation tool designed 
specifically to create high-fault coverage test waveforms for 
programmable logic devices (PLDs). HITEST-PLD produces 
high-quality test vectors that locate common manufacturing 
and customization defects in PLD components. HITEST- 
PLD’s automatic capabilities eliminate manual test develop- 
ment and significantly reduce overall PLD test development 
time. 


LOG/iC™ SOFTWARE 


LOG/iC is a PLD synthesis tool featuring all the high level 
design entry formats required for easy and efficient designs. 
LOG/iC’s HYPERPLD concept allows the user to first enter, 
simulate and process and design, without a need to pinpoint 
a specific device. 


The proprietary PLD optimizer used for logic reduction is an 
exact PLD optimizer that is fast enough to be applicable for 
large designs. So, the actual minimal number of product 
terms is found, ensuring the most cost-effective hardware 
design. 


After the reduction process, LOG/iC’s PLD Data Base may 
be used to select the best device for the application. This 
selection process is based on the results of the HYPERPLD 
optimization as well as on additional interactive parameters 
like speed, power consumption, packaging, etc. 

LOG/iC supports the mainline PALs, GALs as well as ECL 
devices. The library of supported parts is updated regularly. 
There is also a LOG/iC-GATES compiler available which 
accepts the same PLD design files assuring an easy growth 
path to gate array designs. 


LOG/iC is available on a number of hosts like IBM-PC, 
SUN3, SUN4, SUN386, APOLLO, HP-9000 and VAX work- 
stations/mainframes. On all hosts, LOG/iC is operated 
through the same menu driven interface with online help 
available. An integrated communications program eases the 
device programmer operation and the downloading of 
JEDEC files. 


OrCAD SOFTWARE 


OrCAD Programmable Logic Design Tools is one part of a 
fully integrated system which operates under OrCAD/ESP. 
Other OrCAD tool sets include: Schematic Design Tools, 
Digital Simulation Design Tools and PC Board Layout Tools. 
Programmable Logic Design Tools allows multiple design 
entry formats, including schematic capture, logic simulation, 
test vector generation, PLA file generation and device fit- 
ting. 


PGADesigner SOFTWARE 


PGADesigner are universal logic synthesis packages allow- 
ing the user to design logic functions using PLDs and 
FPGAs. PGADesigner allows waveform, schematic and 
high-level language entry and permits these entry formats to 
be used in combination. PGADesigner also features logic 
simulation, automatic device selection and partitioning, and 
downloading of the JEDEC file to a Data I/O programmer. 
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PLDIab90 SOFTWARE 


PLDiab90 features automatic test vector generation, ambig- 
uous timing delay simulation, design-for-test analysis and 
feedback ‘and automatic documentation. PLDlab90 allows 
the testing of multiple PLDs nclustere) as mney might appear 
on a board, 


PLDtest Plus SOFTWARE 


PLDtest combines a testability of a device with fault grading 
and automatic test vector generation. PLDtest-will analyze 
the circuitry and determine the number of faults, how many 
of those faults can be tested, and will automatically gener- 
ate test vectors to test those faults. 


ViewPLD SOFTWARE 


ViewPLD is a comprehensive PLD development package 
offering multiple design entry formats, automatic partition- 
ing, device fitting, VHDL model generation, logic simulation, 
waveform analysis and symbol/schematic generation. De- 
sign entry is accomplished by ABEL input format or by im- 
porting JEDEC files. Viewdraw can be used to perform 
schematic capture, and the completed design can be auto- 
matically partitioned and minimized. Automatic device se- 
lection can be performed and device fitters are used to au- 
tomatically make the design device specific. Logic simula- 
tion can be done either before or after the fitting stage using 
Viewwave and Viewsim/SD. A netlist and/or VHDL descrip- 
tion can be generated for migrating designs to FPGAs and 
aoe arrays. ay as 


For more information on the above packages contact: 


ABEL: 

Data 1/0 Corporation 

10525 Willows Road NE - 
P.O. Box 97046 

Redmond, WA 98073-9746 
(206) 881-6444 
1-800-247-5700 


ATGEN: 

ACUGEN Software, Inc. 

427-3 Amherst Street, Suite 391 
Nashua, NH 03063 

(603) 891-1995 


CUPL: 
Logical Devices, Inc.: 
1201 NW 65th Place 


Ft. Lauderdale, Florida 33309 
1-800-331-7766 
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HITEST-PLD 

GenRad 

510 Cottonwood Drive 

Milpitas, CA 95035 

(408) 432-1000 

FAX: (408) 943- 8240 or 432-1890 


LOG/IC: 

800 Airport Road 
Monterey, CA “93940 ~ 
(408) 373-7359 


OrCAD: 

OrCAD 7 

3175 NW Aloclek Drive 

Hillsboro, OR 97124-7135 

Sales and Administration: (503) 690-9881 
24-Hour Bulletin Board System: (503) 690-9791 
FAX: (503) 690-9891 


PGADesigner: .. _ 

Minc Incorporated — 

6755 Earl Drive 

Colorado Springs, CO 80918 
(719) 590-1155 

FAX: (719) 590-7330 


PLDlab90: 

Informations- und Nachrichtentechnik 
iNt GmbH Bunsenstrasse 6 

D-8033 Martinsried 

089 857 66 67 

FAX: 089 856 12 13 


PLDtest Plus: 

Data I/O Corporation 

10525 Willows Road NE 
P.O. Box 97046 
Redmond, WA 98073-9746 
(206) 881-6444 
1-800-247-5700 


ViewPLD: 

Viewlogic Systems, Inc. 
293 Boston Post Road W 
Marlboro, MA 01752 
(508) 480-0881 
1-800-422-4660 

FAX: (508) 480-0882 





PLD Programming and Testing 


Many programming and test issues exist today that were not 
issues a short time ago, due to the increased speed, densi- 
ty, and complexity of many of today’s devices. Some of 
these issues include: inadequate hardware pin drivers that 
cause double clocking and glitches, poor Voc and ground 


planes that cause ground bounce, ESD sensitive CMOS de- 


vices, and improper use of test vectors. 
PROGRAMMING 


The use of NSC-approved programming Saisoiiont will en- 


sure a quality programmed device. Approved programmers 
have undergone extensive evaluation by NSC and must 
meet NSC'’s test criteria in a number of programming related 
areas. Use of non-certified programming equipment (such 
as IC testers with custom algorithms) may result in improp- 
erly programmed devices. National Semiconductor is con- 
tinuously evaluating new programming equipment and han- 
dlers; please contact a National Semiconductor representa- 
tive for the latest list of approved equipment. 


QUALITY IN PROGRAMMING (QIP) CENTERS 


National Semiconductor has established a worldwide net- 
work of distributor QIP centers to guarantee the highest de- 
gree of quality and service for programming and testing of 
PLD’s. The QIP centers are certified and approved by NSC 
after having met stringent requirements including; use of ap- 
proved programming and test equipment, programming and 
handling precedes: personnel training and ESD proles: 
tion. 

Being locally situated, our QIP centers are able to meet all 
of your programming requirements, and guarantee the out- 
put quality. For more information contact your local National 
Semiconductor sales representative. 


TESTING 


Many test installations that have been used successfully in 
the past are no longer adequate for testing today’s PLDs. 
For example: PLD device programmers have routinely been 


used as a functional tester for reliability and quality screen- 
ing. This is no longer a valid use of programmers. Analysis 
has shown that most of today’s programmers are incapable 
of reliably testing high-speed or complex PLDs because 
most programmers are not specifically designed to perform 
accurate testing. Doing so would mean having to use costly 
hardware which makes the programmer very expensive. 


HANDLERS AND IC TESTERS 


When automatic device handlers are used, additional pro- 
gramming and test issues exist that the customer must be 
aware of. Some of these include: increased ESD environ- 
ments, the inability of pick-and-place equipment to properly 
handle new packages and degraded program and test sig- 
nals at the handler contacts. Automated environments 
should be carefully evaluated to ensure high quality pro- 
gramming/testing and high yields. 


Even large commercial IC test systems are affected by 
these issues, especially when device programming is part of 
an automatic flow. The programming algorithms implement- 
ed on these systems are usually highly customized and may 
violate the NSC programming specifications. 


OPTIONS 


The end users of high-speed or complex PLDs, especially 
users of small quantities, may choose not to test these de- 
vices at all, relying on the quality of the devices and of the 
programmers used to program them. Many programmers re- 
liably program devices, but do not reliably functionally test 
these same devices. 


End users that use large volumes of a PLD must look be- 
yond device programmers for, reliable functional testing. 
Stand-alone test boxes or more complex IC testers must be 
used. , 

When using more complex setups perform multiple device 
insertions and device labeling, however, extra care must be 
taken to ensure that reliable, high-yield results are obtained. 
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TABLE 1. Programmer Manufacturers Supporting National PLDs 


Manufacturer [tae 


Manufacturer | Model 


Advantech 
Taiwan: Shing-Tien City, Taipei 

886-2-9184567, 

FAX: 886-2-9184566 

Dataman 

44-305-68066, 

FAX: 44-305-64997 

. USA: San José, CA 

(408) 293-6786, 

FAX: (408) 293-4697 
American Reliance 
(818) 575-5110 


England: | 


Sunnyvale, CA — 
(408) 984-8600, 
FAX: (408) 736-2503 


AVAL Corporation 

Ireland: |Deansgrange, Co. 
Dublin 
353-1-892136, 
FAX: 353-1-892070 
Tokyo 
03-344-2001, 
FAX: 03-344-2007 
El Segundo, CA 
Electramotive 
(213) 722-9208, 
FAX: (213) 322-1716 


BP Microsystems — 
USA: Houston, TX 

(713) 461-9430, 
FAX: (713) 461-4713 
Mutek, Ltd. 
2216-6501, 
FAX: 2216-5083 
API Electronik 
8136-7092, 

’ FAX: 8136-7398 
Emulations 
1-69-41-2801, 
FAX: 1-60-19-2950 


Great Britain: 


Germany: 


France: 


Data I/O Corporation 

USA: Redmond, WA 
(206) 881-6444, 
FAX: (206) 882-1043 
Mississauga, Ontario 
(416) 678-0761 


Amsterdam 
+31-0-20-6622866 
Tokyo 

03-432-6991 


Canada: 


Europe: 


Japan: 


PC-UPROG 


OMNIPRO-I! 


AR9860 . 


SAILOR-PAL 
PILOT 


PKW-3100 
PKW-5100 


PLD-1100 
CP/PLD-1128 


29B 

60H 
2900 
3900 
UNISITE 


Digelec 
USA: West Hills, CA 
(818) 887-3755, 
FAX: (818) 887-3693 
Germany: Munich 
089-776-098, 
FAX: 089-725-9164 


GP Industrial 
England: Plymouth 
0752-342961, 
TELEX: 42513 SHARET G 


HI-LO Systems 
Taiwan: Taipei 
02-7640215, 
FAX: 886-2-7566403 
USA: Tribal Microsystems 
(415) 623-8860, 
FAX: (415) 623-9925 


Logical Devices 
USA: Ft. Lauderdale, FL 
(305) 974-0975, 
FAX: (305) 974-8531 


Minato Electronics 
Japan: Yokohama 
045-591-5611, FAX: 045- 
591-5618 
North Highlands, CA 
(916) 348-6066, 
FAX: (916) 348-0926 


SMS GmbH 
Germany: Hergatz 
7522-5018, 
FAX: 7522-8929 
USA: Redmond, WA 98052 
(206) 883-8447, 
FAX: (206) 883-8601 


Stag Microsystems 
England: Welwyn Garden City, 
Herts 
0707-3321 48, 
FAX: 707-371503 


USA: Santa Clara, CA 
(408) 988-1118 
Mississauga, Ontario 
(416) 890-2010 


Canada: 


System General 
Taiwan: Taipei 
886-2-917-3005, 
FAX: 886-2-911-1283 
USA: Milpitas, CA 
(408) 263-6667, 
FAX: (408) 262-9220 


TUP-300 


PALPRO 
ALLPRO 


SPRINT PLUS 
SPRINT EXPERT 


ZL30A/B 
SYSTEM 3000 


SGUP = 85A 
TURPRO = 1 
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Appendix A 
Boolean Logic Review 


A.1 Basic Operators and Theorems 


A gate is an electronic circuit which operates on one or 
more input signals to produce an output signal. There are 
three basic gates from which all other logic can be realized: 
AND, OR, and INVERTER gates. Figure A.7.17 shows these 
three basic gates and their truth table. 


TL/L/9992-7 
(A) AND Gate 


TL/L/9992-8 
(B) OR Gate 


—po— 
TL/L/9992-9 
(C) Inverter 
FIGURE A.1.1. Basic Gates _ 


To express the function of these gates by Boolean algebra, 
we need to define Boolean operators as follows: 


Logical Equality 

Negate (Not, Invert, Complement) 
OR (Sum) 

AND (Product) 

Exclusive OR 


The function of an AND gate in Figure A.7.17 can be ex- 
pressed as: 


F=AeB 
The function of an OR gate and INVERTER can be ex- 
pressed as: 

F=A+B 
and F=A 





Boolean operators are logical operators, which are different 
from arithmetic operators. For example, + is logical addi- 
tion, © is logical multiplication. We call such equations Boo- 
lean equations or logic equations. 


A number of logic theorems and laws will be used to manip- 
ulate and reduce logical equations. These theorems and 
laws are as follows: 


Theorem 1 A+0 , =A 
Theorem 2 Ae0 
Theorem 3 - At1 
Theorem 4 Ae1 
Theorem 5 At+A 
Theorem 6 AeaA 
Theorem 7 At+A 
Theorem 8 AeA 
Theorem 9 A 
Theorem 10 At+tAeB 
Theorem 11 Ae(A + B) 
Theorem 12 (A + B)e (A + C) 
Theorem 13 A+AeB 
Commutative Law 
A+B=BHtA 
A*eB=BeA 
Associative Law 
At+tB+C=(A+B)+C=A+ (B+C) 
A*eBeC = (AeB)eC=A* (Be) 
Distributive Law 
A+ (BeCeD) = (A+ B)e(A + C)e(A + D) 
Ae(B+C+D)=AeBtAeC+AeD 
DeMorgan’s Theorem 
(A+B+C) =AeBeC 
(AeBeC) =A+B+C 
The complement of any Boolean expression, or a part of 
any expression, may be found by means of DeMorgan’s the- 


orem. Two steps are used to form a complement in this 
theorem: 


1. OR symbols are replaced with AND symbols or AND sym- 
bols with OR symbols. 


2. Each of the terms in the expression is complemented. 


DeMorgan’s theorem is one of the most powerful tools for 
engineering applications. It is very useful for designing with 
programmable logic devices because it provides a quick 
and simple conversion method between PRODUCT-OF- 
SUMS and SUM-OF-PRODUCTS expressions, which will be 
defined !ater. 
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A.2 Derivation of a Boolean Expression 


Any logic expression can be reduced to a two-level form 
and expressed as either a SUM-OF-PRODUCTS (SOP) or 
PRODUCT-OF-SUMS (POS). Before we define SOP or 
POS, we need to define “terms”. 


1. Product Term: A product term is a single variable or the 
logical product of several variables. The variable may or 
may not be complemented. 


. Sum Term: A sum term is a single variable or the sum of 
several variables. The variables may or may not be com- 
plemented. 


. Normal Term: A normal term is a product or sum term in 
which no variable appears more than once. , 


. Minterm: A minterm is a product term containing every 
variable once and only once (either true or complement- 
ed). 

5. Maxterm: A maxterm is a sum term containing every vari- 
able once and only once (either true or complemented). 


For example, the term A © B ® Cis a product term; A + Bis 
a sum term; A is both a product term and a sum term; A + 
BeCis lise a product term nor a sum term; A + Bisa 
sum term; A ¢ B e Cis a product term; B is both a sum term 
and a ee term. We now define two most important 
forms: 


1. SUM-OF-PRODUCTS Expression: A sum-of-products 
expression is a product term or several product terms 
logically added together. 

2. PRODUCT-OF-SUMS Expression: A product-of-sums 
expression is a sum term or several sum terms logically 
multiplied together. 


For example, the expressionA eB + Ae Bisa Suniees: 
B) ¢ 


products expression; (A + (A + B) is a product-of- 


sums expression. 


One prime reason for using sum-of-products or product-of- 
sums expressions is their straightforward conversion to very 
simple gating networks. In their purest, simplest form they 
go into two-level networks, which are networks for which the 
longest path through which a signal must pass from input to 
output is two gates long. 


When designing a logic circuit, the logic designer works 
from two sets of known values; the various states which the 
inputs to the logical network can take, and the desired out- 
puts for each input condition. The logic expression is de- 
rived from these sets of values and the procedure is as 
follows: 


1. Construct a table of the input and output values (Table 
A.2.1 left half). 


2a. To derive a SUM-OF-PRODUCTS (SOP) expression: 


A product term column is added listing the inputs A, B, 
and C according to their value in the input columns (Ta- 
ble A.2.1). Then the product terms from each row in 
which the output is a “1”. are collected. 


Therefore: 
F=AeBeC+AeBeC+AeBed (Eq. A.2.1) 
. To derive a PRODUCT-OF-SUMS (POS) expression: 


Asum term column is added listing the inputs A, B, and 
C according to their complement value in the input col- 
umns (Table A.2.1). Then the sum terms from each row 
in which the output is “0” are collected. 


Therefore: 
=(A+B+C)(A+Bt+C)A+B+4+C) 
(A+B+C)A+B+6C) (Eq. A.2.2) 
Figure A.2.1 is the logic circuit derived from Eq A.2.1 Figure 
A.2.2 is derived from Eq. A.2.2. 
Eq. A.2.1 Can be simplified as shown below: 
F.=AeBeC+AeBeC+AeBec 
=AeBC+C)+AeBeC 
=AeB+AeBeC 
=BA+AeC) 


Eq. A.2.2 can be simplified as shown: 
F = (A+B+4+C)(A+B+C)(A+B+C) 
A+B+C)(A+B+6C) 
= (A+ B)(A + B) (A+ CO) 
B (A + C) 
=AeB+BeC 


TABLE A.2.1. Truth Table Eq. A.2.1 and Eq. A.2.2 


—o-4--4 O000/lP 


-Oos-0+-0-0/0 


Sum Terms | 








The two final expressions obtained are identical and can be implemented by the circuit shown in Figure A.2.3. This is much 
simpler than the circuits in Figures A.2.7 and A.2.2. This simplified procedure is called minimization. 


Om >! 
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FIGURE A.2.1. Logic Circuits of Eq. A.2.1 


FIGURE A.2.2. Logic Circuits of Eq. A.2.2 


FIGURE A.2.3. Simplified Logic Circuits 
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A.3 Minimization | 
Logic circuits can be represented by logic expressions or so 
called logic equations. As discussed, we can minimize the 
logic circuit through logic equations minimization. For exam- 
ple, Figure A.3.7 can be expressed by Eq. A.3.1. 
F = (AeBeC+D)e(B+D)+AeCe(B + D) 
; (Eq. A.3.1) 
By using the theorems and laws mentioned in 3.1, we mini- 
mize Eq. A.3.1 as follows: 
A*BeC+BeD+AeBeCeD+D+AeCe 
B+AeCeD 


A*BeC(1+D)+DB+1)+AeceB+Ae 


CeD Distributive Law 
= AeBeC+D+AeCeB+AeCeD Theory3 

AeB(C+C)+D(i+AeC) Distributive Law 
= A*B+D 


FIGURE A.3.1. A Random Logic Circuit » 


The minimum SOP expression can now be implemented as 
the simple AND-OR logic circuits as shown in Figure A.3.2. 


.We can use Boolean Algebra to reduce the number of prod- 


uct terms. However, Karnaugh Mapping and the Quine- 
McCluskey method are two other powerful tools to minimize 
the logic equations. We'll discuss Karnaugh Mapping meth- 
od in the next section. 


TL/L/9992-13 


F=AB+D 
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FIGURE A.3.2. Minimized Logic Circuit 








A.4 K-Map Method 


A Karnaugh map, hereafter called a K-map, is a graphical 
method for representing a Boolean function. It is similar to a 
truth table in that the K-map supplies the TRUE or FALSE 
value of a Boolean function for all possible combinations of 
its logical argument. There are many ways in which a K-map 
can be arranged. The most important considerations of the 
arrangement are: 


1. There must be a unique location on the K-map for enter- 
ing the TRUE/FALSE value of the function that corre- 
sponds to each combination of input variables. 


2. The locations should be arranged so, with minimization 
mentioned in Section A.3, that they are readily apparent 
to the trained observer. 


The second consideration implies that a successful K-map- 
ping arrangement should point to groups of minterms or 
maxterms that can be combined into reduced forms. 
K-maps are also useful in expanding partially reduced ex- 
pressions into standard forms prior to the minimization pro- 
cess. 


The K-map is one of the most powerful tools at the hands of 
the logic designer. The power of the K-map does not lie in 
its application of any marvelous new theorems, but rather in 
its utilization of the remarkable ability of the human mind to 
perceive patterns in pictorial representations of data. This is 
not a new idea. Anytime we use a graph instead of a table of 
numerical data, we are utilizing the human ability to recog- 
nize complex patterns and relationships in a graphical rep- 
resentation far more rapidly and surely than in a tabular rep- 
resentation. A few examples of how to create a K-map fol- 
low. 


First, consider a truth table for two variables. We list all four 


possible input combinations and the corresponding function 
values, i.e., the truth tables for AND and OR. (Figure A.4.7) 


A*B 


oo Of (ff 10 
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TL/L/9992~17 


FIGURE A.4.1. Truth Tables for AND and OR 


As an alternative approach, set up a diagram consisting of 
four small boxes, one for each combination of variables. 
Place a “1” in any box representing a combination of vari- 
ables for which the function has the value 1. There is no 
logical objection to putting “0's” in the other boxes, but they 
are usually omitted for clarity. 


The diagrams in Figure A.4.2(a) are perfectly valid K-maps, 
but it is more common to arrange the four boxes in a square, 
as shown in Figure A.4.2(b). 


Since there must be one square for each input combination, 
there must be 2" squares in a K-map for n-variables. What- 
ever the number of variables, we may interpret the map in 
terms of a graphical form of the truth table (Figure A.4.3(a)) 
or in terms of union and intersection of areas (Figure 
A.4.3(6)). The K-maps for some other three-variable func- 
tions are shown in Figure A.4.4. 


Particularly note the functions mapped in Figure A.4.3(a) 
and A.4.4(6). These are both minterms. Each is represented 
by one square, obviously, and each one of the eight squares 
corresponds to one of the eight minterms of three variables. 
This is the origin of the name minterm. A minterm is the form 
of Boolean function corresponding to the minimum possible 
area, other than 0, on a K-map. A maxterm, on the other 
hand, is the form of Boolean function corresponding to the 
maximum possible area, other than 1, on a K-map. Figure 
A.4.3(b) and A.4.4(c) are two examples. 


A+B 


ef 00 01 11 10 
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(a) 
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(b) 


FIGURE A.4.2. K-Maps for AND and OR 
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A.4 K- 


Map Method (Continued) 
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A+B+C=A+B+C 
(b) 
FIGURE A.4.3. K-Maps for 3-Variable AND and OR 
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FIGURE A.4.4. Sample 3-Variable K-Maps 
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A.4 K-Map Method (Continued) 


Since each square on a K-map corresponds to a row ina 
truth table, it is appropriate to number the squares just as 
we numbered the row. These standard K-maps are shown 
in Figure A.4.5 for two and three variables. Now, if a function 
is stated in the form of the minterm list, all we need to do is 
enter 1’s in the corresponding squares to produce the 
K-map. 
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FIGURE A.4.5. K-Maps for Two and Three Variables 


If a function is stated as a maxterm list, we can enter 0’s in 
the squares listed or 1’s in those not listed. 


A map showing the 0’s of a function is a perfectly valid 
K-map, although it is more common to show the 1’s. 

For example, the K-map of f(A, B, C) = m(0, 2, 3, 7) is 
shown in Figure A.4.6 and the K-map of f(A, B, C) = M(0, 1, 
5, 6) is shown in Figure A.4.7 where m means minterm, M 
means maxterm. 
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FIGURE A.4.6. K-Map of M(0, 2, 3, 7) 
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FIGURE A.4.7. K-Map of M(0, 1, 5, 6) 


As shown, the K-map can be generated from the truth table 
on minterm expression or maxterm expression. For the re- 
mainder of this section, we will learn how to minimize the 
minterm expression by using the K-map. 


The general principle of this minimization technique is ‘Any 
pair of n-variable minterms which are adjacent on a K-map 
may be combined into a single product term of n — 1 liter- 
als.” The definition of ‘‘adjacent” should include opposite 
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edges of the K-map, for instance, Figure A.4.8(a) and 
A.4,8(b) both have a pair of adjacent minterms. 


(a) 


(b) 
FIGURE A.4.8. Adjacent Minterms on a K-Map 


Consider this function 
f(A, B,C) = m(0, 1, 4, 6) 
=ABC+ABC + ABC + ABC 
which results on the K-map, on the pattern shown in Figure 
A.4.9, 
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FIGURE A.4.9. Minimization 
Therefore, combine minterms 0 and 1, 4 and 6 to get a 
minimal expression: 
f(A, B,C) = AB + AC 

Figure A.4.10 shows some examples. Notice that it is per- 
missible to include a minterm in several terms if it helps 
make the term shorter. 
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FIGURE A.4.10. Minimization 











A.4 K-Map Method (continued) 


Quite often, some of the possible combinations of input val- 
ues never occur. In this case, we “don’t care” what the 
function does if these input combinations appear. The 
K-map makes it easy to take advantage of these ‘don’t 
care” conditions by letting the “don’t care” minterms be 1 
or 0, depending on which value results in a simpler expres- 
sion. Figure A.4.11 shows an example of the use of ‘don’t 
cares” (redundancies) to simplify the terms. 
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FIGURE A.4.11. Minimization 


When working with larger functions, the tabular reduction 
developed by Quine and modified by McCluskey is an alter- 


DATAs--= 
CLOCK --+- 


2-- 2) Qgn+i=pn 
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native to the K-map method. The Quine-McCluskey mini- 
mization method involves simple, repetitive operations that 
compare each minterm that is present in a sum-of-minterms 
expression for a Boolean functions to all other minterms 
with which it may form a combinable grouping. 


The reader can refer to “Introduction to Switching Theory 
and Logic Design” by Hill and Peterson to understand the 
Quine-McCluskey method. 


A.5 Sequential Circuit Elements 


Usually the subject of logic design is subdivided into two 
types: sequential and combinational. A purely combinational! 
logic subsystem has no memory. Its outputs are completely 
defined by its present inputs. The analysis and design of 
combinational logic is much easier. A sequential logic sub- 
system has memory and its outputs are functions of not only 
present inputs but the previous outputs. Circuits of multi- 
plexer/selector, decoder/encoder, adder, and comparator 
are examples of combinational circuits. Shift register, coun- 
ter, state machine, and memory controller are examples of 
sequential circuits. 


oooh Qn+1=(§+AeSeqyn 


ReS#1 
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FIGURE A.5.1. Basic Flip-Flops 
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Just as we have a logic gate as the basic combinational 
circuit element, we have a flip-flop as a basic sequential 
circuit element. A flip-flop is a memory device which can 
remember, or store, a binary bit of information. There are 
four basic flip-flop types: (1) D flip-flop, (2) T flip-flop, (3) RS 
flip-flop, and (4) JK flip-flop. Figure A. 5. 7 shows these ele- 
ments and their truth table. 


With the memory elements, the output does not change as 
a function of the inputs until the clock transition. Therefore, 
a superscript notation is used to indicate that the output 
during clock period n + 1 is a function of the eee during 
the previous clock period n. 


The D (delay) flip-flop means the input (D) is ‘‘stored”’ in the 
flip-flop when the clock occurs and will appear on the output 
(Q) during the next (n +. 1) clock time. The D flip-flop is thus 
very much like a single-bit RAM. It is very useful for data 
storage and other special applications. 


The other three types of flip-flops defined in Figure A.5.7 are 
also one-bit storage elements, but instead of simply storing 
the input, they change state in response to the inputs by 
various logical rules. Since they hold their previous state in 
spite of the clock, unless an input goes true, they often sim- 
plify the combinational logic functions required to control 
them in control applications. 


The T (toggle) flip-flop, for example, stays in its previous 
state if the T input is false before the clock. If the T input is 
true, the output changes to the opposite state (toggle) on 
the clock. The T flip-flop is thus useful, for example, in bina- 
ry counters where we want each bit to invert every time 
there is a carry from the lower order bits. 


The R-S flip-flop sets after the S input is true and resets 
after the R input is true. Its output is undefined if both R and 
S are true. It is possible to define a Set Overrides Reset 
(SOR) or a Reset Overrides Set (ROS) flip-flop. It will set or 
reset respectively if both the R and the S inputs are true. 


The J-K flip-flop sets after J is true and resets after K is . 


true. It is similar to an R-S flip-flop except that if J and K are 
both true, the output changes to the opposite state (toggle). 
It can be used as a T flip-flop by tying the J and K inputs 
together. 


Since the J—K flip-flop can essentially do the job of both the 
R-S and the T flip-flop, the R-S and the T flip-flops are 
seldom seen. The choice is between J-K flip-flops for small 
counters and control or D flip-flops for data storage applica- 
tions. Actually the J-K flip-flop can even do the job of the D 
flip-flop with the addition of a single inverter, as shown in 
Figure A.5.2. 
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FIGURE A.5.2. Implement D Flip-Flop by Using J-K 


Another memory element type, called a latch, is often de- 
scribed on data sheets with a truth table like the one for the 
D flip-flop in Figure A.5. 7. |t is definitely not like a D flip-flop, 
however, because the output changes as soon as the clock 
goes high and does not “latch” until the clock falls (if the 


input changes while the clock is high, the output follows it). 
Because of this characteristic, a latch is not usable in the 
synchronous logic. 


A.6 State Machine Fundamentals 


The relationships among present-state variables, primary in- 
put variables, next-state (or excitation) variables, and pri- 
mary output variables that describe the behaviour of a se- 
quential system can be specified in several ways. As an 
example, consider the simple sequential system that is 
shown in Figure A.6.7. 
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FIGURE A.6. 1. A Typical Sequential Circuit 


This system has two primary input variables, having four 
different combinations of values. There is one primary out- 
put variable and one state variable. It uses delay for memo- 
ry. There are only two possible present states: y = 0 and 
y = 1. When combined with the four input combinations, 
these give eight different total present states. The values of 
the next-state variable, Y, and the primary output variable, 
F, must be specified for each total present state. The tabu- 
lar arrangement shown in Table A.6.1 is a common method 
for presenting this information. This descriptive tool is called 
a State table. 


TABLE A.6.1. State Table 


Present sas eti 
' | State 


fhe = 00 01 10 14|Ii12 = 00 01 10 11 





| 0.0/0 \ 1,0/0 


0,0/0 =, Ip/F 


1,1/1 LA 1,0/1 
0,1/0 
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FIGURE A.6.2. State Diagram 











A.6 State Machine Fundamentals (continuea) 


A second method for describing the behavior of a sequen- 
tial system is the use of a state diagram. This method pres- 
ents a pictorial representation of the present-state/next- 
state sequences that apply to the sequential device. State 
changes are marked with directed arrows, with the primary 
input and output conditions that apply to each state transfer 
given beside the arrows. The state diagram for the system 
of Figure A.6.7 is shown in Figure A.6.2. A slash separates 
the input information from the output information. 


State tables and state diagrams are essential tools in the 
analysis and design of sequential digital systems. The read- 
er should be familiar with these two tools by reading the 
references listed in the end of this section. 


Because a sequential system has feedback from its outputs 
to its input, certain types of instabilities and uncertainies can 
occur. When present, these conditions make the operation 
of circuit difficult or impossible to describe. They may even 
render the circuit useless, since its behavior may not be 
predictable or consistent. Several of these types of prob- 
lems are listed below. 


1. The input or output conditions of the system may be in- 
determinant. For example, the circuit in Figure A.6.3. 
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FIGURE A.6.3. Example of Hazard Circuit 


FIGURE A.6.5. Example of Circuit with Unpredictable Output States 


2. The output condition of the system may be unstable, 
changing even though the external inputs do not change. 
Figure A.6.4 illustrates an example. 
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FIGURE A.6.4. Example of Unstable Circuit 


3. The output condition of the system, even though stable, 
may not be predictable depending upon the primary input 
conditions. Figure A.6.5 is an example.’ 


However, these problems mentioned above can be avoided 
by making certain restrictions in the way sequential systems 
are designed and used. For instance, the following are 
some restrictions: 


1. Avoiding continuing instabilities (oscillations). 
2. Allowing only fundamental-mode operation. 
3. Allowing only pulse-mode operation. 
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A.7 Avoiding Logic Hazards 


The flexible alternative which PLDs provide to design with 
standard logic requires care in understanding criteria specif- 
ic to the new design methodology. Care must be taken in 
understanding the capabilities of the part chosen and in fol- 
lowing the design procedure described later in this chapter. 
But even careful adherence to the design flow will not avoid 
some of the more common errors, which are common in 
other design methodologies, as well as PLDs. This section 
outlines some of the more common anomalies and sug- 
gests how they might be avoided. 


HAZARDS AND GLITCHES 


Not all devices have the same propagation delay. A hazard 
may be caused by configuring a set of gates such that a 
change in the input signals can cause a spurious output 
signal! or ‘glitch’. In combinational circuits, the hazard will 
be prevented since the outputs are presumed to be a func- 
tion of steady-state input signals and are not scanned until 
all transients have stabilized. However, in sequential cir- 
cuits, particularly where the outputs of such a combinational 
circuit are used as inputs to a sequential circuit, glitches 
may occur. 


STATIC AND DYNAMIC HAZARDS 


Depending on the initial and final value of the output, there 
can be two classes of hazards. When these values are the 
same, extraneous output signals result from a static hazard. 
As an example, the circuit shown in Figure A.7.7 will exhibit 
an output glitch due to a static hazard when both inputs A 
and B are high and the control input is changed from high to 
low. In a perfect world, the output signal would not change, 
but the propagation delay of the logic gates (in this case the 
inverter) will cause a momentary low glitch on the otherwise 
high output, as shown. 


OUTPUT 


TL/L/9992-1 
FIGURE A.7.1. Circuit with Static Hazard 

If the initial and final states of the output of a circuit are 

different, then an extraneous output results from a dynamic 


hazard. As an example, this would be characterized by a 
circuit which moved through an intermediate state before 
settling in the final configurations, such as a 0-1-0-1 instead 
of a clean 0-1. 


FUNCTION AND LOGIC HAZARDS 


The causes of hazards are classed as either function or 
logic. Function hazards exist when logic is specified with a 
change in more than one input variable possible simulta- 
neously. Figure A.7.2 shows a truth table which illustrates 
this. The circuit is intended to move from stable state 
XYZ = 000 to stable state XYZ = 101. If the input variable 
X and Z do not change absolutely simultaneously, an output 
glitch due to a function hazard will occur. Assume both X 
and Z transition from 0 to 1 at about the same time, but not 
simultaneously. If X changes before Z, a momentary state of 
100 will exist, giving a transient output of 0 until Z changes 
and the final output stabilizes at 1. If Z changes before X, 
the inputs are momentarily 001, which gives an output 0, 
which changes to 1 as X changes. 


TL/L/9992-2 
FIGURE A.7.2. Truth Table 
Illustrating a Function Hazard 


Functional glitches can be avoided by assigning the state 
variables in such a manner that transitions between states 
require only one variable to change at a time. 


Unequal! delays which occur because of the detailed logic 
implementation are called /ogic hazards. These can exist 
even if only one variable at a time changes, as illustrated by 
Figure A.7.3. This Karnaugh map displays a logic hazard in 
the Y input, which moves the circuit from the set XYZ to the 
set WYZ. Each group shown in Figure A.7.3 represents one 
product term that is an input to the circuit. In this example, it 
is an OR gate, and therefore at least one of the product 
terms must be 1 to give an output of 1. Due to circuit propa- 
gation delays, any real-world circuit will move out of the 
starting sets faster than it moves into the final sets. There is 
therefore the possibility of a brief interval when neither cor- 
responding product is at 1. 
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(b) 
FIGURE A.7.3 Karnaugh Map (K-Map) 
Used to Resolve a Function Hazard 


A remedy for this is to ensure that any pair between which a 
transition may take place are in a single set. In other words, 
any 1-values which appear next to each other in the K-map 
must be contained within the same set, as shown in Figure 
A.7.3. 


REMEDIES FOR MORE COMPLEX CIRCUITS 


Once the number of terms exceeds two or three, K-maps 
become increasingly difficult to work with. A remedy for this 
can be found by adding additional terms to the original Boo- 
lean equations. From this, it can be determined whether a 
logic hazard exists by examining the modified equations. If a 
variable and its complement appear in separate product 
terms in the same equation and these product terms contain 
that are not mutually exclusive, a logic hazard exists. The 
hazard can be eliminated by generating a new product term 
to overlay each pair of product terms which pose a logic 
hazard. The new product term is selected from canonical 
product terms which differ only by the state of the variable 
causing the hazard. 


Hazards can exist irrespective of the design methodology 
used. In manual design, generation and careful examination 
of K-maps, particularly multiple inputs for state change, can 
reveal potential hazards. Computer-aided design tools such 
as ABEL and CUPL are not completely hazard-free and a 
similar examination of their results may reveal hazards and 
require adjustment of minimization level and the addition of 
redundant terms, as for manual design. 

As an example of hazard recognition and correction, consid- 
er the circuit shown in Figure A.7.4. The Boolean equation 
describing this is: 

XYZ + WYZ 


Examining the equation reveals a logic hazard because both 
Y and Y appear in separate product terms and inputs W and 
X are not mutually exclusive. The problem can be eliminated 
in two steps. Firstly, expand the expression to its canonical 
form, which gives: 

WXYZ + WXYZ + WXYZ + WXYZ 


Secondly, develop a new product term from those which 
overlay the original two and differ only by the state of the 
variable causing the hazard, in this case Y. This gives: 


XYZ + WXZ(Y + Y) + WYZ 
= XYZ + WXZ + WYZ 


In this case, the new product term WXZ overlays the original 
and is illustrated on the K-map of Figure A.7.3. Therefore, 
the addition of an AND gate and an input to the OR gate will 
result in elimination of the hazard, as shown in Figure A. 7.4. 


Ww xX Y Z 


OUTPUT 
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(a) Logic Hazard Exists 


OUTPUT 
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(b) No Logic Hazard 


FIGURE A.7.4. Recognition and 
Correction of a Logic Hazard . 
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Theory of PLD Testing 


B.1 Testing Methods 


There are many test methods for LSI circuits, each with its 
own way of generating and processing test data. These ap- 
proaches can be divided into two broad categories—con- 
current and explicit.2 


In concurrent approaches, normal user-application input 
patterns serve as diagnostic patterns. Thus testing and nor- 
mal computation proceed concurrently. In explicit ap- 
proaches, on the other hand, special input patterns are ap- 
plied as tests. Hence, normal computation and testing occur 
at different times. 


CONCURRENT TESTING 


Systems that are tested concurrently are designed such 
that all the information transferred among various parts of 
the system is coded with different types of error detecting 
codes. In addition, special circuits monitor this coded data 
continuously and signal detection of any fault. 


Different coding techniques are required to suit the different 
types of information used inside LSI systems. For example 
m-out-of-n codes (n-bit patterns with exactly m 1’s and 
n — m0’s) are suitable for coding control signals, while 
arithmetic codes are best suited for coding ALU operands.3 


The monitoring circuits—checkers—are placed in various 
locations inside the systems so that they can detect most of 
the faults. A checker is sometimes designed in a way that 
enables it to detect a fault in its own circuitry as well as in 
the monitored data. Such a checker is called a se/f-checking 
checker 


Hayes and McCluskey surveyed various concurrent testing 
methods that can be used with microprocessor-based LSI 
systems.2 Concurrent testing approaches provide the fol- 
lowing advantages: 


¢ Explicit testing expenses (e.g., for test equipment, down 

time, and test pattern generation) are eliminated during 

_ the life of the system, since the data patterns used in 
normal operation serve as test patterns. 


The faults are detected instantaneously during the use of 
the LSI chip, hence the first faulty data pattern caused by 
a certain fault is detected. Thus, the user can rely on the 
correctness of his output results within the degree of 
fault coverage provided by the error detection code used. 
In explicit approaches, on the other hand, nothing can be 
said about the correctness of the results until the chip is 
explicitly tested. 


Transient faults, which may occur during normal opera- 
tion, are detected if they cause any faulty data pattern. 
These faults cannot be detected by any explicit testing 
method. 
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Unfortunately, the concurrent testing approach suffers from 
several problems that limit its usage in LSI testing: 


¢ The application patterns may not exercise all the storage 
elements or all the internal connection lines. Defects 
may exist in places that are not exercised, and hence the 
faults these defects would produce will not be detected. 
Thus, the assumption that faults are detected as they 
occur, or at least before any other fault occurs, is no 
longer valid. Undetected faults will cause fault accumula- 
tion. As a result, the fault detection mechanism may fail 
because most error detection codes have a limited capa- 
bility for detecting multiple faults. 


Using error detecting codes to code the information sig- 
nals used in an LSI chip requires additional I/O pins. At 
least two extra pins are needed as error signal indicators. 
(A single pin cannot be used, since such a pin stuck at 
the good value could go undetected). Because of con- 
straints on pin count, however, such requirements can- 
not be fulfilled. 


Additional hardware circuitry is required to implement the 
checkers and to increase the width of the data carriers 
used for storing and transferring the coded information. 


Designing an LSI circuit for concurrent testing is a much 
more complicated task than designing a similar LSI cir- 
cuit that will be tested explicitly. - 


Concurrent approaches provide no control over critical 
voltage or timing parameters. Hence, devices cannot be 
‘tested under marginal timing and electrical conditions. 


The degree of fault coverage usually provided by concur- 
rent methods is less than that provided by explicit meth- 
ods. 


The above-mentioned problems have limited the use of con- 
current testing for most commercially available LSI circuits. 
However, as digital systems grow more complex and diffi- 
cult to test, it becomes increasingly attractive to build test 
procedures into the UUT (unit under test) itself. We will not 
consider the concurrent approach further in this article. For 
a survey of work in concurrent testing, see Hayes and 
McCluskey.2 


EXPLICIT TESTING 


All explicit testing methods separate the testing process 

from normal operation. In general, an explicit testing pro- 

cess involves three steps: 

¢ Generating the test patterns. The goal of this step is to 
produce those input patterns which will exercise the UUT 
under different modes of operation while trying to detect 
any existing fault. 











¢ Applying the test patterns to the UUT. There are two 
ways to accomplish this step. The first is external test- 
ing—the use of special test equipment to apply the test 
patterns externally. The second is internal testing—the 
application of test patterns internally by forcing the UUT 
to execute a self-testing procedure. Obviously, the sec- 
ond method can only be used with systems that can exe- 
cute programs (for example, with microprocessor-based 
systems). External testing gives better control over the 
test process and enables testing under different timing 
and electrical conditions. On the other hand, internal 
testing is easier to use because it does not need special 
test equipment or engineering skills. 


Evaluating the responses obtained from the UUT. 


This step is designed with one of two goals in ‘mind. The. 


first is the detection of an erroneous, which indicates the 
existence of one or more faults (go/no-go testing). The 
other is the isolation of the fault, if one exists, in an easily 
replaceable module (fault location testing). Our interest 
in this article will be go/no-go testing, since fault location 
testing of LS! circuits sees only limited use. 


Many explicit test methods have evolved in the last decade. 
They can be distinguished by the techniques used to gener- 
ate the test patterns and to detect and evaluate the faulty 
responses (Figure B.7.1). !n what follows, we concentrate 
on explicit testing and present in-depth discussions of the 
methods of test generation and response evaluation em- 
ployed with explicit testing. 


B.2 Test Generation Techniques 


The test generation process represents the most important 
part of any explicit testing method. Its main goal is to gener- 
ate those test patterns that, when applied to the UUT, sensi- 
tize existing faults and propagate a faulty response to an 
observable output of the UUT. A test sequence is consid- 
ered good if it can detect a high percentage of the possible 
UUT faults; it is considered good, in other words, if its de- 
gree of fault coverage is high. 


LSI 


Rigorous test generation should consist of three main activi- 

ties: 

© Selecting a good descriptive model, at a suitable level, 
for the system under consideration. Such a model should 
reflect the exact behavior of the system in all its possible 
modes of operation. 


Developing a fault model to define the types of faults that 
will be considered during test generation. In selecting a 
fault model, the percentage of possible faults covered by 
the model should be maximized, and the test costs asso- 
ciated with the use of the model should be minimized. 
The latter can be accomplished by keeping the complexi- 
ty of the test generation low and the length of the tests 
short. Clearly these objectives contradict one another—a 
good fault model is usually found as a result of a trade-off 
between them. The nature of the fault model is usually 
influenced by the model used to describe the system. 


Generating tests to detect all the faults in the fault model. 
This part of test generation is the soul of the whole test 
process. Designing a test sequence to detect a certain 
fault in a digital circuit usually involves two problems. 
First, the fault must be excifed; i.e., a certain test se- 
quence must be applied that will force a faulty value to 
appear at the fault site if the fault exists. Second, the test 
must be made sensitive to the fault; i.e., the effect of the 
fault must propagate through the network to an observ- 
. able output. 


Rigorous test generation rests heavily on both accurate de- 
scriptive (system) models and accurate fault models. 


Test generation for digital circuits is usually approached ei- 
ther at the gate-level or at the functional level. The classical 
approach of modeling digital circuits as a group of connect- 
ed gates and flip-flops has been used extensively. Using 
this level of description, test designers introduced many 
types of fault models, such as the classical stuck-at model. 
They also assumed that such models could describe physi- 
cal circuit failures in terms of logic. This assumption has 
sometimes restricted the number of physical failures that 
can be modeled, but it has also reduced the complexity of 
test generation since failures at the elementary level do not 
have to be considered. 


TESTING 


EXPLICIT 
TESTING 


TEST 
GENERATION 


MANUAL RANDOM 
SIMULATION- 
ALGORITHMIC AIDED 


STORED 
RESPONSE 


INTERNAL 


TEST 


APPLICATION 


GooD 
RESPONSE 
GENERATION 


CONCURRENT 
TESTING 


RESPONSE 
EVALUATION 


EXTERNAL 


COMPACT 
TESTING 


TRANSITION SIGNATURE 
COMPARISON COUNTING ANALYSIS 


TL/L/9993-1 


FIGURE B.1.1. LSi Test Technology 
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Many algorithms have been developed for generating tests 
for a given fault in combinational networks.(1, 4, 5, 6 7) How- 
ever, the complexity of these algorithms depends on the 
topology of the network; it can become very high for some 
circuits. Ibarra and Sahni have shown that the problem of 
generating tests to detect single stuck-at faults in a combi- 
national circuit modeled at the gate level is an NP-complete 
problem.8 Moreover, if the circuit is sequential, the problem 
can become even more difficult depending on the deepness 
of the circuit's sequential logic. 


Thus, for LS! circuits having many thousands of gates, the 
gate level approach to the test generation problem is not 
very feasible. A new approach, the functional level, is need- 
ed. 


Another important reason for considering faults at the func- 
tional level is the constraint imposed on LSI testing by a 
user environment—the test patterns have to be generated 
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without a knowledge of the implementation details of the 
chip at the gate level. The only source of information usually 
available is the typical IC catalog, which details the different 
modes of operation and describes the general architecture 
of the circuit. With such information, the test designer finds 
it easier to define the functional behavior of the circuit and 
to associate faults with the functions. He can partition the 
UUT into various modules such as registers, multiplexers, 
ALUs, ROMs, and RAMs. Each module can be treated as a 
“black box” performing a specified input/output mapping. 
These modules can then be tested for functional failures; 
explicit consideration of faults affecting the internal lines is 
not necessary. The example given below clarifies the idea. 


Consider a simple one-out-of-four multiplexers such as the 
one shown in Figure 8.2.1. This multiplexer can be modeled 
at the gate level as shown in Figure B.2. 1(a), or at the func- 
tional level as shown in Figure B.2. 1.(b). 








U 
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(a) Gate-Level Description 


1-OUT-OF-4 MUX 
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(b) Functional-Level Description 
FIGURE B.2.1. A One-Out-of-Four Multiplexer 


A possible fault model for the gate-level description is the 
single stuck-at fault model. With this model, the fault list 
may contain faults such as the line labeled with f is stuck at 
O, or the control line ‘‘Co” is stuck at 1. 


At the functional level, the multiplexer is considered a black 
box with a well-defined function. Thus, a fault model for it 
may specify the following as possible faults: selection of 
wrong source, selection of no source, or presence of stuck- 
at faults in the input lines or in the multiplexer output. With 
this model, the fault list may contain faults such as source 
“X” is selected instead of source “Y”, or line ‘‘Z” is stuck at 
1. 


Ad hoc methods—which determine what faults are the most 
probable—are sometimes used to generate fault lists. But if 
no fault model is assumed, then the tests derived must be 
either exhaustive or a rather ad hoc check of the functionali- 
ty of the system. Exhaustive tests are impossible for even 
small systems because of the enormous number of possible 
states, and superficial tests provide neither good coverage 
nor even an indication of what faults are covered. 


Once the fault list has been defined, the next step is to find 
the test patterns required to detect the faults in the list. As 
previously mentioned, each fault first has to be excited so 
that an error signal will be generated somewhere in the 
UUT. Then this signal has to be sensitized at one of the 
observable outputs of the UUT. The three examples below 
describe how to excite and sensitize different types of faults 
in the types of modules usually encountered in LSI circuits. 


Consider the gate-level description of the three-bit incre- 
menter shown in Figure 8.2.2. 


Xo 


Yo yy Yo . 
TL/L/9993~-4 
FIGURE B.2.2. Gate-Level Description 
of Three-Bit Incrementer 


The incrementer output, Y2Y7Ypo is the binary sum of C; and 
the three-bit binary number X2X4Xo, while Co is the carry- 
out bit of the sum. Note that Xo({Yo) is the least significant bit 
of the incrementer input (output). 


Assume we want to detect the fault “‘line f is stuck at 0.” To 
excite that fault we will force a 1 to appear on line f so that, 
if it is stuck at 0, a faulty value will be generated at the fault 
site. To accomplish this both Xp and C; must be set to 1. To 
sensitize the faulty 0 at f, we have to set X, to 1; this will 
propagate the fault to Yo independent of the value of Xo. 
Note that if we set X, to 0, the fault will be masked since the 
AND gate output will be 0, independent of the value at /f. 
Note also that X2 was not specified in the above test. How- 
ever, by setting Xo to 1, the fault will propagate to both Yo 
and Co, which makes the response evaluation task easier. 


Consider a microprocessor RAM and assume we want to 
generate a test sequence to detect the fault “accessing 
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word /in the RAM results in accessing the word / instead.” 


To excite such a fault, we will use the following sequence of 


instructions (assume a microprocessor with anole: -operand | 


instructions): 
Load the word 00 ... 0 into the accumulator. 
Store the accumulator contents into memory address /. 
Load the word 11... 1 into the accumulator. 
Store the accumulator contents into memory address /. 


If the fault exists, these instructions will force a 11.:. 1 
word to be stored in memory address / instead of 00... 
0. To sensitize the fault, we need only read what is in 
memory address /, using the appropriate instructions. 
Note that the RAM and its fault have been considered at 
the functional level, since we did not specify how the RAM 
is implemented. 


Consider the program counter (PC) of a sitestseictne 
and assume we want to generate a test sequence that will 
detect any fault in the incrementing mode of this PC, i.e., 
any fault that makes the PC unable to be incremented 
from x to x + 1 for any address x. One way to excite this 
fault is to force the PC to step through all the possible 
addresses. This can be easily done by initializing the PC 
to zero and then executing the no-operation instruction 
xX + 1 times. As a result, the PC will contain an address 


different than x + 1. By executing another no-operation | 


instruction, the wrong address can be observed at the 
address bus and the fault detected. In practice, such an 
exhaustive test sequence is very expensive, and more 
economical tests have to be used. Note that, as in the 
example immediately above, the problem and its solution 
have been considered at the functional level. 


Four methods are currently used to generate test patterns 


for LSI circuits: manual test generation, algorithmic test 
generation, simulation-aided test generation, and random 
test generation. 


MANUAL TEST GENERATION 


In manual test generation, the test designer carefully ana- 
lyzes the UUT. This analysis can be done at the gate lev- 
el, at the functional level or at a combination of the two. 
The analysis of the different parts of the UUT is intended 
to determine the specific patterns that will excite and sen- 
_ sitize each fault in the fault list. At one time, the manual 
approach was widely used for medium- and small-scale 
digital circuits. Then, the formulation of the D-algorithm 
and_ similar algorithms eliminated the need for analyzing 
each circuit manually and provided an efficient means to 

. generate the required test patterns.15 However, the arrival 

‘of LSI circuits and microprocessors required a shift back 
toward manual test generation techniques, because most 
of the algorithmic techniques used with SS! and MSI cir- 
cuits were not suitable for LSI circuits. 


_ Manual test generation tends to optimize the length of the 
test patterns and provides a relatively high degree of fault 
coverage. However, generating tests manually takes a 
considerable amount of effort and requires persons with 
special skills. Realizing that test generation has to be 
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done economically, test designers are now moving in the 
direction of automatic test generation. 


One good example of manual test generation is the work 
done by Sridhar and Hayes,2 who generated test patterns 
for a simple bit-sliced microprocessor at the functional! level. 


A bit-sliced microprocessor is an array of n identical ICs 
called slices, each of which is a simple processor for oper- 
ands of k bit length, where k is typically 2 or 4. The intercon- 
nections among the n slices are such that the entire array 
forms a processor for nkbit operands. The simplicity of the 
individual slices and the regularity of the interconnections 
make it feasible to use systematic methods for fault analysis 
and test generation. 

Sridhar and Hayes considered a one-bit processor slice as a 
simplified model for the commercially available bit-sliced 
processors such as the Am2901.10 A slice can be modeled 
as a collection of modules interconnected in a known way. 
These modules are regarded as black boxes with well-de- 
fined input-output relationships. Examples of these function- 
al modules are ALUs, multiplexers, and registers. Combina- 
tional modules are described by their truth tables, while se- 
quential modules are defined by their state tables (or state 
diagrams). 

The following fault categories were considered: 


¢ For combinational modules, ail possible faults that in- 
duce arbitrary changes in the truth table of the module, 
but that cannot convert it into a sequential circuit. 


¢ For sequential modules, all possible faults that can cause 
arbitrary changes in the state table of the module without 
increasing the number of states. 


Only one module was assumed to be faulty at any time. 


To test for the faults allowed by the above-mentioned fault 
model, all possible input patterns must be applied to each 
combinational module (exhaustive testing), and a checking 
sequence’! to each sequential module. In addition, the re- 
sponses of each module must be propagated to observable 
output lines. The tests required by the individual modules 
were easily generated manually—a direct consequence of 
the small operand size (k = 1). And because the slices 
were identical, the tests for one slice were easily extended 
to the whole array of slices. In fact, Sridhar and Hayes 
showed that an arbitrary number of simple interconnected 
slices could be tested with the same number of tests as that 
required for a single slice, as long as only one slice was 
faulty at one time. This property is called C-testability. Note 
that the use of carry-lookahead when connecting slices 
eliminates C-testability. Also note that slices with operand 
sizes equal to 2 or more usually are not C-testable. 


The idea of modeling a digital system as a collection of 
interconnected functional modules can be used in modeling 
any LSI circuit. However, using exhaustive tests and check- 
ing sequences to test individual modules is feasible only for 
toy systems. Hence, the fault model proposed by Sridhar 
and Hayes, though very powerful, is not eecotly ee 
to LSI testing. 








PAT SENSITIZATION AND THE D-ALGORITHM. eo : 
of the classical fault detection methods at the gate and tlip-tiop level is the D-algorithm'. 5 employing the ca 
ion testing technique. 4 The basic principle involved in path sensitization is relatively simple. For an input X; to. 
| fault “line . a is stuck at, / = 0,1," the input. % must cause the sina ain the normal (fault-free) circuit to take 


° “Excitation—The inputs) must a specified $0 as to generate the appropiate value 2 (0 for stuckat 1 and 4 for races 


oD at the sas as the fault 
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ALGORITHMIC TEST GENERATION 


In algorithmic test generation, the test designer devises a 
set of algorithms to generate the 1’s and 0’s needed to test 
the UUT. Algorithmic test techniques are much more eco- 
nomical than manual techniques. They also provide the test 
designer with a high level of flexibility. Thus, he can improve 
the fault coverage of the tests by replacing or modifying 
parts of the algorithms. Of course, this task is much simpler 
than modifying the 1’s and 0’s in a manually generated test 
sequence. 


Techniques that use the gate-level description of the UUT, 
such as path sensitization4 and the D-algorithm,5 can no 
longer be used in testing complicated LSI circuits. Thus, the 
problem of generating meaningful sets of tests directly from 
the functional description of the UUT has become increas- 
ingly important. Relatively little work has been done on func- 


tional-level testing of LSI chips that are not memory ele- 


ments.9:12-17 Functional testing. of memory chips is rela- . 


tively simple because of the regularity of their design and 
also because their components can be easily controlled and 
observed from the outside. Various test generation algo- 
rithms have been developed to detect different types of 
faults in memories. 1,18 In the rest of ths section we will 
concentrate on the general problem of generating tests for 
irregular LS! chips, -i.e., for LSI chips which are not strictly 
memory chips. 


It is highly desirable to find an algorithm that can generate 
tests for any LSI circuit, or at least most LSI circuits. One 
good example of work in this area is the technique proposed 
by Thatte and Abraham for generating tests for microproc- 
essors.12,13 Another approach, pursued by the authors of 
this article, is a test generation procedure capable of han- 
dling general LSI circuits.15,16,17 


THE THATTE-ABRAHAM TECHNIQUE 


Microprocessors constitute a high percentage of today’s LS! 
circuits. Thatte and Abraham12.13 approached the micro- 
processor test generation problem at the functional level. 
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The test generation procedure they developed was 
based on: 


A functional description of the microprocessor at the reg- 
ister-transfer level. The model is defined in terms of data 
flow among storage units during the execution of an in- 
struction. The functional behavior of a microprocessor is 
thus described by information about its instruction set 
and the functions performed by each instruction. _ 


A fault model describing faults in the various functional 
parts of the UUT (e.g., the data transfer function, the 
data storage function, the instruction decoding and con- 
trol function). This fault model describes the faulty be- 

_ havior of the UUT without knowing its implementation de- 
tails. 


The microprocessor is modeled by a graph. Each register in 
the microprocessor (including general-purpose registers 


‘and accumulator, stack, program counter, address buffer, 


and processor status word registers) is represented by a 
node of the graph. Instructions of the microprocessors are 
classified as being of transfer, data manipulation, or branch 
type. There exists a directed edge (labeled with an instruc- 


tion) from one node to another if during an execution of the 


instruction data flow occurs from the register represented by 
the first node to that represented by the second. Examples 
of instruction representation are given in Figure B.2.3. 


Having described the function or the structure of the UUT, 
one needs an appropriate fault model in order to derive use- 
ful tests. The approach used by Thatte and Abraham is to 
Partition the various functions of a microprocessor into five 
classes: the register decoding function, the instruction de- 
coding and control function, the data storage function, the 
data transfer function, and the data manipulation function. 
Fault models are derived for each of these functions at a 
higher level and independently of the details of implementa- 
tion for the microprocessor. The fault model is quite general. 
Tests are derived allowing any number of faults, but only in 
one function at a time; this restriction exists solely to cut 
down the complexity of test generation. 











(b) 
FIGURE B.2.3. Representations of Microprocessor Instruction—1, 
(a) Transfer Instruction, R2 <— Rj; (b) Add Instruction, R3 <—- Ry + Ro; 
(Cc) Iz, OR Instruction, Re <— Ry OR Ro; (d) I4 Rotate Left Instruction 


The fault model for the register decoding function allows 
any possible set of registers to be accessed instead of a 
particular register. (If the set is null then no register is ac- 
cessed.) This fault model is thus very general and indepen- 
dent of the actual realization of the decoding mechanism. 


For the instruction decoding and control function, the faulty 
behavior of the microprocessor is specified as follows. 
When instruction |;, is executed ‘any one of the following 
can happen: 


¢ Instead of instruction |;, some other instruction Ix is exe- 
cuted. This fault is denoted by F(j/Ix). 


¢ In addition to instruction |, some other instruction Ix is 
activated. This fault is denoted by F(I;/ly + Ix). 


¢ No instruction is executed. This fault is denoted by F(|;/ 
6). 

Under this specification, any number of instructions can be 

faulty. 


In the fault model for the data storage function, any cell in 
any data storage module is allowed to be stuck at 0 or 1. 
This can occur in any number of cells. 


The fault model for the data transfer function includes the 
following types of faults: 


© A line in a path used in the execution of an instruction is 
stuck at 0 or 1. 


¢ Two lines of a path used in the instruction are coupled, 
i.e., they fail to carry different logic values. 


Note that the second fault type cannot be modeled by sin- 
gle stuck-at faults. The transfer paths in this fault model are 
logical paths and thus will account for any failure in the actu- 
al physical paths. 


Since there is a variety of designs for the ALU and other 
functional units such as increment or shift logic, no specific 
fault model is used for the data manipulation function. It is 
assumed that complete test sets can be derived for the 
functional units for a given fault model. 


By carefully analyzing the logical behavior of the microproc- 
essor according to the fault models presented above, 
Thatte and Abraham formulated a set of algorithms to gen- 
erate the necessary test patterns. These algorithms step 
the microprocessor through a precisely defined set of in- 
structions and addresses. Each algorithm was designed for 
detecting a particular class of faults, and theorems were 
proved which showed exactly the kind of faults detected by 
each algorithm. These algorithms employ the excitation and 
sensitization concepts previously described. 


To gain insight into the problems involved in using the algo- 
rithms, Thatte investigated the testing of an eight-bit micro- 
processor from Hewlett-Packard.12 He generated the test 
patterns for the microprocessor by hand, using the algo- 
rithms. He found that 96 percent of the single stuck-at faults 
that could affect the microprocessor were detected by the 
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test sequence he generated. This figure indicates the validi- 
ty of the technique. 


THE ABADIR-REGHBATI TECHNIQUE 


Here we will briefly describe a test generation technique we 
developed for LS! circuits.15.16 We assume that the tests 
would be generated in a user environment in which the 
gate- and flip-flop-level details of the chip were not known. 


We developed a madule-level model for LSI circuits. This 
mode! bypasses the gate and flip-flop levels and directly 
describes blocks of logic (modules) according to their func- 
tions. Any LS] circuit can be modeled as a network of inter- 
connected modules such as counters, registers, ALUs, 
ROMs, RAMs, multiplexers and decoders. 


Each module in an LS! circuit was modeled as a black box 
having a-number of functions defined by a set of binary 
decision diagrams (see box).19 This type of diagram, a func- 
tional description tool introduced by Akers in 1978, is a con- 
cise means for completely defining the logical operation of 
one or more digital functions in an implementation-free 
form. The information usually found in an IC catalog is suffi- 
cierit to derive the set of binary decision diagrams describ- 
ing the functions performed by the different modules in a 
device. These diagrams—like truth tables and state ta- 
bles—are amenable to extensive logical analysis. However, 
unlike truth tables and state tables—are amenable to exten- 
sive logical analysis. However, unlike truth tables and state 
tables, they do not have the unpleasant property of growing 
exponentially with the number of variables involved. More- 
over, the diagrams can be stored and processed easily in a 
digital computer. An important feature of these diagrams is 
that they state exactly how the module will behave in every 
one of its operation modes. Such information can be ex- 
tracted from the module’s diagrams in the form of a set of 
experiments.15:20 Each of these experiments describes the 
behavior of the module in one of its modes of operation. 
The structure of these experiments makes them suitable for 
use in automatic test generation. — 


We also developed a functional-level fault model describing 
faulty behavior in the different modules of an LSI chip. This 
model is quite independent of the details of implementation 
and covers functional faults that alter the behavior of a mod- 
ule during one of its modes of operation. It also covers 
stuck-at faults affecting any input or output pin or any inter- 
connection line in the chip. 


Using the above-mentioned models, we proposed a func- 
tional test generation procedure based on path sensitization 
and D-algorithm.15 The procedure takes the module-ievel 
model of the LSI chip and the functional description of its 
modules as parameters and generates tests to detect faults 
in the fault model. The fau/t collapsing technique| was used 
to reduce the length of the test sequence. As in the D-algo- 
rithm, the procedure employs three basic operations, name- 
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ly implication, D-propagation, and line justification. However, 
these operations are performed on functional modules. 
We also presented algorithmic solutions to the problems of 
performing these operations on functional modules.16 For 
each of the three operations, we gave an algorithm which 
takes the module’s set of experiments and current state 
(i.e., the values assigned to the module inputs, outputs, and 
internal memory elements) as parameters and generates all 
the possible states of the module after performing the re- 
quired operation. _ 


We have also reported our efforts to develop test se- 
quences based on our test generation procedure for typical 
LSI circuits.17 More specifically, we considered a one-bit 
microprocessor slice C that has all the basic features of the 
four-bit Am2901 microprocessor slice.1° The circuit C was 
modeled as a network of eight functional modules: an ALU, 
a latch register, an addressable register, and five multiplex- 
ers. The functions of the individual modules were described 
in terms of binary decision diagrams or equivalent sets of 
experiments. Test capable of detecting various faults ‘cov- 
ered by the fault model were then generated for the circuit 
C. We showed that if the fault collapsing technique is used, 
a significant reduction in the length of the final test se- 
quence results. 


The test generation effort was quite straightforward; indicat- 
ing that the technique can be automated without much diffi- 
culty. Our study also shows that for a simplified version of 
the circuit C the length of the test sequence generated by 
our technique is very close to the length of the test se- 
quence manually generated by Sridhar and Hayes® for the 
same circuit. We also described techniques for modeling 
some of the features of the Am2909 four-bit microprogram 
sequencer'0 that are not covered by the circuit C. 


The results of our case study were quite promising and 
showed that our technique is a viable and effective one for 
generating tests for LS! circuits. 


SIMULATION-AIDED TEST GENERATION 


Logic simulation techniques have been used widely in the 
evaluation and verification of new digital circuits. However; 
an important application of logic simulation is to interpret the 
behavior of a circuit under a certain fault or faults. This is 
known as fault simulation. To clarify how this technique can 
be used to generate tests for LSI systems, we will first de- 
scribe its use with SSI/MSl-type circuits. 


To generate a fault simulator for an SSI/MSI circuit, the 

following information is needed.1 
® the gate- -level description of the circuit, written in a spe- 
cial language; 

® the initial conditions of the memory elements; and 

¢ a list of the faults to be simulated, including classical 
. types of faults such as stuck-at faults and accent pin 
enone. 
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The above is fed to a simulation package which generates 
the fault simulator of the circuit under test. The resulting 
simulator can simulate the behavior of the circuit under nor- 
mal conditions as well as when any faults exist. 

Now, by applying various input patterns (either generated by 
hand, by an algorithm, or at random) the simulator checks to 
see if the output response of the correct circuit differs from 
one of the responses of the faulty circuits. If it does, then 
this input pattern detects the fault which created the wrong 
output response; otherwise the input pattern is useless. If an 
input pattern is found to detect a certain fault, this fault is 
deleted from the fault list and the process continues until 
either the input patterns or the faults are finished. At the 
end, the faults remaining in the fault list are those which 
cannot be detected by the input patterns. This direclty mea- 
sures the degree of fault coverage of me input patterns 
used, ; 


Two examples of this type of logic simulator are LAMP—the 
Logic Analyzer for Maintenance Planning developed at Bell 
Laboratories,21 and the Testaid II! fault simulator developed 
at the Hewlett-Packard Company.12 Both work primarily at 
the gate level and simulate stuck-at faults only. One of the 
main applications of such fault simulators is to determine 
the degree of fault coverage provided by a test sequence 
generated by any other test generation technique. 


There are two key requirements that affect the success of 
any fault simulator: 


e the existence of a software model for each primitive ele- 
ment of the circuit, and 


© the existence of a good fault model for the UUT which 
can be used to generate a fault list covering most of the 
actual physical faults. 


These two requirements have been met for SSI/MSI cir- 
cuits, but they pose serious problems for LSI circuits. If it 
can be done at all, modeling LSI circuits at the gate level 
requires great effort. One part of the problem is the lack of 
detailed information about the internal structure of most LS! 
chips. The other is the time and memory required to simu- 
late and LSI circuit containing thousands of gates. Another 
severe problem facing almost all LSI test generation tech- 
niques is the lack of good fault models at a level higher than 
the gate level. 


The Abadir-Reghbati description model sicpbaed| in the pre- 
vious section permits the test designer to bypass the gate- 
level description and, using binary decision diagrams, to de- 
fine blocks of logic according to their functions. Thus, the 
simulation of complex LSI circuits can take place at a higher 
level, and this eliminates the large time and memory require- 
ments. Furthermore, the Abadir-Reghbati fault model is 
quite efficient and is suitable for simulation purposes. In 
fact, the implication operation'6 employed by the test gen- 
eration procedure represents the main building block of any 
fault simulator. It must be noted that fault simulation tech- 
niques are very useful in optimizing the length of the test 
sequence generated by any test generation technique. 
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RANDOM TEST GENERATION 


This method can be considered the simplest method for 
testing a device. A random number generator is used to 
simultaneously apply random input patterns both to the UUT 
and to a copy of it known to be fault-free. (This copy is 
called the go/den unit.) The results obtained from the two 
units are compared, and if they do not match, a fault in the 
UUT is detected. This response evaluation technique is 
known as comparison testing; we will discuss it later. It is 
important to note that every time the UUT is tested, a new 
random test sequence is used. 


The important question is how effective the random test is, 
or, in other words, what fault coverage a random test of 
given length provides. This question can be answered by 
employing a fault simulator to simulate the effect of random 
test patterns of various lengths. The results of such experi- 
ments on SSI and MSI circuits show that random test gener- 
ation is most suitable for circuits without deep sequential 
logic.1,22,23 However, by combining random patterns with 
manually generated ones, test designers can obtain very 
good results. 


The increased sequentiality of LSI circuits reduces the appli- 
cability of random testing. Again, combining manually gener- 
ated test patterns with random ones improves the degree of 
fault coverage. However, two factors restrict the use of the 
random test generation technique: 


¢ The dependency on the golden unit, which is assumed to 
be fault-free, weakens the level of confidence in the re- 
sults. 


® There is no accurate measure of how effective the test 
is, since all the data gathered about random tests are 
Statistical data. Thus, the amount of fault coverage pro- 
vided by a particular random test process is unpredict- 
able. 


B.3 Response Evaluation 


Techniques 


Different methods have been used to evaluate UUT re- 
sponses to test patterns. We restrict our discussion to the 
case where the final goal is only to detect faults or, equiva- 
lently, to detect any wrong output response. There are two 
ways of achieving this goal—using a good response genera- 
tor or using a compact testing technique. 


GOOD RESPONSE GENERATION ~ 


This technique implements an ideal strategy: comparing 
UUT responses with good response patterns to detect any 
faulty response. Clearly, the key problems are how to obtain 
a good response and at what stage in the testing process 
that response will be generated. In current test systems, two 
approaches to solving these problems are taken—sfored 
response testing and comparison testing. 


STORED RESPONSE TESTING 


In stored response testing, a one-shot operation generates 
the good response patterns at the end of the test genera- 
tion stage. These patterns are stored in an auxiliary memory 
(usually a ROM). A flow diagram of the stored response 
testing technique is shown in Figure B.3. 1. 


Different methods can be used to obtain good responses of 
a circuit to a particular test sequence. One way is to do it 
manually by analyzing the UUT and the test patterns. This 
method is the most suitable if the test patterns were gener- 
ated manually in the first place. 


The method most widely used to obtain good responses 
from the UUT is to apply the test patterns either to a known 
good copy of the UUT—the golden unit—or to a software- 
simulated version of the UUT. Of course, if fault simulation 
techniques were used to generate the test patterns, the 
UUT’s good responses can be obtained very easily as a 
partial product from the simulator. 
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The use of a known good device depends on the availability 
of such a device. Hence, different techniques must be used 
for the user who wants to test his LS! system and for the 
designer who wants to test his prototype design. However, 
golden units are usually available once the device goes into 
production. Moreover, confidence in the correctness of the 
responses can be increased by using three or five good 
devices together to generate the good responses..: 


The major advantage of the stored response technique is 
that the good responses are generated only once for each 
test sequence, thus reducing the cost of the response eval- 
uation step. However, the stored response technique suf- 
fers from various disadvantages: 


* Any change in the test sequence requires the whole pro- 
cess to be repeated. 


© A very large memory is usually needed to store all the 
good responses to a reasonable test sequence, because 
both the length and the width of the responses are rela- 
tively farge. As a result, the cost of testing equipment 
increases. 


¢ The speed with which the test patterns can be applied to 
the UUT is limited by the access time of the memory 
used to store the good responses. 


COMPARISON TESTING 


Another way to evaluate the responses of the UUT during 
the testing process is to apply the test patterns simulta- 
neously to both the UUT and a golden unit and to compare 
their responses to detect any faulty response. The flow dia- 
gram of the comparison testing technique is shown in Figure 
8.3.2..The use of comparison testing makes possible the 
testing of the UUT at different speeds under different elec- 
trical parameters, given that these parameters are within the 
operating limits of the golden unit, which is assumed to be 
ideal. 


Note that in comparison testing the golden unit is used to 
generate the good responses every time the UUT is tested. 
In stored response testing, on the other hand, the golden 
unit is used to generate the good responses only once. 


GOLDEN 
UNIT 


FIGURE B.3.2. Comparison Testing 


The disadvantages of depending on a golden unit are more 
serious here, however, since every explicit testing process 
requires one golden unit. This means that every tester must 
contain a golden copy of each LSI circuit festd: ‘by that 
tester. 


One of the major advaniaues of comparison fasting is that 
nothing has to be changed in the response evaluation stage 
if the test Sequence is altered This makes comparison test- 
ing highly desirable if test patterns are Geosrated randomly. 


COMPACT TESTING 


The major drawback of good response eoieration: 'tech- 
niques in general, and stored response testing in particular, 
is the huge amount of response data that must be analyzed 
and stored. Compact testing methods attempt to solve this 
by compressing the response data R into a more compact 
from f(R) from which most of the fault information in R can 
be derived. Thus, because only the compact form of the 
good responses has to be stored, the need for large memo- 
ry or expensive golden units is eliminated, An important 
property of the compression function f is that it can be im- 
plemented with simple circuitry. Thus, compact testing does 
not require much test equipment and is especially suited for 
field maintenance work. A general diagram of the compact 
testing technique is shown in Figure 8.3.3. 


Several choices for the function f exist, such as ‘the num- 
ber of 1’s in the sequence,” “the number of 0 to 1 and 1 to0 
transitions in the sequence” (transition counting),24 or “the 
signature of the sequence” (signature analysis).25 For each 
compression function f, there is a slight probability that a 
response Ri different from the fault-free response RO will 
be compressed to a form equal to f(R0), i.e., f(R1) = 
f(RO). Thus, the fault causing the UUT to produce R11 in- 
stead of RO will not be detected, even though it is covered 
by the test patterns. 


The two compression functions that are the most widely 
accepted commercially are transition counting and signa- 
ture analysis. 
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FIGURE B.3.3. Compact Testing 


TRANSITION COUNTING 


In transition counting, the number of logical transitions (0 to 
1 and vice versa) is computed at each output pin by simply 
running each output of the UUT into a special counter. Thus, 
the number of counters needed is equal to the number of 
output pins observed. For every m-bit output data stream (at 
one pin), an n-bit counter is required, where n = [logo]. 
As in stored response testing, the transition counts of the 
good responses are obtained by applying the test sequence 
to a golden copy of the UUT and counting the number of 
transitions at each output pin. This latter information is used 
as a reference in any explicit testing process. 


In the testing of an LSI circuit by means of transition count- 
ing, the input patterns can be applied to the UUT at a very 
high rate, since the response evaluation circuitry is very fast. 
Also, the size of the memory needed to store the transition 
counts of the good responses can be very small. For exam- 
ple, a transition counting test using 16 million patterns at a 
rate of 1 MHz will take 16 seconds, and the compressed 
stored response will occupy only K 24-bit words, where XK is 
the number of output pins. This can be contrasted with the 
16 million A-bit words of storage space needed if regular 
stored response testing is used. 


The test patterns used in a transition counting test system 
must be designed such that their output responses maxi- 
mize the fault coverage of the test.24 The example below 
shows how this can be done. 


Consider the one-out-of-four multiplexer shown in Figure 
8.3.4. To check for multiple stuck-at faults in the multiplexer 
input lines, eight test patterns are required, as shown in Ta- 
ble B.3.1. The sequence of applying these eight patterns to 
the multiplexer is not important if we want to evaluate the 
output responses one by one. However, this sequence will 
greatly affect the degree of fault coverage if transition 
counting is used. To illustrate this fact, consider the eight 
single stuck-at faults in the four input lines X1, X2, X3 and 
X4 (i.e, X1 stuck-at 0, X1 stuck-at 1, X2 stuck-at 0, and so 
on). Each of these faults will be detected by only one pat- 
tern among the eight test patterns. For example, the fault 
“X1 stuck-at 0” will be detected by applying the first test 
pattern in Table B.3.1, but the other seven test patterns will 
not detect this fault. Now, suppose we want to use transition 
counting to evaluate the output responses of the multiplex- 
er. Applying the eight test patterns in the sequence shown 
in Table B.3.1 (from top to bottom) will produce the output 
response 10101010 (from left to right), with a transition 
count of seven. Any possible combination of the eight faults 
described above will change the transition count to a num- 
ber different from seven, and the fault will be detected. 
(Note that no more than four of the eight faults can occur at 
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FIGURE B.3.4. One-Out-of-Four Multiplexer 


any one time.) Thus, the test sequence shown in Table 
B.3.1 will detect all single and multiple stuck-at faults in the 
four input lines of the multiplexers. 


Now, if we change the sequence of the test patterns to the 
one shown in Table B.3.2., the fault coverage of the test will 
decrease considerable. The output responses of the se- 
quence of Table B.3.2 will be 11001100, with a transition 
count of three. As a result, six of the eight single stuck-at 
faults will not be detected, because the transition count of 
the six faulty responses will remain three. For example, the 
fault “X1 stuck-at 1” will change the output response to 
11101100, which has a transition count of three. Hence, this 
fault will not be detected. Moreover, most of the multiple 
combinations of the eight faults will not change the tran- 
sition count of the output, and hence they will not be detect- 
ed either. 


It is clear from the above example that the order of applying 
the test patterns to the UUT greatly affects the fault cover- 
age of the test. When testing combinational circuits, the test 
designer is completely free to choose the order of test pat- 
terns. However, he cannot do the same with test patterns 
for sequential circuits. More seriously, because he is dealing 
with LSI circuits that probably have multiple output lines, he 
will find that a particular test sequence may give good re- 
sults at some outputs and bad results at others. One way to 
solve these contradictions is to use simulation techniques to 
find the optimal test sequence. However, because of the 
limitations discussed here, transition counting cannot be 
recognized as a powerful compact LSI testing method. 
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TABLE B.3.1. The Eight Test Patterns Used 
for Testing the Multiplexer of Figure B.3.4 
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TABLE B.3.2. A Different Sequence 
of the Eight Multiplexer Test Patterns 
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SIGNATURE ANALYSIS 

In 1977 Hewlett-Packard Corporation introduced a new 
compact testing technique called signature analysis, intend- 
ed for testing LSI systems.25-28 In this method, each output 


response is passed through a 16-bit linear feedback shift 
register whose contents /(R), after the test patterns have 
been applied, are called the test signature. Figure B.3.5 
shows an example of a linear feeder shift register used i in 
signature analysis. 


The signature provided by linear feedback shift registers 
can be regarded as a unique fingerprint—hence, test de- 
signers have extremely high confidence in these shift regis- 
ters as tools for catching errors. To better understand this 


_ confidence, let.us examine the 16-bit linear feedback shift 


register shown in Figure 8.3.5. Let us assume a data stream 
of length 7 is fed to the serial data input line (representing 
the output response to be evaluated). There are 2” possible 
combinations of data streams, and each one will be com- 


' pressed to one of the 216 possible signatures. Linear feed- 


back shift registers have the property of equally distributing 
the different combinations of data streams over the different 
signatures.27 This property is illustrated by the following nu- 
merical examples. 


e Assume n = 16. Then each data stream will be mapped 
to a distinctive signature (one-to-one mapping). 


e Assume n = 17. Then exactly two data streams will be 
mapped to the same signature. Thus, for a particular data 
stream (the UUT good output response), there is only 
one other data stream (a faulty output response) that will 
have the same signature; i.e., only one fault response out 
of 217—1 possible faults will not be detected. 


Assume n = 18. Then four different data streams will be 
mapped to the same signature. Hence, only three faults 
out of 218 — 4 possible faults will not be detected. . 


We can generalize the results obtained above. For any re- 
sponse data stream of length. > 16, the probability of 
missing a faulty response when ueing a 16-bit slonatute 
analyzer is 27 


on —-16—4 
og . on — 4 : be, 
Hence, the possibility of missing an error in the bit stream is 
very small (on the order of 0.002 percent). Note also that a 
great percentage of the faults will affect more than one out- 


put pin—hence the probability of not gate ng these kind a 
faults is even lower. 


= 2-16 forn >> 16. 
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FIGURE B.3.5. The 16-Bit Linear Feedback Shift ee Used in Signature ae da 











Signature analysis provides a much higher level of confi- 
dence for detecting faulty output responses than that pro- 
vided by transition counting. But, like transition counting, it 
requires only very simple hardware circuitry and a small 
amount of memory for storing the good signatures. As a 
result, the signatures of the output responses can be calcu- 
lated even when the UUT is tested at its maximum speed. 
Unlike transition counting, the degree of fault coverage pro- 
vided by signature analysis is not sensitive to the order of 
the test patterns. Thus, it is clear that signature analysis is 
the most attractive solution to the response evaluation prob- 
lem. 


The rapid growth of the complexity and performance of digi- 
tal circuits presents a testing problem of increasing severity. 
Although many testing methods have worked well for SSI 
and MSI circuits, most of them are rapidly becoming obso- 
lete. New techniques are required to cope with the vastly 
more complicated LSI circuits. 


In general, testing techniques fall into the concurrent and 
explicit categories. In this article, we gave special attention 
to explicit testing techniques, especially those approaching 
the problem at the functional level. The explicit testing pro- 
cess can be partitioned into three steps: generating the test, 
applying the test to the UUT, and evaluating the UUT’s re- 
sponses. The various testing techniques are distinguished 
by the methods they’ used to perform these three steps. 
Each of these techniques has certain strengths and weak- 
nesses. 


We have tried to emphasize the range of testing techniques 
available, and to highlight some of the milestones in the 
evolution of LSI testing. The details of an individual test 
method can be found in the source we have cited. 
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Ethernet Repeater Interface Controller Products * Hardware and Software Support Products « FDDI Products ¢ Glossary 


LOW VOLTAGE DATABOOK—1992 


This databook contains information on National’s expanding portfolio of low and extended voltage products. Product datasheets 
included for: Low Voltage Logic (LVQ), Linear, EPROM, EEPROM, SRAM, Interface, ASIC, Embedded Controllers, Real Time 
Clocks, and Clock Generation and Support (CGS). 


MASS STORAGE HANDBOOK—1989 


Rigid Disk Pulse Detectors ¢ Rigid Disk Data Separators/Synchronizers and ENDECs 
Rigid Disk Data Controller ¢ SCSI Bus Interface Circuits ¢ Floppy Disk Controllers ¢ Disk Drive Interface Circuits 
Rigid Disk Preamplifiers and Servo Control Circuits ¢ Rigid Disk Microcontroller Circuits ¢ Disk Interface Design Guide 


MEMORY DATABOOK—1992 
CMOS EPROMs ¢ CMOS EEPROMs ® PROMs ¢ Application Notes 


OPERATIONAL AMPLIFIERS DATABOOK—1993 


Operational Amplifiers ¢ Buffers ¢ Voltage Comparators ¢ Instrumentation Amplifiers ¢ Surface Mount 





POWER IC’s DATABOOK—1993 


Linear Voltage Regulators * Low Dropout Voltage Regulators ¢ Switching Mauege Regulators ¢ Motion Control 
Peripheral Drivers © High Current Switches Surlacs Mount 


PROGRAMMABLE Loic DEVICE DATABOOK AND 
DESIGN GUIDE—1993 — 


Product Line Overview Datasheets Design Guide: Designing with PLDs © PLD Design Methodology - 
PLD Design Development Tools ¢ Fabrication of Programmable Logic ¢ Application Examples 


REAL TIME CLOCK HANDBOOK—1991 


Real Time Clocks and Timer Clock Peripherals e Application Notes 


RELIABILITY HANDBOOK—1987 


Reliability and the Die ¢ Internal Construction ¢ Finished Package ¢ MIL-STD-883 ¢ MIL-M-38510 - 

The Specification Development Process ® Reliability and the Hybrid Device ¢ VLSI/VHSIC Devices 
Radiation Environment ¢ Electrostatic Discharge ¢ Discrete Device Standardization | 

Quality Assurance and Reliability Engineering © Reliability and Documentation ¢ Commercial Grade Device 
European Reliability Programs e Reliability and the Cost of Semiconductor Ownership 

Reliability Testing at National Semiconductor ¢ The Total Military/Aerospace Standardization Program 
883B/RETS™ Products ¢ MILS/RETS™ Products ¢ 883/RETS™ Hybrids ¢ MIL-M-38510 Class B Products 
Radiation Hardened Technology ¢ Wafer Fabrication ¢e Semiconductor Assembly and Packaging 
Semiconductor Packages e Glossary of Terms ¢ Key Government Agencies ¢ AN/ Numbers and Acronyms 
Bibliography ¢ MIL-M-38510 and DESC Drawing Cross Listing 


TELECOMMUNICATIONS—1992 | 


COMBO and SLIC Devices e ISDN Digital Loop Devices e ve Anaton Telephone Components . Software 
Application Notes © 
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Product Line Overview 


1.0 Selection Tables 


The product selection tables which follow are organized by technology group (EECMOS and ECL), then a “family”, and finally 
by “series” within each family. The term “family” refers to a set of one or more “device types” which are variations on the same 
basic architecture. The term “device type” refers to a specific device architecture (regardless of performance characteristics). 
The term “series” refers to a particular speed/power version in which the devices of a PLD family are available. Thus as 
technology advancements provide for improved speed/power performance, a new series is added to selected product families. 


TABLE |. Programmable Logic Product Selection Guide 


Family and Part 
Series ‘Numbers habe 
(Note 1) . Combinatorial Registered 





EECMOS 


20-Pin Quiet Series GAL16V8QS-15L 
Generic GAL16V8QS-15Q 
Array GAL16V8QS-20L 
Logic GAL16V8QS-25L 

GAL16V8QS-25Q 


24-Pin Quiet Series | | GAL20V8QS-15L 
Generic GAL20V8QS-15Q 
Array GAL20V8QS-20L 
Logic GAL20V8QS-25L 

iy GAL20V8QS-25Q 


20-Pin - + +1 GAL16V8-7 
Generic GAL16V8-10 
Array GAL16V8A-12 
Logic GAL16V8A-15 
GAL16V8-20L 
GAL16V8-25L 
GAL16V8-25Q 


24-Pin GAL20V8-7 
Generic GAL20V8-10 
Array GAL20V8A-12 
Logic GAL20V8A-15 
GAL20V8-20L 
GAL20V8-25L 
GAL20V8-25Q 
GAL22V10-15 
GAL22V10-20 
GAL22V 10-25 
GAL22V 10-30 
GAL20RA10-15 
GAL20RA10-20 
GAL20RA10-25 
GAL6001-30L 


8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 
8 


Note 1: Maximum tpp for combinatorial outputs (commercial operating range). Denotes characteristic speed of family where product has all non-registered outputs. 
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OLMC Logic Diagram 


c 


From Adjacent OLMC/PIN 


SO8ASL1V5D 


_ACO if pin* 13-18 
SYN if pin® 12 or 19 


~ To Adjacent OLMC 
; TL/L/11145-22 
*Applies to both 20-pin DIP and 20-lead PLCC packages for GAL16V8QS. 


FIGURE 6 


“TABLEIV. . 


“Small-PAL” Mode. _ “Registered-PAL” Mode “Medium-PAL” Mode 


JEDEC JEDEC 
Input Input 
Line #s Lines #s 
(Note 1) (Note 1) 


Pin 1 INPUT : cae INPUT 
*** Pin 19 VO. |° l REGISTER 1/0 2,3 .:]| TRI-STATE** 
*** Din 18 /O |. REGISTER 1/0 6,7 1/0 
*** Pin 17 1/0 REGISTER /O ~~ 0 
*** Pin 16 | OUTPUT* REGISTER |°- I/O : 1/0 
*** Pin 15 | OUTPUT* REGISTER VO 1/0 
*** Din 14 1/0 REGISTER 1/0 1/0 
*** Bin 13 1/0 REGISTER 1/0 . VO 
*** Bin 12 1/0 \ REGISTER 1/0 TRI-STATE** 

Pin 11 INPUT _ G G INPUT 


ACip=0 } ACh=1/ ~~ | ACihp=0--] ACIn=1] ° - | AC = 1 
SYN = 1,ACO =0 SYN = 0, ACO = 1 SYN = 1, ACO = 1 


All outputs are combinatorial At least one output is All!/O pins are 
and always active. registered. ' combinatorial. 


Note: Pin numbers above apply to both 20-pin DIP and 20-lead PLCC packages for GAL16V8QS. 

Note 1: All even and odd numbered JEDEC input line numbers correspond to true and complement array inputs, respectively. 
*Active combinatorial output. if 
**TRI-STATE combinatorial output. 

*** AC1p applies to these I/O pins only. 


OLMC Architecture Programming 
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